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Preface 



This volume presents the articles accepted for the 8th International Conference 
on Computer Analysis of Images and Patterns (CAIP’99), held in Ljubljana, 
Slovenia, 1-3 September 1999. The CAIP series of conferences started 14 years 
ago in Berlin. The series served initially as a forum for meetings between scien- 
tists from Western and Eastern-bloc countries. Political circumstances have 
changed dramatically since the inception of the conference and such contacts 
are fortunately no longer subject to abstrade. While CAIP conferences are still 
rooted in Central Europe, they now attract participants from all over the world. 

We received 120 submissions, which went through a thorough double blind 
review process by the program committee members who, had the option of as- 
signing additional reviewers. The final program consists of 47 oral and 27 poster 
presentations, with authors from 25 different countries. The proceedings also 
include 2 of the 5 invited lectures given at the conference. 

In the name of the steering committee we would like to thank the program 
committee members and the additional reviewers for their time and efforts. Our 
thanks also go to the authors for their cooperation and meeting of all deadlines. 
Most of the communication with the authors and reviewers was done through 
the World Wide Web. This was made possible by the dedicated work of our con- 
ference web master, Bor Prihavec. We thank the International Association for 
Pattern Recognition for taking CAIP ’99 under its wing, the Eaculty of Computer 
and Information Science at University of Ljubljana for hosting the conference, 
and the industrial and institutional sponsors for giving financial support. Our 
thanks also go to Springer- Verlag Heidelberg for publishing the CAIP ’99 pro- 
ceedings in the LNCS series. Einally, we thank the local organizers for their 
commitment, which made the conference possible. 
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Spectro-Spatial Gradients for 
Color-Based Object Recognition and Indexing 



Daniel Berwick and Sang Wook Lee 

University of Michigan, Ann Arbor MI 48109-2110, USA, 
{dberwick, swlee}(9eecs .umich. edu 



Abstract. This paper presents illumination pose- and illumination color- 
invariant color feature descriptors for object recognition and indexing 
which are derived from spectral (color) and spatial derivatives of loga- 
rithmic image irradiance. While the use of spatial gradients and spatial 
ratios of image irradiance have been suggested for limited viewing-pose 
invariance and illumination-color invariance, respectively, gradients in 
the spectral direction and combination of spectral and spatial gradients 
have not been fully investigated. We present a unified framework for an- 
alyzing spatial and spectral gradients of logarithmic image irradiance, 
and suggest that spectro-spatial gradients have rich potential for devel- 
oping local and global descriptors of object color. Experimental results 
are presented to demonstrate the efficacy of the proposed descriptors. 



1 Introduction 

Recognition/ indexing approaches have recently emerged that do not explicitly 
use object geometry and shape, but instead rely on object appearances or col- 
lections of photometric features such as color, texture and local image variation 
[6] [14]. While the importance of shape and geometry is not diminishing, the 
feature- collection methods are gaining popularity because of their efficiency es- 
pecially for content-based image retrieval. 

Color is a powerful cue when objects are distinguishable by their distribution 
of color reflectances. The earliest approach for recognizing objects based on their 
color distributions was developed by Swain and Ballard [18], and most of the 
content-based image retrieval systems use color distribution as a primary cue [6]. 
Color information is highly susceptible to illumination conditions. To effectively 
employ color information as a reliable descriptor of an object, color reflectance 
intrinsic to the object surface must be extracted. Variation of color appearance 
due to object shape, viewing and illumination pose, illumination color, and spec- 
ularity needs to be discounted. The knowledge gained through color constancy 
research [4] [7] [11] [13] is reflected in recent recognition/indexing methods that 
explore illumination color- invariant descriptors [8] [9] [15] [17]. 

Most of the previous work focuses on finding feature descriptors invariant to 
illumination color. These approaches assume the color features used are located 
on 2-D planar surfaces, or the illumination pose is fixed for 3-D objects. Only 
recently has the issue of illumination-pose invariance been explicitly addressed. 
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and the use of normalized color, i.e., chromaticity suggested [1] [2] [3] [5] [12]. These 
spectral approaches use the ratios of color bands of a pixel in contrast to previous 
methods which employ the ratios of spatially different pixels. Spatial method rely 
on the local ratios of reflectances, and thus are insensitive to smoothly varying 
illumination across a scene. However, spatial ratios are sensitive to illumination 
pose and viewing pose. While the spectral methods are insensitive to illumination 
pose, color, and viewing pose, on the other hand, they use global signatures of 
object color that can be eroded when illumination color varies across a scene. 

In this paper, we describe our development of color feature descriptors in- 
sensitive to: (1) illumination pose, (2) global and local changes of illumination 
color, and (3) viewing pose. We investigate the utility of spectral and spatial gra- 
dients of logarithmic image irradiance to achieve this end. We present a unified 
framework for deriving spectral and spatial differential invariants, and discuss 
the approximation of spectral gradients from a limited number of spectral bands. 

2 Spectral and Spatial Gradients 

Object recognition and indexing should be based on the features that are derived 
only from object reflectance. Illumination conditions should be discounted. A 
photometric feature is constructed from image irradiance represented as: 

X{x^X) = g{x)e{x^X)s{x^X) (1) 

where g{x) is the geometric factor, e(a:,A) is the illumination light, s{x^X) is 
the diffuse surface reflectance of the object, all projected to a: = {x^y) in the 
image plane, and A represents wavelength direction of visible light spectrum. It 
is the object reflectance s{x,X) from which useful object features are obtained. 
For diffuse reflections, the geometric factor for Lambertian shading is given as 
g{x) = ris 'n{x)^ where ris is the illumination direction and n{x) is the normal 
of the surface projected to x. 

The image irradiance X{x,X) is influenced by the object pose with respect 
to illumination {g{x)) and illumination intensity and color (e(a:,A)). The dis- 
tribution of I(x, A) in an image is determined by object pose with respect to a 
sensor. The model database contains only some of the possible appearance in- 
formation since diverse viewing conditions make it implausible for the database 
to include all possible appearances of an object. Consequently, some measures 
that are invariant to g{x)^ e(x,X) and x need to be employed. 

The image irradiance given in Equation 1 includes confounded effects of ge- 
ometry, illumination and surface reflectance, we take the logarithm of image 
irradiance to separate the multiplicative terms into additive terms. The loga- 
rithmic irradiance is given as: 

£(x, X) = lnX(x, X) = ing(x)-hine(x, X)-hins(x, X) = Q(x)-hX(x, X)-hS(x, X) (2) 

We first consider T in a continuous space (x, A) G x R and develop invariant 
image features using gradients in the A and x directions. We then discuss the 
effects of discrete sampling in the A direction. 
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2.1 Spectral Gradients 



The key to our approach is to investigate the use the gradients of C in the 
A direction as illumination pose- and color- invariant signatures. Since g{x) is 
independent of A, the illumination-pose variation will be eliminated in C\ as: 



£A(a:, A) 



dL{x,X) 

5A 



eA(a;,A) gA(a;,A) ^ ^ ^ 

e{x,X) s{x,\) ^ ^ 



( 3 ) 



As the result of A-differentiation, C\ consists only of normalized e;^ and s\^ 
i.e., chrornaticity gradients of illumination and reflectance, respectively. This 
means that since g{x) is removed C\ is independent of shading change due to 
illumination pose differences. The modification of C\ by illumination e^/e is only 
additive. The collection of A-gradients at spectral locations 
forms a L-dimensional feature vector: 



^^ = (^a|ai, ^a|a2, •••, ^a|al) = (4) 

When the illumination color does not vary over the region where is ex- 
tracted, is invariant to illumination color up to the the bias generated by 
the normalized illumination gradient Therefore, the feature vector can be 
used for forming a descriptor of the object in a feature space The most notable 
disadvantage of using as an object signature is that it will be distorted when 
illumination color varies over the scene. If is to be used for successful local 
descriptors, there must be some means of discounting in each local region. 



2.2 Spatial Gradients 

Combination of spatial derivatives have been suggested for constructing local 
shape descriptor invariant to viewing pose. However, illumination color and pose 
invariance have not been paid notable attention until recently. The spatial deriva- 
tive of T in the X direction is given as: 



A) 



d£{x,X) 

dx 



— Qx ^ 



Qxix^^ _l_ ^ Sx{x^\) 

g{x) e(x,A) s(x,A) 



( 5 ) 



When illumination color and intensity vary gradually over the small region where 
the spatial gradient is computed, £x will be small and thus can be ignored. If 
Lx is invariant to illumination pose, we may construct a feature space based on 
the X- and ^-derivatives of L (such as || VxL || or V^T) at spectral locations 
A/^’s. However, Qx is only conditionally invariant to illumination pose, and Sx is 
not invariant to general 3-D rotation and scale. 

The use of spatial gradients requires a full investigation of geometric char- 
acteristics of differential invariants. The CCCI approach by Funt and Finlayson 
utilizes the distribution of simple ratios from spatially neighboring pixels, but 
they are sensitive to illumination pose and their invariance to viewing pose is 
limited [8] . The Sx term in Equation 5 is not invariant to viewing pose. Although 
II VxS II is insensitive to a 2-D rotation about the optical axis, it is not invariant 
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to general 3-D rotation and scale. Differential gradients have been suggested for 
identifying local features and recently tested for real images [10] [16]. While most 
of these combinations of derivatives computed from a 2-D image are not theo- 
retically invariant to 3-D rotations of features and such differential invariants to 
features are still under investigation, experimental studies showed that they can 
achieve some degree of invariance over mild change of viewing pose[16]. However, 
the effect of illumination pose has received little attention. We suggest to use C 
instead of X for deriving differential invariants for recognition and indexing to 
reduce the influence of g{x) on the differential descriptors. 



2.3 Spectro-Spatial Gradients 

The most notable contrast between the spectral and spatial gradients is that 
while C\ is invariant to illumination pose, can be insensitive to illumination 
color. A natural reaction to this observation would be to consider taking deriva- 
tives both in the A and x directions. The basic component of spectro-spatial 
gradients we suggest to use is: 

r W — d‘^L{X,X) _ e^x{X,X) e^{X ,X)ex{X ,X) , s^x{X,X) s^{X ,X)sx{X ,X) fci\ 

QxdX ~ e{X,X) e‘^{X,X) s{X,X) s‘^{X,X) 

A feature vector that consists of various spectral, spatial and spectro-spatial can 
provide rich information about objects and illumination conditions. Although 
various combinations of appropriate spatial gradients may be used, we have 
chosen to adapt those presented in [16]. We have modified the feature vector 
developed there to include a spectral gradient. This creates a high order spectro- 
spatial gradient of logarithmic image irradiance shown as: 



h 

A 

/s 

U 

f& 

fe 

fj 

fs 



C^xC^x+CyxCyx 

^ ^ yyX^ y\^y\ 

^ xxX~\~ ^ yyX 

‘^^xy\^yx\~\~^yy\^yy\ 

^ xxx\^y\^ y\^y\~\~‘^^xyy\^ x\^ x\^ y\ xxy\^x\^y\^ y\ 

^xxx\^x\^y\^y\ ^xxyXi^^xX^xX^yX ^ yX^ yX^yX') 
^xyyxiX^xX^yX^yX ^ x X^ x X^ x x')^ ^ y y y X^ x X^ x X^ y X 
^xxxX^xX^xX^yX ^xxyX x X^ x X^ x X xX^ yX^ y x'} 

^ X y y x(y‘^^ X X^ X X^ y X ^yX^yX^yX'} ^yyyX^xX^yX^yX 
^xxxX^xX^xX^xX~\~ ‘^^xxyX^xX^xX^yX xyyX^xX^yX^yX 



-c 



yyyX^xX^xX^x 



-'yyyX^yX^yX^yX 



( 7 ) 



2.4 Spectral Sampling 

So far we have considered spectral derivatives of C in the continuous domain of 
(a:, A) G X R. For computing accurate spectral gradients in multiple spectral 
points, narrow-band filters or specially tuned photodiodes can be used for multi- 
spectral sampling. However, most ordinary CCD-based color cameras use a small 
number of film-type (gelatin) filters each with the bandwidth of approximately 
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100 [nm]. In this section, we discuss the approximation of A derivatives using a 
small number of coarse spectral samples from broadband color filters. 

The spectral sampling of 2 can be expressed as: 

2(x^j,A/^) = j X^si^Xij j X^Q}^(^X^dXy (8) 

where Qa:(A)’s are the spectral sampling functions, i.e., color filter functions and 
Xij = {xi,yj) is the sampled image points. Since Qa:(A)’s are broad in A, a 
restriction on illumination is needed for the approximation of spectral gradients. 
If we assume that e(x,X) is constant throughout the passband of each Qk(X), 
the sampled values become: 



2(ic^j,A/^) — g(^Xij^c(^Xij ^ Xj^^ pi^Xij ^ Xj^^ ^ (9) 

where p{xij,Xk) = s(xij, X)Qk(X)dX, and the logarithmic image irradiance is 
approximated as: 



= ln[g(xij)e(xij,Xk)p(xij,Xk)] (10) 

Although, the spectrally constant illumination spectrum over Qk{X) is a strong 
requirement on the illuminant, this approximation has long been used in many 
color constancy algorithms [4] [7] [8] [15] [11] . 

Based on the approximation in Equation 10, the spectral gradient in the 
discrete domain of {xij^ X^) is given by the finite difference: 

{,^ij 7 ) = dL(^Xij , Xk ) H{Xij , Xk— 1 ) . ( 11 ) 

For the three bands of RGB colors, where 2(a:^j,Ai) = B{xij)^ X{xij,X 2 ) = 
G{xij) and 2{xij,Xs) = R{xij)^ the spectral gradients are limited to two loga- 
rithmic chromaticity values: 

l = (6,6) = (/n§,/n^), (12) 

The spectro-spatial gradient in the Xi and A directions are are computed 
from spatial and spectral finite differences as: 

^xiXk •) ^k ) = B{xij , Xk ) B{xij , Xk—i ) B{x , Xk y-\-B{x ? Xk—i ) , (13) 

and higher-order terms in the vector in Equation 7 can be obtained similarly from 
higher- order finite differences. For the stable implementation for the computation 
of high-order derivatives, some form of smoothing should precede differencing. 
A popular choice of smoothing function is the Gaussian function. 

3 Experimental Result and Discussion 

This section presents preliminary experimental results to provide support for 
the framework presented in the previous section. The proposed algorithm was 
tested using a database of five objects. Color images were generated using a Sony 
XC-77RR and Kodak Wratten filters numbers 29, 47, and 61. Illumination color 
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Fig. 1. (a) Database object images, (b) Test images under the changes in viewing pose, 
illumination pose and global/local illumination color. Two test images under different 
illumination conditions are shown for Object 3. 



was altered by placing gel filters in front of the lamps. The database images were 
taken with blue filtered illumination. Test images were created by varying the 
object pose, illumination pose, and color. We present the results from the five 
objects shown in Figure 1. 

Descriptors of each image were generated in the following way. The logarithm 
of each channel of the image was taken, and smoothed with a Gaussian filter. 
The two chromaticity images ^i(x) and were computed using Equation 12, 
and spatial derivatives of ^i(x) and were also computed to construct the 

feature vector in Equation 7. The resulting feature vector consists of sixteen 
spectro-spatial components. The /i components for and ^ 2 (^) were used 

to discard feature vectors below a pre-determined threshold. 

Binary projections of some of the components of the feature vector for some 
images are shown in Eigure 2. They show the distinctiveness of the feature vec- 
tors as object descriptors. These feature vector distributions could be matched 
a variety of similarity- measuring methods. We choose to use a voting method 
similar to the one presented in [16] which uses the Mahalanobis distance and a 
spatial proximity constraint. 

The results of the recognition algorithm are presented in Table 1. The table 
shows that the uniqueness of database objects is reasonably good and that the 
test objects find correct database objects under varying viewing and illumination 
conditions. The set of features detected in a test image may not be identical to 
that in the corresponding database image. Some of the features in the database 
images may not appear in the corresponding test images since different illumi- 
nation pose and color make their intensities too low. Different illumination may 
also generate new features in a test image that are not detected in its database 
image. This explains why the number of matches is smaller that the number 
of detected features in the test images. There is similarity between Object 1 
and Object 2, but they are distinctive enough to be correctly identified. Table 2 
shows the results using a feature vector constructed from spatial gradients in 
R, G and B channels without any spectral processing. The matching of these 
features is significantly reduced for objects with shape variation. 
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(a) (b) (c) (d) 



Fig. 2. 2-D projections of feature vector distributions for (i) database Object 4 (ii) 
database Object 2 and (iii) test Object 2 under different illumination. The vertical and 
horizontal axes of the displays are: (a) and (b) /|^ and /|^ (c) /|^ and /|^ (d) 
/l^ and /l^ , respectively. 



The experimental results provide good support for our models for spectral 
and spatial gradients. There are a number of sources of errors that may elude 
better results presented in this paper. They include: electronic sensor noise, quan- 
tization error and the approximation of spectral gradients from coarse spectral 
sampling. A more effective feature matching method may marginally improve 
the result. The spectral gradients can be better approximated by using filters of 
narrower bandwidths than those used in our experiments. 

4 Conclusion 

The framework outlined in this paper provides color-based object recognition 
and indexing methods with invariance to changing illumination conditions. We 
show that the use of spectro-spatial gradients reduce the effect of shading change 
due to illumination pose change and that of globally and locally varying illumina- 
tion color. A feature vector that is composed of various spectro-spatial gradients 
provides a descriptor of object color distribution and limited invariance to view- 
ing pose. The experimental results show the validity of our analyses under the 
framework and the effectiveness of the object color descriptors proposed. 



References 

1. D. Berwick and S. W. Lee. Specualrity-, illumination color- and pose- invariant 
chromaticity space for 3-d object recognition. In ICCV^ pages 165-170, Bombay, 
India, January, 1998. 

2. M.S. Drew, J. Wei, and Z. Li. Illumination invariant color object recognition via 
compressed chromaticity histograms of color-channel- normalize images. In ICCV, 
pages 533-540, Bombay, India, January, 1998. 

3. G. D. Finlayson. Golor in perspective. PAMI^ 18(10): 1034-1038, 1996. 

4. G. D. Finlayson, M. S. Drew, and B. V. Funt. Golor constancy: Generalized diag- 
onal transforms suffice. JOS A, 11(11):3011-3019, 1994. 

5. G.D. Finlayson, B. Schiele, and J.L. Growley. Gomprehensive colour image nor- 
malization. In ECCV^ Freiburg, Germany, June, 1998. 






D. Berwick and S.W. Lee 



Table 1. Feature matches using spectro-spatial gradients. The first and second columns 
represent the database images and the number of feature vectors detected in the 
database images, respectively. The feature matching is performed to the database ob- 
jects in the first five columns and to the test objects in the next six columns. The 
notation (’) is used for test objects. The first and second rows are the database and 
test images and the number of feature vectors detected in the test and database images, 
respectively. The remaining cells indicate how many votes each model received from 
the test image. 







Obj 1 


Obj 2 


Obj 3 


Obj 4 


Obj 5 


Obj 1’ 


Obj 2’ 


Obj 3’ 


Obj 3” 


Obj 4’ 


Obj 5’ 






259 


366 


363 


296 


280 


291 
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396 


287 


644 
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259 


57 
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99 


45 


54 
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160 
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14 
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29 
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298 
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0 


0 


0 


296 
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0 


0 


0 
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Obj 5 


280 


0 


0 


0 


28 


280 


0 


0 


0 


0 


53 


494 



Table 2 . Feature matches using spatial gradients in RGB 
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Obj 3 


Obj 4 


Obj 5 


Obj 1’ 


Obj 2’ 


Obj 3’ 


Obj 3” 


Obj 4’ 


Obj 5’ 
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474 
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33 


77 
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407 
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468 


745 


468 


687 


672 
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520 


607 


324 


212 


Obj 3 


1016 


554 


214 


1016 
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33 


105 


55 


900 


650 


252 


224 


Obj 4 


417 


488 


102 


123 


417 


495 
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61 


89 
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Obj 5 


509 


0 


0 


0 


0 


509 


0 


0 


0 


0 


0 


35 
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Abstract. In most content-based image retrieval systems, colors are used as 
very significant feature for indexing and retrieval purposes. Many of them use 
the quantized colors for various reasons. In some systems, especially the sys- 
tems accepting user-drawn queries, color quantization improves the overall per- 
formance as well as the execution time. In this paper, a new color quantization 
method, which uses some heuristics to minimize the color matching errors, is 
proposed. The proposed MCEBC(Main Color Emphasized Blob Coloring) al- 
gorithm quantizes the colors into the predefined color classes, using the heuris- 
tic information that humans tend to emphasize the dominant color component 
when they perceive and memorize colors. The experimental results indicate that 
the proposed method approximates the user's classification better than the other 
methods that use the mathematical color difference formulas. The proposed 
MCEBC algorithm is implemented in a content-based image retrieval system, 
called QBM system. The retrieval results of the system using MCEBC algo- 
rithm were quite satisfactory and showed higher success rates than those using 
other methods. 

Keywords: color quantization, content-based retrieval, image database 



1 Introduction 

In content-based image retrieval system that accepts queries drawn by human users, 
color quantization is performed for three major reasons. First, the color images can be 
segmented through color quantization. Since pixels can be classified into some fixed 
set of representative colors, image can be segmented easily. Second, it helps the user 
select colors while drawing a query image. By providing a global palette of some 
fixed number of colors, the user has only to select a color that he thinks the nearest to 
the intended color. Since the colors of the images in the database are quantized, queri- 
es can be drawn in such a way. Third, it simplifies the similarity measure used in 
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image retrieval. With color quantization, the complicated calculation of color differ- 
ences is not needed. 

Color quantization is the process of reducing the number of colors in a digital im- 
age and mapping them to the nearest representative colors [7]. Since the submitted 
query image is compared with every image in the database, the image dependent 
palette cannot be used in image retrieval system. Therefore, the color quantization 
problem is narrowed to the mapping of image pixels to the palette colors. The sim- 
plest approach to this problem is to map each pixel to its nearest neighbor in the pal- 
ette[6]. The definition of the "nearest color" is varied according to the difference 
function used by the color quantization algorithm. Generally, colors are represented 
based on Young's three-color theory that any color can be reproduced by mixing an 
appropriate set of three primary colors[5]. There are several color coordinate systems, 
which have come into existence for a variety of reasons[2,3,4,5,6]. Although several 
color-difference formulas have been proposed to yield perceptually uniform spacing 
of colors, the existing color spaces do not provide the difference function that is iden- 
tical to the human perception. In color quantization process, the palette color that a 
human thinks nearest to a certain color does not always have the smallest difference 
function value. It is observed that humans tend to emphasize the dominant color com- 
ponent when they perceive colors. In this paper, a heuristic color quantization method 
that uses heuristic information to approximate the process of human's color quantiza- 
tion is proposed. The proposed color quantization algorithm is implemented in a con- 
tent-based image retrieval system, QBM(Query by Blob Map) system[l]. QBM ac- 
cepts a user's query as rough map of colored blobs. It considers an image as a set of 
colored blobs. The pixels in a blob have the same quantized color although they may 
have different colors in the original image. Some experiments show that the proposed 
simple algorithm approximates the human's color mapping better than other methods 
using mathematical color differences. The retrieval results of the system using the 
proposed algorithm were quite satisfactory and showed higher success rates than 
those using other methods. 



2 QBM System Overview 

QBM (Query by Blob Map) is a content-based image retrieval system, which provides 
the convenient and powerful query- specification scheme. The user of the QBM sys- 
tem submits a query by laying out colored blobs roughly on the screen so that it looks 
similar to the target image wholly or partially. The position of each individual blob 
may not be identical to that in the target image because position information is not 
included in the feature set used in QBM system. In QBM, the following three features 
are used in image indexing and retrieval; {a) the color of each object in the image, (Z?) 
the relative size of each object, and (c) the topological structure of the objects. There- 
fore, QBM system is robust to imperfect queries such as shifted queries and partial 
queries. 
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Fig. 1. A screen dump of the running application 

The system consists of indexing module, querying module, and retrieving module. 
In indexing module, an image is segmented into a collection of objects. The term 
’’object” does not refer the thing that has semantic meaning in real life. An “object” is 
defined as a set of pixels that are connected and have the same quantized color. Each 
object is represented as a set of attributes such as color, size, and position. Whenever 
an image is inserted into the database, it is converted into a collection of objects and 
these attributes are automatically extracted. Querying module accepts the user-drawn 
queries. Since a user draws a query in object basis, the query image can be recognized 
as a collection of objects without any segmentation process. This query image is con- 
verted into a graph called prime edge graph, which represents the topological struc- 
ture of objects in the image. In a prime edge graph, each node represents an object 
and an edge between two nodes represents the positional relationship of correspond- 
ing objects. Retrieving module measures the similarity score of each image in the 
database through two-step matching - object matching and prime edge matching. 
Finally, the accepted images are displayed in the order of similarity. A screen dump 
of the running application is shown in figure 1. The user draws a query image in the 
rectangular area on the left side of the application window. The system converts the 
query image to a prime edge graph and tests it against all the images in the database. 



3 MCEBC Algorithm 

When a human memorizes a color of certain object, he quantizes it into several 
classes such as apples being red, cucumbers being green, etc. The same is true when a 
human reproduces the image in his memory on a computer monitor. He does not 
require thousands of colors as he does in creating an artistic picture. Actually, he 
generally uses only about 20 colors in reproducing an image. In indexing an image 
database, the process of labeling colors to the stored images is similar to the process 
of memorizing a color. Since the query image is generated by a human, color quanti- 
zation of database image must approximate the process of human quantization. 
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(«) {b) (c) id) {e) 

Fig. 2. Color blocks of RGB components {a) (0.746,0.598,0.313), {b) (0.500, 0.500, 0.500), (c) 
(0.500, 0.500, 0.000), {d) (1.000, 0.500, 0.500), and {e) (1.000, 0.500, 0.000) 

Color quantization is the process of reducing the numbers used in an image and 
mapping each pixel to the nearest representative color class. The first problem is how 
many colors and what colors to be used as representative colors. Second, the meaning 
of the "nearest” class must be defined. In this paper, the word "nearest" does not sim- 
ply mean "which has the shortest mathematical distance". It means that "which a 
human thinks as most similar". In most cases, a human considers the mathematically 
closest color as the nearest color. However, near gray, he becomes more sensitive to 
one of the components which constitute the color. For example, although the color of 
the block in figure 2{a) is closest to the color in figure 2{b) in both RGB and L^a^b^ 
spaces, a human tends to select (c) or {e) as the nearest color. In fact, 18 out of 20 
subjects selected (c) rather than (b). Two subjects selected (e). 




Fig. 3. The global palette used in QBM system. 

Generally, the color quantization is performed in two steps; the design of palette 
and the mapping of image pixels. Since the proposed color quantization algorithm is 
designed for an image retrieval system, in which submitted query image is compared 
with every image in the database, the image dependent palette cannot be used in this 
case. Therefore, it constructs a simple global palette. The global palette consists of 27 
colors which are on the RGB color space and each R, G, and B component has one of 
the three values {0, 0.5, 1} respectively. The constructed global palette is shown in 
figure 3. Next, it classifies each pixel into 27 color classes defined in the global pal- 
ette. Basically, each Red, Green, and Blue component of a pixel is quantized indepen- 
dently into three bands {0, 0.5, 1} according to one-dimensional distance. For exam- 
ple, if RGB coordinate of a pixel is (0.9, 0.1, 0.1), it is quantized into (1,0, 0). How- 
ever, if all components have values between 0.25 and 0.75, they are not always quan- 
tized into value 0.5 although 0.5 is closer than 0 or 1. In this case, the value of one 
component may be emphasized or suppressed according to its dominance over other 
components. If a color component c has the greatest value and is dominant over other 
components, it is emphasized and replaced with 1. On the other hand, if c has the least 
value and is dominant over other components, it is suppressed and replaced with 0. A 
component is said to be dominant, if its degree of dominance is greater than that of 
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any other component by some threshold t. The degree of dominance (DoD) of each 
component of the color (r, g, b) is calculated as follows: 

DoD(R) = \r - g\-\-\r - b\ 

DoD(G) = |g-r| + |g-Z.| (1) 

DoD(B) = \b-r\ + \b- g\. 




Fig. 4. the block diagram of MCEBC algorithm 

The dominant component is what has much larger or smaller value than other 
components. A threshold t is used in deciding whether a component is dominant or 
not. Given a color C = (r, g, b), one of the components, say, R is said to be greatest 
(least) dominant if (a) all r, g, and b are between 0.25 and 0.75, (b) r> g and r> b (r 
< g and r < /?), and (c) DoD(R) > DoD(G) + t and DoD(R) > DoD(B) t.lf 3. compo- 
nent of certain color is greatest dominant or least dominant, it is said to be dominant. 
If t takes a large value, the color quantization becomes less sensitive, i.e., most of 
value between 0.25 and 0.75 is replaced with 0.5. On the other hand, if t takes a small 
value, many gray-tone colors are shifted toward their dominant colors. Experimental 
results showed that the appropriate value for t, which best approximated the human 
perception, was 0.4. 



4 Experimental Results 



4.1 Evaluation measures 

The objective of the MCEBC algorithm is to map each color pixel to the same color 
class as a human user does. In order to set evaluation criteria for the proposed color 
quantization algorithm, two types of human perception data in the form of pairs of 
colors were collected from 20 subjects. The first set, called "similarity data" was ob- 
tained by asking each subject to select the nearest colors of presented color set out of 
the global palette displayed in common screen. An evaluation function F for this 
criterion is defined as 
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Fs=j'^H^(Result{D.)) ( 2 ) 

i=l 

where N is the number of gathered data, Result(Z).) is the resulted color by quantiza- 
tion algorithm for /)., and is the percentage of the subjects who answered that the 
nearest color of D. is Result(Z).). The larger the value of F , the better the quantization 
algorithm approximates the similarity measure that a human uses in comparing colors. 

The second set, called "memory quantization data" was obtained in similar manner 
except that each subject was asked to observe a color in one screen and select the 
nearest color out of the palette displayed in another screen. An evaluation function 
for this criterion is defined as 

= — X (Result(D, )) (3) 

i=l 

where M is the number of gathered data, Result(Z).) is the resulted color by quantiza- 
tion algorithm for Z)., and is the percentage of the subjects who answered that the 
nearest color of Z). is Result(Z).). The larger the value of F^, the better the quantization 
algorithm approximates the quantization process that occurs when human memorizes 
a color as well as the similarity measure that a human uses. 



4.2 Determination of the dominant component 

The selection of threshold t used in determining whether a component is dominant 
influences the performance of the algorithm. We found appropriate value for t using 
two types of gathered data as a training set. The result is shown in figure 5. If t takes 
the value 0, every greatest or least component is determined to be dominant. 




t 



Fig. 5. Selecting the threshold used in determination of the dominant component 
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4.3 Performance of the heuristic approach 

In order to compare MCEBC algorithm with other algorithms which use the mathe- 
matical distance as a similarity metric, we implemented another two color quantiza- 
tion algorithms. One uses RGB distance and the other uses L*a*Z?* distance as color 
similarity metrics. Table 1 compares our heuristic approach employed in MCEBC 
algorithm with t = 0.3 and 0.4 to RGB distance and distance using the evalua- 

tion functions F and F^. 

Table 1. Comparison of the color similarity metrics with human's. 



Metric Data Set 



F F^ 



MCEBC (t = 03) 


90 


94 


MCEBC {t = 0.4) 


96 


85 


RGB Distance 


A1 


36 


L^a^b^ Distance 


50 


38 



4.4 Performance on image retrieval 




Fig. 6. Comparison of success rates. 

To evaluate the retrieval performance on image queries, two image databases were 
constructed; one with MCEBC algorithm and the other with L*( 2 *Z?* distance algo- 
rithm. Both image databases are of 1000 images. The success rates over 100 user- 
drawn queries are plotted in the graph of figure 6. Eor most of queries, the similarity 
score of the intended image was higher in MCEBC database than in L*a*Z?* database. 
However, success rate of raking the target image in top 15 was the same because 
color is not the only factor that determines the similarity score. The database indexing 
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speed is much faster with MCEBC algorithm because the color-conversion and dis- 
tance-calculation steps are not required. 



5 Conclusion 

The proposed color quantization algorithm approximates the human's quantization 
process better than other algorithms that use mathematical color difference. In addi- 
tion, the quantization speed is much faster because it does not perform any color con- 
version or distance calculation. It manifests these advantages when used in the image 
retrieval system that accepts user-drawn queries. Our future work includes adopting 
additional heuristics that reflects the effect of neighboring colors to the human- 
perceived colors. 
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Abstract. Distribution of object colors has been used in computer vi- 
sion for recognition and indexing. Most of the recent approaches to this 
problem have been focused on defining optimal spaces for representing 
pixel values that are related to physical models and that present some in- 
variance. We propose a new approach to identify individual object color 
distributions by using statistical learning techniques and to allow their 
compact representation in low dimensional spaces. This approach out- 
performs generic ” optimal” spaces when color illumination is constant, 
allowing changes in object pose and illumination direction. This approach 
has been tested for real time industrial inspection of multicolored objects. 



1 Introduction 

Object appearance in an image is caused by many factors, including object pose, 
illumination directions and illumination color. 'Traditional recognition methods 
[7], [6] have mainly used geometric cues as shape models and feature matching 
for detecting and identifying objects in images, but they have not demonstrated 
the level of performance that allow them to be systematically used in real time 
for a large number of applications (i.e. face recognition). Recently, some new 
approaches based on the direct representation of object appearance have been 
developed for object recognition and pose estimation. T\irk and Pent land [3] 
used principal component analysis to describe face patterns in a low dimensio- 
nal appearance space. Murase and Nayar in [4] have shown real time recognition 
of complex 3D objects based on Principal Component Analysis (PC A) of geo- 
metrical shape of the objects. The PC A approach is very appropriate for real 
time applications because of the low cost of the recognition algorithms, however 
it is limited to the analysis of the geometric shape and depends on the object’s 
pose. 

Color distributions can be efficiently used as signatures for object recogni- 
tion in the appearance-based framework. The earliest approach [2] showed the 
usefulness of color histograms for indexing large object databases independently 
of object’s pose. Most of the recent approaches focus on illumination color in- 
variance [1],[5] known as color constancy, but although these methods perform 
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better than histogram indexing when color illumination changes, they use color 
information only where surface color varies and are very sensitive to noise. 

The above mentioned approaches do not consider color distribution changes 
due to illumination pose, which can induce significant changes in color histo- 
grams. In this work we consider the problem of non constant illumination and 
introduce statistical techniques to construct a low dimensional space for repre- 
senting this effect. To achieve pose invariant object’s recognition we consider the 
image (or a Region Of Interest (ROI)) histogram and perform the recognition 
process in the color distribution of the object applying the principal component 
analysis technique. In section 2 and 3 we discuss the color representation and the 
PGA approach as a statistical technique to recognize objects. In section 4 we de- 
fine the EigenHistogram approach as a PGA applied to the object histograms in 
order to recognize multicolor objects. Finally, we discuss the experimental results 
obtained in an industrial (pharmaceutical) application, compare the eigenhisto- 
gram technique to other color inspection techniques and finish the article with 
conclusions. 

2 Color Indexing 

We describe the histogram intersection algorithm as developed by Swain and 
Ballard [2]. Golors in an image are mapped into a discrete color space containing 
n colors. A color histogram is a vector in an n-dimensional space where each 
element represents the number of pixels of color j in the image. Each object in 
the image database is represented by its histogram M which will be used to be 
compared to the histogram I of another image presented to the system. 

To measure the distance d between a model M and an image I we can use 
the following expression: 

It is easy to see that when the image coincides with the model, the distance 
measure (1) is 1 and when their colors differ the measure tends to 0. Two histo- 
grams are called o;-similar if I is greater than or equal to a. For a fixed threshold 
t, a model is going to be retrieved if its histogram is t-similar to the histogram 
of/. 

Histogram representation is computationally simple and presents some inte- 
resting invariances (object’s rotation and translation) but difficulties arise when 
there are variations in the object pose in space, illumination color and illumina- 
tion intensity. 

3 Principal Component Analysis as a Classification 
Technique 

Principal Gomponent Analysis is a dimension reduction method which its first 
goal is to minimize the dimension of n-dimensional vectors to m-dimensional vec- 
tors (where m < n). PGA can be seen as a linear transformation that extracts a 
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lower dimensional space that preserves the major linear correlations in the data 
and discards the minor ones. Vector projections can be used as representatives 
of original vectors for recognition purposes. In computer vision, the eigenspace 
approach has led to a powerful alternative to standard techniques such as corre- 
lation or template matching for appearance-based object recognition [4], [3]. The 
reconstruction error of the eigenspace decomposition is an effective indicator of 
similarity. In [8] it has been shown that reconstruction error can be interpreted 
as an estimate of a marginal component of the probability density of the object. 

Having a data vector x {x ^ PCA projects it onto the m (m < n) 

dimensional linear subspace spanned by the leading eigenvectors of the data 
covariance matrix: U = E[{x — jj.){x — where /x = E[x] and E denotes 

an expectation with respect to x. The leading rn eigenvectors • • • , 

of a positive semidefinite matrix are the m eigenvectors which correspond to 
the m largest eigenvalues. The indices are assigned such that the corresponding 
eigenvalues in decreasing order are given by Ai > A 2 > . . . > A^^. 

Let be / : an encoding function from a vector x G R^ to a vector 

z = f[x) G R^\ where rn < n. Let be g : R'^ R^ a decoding function 
from z to x^ = g[f{x)) G R^^ a reconstruction of x. PCA encodes x as: z = 
f{x) = V {x — jR) = {ej{x — /x), . . . ,e^(x — /x)) where V is an m x n matrix 
whose rows, are the leading rn orthonormal eigenvectors of S and z is the m 
dimensional encoding. The components of z are called the principal components. 
PCA reconstructs/decodes xJ from z as follows: xJ = g[z) = P^zT R 

The mean squared error in reconstructing the original data is: e = E\\\x — 

X/H)IP] 

Using PCA we can obtain the least error in terms of reconstructing the 
original vector. PCA builds a global linear model of the data: an rn dimensional 
hyperplane spanned by the leading eigenvectors of the data covariance matrix. 

Using the retroprojection technique and having a vector to recognize, it is 
only necessary to project this vector into the m-dimensional space, retroproject 
to the original space and calculate the error with respect to a set of model vectors 
in order to decide which is the corresponding one. 



4 Color Object Recognition by Principal Component 
Analysis of Color Histograms 

Given p images of the same object k corresponding to different views taken 
under different illumination conditions, we compute the set of histograms that 
represents it as follows: Ok = {Hik ^ . . . , Hpk} 

This set of histograms represents all possible variations for the object color 
distribution. Considering that color change is derived from different illumination 
directions, we assume that these variations span a low dimensional linear sub- 
space of R^ (being n the number of colors represented in the histogram) which 
can be computed using PCA. Principal Component Analysis of a histogram set 
defines an encoding function that projects each histogram from the set on a 
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low dimensional subspace defined by the m principal eigenvectors of the hi- 
stogram covariance matrix. Given that form an orthonormal base for object 
histograms, we call each an EigenHistogram. 

Given a set of objects we represent each one by its EigenHistogram set e^/^. 
When the system is presented with a new image, the recognition process performs 
as follows: 

1. The color histogram I of the new image is computed. 

2. For each object r in the database, compute = U - ff(/(-/))P using the 
EigenHistogram set 

3. Glassify I as where r* = argmin{tj^}. 

This technique has shown a great capacity to represent complex color distri- 
butions under illumination changes in pose and intensity. 

5 Experimental Results 




Fig. 1. Example of a blister used to learn the color distribution of a certain capsule 



In order to test our approach, the method has been used in a large object da- 
tabase composed of thousands (20 520) of pharmaceutical tablets and capsules. 
Different blisters with up to 135 capsules are learned and inspected in real time 
(see Fig. 1 and Fig. 2). Gapsules belong to 20 different types where each type can 
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Fig. 2. Example of a blister used to inspect the capsules from Eig.l 

be of 1 or two colors. Some of the capsules have black letters that can be com- 
pletely or partly visible. The illumination spatially differs as well as due to the 
plastic material of the capsules, shines can appear. Therefore, the colors of each 
product should be represented by a color distribution instead of a constant color. 

For each product we manually define the rois of the capsules and use their 
histogram to determine the color distribution by the PCA. We determine the 
Eigen Histogram extracted from the covariance matrix of the rois histogram of 
each type of capsules and use them to project and retroproject the rois during the 
inspection process. Other blister faults can occur in case of broken capsules or 
open capsules. Rois are determined using the blister alveolus position, capsules 
are limited to the alveolus location, yet have freedom to move inside the alveolus. 

Our work has focused on comparing EigenHistograms in RGB sensor color 
space to the classical color indexing in different color spaces. In particular, we 
have used the following color spaces: 

1 (R,G,B) : sensor color space. 

2. (RG,BY, WB) : three opponent color axes, where RG — R — BY = 
2B- R-G, WB = RY GY B. 

3. (11,12,1s) : photometric invariant color features for both matte and shiny 
surfaces, as described in [5]. 

4. (r,g,b) : normalized colors r(R,G,R) = R/{RY G Y 5), g{R^G^B) = 
G/{RyGyB), b{R,G,B) = B/{RyGyB), 

5. (ci,C 2 ,C 3 ) : photometric invariant color features for matte, dull surfaces, as 
described in [5]. 
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Table 1. Error Probability (in %) as a function of the training capsules 



Method 


1 Gapsule 


5 Gapsules 


128 Gapsules 


(R,G,B) Indexing 


0.022 


0.006 


0.004 


(RG,BY,WB) Indexing 


0.066 


0.030 


0.030 


(G,G,G) Indexing 


0.082 


0.006 


0.060 


(r,g,b) Indexing 


0.028 


0.020 


0.045 


(ci,C 2 ,C 3 ) Indexing 


0.015 


0.012 


0.022 


EigenHistograms 


0.083 


0.033 


0.002 



Tables 1 and 2 exhibit the performance of our method on the test objects. 
Table 1 shows the error rate as a function of the number of training capsules. In 
case of small number of training capsules it seems that the best approaches of 
color indexing use the and (01,02,03) methods. When the number of 

training capsules is increased to improve the color object recognition, the best 
results are obtained using the EigenHistogram approach. 

Table 2. Discrimination capacity of different color indexing techniques 



Method 


Time 


mi 


•Sl 


m 2 


•S2 


(R,G,B) Indexing 


16ms 


0.243 


0.006 


0.796 


0.002 


(RG,BY,WB) Indexing 


25ms 


0.309 


0.006 


0.829 


0.003 


(G,G,G) Indexing 


662ms 


0.329 


0.009 


0.866 


0.001 


(r,g,b) Indexing 


161ms 


0.401 


0.031 


0.927 


0.002 


(ci,C 2 ,C 3 ) Indexing 


313ms 


0.460 


0.030 


0.892 


0.004 


EigenHistograms 


60ms 


0.093 


0.007 


0.822 


0.008 



Table 2 shows the results obtained for each method of color object inspection 
considering 21 blisters of different rois where each blister contains correct and 
wrong objects. The purpose of this test is to observe the global probabilistic 
distributions of wrong and correct color objects. In the table 2 the third and 
fourth column show the mean and variance of the distance measure I for the 
classification of the wrong objects, the fifth and sixth columns show the mean 
and variance of the probability error in the classification of the correct products. 
One can note that the smallest mean of the probability error^ for wrong products 
is achieved in case of EigenHistograms that shows the discrimination power of 

^ Remember that according to (1) the distance measure of similar objects tends to 1 
and for different objects tends to 0. 
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our method. The small variance of the probability error for the class of wrong 
capsules obtained from the EigenHistogram approach shows that the wrong ob- 
jects are identified even when the inspection rois do not exactly coincide with 
the training rois. The fifth column shows that the eigenhistogram tecnique is 
still good in recognizing the correct objects with the high distance rate of 0.822. 

Figure 3 shows both mean distributions of the inspection values I obtained 
in different experiments with different rois obtained by small translations and 
scaling. The x axis denotes the means obtained for both classes where the di- 
stance mean for each experiment of the wrong objects was between 0 and 0.196 
and of the correct objects was between 0.705 and 0.936. The y axis of Fig. 3 
denotes the number of tests where the means corresponding to the different in- 
tervals have been obtained. From the graphics it can be appreciated that both 
distributions are well separated illustrating the discrimination "power” of the 
EigenHistogram classification technique. As a result, we can summarize from 
the tables that the EigenHistograms have the better recognition results and the 
better discrimination capacity. 



PCA Histograms 




Wrong object mean Connect objects mean 



Fig. 3. Inspection values obtained on a blister with 200 correct and wrong objects 



From the table it can be seen that the fastest inspection techniques are the 
(R,G,B), (RG, BY, WB) and the EigenHistogram methods where the time of 
inspection of up to 135 capsules is in less than 0.065s using an INTEL PENTIUM 
200MMX with 32Mb of RAM. The fact that the EigenHistogram method consists 
of a projection and a retroprojection of a histogram to measure its distance to 
the original histogram determines the 0(nm) complexity of the algorithm. In 
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practice, we obtained that a number of EigenHistograms m = 8 and working 
with color histograms of8x8x8n = 512is sufficient to represent and recognize 
the color distribution of the pharmaceutical objects. 

We should note that different color indexing methods are useful for color 
object recognition but can not cope with the problems of small defaults in the 
geometric shape (e.g. capsules of different shape and size like broken capsules 
or open capsules). It is due to the fact that these approaches analyze the color 
of the image. Another issue is that we model the color distribution of the roi 
(not only the product) using the fact that the background in the trained and 
inspected rois belongs to the same distribution. In many industrial applications 
the environment of inspection is constant, hence such an assumption is appliable. 

6 Conclusions 

This paper presents a new approach to color-based indexing and recognition that 
describes object colors using probabilistic models of their histograms. Histogram 
distributions of multicolored objects are represented and generated using eigen- 
basis vectors, that we call EigenHistograms. Object recognition is achieved by 
examining its proximity to database subspaces. As a result object multicolored 
recognition is achieved invariantly to object pose and changes in illumination di- 
rections. This approach has been tested and validated on a large object database 
consisting of multicolored pharmaceutical products and is applied for real-time 
inspection of capsules and other pharmaceutical objects. Our future plans in- 
volve extending the EigenHistogram approach to the problem of color object 
recognition in unknown environments as well as to the tracking problem. 
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Abstract. The analytic signal of a real signal is a standard concept in 
ID signal processing. However, the definition of an analytic signal for 
real 2D signals is not possible by a straightforward extension of the ID 
definition. There rather occur several different approaches in the litera- 
ture. We review the main approaches and propose a new definition which 
is based on the recently introduced quaternionic Fourier transform. The 
approach most closely related to ours is the one by Hahn [8] , which de- 
fines the analytic signal, which he calls complex signal, to have a single 
quadrant spectrum. This approach suffers form the fact that the original 
real signal is not reconstruct ible from its complex signal. We show that 
this drawback is cured by replacing the complex frequency domain by 
the quaternionic frequency domain defined by the quaternionic Fourier 
transform. It is shown how the new definition comprises all the older 
ones. Experimental results demonstrate that the new definition of the 
analytic signal in 2D is superior to the older approaches. 



1 Introduction 

The notion of the analytic signal of a real one-dimensional signal was introduced 
in 1946 by Gabor [6]. It can be written as /a(^) = f ^ where / is the 

original signal and fui{^) is its Hilbert transform. Thus, the analytic signal is 
the generalization of the complex notation of harmonic signals given by Eulers 
equation exp(iLVx) = cos(cc;x) +i sin((x;x). The construction of the analytic signal 
can also be understood as suppressing the negative frequency components of /. 

The analytic signal plays an important role in one-dimensional signal process- 
ing. One of the main reasons for this fact is, that the instantaneous amplitude 
and the instantaneous phase of a real signal / at a certain position x can be 
defined as the magnitude and the angular argument of the complex- valued ana- 
lytic signal /a at the position x. The analytic signal is a global concept, i.e. the 
analytic signal at a position x depends on the whole original signal and not only 
on values at positions near x. 

Often local concepts are more reasonable in signal processing: They are of 
lower computational complexity than global concepts. Furthermore, it is reason- 
able that the local signal structure, like local phase and local amplitude should 

This work was supported by the Studienstiftung des deutschen Volkes (Th.B.) and 
by the DFG (So-320/2-1) (G.S.). 
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only depend on local neighborhoods. The ’’local version” of the analytic signal 
was also introduced by Gabor in [6]. This is derived from the original signal by 
applying Gabor filters which are bandpass filters with an approximately one- 
sided transfer function. 

Complex Gabor filters are widely used in ID signal-processing as well as 
in image-processing. However, their theoretical basis - the analytic signal - is 
only uniquely defined in ID. There have been many attempts to generalize the 
notion of the analytic signal to higher dimensions. However, there is no unique, 
straightforward generalization but rather different ones with different advantages 
and disadvantages. We will propose a new definition of the analytic signal in 2D 
which is based on the recently introduced quaternionic Fourier transform (QFT) 
[2,3]. From this definition there follows a new kind of 2D Gabor filters (so- 
called quaternionic Gabor filters (QGF)) which already have found applications 
in texture segmentation and disparity estimation [1]. In the present article we 
restrict ourselves to the motivation, definition and analysis of the analytic signal. 

The structure of this article is as follows: In Sect. 2 and Sect. 3 we give a short 
introduction to the one-dimensional analytic signal and to the main approaches 
towards a two-dimensional analytic signal, respectively. A short review of the 
QFT will be given in Sect. 4 followed by the new definition of the analytic signal 
in Sect. 5. In Sect. 6 we compare the different approaches to a two-dimensional 
analytic signal and present experimental results. Finally conclusions are drawn. 

2 The ID Analytic Signal 

The analytic signal /a can be derived from a real ID signal / by taking the 
Fourier transform F of /, suppressing the negative frequencies and multiplying 
the positive frequencies by two. Applying this procedure, we do not lose any 
information about / because of the Hermite symmetry of the spectrum of a real 
function. The formal definition of the analytic signal is as follows: 

Definition 1. Let f he a real ID signal. Its analytic signal is then given hy 

fA{x) = f{x) + ifm{x) = f{x) * fs(x) + — ^ , (1) 

y 7TX J 

where the Hilbert transform of f is defined as fHi = / * (l/(^^)) * denotes 

the convolution operation. 

In the frequency domain this definition reads: 

r 1 if w > 0 

+ sign(w)) with sign(w) = < 0 if w = 0 

1^—1 if w < 0 

= F(w) -h ilni{u) . (2) 

As an example we give the analytic signal of f{x) = cos{lvx) which is cosa(:^^) = 
cos(x) + i sin(x) = exp(iLVx). Thus, cos and sin constitute a Hilbert pair\ i.e. one 
is the Hilbert transform of the other. The effect of the Hilbert transform is, that 
it shifts each frequency component of frequency w = 1/A by A/4 to the right. 
We state three properties of the ID analytic signal. 
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1. The spectrum of an analytic signal is causal {Fa{u) = 0 for w < 0). 

2. The original signal is reconstruct ible from its analytic signal, par- 
ticularly, the real part of the analytic signal is equal to the original 
signal. 

3. The envelope of a real signal is given by the magnitude of its analytic 
signal which is called the instantaneous amplitude of /. 

While the first property is a construction rule which has not necessarily to be 
extended to 2D, we expect an extension of the analytic signal to fulfill the last 
two properties: The second one guarantees that two different signals can never 
have the same analytic signal, while the third one is the property of the analytic 
signal which is mainly used in applications. 

3 Approaches to an Analytic Signal in 2D 

In this section we will mention some of the extensions of the analytic signal to 
two-dimensional signals which have occurred in the literature . All of these have 
a straightforward extension to n-dimensional signals. We will use the notation 
X = (x^y) and u = (n,u). 

The first definition is based on the 2D Hilbert transform [9] which is given 
by 

fn.(x) = f(x) ( A) • P) 

where ** denotes the 2D convolution. In analogy to ID an extension of the 
analytic signal can be defined as follows: 

Definition 2. The analytic signal of a real 2D signal f is defined as 

fA{x) = f{x) +ifni{x) , 

where fij-a is given hy (3), 

In the frequency domain this definition reads 

^a(^) = F{u){l — i sign(w)sign(u)) . 

The spectrum of /a according to Def. 2 is shown in Fig. 1. It does not vanish 
anywhere such that property 1 from Sect. 2 is not satisfied by this definition. A 
common approach to overcome this fact can be found e.g. in [7]. This definition 
starts with the construction in the frequency domain. While in ID the analytic 
signal is achieved by suppressing the negative frequencies, in 2D one half-plane 
of the frequency domain must be set to zero. It is not immediately clear how 
negative frequencies can be defined in 2D. However, it is possible to introduce a 
direction of reference defined by the unit vector e = (cos(6^), sin(6^)). A frequency 
u with e • u > 0 is called positive while a frequency with e • n < 0 is called 
negative. The 2D analytic signal can then be defined in the frequency domain. 

Definition 3. Let f be a real 2D signal and F its Fourier transform. The 
Fourier transform of the analytic signal is defined hy: 

{ 2F {u) ifu-e>0^ 

Fa{'^) = \ if u • e = 0 > = F{u){l -h sign{u • e)) . 

y 0 if u • e < 0 j 



(4) 
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Fig. 1. The spectrum of the analytic signal according to Def. 2. 



Please note the similarity of this definition with (2). In the spatial domain (4) 
reads 

fA(x) = f{x) * * (6{x ■ e) H 6{x ■ e±) . (5) 

Y 7TX • e J 

The vector e±_ is a unit vector which is orthogonal to e : e • ey = 0. 

According to this definition the analytic signal is calculated line-wise along 
the direction of reference. The lines are processed independently. Hence, Def. 3 
is intrinsically ID, such that it is no satisfactory extension of the analytic signal 
to 2D. Another definition of the 2D analytic signal was introduced by Hahn [8] 




Fig. 2. The spectrum of the analytic signal according to Def. 3. 



Definition 4. The 2D analytic signal is defined hy 

fA{x) = f{x)**(s{x) + -T\fs(y) + -D\ ( 6 ) 

V TTxjy Try/ 

= f{x) - fm{x) + i{fnn{x) + /nhix)) , (7) 

where ffii is the Hilbert transform according to Def, 2 and fni^ (ind fj-a^ are the 

so called partial Hilbert transforms^ which are the Hilbert transforms according 
to Def 3 with = (1,0) and = (0, 1), respectively: 



fm = / * * 



7v‘^xy ' 



/'Kn=/** omd 



Tvy 



(8) 



Hahn avoids the term ’’analytic signal” and uses ’’complex signal” instead. 






A Novel Approach to the 2D Analytic Signal 



29 



The meaning of Def. 4 becomes clearer in the frequency domain: Only the fre- 
quency components with w > 0 and t? > 0 are kept, while the components in the 
three other quadrants are suppressed (see Fig. 3): 

Fa(u) = F{u){l + sign(u))(l + sign(w)) . 

A main problem of Def. 4 is the fact that the original signal is not reconstructible 



/■ 

1 

0 


^ V 

4F{u) 


0 


u 

0 

J 



Fig. 3. The spectrum of the analytic signal according to Hahn [8] (Definition 4). 



from the analytic signal, since due to the Hermite symmetry only one half-plane 
of the frequency representation of a real signal is redundant. For this reason Hahn 
proposes to calculate not only the analytic signal with the spectrum in the upper 
right quadrant but also another analytic signal with its spectrum in the upper 
left quadrant. It can be shown that these two analytic signals together contain 
all the information of the original signal. Thus, the complete analytic signal 
consists of two real parts and two imaginary parts or, in polar representation, 
of two amplitude- and two phase-components which makes the interpretation, 
especially of the amplitude, difficult. 

4 The Quaternionic Fourier Transform 



Since our definition of the analytic signal is based on the quaternionic Fourier 
transform (QFT), we will briefly review this transform. The QFT was recently 
introduced in [2,3,1] and [5], independently. The QFT of a 2D signal f{x) is 
defined as 

oo oo 



F‘i{u) 






(9) 



— OO — OO 



where i and j are elements of the algebra of quaternions IH = {q = a bi -\- 
cj + dA: I a, 6, c, d G IR, = p = — = —ji = k}- Note that the quaternionic 
multiplication is not commutative. The magnitude of a quaternion q = a-\- bi -\- 
cj + dk is defined as \q\ = ^/q^ where g* = a — bi — cj — dk is called the conjugate 
of q. 

The ID Fourier transform separates the symmetric and the antisymmetric 
part of a real signal by transforming them into a real and an imaginary part, 
respectively. In real 2D a signal splits into four symmetry parts (symmetric and 
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antisymmetric with respect to each argument). These four symmetry components 
are decoupled by the QFT and mapped to the four algebraic components of the 
quaternions [3]. 

The phase concept can be generalized using the QFT: In ID the phase of a 
frequency component is represented by one real number. In the 2D quaternionic 
frequency domain a triple of real numbers can be defined, which can be regarded 
as the generalized phase in 2D [4,1]. 

The operation of conjugation in (D is a so-called algebra involution, i.e. it 
fulfills the two following properties: Let z^w e (C ^ {z*)* = z and {wz)* = w*z*. 
In IH there are three nontrivial algebra involutions: 

a : q —iqi^ a(q) = a -\-bi — cj — dk, 

f3 : q —jqj^ f3(q) = a — bi -\- cj — dk and 

7 : g —kqk^ 7 (g) = a — bi — cj -\- dk . 

Using these involutions we can extend the definition of Hermite symmetry: A 

function / : IR^ — IH is called quaternionic Hermitian if: 

f{-x,y) = fj{f{x,y)) and f{x,-y) = a{f{x,y)), (10) 

for each (x,y) G IR^. The QFT of a real 2D signal is quaternionic Hermitian! 

5 The Quaternionic 2D Analytic Signal 

Using the QFT we can follow the arguments of Hahn [8] and keep only one of 
the four quadrants of the frequency domain. Since the QFT of a real signal is 
quaternionic Hermitian (see Sect. 4) we do not lose any information about the 
signal in this case (see Fig. 4). 



) 

j3{F'i{u,v)) 


F^{u, v) 




u 

a[F^{u^ v)) 



Fig. 4. The quaternionic spectrum of a real signal can be reconstructed from only one 
quadrant . 



Definition 5. In the frequency domain we define the quaternionic analytic sig- 
nal of a real signal as 

Ff^{u) = (1 + sign{u)){l + sign{v)) (u) , 

where F^ is the QFT of the real two-dimensional signal f{x) and F^ denotes 
the QFT of the quaternionic analytic signal of f , 
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Definition 5 can be expressed in the spatial domain as follows: 

fAi^) = f{x) + n-fni{x), ( 11 ) 

where n = {i,j,k)^ and fm is a vector which consists of the partial and the 
total Hilbert transforms of / according to (8): 

fm{x) = {fnii, fni2: fm)^ • ( 12 ) 

Note that, formally, (11) resembles (1). 

6 Comparison of the Different Approaches 

The 2D analytic signal according to all approaches is most easily constructed 
in the frequency domain. While the first approach Def. 2 does not suppress any 
parts of the frequency domain, all other approaches do have this analogy to the 
ID case. According to Def. 3 one half of the frequency domain is suppressed. 
According to Def. 4 and Def. 5 only one quarter of the frequency domain is kept 
while the rest is suppressed. The difference between the last two definitions is 
that Def. 4 uses the complex frequency domain while Def. 5 uses the quaternion- 
valued frequency domain of the QFT. 

The requirement that the original signal be reconstructible from the analytic 
signal is fulfilled is by all approaches except for Def. 4. The main requirement 
is that the magnitude of the analytic signal (the instantaneous amplitude of 
the original signal) should be the envelope of the original oscillating signal. We 
demonstrate the instantaneous amplitude according to the four definitions of the 
2D analytic signal on an example image containing oscillations in all directions 
of the image plane. In Fig. 5 we show the magnitudes of the different analytic 




Fig. 5. The instantaneous amplitude according to the different definitions of the ana- 
lytic signal. From left to right: Original image, real envelope, inst. amplitude according 
to Def. 2, Def. 3 (oriented along the x-axis), Def. 4, and Def. 5, respectively. 



signals of a test- images containing oscillations in all orientations of the image 
plane. Definition 3 is applied with e = (1,0). Obviously Def. 2 is not successful in 
providing the envelope of the test-image. The quality of Def. 3 depends strongly 
on the orientations of the local structure. If it is orthogonal to the chosen e the 
envelope is constructed well, while the Def. 3 fails as soon as the local structure 
is parallel to e. Definition 4 looses information about the signal and so yields the 
envelope only for structures that correspond to frequencies in the upper right 
quadrant. Also Def. 5 does not yield the perfect envelope. However, compared 
to the other approaches this one is the most satisfactory. 
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7 Conclusion 

The quaternionic analytic signal combines in itself the earlier approaches in a 
natural way: The vector fui in (12) is not constructed artificially. The quater- 
nionic analytic signal is rather defined in a simple way in the frequency domain 
and everything falls in place automatically. In our opinion the successful defini- 
tion of the analytic signal in 2D, which can only be obtained using the QFT, 
shows also that the QFT is a reasonable definition of a 2D harmonic transform. 

As mentioned in the introduction the analytic signal is the theoretical foun- 
dation of Gabor filter techniques. These techniques are widely used in image 
processing. Based on the quaternionic analytic signal introduced here it is pos- 
sible to define quaternion- valued Gabor filters instead of complex- valued ones. 
These filters have already been successfully applied in image processing. Based 
on quaternion-valued image representations the concept of the local phase has 
been extended and used for local structure analysis as well as for disparity esti- 
mation [4,1]. 
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Abstract. In this paper an approach is presented for robust shift de- 
tection of two given images. The new unifying idea is that we determine a 
shifted delta impulse using some well-known restoration techniques, e.g. 
the Wiener filtering, constraint restoration, entropy restoration, and Bay- 
sian restoration. The used restoration techniques imply the robustness of 
the presented method. Our approach is a generalization of the matched 
filtering approach. Additionally, we describe in the paper the problem of 
calculating an evaluation measure of the restored delta impulse image. 
This measure is the basis for the uncertainty of the detected shift. The 
unifying approach of shift detection by restoration (SDR-method) could 
be tested successfully, for example using a series of fundus image pairs 
which are of practical interest and which contain also small rotations, 
scalings and even deformations. 



1 Introduction 

For the sake of simplicity all formulas refer to discrete functions of a single 
variable. Let be given two images / and /b Let be 6 the delta impuls and 
the shift operator with a shift d. Then follows 

f = Sdf=Sdf^5 = f^Sd6 = f^6d^ ( 1 ) 

Thus, the cyclic shift x x — d is reduced to the convolution of / with the shifted 
delta impulse. If we apply to (1) the convolution theorem, then we receive the 
shift theorem [ak{f) are the discrete Fourier coefficients of /): 

«*(/') = «*(/)• • ( 2 ) 
The shift theorem is the basis of all phase-based techniques, see ( [3,4,14,15]). 
But because the shift theorem works only with one frequency A:, the integrating 
effect of the deconvolution (i.e. taking into account many frequencies) is lost. 
And nothing is changed substantially if one uses different resolution levels and 
operates gradually and hierarchically. 

The local Fourier transform with different window functions uses only the 
space-dependence of the problem. As with the block matching to a given block 
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a reference block is then looked up, which possesses the same phase of only 
one Fourier coefficient. Weng shows in [14] that Gabor filters are even more 
problematic than the use of the local Fourier transform with rectangle windows, 
since Gabor filters do not even guarantee “quasi-linearity ” of the phase of one 
resolution level. However as with the block matching a search strategy must be 
executed, often root finding techniques are used in the case of small disparities. 

The robustness of cepstrum techniques is already well-known for a long time, 
since they use actually also the convolution, see e.g. [6,7]). Gontrary to (1) one 
uses the equation 

h = f + Sdf = f*{S+SdS). (3) 

But this method is only then meaningful if only the overlay image h is given. Are 
however as in most cases / and well-known images, then we lose information, 
which expresses itself in the following disadvantages of the cepstrum method 

— There is always a “peak” in the origin, so that small shifts cannot be detected 
surely, 

— The actual “peaks” are symmetrical with respect to the origin, therefore 
only relative shifts can be detected, 

— The “peaks” overlay the cepstrums of / and Sdf respectively, which we do 
not know, therefore generally the “peak” detection can be difficult. 

In the following a new method is to be stated, which not only uses the 
integrating effect of the deconvolution of model (1), but beyond that the image 
intensity disturbances and noise are also added to the model. First results are 
given in [13]. It seems in such a way that our approach is similar to the classical 
matched filtering random signal processing technique, see [11]. However, we don’t 
maximize the special correlation signal-to-noise ratio, our unifying approach is 
the restoration of the shifted delta impuls. Determining the image shift by any 
restoration method we call our approach ” shift detection by restoration” (SDR- 
approach) . 

2 Shift Detection by Restoration (SDR approach) 

If we regard the model (1), then the similarities are noticeable to the field of 
image restoration, whereby the restoration problem is limited at first only to the 
pure deconvolution. Therefore, the basic idea is that we interpret as the given 
image, / we interpret as a given ” point spread function” (PSF) and the shifted 
delta impulse 6d is the original image which has to be restored. As in the image 
restoration and the matched filtering approach, noise occurs also here, which is 
strengthened by a pure deconvolution (e.g. by pseudoinverse filtering). Therefore 
we must consider in the model also the problem of noise suppression. 

Let two images / and f' be given that the model (1) is correct, then we 
presuppose the cyclic shift. But the cyclic shift is for practical images not sa- 
tisfied. Some structures disappear from the image and other structures emerge. 
Often one tries to correct these ”wrap around effects” or ’’boundary effects” with 
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window functions. We want to add these effects as additive disturbances to the 
model. Therefore, we extend the model (1) with the general random field N to 

f = f*6a + N . (4) 

Therefore the field N contains noise, objectively caused grey level modifications 
and the wrap around effects. Thus N is neither signal independent nor uncor- 
related and it is strongly space-dependent due to the wrap around effects. This 
implies that W depends itself from the shift d. 

Phase-based techniques as well as the normalized coefficient of correlation 
are invariant against linear contrast-and brightness modifications. Therefore we 
have to add this linear grey level modification = a • g h to the model: 

f = f*{a-Sa5) + h + N . (5) 

The contrast factor a causes only an upsetting or a scaling of the delta impulse 
and the offset b influences only the zeroth Fourier coefficient ao- Therefore we 
can use without loss of generality equation (4) and this equation forms the basis 
for the shift estimation for a pair of images. Thus, we can use any restoration 
technique to restore the shifted delta impulse. 

Now first of all, we elect a minimum mean square error (MMSE) estimation 
technique using the Wiener Alter. We have to solve the problem 

E (^\\6d — ^ ^ minimum ( 6 ) 

for the unknown LSI-fllter w. We remember that the LS E-estimation x 

\\g — f ^ x\\‘^ ^ minimum (7) 

of the linear convolution equation f^x = g , whereby / and g are given, satisfies 
the convolution equation 



r*f*x = f*g, (8) 

f'^ is the reflected function of /. We use this knowledge to solve our MMSE 
problem. From this equation we obtain 

E {(/ * 6d + NY' *{f*Sd + N)}*w = E{{f*6d + TV)"} * V . (9) 

In contrast to the classical Wiener approach we have shift dependent noise N [d) 
because the random field N depends on the shift d. But we can assume that the 
shift d affects only the variance and not the expectation value of the random 
field N[d). Therefore, an assumption is in the following only the restriction 
E{N{d)} = 0 for all d. This assumption implies that some terms vanish, and 
we can derive the convolution equation 






( 10 ) 
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In the frequency domain then we get with g = w ^ 



ak{g) 



O^kjf) ■ ak{f') 
au{ff ^ E{\au{N)\^} 



( 11 ) 



For the MMS E-solution we need the spectrum of the autocorrelation of noise. If 
we assume white noise then we have the solution 



ak{g) 



O^kjf) ■ ak{f') 

\'^k{f)\^ + P 



( 12 ) 



The assumption that the noise is white, which is reasonable over the matched 
image regions, clearly does not hold on the unmatched part. We have received 
with the Wiener filtering the same expressions (11) and (12) as in the matched 
filtering approach [11]. 

To compare the Wiener solution with other restoration techniques we con- 
sider for example the constraint restoration technique. For the random field N 
we only assume that the “mean value” £^(||W|p) is given. Then we form the 
following optimization problem 



^ minimum subject to \\f^ — / * P = T'(| |1V | p) . (13) 



Here, g is the solution of the problem as an approximation for 6d- The operator 
L is a LSI operator which can be given in such a manner that we select the most 
favorable solution from all admissible solutions for our problem. Due to the LSI 
characteristic we can assign to L a discrete function L Then the general solution 
of (13) is: 

[r *f + l3-r *l]*g = r*f . (14) 

Here, f3 is the regularization parameter which is to be determined as a function 
of the (unknown) random field A". We solve the convolution equation (14) once 
more in the frequency domain: 



«fc(/) • ak{f) 
|ctA:(/)| +/?|q;A;(^)P 



(15) 



The equation contains still two unknown parameters: The regularization para- 
meter p has to be estimated dependent ly of the given practical problem. Furt- 
hermore, we have to specify the operator L resp. the function I or the Fourier 
coefficients of L 

a) Firstly, we choose f3 and in (15) or F' {|o;/^(yV)p} in (11) in such a 

way that '^{constant — \ak{g)\)‘^ minimum using the a priori knowledge 
|<^A:(^d)| = constant. Thus, we obtain directly from (15) or (11) 



= i4f/)iT«Aoi ’ C \Mf)\ > K(/)l 

( 16 ) 

= if \ak{f)\ < \Mf)\ 
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The first part of the expression (16) was mentioned in the literature by Kuglin 
and Hines [1975] in [5] and is called phase correlation. The phase correlation is a 
special case in our constraint restoration method with a LSI-operator determi- 
ned by a priori knowledge that we have only one delta-impuls. Additionally, the 
phase correlation is a special case in the Wiener filtering method using a special 
chosen autocorrelation function of noise. Additionally, if we have more than one 
delta- impulse then the choice of the LSI-operator I and the autocorrelation fun- 
ction is not correct. 



b) Secondly, the operator L can be defined in such a way that the norm of 
is approximately the same as the norm of the shifted ^-impuls. The ^-impulse 
itself has a minimal norm, therefore we choose the identity operator I = 6^ i.e. 
we receive with q;a:(^) = constant the expression 



o^k{g) 



ak{f) • ak{f) 
|CKA:(/) t + P 



(17) 



Surprisingly, this is the same expression as in the Wiener filtering (12) and 
the matched filtering approach, but the main difference is the interpretation of 
the parameter j3. This parameter is now a regularization parameter /? and has 
nothing to do with the case of white noise. Surprisingly, the expression (17) is 
not symmetric, i.e. with 



ak{g') 



a-kW) ■ «fe(/) 



(18) 



is not the reflected image of g. One possibility is the symmetrizing of the expres- 
sion (17), but then we have a loss of information. 

In Fig 1 the restoration results for different values of the regularization pa- 
rameter are represented. The smaller the overlapping area of two blocks, the 
stronger is the mean value of the random field N . The regularization parameter 
therefore depends on the shift. The regularization parameter f3 expresses for our 
model the “distance” from g to the shifted delta impulse. For ^ 0 we ob- 
tain from (17) the “pure deconvolution” and for ^ cx> we get the “pure cross 
correlation” between and /. It can be seen in Fig. 1 that the correct shift 
is obtained with a “middle” /?, even in the case of drastic pertubations with- 
out using window functions. Since a motion compensation algorithm runs often 
hierarchically, the parameter /? can be decreased monotonously from hierarchy 
level to hierarchy level. 



c) Thirdly, we can use nonlinear techniques to restore the shifted delta im- 
pulse. For example, it can be used the entropy restoration technique: 

— ^ In ^ ^ minimum subject to 1 — P = A' {| |A| p } (19) 

The solution is given by a transcendental equation which is to be solved in 
dependence of the regularization parameter. 
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In the next step we would have to find an objective measure which evaluates 
the restored image in comparison to the ideal delta impulse. Additionally, this 
objective measure can be used to find the best regularization parameter f3 during 
an optimization process. 



3 Peak Detection and Evaluation 

The idea now is to evaluate the restored delta implulse image (using the cross 
correlation this image is called correlation surface). The derived quality measure 
can be used for the optimization process to select the optimal j3. The restored 
^-impulses approximate the ideal ^-impulse more or less. The main peak is often 
asymmetrical and fiat. Furthermore more or less significant subpeaks occur (see 
also Fig. 1). The determination of the position(s) of the peak(s) cannot take 
place therefore with the well-known methods of the cluster analysis, since these 
relatively well presuppose separable peaks. We can manage however differently. 
In the case of a “good” approximation of the ^-impulse the position of the global 
maximum corresponds to our looked up shift. 

Now a probability or a quality measure is to be only determined as a function 
of features of this maximum and the other image areas, which says about it, how 
safe this certain shift is. In other words, a measure is to be found that describes 
the “distance” of the restored image from the ideal ^-impulse. Simple measures, 
like the height of the peak (see also [12]), are however unsuitable for it. Thus a 
simple contrast modification already influences the peak height. 

We have to take into account the following considerations: 

a) As long as the quantization effects do not produce large grey level plateaus, 

a reliable positioning is both with fiat, and with pointed peaks possible. 
Therefore the expansion of a peak area alone has no relevance for the quality 
measure. 

b) The reliability of the peak detection is strongly worsened with a fiat peak by 
noise, against what it is preserved with a pointed peak. 

c) If the value of the largest maximum differs only around a small (of the noise 

dependent) amount from other local maxima in the picture, then a high 
uncertainty exists concerning the correctness of the found peak position. If 
only very small maxima exist apart from the largest maximum, then a high 
agreement with our model exists. 

From this catalog of demands one cannot derive an accurate measure e.g. that the 
entropy, but only an algorithmic description of the measure. For the algorithmic 
description and numerical experiments, see Baumbach in [1]. 

4 Experimental Investigations 

In the following Fig. 1 one can see the extreme robustness of this method. Ad- 
ditionally, in the Fig. 1 is displayed the optimization process to determine the 
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correct regularization parameter /? using the developed evaluation measure. In 
the most cases of practical applications a “middle” parameter /? is sufficient to 
determine the correct shift. For extreme situations it is helpful to know both re- 
stored images g (17) and (18). Is the shift symmetric then we assume a correct 
shift. If this is not the case then we choose the shift with the best evaluation 
measure. 




Fig. 1. First row: Two images (an extreme situation with a shift, 5 degree rotation 
and grey level disturbances, note that corresponding structures are to find only in the 
marked frames) and the restoration by “pure deconvolution”. Second row: Restored 
images with encircled delta impulses for j3 = 10^, the optimal j3 = 10^, and j3 = 10^. 
Third row: Restored images for j3 = 10®, the “pure cross correlation”, and last not 
least the estimator (16) called a modified “phase correlation”. 
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5 Rotations and Scalings 

Rotations and scalings can be detected using the log-polar-representation of the 
translation-invariant power spectras of two images (see for example [2] [8] [9] [10]). 

The practical difficulty is situated however in the fact that one must have an 
extremely robust method for shift detection since the log-polar spectra indicate 
various disturbances. The SDR-approach could be tested successfully in a series 
of fundus images to detect the rotations and scalings. 
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Abstract. In the presented paper a new probabilistic approach to the 
problem of noise reduction has been presented. It is based on the concept 
of a virtual particle performing a random walk on the image lattice, with 
transition probabilities derived from the median distribution. 

The probabilistic smoothing algorithm combined with a cooling proce- 
dure, known from the simulated annealing optimization method, consti- 
tutes a new powerful technique of noise suppression, capable of preserving 
edges and other image features. 

1 Introduction 

The reduction of image noise without the degradation of the image structure is 
one of the major problems of the low-level image processing. A whole variety of 
algorithms has been developed, but none of them can be seen as a final solution 
of the noise problem. 

In this paper, a new probabilistic approach to the problem of noise reduction 
has been presented. It is based on the concept of a virtual particle performing 
a random walk on the image lattice, with transition probabilities derived from 
the median distribution. 

This work is divided into three parts. In the first section, a brief overview of 
the smoothing operations is presented. The second part introduces the model of 
a virtual walking particle and shows how the probabilistic smoothing operator 
is constructed. The third part contains the results of noise attenuation achieved 
using some of the methods described in the paper, in comparison with the effects 
obtained with the new probabilistic method. 

2 Short Overview of Noise Reduction Filters 

The noise suppression of digital images has been a topic of considerable interest 
in the past decades, due to its importance in numerous applications in various 
fields of computer vision. 

The most frequently used noise reducing transformations are the linear filters, 
which are based on the convolution of the image matrix with the filter kernel. 
This kind of filtering replaces the initial value 5(i, j) of the pixel (i, j) with the 
weighted mean of the gray scale values of its neighbours. The simplest linear 
filter is the moving average (box filter) and the Gauss filter. Linear filters are 
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simple and fast, especially when they are separable, like the box and Gaussian 
filter, but their major drawback is that they cause blurring of the edges and 
strongly attenuate small details. 

The blurring effect can be reduced using the median filter, which replaces the 
value of the centre pixel (i, j) by the median of the gray scale values of the pixels 
lying in a predefined filter window. The median is very effective in removing of 
the impulse noise, however its efficiency in suppressing the Gaussian or uniform 
distribution noise is rather poor, as the filter wipes out such important features 
as lines, corners and small details. 

The blurring caused by smoothing can be also diminished choosing an appro- 
priate adaptive filter kernel, which performs the averaging in a selected neigh- 
bourhood [1]. The term adaptive means, that the filter kernel coefficients change 
according to the image structure, which is to be smoothed and as a result the 
kernel becomes a function 

J{h3) = ^ E H{i,j-k,l)B{k,l) , (1) 

where are weighting coefficients depending on the values of 

B{k^l) and lT(i,j) denotes the filter window with a centre in 

Different kinds of edge and structure preserving filter kernels has been pro- 
posed [2, 3, 4, 5, 6 ]. If H{i^j]kJ) = 1 — — B{kJ)\ then [1,7,8,9,10] 

Aid)=^ J2{l-\B{i,j)-B{k,l)\)B{k,l) ,Z=J2^-\B{i,j)-B{k,l)\, (2) 

where Z is the filter normalizing factor. A simple version of this filter assigns to 
the filter coefficients H{i^j]k^l) from ( 2 ) the values [ 1 ] 

k^l) = 1 if I — B{k^ 01—7 ^ otherwise , (3) 



where 7 is a constant threshold or the standard deviation of the gray scale values 
of the neighbourhood pixels or of the whole image. This filter takes with greater 
weighting coefficients the pixels of the neighbourhood, whose gray tones are 
close to the intensity of the centre pixel. Another very effective procedure [11] 
is defined by 









r 



[B{k,l)-B{i,j)f 



^B{k,(), 



( 4 ) 



where ^ denotes the neighbourhood relation, r = ^ {k — ~ y ^ con- 

trols the scale of spatial smoothing and t is a brightness threshold. 

Similar properties has the gradient inverse weighted operator, which forms a 
weighted mean of the pixels belonging to a filter window. Again, the weighting 
coefficients depend on the difference of the gray scale values between the central 
pixel and its neighbours [ 8 , 10 ] 
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The Lee’s local statistics filter [9] estimates the local mean and variance 

of the intensities of pixels belonging to the window W{i^j) of the size 
Z = (2n + l)(2m + 1) 

/i(i, j) = t ^ (6) 

and assigns to the pixel (i, j) the value J(i, j) 

+ Oi{i,j) = max |o, ^ ^ (7) 

where is the estimate of the image noise. If (j{i^j) ^ (Jn then o;(i, j) = 1 and 
d(i, j) = and no change occurs, but for cr(i, j) <C then o;(i, j) = 0 and 

= /i(i, j). In this way, the filter smooths with a local mean when the noise 
is not very intensive and leaves the pixel value unchanged when a strong signal 
activity is detected. The major drawback of this filter, is that it leaves noise in 
the vicinity of edges, lines and other image details. 

Good results of noise reduction can usually be obtained by performing the 
a-filtering [12,13,4]. This procedure computes a weighted average over the filter 
window, but only those pixels, whose gray values do not deviate too much from 
the value of the center pixel are permitted into the averaging process 

J{h3) = ^ E tl{k,l)B{k,l),{{k,l)-.\B{k,l)-B{i,j)\<cj}, (8) 

{k,l)^W{j.,j) 

where Z is the normalizing factor, a is the standard deviation of all pixels belon- 
ging to W {i^j) or the value of the standard deviation estimated from the whole 
image and H[kJ) values can be taken from the box or Gaussian filter. 

The image noise can be also reduced applying a filter, which substitutes the 
gray scale value of a pixel, by a gray tone from the neighbourhood, which is 
closest to the average fi of all points in the filter window W{i^j) [7,2,3]. 

, {k,[) = arg min {\B{k,[) - jj\} , (9) 

(k,i)ew(i,j) 

An important role in the noise suppression play the rank transformations defined 
with the use of an ordering operator, the goal of which is the transformation of 
the set of pixels lying in a given filter window IT(i,j) of the size rii x U 2 with 
the centre at (i, j) into a monotonically increasing sequence 

{B{i - k,j - 1)}, k = -ni, . . . ,ni, I = -U2, {Bi, . . -,Bn}, 

Bk<Bk+u k=l,2,...,N -I , (10) 

where N = {2rii + l)(2n2 + 1) is the number of pixels belonging to IT(i,j). 

In this way the rank operator is defined on the ordered values from the set 
{5i, ^ 2 , . . . , and has the form T{i^j) = ^ '^k=i 2k Ik , where once again 
Z is the normalizing constant and gj. are the weighting coefficients. Taking ap- 
propriate ranking coefficients allows the defining of a variety of useful operators 
[5,3,2]. 
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3 Probabilistic Noise Reduction Algorithm 

3.1 Probabilistic Smoothing Operator 

Let (i, j) denote the initial position of a virtual particle performing a classical 
random walk [14] on the image lattice and let denote its position after n 

steps. If the probability, that the walking particle starting from the point (i, j) 
reaches in n steps the point (A:,/) is denoted as P[n, (i, j), (A:, /)] = P[(i,j)^ = 
(A:,/)], then the probabilistic smoothing transformation U can be defined as 

u{i,j)= Y. Y ( 11 ) 

where ^ denotes the neighbourhood relation of the image points. 



3.2 Edge Preserving Smoothing Operator 

Let us now assume the 8-neighbourhood system and let the probability Pij^ki of 
a transition from (i, j) to (A:,/) be derived from the median distribution. 



/A 



ij,kl 



exp{-^\B{iJ)-B{k,l)\} 

Z 



Z exp{-/?|il(i,j) -il(m,n)|} (12) 



is now the statistical sum, equivalent to the previously used normalizing factor 
and j3 = T~^ is the reciprocal of the temperature of a statistical system. 

The properties of a such defined operator depend strongly on the value of the 
temperature parameter j3. At low /?, a weighted average over the neighbourhood 
is taken. The increase of /? causes, that the value of the central pixel (i, j) is 
taken with growing weighting coefficients. When j3 ^ oo then U becomes an 
identity operator and the pixel value remains unchanged. 

The experiments have shown, that if an appropriate value of /? is chosen, 
then the smoothing operator (12) is very efficient at reducing the uniformly 
distributed noise. Difficulties arise however, when the image is corrupted with 
a strong Gaussian or impulse noise. In such a case, it is better not to allow the 
particle to stay at its current position, which means that it must jump to one of 
its neighbour. In this way 






ij,kl 



exp{-(3\B{iJ) - B{k,l)\} 

X exp{-f3\B{i,j) - B{m,n)\}’ 






(13) 



For low p the weighted mean is assigned to the central pixel (i, j) (the central 
pixel is not involved in the averaging) and at high /?, the pixel whose value is 
closest to the value of the central pixel is assigned to (i,j). In this way, the 
transformation (13) seems to be a tradeoff between the median, box and the 
agglomerating filter (9). 

Unfortunately, the iterative application of this filter leads to a gradual image 
blurring, which is also a drawback of the smoothing operators defined by (1), 
(4) and (5). 




Ed 




Fig. 1. Test images (left) and images enhanced using the new method (/?(0) = 15, 
= 1.25, 5 iterations). 



To avoid the blurring effect, a "cooling schedule", similar to the one used in 
simulated annealing [15], has been proposed. The first smoothing of the noisy 
image with the probabilistic filter is performed at low f3 (high temperature in the 
pseudo - Gibbsian (median) distribution) and the successive iterations are being 
applied with increasing /? (the system is being cooled down). The experiments 
were performed using the cooling schedule /?(n+l) = n j3[n) with experimentally 
chosen n = 1.25 and /?(0) = 15. 

The iterations terminate, when the image becomes "frozen’ ’and the next 
iterations does not change the image pixel values, which requires about 5 itera- 
tions. This procedure of increasing of the value of /? prevents blurring and leads 
to an image with suppressed noise and preserved edges. 
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Figures 1, 2 and 3 show the results achieved using the introduced filtering 
procedure. The last two images depict the comparison with the results obtained 
using the algorithms described in the first part of this paper. The quality of noise 
suppression was evaluated using the root of the mean square error. The ability 
of preserving edges was tested using the standard Sobel edge detector. 

4 Conclusions 

The results obtained using the probabilistic approach to the image smoothing 
confirm its good properties. Only the new method, together with the method of 
Smith [11] and Lee [9] performed well, when applied to the test images corrupted 
by strong Gaussian noise. Although the rms value obtained when using the new 
method was higher than the respective value of Smith’s algorithm, the appli- 
cation of the cooling procedure increased the sharpness of the image edges and 
therefore this algorithm can be applied as a preliminary step of edge detection. 
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Fig. 3. The results of edge detection using the Sobel operator thresholded at 0.05 
a) test image, b) noisy image (a = 20), c) image smoothed with the new method, d 
box filter, e) Gaussian, f) median, g) filter (2), h) filter (4), i) filter (5), j) filter (7) 
k) filter (8), 1) filter (9). 
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Abstract. Databases play an important role for the development and 
evaluation of methods for person identification, verification, and other 
tasks. Despite this fact, there exists no measure that indicates whether a 
given database is sufficient to train and/or to test a given algorithm. This 
paper proposes a method to rank the complexity of databases, respec- 
tively to validate whether a database is appropriate for the simulation of 
a given application. The first nearest neighbor and the mean square dis- 
tance are validated to be suitable as minimal performance measures with 
respect to the problems of person verification and person identification. 
Keywords: Person identification, person verification, database evalua- 
tion 



1 Introduction 

Computer vision systems are more and more based on statistical or heuristic 
methods. It is therefore important to compare alternative algorithms in order 
to evaluate their individual performance. As this is impossible in an analytical 
way, comparison is usually done by means of experiments. This requires the use 
of an identical database and an identical test protocol. The database, especially 
the test set, should be as close as possible to the real world conditions. If the 
test set is to easy, the algorithm will be overestimated, if it is too difficult, it will 
be underestimated. What one normally wants is to estimate the performance for 
the actual condition. 

In practice, real-world data are often unavailable for legal and/or practical 
reasons. On the other hand, artificial datasets are often insufficient due to lim- 
ited size, artifacts, similar illumination, similar position of subjects relative to 
the camera, the same background, similar facial expressions, or alike. Different 
databases have been used in face recognition which does not allow an objective 
comparison of results. 

We describe therefore a procedure to rank databases. In the following, the 
term com^plex is used to compare two databases, although we are aware, that a 
proper, non- subjective definition in the mathematical sense can not exist. For 
example, the complexity of two databases is compared by means of the error 
rate yielded by a nearest neighbor algorithm. 

This work has been performed with financial support from the Swiss National Science 
Foundation under Contract No. 21 49 725 96 and the Swiss Office for Science and 
Education in the framework of the European ACTS-M2VTS project. 

F. Solina and A. Leonardis (Eds.): CAIP’99, LNCS 1689, pp. 49-56, 1999. 
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2 Ranking databases 

Before a database for training and testing is created, the recording and definition 
of the test protocol has to be well designed. Parameters of a dataset like noise, 
number of classes, items per class, the amount of artifacts, control of illumina- 
tion, head position, and so on, are important in this context and determine in 
some way the complexity of a database. It is surprising that only two recently 
registered databases define a test protocol: the Extended M2VTS database [13] 
and the FERET^ [18] database. 

Another, often neglected but still important, question concerns the reliability 
of obtained results. This reliability depends on the statistical significance of the 
test (see [21]) and how similar the evaluation database is compared to real world 
data. It is therefore desirable to rank datasets according to their complexity for 
a given task or problem V. 

Let V be problem defined for some class of objects. A computer can not di- 
rectly act on physical objects, but on digital or analog signals. Such signals are 
obtained from applying transformations % C . . . ,tp} to the real objects, 

giving databases Vi (such transformations include for example the projection of 
the object to an image, as well as filtering in the computer). The transforma- 
tions in Ti used for the production of Vi are directly related to the complexity 
of problem V. Consequently, the goal is to rank the databases Vi according to a 
measure that refiects how well they incorporate the transformations that infiu- 
ence the complexity of a specific problem. However, datasets can not be ranked 
easily: 

— The ranking depends on the problem V. 

— It is often unknown which transformations were applied to the objects and 
how well they refiect the transformation encountered in a real application. 

— The assignment of a “degree of complexity” to specific transformations and 
to determine how complexities add up is difficult. 

— Transformations are often continuous, implying different, continuous valued, 
degrees of complexity. 

Given these unknown parameters, we propose to test a database my means 
of the performance of a gauge algorithm A. The performance achieved by this 
algorithm on a particular database Vi is then used as the complexity measure 
of Vi with respect to T and V. 



3 Face Identification and Verification 

In the context of this paper, the problems are Vi = person identification and 
V 2 = person verification by means of faces (ie. T operates on faces). The set 
of possible transformations that increase the complexity of problems Py 2 are a 

^ The FERET database is not publicly available. The authors have been unable to 
obtain it. 
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subset of T = {rotation f illumination change^ scaling ^ facial expression^ . . 
The gauge algorithms are chosen to be the Ai = nearest neighbor classifier^ 
respectively the A 2 = mean square distance (applied to zero- mean normalized 
image vectors). Obviously, both algorithms are not robust against illumination 
changes, translations, rotations, or scaling. Although other choices for A^i^ 2 } 
possible, the chosen methods are most suitable for the following reasons: 

— No free parameters have to be defined. Algorithms based on approaches like 
neural networks, genetic algorithms, and so on, require some parameters to 
be standardized (learning rate, network topology, crossover ratios,. . . ). 

— The first nearest neighbor algorithm and the mean square distance are well 
known and easily implemented and therefore cause only little work overhead. 

— The complexity of the algorithms is reasonably low. 

4 Experiments 

The aim is (1) to evaluate the complexity of commonly used databases, (2) to 
compare identification and verification performance, (3) to compare the perfor- 
mance of the nearest neighbor algorithm, respectively the mean square distance, 
with published algorithms, and (4) to estimate for which evaluation tasks these 
datasets are appropriate. Scanning papers concerned with face recognition based 
on frontal views ([3, 4, 6-8] and others) reveals that many different datasets are 
used (table 1) - some not even publicly available - which prevents the comparison 
of published results. Some databases are available via [9]. Sometimes, mixtures 
of databases from different independent sources were used, in the aim to increase 
the significance of an evaluation [12,23]. 



M2VTS [17] 


4 


Weizmann [14] 


2 


Yale Face Database [5] 


1 


Bern [1] 


T 


MIT [22] 


T 



Name of the database 


# 


FERET [18] 


11 


Private or unspecified databases 


11 


ORL [19] 


6 


Mixtures of other databases 


5 



Table 1. Databases used for person identification or verification and the number of 
times (column #) used in literature. The FERET database is often used in parts only. 



Four datasets are used in this report (for sample images see figure 1). Only 
the Extended M2VTS database includes a well defined training and testing pro- 
cedure: 

1. The Weizmann Institute of Science database (subjects: 28, images per 
subject: 30) [14]. The images show the head, the neck, and some amount 
of background. The images are scaled to 18 x 26 pixels. The database was 
split twice into 50 pairs of training and test sets. The first 50 training sets 
included 8 images of each identity with the same, randomly chosen head 
positions and illumination. The second set of training sets contains also 8 
images per identity, but not necessarily the same shots. 
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2. The Bern databsise (subjects: 30, images per subject: 10) [1]. The position 
and orientation of the faces is controlled, but the faces are neither centered 
nor scaled. As the rotation angles of the head positions are smaller as com- 
pared to the Extended M2VTS database, we decided to “crop” the images. 
In this operation, first top rows and columns with a high amount of back- 
ground are removed (the hair remained mainly). Then, the lower part of the 
image is cut/extended, in order to obtain an image that has a height/width 
ratio of 2/3. Finally the images are scaled to 20 x 30 pixel. 

Two experiments were performed, each using 20 pairs of training and test 
sets. Each training set contains 4 randomly chosen images of each person. 
However, during the first experiments, the training sets contained always the 
same shots of each person. 

3. The ORL database from the Olivetti Research Laboratory (subjects: 40, 
images per subject: 10) [19]. The faces in this database are already centered 
and show only the face. For the experiments, the images are scaled to 23 x 28 
pixels, the database was split into 10 training and test sets. Each identity is 
represented 4 times in each training set. 

4. The Extended M2VTS databsise (subjects: 295, images per subject: 8) 
[13]. The faces in this database are neither equally positioned, nor scaled. The 
faces are detected using the Eigenface algorithm [22], and the eyes are located 
using again the Eigenface approach. Then, the positions of the eyes are used 
to normalize the scale, to rotate the head into an upright position, and to 
define the region of interest. The region of interest is extracted, scaled, and 
stored as grey level image of the size 24 x 35 pixels. In a small percentage of 
the images the eyes were hand-labeled, as the head or eyes were not properly 
detected. The experiments were performed with six different pairs of training 
and test sets, each containing 4 images from two sessions. 

Two tests were performed with these databases: 

1. Person identification using a first nearest neighbor classifier with a mean 
square distance measure. The performance measure is the correct classifica- 
tion rate (see table 2). 

2. Person verification using the mean square distance. The performance mea- 
sure is the equal error rate (see table 3). 

As the Weizmann and Bern databases are controlled (head position, illumina- 
tion direction, and facial expression in the Weizmann database, the head position 
in the Bern database), two experiments were performed for each dataset. In the 
first experiment, with the results documented in the second column of table 2 
and 3, the same shots of each identity were included in the training set. In the 
second experiment, all shots were selected randomly. It could, for example, occur 
that the training set for one identity includes only views of the left side of the 
face, whereas for another identity only frontal views are included. 

The different performances show that small details in the configuration of an 
experiment may result in large changes of the error rate. Remarkable is also the 
high variance of the equal error rate when the training sets include always the 
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(c) Samples of the ORE (d) Samples of the Extended M2VTS 

database database 

Fig. 1. Samples from the four databases compared in this study. 



Database 


Averag( 
Identi 
similar shots 


3 correct 
[ication 
random shots 


Number of 
Subjects 


Weizmann 


85% 


55% 


28 


Bern 


85% 


80% 


30 


ORE 


— 


92% 


40 


Ext. M2VTS 


— 


56% 


295 



Table 2. Percent of correct identification of the nearest neighbor classifier for face 
recognition (for the similar/random shots for all identities in the test set, if applicable). 



same shot for each person. Equal error rates in the range of 5 to 13% for the 
Bern database and 9 to 33% for the Weizmann database have been observed. 
This demonstrates the importance of defining a common test protocol. 

The high discrepancy of the identification rate and equal error rate, although 
not very intuitive, is explainable; see figure 2. Generally, this discrepancy is likely 
to occur when the inner- and inter-class distances are similar. 

The results show, that, in terms of person identification, the ORE database 
has a lower complexity than the other three databases. The fact, that the number 
of persons contained in this database is higher than in the Weizmann and Bern 
database, supports the hypothesis, that the size of the database is not necessarily 
an indicator for the complexity of a database. Overall, the complexity does not 
increase with the size of the data set (as it would be expected). 

For the problem of person verification, one would expect, that the average 
equal error rate is almost independent of the size of the data set (or slightly 
increasing with it). This is not true for the Weizmann and the Extended M2VTS 
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Database 


Averag 
Erroi 
similar shots 


e Equal 
Rate 

random shots 


Number of 
Subjects 


Weizmann 


16% 


18% 


28 


Bern 


10 % 


11% 


30 


ORL 


— 


7% 


40 


Ext. M2VTS 


— 


11%(*) 


295 



Table 3. Equal error rate using the mean square distance for face verification (for the 
similar / random shots for all identities in the test set, if applicable). (^) Using the 
protocol described in [13] (without imposter accesses by clients), the equal error rate 



Consider the classes A, B, and X in a two dimensional 
space, with their elements distributed as shown. The 
dashed arrows indicate the euclidian distance between 
the elements, and circles indicate the test set. It can 
be easily seen that a nearest neighbor classifier has 
a 0% recognition rate. The equal error rate is 33% 
for a threshold of 1.2: in 6 tests, only Ao and Bo are 
accepted falsely for class X; in 3 tests, only Xo is 
falsely rejected. Note that the tree classes can easily 
be separated vertical lines. 

Fig. 2. The performance of a identification and a verification system can be very dif- 
ferent . 



is 14.8%. 




database: the latter includes a factor of 10 more identities, but the observed equal 
error rate is considerably lower. 

It can be observed that the complexity of databases depends on the defined 
problem (ie. for the Ext. M2VTS database). A database with a high complexity 
with respect to classification, is not necessarily complex with respect to verifi- 
cation, and vice versa. According to the experiments, the Extended M2VTS 
database is the most challenging of the four examined database for person iden- 
tification and the Weizmann database for person verification. 

5 Comparison with Other Publications 

The nearest neighbor classifier obtains a considerable performance (table 4), 
when compared to other methods. Note that the ranking may change slightly 
due to different, in the respective papers often unspecified, test protocols. Unfor- 
tunately, the authors could not find any publications using one of these databases 
in the context of person verification. 

In real applications, the nearest neighbor algorithm can in the presence of, for 
example, rotation and illumination changes not be expected to perform better 
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Weizmann database 


1 ORL database I 


100% 


Elastic matching [23] 


96.2% 


Convolutional neural networks [11] 


85% 


Nearest neighbor 


95% 


Pseudo-2D HMMs [20] 


84% 


Eigenfaces [23] 


92% 


Nearest neighbor 


~80% 


Garbor-like filters [2] 


90% 


Eigenfaces [22] 


41% 


Auto-Association and Classifi- 


87% 


HMMs [19] 




cation networks [23] 


84% 


HMMs [16] 


Bern database 


84% 


Point matching and 3D modeliza- 


93% 


Elastic matching [23] 




tion [10, 15] 


87% 


Eigenfaces [23] 


80% 


Eigenfaces [23] 


85% 


Nearest neighbor 


80% 


Elastic matching [23] 


43% 


Auto-association and Classifi- 


20% 


Auto-association and Classification 




cation networks [23] 




networks [23] 



Table 4. Recognition rates reported in other publications. 



than more sophisticated methods that take advantage from a priori knowledge. 
From the high performance of the nearest neighbor method, it can be concluded 
that the ORL database and probably the Bern database are insufficient for 
realistic tests of person identification applications. 

6 Conclusion 

It is argued and supported by experiments that it is necessary to rank databases 
used for the development and the comparison of classification and verification 
tasks. This helps to prevent a gross over- or underestimation of a system due 
to an inappropriate database. In consequence, a simple method is proposed that 
ranks databases according to their complexity prior to their usage. The argumen- 
tation is supported by experiments using four datasets and the nearest neighbor 
classifier for person identification, respectively a mean square distance measure 
for identity verification. 

Among the four examined databases, the Extended M2VTS database is the 
most challenging database for person identification and the Weizmann database 
for person verification. 

The first nearest neighbor method is shown to perform better than several 
other methods for person identification. Similarly, the mean square distance 
performs rather well for person verification on some databases. These outcomes 
and the simplicity of both approaches suggest to use these two methods as a 
minimal performance measure for other algorithms in their respective domains. 
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Abstract. Modern visual information retrieval systems support retrie- 
val by directly addressing image visual features such as color, texture, 
shape and spatial relationships. However, combining useful representa- 
tions and similarity models with efficient index structures is a problem 
that has been largely underestimated. This problem is particularly chal- 
lenging in the case of retrieval by shape similarity. 

In this paper we discuss retrieval by shape similarity, using local features 
and metric indexing. Shape is partitioned into tokens in correspondence 
with its protrusions, and each token is modeled by a set of perceptually 
salient attributes. Two distinct distance functions are used to model 
token similarity and shape similarity. Shape indexing is obtained by ar- 
ranging tokens into a M-tree index structure. Examples from a prototype 
system are expounded with considerations about the effectiveness of the 
approach. 



1 Introduction 

In the last few years, visual information retrieval (VIR) has become a major area 
of research, due to the ever increasing rate at which images are being generated in 
many application fields. VIR is an extension of traditional information retrieval, 
so as to deal with visual information: given a collection of images or videos, the 
purpose of VIR is to retrieve those images or videos which are relevant to a 
visual query. 

Modern VIR systems support retrieval by visual content by directly addres- 
sing image perceptual features such as colors [I] [4], textures [5] [6] [7], sha- 
pes [2] [8] [9], spatial relationships [13] [14] [15]. At archiving time. Image Proces- 
sing and Pattern Recognition techniques are used to extract content descriptors 
from database images. At retrieval time, the user’s query is expressed by me- 
ans of visual examples which contain the prominent visual features of the images 
that are searched for. Content descriptors of database images are compared with 
the user’s query descriptors and a similarity matching score is associated with 
each image. 

Color, texture and shape features are commonly represented through multidi- 
mensional feature vectors, whose elements correspond to significant parameters 
that model the feature. Feature vectors correspond to points in the multidimen- 
sional feature space and close points are considered as representatives of similar 
features. 
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One fundamental problem in VIR is that of combining useful representations 
and similarity models with index structures which provide efficient access to ima- 
ges in large databases. Most systems have focussed only on feature representation 
or on modeling the correspondence with human similarity judgment, disregar- 
ding the dimensionality course that occurs in large databases. Other systems, 
have exploited the fact that the feature vector model and metric distances permit 
to build index structures according to classical point access methods (PAMs), 
developed for spatial data [13]. In order to adapt feature vector dimensiona- 
lity (which is usually large) with PAM requirements, vectors are mapped in a 
low-dimensional distance-preserving space, according to appropriate transfor- 
mations. 

The combination of useful representations with index structures is particu- 
larly challenging in the case of retrieval by shape similarity. On the one hand, 
there is little knowledge about the way in which humans perceive shape simila- 
rity. However, there is enough evidence that metric distances are not suited to 
model shape similarity perception. On the other hand, shape descriptions com- 
monly used to model the perceptual appearance of a shape are usually complex 
and cannot be easily combined with effective indexing. 

A number of solutions have been proposed in the literature to deal with 
shape representation. Among representations that don’t follow the feature vec- 
tor model, the relational approach [8], and the shape-through-transformation 
approach [2] [9] [10] are the most distinguished ones. 

Representations following the feature vector model, are more suitable for ef- 
fective indexing. Solutions which employ global feature descriptors, among which 
the QBIC [1] system, use attributes which characterize the form of the shape 
considered as a whole. However, it is demonstrated that metric distances (such 
as the Euclidean) between feature points do not match closely the human judge- 
ment of similarity. This makes ineffective the combination of this representation 
with PAM indexing. Moreover this model is not able to support similarity eva- 
luation in the case of partially occluded objects, which is a relevant aspect in 
shape perception. 

Alternative solutions employ local feature descriptors - such as edges and 
corners of boundary segments - and are essentially based on a partitionment of 
the shape boundary into perceptually significant tokens. This approach is suited 
for the evaluation of similarity in the case of partially occluded shapes. Local 
boundary features have been used by Grosky and Mehrotra [11] and Mehrotra 
and Gary [12]. 



2 Shape Representation 

In our approach minima of the shape curvature are used to partition the shape 
into tokens. Partitioning of the curve along such points, determines tokens that 
correspond to protrusions of the curve. Protrusions can be used as signatures 
to identify the curve. The way in which different protrusions are arranged along 
the curve can be used to carry out a description of the curve. 
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Mathematically, a planar, continuous curve can be parameterized with res- 
pect to its arc-length t, and expressed as c(t) = {x(t),y(t)}, t G [0, 1], Let 
be the curvature of c(t) and P = {pi}fLi the set of minima of the curvature 
7 (t). If we assume to deal with curves such that their curvature is continuous, 
between two consecutive minima pky Pkpi there is always a maximum of 7 (t), 
namely 

A feature that significantly affects the perception of a shape token is its width 
(narrow or wide tokens). The maximum value of token curvature nik can be used 
to represent the token width: narrow tokens are associated with high values of 
m/^, while wide tokens are associated with low values of 

The visual appearance of a shape is also related to the way in which narrow 
and wide tokens are arranged. Different arrangements of similar tokens result 
into completely different shapes. In our approach token arrangement is retained 
by considering the orientation of each token in the 2D space. Given a token r/^, 
identified by two consecutive points of minima, pk and Pkpi^ the orientation Ok 
is the orientation, in polar coordinates, of the vector linking the median point 
of the segment pk —pk^i with the point where the token curvature is maximum, 
Pruk- This feature preserves the tokens organization by reducing the degrees of 
freedom allowed for tokens arrangement in the 2D space. 

Each token is therefore represented by two features (m/^,6^/^) and a gene- 
ric closed curve c, with N partition points, is represented by the set: T[c) = 
{{rak^0k)}^^i- As an example, in Fig. 1 it is shown the shape of a horse, its 
tokens and the description of each token. 



(66,300) 





Fig. 1. a) Shape of a horse; b) The shape is partitioned in correspondence with minima 
of the curvature function. Each token is described through the features (mfc,6^fc). 



3 Shape Similarity Measure 

Since shapes are represented by a finite set of token descriptors, two measures 
of distance are defined: a token distance and a shape distance. Token distance is 
used to provide a measure of the similarity between two tokens. Shape distance 
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is obtained by combining token distances in order to derive a global measure of 
shape similarity. 

Given two generic tokens ri and T 2 , their distance is computed according to 
Proc. 1 of Fig. 2. Curvature and orientation distances are combined in a convex 



Dist( Token ri, Token T 2 ) 
{ 



compute dcurvature. = \curvodure{ri) — curvodure{r 2 )\ 
compute dorientation = \orientoiion{ri) — orientation{r 2 )\ 

compute dij — Oidcurvature- T (1 cdjdorientation 



Fig. 2. Procedure 1 to compute the distance between two tokens, a is the weight to 
combine the curvature distance and the orientation distance. 



form, through a parameter o;, to compute the token distance. By changing the 
a value in the range [0, 1], the contribute of curvature and orientation can be 
weighted differently. Since the token distance fulfills the triangular inequality, 
the token space (m/^, 6^/^) is a metric space. 

Given two generic shapes A and i^, let n and rn be the number of tokens 
of shape A and B respectively, with n < m (if this is not the case, A and B 
are exchanged). The distance between A and B is computed by combining the 
similarity of shape tokens according to Proc. 2 shown in Fig. 3. 

4 Shape Indexing 

Being that a generic token is modeled as a point in the two-dimensional feature 
space of curvature and orientation, a generic shape is represented as a set of 
points in this space. In order to have effective indexing, shapes are broken out 
into tokens and tokens are indexed. Shape tokens are then stored in a M-tree 
index structure [3] . 

Each entry in a tree node has the following format: 

entry{Oi) = [O^, ptr{T{Oi)), r(O^), d{Oi,P{Oi)) ] 

where Oi are the feature values of the indexed object, (if the node is a leaf 
node), or an identifier of the indexed object, (if the node is an internal node); 
ptr[T{Oi)) is a pointer to the root of the sub-tree 'i'(O^), which is composed 
of elements such that the distance from O.- is less than the covering radius 
r{Oi) > 0 : 

d{Oi,Oj) < r{Oi) V Oj in T{Oi) 

The term d(0^,/^(0^)) represents the distance between the node entry and its 
parent object B[Oi). For leaf nodes, no covering radius is needed and the field 
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Distance( Shape A, Shape B ) 

{ _ 

if (number of tokens in A > number of tokens in B) 
exchange A and B 

for each token o.i in A do 

for each token bj in B do 

compute dij='Dist(Token ai^ Token bj) 

for each token o.i in A do 

associate ai to the nearest token bj in B 

that is not yet assigned to tokens of A. 

if (V token ai in A the token distance dij = di 
is <= of a predefined threshold) 

then compute d(A,B) = 



} 



Fig. 3. Procedure 2 to compute the distance between two shapes. 



ptr(.) is replaced with the identifier of the object or with the object itself. Given 
a query point Q and a range r, a range query selects all the database objects Oj 
such that: d(0^,Q) ^ distances d[Oi^ F[Oi)) and r(O^) are precomputed and 
stored in the M-tree nodes, so that the number of accessed nodes and distance 
computations are reduced at the search time. 

The tree traversing algorithm reduces the number of accessed nodes as well 
as the number of distance computations. Distances r(O^) are used to prune a 
sub-tree from a search path using these two results: 

if d{Or,Q) > r r{Or) ^ d{Oi,Q) > r yOiinT{Or) (1) 

if \d{Op,Q)-d{Or,Op)\>rTr{Or) ^ d{Or,Q) > r T r{Or) (2) 

Equation (1) states the condition to prune the subtree T{Or) from the search 
path. Equation (2) avoids the distance computation d(0^, Q). Both these relati- 
ons derive from the M-tree definition and the triangle inequality applied to the 
distance function d(.). 

5 Experimental Results 

In the following, some retrieval examples are presented for a database of over 400 
shapes taken from 20th century paintings. Each shape is sampled at 100 equally 
spaced points and descriptions of shape tokens are automatically extracted from 
each shape. Shape descriptions are then organized into a M-tree index structure, 
following concepts expounded in Sect 4. 
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The system interface allows the user to tune the value of a parameter (the 
trust factor) which triggers the degree of selectiveness of the indexing process 
(in the range [0,100]). Retrieved images are presented in decreasing order of 
similarity on the right part of the interface. Retrieval examples with the system 
are presented in Figs. 4 - 5. 

In Fig. 4, the sketch roughly represents the contour of a horse. The system 
selects not only those shapes which closely resemble the sketch, but also shapes 
that represent a similar object with different postures. Neither the difference in 
the number of legs of the animals, nor the absence of some occluded parts affect 
the performance of the system. Fig. 5 shows an example of retrieval in presence 




Fig. 4. Sketch representing a horse and the corresponding output of the indexing 
process. If two different shapes in the same image match the query shape, then the 
image appears twice in the result set. 



of occlusions. The query shape represents only a portion of a horse. Nevertheless 
the best ranked images all represent horse shapes. 

System performance has been analyzed in terms of retrieval accuracy. Retrie- 
val accuracy is concerned with the effectiveness of shape retrieval at a quantita- 
tive level. Precision and recall measures are computed and performance figures 
obtained from the experiments are reported. 

To assess the retrieval accuracy of the proposed technique, precision and 
recall figures are reported. For a given query, let T be the total number of 
relevant items available, Rr the number of relevant items retrieved, and Tr the 
total number of retrieved items. Then the precision V is defined as Rr/Tr and 
the recall IZ as R^fT . In order to obtain values of V and 7^, database shapes 
are first classified through human annotation. In this way, given a generic query 
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Fig. 5. Sketch representing a part of a horse shape and the corresponding output of 
the indexing process. 



shape, the exact number of similar database shapes T is known. In Fig. 6(a), 
the values of TZ and V are shown as a function of the trust factor. 




Fig. 6. a) Recall and precision values as a function of the trust value, b) Recall and 
precision for increasing degrees of occlusion 



System robustness in case of partial object occlusion has been estimated by 
feeding the system with a query representing a partially occluded contour. To 
analyze the extent by which the system is able to cope with occlusions, some 
reference shapes were partially occluded. By progressively occluding a shape, a 
set of shapes is devised, each shape representing the contour of the original shape 
with different degrees of occlusion. Experiments were carried out using a set of 
20 shapes representing the contours of several types of objects, such as bottles. 
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horses, busts and vases. Each shape was subject to three degrees of occlusions: 
0% (the original shape), 30% and 60% of the shape contour length. 

System robustness has been measured by evaluating how much the presence 
of an occlusion affects the accuracy of retrieval in terms of precision and recall. 
Fig. 6(b) shows system precision and recall figures for increasing degrees of 
occlusion. 
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Abstract. The maxima of Curvature Scale Space (CSS) image have al- 
ready been used to represent 2-D shapes in different applications. The 
representation has showed robustness under the similarity transforma- 
tions. In this paper, we examine the performance of the representation 
under affine transformations. Since the CSS image employs the arc length 
parametrisation which is not affine invariant, we expect some deviation 
in the maxima of the CSS image under shear. However, we show that the 
locations of the maxima of the CSS image do not change dramatically 
even under large affine transformations. 

Applying transformations to every object boundary of our database of 
1100 images, we construct a large database of 5500 boundary contours. 
The contours in the database demonstrate a great range of shape vari- 
ation. The CSS representation is then used to find similar shapes from 
this prototype database. We observe that for this database, 95% of trans- 
formed versions of the original shapes are among the first 20 outputs of 
the system. This provides substantial evidence of stability of the the CSS 
image and its contour maxima under affine transformation. 



Keywords: Affine transformation, Image databases, Shape Similarity 



1 Introduction 

A number of shape representations have been suggested to recognise shapes 
even under affine transformation. Some of them are the extensions of well-known 
methods such as Fourier descriptors [1] and moment invariants [2] [8]. The meth- 
ods are then tested on a small number of objects for the purpose of pattern 
recognition. In both methods, the basic idea is to use a parametrisation which is 
robust with respect to affine transformation. The arc length representation is not 
transformed linearly under shear and therefore is replaced by affine length [3]. 
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The shortcomings of the affine length include the need for higher order deriva- 
tives which results in inaccuracy, and inefficiency as a result of computation 
complexity. 

In all cases, the methods are tested on a small number of objects and therefore 
the results are not reliable. Moreover, almost the same results can be achieved 
with the conventional methods without modifications [1] [8]. Affine invariant scale 
space is introduced in [6]. It generalises the definition of curvature and introduces 
affine curvature. This curve evolution method is proven to have similar properties 
as curvature evolution [4], as well as being affine- invariant. 

We have already used the maxima of Curvature Scale Space (CSS) image 
to represent shapes of boundaries in similarity retrieval applications [5]. The 
representation is proved to be robust under similarity transformation which in- 
clude translation, scaling and changes in orientation. In this paper, we examine 
the robustness of the representation under general affine transformation which 
also includes shear. As a result of shear, the shape is deformed and therefore 
the resulting representation may change. We will show that the changes in the 
maxima of the CSS image are not severe even in the case of severe deformations. 

The following is the organisation of the remainder of this paper. In section 
2, CSS image is introduced and the CSS matching is briefly explained. Section 
3 is about the affine transformation and the way we create large databases con- 
sisting of 1100 original and 4400 transformed shapes. In section 4, we study the 
movement of the CSS maxima under affine transformation and conclude that it 
is not considerable and therefore the measure of similarity between a shape and 
its transformed version is large according to the CSS matching. As a result, in 
shape similarity retrieval, the method can easily find the transformed versions of 
an input query and retrieve them. Concluding remarks are presented in section 
5. 



2 Curvature Scale Space image and the CSS matching 



The formula for computing the curvature function can be expressed as: 



x{u)y{u) — x{u)y(u) 
(u) + 



( 1 ) 



Equation (1) is for continuous curves and there are several approaches in 
calculating the curvature of a digital curve [7]. We use the idea of curve evolution 
which basically studies shape properties while deforming in time. 

If giu^a) is a 1-D Gaussian kernel of width a, then A(w,a) and T(w,a) 
represent the components of evolved curve. 



X (w, a) = x(u) * g{u^ a) Y (w, a) = y{u) * g{u^ a) 

according to the properties of convolution, the derivatives of every component 
can be calculated: 



Xu{u,(j) = x(u) *g^(u,a) X^u(u,a) = x(u) *guu(u,cr) 
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Fig. 1. a) Shrinkage and smoothing of the curve and decreasing of the number of cur- 
vature zero crossings during the evolution, from left: a = 1, 4, 7, 10, 12, 14. b)The CSS 
image of the shape. 



and we will have a similar formula for Yuiu^a) and Since the exact 

forms of gu{u,a) and guu{u,a) are known, the curvature of an evolved digital 
curve is given by: 



Xu{u,a)Yuuiu,(j) - Xuu{u,(j)Yu{u,a) 

(V„(M,a)2 + r„(M,a)2)3/2 

As a increases, the shape of Fa changes. This process of generating ordered 
sequences of curves is referred to as the evolution of T. If we calculate the 
curvature zero crossings of during evolution, we can display the resulting 
points in (w, a) plane, where u is the normalised arc length and a is the width 
of Gaussian kernel. For every a we have a certain curve which in turn, has 
some curvature zero crossing points. As a increases, becomes smoother and 
the number of zero crossings decreases. When a becomes sufficiently high, Fa 
will be a convex curve with no curvature zero crossing, and we terminate the 
process of evolution. The result of this process can be represented as a binary 
image called CSS image of the curve (see Figure 1). Black points in this image 
are the locations of curvature zero crossings during the process of evolution. The 
intersection of every horizontal line with the contours in this image indicates the 
locations of curvature zero crossings on the corresponding evolved curve Gj. 

The algorithm used for comparing two sets of maxima, one from the input 
and the other from one of the models, has been described in [5]. The algorithm 
first finds any possible changes in orientation which may have been occurred 
in one of the two shapes. A circular shift then is applied to one of the two 
sets to compensate the effects of change in orientation. The summation of the 
Euclidean distances between the relevant pairs of maxima is then defined to be 
the matching value between the two CSS images. 



k(w, a ) 
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Fig. 2. Affine transformation can be considered as a change in camera viewpoint. The 
original is in top left, top right shows a similarity transform with a = 20 , b = 10 , c = 
— 10 and d = 20. The first, second, and third rows show four different affine transformed 
shapes with 7 = 0.5, 7 = 0.7 and 7 = 0.9 respectively. 



3 Affine transformation 



The affine transformed version of a shape can be represented by the following 
equations. 

f Xa{u) = ax{u) + hy{u) . . 

\ ya{u) = cx{u) + dy{u) ^ 

where Xa{u) and ya{u) represent the coordinates of the transformed shape. 
Now if we choose: 

a = and c = — 6 , 

then the transformation is just a similarity transform. Any deviation from these 
constraints will cause more shape deformation. 

We may consider 7 as a measure of the degree of deformation, where each 
parameter such as a, can move from 7 a to (1 + 7 ) a. For example, if we choose 
7 = 0.5, we can create affine transformed versions of our existing shape contours. 
Five different sets of affine parameters in this case are selected as follows. 






/ 20 10\ . /30 15\ . / 10 5 \ 

\-10 20 J 10 j “ \-15 30 ) 
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4 / 30 5 \ . / 10 15\ 

~ \-15 10 j “ \-5 30 ) ' 

Ai represents a similarity transform and the others represent four different trans- 
formations. Note that each parameter is chosen in extreme higher or lower limit 
of the above mentioned region. By choosing larger values for 7, e.g. 0.7, we can 
create more deformed shapes. Figure 2 shows an example which shows how a 
shape is deformed under each of these transformations. Four different values, 
0.3, 0.5, 0.7 and 0.9 are considered for 7. 

By choosing four different values for 7, we created four different databases, 
each consisting of 5500 shapes from which 1100 were our original database of 
marine creatures and 4400 were the transformed versions of the shapes. Different 
experiments were carried out on these databases to investigate the performance 
of the CSS representation under affine transformation. 

4 Locations of the CSS maxima under affine 
transformation 

In this section, we first show that the curvature zero crossing points are preserved 
under affine transformation. As a result, the overall configuration of the CSS 
image is also preserved. This can also be verified by recalling the fact that the 
number and orders of the shape segments remain unchanged under general affine 
transformation. We then verify these facts through several examples. 

From equation 3 we have: 

^a(^) = cix(u) + by(u) Vai'^) = cx{u) + dy{u) 

^a(^) = cix(u) + hy{u) = cx{u) + dy{u) 

And therefore from equation 1: 

^ ^ (ax(u) + by{u))(cx{u) + dy{u)) — {ax{u) -h by{u)){cx(u) + dy{u)) 
{{ax{u) + by{u))‘^ -h {cx{u) + dy{u)yy/‘^ 

(ad — bc)[xy — yx) 

{{ax{u) + by{u))‘^ -h (cx(u) + dy(u)y)^/^ 

Now compare the numerators of equations 1 and 4 and observe that the curvature 
zero crossings of the original and the transformed shapes have a one to one 
correspondence. 

Now we look at several examples of the CSS images. The shapes of Figure 
2 have been shown in Figure 3 together with their corresponding CSS images. 
The effects of change in orientation have not been reflected in the CSS images 
of this Figure so that comparisons can be made more easily. All CSS contours 
experience the same circular shift as a result of change in orientation which is 
easily detected during the matching algorithm. As this Figure shows, in all cases, 
even those with severe deformations, the numbers and orders of the CSS contours 
are preserved. Even the height of the corresponding CSS contours are not very 
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different. However, small changes in the locations of maxima are inevitable. Note 
for example that the largest maxima in the CSS image of the left column are 
different from the largest maxima of the other columns. Note also the last row 
of this Figure which shows the shapes and their corresponding CSS images for 
7 = 0.9. The deformations of shapes are noticeably severe, however, even small 
contours of the CSS images are preserved and they are quite similar to the CSS 
image of the original shape. This demonstrates the robustness of the CSS image 
under affine transformation. As a result of the changes in the CSS maxima, the 
matching value between a shape and its transformed version is not zero. We 
have already used the CSS representation in shape similarity retrieval [5] and 
learned that a matching value between zero and 0.5 reflects a very good and 
between 0.5 and 1.0 a reasonably good measure of similarity between the two 
shapes. Therefore, we expect that in response to a query, the system should be 
able to identify the transformed versions of the query and retrieve them among 
the other similar shapes. 

In order to verify this expectation, we measured the matching value of each 
shape and its transformed versions. Having 1100 shapes and 4 transformed ver- 
sions for each shape, we obtained 4400 values, each related to an original shape 
and one of its transformed versions. We observed that for 7 = 0.3, in 98.3% of 
cases the matching value was less than 0.5. This can be seen in Figure 4a, where 
accumulative histograms of these values are presented for different values of 7. 
For 7 = 0.5, although the deformation is considerable, the changes in matching 
CSS maxima and the corresponding matching values are not dramatic. In 91 .1% 
of cases, the matching value is less than 0.5. This figure is 80.0% and 70.66% for 
7 = 0.7 and 7 = 0.9, respectively. 

In conclusion, we can observe the robustness of the CSS maxima under affine 
transformation, even in presence of severe deformations. 



4.1 Matching a shape with its transformed version 

In order to evaluate the performance of the CSS representation under affine 
transformation, we performed another experiment with our databases. Every 
original shape was selected as the input query and the first n outputs of the 
system were observed. We found out that for 7 = 0.3, almost all transformed 
shapes appear in the first 10 outputs of the system. This figure is 90% for 7 = 0.5. 
The results are presented in Figure 4b, where n is the number of outputs and 
success rate for a query is defined as: 

k 

success rate = 100 x 

^max 

where k is the number of transformed versions of the input query which are in 
the first n outputs, k^ax is the maximum possible value of k which is 5 if n >= 5 
and is equal to n if n < 5. 
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Fig. 3. Affine transformed shapes and their associated CSS images. Above: Similar- 
ity transform does not change the CSS image. Below: Affine transform causes minor 
changes in the CSS images. Note that the CSS images are shifted to compensate the 
effects of orientation changes. 





(a) 



(b) 



Fig. 4. a) The matching value between a shape and its transformed versions is small. 
b)The average success rate for retrieval of the transformed versions of a shape among 
the first n outputs. 
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5 Conclusion 

A number of different experiments on our large database of marine creatures 
demonstrated that the maxima of the Curvature Scale Space image experience 
little change under general affine transformation. We showed that the curvature 
zero crossings as well as the order and number of shape segments are preserved. 
As a result, the order and number of the CSS contours remain unchanged. We 
observed that the horizontal coordinates of the CSS maxima remain almost 
unchanged under general affine transforms. We tested our method on a large 
database of shapes and observed that the method assigns a small matching value 
to a shape and its transformed version. This clearly shows that the method 
identifies them as similar shapes. Interestingly though, we observed that the 
method is able to identify and retrieve the transformed versions of a shape, even 
if they are hidden among a large number of potential candidates. 
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Introduction 

Many image data compression tasks are performed by the use of the well-known 
JPEG algorithm. This algorithm achieves good results for multimedia applications but 
not for industrial image processing tasks. An 'industrial image processing 
disadvantage' of the JPEG algorithm is, that JPEG uses the same image quality 
settings for every pixel block, independently of whether the pixel block contains 
interesting or non-interesting parts of an object. Also for the JPEG algorithm some 
research projects are existing. Adaptive quantization within the JPEG algorithm is 
mainly used for the improvement of the PSNR of an image and not to obtain the 
maximum image quality for the important image regions. These algorithms are 
optimised for multimedia use [1], [2], [3], [4], [6]. An other huge difference to the 
presented FORI-CSDR algorithm is, that those algorithms are not able to vary their 
image quality parameters for each pixel block. They examine all pixel blocks at the 
beginning and then calculate the optimal image quality parameters for all pixel blocks. 
The FORI-CSDR (focus on regions of interest - context sensitive data reduction) 
algorithm is able to increase the total data compression rate by varying the image 
quality settings depending on a DOI (degree of interest) value. 



Theory 

The reason for the 'industrial image processing disadvantage ' of the JPEG method is 
that for every pixel block the same quantization table is used. JPEG uses the same 
quantization table for the interesting parts within one frame (e.g. the objects) and also 
for the non interesting parts (e.g. the background). This is problematic when we want 
to preserve the full information in the interesting parts, e.g. preserving the edges 
within the frame for object measurement. JPEG smoothes the edges on high reduction 
rates, therefore we cannot use the JPEG image, e.g. for a subpixel algorithm in a 
measurement task. If we want to focus on the interesting parts within the frame, we 
have to modify the JPEG method to the FORI-CSDR method. Similar to the JPEG 
algorithm the FORI-CSDR algorithm consist also of a data reduction and data 
compression part. Therefore, the total data compression rate of the FORI-CSDR is 
determined by the data reduction rate (quantization unit) multiplied by the data 
compression rate (VLC unit). The FORI-CSDR method changes the data reduction 
rate of a pixel block dependent on the degree of interest of the pixel block (DOI 
value). Every pixel block within one frame will be classified as whether it contains 
interesting parts or not. Depending on this classification, the FORI-CSDR method 
changes the quantization tables of the quantization unit. Only the quantization unit is 
responsible for the data reduction rate (the following units in the JPEG method are 
only performing lossless data compression). Therefore it is possible to vary the data 
reduction rate of each block and focus on the interesting parts within one frame by 
changing the quantization table for each block. The resulting FORI-CSDR image 
contains now high resolution and low resolution areas. 
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Fig. 1. This figure shows the eomplete FORI-CSDR algorithm. 

In order to allow different image quality factors, different quantization tables (5) 
have to be defined and chosen by the DOI generator (4). The quantization unit (6) is 
responsible for the data reduction rate of the FORI-CSDR. The main task of the 
quantization unit is to reduce the image quality of each 8x8 pixel block by a given 
image quality factor. In order to make it possible to decode a FORI-CSDR encoded 
image with a standard JPEG decoder we have to rescale the quantized DCT 
coefficients. The rescaling unit (7) makes it possible to implement the FORI-CSDR 
functionality as a standard JPEG data stream (10) without changing the format. 



DOI Ranges 

The FORI-CSDR method is able to handle different quantization tables for different 
DOI ranges (=image quality ranges). The developed FORI-CSDR software is able to 
handle five different quantization tables and DOI ranges. Table 1 shows the five 
different DOI ranges with the suitable image quality factors. 



Table 1. different FORI ranges 



DOI-range 


image block content is... 


image quality factor 


0 


... very important 


100% 


1 


... important 


70% 


2 


... average 


50% 


3 


... less important 


30% 


4 


... unimportant 


10% 



It is also necessary to define four DOI thresholds in order to assign each block to 
one of these five DOI-ranges. These thresholds, related to the image quality factors are 
very important for the total data reduction rate of the FORI-CSDR algorithm. The 
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thresholds and the image quality factors are the only necessary a priori knowledge and 
have to be determined heuristically. 



Rescaling of the Quantized DCT Data 

A big problem of the described context sensitive data reduction method was the 
incompatibility to the standard JPEG method. Therefore it was not possible to decode 
the generated data stream by a standard JPEG decoder. This incompatibility is caused 
by the block-wise change of the quantization table. The JPEG algorithm allows only a 
frame-wise change of the quantization table - not a block-wise change. In order to 
decode the FORI-CSDR data stream a special FORI-CSDR decoder is necessary, 
which is able to block- wise change the de-quantization tables. This requires also an 
additional data field in the non-standard JPEG data stream, in order to tell the FORI- 
CSDR decoder which quantization table it has to use for the current block. Such an 
additional data field results in a standard JPEG decoder not being able to interpret the 
FORI-CSDR data stream. In order to enable the use of standard JPEG decoders to 
decode the FORI-CSDR data stream it is necessary to modify the FORI-CSDR 
encoder so that the FORI-CSDR data is in the standard JPEG data stream format. This 
can be achieved by ensuring the data is presented to the VEC unit in the same form as 
that used by the JPEG standard. Of course it is desired, that the increased data 
reduction rate, which is produced by the FORI-CSDR, is not cancelled by a decreasing 
data compression rate of the VEC- unit (variable length coding) which may be caused 
by this slightly change. Therefore it is also necessary to have a closer look to the VEC 
unit in order to understand, which properties of the data statistics influence the data 
compression rate of the VEC unit. 

Four properties of the quantised DCT data are important in order to reach an 
adequate data compression rate by the JPEG VLC-unit. 

• bit-length of the quantized DCT values. 

This property has a direct effect on the amount of coded data (data compression 
ratio). 

• data statistics 

The huffman coder inside the VEC unit uses data statistics in order to compress the 
data. 

• repetition of same values. 

Repeating values in the quantized data stream can be easily compressed by the run- 
length coding, which is implemented in the VEC. 

• number of trailing zero values 

This property is most important for achieving high data compression ratios. If the 
quantized 8x8 DCT block consists of only 10 non-zero values, that are followed by 
trailing 54 zero values, then only these 10 values are coded by the VEC unit and 
sent together with an EOB marker (End of block) to the decoder. Trailing zero 
values are completely ignored. 

In order to take care about these requirements the FORI encoder uses a trick. After 
the quantization of the DCT coefficients a rescaling unit is inserted. This rescaling unit 
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is responsible for rescaling the quantization results back to the previous data range, 
independent of which image quality factor is used. 

The original data range of the DCT coefficients is scaled down by the quantization 
unit to a new data range. The rescaling unit stretched the data range back to the 
original DCT data range, independently of the quality factor is used. In general we can 
say, that the quantization step is reversed but not completely cancelled. The reason is, 
that two of the described four properties (see above) are untouched by the rescaling 
unit. These untouched properties are a) repetition of the same values and b) number of 
trailing zero values. These are the two most important properties of the data stream in 
order to reach an adequate data compression rate. The bit-length property is 
compensated by the rescaling unit, because, after the rescaling step the DCT 
coefficients are containing the same data range as before. In order to reduce the 
negative effect on the data statistics, caused by the rescaling unit, it may be necessary 
to modify the corresponding Huffman tables. 



FORI-CSDR Compared with JPEG 

JPEG is one of the best still image data reduction algorithm available at the moment. 
Therefore it is important to compare the results of FORI-CSDR algorithm with the 
results of the JPEG algorithm. It is important to remember that the JPEG algorithm is 
optimised for multimedia purpose and the FORI-CSDR algorithm was developed for 
industrial purpose. It is desired that the FORI-CSDR algorithm produces better results 
than the JPEG algorithm for edges in images so that further industrial image 
processing steps, such as subpixeling, are more accurate.The following experiments 
show the results of the FORI-CSDR and JPEG algorithm in different forms. The first 
part compares the results of both algorithms referring to the maximum image quality. 
This means, that both algorithms are configured, to preserve the same maximum 
image quality. In the second part the results are compared referring to the same data 
reduction rate. The JPEG images were encoded by standard JPEG techniques and the 
FORI-CSDR images by the FORI-CSDR encoder software. The experiment shows 
images, recovered by standard JPEG decoder software. The error images show the 
differences of the original image to the decoded image as grey-scale values. In order 
to improve the visibility of the errors the error images are inverted and a standard 
histogram equalisation technique was performed. 

Maximum Image Quality 

The JPEG image quality was set to 99%. The FORI-CSDR image quality was set to 
99% for the important and 5% for the unimportant pixel blocks. 

The result of the FORI-CSDR algorithm is shown in figure 2. The show image 
presents some visible distortions at the unimportant pixel blocks. Some very obvious 
differences to the original image are marked (see marker 1- 3). 
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Fig. 2. This figure shows the result of the JPEG deeoding unit. The orginal image was eneoded 
by a FORI-CSDR eneoder with 99% / 5% image quality setting 



Fig. 3. The FORI-CSDR error image shows the differenees of the greyseale values between the 
original image and the FORI-CSDR deeoded image 



Table 2. JPEG/FORI-CSDR data reduetion faetors 





file size 


total reduction factor^ 


JPEG 99% image quality 


20.407 Bytes 


2,36 


FORI-CSDR 99% / 5% image quality 


9.364 Bytes 


5,14 



Table 2 shows the comparison of the total data reduction factors of the JPEG 
algorithm against the FORI-CSDR algorithm. The table shows, that the FORI-CSDR 
algorithm reaches a better data reduction factor without any visible errors at the 



^ Original file size 48.142 Bytes 
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important pixel blocks. Thus a factor of over two improvement in data reduction is 
achieved without degradation of the image in the important regions. 

Data Reduction Rate 

In order to achieve the same file size for the coded JPEG data as for the FORI-CSDR 
data, the JPEG image quality factor is set to 91%. The FORI-CSDR image quality 
settings remain at 99% / 5% image quality (see table 3). 



Table 3. JPEG/FORI-CSDR data reduction factor 





file size 


reduction factor^ 


JPEG 91% image quality 


9.184 Bytes 


5,24 


FORI-CSDR 99% / 5% image quality 


9.364 Bytes 


5,14 



The following images show the results of 91% image quality setting at the JPEG 
algorithm. 




Fig. 4. JPEG error image 

A decoded JPEG data (coded with 91% image quality setting) offers no visible 
difference compared to the original image. Figured shows some errors at the 
important pixel blocks (object edges). Slight concentrations of darker pixel values in 
the error images are located at the object edges. This indicates more differences 
compared to the original image at the important pixel blocks as at the unimportant. 

These differences are also visible in the following diagram which presents the 
different pixel data at the object edge. In contrast to a image quality setting of 99% 
JPEG now offers different pixel data at the important pixel blocks . The measurement 
line in this figure shows the difference between the FORI (= original) and the JPEG 
edge data. This difference will cause an unrecoverable error in subpixel measurement 
tasks. 



^ Original file size 48.142 Bytes 
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Fig. 5. pixel comparison at the object edge 



Conclusion 

The FORI-CSDR algorithm is able to preserve the original image quality at the 
important image regions. In a direct comparison of FORI-CSDR with JPEG the results 
show a clear advantage of the FORI-CSDR for the use in industrial image processing 
tasks. Figure 5 shows the difference of the original object edge and the JPEG object 
edge. This difference is too poor for a 5-time subpixeling algorithm, which is state of 
the art in industrial image processing measurement tasks. 

The presented algorithm is easy to handle and needs little a priori knowledge. 
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Abstract. Image compression is performed by 8 x 8 block transform 
based on approximated 2D Karhunen Loeve Transform. The transform 
matrix lU is produced by eight pass, modified Oja-RLS neural algorithm 
which uses the learning vectors creating the image domain subdivision 
into 8x1 blocks. In transform domain, the stages of quantisation and 
entropy coding follow exactly JPEG standard principles. It appears that 
for images of natural scenes, the new scheme outperforms significantly 
JPEG standard: at the same bitrates it gives up to two decibels increase 
of PSNR measure while at the same image quality it gives up to 50% 
lower bitrates. Despite the time complexity of the proposed scheme is 
higher than JPEG time complexity, it is practical method for handling 
still images, as G++ implementation on PG platform, can encode and 
decode for instance LENA image in less than two seconds. 



1 Introduction 

In JPEG standard (conf. [5]), the image is subdivided into 8x8 blocks. Each 
block U is transformed into DOT (Discrete Cosine Transform) block V using a 
DOT matrix C : 



V = CUC^ (1) 

The image compression scheme proposed here replaces the DOT matrix by 
a matrix : 



V = W^^'UW (2) 

where lU is a stochastic approximation of KLT matrix for a vector data sequence 
X = obtained from the image by the partition of the image 

domain into 8x1 vectors. The columns of KLT matrix create a maximal set of 
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unit length independent eigenvectors (ordered by non increasing eiegenvalues) 
of the covariance matrix Rx : 



Rx = - x){xi - xY (3) 

^=0 

where x is the average vector of the sequence X (compare Jain [4]). 

The feasibility of Oja-RLS algorithm for image compression was verified by 
Cichocki, Kasprzak, and Skarbek in [2]. However, the authors considered there 
only ID KLT transform for A: = 8 • 8 = 64 dimensional vectors and no attempts 
were made to join quantisation and binary coding stages. Here, we apply Mo- 
dified Oja-RLS algorithm which contrary to Oja-RLS algorithm has the proved 
stochastic convergence. Moreover, we make a fair comparison with the existing 
standard, by replacing only JPEG’s modelling stage while preserving other co- 
ding details. 

2 Neural Approximation of KLT Matrix 

The proposed neural algorithm is based on classical Oja algorithm [6] for prin- 
cipal component stochastic approximation. We have used the recurrent least 
square approach to estimate gains in the learning scheme. This idea was sugge- 
sted independently by a number of authors: by Diamantaras, Rung in 1995 [3], 
by Bannour, Azimi-Sadjadi in 1995 [1], and by Cichocki, Kasprzak, Skarbek in 
1996 [2] who gave the name Oja-RLS rule for this new scheme. 

In this work we use Modified Oja-RLS rule introduced by Sikora and Skarbek 
in [8] where modification of the gain is made after the modification of the weight 
vector w (in Oja-RLS the order of modifications is opposite). 

At step n = 0, 1, . . . 

choose randomly Xn from X and compute: 

if n = 0 then wq = ^o/||^o||, Vo = 2max^^x ||^|P /.\ 

7 ’ ( J ) 

^ ^ 

T VniXn UnV^n) / Vn 

Vn+i = v^ + yi 

Thorough analysis of stochastic convergence to the principal eigenvector ei 
for the above scheme is given in [8]. Authors describe there also certain prelimi- 
nary compression results for still images. However, the complete description of 
the image coder and more extensive experimental evidence for the advantage of 
the proposed scheme over JPEG standard is given here. 

The next eigenvector of Rx is found by a kind of Gramm- Schmidt orthogo- 
nalization process for the learning sequence X which gives the current X for the 
next stage of the algorithm. 

In order to get an efficient compression algorithm while applying Modified 
Oja-RLS rule to approximate KLT matrix W we tune here this scheme in few 
points: 
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1. the number of steps is equal to L, i.e. to the number of elements in the 
training sequence; 

2. at the n-th step the n-th element of the training sequence is chosen, i.e. 
the randomness is dropped and the algorithm becomes one epoch neural 
algorithm; 

3. as the matrix Rx can be singular or near singular the number of its sig- 
nificant eigenvectors is controlled by the variance of the current learning 
sequence X. 

The actual algorithm used to build the matrix W for the given training 
sequence X = (xq, . . . {^i C R^) and the variance threshold r has the 

form: 



for i = 1 to N while variance of X is greater than r do: 
Wo = xo/||xo||; rj = 2maXxex ||x|p; 
for n = 0, 1, . . . , L — 1 
y = xlw; 

w+ = y{xn - yw)/rj] 
rj+ = j/2; 
w = tc/||tc||; 
set column i of ID to tc 
for n = 0, 1, . . . , L — 1 

y = 

Xn = Xn— yW 

if i < N fill columns i to X with zeros; 



( 5 ) 




Fig. 1. Original image LENA (left) with 8[bpp] and its reconstructions after JPEG 
(center) with 0.53[bpp] and after KLT (right) with 0.33[bpp]. 



3 Experimental Comparative Study 

The image processing in our method was very similiar to JPEG standard. At 
the modelling stage for each k x k {k = 8 as JPEG implies) image block X, 
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we calculate the coefficient block Y = XW. At the quantisation stage Y 
is quantised using the same quantisation matrix as JPEG uses (cf. [5]). The 
symbols for entropy coding are created using zig-zag scan, run length and value 
level encoding scheme, just in the same way as JPEG does. 



Table 1, Comparison of bitrates at the same quality for image Lena. 



Quant . 
scale JPEG 


Bitrate (bpp) 
JPEG 


PSNR 

JPEG 


Quant, 
scale KLT 


Bitrate (bpp) 
KLl' 


PSNR 

KLl' 


0.80 


0.58 


33.65 


1.75 


0.41 


33.70 


1.00 


0.50 


32.99 


2.25 


0.35 


32.96 


1.20 


0.44 


32.38 


2.75 


0.31 


32.37 


1.30 


0.42 


32.09 


3.00 


0.30 


32.09 



The KLT transform approximation for image blocks of size 8 x 8 is obtained 
by using the algorithm (4) on the learning set which is obtained by subdivision 
of the given image domain into blocks of size 8x1. The extracted vectors are 
mean shifted by subtraction the average vector of the learning set. Therefore for 
the image with N pixels we have about N/8 learning vectors. 




Fig. 2. Original image LENA (left) with 8[bpp] and its reconstructions after JPEG 
(center) with 0.80[bpp] and after KLT (right) with 0.49[bpp]. 



Because for natural images N is rather large, the advantage of the neural 
scheme in calculating KLT matrix is rather obvious. In the standard technique, 
where we must establish the covariance matrix the number of operations is much 
greater. 

The idea of using KLT for compression is not new. Actually DGT transform 
was invented to approximate KLT optimal energy compaction feature. It was an 
obvious need in seventies when computer resources such as time and memory 
was very limited. The technological progress gives now a chance to improve the 
compression efficiency using optimal KLT transform which gives better quality of 
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Table 2. Compression results for image Lena at the same quantisation scale. 



Quant. 

scale 


Bitrate (bpp) 
JPEG 


PSNR 

JPEG 


Bitrate (bpp) 
KLL 


PSNR 

KLL 


0.60 


0.73 


35.06 


0.87 


37.25 


1.00 


0.50 


32.99 


0.62 


35.74 


1.20 


0.44 


32.38 


0.55 


35.21 


1.50 


0.38 


31.53 


0.48 


34.54 


1.80 


0.34 


30.88 


0.43 


33.98 



the reconstructed image and less bitrate. Moreover, the adaptive and incremen- 
tal structure of modified Oja-RLS algorithm gives a chance to design effective 
compression schemes for 3D signals (i.e. time or space slices). 




Fig. 3. Original image AERIAL (left) with 8[bpp] and its reconstructions after JPEG 
(center) with 1.04[bpp] and after KLT (right) with 0.63[bpp]. 





Figures 1-3 show visual results for compression of three different classes 
of natural images. The image LENA is rather smooth, BARBARA includes 
textures, while AERIAL contains a lot of details formed of regular lines. 

Experiments were conducted on many different images. The compression effi- 
ciency is measured by the bitrate in bits per pixel (bpp) which equals the output 
bit stream size divided by the number of pixels. The quality of the reconstructed 
(decoded) image is measured by PSNR (Peak Signal to Noise Ratio) in decibels 
(dB) which expresses the quotient (in logarithmic scale) of the energy for the 
range maximal signal to the energy of the difference image between the original 
and the decoded images. 

The results show a significant increase of the image quality for A: = 8. The 
slight decrease of bitrate in this case follows from the fact that the matrix A 
must be send by the encoder to the output stream. 

The tables 1, 3 and 5 shows an attempt to find similar level of PSNR for 
JPEG and KLT in order to observe the difference in bit rates between these 
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Table 3. Comparison of bitrate at the same image quality level for image Barbara. 



Quant, 
scale JPEG 


Bitrate (bpp) 
JPEG 


PSNR 

JPEG 


Quant, 
scale KLT 


Bitrate (bpp) 
KLT 


PSNR 

KLT 


0.80 


0.88 


30.13 


1.60 


0.69 


30.24 


1.00 


0.77 


29.18 


1.95 


0.60 


29.35 


1.20 


0.69 


28.41 


2.40 


0.53 


28.43 


1.30 


0.65 


28.11 


2.55 


0.51 


28.21 



Table 4. Results of compression for image Barbara at the same quantisation scale. 



Quant . 

scale 


Bitrate (bpp) 
JPEG 


PSNR 

JPEG 


Bitrate (bpp) 
KLL 


PSNR 

KLL 


0.6 


1.06 


31.42 


1.21 


33.61 


1.0 


0.77 


29.18 


0.93 


32.49 


1.2 


0.69 


28.41 


0.82 


31.20 


1.5 


0.59 


27.47 


0.72 


30.46 


1.8 


0.52 


26.78 


0.64 


29.70 



Table 5. Comparison of bitrate at the same image quality level for image Aerial. 



Quant, 
scale JPEG 


Bitrate (bpp) 
JPEG 


PSNR 

JPEG 


Quant, 
scale KLl' 


Bitrate (bpp) 
KLd' 


PSNR 

KLl' 


0.80 


1.15 


29.89 


1.50 


0.92 


29.82 


0.90 


1.07 


29.51 


1.65 


0.88 


29.52 


1.00 


1.01 


29.19 


1.80 


0.83 


29.23 


1.20 


0.90 


28.57 


2.20 


0.73 


28.58 



Table 6. Results of compression for image Aerial at the same quantisation scale. 



Quant . 

scale 


Bitrate (bpp) 
JPEG 


PSNR 

JPEG 


Bitrate (bpp) 
KLT 


PSNR 

KLT 


0.6 


1.37 


30.94 


1.58 


33.20 


1.0 


0.96 


29.19 


1.18 


31.26 


1.2 


0.90 


28.57 


1.06 


30.61 


1.5 


0.78 


27.80 


0.92 


29.85 


1.8 


0.69 


27.20 


0.83 


29.25 
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two methods. It was made by the manipulation of the quantisation scale which 
multiplies each element of the standard quantisation matrix for JPEG and by 
modifying the block size k for KLT. 

The tables 2, 4 and 6 were prepared for the same block sizes in JPEG and KLT 
k = S, They contain results of applying different quantisation scale coefficients 
for quantisation matrices in both methods. 

The table 7 includes comparison of PSNR at the same bitrates for image 
Barbara. 



Table 7. Comparison of image quality after reconstruction between JPEG and KLT 
for image Barbara. Block size k = S. 



Quant, 
scale JPEG 


Bitrate (bpp) 
JPEG 


PSNR 

JPEG 


Quant, 
scale KLT 


Bitrate (bpp) 
KLT 


PSNR 

KLT 


0.80 


0.88 


30.13 


1.05 


0.87 


31.89 


0.90 


0.82 


29.66 


1.20 


0.82 


31.40 


1.00 


0.77 


29.18 


1.30 


0.77 


31.07 


1.20 


0.69 


28.41 


1.60 


0.69 


30.24 


1.35 


0.64 


27.96 


1.80 


0.65 


29.75 



4 Conclusion 

Gomparing to the JPEG standard, the developed algorithm exploiting a neural 
approximation of 2D KLT transform in place of the DGT, allows to obtain much 
better results. Erom the one side, at the same bitrates, we could achieve incrase of 
PSNR measure almost by two decibels. Erom the other, preserving comparative 
quality of the image after reconstruction we could decrease bitrates up to 50% 
in described above method. 

Though 2D KLT transform is of higher complexity than 2D DGT, the resul- 
ting quality is worth of such effort. Moreover, the algorithm stays practical to 
use in today home computing to compress still images. Implemented with G++ 
on PG platform, it can encode images 512 x 512 pixels in less then two seconds. 

Acknowledgments: This work was in part supported by Dean’s research grant 
no. 503/034/394/8 of Eaculty of Electronic and Information Technology, Warsaw 
University of Technology. 
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Abstract. This paper presents a new method for signing digital images using 
high frequeney eomponents to guide the way digital watermarks are inserted in 
the image. Although this is not a new idea, we implement it working in the 
spatial domain, whieh means a more effieient algorithm and less proeessing 
time. We use a user’s eonfigurable line segment ehain to define the watermark 
and line segments that ean be found in high frequeney eomponents of an image 
to guide the proeess of inserting the watermark. Therefore, this method offers a 
new way of finding speeifie zones of the image where watermark is to be 
inserted. It also presents a distributed system for signing digital images using 
watermarks and delivering watermarked images over Internet. This system 
provides seeure aeeess using Java applets and a Certifieation Authority. 



1 Introduction 

A digital watermark can be defined as a digital image that can be embedded in the 
original image and therefore be used to prove who the owner of the image is. As it is 
generally accepted [1], a watermark should be invisible to human perception and it 
should not affect image quality. The retrieved watermark should unambiguously 
identify the owner. It should not be detected by statistical proofs and it should be 
difficult to remove. The watermark should be robust to different image processing 
algorithms like filters, compression, scaling, etc.. During the last years digital 
watermarking has become a very active research field and lot of new methods has 
been proposed. As it is described in [1], most of these methods are applied in the 
frequency domain, using DCT or another image transform to determine where to 
embed the signal (watermark). 

Our work is based on the idea that all the images have inside information that can 
be used to guide the process of inserting the watermark in the image. The method that 
we propose is based on locating high frequency components of the image in the 
spatial domain and the embedding operation is also performed in this domain. After 
that we applied a line segment detection algorithm that produces several line segment 
chains, that are used to guide the way we insert the watermark in the image. So our 

F. Solina and A. Leonardis (Eds.): CAIP’99, LNCS 1689, pp.89-97, 1999. 
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algorithm is image adaptive, because these areas of the image are strongly dependent 
of the image itself. Previous works proposed for working in spatial domain were 
based on less significant bit (LSB) modification of the pixels located in several areas 
selected by pseudo-random sequence number [2]. These methods are very sensible to 
common signal processing operations, and don’t resist lossy compression. Other 
proposals insert the watermark in image contours or texture, but using frequency 
domain processing [3]. 



2 Digital Image Processing Techniques 

2.1 Edge Detection Using Gradient Operator 

Transition detection is done using different enhancement edge operators. We used the 
gradient operator because it allows us to detect those areas of the image that will be 
used as a guide in the process of watermarking. Gradient calculation process is based 
on matrix operations, as it’s well known in the image processing literature [4]. 




Fig. 1. Original image (a), and processed image with high gradient threshold (b) and with low 
gradient threshold (c). 



Results of applying gradient operator to an image (figure 1 (a)) are shown in 
figures 1 (b) and 1 (c). The image representation shown in these figures is obtained 
after calculating and applying a gradient threshold. Those pixels with a gradient 
module higher than the gradient threshold are set to 255 (white) and the rest are set to 
0 (black). Using different values of the gradient threshold implies different results in 
the edge detection process (see figures 1 (b) and 1 (c)). In our implementation, the 
value of the gradient threshold is defined by the average value of luminance of the 
image and it is calculated by analyzing its histogram. So the value of gradient 
threshold depends on the image and it is obtained dynamically, making the algorithm 
more flexible in that way. 
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2.2 Image Segmentation 

Once we define all of the pixels in the image where luminance transitions take place 
by using gradient operator, we code them generating a list of connected segments 
according to a previous chain code definition. Figure 2(a) shows all the direction 
codes considered for encoding segments found in images. Therefore this image 
segmentation process allows us to go from local pixels to line segment chains. We can 
define a line segment chain as a set of connected segments where each segment is 
composed of pixels where the intensity variation has the same direction. 

To obtain line segment chains we take pixel (x,y), for which we know its gradient 
module and argument. If module is higher than threshold, it means that around that 
pixel there may be a color transition, and therefore pixels in that area may belong to 
an image contour. The argument tells us the color transition direction. In this direction 
we analyze the module value of next pixel. If this value is higher than threshold, that 
pixel also belongs to the same image contour. This line segment finishes when we 
find a pixel where the gradient module is not higher than the threshold value. We 
codify all the pixels considering that all the pixels a line segment have to be 
connected, they should have the same chain code and a new line segment should be 
created as soon as there is a change in the direction. Each line segment is defined by 
its starting point, chain code and number of pixels, as is shown in figure 2 (b). As we 
discuss later, watermarks will be defined in the same way. 



I 




Fig. 2. Directions considered for encoding line segments (a) and chain code example (b) 



2.3 Enhanced Segmentation Algorithm 

We use an enhanced segmentation algorithm, because experimental results of 
segmentation algorithm described previously lead us to small line segments, less than 
10 pixels average in almost 90% of them. We look for point M of the list where the 
distance to the segment defined by p^ and p^ is the highest (figure 3 (a)). If distance 
from point M to segment defined by p^ and p^, is lower than predefined value called 
tolerance, we model the set of pixels p^ ... p^ like line segment (figure 3 (b)), in the 
other case, we call the algorithm recursively taking as arguments two new lists, (p^, 
M) and (M, p^). Applying this modification to our segmentation method, we get 
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longer line segments and lower number of them, that reduces considerably processing 
time. 




(a) (b) 

Fig. 3. Set of pixels (a), and line segment approximation model (b). 



3 Watermark Definition 

The watermark will be described in the same way that the image itself after 
segmentation, i.e. using chain codes. Watermarks are generated using author, 
customer and Trusted Third Party (TTP) identification data, a timestamp and a 
specific code for each operation. In our tests we use numerical codes, but any data 
should be used applying a hash function [5]. This information is coded in five blocks, 
each one consisting of four bytes, so watermark is 20 bytes long. The coding scheme 
uses BCD code to represent author, customer and TTP data. This means that we can 
use values between 0 and 99.999.999. Timestamp is defined by using a Unix format, 
represented by 32-bit integer (four bytes). 

Once these 20 bytes are defined, they must be converted to a chain code in terms of 
direction and length. We use 3 bit to code the length of line segment (0 to 7) and other 
3 bits to code its direction. This process is developed considering the whole 
watermark data as a bit sequence, grouping them in three bit sets. The following 
example shows the process; for an input like this: Oil 101 000 111 011 010 .. the 
chain code, in pairs (direction-length), will be: 3-5; 0-7; 3-2; .. 

Inserting a timestamp in the watermark and using TTP certificates [4] we can 
address the problem of several watermarks of different people in the same image, 
discussed in [6]. 
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4 Watermark Insertion Algorithm 



4.1 Carrier Selection Algorithm 



The criteria that we use to insert the watermark is based on the two data structures 
that we have: the watermark and the line segments found in the image. Both of these 
data structures are defined as a chain of line segments. To insert the watermark in the 
image we take the first line segment of the watermark and the first one of the line 
segment chain. We begin analyzing the segmens of the original image trying to find 
the first segment in the chain of the original image that has the same chain code and a 
length greater or equal than the one selected from the watermark. Once we locate it, 
we find the central point of this segment and from this point and in a perpendicular 
direction a matrix of pixels is selected. The size of this matrix (n x n) and the distance 
(d) from the center point (see figure 4) can be user’s configurable. We repeat this 
process until all the segments of the original image have been analyzed and all the 
segments of the watermark have been used to mark different areas of the image. 



Edge Direction 




watermark area 
n X n pixels 



d pixels from central point 
of selected segment 



Central point of sel^ted segment 



Fig. 4. Line segment ehain and seleeted zone to insert watermark 

If one segment fits with watermarking conditions, before it is watermarked we 
analyze whether it has been previously marked, then it is skipped and we continue 
analyzing the next segment. If it hasn't been marked yet, it is added to a list (carrier) 
where we put marked segments. Graphically, the process is shown in figure 5. 

By using this implementation, pixels are watermarked only once, and we require 
that direction sequence defined by watermark must be equal to the direction sequence 
of the image contour. 



4.2 Pixel Modification 

Pixel modification is also image dependent. In the selected areas we consider pixel 
luminance values, increasing this value for N pixels in the selected matrix and 
decreasing in the same quantity other N pixels, where N is the size of the square area 
to be modified. This variation is done in one of the three RGB (red, green, blue) 
colors, the less significant one in that image. The N increased pixels are the N lowest 
ones, and the decreased pixels are the N highest ones. 
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dlr=0 

len=5 



(0,5) 




a 

(2,5] 



Contour 
direction 
go througn 



b 




Image Contour 



Carrier selection process 



(2.5) 

(6.5) 
(0.5) 



(0.5) 




Watermark 

(2,5)-(0,5)-i[6,5j-(0,5) 

abed 



(0,5]-[2,5)-(7,6)-(0,4]-[1,5)-(2,5j-(0,6)-[6,5)-(7,4]-(0,6) 
a bed 

Fig. 5 Carrier selection. 



The quantity to add or to reduce is the average value of the difference between 
(the maximum value of luminance in this area) and V^.^, (the minimum one). To avoid 
saturation, i.e. for any pixel the new value be higher than 255 or lower than 0, a 
previous calculation is required. In this case, the value to add/reduce is divided by 2 
successively until the new values fits between the limits. If more than N pixels have 
the same luminance value, we choose pixels to add/reduce its luminance following the 
left to right and up to down criteria. With this modification the luminance average 
value in this matrix is not modified. During detection process we look for an 
incremental variation and not absolute values, which makes the algorithm more robust 
and tolerant to signal processing operations. 



5 Watermarking Detection Algorithm 

The proposed method establishes two different ways to detect if a watermark is 
present or not in a image. In both of them we need either watermarking process 
information or the original image. First of the ways establishes that the watermarked 
image should be processed in the same way as during insertion process, i.e. using 
gradient operator, segmentation and line segment encoding. With watermark 
definition data, we verify that correspondent areas have the luminance modification 
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previously defined. In this case we need all the data that defines the watermark, but 
the original image is not needed. The second way is based on comparing pixel 
luminance values in the selected areas. When we insert the watermark, we save in a 
file the position of carrier pixels. By using this file and watermarked image we can 
select those pixels in the watermarked image where a luminance modification is 
expected. Luminance values of the watermarked image in the selected areas and 
values of the original image after applying our modification algorithm are compared. 

Based on the results, we can deduce if the image has a watermark or not. Three 
options are possible: image has the watermark (more than 90% of position 
coincidence), the image has the watermark but it has been manipulated (values 
between 90% and 30%) and the image hasn’t it (values less than 30%). Other 
proposed techniques don’t need the original image to watermarking extraction 
process. Original image or information of watermarking process could be requiered as 
another proof of ownership. 



6 Distributed System for Validation 

Validation distributed system elements are the server, the Database, the Certification 
Authority (CA), and the Client (see figure 6). Image distribution over Internet is done 
by watermark insertion in real time, providing access to them in a secure way using 
Java applets. There are two operation modes depending on client features. In the first 
case (unidentified client) the client must know the CA public key (1) in order to 
encrypt data that only CA could decrypt. CA signs with his private key server’s public 
key (2). The server sends this signed key to the client (3). So, client gets server’s 
public key in a secured way (he can verify it using CA public key). That is, client has 
a proof of server’s identity. The client creates a random session key and sends it to the 
server encrypted with the server’s public key (4). Server decrypts it and from now on 
they have an encrypted channel between them. The client requests home page from 
server through this channel (5). The server creates a random session key that is sent to 
the client in secured way and the applet that will manage the connection with database 
and watermark application. The server sends this random session key to the database 
application in a secured way (6). 

The applet that establishes the connection with the database begins a connection 
protocol sending client identification data (for example IP address, a machine name, a 
code) encrypted with the session key created by the server (7). Database application 
confirms the reception of this identifier assigning a code that client must use to 
request images from database (8). This code forms part of the watermark. The client 
selects an image from the database (9) and it is watermarked in real time with author, 
customer and TTP identifiers, the code previously defined and a time stamp. The data 
related with the operation is stored in the database (10). 
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Fig. 6. Watermarked image distribution process. 

In the second case (identified client), the client should have a certificate (a public 
key signed by one CA). With it, the server can prove client identity and optionally use 
two different session keys (one in each way). Mutual identification and watermarking 
processes follow a similar mechanism to the one explained previously. 



7 Experimental Results 

Experimental tests have proven that our algorithm is very robust to JPEG 
compression, colours and resolution modifications if this variation is not visible, 
spatial filters that don’t produce significant modifications in the original image and 
invisible random noise addition. Figure 7 shows the original image (a), the same 
image after applying gradient operator and segmentation algorithm (b), the selected 
areas where we insert the pixel modification for a given identification data (c). Image 
areas where we insert the watermark are very similar to the ones obtained using 
frequency domain processing, as is shown in [7]. 



8 Conclusions 

The new algorithm that we present, allows us to insert watermarks using spatial 
domain image processing teclmiques, which provide us faster processing times. We 
prove that it is possible to watermark digital images using high frequency components 
to guide the process of digital image watermarking in the spatial domain. The 
implemented carrier selection procedure guarantees robustness against usual 
processing techniques and common compression algorithms because the watermark is 
inserted in important information areas of the image. This work describes a new 
algorithm that uses the same method to define the watermark, and to describe and 
select those areas of the image where the watermark is to be inserted. 
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(a) (b) (c) 



Fig. 7. Original (a), segmented (b), seleeted areas for watermark insertion (e) and watermarked 
images (d). 

A distributed arquitecture is proposed for watermarked image distribution over 
Internet, using Java applets that allows us to work with almost any kind of platform. 
CA interaction provides us a way to certificate ownership, and develop high secure 
transactions. 
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Abstract. Two tourist guides are described. One supports a virtual tour 
through an archaeological site, the other a tour through a real exhibition. 
The first system is based on the 3D reconstruction of the ancient city 
of Sagalassos. A virtual guide, represented by an animated mask can be 
given commands using natural speech. Through its expressions the mask 
makes clear whether the questions have been understood, whether they 
make sense, etc. Its presence largely increases the intuitiveness of the 
interface. This system is described only very concisely. 

A second system is a palmtop assistant that gives information about the 
paintings at the ongoing Van Dijck exhibition in the Antwerp museum 
of fine arts. The system consists of a handheld PC with camera and 
Ethernet radio link. Images are taken of paintings or details thereof. The 
images are analysed by a server, which sends back information about 
the particular painting or the details. It gives visitors more autonomy 
in deciding in which order to look at pieces and how much information 
is required about each. The system is based on image database retrie- 
val, where interest points are characterised by geometric/photometric 
invariants of their neighbourhoods. 



1 Introduction 

The amalgam of more powerful computer vision techniques, faster computers, 
and wireless communications coupled to progressing miniaturisation yields tech- 
nology that will soon pervade our lifes in many, so far mostly unimaginable ways. 
One area of applications probably is cultural tourism. One can imagine systems 
that allow us to visit sites only virtually and yet create a feeling of really being 
there. Alternatively, we may get on that plane and actually visit other places. 
But rather than spending our time on searching for the things we want to see 
and trying to get some information about them, virtual guides could accompany 
us and supply information ‘just-in-time’. 

In this paper, we describe two systems under development that can assist 
future tourists to get more information with less effort. Section 2 describes a 
system that supports virtual tours through the archaeological site of Sagalassos. 
Section 3 describes a palmtop guide to lead visitors through a real exhibition. 
The 1999 Van Dijck exposition in the Antwerp Museum of Fine Arts was taken 
as a show case. Section 4 concludes the paper. 
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2 Virtual Sagalassos 



The first system integrates a diversity of techniques to create virtual tours 
through the ancient city of Sagalassos. This old Greek city was destroyed by 
an earthquake in the 6th century. The goal of the demonstrator is to show this 
archeological site in 3D to a virtual visitor. He/She is accompanied by a virtual 
guide, who can be spoken to. The visitor can e.g. ask to go to a certain building 
or ask questions about finds that have been made at different places. The system 
integrates techniques for the 3D reconstruction of the site and its buildings from 
uncalibrated video sequences [6], techniques for the recognition of fluent speech 
(both Dutch and English, developed by our colleagues of speech recognition) 
and techniques to animate the face of the virtual guide. Missing parts of the 
buildlings are replaced by CAD-models composed by archeologists. 

The guide makes the interaction more intuitive. A nod of the head shows 
that the system has “understood” the instruction, otherwise the eyebrows will 
be raised to prompt a repetition of the question. The visitor gets a ‘no’ if the 
instruction doesn’t make sense at the current stage of the tour, e.g. if one asks 
to show a statue where there is none. Fig. 1 shows some example views during 
such a virtual visit. In the near future we plan to also let the guide’s face talk, 
to initiate a real conversation with the visitor. 




Fig. 1. Holiday pictures from a trip to virtual Sagalassos. 
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Such systems in a way yield an experience that is more complete then if one 
were on-site. It is e.g. possible to show the city in its diverse stages of development 
and to see the city grow towards its most prosperous age. Finds that are now 
stored in a museum can be put on their original locations. Ruins can be shown 
in their original context. 

This sytem allows us remote access to a site. The system described next is 
meant as a guide to a real exhibition with the visitor on-site. 



3 Palmtop Pictures of an Exhibition 

3.1 System Overview 

It is quite common for museums to provide tape or CDROM players as a replace- 
ment for human guides. Although they offer a kind of individual service in terms 
of the time a visitor can spend on different exhibits, it simultaneously is also 
more homogeneous, as no questions can be asked to get additional information. 
It would be better if a visitor could interact more dynamically with the virtual 
guide than pushing the ‘next’ or ‘feedforward’ button. An example would be 
pointing a camera at a piece to solicit information about it, and zooming in on 
parts if the visitor is intrigued by certain details. Such a system is the subject 
of this section. 

The Museum of Fine Arts in Antwerp has for 1999 organised an important 
exhibition about the work of Antoon Van Dijck, in remembrance of the painter’s 
400th birthday. We have used this exhibition as a show case. 

The basic setup is a handheld PC with built-in camera (e.g. Sharp’s HC 4600 
A) or a separate digital camera connected to the handheld pc via an infrared 
link. The digital image is then sent to a server via a wireless ethernet connection, 
where it is processed such that the correct information can be returned to the 
user. Figure 2 gives an overview. The server recognizes the painting the visitor 




Fig. 2. Overview of the systewOs architecture. 
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is pointing the camera at. The visitor can also select details for more specific 
information. In fact, the server performs ‘database retrieval’. Once the content 
of the picture has been recognized, the appropriate information is returned to 
the user over the same wireless ethernet connection. 

As the visitor cannot be expected to always stand right in front of a painting 
and as illumination conditions may change (e.g. shadows of other visitors), the 
extracted image descriptors should remain invariant under such variability. Also, 
other visitors may occlude parts of the piece. This calls for the use of local 
features, i.e. features that are based on relatively small parts of the images. 
Section 3.2 describes the image processing steps in somewhat more detail. 

An advantage of such a system - apart from its intuitive user interface - is 
that it can derive from the picture what the user is actually interested in and 
adapt the returned information accordingly. This is difficult to achieve with e.g. 
electronic tour guides that use the viewer’s location as primary input (e.g. using 
infrared transmitters placed in the ceiling above each piece to be described) [1]. 
The visitor is also free to roam the museum and ask for information in whatever 
order, which is difficult with tape and CD-ROM players. Also, since all that is 
needed is a picture of the piece, no external adaptations have to be made. This 
makes the basic approach equally suited for less controlled environments like a 
moving exhibition, an open air show, or even a city tour. 

Probably the most similar system is the Dynamic Personal Enhanced Reality 
System (DyPERS) of Jebara et al. [2], which has (among other applications) also 
been evaluated in a museum-gallery scenario. However, they recognize objects 
based on multidimensional receptive field histograms, which is probably less 
robust to changes in viewpoint than our system. 



3.2 Recognizing a Painting or a Detail Thereof 

The recognition process should be sufficiently robust, so that our camera-empo- 
wered visitor doesn’t have to push aside other visitors to get shadow-free, frontal 
views. People may be walking in front of the camera causing partial occlusions, 
lighting conditions may change, etc. To deal with these problems retrieval is 
based on local, invariant features. 

In a first step interest points are selected. Eor the moment these are only 
corners, detected with the Harris corner detector (i.e. points with a high degree 
of information content, as they are surrounded by intensity profiles that show 
large changes in different directions). Then, around each of these points a number 
of neighbourhoods are selected. The goal is to arrive at neighbourhoods that 
cover the same parts of the painting, irrespective of the viewpoint. This implies 
that the neighbourhood should deform as the observer moves around. Einally, 
from these neighbourhoods invariant features are extracted and used for interest 
point recognition in the database. 

The system combines geometric and photometric invariance. Not only can the 
viewpoint change, but also the illumination conditions may vary or the spectral 
responses of the camera or scanner with which the database was produced may 
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differ from those of the visitor’s camera. Both the construction of the neighbour- 
hoods and the extraction of features from these neighourhoods must yield the 
same results irrespective of such changes. For this sytem, we consider invariance 
under 2D affine deformations 
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and linear changes in the 3 colour bands, where each band is subject to its own 
scaling and offset. 
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The crux of the matter are the invariant neighbourhoods, i.e. the definition 
of neighbourhoods that depend on the underlying image structure in such a way 
that their content is not altered by a change in viewpoint. The selected neig- 
hbourhoods correspond to viewpoint dependent parallelograms with corners as 
one of their vertices. When changing the position of the camera the neighbour- 
hoods in the image change their shape so that they cover the same physical part 
of the object or scene. Figure 3 illustrates this. The image on the right is part 
of the database image “Ages of Man” (also shown in figure 5). The image on 
the left is part of a query image taken from a different viewpoint. Although the 
illumination conditions have changed drastically and the image is distorted due 
to the change in viewpoint, the affinely invariant neighbourhoods found in both 
images correspond, i.e. they are deformed in such a way that they still have 
the same physical content in spite of the change in viewpoint. Note that these 
neighbourhoods are constructed solely on the basis of each image separately. 

This approach is reminiscent of the work of Schmid and Mohr [5] who also 
used interest points and their neighbourhoods, but in their case invariance is 
under Euclidean motions. Pritchett and Zisserman [4] also used parallelogram- 
shaped regions to find stereo correspondences under wide baseline conditions. In 
their case these were explicitly present in the image and not constructed from 
general surface textures as is the case here. 

The steps in the construction of the affinely invariant neighbourhoods are all 
invariant under the forementioned geometric and photometric changes. More in- 
formation on this construction is given elsewhere [7]. The geometric/photometric 
invariants used to characterize the neighbourhoods are moment invariants. For a 
complete classification of moment invariants of lower orders, we refer to [3]. The 
moments are so-called ‘Generalized Colour Moments’. These better exploit the 
multispectral nature of the data. They contain powers of the image coordinates 
and the intensities of the different colour channels. They yield a broader set of 
features to build the moment invariants from and, as a result, moment invariants 
that are simpler and more robust to image noise. 

Once such local, invariant descriptions have been derived, the image can ea- 
sily be matched with the images in the database using a voting mechanism. For 
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Fig. 3. A detail of the database image ^^The Ages of Mard^ (right) and of the guery image 
(left) with corresponding affinely invariant neighbourhoods. 



each neighbourhood, a feature vector is composed from moment invariants. The 
closest matching neighbourhood in the database is retrieved using the Maha- 
lanobis distance. The painting with the maximum number of closest matches 
is selected. The efficiency of this voting mechanism is enhanced using hashing 
techniques. This renders the retrieval procedure less dependent on the image 
database size. 

Each correspondence also gives an approximation for the affine transforma- 
tion linking both images. This can be exploited in two ways. Firstly, this allows 
to reject false matches (i.e. matches that give a different affine transformation 
than the other matches). Secondly, it allows the server to precisely define what 
part of the database image the user is actually interested in, as the borders of 
the query image can be backprojected into the database image. The latter use 
is illustrated in the next section. 

3.3 Experimental Results 

Due to organisational problems as well as security considerations, we were in the 
end not able to evaluate our system at the real Van Dijck exhibition. Instead, 
we created a small mock-up gallery in our lab based on 50 x 70 cra^ reproduc- 
tions. It is important to note that this has complicated rather than simplified 
matters. The database images were scanned form a catalogue with high quality 
reproductions. Several posters in the mock-up gallery were of much lower quality, 
however, leading to a loss of colour. =2. 6cm 

Images of these posters were matched to high-resolution (1000 x 1500 pi- 
xels) digital images of 20 of Van Dijck’s paintings stored in our database. An 
overview of the database is given in figure 4. In total, 12.978 affinely invariant 
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Fig. 4. An overview of our database. 
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neighbourhoods were found in these 20 images, i.e. an average of 650 regions per 
image. 

As a first example, look at the painting called “The Ages of Man”, shown 
in figure 5. At the top, the database image of the painting is shown with some 
possible user queries just below. Note the large differences in colour and the 
affine image deformations. Not visible in this rescaled figure is the difference 
in scale, which varied in between 80 and 130 percent. Nevertheless, the correct 
painting was retrieved from our database for each of the three query images. 
On top of the database image, parallellograms are added. These represent the 
corresponding image part as computed by the server, through the backprojection 
method mentioned earlier. 

Similarly, a second example based on the painting “Maria Louisa de Tassis” 
is shown in figure 6. 




Fig. 5. Given the query images shown below, the system was each time able to retrieve 
the correct database image (i.e. to identify the painting out of the list of 20) and to 
highlight the corresponding part therein (top). 
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Fig. 6. Given the query images shown at the right, the system was each time able 
to retrieve the correct database image and to highlight the corresponding part in the 
database image (left). 



4 Conclusion 

Two tourist guides were described. The first one supports virtual tours through 
the archaeological site of Sagalassos based on a 3D reconstruction of the site. 
Mid-term goal is to fully integrate immersive visualisation with a natural dialo- 
gue with the animated virtual guide. 

The second system describes a real tour through an exhibition. A visitor 
simply takes a picture of a piece s/he wants to learn more about. This picture 
is then transferred to a server via a wireless ethernet connection, where it is 
matched to the images in the database based on the notion of local, affinely in- 
variant neighbourhoods. Based on the corresponding regions found, the correct 
information can be returned to the visitor. Advantages of the system are its easy 
and intuitive user-interface, its ability to respond to different levels of detail and 
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its flexibility (no external actions required). Although the experimental results 
presented in this paper are limited to images of 2D objects, the method may also 
be applied to 3D objects such as buildings or sculptures, as long as the surfaces 
can locally be approximated by planes [7]. 
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Abstract. Cardiac catheterization procednre prodnces ventricnlograms 
which have very low contrast in the apical s anterior and inferior zones of 
the left ventricle (LV). Pixehbased classifiers operating on these images 
prodnce boundaries which have systematic positional and orientation 
bias and have a mean error of about 10.5 mm. Using the LV convex 
informations comprising of the apex and the aortic valve planes this pa~ 
per presents a comparison of the linear and quadratic optimization algo- 
rithms to remove these biases. These algorithms are named after the way 
the coefficients are computed: the identical coefficient and the indepen- 
dent coefficient. Using the polyline metrics we show that the quadratic 
optimization is better than the linear optimization. We also show that 
the independent coefficient method performs better than the identical co- 
efficient when the training data is large. The overall mean system error 
was 2.49 mm while the goal set by the cardiologist was 2.5 mm. 



1 Introduction 

We need the boundaries of the LV chamber in LV projection images because they 
help the cardiologists to find the volume of the LV chamber, which is helpful in 
computing the ejection fraction of the heart. Researchers have tried modeling 
the LV, its contraction and expansion process. The LV modeling can be more 
accurately accomplished if the LV chamber boundaries are estimated reliably, 
accurately and speedily. Dumesnil et al. [1] has tried to model the 3D LV using 
several synthetic models like ellipsoidal, spheroid and cylindrical. Dumesnil et al. 
then showed that the LV contraction is inversely related to the ratio of mid- wall 
thickness (ES boundary to mid of ED-ES boundary) to thickness of wall (ED-ES 
distance) . 

Cardiac catheterization (CC) is the most common used technique for study- 
ing cardiac disorders. Though CC is economical and very informative, but the 
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left ventriculograms have poor image quality. The main reasons of the poor qual- 
ity in the LV apex is as follows: (i) The contrast agent is unable to reach the 
apex zone of the LV. This is partially due to the curling of the catheter which 
is necessary to avoid irritation to the patient, (ii) Large LV size with respect to 
the catheter outlet source, (hi) Abnormality of the LV shape also contributes to 
the poor propagation of the contrast agent towards apex, (iv) The dynamics of 
blood-mixing with the contrast agent is not homogeneous in the LV chamber. 
This is because of the muscle resistivity. Some boundary muscle tissue are thick 
which resists the agent to penetrate towards the apex. Besides apex, the inferior 
wall of the LV chamber is also of poor quality because of the superposition of 
diaphragm over the LV. The projection of the ribs over the LV in the LVgrams 
is another cause of the poor contrast. The motion artifacts and noise due to the 
scattering of the X-ray radiation by tissue volumes which is not related to the 
LV also contribute towards the low quality LVgrams. 

In an attempt to automatically estimate the accurate boundaries of the LV 
chamber, several researchers have tried proposing their models in ventriculo- 
grams and echocardiograms. Image processing techniques applied to these two 
sets of images fall broadly in many classes but we will highlight the major and 
directly related once. Van Bree et al. [2] estimated the LV borders using a combi- 
nation of probability surfaces and dynamic programming in LVgrams. Cootes et 
al. [3] attempted using an active shape model to infer the position of boundary 
parts where there was missing data (top of the ventricle). Cootes et al. used the 
knowledge of the expected shape combined with information from the areas of the 
image where good evidence of the wall could be found. The least squares method 
was used. Cootes et al. used weighted algorithm for final shape estimation where 
the weights were proportional to the std. deviation of the shape parameter over 
the training set. Lee [4] used a pixel-based Bayesian approach for the LV chamber 
boundary estimation where the gray scale values of the location throughout the 
cardiac cycle was taken as a vector. The above methods do produce boundaries 
but due to the reasons stated above, the boundaries fall short, have jaggedness, 
over estimation, under-estimation, irregularities and are not close to the ground 
truth boundaries [4] thereby making the system incomplete and unreliable. In 
the inferior wall region, the papillary muscles have a non-uniform structure un- 
like the anterior wall region. This non-uniformity causes further variation in the 
apparent boundary during the heart cycle. Because of this, the initial boundary 
position of the inferior walls are sometimes over-estimated. In an attempt to 
correct the initial image processing boundaries, Suri et al. [5] first attempted the 
two linear calibration algorithms to estimate the LV boundaries without tak- 
ing the apex information. For further improving the LV boundary error, Suri et 
al. [6] presented a Greedy LV boundary estimation algorithm which fused the 
boundaries coming from two different techniques. To reduce further error in the 
apex zone, Suri et al. [7] developed ES apex estimation technique using the ED 
apex, so called dependence approach. This estimated ES apex was then used in 
ES boundary estimation process. Using the WLS algorithm, Suri et al. [8] devel- 
oped the apex estimation using the ruled surface model. Though the apex error 
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did reduce but the inferior wall zone in many subjects could not be controlled 
due to the large classifier error, which was due to the overlap of the LV and the 
diaphragm. This was validated by Suri et ah [9] using a training based system 
which utilized the LV gray scale images and the estimated boundaries. Suri et 
al. [10] then developed the surface fitting approach and mathematical morphol- 
ogy to identify the diaphragm edges and separate the LV from diaphragm. Then 
classifier boundaries was merged with edge-based LV and better of the two was 
taken for calibration. By penalizing the apex vertex in linear calibration, Suri 
et al. [11] then forced the estimated curve to pass through the apex by drasti- 
cally reducing the apex error given the mean system error to 2.89 mm. Recently 
a further improvement was made by Suri, Haralick and Sheehan to develop a 
Quadratic calibration scheme [12]. This paper compares the linear and quadratic 
calibration schemes for LV boundary quantification. This approach is different 
from the earlier approaches is that we use a training based optimization proce- 
dure over the initial boundaries to correct its bias. This bias correction can be 
thought as a calibration procedure where the boundaries produced by the image 
processing techniques are corrected using the global shape information gathered 
from the ideal database. 



2 Two Linear and Two Quadratic Calibrators 

This section gives the mathematical statements of the two calibration methods 
used for estimation of the LV boundaries. Ground truth boundaries refer to the 
hand delineated boundaries drawn by the cardiologist. Raw boundaries refer to 
the boundaries produced by the initial pixel-based automated classification pro- 
cedure [4]. In the identical coefficient (IdCM), each vertex is associated with a 
set of coefficients. The calibrated ^-coordinate for that vertex is computed as 
the linear combination of raw ^-coordinates of the LV boundary using the coeffi- 
cients associated with that vertex. The calibrated y-coordinate of that vertex is 
similarly computed as the same linear combination of raw y-coordinates of the 
LV boundary. In the independent coefficient (InCM), the calibrated x-coordinate 
is computed as the linear combination of raw x~and raw y-coordinates of the LV 
boundary, using the coefficients associated with that vertex. The calibrated y- 
co ordinate of that vertex is computed with a different linear combination of raw 
x-and y-coordinates. The problem of calibration then reduces to a problem of 
determining the coefficients of the linear combination. This can be accomplished 
by solving a regression problem. Since input raw and ground truth LV bound- 
aries are initially in a 100 vertices polygon format with unit dimensions in mm, 
we therefore resample and interpolate each of these polygons into equally spaced 
vertices before it undergoes the calibration procedure discussed below. 
Identical Coefficient Method for any Frame of Cardiac Cycle: Let 
and be the row vectors of ^-coordinates and y-coordinates respectively for 
the ground truth boundaries for patient n. Let and be the row vectors 
of ^-coordinates and y-coordinates respectively for the classifier boundary for 
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any patient n, where n — For the calibrated boundary estimation in 

ventriculograms using the IdCM, we are: 

— Given: Corresponding pairs of ground truth boundary matrix R [2N x P ] , 
and the classifier boundary matrix Q [2N x (F + fc)], respectively as: 
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(u 2 m'^ 2 n) ^^e the anterior and inferior aspect of the AoV plane for patient n. 
(PniQn) represents the apex coordinates of the LV for patent n. Note fe=4 for 
linear identical coefficient method (L-IdCM) and fc=10 for quadratic identical 
coefficient method (Q-IdCM). 



- Let A [(F + fc) X F] be the unknown coefficient matrix. 

- The problem is to estimate the coefficient matrix A, to minimize || R — Q A | 
Then for any classifier boundary matrix Q, the calibrated vertices of the 
boundary are given by QA, where A is the estimated coefficients. 

Note that from the problem formulation, the coefficients that multiply also 
multiply hence the name identical coefficient . Also note that the new x- 
coordinates for the boundary only depend on the old ^-coordinates from the 
boundary, and the new y-co ordinates from the boundary only depend 
on the old y-coordinates from the boundary. 

Independent Coefficient Method for any Frame of Cardiac Cycle: As 

before, let and be the row vectors of x- and y~ coordinates for any patient 
n. Let and be the row vectors of x-and ^-coordinates of the classifier 
boundary. For the calibrated boundary estimation in ventriculograms using the 
independent coefficient method, we are: 

- Given: Corresponding ground truth boundary matrix R [A x 2F], classifier 
boundary matrix Q [A x (2F + k)] respectively as: 
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where, for linear calibration, (r^s^) = = Iwin- U 2 n '^in ^ 2 n- PmQn- 

AoV Apex 

For quadratic calibration, = 1 Win- W 2 n Vin V 2 n Pm Qn ? 

AoV Apex 

where, 
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are the coordinates of the anterior aspect and inferior aspect of the AoV plane 
of the LV. (pniQn) are the apex coordinates of the left ventricle for patent n. 
Note k=7 for L-InCM and fc=15 for Q-InCM. 

- Let A [(2F + fc) X 2F] be unknown coefficient matrix. 

- The problem is to estimate the coefficient matrix A, to minimize II R — QA | 
Then for any classifier boundary matrix Q, the calibrated vertices of the 
boundary are given by QA where A is the estimated coefficients. 

Note that the new (x, y)“COordinates of the vertices of each boundary is a differ- 
ent linear combination of the old (x, y)“COordinates for the polygon, hence the 
name independent coefficient method. 

Classifier Matrix: The above two methods are different in the way the calibra- 
tion model is set up. In linear calibration (L-IdCM) Q is of size 2iV x (F + 4), 
while in L-InCM is iV x (2F + 7). The classifier boundary matrix Q in Q-IdCM 
is of size 2A x (F + 10) while in Q-InCM is of size A x (2F + 15). 

Number of Coefficients: In linear calibration (L-IdCM), the number of coeffi- 
cients estimated in the A matrix is (F + 4) x F, while the number of coefficients 
in L-InCM are: (2 F + 7) x 2 F, while for Q-IdCM, the number of coefficients 
estimated in the A matrix is (F + 10) x F. For Q-InCM, the number of coef- 
ficients estimated is (2 F + 15) x 2 F. Thus the independent coefficient method 
requires around four times the number of coefficients of the identical coefficient 
method to be estimated, and this difference represents a significant factor in the 
ability of the technique to generalize rather than memorize for our data size. 



3 Training and On-Line System 

Suri [11] presented a two stage training-based cardiovascular imaging system 
for clinical cardiology and its research as shown in fig. 1 (left). LV classifica- 
tion boundaries are produced on-line (right half) using the training parameters 
produced off-line. Stage-II (lower half) is the calibration process which cali- 
brates out the bias errors of the raw boundaries using the training based system. 
The training parameters are applied on-line to estimate the accurate boundaries 
(right half). Generalizing for any frame t, the minimizing Afr and estimated 
boundaries R^e on the test set (Q^e) as: 

Atr = (QtrQtr) Q^r R'? ^te ~ Qte Afr (1) 

V- ' ^ ^ ^ ^ 
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Singular value decomposition was used for solving for Af j.. The calibration pro- 
cedure discussed in this paper removes all systematic position, orientation, and 
shape errors from the initial classifier boundaries by taking the convex informa- 
tion of LV {(wi,ui), (w2,U2), (pi,gi)}. 

Cross-Validation Optimization Algorithm: The CV technique is used in 
estimating the accuracy of the calibration procedure that takes a database of N 
patients and partitions it into K equal sized subsets. Then for all K choose L 
combinations, we estimate the calibration transformation using L subsets. Us- 
ing the estimated transformation on the remaining K L subsets, we estimate 
the mean error of the transformed boundary. We employ two different calibra- 
tion techniques: the identical coefficient and the independent coefficient . Each 
method produces estimates for the vertices of the polygon bounding the LV. 
Because of the small number of patient studies, and large number of 

parameters (about 200 times N) in the transformation, there is a danger of 
memorization rather than generalization in the estimation of the transformation 
parameters. Therefore, the number of vertices, P in the LV polygon must be 
carefully chosen. As P decreases, the generalization will be better but the rep- 
resentation of the true shape will get worse, thereby causing higher error with 
respect to the ground truth. As P increases, generalization will be lost but the 
representation of the true shape will get better. With the other parameters AT, L 
and N fixed, there will be an optimal number of boundary vertices balancing the 
representation error with the memorization error. Our protocol finds this optimal 
number. Rotating through all L choose K combinations, we measure the accuracy 
of the results on the remaining K L subsets using the polyline distance metric. 
The mean and standard deviation of the resulting set of iV x F x F x li 

numbers is then used to estimate the overall performance. 



4 Polyline Distance Measure 



The polyline distance F^(Fi : B2) between two polygons representing boundary 
Bi and B2 is symmetrically defined as the average distance between a vertex 
of one polygon to the boundary of the other polygon. To define this measure 
precisely, first requires having defined a distance d(u, s) between a point v and 
a line segment s. The distance d(u,s) between a point v having coordinates 
{xojyo)j ^nd a line segment having end points (xi^yi) and (x2,y2) is: 

/ min{4,4}; */ A < 0,A > 1 . 

^ */ 0<A<1, ^ ’ 

where 



di = y (xo -xi)^ P (yo - yi)^ 
d-2 = J (xo - X2f + (yo - y-if 



A = 
-- 



(y2-yi)(yo-yi) + (x2-xi)(xQ-xi) 

(x2-xip+(y2-yiP^ 

_ {y2-yi)(xi-xo)+(x2-xi){yo-yi) 

y (x2-xi)'^+(y2-yi)'^ 



( 3 ) 
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Fig. 1. Two stage system for LV boundary estimation. Stage I (upper half^ shown black 
in color) consists of three approaches: Pixebclassification approach^ edge detection ap- 
proach and the classification-edge fusion approach. Stage II (lower half^ shown white in 
color) j consists of the calibration stage which smoothes the raw boundaries produced 
in stage I. Left Half : Off-line training system^ Right Half: On-line boundary estima- 
tion Right: The cross validation protocol consists of calibration parameters: N= 377 ^ 
K=1SS^ L=187j F=2^ F^=100j F2=100. Note the optimized points 20 are interpolated 
back to 100 points for polyline metric computation. 



The distance df^{vjB2) measuring the polyline distance from vertex v to the 
boundary B2 is defined by: 

db{v,B2)= min d{v,s) (4) 

B e Bides 

The distance dy}^{Bi,B2) between the vertices of polylgon Bi and the sides of 
polygon Bz is defined as the sum of the distances from the vertices of the polygon 
Bi to the closest side of F2. 

dy}^{Bi,B2)= ^ d{v,B2) 

y(^ yertices B\ 

On reversing the computation from B2 to B\ , we can similarly compute dy}^{B2j Bi 
Using Eq. 4, the polyline distance between polygons^ D^{Bi : B2) is defined by: 
D (B • BO = 46(^1. -^2) Fdy},{B 2 ,Bi) 

^ 1 ^ [^yertices € Bi + i^vertices £ B2) 

Using the above definition, the overall mean error of the calibration system 
can be given as: 

where, D^{Gnt^ Cnt) is the polyline distance between the ground truth Gnt ^nd 
calibrated polygons Cnt for patient study n and frame number t. 
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5 Quadratic Vs. Linear Optimization Results 

Suri et al. showed the linear calibration with convex information [5] [ 6 ] [7] [9] [10] 
for different data sets (N) ranging from 245 to 377. Using the cross validation 
protocol discussed in section 3, the polyline mean error in linear calibrator for 
InCM was 3.47 mm when N=291. Corresponding estimated boundaries are 
shown in fig. 2. We here show results for the quadratic calibration under InCM 
conditions. The optimization curve for cross-validation is shown in fig. 1 (right) 
with a dip when F=20. The corresponding mean error e^''/^=2.49 mm. The 
calibration parameters were: 7 ^= 377 ^ F=2, K=1SS^ Fi=100, F 2 = 100 . The mean 
error when patient boundary lies both in training and testing data (TT case) 
condition is below 2 mm. The mean error for InCM technique under 4 conditions 
are: Without apex: 4.09 mm, with apex alone: 3.59 mm, with apex and AoV 
(linear): 2.97 mm, with apex and AoV (quadratic): 2.49 mm. 

6 Diagnostic Clinical Acceptance and Discussions 

The mean error over ED and ES frames using a cross validation protocol and 
polyline distance metric was 2.49 mm over the database of 377 patient studies. 
The goal of the diagnostic system was 2.5 mm. 

InCM vs. IdCM: We also observed that when the training data was less 
(around 245 patient studies) then the IdCM technique was performing better 
than the InCM technique, and when the data was larger than 291 patient stud- 
ies then the InCM technique was performing better than the IdCM technique. 
One reason of large error in IdCM with low data was due to the large number of 
coefficients it had to compute. Also we used the singular value decomposition to 
evaluate the classifier matrix, Q, which is very critical in inverse computations, 
a full rank matrix in InCM was more superior to a full rank matrix in IdCM 
with large data size. 

Dynamics and Apparatus Design: Though we are able to obtain a goal on 
the cost of the heavy data processing, it may be worth while to discuss if com- 
puter processing of huge data is the only approach to handle the poor quality 
data sets (LVgrams). If careful analyzation is done, we find that there can be 
less complexity in computer processing (LV classification, edge detection, cali- 
bration) if the LV chamber would receive enough contrast agent (dye). How can 
we improve the apparatus setup to inject dye in apical zone ? One way would 
be to bring a change in curvature of the catheter for handling variability of the 
LV^s. If the LV is more longitudinal we should be able to change the curvature 
of the catheter to let dye flow towards the apex. On the contrary if the heart is 
very wide or huge, can a dual catheter facing opposite walls be a good choice 
? One catheter can be used for filling the anterior side while the other catheter 
can be used to fill the inferior side. Another possibility would be to look over 
the lateral movement of the catheter during the motion of the LV . If we can 
detect the crests and troughs of the LV border muscles, we can then fill the 
apical zone using computer control. Careful design is feasible by controlling the 
fluid dynamics inside the LV chamber to improve the quality of the LVgrams. 
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7 Conclusions & Acknowledgements 



We compared the two training-based linear and quadratic calibration algorithms: 
the identical coefficient and the independent coefficient . We showed that the 
mean boundary error under quadratic calibration is better than the linear cal- 
ibration with convex information of the LV. The mean error over end diastole 
and end systole frames using a cross validation protocol and polyline distance 
metric is 2.49 mm over the database of 377 patent studies. The goal of the diag- 
nostic system is 2.5 mm. The software runs on PC and SUN work stations and 
written in C language. The authors thank Professors Linda G. Shapiro, Dean 
Lytle, Arun K. Somani, D. D. Meldrum, Werner Stuetzle, and Dr. Ajit Singh, 
Siemens for motivations. 
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Fig. 2. Upper (left & right): ED Input and output to the Quadratic Calibration Sys- 
tem along with the ground truth boundary. Bottom: ES Input and output. Calibra- 
tion Parameters: iV=377, iL=188, L=187, F=2, P^=100, P^=20.^ Mean error (e^/^) 

= 2.49 mm. 
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Abstract. This article deals with image and volume registration of stacks of 
serial optical slices from a large biological tissue specimen captured by a 
confocal microscope. Due to the limited depth of observation and the restricted 
field of view of the confocal microscope the oversized specimen has to be 
sliced into smaller physical sections and scanned individually. The composition 
of the stacks of optical slices, which is based on data registration, is achieved in 
two steps. First, sub-volumes are created by volume registration of overlapping 
stacks of optical slices (volumes) captured from individual physical section. 
Second, image registration of peripheral images of sub-volumes of neighboring 
physical slices makes possible to compose 3D image of the whole specimen. 
Both registrations are based on similarity measures, such as the sum of absolute 
valued differences, normalized correlation coefficient, and mutual information. 
Data registration requires optimization of the search for the global extreme of a 
similarity measure over a parametrical space. Therefore, optimization 
strategies — n-step search, adaptive simulated annealing and stochastic 
approach — are used, and their optimal set-up is presented. The composition of 
stacks enables us to visualize and study a large biological specimen in 3D in 
high resolution. 



1 Introduction 

To register data means to determine coefficients of the chosen type of geometrical 
transformation between two data sets so that the corresponding elements of both data 
sets are mapped adequately. This can be expressed by the equation, 

r = argminF(M(.),v(7’(.)), 

where T\ T stand for geometrical transformations; F for measure of quality of data 
registration; u{.) for an element of a reference data set; v(r(.)) for an element of a data 
set to be registered (that is related to the corresponding element of the reference data 
set u by transformation T). As most of optimization strategies search for global 
minimum of the registration quality measure, “min” is put in (1). 

F. Solina and A. Leonardis (Eds.): CAIP99, LNCS 1689, pp. 118-125, 1999. 
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We register images and volumes captured by confocal laser-scanning microscope 
(CLSM, Bio-Rad MRC 600) from a large biological tissue specimen. Due to the 
limited depth of observation and the restricted field of view of CLSM the specimen 
has to be sliced into smaller physical sections. These sections are then scanned 
individually. Another problem arises from the restricted field of view of the 
microscope, which is compensated by scanning a physical section by parts. Thus, we 
obtain an ensemble of partially overlapping stacks of serial optical slices (volumes) 
that has to be composed. After their composition, alignment of neighboring physical 
sections is carried out by registration of their peripheral optical slices. Thus, we get a 
whole individual volume that represents the oversized specimen in electronic way 
enabling us to render and visualize it in 3D in high resolution (see Fig. 1). 





Fig. 1 A process of 3D visualization of a large biologieal tissue speeimen. 



2 Data 

Scanning a physical section by parts results in an ensemble of overlapping stacks of 
optical slices. These slices are gray-scale 768x512 pictures, and their stack represents 
a volume. Adjacent volumes of the same physical section are captured by CLSM 
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using object stage controlled by stepping motor; therefore, we know a priori mutual 
overlap and approximate position of the volumes. Registration will be achieved only 
by small linear shifts in x, y and z axe without rotation. To compose the volumes, we 
need to specify the position for which the overlapping parts of the volumes attain 
maximum similarity. The similarity is highest at registration because of similar 
conditions of data acquisition. However, a global shift of brightness aimed at better 
visibility of observed objects in volumes may cause some problems, and a measure of 
registration quality should be robust enough to handle such a matter. 

Alignment of the neighboring physical sections requires registration of their 
peripheral optical slices, and re-computing one stack of optical slices (volume) 
according to the obtained coefficients of geometrical transformation. The peripheral 
optical slices, however, are not identical, but only similar in contents, because there is 
some spatial distance between them, see Fig. 2. Also, physical sectioning can 
mechanically deform objects in these slices. Misregistration of the peripheral optical 
slices is due to general rotation and shifts along x and y axes restricted to approx. 
±150 pixels. The optical slices can be mutually shifted regarding brightness scale too. 

As biological specimens are used terminal villi of human placenta studied in 
connection with morphology of their capillary bed. 




Fig. 2 Example of optical slices with mutual distance of approx. 10 pm. 



3 Methods and Results 

Since we attempt at an automatic procedure for registration and composition of stacks 
of optical slices that can differ to some degree, the boundary-based and point- 
mapping registration methods are of little use for our purposes. Therefore, we focus 
on similarity-based methods maximizing certain similarity function of data sets. To be 
able to cope with relatively great image diversity of peripheral optical slices we look 
for a robust but computationally fast enough criterion of data similarity. We have 
already experimented [1], [2] with criteria such as the sum of absolute valued 
differences (SAVD) [3], normalized correlation coefficient (NCQ [3] and mutual 
information (MI) [4]. On the basis of practical experiments we came to the conclusion 
that SAVD is a very fast criterion, but it is not suitable for registration of data sets that 
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differ in brightness scale. NCC works much better in this case and its computational 
demands are still acceptable. MI is the most computationally demanding criterion, but 
it is the most robust criterion managing even non-linear dependencies between 
elements of data sets. Also, MI gave the most exact results concerning registration of 
distant peripheral optical slices in our pilot tests, which proved opportunity to register 
optical slices up to min. 10 pm. Characteristic shapes of the criteria in a neighborhood 
of registered position of distant optical slices for shifts ±15 pixels are depicted in Fig. 
3. SAVD and NCC have broader extremes when compared with MI whose global 
extreme is very sharp, narrow and masked by local ones. For the sake of better 
comparison all graphs in Fig. 3, NCC and MI are depicted multiplied by -1 because of 
their positive maximums. 



SAVD 



NCC 




20 




Ml 




Fig. 3 Characteristic shapes of criteria in surroundings of registered position of distant optical 
slices. 

Data registration requires finding the global extreme of a similarity measure in a 
parametrical space, which can be hidden among local ones. Therefore, an 
optimization strategy as robust and fast as possible is desirable. From the point of 
view of an applied optimization strategy, the broader the shape of the criterion 
extreme, the easier is to localize it. On the other hand, the sharper the shape of the 
extreme, the more precise registration is achievable. 

The most simple optimization strategy is represented by the so-called “full-search”. 
It is based on exhaustive searching through the whole parametrical space, and it is 
rather time-consuming. Consequently, we studied [5] more sophisticated strategies 
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such as genetic algorithm [6], downhill simplex method (ameba) [7], Powell’s method 
[7], and adaptive simulated annealing (ASA) [8]. We applied the strategies [5] to 
registration of serial (distant) optical slices (which is equivalent to registration of 
peripheral optical slices). We obtained the best results with ASA in combination of 
stochastic approach. While ASA is initialized by a starting point, the stochastic 
approach enriches it by multiple re-starts with random starting points evenly 
distributed in a parametrical space. ASA^ (also called ’’very fast simulated re- 
annealing”) is an optimization strategy whose application on data registration has not 
probably been reported yet. It is fast — its speed depends on chosen predefined 
accuracy — and robust. Therefore, it is suitable for data registration. 

Table 1 illustrates the number of successful localizations of global extreme — 
whose position we knew — ^when ameba, Powell’s method, and ASA with 
combination of stochastic approach (i.e. stochastic ameba, stochastic Powell’s 
method, stochastic ASA) were applied to the registration of serial (distant) optical 
slices (see Fig. 2). As similarity criterion SAVD, NCC and Ml wqvq used. The number 
of repeated re-starts was set to 30. As one can see, the worst result for all 
optimizations strategies were obtained in case of MI, because it has the narrowest and 
the worst detectable global extreme. The highest number of successful registrations 
was reached in case of stochastic ASA for each of similarity criteria. The lowest 
number of successful registrations we get in case of stochastic Powell’s method which 
also requires the highest number of criterion evaluations. The number of criterion 
evaluations qualifies an optimization strategy from the aspect of its speed. The latter 
number serves for an assessment of strategy’s speed. The lower it is, the faster the 
strategy convergence to an extreme of the optimized criterion. From this point of view 
ASA is slower than stochastic ameba but — as mentioned above — more robust. 

Table 1. Numbers of successful localizations of global extreme during registration of serial 
(distant) optical slices for different optimization strategies and similarity criteria (30 re-starts); 
bracketed numbers represent numbers of function evaluations necessary for registration. 



similarity 

criterion 


stochastic ameba 


stochastic Powell’s 
method 


stochastic 

ASA 


SAVD 


14(5014) 


9 (15 373) 


19 (8220) 


NCC 


9 (8287) 


8 (17 335) 


19 (8220) 


MI 


1 (3985) 


0 (9569) 


6 (8220) 



^ Source code of ASA in C is available via anonymous ftp-servers [11], [12]. 
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On the basis of the aforementioned experiments we suggested algorithms for data 
registration that are optimal from the point of view of speed, robustness and 
reliability. 

Registration (composition) of adjacent partially overlapping volumes can be solved 
simply. We know approximate position of both volumes and the size of the overlap. 
Thus, registration requires only small shifts of the first volume with respect to the 
second one according to x, y and z axe. It is sufficient to apply shifts along x and y 
axes in extents ±20 voxels and along z-axis only ±1 voxeP. One possibility how to 
find the global extreme of a criterion is to use “full-search” with multi-resolution 
approach that lowers the size of data sets [9] — ^there is no need of more sophisticated 
optimization strategies, since the parametrical space is rather small. Our proposal is to 
replace full-search by “n-step search” [10]. This technique hinges on searching the 
parametrical space with large step first, and when an approximate position of the 
extreme is found, the step is decreased to its half The extreme position is refined only 
in vicinity of the previous result, and the step is decreased to its quarter, etc. “n” 
represents number of the partitioning of the step. To achieve the sub-voxel accuracy 
we set “n” equal to four (4-step search) with searching in the first step by four voxels, 
in the second step by two voxels, in the third step by one voxel, and, finally, in the 
fourth one by the half of voxel. By this way we reached certain simplification of the 
previously reported procedure [9], preserving low computational demands and 
increasing registration accuracy, because data set of low resolutions is used^ Our 
registration procedure requires about 750 criterion evaluations. But it should be noted 
that this approach is not quite suitable"^ for optimizing criteria that have narrow global 
extreme masked by local ones, e.g. MI; then “full-search” should be applied. 

Alignment of neighboring physical sections is a more complicated task. It is based 
on registration of peripheral optical slices that are generally mis-positioned and that 
are only similar in contents. Because of the very large parametrical space to be 
investigated we applied the multi-resolution approach. In case of this, it is vitally 
important to detect the global extreme on the level having the lowest number of data 
elements (pixels) as a prerequisite of correct registration of the original images. 
Therefore, robust, but fast enough optimization strategy should be applied. From all 
the strategies we tested the most suitable is stochastic ASA. The chosen number of 
repeated re-starts depends on the criterion used. It got proven that SAVD and NCC 
needed about twenty re-starts, but MI required at least thirty re-starts. One possibility 
how to continue searching on the next levels is to apply ASA again, but only once for 
a point of the extreme of the previous levels. Alternatively, n-step search — described 
above — can be applied too. Both approaches are approximately equivalent as far as 
the convergence speed (expressed by number of criterion evaluations) and accuracy of 
registration are concerned. 

Registration ends by specifying position of the global extreme of images of 
original resolution. Fig. 4 shows registration of 10- pm distant optical slices 
accomplished by procedure described and with NCC as a similarity criterion. 



^ We assume good stability in z-direetion when a physieal sliee is studied by CLSM. 

^ When small objeets, like grains or stars, are presented in images, after signifieant lowering 
resolution of the images they are praetieally eliminated. 

^ If the global extreme is narrow with regard to the size of step, “n-step seareh” ean miss it. 
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Fig. 4 Registration of distant optical slices (10 pm; 512x512) accomplished by the above 
described algorithm with NCC, A), B) are slices to be registered and C) is slice B) after 
registration; global extreme was found in position x=-9,63 (pixel), y=-50,08 (pixel), a=97,03° 
for ACC=0,55425 with 4242 criterion evaluations. 



4 Conclusions 

This work is devoted to the composition of stacks of serial optical slices captured by 
CLSM, which is based on data registration. The task consists of two steps. First, it is 
necessary to compose adjacent overlapping volumes captured from single physical 
section. This is based on slightly modified procedure that utilizes “n-step search”, 
which enables us to achieve higher accuracy and easier implementation. Second, 
image registration is applied to create a volume from neighboring physical slices. 
Image registration makes use of multi-resolution approach combined with adaptive 
simulated annealing and stochastic approach. This combination proved to be robust, 
fast and general enough for our purposes and it represents an original modification of 
the image registration procedure. Also, we paid attention to similarity criteria whose 
application depends on distortion of transfer function (linear, non-linear distortions) 
of both data sets. Selection of suitable criterion is in hands of an operator that judges 
the character of the distortion. 

Our future aim is to develop a software package for automatic or semi-automatic 
registration and composition of optical slice stacks in order to enable physicians and 
biologists to study human and biological specimens in high resolutions. The package 
should be based on the results of this practical study. 
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Abstract. Tongue, lips, palate, and throat are tracked in X-ray films 
showing the side-view of the vocal tract. Specialized histogram norma- 
lization techniques and a new tracking method that is robust against 
occlusion, noise, and spontaneous, non-linear deformations of objects are 
used. Although the segmentation procedure is optimized for the X-ray 
images of the vocal tract, the underlying tracking method can be used 
in other applications. 

Keywords: contour tracking, edge template, joined forward-backward 
tracking 



1 Introduction 

Although speech and speaker recognition systems achieve nowadays high per- 
formances in laboratory conditions, their performance is still unsatisfying under 
real-life conditions. Many researchers advocate, that more knowledge about the 
speech production process {e.g, co-articulation, dynamics, inter/-intra speaker 
differences) lead to improved feature extraction methods. Therefore, we attemp- 
ted to extract the position and shape of articulators in the ATR X-ray films 
[6], showing a side-view of the vocal tract. We have investigated contour mode- 
ling techniques proposed in the literature [5,2,7], but obtained only insufficient 
results. Furthermore, we observed that the optical flow fields obtained with be 
best performing algorithms in [1] do not give good indications on the motion of 
the articulators. Another approach to segment the ATR X-ray Aims is described 
in [4]. But no Anal results were published and lips or jaws were not tracked. Note 
that other methods to gain quantitative data on the motion of articulators exist: 
MRI and tags are used in [3], and ultra sound in [8,9]. 

2 Overview of the Segmentation 

Some articulators are more distinct in the images than others. Therefore, these 
are located first, and then, using the benefits of image normalization and con- 
straints on relative positions, other articulators are tracked (compare figure 1): 

This work has been performed with financial support from the Swiss National Science 
Foundation under Contract No. 21 49 725 96. 
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1 . The X-ray images are filtered with a Gaussian filter and their histograms 
are then zero-normalized (section 3). 

2. The upper front teeth are located by the means of a pattern matching algo- 
rithm using distorted grey- level histograms (section 3). 

3. Similarly, a reference point in the rear upper teeth is tracked. Teeth fillings 
are very robust objects for this purpose. 

4. The images are normalized for the position of the upper teeth and their 
grey-levels. 

5. and 6. The position of the lower teeth is determined. 

7. The images obtained in 4. are filtered with a Canny edge detector, 

8., 9., and 10. The edges corresponding to the lips and the rear throat are 
tracked in the edge images extracted in 7. 

11 . A modified Canny filter, that neglects negative gradients in x-direction, is 
applied to the images obtained in 4. 

12 . The front throat is tracked in the edge images obtained in 11 . 

13. Image parts representing the upper and lower jaw with the tongue in an 
advanced and lowered, as well as in a back and high position, are subtracted. 

14. These two series of images are filtered with a Canny edge detector. 

15. The tongue is tracked. Possible positions are restricted by temporal infor- 
mation as well as the location of the front throat. 




Fig. 1. Tracking of teeth, lips, front and rear throat, as well as the tongue 



3 Illumination Normalization 

The X-ray films are affected by a variable illumination, caused by either an 
instable X-ray energy or a varying shutter speed of the camera. This effect can 
not be eliminated by standard linear histogram normalization. Standard pattern 
matching algorithms yield therefore unsatisfactory results. 
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A first step to overcome this problem is to remove parts of the histogram: 
black parts with gray-values smaller than some value qq correspond to noise 
and parts of the image that are of no interest. Furthermore, gray- values in the 
interval [go^g] are almost not occurring, as shown in figure 2(a). Consequently, 
all pixels with gray- values smaller than ^ are set to ^ and the image is normalized 
to cover the whole range of gray-levels. Although modified images have a higher 
contrast, the main benefit is to obtain the same brightness for an object in all 
images. The cut-off value g is chosen for each image according to the formula: 

g = max< K \ E hist(i) < N • q and K G [^o,255] >. (1) 

^ i=9o ^ 

In this formula, hist(i) is the number of pixels with gray- value i, A is the 
number of pixels, go is chosen close to zero in the left of the nearly empty region 
of the gray-level histogram, and q is the fraction of pixel values that are allowed 
in the interval [go^g]- Figure 2(b) shows the histogram of the resulting image. 





(a) Original histogram (b) Modified histogram. 

Fig. 2. The lower part of the histogram of the images is removed. 



The histogram of the images are also subject to non-linear distortions. We 
compensated for this in the pattern matching process: the histogram of the 
template is modified during a comparison with some image location by the means 
of a flexible histogram mapping function (for more details see [11]). 

4 Tracking Using Edge Templates 

4.1 Edge-Bsised Template Matching 

This section describes the basic matching procedure for edge templates with an 
edge image. The approach assumes that the object {e.g, the tracked articula- 
tory feature) 1. is exactly once present in an image, 2. it is invariably at 
the same place and has the same orientation and size, respectively all possi- 
ble places, orientations, and sizes of the object are represented in the training 
data. The procedure is, however, robust against small deformations, transla- 
tions, and rotations, as well as occlusion and noise. It does not require that the 
edges corresponding to the object are connected. 
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The matching procedure uses edge images, as produced by a Canny edge de- 
tector (figure 3(a)). In a first step, edges are detected in all normalized images. 
From these edge images, representative edges are extracted (figure 3(b)). Such 
images are called state images in the following. These state images are inver- 
ted and blurred by a Gaussian filter, resulting in so-called matching images Si 
(figure 3(c)). Both images are further associated with the same state which is 
proper to them. 




(a) The Canny-filtered (b) A selected edge: (c) A matching image, 

image. the tongue. 

Fig. 3. Creation of a state (image). Image (a) shows a side view of the vocal tract with 
lips (right), jaws, and throat (left). 



The matching images Si (the figure background is encoded as 0, the fore- 
ground as positive values) are used in the matching procedure. The score of a 
matching image Si with respect to an image X is calculated as 



score (<S^, A") = E X{x,y)* Si{x,y) (2) 

x,y 

The matching image Si with i = argmaXjr. (score (<S/^, X)) is defined as the opti- 
mal state and written as <S(V). Although equation (2) evokes a rather high com- 
putational complexity (per frame n multiplications of matrices in the size of the 
images, if n is the number of possible states), an implementation can be efficient: 
only non-zero parts of the matching image need to be considered in equation (2) 
which permits considerable optimizations. Furthermore, the tracking procedure 
described in section 4.3 limits the number of matching images for which the score 
has to be calculated to a small subset. 



4.2 Selecting State Images 

In order to obtain good results with the matching procedure, the edges used for 
the state images should be selected consistently. In particular, the size of the 
selected edges and cut-off points should be similar. Example choices are given in 
figure 4 by the bold lines. 
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Fig. 4. The bold lines are examples for selected edges. From the points marked by the 
flash downwards, the edge of the tongue is also the edge of the front throat. 



4.3 Adding Temporal Information to the Tracking Procedure 

The performance of the basic matching procedure described in section 4.1 can be 
improved by using temporal information. 7.e., if the deformation and/or displa- 
cement of a feature is small between consecutive frames, a prediction of possible 
next states can be done on the base of the current state. Whether or not certain 
transitions are possible, is here estimated by calculating a heuristic distance bet- 
ween contours and then permitting only transitions corresponding to the smallest 
distances. 

These distances would ideally be defined as the mean traveling distance of 
contour points. As such a strong correspondence between contour points can 
not be determined, the distance Di^j between two edges i and j is defined as 
the ratio of surface delimited by the splines to the mean length of the splines 
approximating the contours. Note, that generally the endpoints of the splines do 
not correspond to the same points of the feature. The splines to be used for this 
calculation are therefore only parts of the splines which approximate the edges 
(compare [10]). 

Then, for each state the element Ti^j of the state transition matrix, is 
defined as 1, if Vij is among the p percent smallest elements of vector Vi and 0 
otherwise. Furthermore, T is augmented by a row Tq^ = 1, corresponding to an 
initial state Nq. For this project, p = 30% was chosen. A transition from state i 
to state j is possible if, and only if, = 1. 



4.4 Tracking a Feature 

The tracking procedure is an iterative process, in which the selection of a set 
of possible next states by means of the transition matrix T alternates with the 
calculation of the optimal state with respect to this selection. More precisely, the 
score of Si with respect to matching image and the optimal state 
for the previous frame is calculated using the following formula: 



scorb(<S^, Xt) 



score(<S^, Ti) if 7/y = 1 with [Xt-i) = Sj 
0 otherwise. 



( 3 ) 





Tracking Articulators in X-ray Movies of the Vocal Tract 



131 



Whereas for the image Vi, the preceding state is defined as Sq. Then, the optimal 
state (Vi) is defined as the state with the maximal score. 



5 Joined Forward-Backward Tracking 

One important assumption in section 4.3 is, that objects move slowly. Although 
this is true most of the time, there are exceptions: tongue and lips can move 
so fast so that they assume almost opposite extreme positions in consecutive 
frames. 

However, before and after those spontaneous, high-velocity movements, the 
velocity and acceleration of the respective articulators are low or even zero and 
fulfill for a certain time the assumption of slow movements. The following ap- 
proach exploits these observations and reduces the tracking errors that are due 
to fast movements. 



1. Calculate the forward tracking sequence S as in section 4.3. 

2. Calculate the backward tracking sequence <S in a similar manner, but using 
a score that restricts the states in a backward manner. 

3. Join state sequences S and S to form the forward-backward sequence S : 




This approach can be used for the lips as well as for the rear and front throat. 



5.1 Tracking the Tongue 

The tongue is often hidden by the jaws, especially the teeth, which means that its 
contour is not or only hardly visible. Sometimes even a human observer is unable 
detect the precise location of the tongue. The tracking procedure is consequently 
augmented by a specialized version of background subtraction. As the upper jaw 
is not moving, its image can be directly subtracted (figure 5(a)). The background 
image with the lower jaw has to be oriented according to the current position of 
the jaw, which is known from the tracking of the lower teeth. Furthermore, two 
background images of the lower jaw with different tongue positions are required 
(figures 5(b) and 5(c)): as no background image without the tongue is available, 
the contour of the tongue will disappear if the tongue in the image is at the 
same position as in the subtracted background image. Therefore, according to 
the position of the more easily tracked front throat, one of the two different 
background images of the lower jaw are used. 

Figure 6 shows an example: the jaws are subtracted from the original image 
6(a), resulting in image 6(b). It can be seen that the image region corresponding 
to the tongue is more uniform and the fillings in the upper teeth disappeared. In 
consequence, the edge of the tongue in the region of the mouth is nicely detected 
by a Canny edge detector (image 6(c)). 
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(a) The upper jaw (^b) The lower jaw with (c) The lower jaw with 



the tongue advanced the tongue drawn back 

Fig. 5. Background images subtracted from images before the edge detection for the 
tongue. 




(a) A part of a X-ray (b) Background images (c) The resulting edge 

image. subtracted. image. 

Fig. 6. An example for the subtraction of the jaws followed by an edge detection as 
used for the tracking of the tongue. 



The tracking procedure is similar, with exception that possible state transi- 
tions are also limited by the estimated horizontal distance of the contours of the 
front throat and the tongue. The cut-off values for tongue-tongue and tongue- 
front throat distances are tuned in order to restrict the number of states images 
that are actually matched with an image to approximately 30%. 



6 Results 

The film Laval 43 with 3944 frames showing the vocal tract was completely ana- 
lyzed and the results are made available on the WWW page of the IDIAP vision 
group (URL: http:www.idiap.ch/vision). The data includes the position of 
the front teeth, some position in the rear upper and lower teeth, as well as con- 
tours in the form of splines for the lips, tongue, and throat. We assume that the 
precision of the tracking procedure is sufficient for speech analysis purposes, alt- 
hough a quantization of the error is infeasible in practice. However, we estimate 
that a human would have located the contours of lips and throat in more than 
98% very similarly. For the position of the tongue we estimated this figure to be 
above 95%. Further, the maximal error for the position of the teeth is likely to 
be below 2mm in real world dimensions. 
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7 Conclusion 

We proposed a contour tracking algorithm that can be applied to objects of 
which the general position is known (or limited to a small number of positions), 
but that are subject to non-linear, spontaneous deformations. The approach is 
very robust against noise and occlusion, and is based on the assumption that 
deformations, with the exception of rarely occurring spontaneous deformations, 
are slow. The approach associates contours with states, and motion as well as 
object deformations with state transitions. During the tracking procedure, the 
state transitions are restricted to those associated with small movements. Spon- 
taneous deformations are dealt with by joining the state sequences obtained by 
tracking the image sequence forward and backward in time. 

With respect to the obtained results, the low quality of the X-ray database, 
and the difficulties proper to this type of data, the method can be considered to 
be very robust. 

We expect the obtained results for the film Laval 43 of the ATR database to 
be sufficient for speech research purposes. 
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Abstract. An aetive eontour model with expansion “balloon” forees was used 
as a tool to simulate the ehanges in shape and inerease in eross-seetional area, 
whieh oeeur during the eontraetion of isolated musele fiber. A polygon, 
imitating the boundaries of the relaxed musele fiber eross-seetion, represented 
the initial position of the aetive eontour model. This eontour was then expanded 
in order to inerease the eross-seetional area and at the same time intrinsie elastie 
properties smoothed the eontour. The proeess of expansion was terminated, 
when the area of the inflated eontour surpassed the preset value. The equations 
that we give, lead to a eontrolled expansion of the aetive eontour model. 



1 Introduction 

Skeletal muscles, which are exquisitely tailored for force generation and movement, 
are characteristically composed of muscle fibers with different structural and 
functional properties. Besides the prevailing contractile proteins organized into 
cylindrical myofibrils, a fiber’s interior contains other organelles essential to cellular 
function. Among these mitochondria, lipid droplets, and glycogen provide the 
metabolic support needed by active muscle. Externally a muscle fiber is bounded by 
the sarcolemma, an elastic material, composed of plasma membrane, an external basal 
lamina, and a collagen layer having together a thickness of about 0. 1 |Lim. 

In transverse section the profiles of the muscle fibers are usually polygonal 
because endomysium, the bounding connective tissue, enforces tight apposition of the 
fibers as they grow (Fig. 1). The endomysium is the site of metabolic exchange 
between muscle and blood, and capillaries run, together with small nerve branches, in 
this layer. 

When a motor neuron is excited, an action potential is propagated along the 
axon and its branches to all of the muscle fibers that it supplies and elicits a twitch 
contraction. If a second nervous impulse is delivered before the muscle fibers relax, 
the fibers contract again, building the tension to a higher level. Because of this 
mechanical summation the higher the impulse frequency, the more force is produced. 

Recently Taylor and colleagues [7,10], found that an isolated fiber’s cross- 
sectional area increased during isometric tetanus. The magnitude of the increase 
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varied from 1% to 40% along the fiber with the mean of 20-25%. Active force 
development along a fiber’s axis thus evidently produces outwardly directed radial 
forces. 




Fig. 1. A sample of muscle fibers. The profiles of muscle fibers are polygonal. 

The purpose of this study was to simulate changes in cross-sectional area and 
shape, due to contraction of isolated muscle fibers. We have explored the idea of 
active contour models or snakes, introduced by Kass et al. [4], which have proved to 
be a useful technique for detecting object contours and shape changes [5,9]. The 
energy functional was formulated in such a way that only the contour’s intrinsic 
elastic properties and outwardly directed radial forces governed the behavior of an 
active contour model. No other external forces were thus present. 

The paper is organized in the following way. In section 2 we review the 
classical active contour models and give the equations that control their well-known 
shrinking effect. In section 3 we give equations that enable controlled interaction of 
internal elasticity and inflation forces. In section 4 we give the results of the muscle 
fiber contraction simulations and in conclusions, section 5, we evaluate the results of 
the research and give ideas, how these results can be of use in future work. 



2 Active Contour Models 



An active contour model is a planar curve defined by a set of connected points, which 
iteratively move from an initial position to its final state. The evolution is driven by 
minimization of the energy functional which is a function of internal and 

external energies [4]: 

r 

= J (v(h)+ (v(h ))^^5 , 

0 



where the position of the snake is represented parametrically by v(^)=(x(^),y(^)), 
along contour 0 <^ < 1. The internal energy term controls the elastic properties 
of the snake and is expressed by: 






a(5) 



dv(s) 



ds 



+m 



d^v(s) 



ds' 



2^ 



( 2 ) 
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where the parameter a(s) controls the amount of stretching the snake is willing to 
undergo and (3(s) controls the amount of flexing it will allow. The external energy 
comes from the image and/or higher-level processes and is responsible for the 
deformation and moving of a snake. 

Using the calculus of variations, minimizing the energy functional gives rise to an 
Euler-Lagrange equation which, when discretized and solved iteratively, gives [4]: 

Vi =(A + ;kI)-'(;k v^_i -f(v^_i)) , (3) 

where v^={v^^,v^^,...,v^J are the positions of N control points at iteration A is a 
pentadiagonal matrix, depending on the elasticity parameters a and (3, y is the step 
size parameter, and f(v^_i) are the external forces at control points of the discretized 
snake. Internal forces provide regularization through the inverse of the positive 
definite matrix (A+yl). 

In the absence of external forces, i.e. f(v^.;) = 0, active contour models tend to 
shrink into a point. To evaluate the shrinking effect, Gunn [2] used a discrete circular 
contour defined as: 



v,-,o +t, =r. 
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( 4 ) 



where v.^ is the initial position of a point i on the circular contour, which is defined by 
N points c ^ i = {1,...,N}, is the radius of the initial contour and is the vector 
indicating the circle's center. If the contour is exposed only to internal forces, it 
shrinks uniformly and the amount of contraction in one iteration, expressed as Ar, Ar 
= j - r^, depends on the values of elasticity parameters a and (3, and the step size 
parameter yas follows [4]: 

^ rf^(a47T^ + /3167 t^) (^) 

r 



provided that the number of points N»7i. On the other hand, for preselected elasticity 
parameters a and (3 and radius defined, any desired decrease of radius Ar (except 
Ar = 0) can be achieved by setting the value of step size parameter y to: 

- Ar)(a47T^ + /3167 t^) (^) 

^ Ar 



The parameter Ar may thus control the step size parameter y, i.e. the speed of 
contraction. When the value of Ar is small, the contraction is smaller and as the value 
of Ar increases, the amount of contraction of the snake increases accordingly. Fig.2. 
shows the evolution of the active contour model in five iterations from the same 
initial position, a square, using different values of Ar. Equation 3 with external forces 
f(v^ j) set to zero was used to define the position of points after each iteration. A 
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smaller Ar, and a correspondingly higher number of iterations would eventually lead 
to the same final contour position as using higher value of parameter Ar and lower 
number of iterations. 



Ar = 0.001 






Ar= 1 



Fig. 2. The initial position of the active contour model is indicated with a dotted line, which has 
a shape of a square. Five iterations were executed, using different values of Ar. 



Fig.3 shows how the values of elasticity parameters a and (3 influence the 
evolution of the active contour model, when step size parameter y is calculated 
following equation (6). The values of parameters a and (3 were changed in the range 
from 10^ to 10^^, while parameter Ar was set to Ar = 1. Results were similar for most 
combinations, except the combination, when parameter a had a significantly higher 
value than parameter (3, a=10^^ and (3=10 ^ This shows that elasticity doesn’t depend 
on the absolute values of parameter a and (3, but on their ratio, i.e. when parameter a 
is bigger than parameter (3 the contour is more rigid. 




a=10^^(3= 10^^ 






Fig. 3. Different values of elasticity parameters a and (3, despite their large variability, return 
almost identical results, showing that parameters a and (3 do not significantly influence the 
behavior of a snake. 



Due to its internal energy, the active contour model always tends to shrink. The 
amount of shrinking can be controlled by a suitable value of Ar. To achieve an 
expansion of the active contour model, strong enough external forces have to be 
applied. Inflation forces, which were proposed by Cohen [1], are pushing the points of 
the snake outwards, in the direction perpendicular to the contour. The snake acts as if 
air was introduced inside and these kinds of active contour models are also known as 
“balloons”. The external forces, as defined in [1], are: 

f(va)=A/iiy, (7) 

where n. is the normal unit vector to curve at points v. in iteration k, and is the 
“balloon force” amplitude. The normal unit vector at discrete control points of an 
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active contour model was defined according to the solution proposed by Lobregt and 
Viergever [8]. Fig. 4 illustrates the effect of internal, shrinking, and external, inflating 
forces. 



3 Simulation of Muscle Fiber Contraction 



Active contour models with expanding forces were used as a tool to simulate changes 
in shape and cross-sectional area during contraction of isolated muscle fibres. The 
internal forces of the active contour model were used to simulate the elements of the 
cytoskeleton that normally restrict lateral expansion of an intact fiber. The expansion 
of muscle fiber boundaries was achieved by applying a pressure force pushing outside 
in every point v.^, in the direction normal to the contour. This simulated the outwardly 
directed radial forces that are produced by active force development during fiber 
contraction. 




Fig. 4. The amount of shrinking of a circular contour (a) can be supervised by the step size 
parameter y, which is based on the value of Ar (equation 6). In order to expand the contour, 
inflation forces, strong enough to overweight the contraction, have to be applied (b). 



The resemblance between muscle fibers and Voronoi polygons was first observed 
by Honda [3]. Based on that observation we selected a Voronoi-like’ polygon to 
imitate the boundaries of a muscle fiber and at the same time represent the initial 
position of the active contour model. This initial contour was then expanded in order 
to increase the cross-sectional area, and at the same time intrinsic elastic properties 
smoothed the contour. After every iteration k the active contour model area A^ was 
calculated and checked for the stopping criterion. The process of expansion was 
terminated, when the area of the expanded contour surpassed the preselected value 
A 

^contracted' 

~ ^contracted ’ 

which represented the cross-sectional area of muscle fiber in contracted state. 

This simulation is an iterative process and, in order to get a good approximation, 
the increase of area in each iteration should be small, to gradually approach the 
desired value of cross-sectional area This calls for carefully tailored 

inflation forces which, on one hand, balance the contraction forces and, on the other 
hand, expand the active contour model for a small amount &4. Based on user selected 
value of 5A we have derived the necessary inflation forces. The expansion of a 
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circular contour, as defined in equation (4), in every iteration increases the contour’s 
area for: 



5A=7T{r^ -r/_i) . 



(9) 



Because the shrinking effect can be made insignificant by setting Ar in equation (6) 
to a small enough value, the size of inflation forces also defines the size of expansion 
of the contour and therefore r^= Inserting r^= ^ in equation (9) and 

expressing leads to the amplitude of inflation forces: 



fbf = -n 



n ^ 

k-1 ^k-\ + — • 

V 71 



( 10 ) 



Inflation forces are added to every active contour model point and they act 
perpendicularly to the contour in the direction toward outside. The complete evolution 
equation for controlled expansion of the snake is: 

V* =(A + rI)"V(Vt_, (11) 

Internal forces act uniformly on each contour point only in case of a circular 
contour with evenly spaced control points. Equations (9)-(ll) are derived on the 
assumption that we are dealing with such a contour, as is defined in equation (4). 
These conditions are not exactly met in the case of contours representing the muscle 
fiber boundaries, but nevertheless the differences are not too excessive. 



4 Experimental Results 

As we have shown in Fig.3, the values of parameters a and (3 do not significantly 
influence the behavior of the active contour model, especially when the value of Ar is 
small. Therefore we have set them to constant values (a=(3^1). The values of 
parameter Ar varied from 10'^ to 10^ Neering et al. [7], have found that the cross- 
sectional area of an isolated frog’s fiber increased from 1-40% from the relaxed to the 
contracted state. Following these figures we studied the increase of area form its 
initial size for 0.1%, 1%, 10% and 40%. Results of the experiments, using a polygonal 
initial shape, different values of parameter Ar, and different area changes AT are 
shown in Fig. 5. 

In our experiments the parameter Ar could not take values greater than 10 ^ 
Inflation forces are calculated based on the assumption that the shrinking effect is 
negligible. If the values of Ar are to big, than this no longer holds, and the inflation 
forces are not strong enough to overcome the shrinking effect. Nevertheless, the 
allowed range of parameter Ar leaves enough room to simulate the desired changes in 
shape and size of cross-sectional area during contraction of isolated muscle fibers. 

Fig. 5 shows that, in order to get a rounder final shape, the increase of area 
should not be too small. In case, when the area increased for 0.1%, the smoothing 
effect was limited, even with higher value of parameter Ar. Vertices were softened, 
but the overall shape of the contour didn’t change much. 
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AA=0.1% 




Ar=10'^ Ar=10'^ 










Fig. 5. The dotted line indieates the 'Voronoi-like' polygon, representing the initial position of 
the snake. Desired inerease of eontour's area was set to 0.1%, 1%, 10% and 40% (following the 
results of Neering et al.[l]) and the results obtained with different values of Ar parameter are 
shown in the first, seeond, third and forth row, respeetively. 




AA = 0.1% AA=1% AA=10% AA = 40% 



Fig. 6. Simulation of different flexibility eonditions along the eontour. Parameter Ar is 
ehanging from 10’^ at the top to 10’^ at the bottom of the eontour. 

In another experiment we studied the changes in cross-sectional area and shape by 
presuming that different segments of the contour have different elastic properties. We 
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have simulated these conditions by changing the value of parameter Ar along the 
contour. The value of parameter Ar a the top of the polygon in Fig. 6 is Ar = 10 ^ 
allowing a greater flexibility, while at the bottom of the contour Ar = 10^, decreasing 
the flexibility. 



5 Conclusions 

The present study is a preliminary one. The experimental design involved isolated 
muscle fibers. In living muscle in situ, where extracellular space is restricted, the 
amount of cross-sectional area change may be much smaller and the contracted fibers 
are most probably much less circular than the contracted isolated fibers. Evidently, 
any attempt to extrapolate the magnitude of cross-sectional area and shape changes 
simulated in this study to the other situation should be taken with caution. This 
research proved that active contour models with addition of inflation forces are a 
promising tool for the simulation of muscle fiber contraction. All these data can now 
be further used to simulate the interaction of a number of active contour models 
corresponding to fibers in a fascicle or the whole muscle. 
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Abstract. This paper presents a new approach to the classical 
chromosome classification and identification problem. Our approach maps 
distinctive features of chromosomes, e.g. length, area, centromere position 
and band characteristics, into fuzzy logic membership functions. Then 
fuzzy similarity relations obtained from the membership functions are 
used to classify and identify the chromosomes. This method has several 
advantages over classical methods, where usually a prebuilt single-criteria 
of template chromosomes is used to compare the unknown chromosome 
as to make a decision about its identity. First the formulation of 
chromosome characteristics using fuzzy logic better compensates for the 
ambiguities in the shape or band characteristics of chromosome in the 
metaphase images, second the use of all the characteristics of the 
chromosomes produce a more fail-safe method. As a preparatory step to 
the actual identification process we divide chromosomes according to 
their fuzzy similarity relation based on length and area into groups. To 
recover from the situations where a chromosome may be misgrouped 
because of its disconfirmity to ideal definitions, we refine the grouping of 
chromosome by applying fuzzy similarity relations which represent the 
relative centromere positions of chromosomes. Then the band 
characteristics of each chromosome in a group is correlated with the band 
characteristics of the chromosomes in the same group of a preprocessed 
template to obtain identity of the chromosome. The templates used at this 
step are updated each time when a chromosome is identified, so the 
system has an adaptive decision algorithm. 



1 Introduction 

Cytogenetics deals with the analysis of chromosomes (Fig. 1), which carry genetic 
information. There are normally 46 chromosomes in a human cell, which are 
arranged as 22 pairs of autosomes (numbered from 1 to 22) and 2 genosomes. 
Each chromosome consists of two chromatids which are joined together at the 
centromere, that forms the primary constriction of a chromosome. The two 
chromatides of a chromosome are called the p-arm and q-arm, with p-arm always 
being the shortest. Therefore the location of the centromere classify a 
chromosome as metacentric, submetacentric or acrocentric(Table 1). [6] arranges 
the chromosomes into seven groups(A-G) according to their descending order of 
size and centricity. 

F. Solina and A. Leonardis (Eds.): CAIP^9, LNCS 1689, pp. 142-148, 1999. 
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Fig. 1. A typieal human ehromosome 

Besides the shape characteristics of a chromosome, there is another distinctive 
feature of each chromosome, which is called a band. A band is a region along the 
chromosome, that is apparently darker or lighter in intensity compared with the 
adjacent regions. Bands are the result of special staining procedures which are 
applied to the chromosome during their metaphase stage. 



Table 1. Metacentric, submetacentric and acrocentric chromosomes 



Centromere Group 


Chromosome Number 


Metacentric 


1 3 16 19 20 


Submetacentric 


245 67 8 9 10 11 12X 17 18 


Acrocentric 


13 14 15 21 22 Y 



Manual identification of chromosomes is a time consuming and challenging task, 
since it requires the evaluation of lengths, centromere positions and also band 
characteristics of the chromosomes in at least 20 cells for each patient to reach at 
satisfying results. Also the fact that cytogenetics is very important in medical cases 
where time is the primary restricting factor like the identification of chromosomal 
disorders and/or prenatal diagnosis the necessity of automatic classification and 
identification systems for chromosomes with high accuracy cannot be argued at. 

An analysis of current classification and identification systems reveals the fact that 
these systems usually employ a template-matching algorithm, where the template is 
constructed by the combination of one or more chromosome characteristics. The 
weak point of this approach is the fact that a chromosome not matching a template, 
e.g. length template may be misidentified because of a random match in another 
template, e.g. band template. Therefore we decided to include all of the 
characteristics of a chromosome in the classification and identification process and 
to design the decision algorithm as similar as a professional in cytogenetics would 
do, by formulating fuzzy logic functions of chromosome characteristics. 

2 Fuzzy Similarity Groups for Length and Area 
Characteristics 

Test conducted on many chromosome samples showed that a chromosome 
supposed to be smaller than another chromosome according to [6] may be larger 
than this chromosome in some metaphases. This fact shows that length and area 
characteristics are necessary but not sufficient for automatic chromosome 
identification, so we decided to use these characteristics to formulate fuzzy 
similarity functions. The use of these functions will group the chromosomes based 
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on their length and area as a preparatory step in actual identification. The 
formulation of the aforementioned fuzzy functions is as follows: 

If we denote the length of the chromosome /, with then the total length of N 
chromosomes is given by 



N 

Lr = lA 

i=\ 

Then we can express the relative length of each chromosome with 




(1) 



( 2 ) 



Using the relative lengths of the chromosomes i and j, their membership degree 
can be given by the formula 






i>i. 

I j 



h > h 



( 3 ) 



which satisfies the following three conditions: 



1. each chromosome is identical to itself, //.. = l 

2. the membership degrees //^^and for two chromosomes i and j are equal, 

3. the membership degree function is defined within the lower and upper limits 
of the independent variable / 




Fig. 2. fiizzy membership degree relation for the lengths of 46 ehromosomes 

For 46 chromosomes sorted in descending order by length i=\.A6, j=\.A6 

(Fig. 2) can be arranged in a matrix as shown in Equation 4. 

r^.i M,46i 



M, = ^{L) = 



i^46,l * * * i^46,46 
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This matrix represents the similarity relation for 46 chromosomes, where each 
value is between 0 and 1 inclusive. 0 means totally dissimilar, 1 means identical. 
In this form Mr is both reflexive and symmetric, so it is called a tolerance fuzzy 
relation. What we are seeking for is the transitivity of Mr so we apply repeated 
max-min compositions as in Equation 5 until the condition MrN+\ = MrN is 
satisfied. 

A^-i (5) 

i=\ 

According to Warshall algorithm the condition MrN+\^ MrN is satisfied in at most 
(v-i) steps each consisting of logic multiplications. In our case ^ = 46 ^ * 45 
calculations is required for each membership degree matrix to reach the steady 
state. Therefore we developed an algorithm called, successive power taking, which 
reduces the number of calculations drastically. If we denote 



n ^ Mr * Mr 



then it follows that 

T2 = T\ o T\ 



Tr — Tr-l ° Tr-\ • 

This equality can be expressed as 

T = { { { Mr - Mr f f - )' 

This formulation reduces the total number of calculations by 
( TV - 1 ) / log 2 ( TV - 1 ) steps. 

The resulting matrix is the equivalence relation for 46 chromosomes. An CC -cut 
operation is performed on the equivalence relation matrix to defuzzify the relation. 
At this step each value of 1 in the ith row of the defuzzified relation matrix shows 
the similar chromosomes to the ith chromosome. In this way we obtained the 
relative length similarity groups (Gi). Applying the same technique to the areas of 
the chromosomes we obtain the relative area similarity groups (GJ for the 
chromosomes. 

3 Fuzzy Similarity Groups for Centromere Positions 

The length / of a chromosome can be expressed as: 

I = p + q (6) 

where p and q correspond to the lengths of individual arms of the chromosome. 
Then the relative centromere position of a chromosome is given by 

p (7) 



c 



p + q 




146 M. Elif Karsligil and M. Yahya Karsligil 



The calculated values for the relative centromere position of metacentric, 
submetacentric and acrocentric chromosomes are given in Table 2. 

Table 2. Chromosomes and their relative eentromere positions 



Chromoso 
me Number 


Relative 

Centromere 

Position 


Chromoso 
me Number 


Relative 

Centromere 

Position 


1 


.45-.50 


13 


.13-.22 


2 


.35-.42 


14 


.13-.22 


3 


.44-.50 


15 


.13-.22 


4 


.24-.30 


16 


.41-.45 


5 


.24-.30 


17 


.28-.37 


6 


.34-.42 


18 


.23-.33 


7 


.34-.42 


19 


.42-.50 


8 


.33-.3S 


20 


.41-.50 


9 


.32-.40 


21 


.22-.30 


10 


.30-.37 


22 


.22-.30 


11 


.35-.45 


X 


.36-.41 


12 


.24-.30 


Y 


.28-.34 



As can be seen from Table 2, the majority of relative centromere positions for 
submetacentric chromosomes are in the range 0.30-0.42, but chromosomes 4, 5, 12 
and 18 in this group disobey this distribution and have values between 0.23 and 
0.33. The same behavior can be observed in the group of acrocentric chromosomes 
too. The only exception is the metacentric group where all the chromosomes have 
values between 0.41 and 0.50. Therefore we decided to group the chromosomes 
into four groups (Table 3) based on their centricity in contrast to the three groups 
defined in [6]. 



Table 3. New arrangement of ehromosomes in to four groups by their eentromere position. 



Centromere 

Group 


Relative 

Centromere Position 


Chromosome Number 


SI 


.42-.50 


1 3 16 19 20 


S2 


.30-.41 


2 6 7 8 9 10 11 X 17 1821 22 


S3 


.28-.34 


4 5 12 Y 


S4 


.13-.22 


13 14 15 



If we denote the lower limit of a group by Cu and the upper limit by then the 
fuzzy membership function to give the similarity among to chromosomes based on 
their centricity can be written as: 



1 



Ckl < Cj < Cfe, 





^J 


< c 


^ku 




^ku 




>c, 


c, 




L j 







( 8 ) 
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The same technique given in the previous section applied to 

/=1..46, 7=1. .46 gives the relative centromere position similarity membership 

degree groups (Gs). 




Fig. 3. Fuzzy membership degrees for the relative eentromere positions 



The intersection of G/ , Ga, Gs groups is calculated to divide the chromosomes into 
seven groups which correspond to the A-G groups [6]. The next step involves the 
actual identification of each chromosome within the seven groups using their band 
characteristics. 



4 Identification of Chromosomes Based on Their Band 
Characteristics 

Each chromosome shows a different band pattern, but external conditions, staining 
procedure or the chromosome itself can influence the resulting band pattern, so 
that some bands may be missing or other bands become visible. It is therefore 
mandatory to use only characteristic band information in the calculations to make 
the method more resilient to such changes in band patterns. To extract 
characteristic band information we run histogram equalization on the gray level 
chromosome images and reduced the gray levels such that only transitions from 
white to gray and from gray to black remained. Then we calculated a template 
band pattern for each chromosome in each group. To identify a chromosome in a 
group, this chromosomes band pattern is correlated with the band patterns of the 
chromosomes in the template group using the following formula 



r{x) 



E{ix-yJ(y -Vy)} 
'E{{x-r,XYE{{y-n,f) 



(9) 



which results in -l<r(x)<l, where values between 0 and 1 shows the degree of 
similarity. So we write the following equation to obtain a fuzzy membership 
function based on r(x) 



-*r(x) + - 
2 2 



The highest //(x) value gives us the identity of the chromosome. This template 
scheme is designed to be adaptive in the sense that the template values are 
adjusted and recalculated each time when a new chromosome is identified 
correctly. 
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5 Conclusion 

In this paper we presented an original and new method to the classification and 
identification problem of chromosomes based on fuzzy logic membership 
functions. This method, at the first step divides the chromosomes into preliminary 
groups using similarity relations resulting from fuzzy membership degrees. Second 
it rearranges these preliminary groups according to their centromere position 
similarity. At last step it identifies each chromosome of a group by correlating its 
band characteristics with the band characteristics of template chromosomes of the 
corresponding group. The system adapts itself as chromosomes are identified by 
updating the templates of the chromosomes. 

This method has been successfully applied to 150 metaphase images with an 
average rate of 98% correct grouping of chromosomes and 94% correct 
identification of chromosomes within these groups. 
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Abstract. This paper shows that the application of Enhanced Neural 
Networks when dealing with classification problems is more powerfull 
than classical Multilayer Perceptrons. These enhanced networks are able 
to approximate any function f{x) using a n-degree polinomial defined 
by the weights in the connections. Also, the addition of hidden layers 
in the neural architecture, increases the degree of the output equation 
associated to output units. So, surfaces generated by these networks are 
really complex and theoretically they could classify any pattern set with 
a number n of hidden layers. Results concerning medical imaging, breast 
cancer diagnosis, are studied along the paper. The proposed architecture 
improves obtained results using classical networks, due to the implicit 
data transformation computed as part of the neural architecture. 



Keywords. Neural Networks, Breast Cancer, Approximation Theory. 



1 Introduction to Enhanced Neural Networks 

Since 1962 Rosenblatt published the Percept ron architecture, most of the ap- 
plications and theorical researches in the field of Neural Networks are based on 
the signal propagation from the input to the output and the adjustment of the 
weights in the connections. 

The most powerful characteristic of NN is the generalization of data not 
presented to the net. MLPs with no lineal activation function have demonstrated 
[12,5] to be able to solve most of the problems that have been stated, provided 
that the data pre-processing is carefully done. That is, neural networks with one 
hidden layer are universal approximators [5,6,3], the main problem is to choose 
the right number of hidden units [4] . 

Recent approaches take into account that the weights do not need to be static 
for all the patterns in the training and test sets. Among them, Jordan [8] and 
Jacobs [7] introduced Modular Neural Networks [MNN) with a different learning 
algorithm for each module and the possibility of having context units. Vapnik and 
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Bottou combined local algorithms [2] and some statistical methods [1] in order to 
have different weight sets. In 1992, Pican [11] proposed a similar approach. Pican 
defined an OWE [Orthogonal Weight Estimator) model in which each weight is 
computed by an MLF using as input a specific context information. 

Multilayer Percept rons MLP are based on the fact that the addition of hid- 
den layers increases the performance of the Perceptron. This way, data sets with 
a no linear separation can be divided by the neural network and a more com- 
plex geometric interpolation can be achieved [13], provided that the activation 
function of the hidden units is not a linear one. 

The proposed neural networks ENNs are characterized for having different 
weights for each different pattern which is introduced to the net. Such mechanism 
could be thought as a local interpolation in some specific points of the function 
f[x) that the pattern set defines instead of the global interpolation that MLF 
networks provide. 

In order to reach this property two neural networks have been used. The 
assistant network computes the weights of the main network depending on the 
input pattern. That is, each pattern produces a set of weights that is employed 
in the main network to output the desired response. The main and assistant 
networks share the inputs. 

Such behaviour seems very logic from a neuropsico logical point of view. Bar- 
bizet proposes connections among the neurons, these connections propagate the 
input signal to different neurons increasing or decreasing the power of the signal, 
depending on the features of the connections. 

Mathematically, the previous idea could be expressed as: Wji = o/^, being 
Wji a weight of the main network and oj. the output of a neuron in the assistant 
network. Such idea permits to introduce quadratic terms in the output equations 
of the network where they were lineal equations using Backpropagation Neural 
Networks BFNN with linear activation functions. 



2 Aproximation Capabilities 

The initial idea of Artificial Neural Networks was very disapointed in their ear- 
liest stage, since the Perceptron architecture does not classify in the appropiate 
class the XOR boolean function, in which a lineal separation of classes was not 
possible. Besides, and more important, there were linear activation functions in 
the units. This fact makes that the addition of new hidden layers does not im- 
prove the performance of the network since the architecture could be reduced to 
another one without hidden layers. 

In the proposed architecture TWA, the addition of new hidden layer with 
lineal activation functions increases the computational performance concerning 
M5T, time, and generalization. This is one of the most important advantages 
with respect to the Perceptron. 

Next figures show the scheme of an TWA without any hidden layers and with 
one hidden layer and with lineal activation function. These networks are not 
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equivalent since the equations of the output neuron is different for each network. 
Lineal MLP does not have this property. 




Fig. 1. Lineal ENN without hidden layer. 




Equations (2) and (1) show the expression of the output unit with and with- 
out hidden layer respectively. The activation function is the identity function, 
that is, f{x) = X. These equations verify that the addition of hidden layers in- 
creases the computational capacity of ENN^ concerning the geometric separation 
of the patterns. 



oi = wx + 6 = 

= [wix T bi)x T W2X + 62 = (1) 

= vjix‘^ + (61 W 2 )x 62 

02 = w"*" (wx T T = /c\\ 

= (w\x T h\)[(wix E W 2 Ehi)x E ^ 2 ] + ^ 2 ^ + ^2 
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The addition of new hidden layer in the main network increases the degree of 
the output polynomial expression P{x)^ that is, the expression that the output 
unit of the network generates o[x) = P{x) . If there are not hidden layers then 
the degree of the polynomial is two, that is a quadratic polynomial in the output 
of the network. The feature of being able to increase the degree of the output 
polynomial, adding more hidden layers, makes this kind of neural networks a 
powerfull tool against the MLP neural networks. 

A function could be approximated with a certain error, previously fixed, using 
an n-degree polynomial P[x). The achieved error using this polynomial is bound 
by a mathematical expression, in such a way that if you want to approximate a 
function with an error < e then you only have to compute the sucessive derivates 
of f[x) until a certain degree and to generate the polynomial P(x). 



|efx)| < 



(n + 1 



-M\x ■ 






( 3 ) 



The proposed neural network ENN behaves as universal n-degree approxima- 
tors, depending on the number of hidden layers of the main network. To achieve 
this goal, activation functions of the units do not need to be no lineal functions. 

Figures 1 and 2 and equations (1) and (2) associated to each one of the 
neural networks, show that the addition of one hidden layer in the main network 
increases the degree of the output polynomial P[x). So, as the number of hidden 
layers increases, the degree of the output polynomial will increase too. 

The enhanced neural network architecture has the property that the output 
equation of an output unit is a n-degree polynomial if the activation function 
is a lineal one. This output can be compared with the Taylor approximation 
polynomials since the both methods are very similar. A set of data can be ap- 
proximated by ENNs^ computing a n-degree polynomial as the network output. 
But, the activation function can be a sinusoidal, instead being a lineal one. With 
this function, the approach of ENN is similar to Eourier series decomposition. 
This way, the activation function can be changed in order to get a better appro- 
ximation than in the case of MLPs, 




Fig. 3. Data approximation computed by an ENN. Surfaces computed. 
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Figure 3 shows that the proposed network is able to learn very difficult sur- 
faces with a low MSE. This is mainly due to the special architecture of the net. 
The input to the net affects to the weights in the connection, and even changes 
them in order to optimize the error achieved by the net [10]. 



3 Breast Cancer Diagnosis 

This paper covers just one aspect of this field, mammographic pattern recogni- 
tion, which is concerned with developing computers programs that are able to 
interpret patterns in digitized mammographic images. Problems which required 
complex interpretive decisions to be made are often formulated mathematically 
as systems for classifying patterns. The traditional solution of these systems 
involves a branch of mathematical statistics known as statistical pattern reco- 
gnition. 

Artificial Neural Networks techniques show excellent behaviour in being able 
to overcome the limitations of presently used computer methods to predict carci- 
noma. Because these networks can be trained to recognize complex relationships 
that exist among inputs and outputs. These subtle relationships in the data are 
automatically recognized by the network, even if they are unkown to clinicians. 
NN GQJi normally be expected to perform at least as well as, and usually better, 
than other modelling technique. 

In order to be able to detect breast cancer, it is necessary to pay atten- 
tion to four mammographies, two ones per each breast (two frontal shots and 
two shots from above). The cancer could be detected if some of the following 
situations [9] is into the mammography: asirnmetry between the shape of right 
and left mammographies^ asirnmetry between the tissue in both mammographies^ 
architecture disorders concerning the global structure of the breasts^ nodules or 
tumour masses^ microcalsifications^ and spiculating images. 

Image processing is one of most important fields that must be taken into 
account when designing an automatic system to breast cancer diagnosis. It is 
necessary to provide adaptive filters [9] to avoid changing situations and robust 
subsystems, such as neural networks, due to the importance of the global system, 
concerning moral and human decisions. 



4 Neural Networks and Breast Cancer Diagnosis 

Two different methods could be employed when computing a diagnosis from a 
given image, depending on the stage where neural networks are introduced, or 
depending on the input to the neural networks. Two both methods are valid ones, 
and they can be used together in order to obtain or to reinforce the diagnosis 
made by the radiologist. 

The first one consists on extracting some features from the image, via filtering 
process, and to feed them into the neural network. This way, the AAwill be able 
to learn the specific features that lead a cancer diagnosis. This method will 
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consider only a few inputs to the net, and the most important phase is not done 
by the NK 



Table 1. Performance in breast cancer diagnosis using first method 



Hidden Layers 


Features 


Patterns 


MSE 


Performance 


Validation 


1 


10 


200 


0.07 


92% 


85% 


1 


12 


200 


0.05 


95% 


90% 


1 


16 


200 


0.02 


98% 


97% 


2 


10 


200 


0.04 


92% 


89% 


2 


12 


200 


0.02 


97% 


92% 


2 


16 


200 


0.01 


99% 


98% 


1 


16 


500 


0.01 


99% 


98% 


2 


16 


500 


0.01 


99% 


99% 



Among the different features that can be obtained from the mammographies 
are: density^ number of nodules^ number of microcalsifications^ sirnmetry^ % of 
bran^ etc, for each one of mammography views and data concerning the patient: 
age^ previous diagnosis^ history^ etc,. These data are fed into an ENN with 
two outputs in order to compute a diagnosis: cancer^ no cancer and other ^ the 
network only establish a relationship among different inputs to make a regression 
analysis. The most important result using ENN is that the regression analysis 
could be made using a n-degree polynomial depending on the number of hidden 
layers. Table 1 shows results concerning this first method. All feature data have 
been obtained from CBMR - Center for Biomedical Modelling Research. 

The second method consists on pre-processing the image associated to the 
mammography and feed it, or some part of it, to the network. This way, the 
net will be the most important part in the diagnosis process. Even, an incorrect 
pre-processing will not affect the overall behaviour of the system. 

Along this paper, the ENN architecture has shown that it is very suitable 
when dealing with any problem. Decision surfaces generated by the net are 
complex enough to represent any data set. The powerfull of these nets is in 
the number of hidden layers, that is, in the degree of the output polynomial 
associated to one output unit. 

Table 2 shows MSE using different network architectures, and varying the % 
of filtering, that is, the number and kind (adaptive, fuzzy, etc.) of filters applied 
to the initial mammography. Results are very similar to table 1, but this method 
has the advantage of being an unattended process. 

Table 3 shows a comparison between the MSE of an Enhanced Neural Net- 
work and a classical Back Propagation, both dealing the same problem, that is. 
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Table 2. Performance in breast cancer diagnosis using second method 



Hidden Layers 


% Filtering 


Patterns 


MSE 


Performance 


Validation 


1 


2 


200 


0.07 


92% 


85% 


1 


4 


200 


0.04 


95% 


91% 


1 


6 


200 


0.02 


98% 


97% 


2 


2 


200 


0.04 


92% 


89% 


2 


4 


200 


0.02 


97% 


92% 


2 


6 


200 


0.01 


99% 


98% 


1 


6 


500 


0.01 


99% 


98% 


2 


6 


500 


0.01 


99% 


99% 



breast cancer diagnosis. In both cases, all parameters have been set to the same 
value in the two nets. 

Table 3. Enhanced Neural Networks vs. Back Propagation Nets 



ENN 


0.5 


0.1 


0.08 


0.06 


0.04 


0.01 


0.008 


0.006 


0.005 


0.004 


HP 


0.5 


0.2 


0.1 


0.09 


0.07 


0.05 


0.02 


0.01 


0.009 


0.008 



Previous results confirm the power of ENN against classical network models. 
The architecture does not introduce computational complexity, it only modifies 
,in a light sense, the concept of varying weights from biology point of view. 
This improvement permits to approximation a function /(x) using a n-degree 
polynomial represented by the net, and therefore, the application of this net to 
a given problem, breast cancer diagnosis, obtains good results. 

5 Conclusions 

This paper has presented to methods in order to ellaborate a breast cancer dia- 
gnosis. Both methods are based on the application of a special neural network 
architecture, known as Enhanced Neural Network. This architecture permits to 
approximate any data set using a n-degree polynomial, depending on the number 
of hidden layers. Therefore, the decision surface generated by the ENN is more 
powefull, in the sense of complexity, than the surface generated by classical NN^ 
see back propagation. These decision surfaces permit to approximate with a low 
mean squared error any pattern set, so as to approximate with no error any n- 
boolean function due to the special architecture of the net. In some sense, ENNs 
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are very similar to the Taylor series, in the field of function approximation. All 
theory and examples are based on lineal activation functions but, if a sinusoidal 
or sigmoid function is choosen as activation function, then results will vary in 
good sense, that is, the MSE will decrease considering the same architecture, 
and even the net architecture could be simplify to get a similar MSE. Concer- 
ning the breast cancer diagnosis problem, both methods are valid in order to 
support radiologist diagnosis. First one depends on the features extracted from 
mammographies while the other depends on the F/AA process. The performance 
using both methods with Enhanced Neural Networks is really good enough to 
be considered as a second opinion in the diagnosis process. 
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Abstract. We propose the multiresolution recurreint neural network 
to learn behavior based on view and action. Recurrent neural network 
structure has the multiresolution channel to establish between the view 
and the action. It is difficult to Icam action using only a image generally. 
We solve this problem by using the 3 kinds of image on the frequency. We 
control the multiresolution vision using Genetic Algorithm. The action 
sequences is acquired by the pan-tilt camera. 



1 Introduction 

One of the purposes of robot study is to realize robots in the real world. Many 
researchers started to study the robot action [1] after success of the intelligence 
based on the action of Brooks [2] in the field of the robot study. However, a 
behavior-based robot system is controlled based on the rule sets which are de- 
signed by humans. If the object, task and environment are complex, it is difficult 
to design the robot system. 

Gibson discusses that we get the information ^ven the worth “affordance^ 
based on our action without the physical stimulus [3] . The discussion concerns 
the relations between view and action essentially. Wilson discusses a model where 
humans have 4 kinds of filters for analyzing images, and use there filters [4] [5]. 
When a human moves from a place to another place, he uses the rec<^nized map 
based on relative space arrangements is gotten from the usual visual and active 
experiments [6]. 

We propose a method which acquires actions by getting the recognized map, 
while we control the multiresolution vision. We use a recurrent neural network 
to establish the relation between behavior and vision. Recurrent neural network 
has been introduced by Rummelhart [7]. This kind of neural network is suited 
for learning of time sequences. But if some kinds of output exist in a input, the 
pattern is not learned using the recurrent neural network [7]. In this paper, we 
propose a method which acquires the behavior by controlling the view to avoid 
some kinds of output. So we propose a recurrent neural network that relates 
view, behavior and the multiresolution channel. We control the multiresolution 
vision using a genetic algorithm. 

In section 2, we discuss the multiresolution vision using 3 channels. In section 
3, we discuss the neural network that relates view and behavior. In section 4, we 
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discuss the control of multiresolution vision using a genetic algorithm. In section 
5, we discuss the algorithm of behavior acquisition. We evaluate the effectiveness 
of this method by applying this method for the learning of action sequence for 
a pan-tilt camera. 

2 Multiresolution Vision Using 3 Channels 

In this section, we generate the multiresolution vision using 3 channels to get the 
view needed to learn the action sequences. Scale-space is proposed to analyze 
signal sets with several scale [8] [9]. We use the filtering to generate 3 kinds of 
the image on multiresolution. 

Assuming a parametric form of a surface /(«, v) = u),y{u, u),z(u, v)) 

for the pixel value z on the (x,y) coordinate in an image, the point on the derived 
surfece is the result of the convolution ^(u, v, <r) = /(u, u) ♦ g(n^ v, <r). The image 
convolved Gaussian satisfies with the following diffusion equation. 

m 

du^ dv^ <r ^ 

This equation is approximated by a difference equation. 

iit 1 

4io{^ + = ^io(0 + — (2) 

^ hk 

where (scfO^^iOj ^io))» <kk and hk are respectively ith sample point, neigh- 

bor samples and the distance between tO and ifc. 

As equation (1) is approximated by a difference equation, if scale <r become 
big, the value of the curvature is diffused such that the curvature of x direction, 
y direction and z direction become the constant value. 




Fig IT 1. The topolc^y changes of KH-im^e. 
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Wc show the algorithm generating the description from the camera in the 
following. We get the intensity image z = f{x^y) using camera. We transfor- 
m the intensity image z =: fix^y) to the parametric representation w) = 
(x{UfV)^y{Ujv)^z{Utv)) for the pixel value « on the (x,y) coordinate. The sur- 
face is smoothed using the filter of scale cr. The parametric surface n,<r) = 

y[uyVy(r)^ z{UyV^<r)) is classified into elements using Mean curvature 
H and Gaussian curvature G. Each element is discriminated by negative and 
positive of KH. The boundaries of the elements are the zero-crossings of Mean 
curvature and Gaussian curvature (K=0(K0), H=0(H0)). We define the image 
as the KH-image on the scale We use 3 channel multiresolutions (<r n 90, <7 = 
270, <T = 540). Where <r is the iteration number of the diffusion equation. In this 
experiments, we use the multiresolution vision of these 3 channels. The resolution 
r(t) selected from 3 channels is defined as 0, 1, 2 for <r=90, 270, 540. 

The KH-image is transformed to the image topedogy which describes the 
neighbor relation between elements- We use the toppology change to classify 
images which have a similar property. Topology changes are classified into 3 
types that KO lines or HO lines appear and vanish and two HO lines and two KO 
lines contact (Figure 1). This theory is based on the Morse theory [10]. Because 
the cross sections between 3 and 4 KO and HO lines exist actually, many topology 
changes exist. The changes are approximated uring 3 types of topology changes. 
If the image can be generated from another image with one or two topology 
changes, we define the two images as the same classification. If the image is 
generated from another image using two topology changes, we define the two 
images as the same classification. We use the label of the image topology in the 
sensor input of the recurrent neural network. 



3 Recurrent Neural Network Based on Behavior and 
View 




Fig- 2. The relation between action and view. 
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When a man who was sitting in a chair, stands up, his viewpoint changes 
(Figure 2). The change of viewpoint is determined by the behavior. We use the 
view as the input of the neural network and the output is the behavior. The 
output behavior is ako feedback on the input. As it is important to control the 
view, we propose a recurrent neural network where a raultiresolution channel is 
connected to the output and is connected to the feedback input. The input layer 
has n -f m which are n sensor inputs and m feedback inputs. The hidden layer 
has n + m units and output layer has m units. 

- Sensor input «(<) = {a;i(i)(t = 

- Feedback input y^(t) — = 1, 2, m)} 

“ Unit input of hidden layer J(i) = 2, ..., m + n)} 

- Unit output of hidden layer zkid{t) — {zkidi(t)(i “ 1, 2, m + n)} 

~ Unit input of output layer I{t) = {/i(i)(t = 1,2, it)} 

- Behavior (output) y(t) = {jft(i)(t = l,2,...,m)} 

If the parts move, the description of the action is 1. If the parts do not move, 
the description of the action is 0. We use 3 different parts which are ZOOM, 
PAN and TILT in this experiments. If the parts rotate in the direction (+) and 
(-), the description is 1. If the parts do not rotate, the description is 0. 

The image on sensor input is classified using the topology of image. We 
discuss the method which generate the topology of image in section 2. The 
structure of recurrent neural network proposed is shown in figure 3(A). 

Sensor Input x{t) = == 1,2,..., 8)}, IMAGE TOPOLOGY(Imagc 

topolc^y) 

~ Feedback Input t/{t) = {y|(<)(« = 1,2, 9)}, RESOLUTION CHANNEL(Resolution 
channel), ZOOM(+), ZOOM(-), PAN(+), PAN(-), TILT(-h), TILT(-) 

- Behavior ( output) y{t) = ^ 1,2, ...,9)>, ZOOM ( + ), ZOOM ( - ), 

PAN ( + ), PAN ( - ), TILT ( + ), TILT ( - ), RESOLUTION CHANNEL 

( Resolution channel) 

We discuss the learning of action sequences in this section. We define the 
input of recurrent neural network = 1, n+ m) according to: 



^ O' = «+ 1.-. n+ >w) 



Output for units of hidden layer is defined as follows: 

zhidf(t) = Si(/i(f))(i = 1, m + n) 

hit) = Epy^w\{t - - l)(t = 1 m + n) 

Output for units of output layer is defined in the following. 



( 3 ) 

( 4 ) 

( 5 ) 



( 6 ) 
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Ji[i) = - l)ijzhidi(t - l)(t = r m) (7) 

where is Si[u) as the sigmoid function in this paper. Input for the units of the 
input layer is defined by: 



yl(*) = ~ i)(* = i> (®) 

We get the input sequences and output sequences in the action by act- 
ing the behavior. By repeating the input sequencesac = {ai(0), ~ 1)} 
and the output sequences y = Icam the weight w2ij(i = 

j -f m) between the hidden layer and the input layer, and 

the weight ~ n,^’ = 1,.,., n+ m) between the hidden layer 

and the output layer. The action sequences are trained by changing the weight 
w2ij{i = + »n), = 1, m -h n, j = l,...,n + m) to 

decrease the average square error of y{t -{■ 1) for x{t). In figure 3(B) , we show 
the flow of the learning the action sequences using the recurrent neural network 
with a multiresolution channel. 

The stop condition for the training of the neural network is defined by the 
square error function error (t). If the value of the function is under the threshold, 
the learning is stopped. 

error (<) = 

sa’j ”l(“2(i)« - »2(< - (9) 



RESOLUTION 




Pig. S. (A)The recurrent neural net structure is related with resolution, view and 
action.(B)The figure shows the recurrent neural network structure which has the mul- 
tiresolution channel. 
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4 Control of Multiresolution by Genetic Algorithm 

Weafiflume that the sequences of multiresolution channel ate r = {r(l), ...,r(«fop)} 
and stop is the number of the action sequence. We evaluate the input sequences 
and output sequences obtained from the ^ven resolution channel. The evalua- 
tion is high^ as the trained pattern is small in the case that the different relations 
between behavior and view are small. Otherwise, the evaluation is low, because 
it is diihcult to learn the pattern in the case that the contradiction between 
behavior and view is large. The number of situations that have different output 
in spite of the same input as 5 ^( 1 , j) are determined in the following. 



nij) = 1 


f 1 a(t) = x(j) and 

1 y{i + p = y{j + 1 ) 

[ 0 otherwise 


( 10 ) 




( 11 ) 


This is the function that evaluates the number of different relations between 
behavior and view, i is a constant value to prevent the evaluation to become 
negative. In this experiment, we use fc 1. 


Gihj) = 1 


f 1 3 j(t) = a;(j) and 

1 y(* + 1 ) # yU + 1 ) 

( 0 otherwise 


( 12 ) 


n II 

Vi 

II 




(13) 



This is the function that evaluates the contradiction between behavior and 
view. 



hi = (14) 

This is the function that gives the priority for the low-pass filtered image 
because the cost of the image processing is low. 

^ * /I + + c • hi] (15) 

We define the evaluation rate between the functions as c. In this experi- 
ments, € « a « b. We define the final evaluation function using the previous 
3 evaluation functions. In this experiments, we use c = 1.0, a = 50.0,6 = 100.0. 

We define the sequences of the multiresolution channel r = {>*(1), r(sfqp)} 
such that the evaluation function is minimal. It is necessary to get the global 
optimal solutions which are good for the actual problem though the solutions 
are not exact. A genetic algorithm is a good technique to get the global optimal 
solution. So we solve the problem using the genetic algorithm. We define the 
genetic code as the sequences of multiresolution channel r = {f(l), r(sfqp)}. 
The length of the genetic code is stop*2. We use the equation (13) to calculate the 
fitness value of a gene. In this experiment, the crossing rate is 0.8, the mutation 
rate is 0.005 and the number of gene is 30. 
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-50 



+50 TILT 
(degree] 



Pig. 4. Changes of view are shown, when pan moves from -|-20 to -20 and tilt moves 
from +50 to “50, 55 viewpoint images are shown. 
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-m 
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Fig. 5. Multiresolution visions of three channels are shown ((A)cr=::90, (B)<r=:270, 
(C)cr=540) 



5 Algorithm of Behavior Acquisition 

Behavior acquisition algorithm using the control of multiresolution vision and 
the recurrent neural network is discussed in the following. 

” We record the view and action after the behavior. 

- The resolution sequences are defined using a genetic algprithm(section 4). 

“ The neural network is trained to relate the behavior and the view, obtained 
from the gotten resolution (section 3). 

The training is continued until the average square error of the weight which is 
shown in equation (9) becomes less than a threshold. If the number of training 
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(A) (B) (C) 



TILT TILT TILT 




(dGgree) (degree) (degree) 



Pig. 6. Image topologies generated from midtiresolution visions using the clustering 
method are shown when the pan of the camera moves from +20 degree to -20 degree 
and the tilt of the camera moves from +50 degree to -50 degree. Same image topology 
is represented by the same color. ((A)£r=90, (B)cr=270, (C)<t=540) 



PAM 

(degree) 

+20 




+90 TILT 
(degree) 



Pig.r. The example of an action sequence. A white line means the route where the 
camera naoves on. 



reaches 100, and the error still is larger than the threshold, we define the learn- 
ing as imposrible. If the initial view and behavior is given, the learned action 
sequences are done in the case that the learning is finished. 

In this experiments, we use a pan-tilt camera controlled by SUN Workstation. 
We fixed the pan-tilt camera on the desk and trained the motion of the pan-tilt 
camera by the computer. The range of the pan-tilt camera is tilt (--TO, +70) and 
pan (-20, +20 )- Figure 4 is shown the change of view as pan(+20, -20) and tilt 
(+50, -50) change. Figure 5 shows the change of 3 channel multiresolution vision. 
Figure 6 is the image topology classification determined according to section 3. 
The topology is distinguished using the gray level. 

The results are discussed below. We tried to make the pan- tilt camera learn 
the 25 action sequences. The movement of pan, tilt and soom is shown in the 
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Pig. d. (A)Conv<irgence process for the learning of the action in figure 7 is shown when 
the resolution sequence is decided using this method. (B)Convergence process for the 
learning of the action in figure 7 is shown when the resolution sequence is decided using 
the random. 



following, y ={ (10, 0, 0), (10, 0, 0), (10, 0, 0), (10, 0, 0), (10, 0, 0), (10, 0, 0), 
(10, 0, 0), (10, 0, 0), (10, 0, 0), (0, 10, 0), (0, 10, 0), («10, 0, 0), (-10, 0, 0), (-10, 
0, 0), (-10, 0, 0), (-10, 0, 0), (0, -10, 0), (0, -10, 0), (0, -10, 0), (0, -10, 0), (10, 
0, 0), (10, 0, 0), (10, 0, 0), (10, 0, 0), (10, 0, 0), (0, 10, 0), (0, 10, 0), (0, 10, 
0)} In this example, the aoom is fixed. The white line of figure 7 is the tracks of 
the camera movement. The pan- tilt camera moves according to the movements 
y from the initial position of (0, -50, 0). The relations between behavior and 
the 3 channel multiresolution vision are recorded. We get the multiresolution 
sequences using the genetic algorithm based on the results. The multiresolution 
sequences of 3 channels are r ={ (3), (3), (3), (2), (3), (3), (3), (2), (1), (3), (3), 
(3), (3)} r ={ 0, 1, 1, 1, 1, 1, 1, 1, 1, 1, 0, 0, 0, 0, 1, 2, 1, 0, 1, 0, 1, 1, 1, 0, 
1,1}. The weights of the recurrent neural network are trained by repeating the 
behavior. If we give the initial parameter (0, —60,0) to the pan-tilt camera, the 
pan-tilt cMnera moves according to the acquired behavior when the training is 
finished. 

If the resolution calculated by the genetic algorithm is given, the possibility 
of the training is 100 %. The training requires a number of iterations to learn 
relation between behavior and view. 75 % need the 100 iteratioxis and the other 
26 % need the 200 iterations. If the resolution calculated by the random num- 
bers is given, the possibility of the learning is 5 %. The 5 % need more than 
300 iterations. Figure 8(A) shows the relation between the average square error 
shown in equation (7) and the number of the iterations in the case that we chose 
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the resolution using this method. Figure 8(B) shows the relation between the 
average square error shown in equation (7) and the number of the iterations in 
the case that the resolution is determined using the random numbers. 8 trials 
need the 100 iterations, the other 2 trials need 200 iterations in 10 trials in this 
method. The square error did not reach the threshold in the 10 trials in the case 
that we define the resolution using the random numbers. Even if the initial view 
given for the pan- tilt camera is based on 1000 iterations, the behavior could not 
be realised. We conclude that the training of the action sequences is realised 
without many iterations by using the feedback input of the multiresolution. 

6 Conclusions 

We proposed a recurrent neural network relates view and multiresolution vision 
to acquire the behavior by coutrolling the view using 3 channels of the multires- 
ol usion vision. The action sequences are acquired by the pan-tilt camera. 
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Abstract. This article describes the algorithms and the mechatronic 
system developed for the clustering and classification of marble slabs on 
production line according to their texture. The method used for the re- 
cognition of textures is based on the Sum and Difference Histograms, a 
faster version of the Co-occurrence Matrices, and the classifier has been 
implemented by using an LVQ neural network. For each pattern (a mar- 
ble slab color image), a set of statistical, texture-dependant, parameters 
is extracted. The input of the classifier (the LVQ network) is the set of 
parameters calculated before, normalized in the range [0,1], which forms 
a vector that characterize the pattern shown to the net; the desired out- 
put of the network is the class where the pattern belongs to (supervised 
learning). In our tests, seven different color spaces were used, each one 
with three different neighbourhoods of pixels. The selected samples cho- 
sen for testing the algorithms have been marble slabs of “Crema Marfil 
Sierra de la Puerta” type. The neural network has been implemented by 
using MAT LAB. 



1 Introduction 

Marble products have their principal application in covering surfaces for deco- 
ration, using small pieces of marble (slabs). The requirements needed for the 
quality of these slabs do not refer only to technological parameters (such as 
endurance or polish rate), but also to aesthetic appearances, such as color ho- 
mogeneity, texture, or spots. However, as a natural material, marble is heavily 
heterogeneous and therefore, there are not two marble slabs alike. 

These requirements make necessary the classification of marble slabs into ho- 
mogeneous classes or groups. But it is not feasible to intervene in the extraction 
of the raw material, and thus, the classification process is carried out at the end 
of the production line, where human experts evaluate the product according to 
visual parameters. This kind of classification presents two major problems: a) the 
subjective criterion of the operator (even different operators), and b) the visual 
fatigue after a period of time. This generates poor results from an aesthetic point 
of view. 
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To solve these two problems, we present in this article an automatic system 
for the inspection and classification of marble slabs in production line according 
to their texture, by using artificial color vision and neural networks. In it, a 
vector of texture features is extracted for each pattern (marble slab image), and 
then classified into the correct class with an LVQ neural network. 



2 System Overview 



In our system, the marble slabs on the production line pass under a CCD color 
camera, which obtains the color image for the entire slab, located perpendicular 
to the slab plane. The camera is placed in a closed box (Fig.l) with a specific 
illumination to avoid influences of external lighting and thus assure that the 
slab does not receive any reflects from other materials. In this way, the image 
obtained does not need any subsequent treatment to overcome the effects of 
irregular light condition. 

The color approach used in our system, instead of monochrome, is necessary 
since the slabs present different tones in their surfaces. The number of grey levels 
that the image presents is 256 for each one of the three channels of the color 
space. 

(a) (b) 

Fig. 1. a) Prototype of the mechatronic system (the black box) used for capturing 
images of marble slabs, b) Detail of the inside of the black box, where the CCD color 
camera and the illumination system are placed 




After the image has been captured with the image acquisition board, it is 
transmitted to the computer and transformed from RGB-color space to other 
different color spaces: XYZ, IHS, DIF (using the differences between components, 
R-B, R-G and G-B) [1], UVW, YIQ and KL (Karhunen-Loeve transform) [2]. 
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Fig. 2. Images of marble slabs of 2 different classes 



Then a texture recognition algorithm called Sum and Difference Histograms 
(SADH) [3] is used for extracting texture-dependant features from the slab 
image. This algorithm extracts for each pattern a vector of statistical parameters 
as texture features. Once the network is trained, the feature vector is utilized as 
input to the network and the output of the net will give the class to where that 
pattern belongs to. 



2.1 Characteristics of a Marble Slab 

The proposed system has been designed to work with any type of marble sl- 
abs, but for testing the classification algorithm we have used slabs of the type 
“Crema Marfil Sierra de la Puerta”, which is the type of mayor production in 
the Region of Murcia. This kind of slabs presents small gradient of colors and 
hardly-distinguishable veins in the surface (Fig. 2). 

As a natural product, in a marble slab we can not find any repeated structu- 
res. For this reason, we have used statistical methods to extract texture features, 
instead of structural methods, that are not of application here. 

3 Feature Extraction 

The approach used in this article to classified marble slabs into groups has been 
the analysis of their texture. When the human expert examines the slab, the 
classification he or she makes is based on the visual appearance of color tone and 
veins distribution of the slab. For this reason, it is necessary to utilize a method 
capable of analyzing the texture of the image. Previous approaches using only 
the first-order histogram (color tone) [1] achieved unsatisfactory results. 

The SADH algorithm implemented in our system for texture recognition is 
an alternative to the Co-occurrence matrices (COM) [4,5,6], based on the Spatial 
Grey Level Dependence Method (SGLDM). Because of each of the three channels 
of the color image presents 256 grey levels, the requirements of memory-storage 
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Neighbourhood Directions 



(b) 



Fig. 3. a) Neighbourhood directions of a cell, b) Example of Co-occurrence Matrices 
and Sum and Difference Histograms for a 4 x 4 image with 4 grey levels. The results 
have been calculated for the horizontal nearest neighbour (1,0) 

and time-consumption with COM were huge (processing of three 256 x 256- 
matrices). The SADH method offers in this way a good alternative to the usual 
COM used for texture analysis, with experimental results showing that SADH 
are as powerful as COM for texture discrimination, decreasing computation time 
and memory storage. 

Figure 3 shows a four-grey-level image in matrix form, where the grey levels 
have been represented with numbers from 0 to 3. Here we can see both the COM 
and the SADH for the image proposed. For a large number of grey levels (usually 
256), the two vectors of the SADH require less storage space than the matrix of 
the COM, and so, the processing is much faster because (1) the number of data 
to process is smaller, and (2) the double sums for the COM statistical parameters 
calculated are transformed into single sums for the SADH ones. 

The algorithm is as follows: let be a discrete texture image defined on a iC x L 
rectangular grid, and denoted by {yk,i}: where {A: = 1, . . . iC; / = 1, . . . L} . Let 
G = {1,2,. . . ,^Vg} be the set of the Nq quantized grey levels for each one 
of the three channels of the color image. Let us consider two picture elements 
separated by the vector distance (^ 1 ,^ 2 ) G D (where D specifies the texture 
region to analyze): 

{yi = yk,i Qx 

\y2 = yk+di,i+d2 • 

Both the sum and difference vectors contain Sk^i and dk^i elements respectively, 
defined as follows: 





Sk,i — yk,i + yk^di,i^d2 
dk,i = yk,i — yk^di,i^d2 ’ 



( 2 ) 

( 3 ) 





Automatic Classification System of Marble Slabs 



171 



Table 1. Statistical features used for classification with SADH 



FEATURE 


EORMULA 


mean 


d = 5 X * -C (i) 

i 


energy 


TJWTMj? 

^ 3 


entropy 


log{-Ps(t} -J2Pdij) log{Pd(j)} 

i 3 


contrast 


XVfVT 

3 


homogeneity 


E TppPdiJ) 

3 



The SADH uses two normalized [2Ng — l]-dimensional vectors, formed each one 



with Ps{i) and Pd{j) elements, defined as follows: 

PG) = hdi)/N; {i = 2,... ,2Ng) (4) 

G{j) = hd{j)/N; {j = -NG + l,... ,NG-d (5) 

with 

/is(i;di,cf 2 ) = /?-s(*) = Card{(A;,/) G a, Skj = i} (6) 

hd{j]di,d 2 ) = hd{j) = Card{(fc,/) € D, dk,i = j} (7) 

N = Caid{D} = Y^hs{i) = '^hd{j) . (8) 

^ 3 



Thus, for each color image there are six 511-dimensional vectors: Pgi, Pai, Ps 2 ^ 
Pd 2 j Ps 3 and Pd 3 - In our case, Nq = 256 . 

Once the six histogram vectors have been calculated, we extract statistical 
information from them, in order to reduce the dimension of the set of characte- 
ristics used for describing the texture. Table 1 gives the list of features [3] used 
in our case. 

4 Classifier 

The classifier used in our application has been a supervised neural network, in 
particular the LVQl algorithm [7] that learns to classify input vectors into target 
classes chosen by the user. The LVQ network consists of two weight layers. The 
first layer is a competitive layer (CL), which learns to classify input vectors 
forming subclasses. The second layer (linear) transforms the competitive layer’s 
subclasses into target classifications defined by the user (target classes). 

The Kohonen learning rule assures that competitive neurons move towards 
input vectors which belong to their class, and away from input vectors that 
belong to other classes. Thus, the advantages that this network presents in com- 
parison to the unsupervised algorithm are two: (1) the target classes are chosen 
by the user, and (2) the convergence of the algorithm is faster. 
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In our case, the input to the network is a 15-elements vector, normalized in 
the range [ 0 , 1 ]: for each color channel we have used the mean, energy, entropy, 
contrast and homogeneity parameters. The output layer of the network is a 
binary-type one (T’ for the winning neuron and ’ 0 ’ for the rest), with 10 neurons 
(one neuron per target class, 10 in our case). The number of neurons in the CL 
should be greater than the number of neurons in the output layer for that several 
subclasses (several Al-neurons) could be combined into only one target class (an 
A 2 -neuron). 

5 Experimental Results 

The classification software was executed on a 166 MHz PC computer, and the 
image acquisition board used was the Matrox Genesis. The LVQ network was 
implemented with the Neural Network Toolbox of MATLAB [ 8 ], and the image 
processing and feature extraction software were developed in C++ under MS- 
DOS. For the LVQ network, the design parameters were the following: 50 neurons 
in the CL, 5000 epochs for training, and 0.05 for learning rate. 

Seven color spaces were tested for classification: RGB, XYZ, IHS, DIF, UVW, 
YIQ and KL. For each one, three training series were made, according to the 
values of {di^d 2 ) (nearest neighbours directions): ( 1 ) Mi, using the mean of the 
statistical parameters for the directions ( 1 , 0 ) and ( 0 , 1 ), ( 2 ) M 2 , the same as 
the former for directions (1,1) and (1,-1), and (3) M 3 , corresponding to the 
mean of the statistical parameters for the four directions ( 1 , 0 ), ( 0 , 1 ), ( 1 , 1 ) 
and (1,-1) . The four remaining neighbourhood-directions, (—1,0), (0,-1), 
(- 1 ,- 1 ) and ( — 1 , 1 ), are symmetrical to the four former, and thus, produce 
COM equals to that produced with M 3 , so there is no need to consider them. 

For each series, 4 training sets were made, each one containing different 
patterns: for each class, all but one patterns were used for training and one for 
testing. The patterns used for testing were rotating for the different training 
sets, so in this way, for the 4 trainings, all the patterns were used as both 
training patterns and test patterns. Therefore, 84 trainings (7 color spaces x 3 
neighbourhood directions x 4 training sets) were made for the totality of the 
color spaces. A total of 40 patterns (4 patterns per class) were used for training 
and testing the system (3 patterns for training and 1 pattern for testing). 

Table 2 shows the percentage of patterns classified correctly. As it can be 
seen, the best results have been achieved with the RGB and the UVW color 
spaces, respectively, for Mi and M 2 , with 72.5% of patterns classified correctly. 
However, the average results achieved with the RGB color space are better than 
those obtained with the UVW color space. Thus, for this reason, and for the 
simplicity of computation (the image acquisition board provides an RGB image), 
the RGB color space is preferred. Other good results correspond to the YIQ and 
XYZ color spaces. However, the IHS, DIF and KL color spaces achieved very 
poor classification rates (less than 53%), maybe due to the approximation used 
in the case of the KL transform. Table 3 shows the confusion matrix for the 
results obtained with the RGB color space. 
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Table 2. Results obtained for the classification with the LVQ network, in %. Mi, 
M 2 and M 3 are the average of the calculated parameters for directions [( 1 , 0 ), ( 0 , 1 )], 
[( 1 . 1 ). ( 1 .- 1 )]^ and [( 1 , 0 ), ( 0 , 1 ), ( 1 , 1 ), ( 1 ,- 1 )] respectively 



Color 


1 Direction | 


Mean 


Space 


Ml 


M 2 


Ms 




RGB 


72.5 


67.5 


67.5 


69.2 


XYZ 


62.5 


65.0 


55.0 


60.8 


ms 


50.0 


52.5 


50.0 


50.8 


DIE 


45.0 


35.0 


47.5 


42.5 


uvw 


60.0 


72.5 


67.5 


66.7 


YIQ 


65.0 


67.5 


62.5 


65.0 


KL 


45.0 


45.0 


35.0 


41.2 


Mean 


57.1 


57.9 


55.0 





6 Conclusion 



By using the automatic inspection system proposed, we may reduce costs and in- 
crease the quality control in the classification of marble slabs in production line, 
with a significantly higher performance when it is compared to the traditional 
classification system. The algorithms used for feature extraction and classifica- 
tion perform high-speed processing and low memory-storage requirements. The 
result is that marble slabs are classified according to their color texture features, 
thus achieving an objective, uniform-through-time classification of marble slabs, 
which derives in an homogeneous classification criterion. 



Table 3. Confusion matrix for results obtained with RGB color space (Row: Experts 
labelling. Column: Neural network results) 
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Although the number of patterns used in this case for training the neural 
network is very small (3 patterns per class plus 1 pattern for testing) the results 
obtained are promising. We hope to improve these results when we have more 
patterns available. At the same time, the introduction of fuzzy technics could 
also improve the classification results. However, in spite of the errors committed 
in the classification, the classes assigned in those cases were very similar to 
the correct ones, so the classification can still be considered homogeneous, even 
better than the one obtained with the human expert. 

Finally, the processing time to make a decision is sufficient in our case. The 
software implemented is faster enough to perform the classification on-line with 
an image size of 204 x 294 pixels. However, once the prototype system is comple- 
tely finished and the whole system works correctly, the final goal in this project 
is to implement the texture-feature extraction system and the neural network 
classifier on Very Large Scale Integration (VLSI) circuits. 
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Abstract. In this paper, three polygonal approximation approaehes using 
genetie algorithms are proposed. The first approaeh approximates the digital 
eurve by minimizing the number of sides of the polygon and the approximation 
error should be less than a prespeeified toleranee value. The seeond approaeh 
minimizes the approximation error by searehing for a polygon with a given 
number of sides. The third approaeh, whieh is more praetieal, determines the 
approximating polygon automatieally without any given eondition. Moreover, a 
learning strategy for eaeh of the proposed genetie algorithm is presented to 
improve the results. The experimental results show that the proposed 
approaehes have better performanees than do the existing methods. 



1. Introduction 

Shape representation is an important process in image processing and pattern 
recognition since two-dimensional shapes in an image usually appear as the projection 
of three-dimensional objects in the real world. Approximations of such shapes not 
only provide compact description with less memory requirement, but also facilitate 
feature extraction for further image analysis. Polygonal approximation is one of the 
approaches which can provide good approximations of two-dimensional shapes with 
any desired accuracy. Many polygonal approximation methods can be found in the 
literature. They can be classified into four categories as sequential approaches [5, 10], 
split-and-merge approaches [4, 6], dominant points detection approaches [2, 9], and 
K-means based approaches [3, 11]. These methods are designed to solve three types 
of problems: (1) For a given tolerance of error, the objective is to minimize the 
number of approximating line segments. (2) For a given number of approximating 
line segments, the objective is to minimize the error norm. (3) Approximate the digital 
curve according to its own characteristics without any prespecified restriction. 

The solutions of all of the three types of problems involve a searching process in a 
complex parameter space. The scheme of this searching process leads to a local or 
global optimal solution. Sato [7] used dynamic programming technique to solve Type 
2 problem but consuming too much time. Genetic algorithms (GAs) are based on 
stochastic search theorems which simulate the biological model of evolution [1]. GAs 
perform parallel search in complex parameter space and have been found many 
advantages over traditional searching methods. In this paper, we employ GAs to 
obtain near-optimal solutions for all of the three types of problems. We also present a 
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learning strategy to improve the results of GA search. The performance of the 
proposed approach is compared to those of other existing methods. 

2. Genetic Algorithms to Polygonal Approximation 

GAs are search algorithms based on natural genetic systems [1]. Each solution of the 
application is usually coded as a binary string of 0‘s and I’s, called chromosome. A 
collection of such strings forms a population. GAs start with a randomly generated 
population of a fixed size. This initial population evolves to the next population with 
the same size using three genetic operators: selection, crossover, and mutation. The 
evolution process is iterated until a near-optimal solution is obtained or a prespecified 
number of generations is reached. Selection operation mimics the natural survival of 
the fittest creatures. The probability of each string to be selected is proportional to its 
fitness. Crossover is a process where each individual can interchange information 
with its mate chosen randomly. Since the highly fit strings take a large proportion of 
the population, they will receive increasing trials of crossover in subsequent 
generations and extend the exploration in “good” candidate solutions. Mutation is an 
occasional alteration of a bit. It provides sufficient diversity of the population to 
prevent the unwilling premature convergence and it also guarantees a non-zero 
probability of the search to any feasible string. 

Assume the input digital curve has n points as S = { Xq , X^ , ..., X^_^ }. 

Polygonal approximation can be viewed as a searching process of the vertices from S. 
The aim is to meet the different goals such as minimizing the number of 
approximating segments or minimizing the error between the polygon and S. Since 
GAs have a high probability of tendency to a global optimal solution, we employ GAs 
for solving all of the three kinds of polygonal approximation problems. 

2.1 Genetic Algorithm for Solving Type 1 Problem (GA-Type-1) 

The aim is to find the minimal subset of S as the vertices of the polygon such that the 
error norm between S and the polygon is less than a prespecified tolerance value S . 
The error norm can be measured in different ways, such as integral square error, 
maximal perpendicular distance error, and the area deviation error. In all of our 
methods presented in the following, we use integral square error (which will be 

referred to as ^2 ) measure since it is appropriate for experimental data. 

String Representation and Fitness Function. Each solution of Type 1 problem can 
be encoded into a binary string as = CL^CL^ * * Cl^_i , where Cli = 1 if is a 

vertex of the polygon and = 0 otherwise. The number of the vertices of the 

polygon is equivalent to the sum of all bit values. Thus, Type 1 problem can be 
formulated as minimizing the cost function 
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n-l 

C{a) = + P{a) , (i) 

z=0 

where P{^OC) denotes the penalty function and is equal to 0 if ^2< 8 , and 82 
otherwise. The fitness of each string grows inversely with its cost and is given by 

f{a) = k- C(a) , (2) 

where ^ is a constant. To prevent an outstanding string with a very high fitness 
value taking over a significant proportion of the next population, which is a leading 
cause of the premature convergence, the fitness values are properly scaled [8]. 

The standard genetic operators are used in GA-Type-1. However, the crossover 
and the mutation probabilities are adaptive to preserve the diversity of the population. 

Learning Strategy. Since GAs improve the fitness of each string by exchange the 
information with its mate chosen blindly, the string may not have the chance to meet 
its “besf’ mate. It is infeasible to consider any mate of any string due to expensive 
CPU time. Nevertheless, the current best string of each generation might improve its 
fitness by copying substrings from a randomly chosen individual. In this work, the 
implementations of the learning strategy for various problems are different depending 
on the string representations. For Type 1 problem, it is conducted as follows. 

Let CX = CLqCI^ * * be the current best string, and f3 = • • b^_^ be a 

randomly chosen string. We define the set of delimiters as = { / 1 if a=b=\. 

Let D(^a^ (ij, ..., dj, where We can improve 

the fitness of a by checking the fitness values of the new strings of copying the 
substring of P between d. and 0 < / < m - 1 , to a , respectively, and retain the 
best one, i.e., a can improve its fitness by learning from P . The proposed learning 

strategy will increase the probability of reaching to the global optimal solution and 
does not affect the behavior of the original GAs. 

2.2 Genetic Algorithm for Solving Type 2 Problem (GA-Type-2) 

The aim is to minimize the value of ^2 between S and the approximating polygon 
with the restriction that the number of segments is equal to a prespecified value c 
(which will be referred to as the c-segment constraint). 

String Representation and Fitness Function. Each solution of Type 2 problem can 
be encoded into a string as /? = b^D^ • • , where b. ^ bj if i ^ j, and each b. 

has log 2 n bits with a value lying in the range of [0, n-\\ String P means •> 
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^b^_i } are the c vertices of the polygon. Then Type 2 problem can be 
realized by minimizing the cost function 

ciP ) = ^ ( 3 ) 

;=0 j=bj 

where ^ and ^ ) means the perpendicular distance 

between point Xj and segment X^ ^ . And the fitness function is defined by 

f(j3) = k-C(j3). (4) 

A special crossover operator which is similar to the partially matched crossover 
(PMX) [1] is proposed here to prevent violating the c-segment constraint. Let strings 

a and P be selected and CC = '"CLc-\ P ~ • First, 

generate a random number ^ between [0, c-2], two strings a' and are obtained 

by swapping the substrings of a and P after position i.e., 

CC — * *^c-i ’ P ~ ^0^1 ‘ ‘ ^s^s+\ ‘ ‘ ^c-i • 

However, a' and P^ may have repeating characters and violate the c-segment 

constraint. Let the character a. from the substring be identical to 

another character bj from the substring ***^c-i- "*"Fis problem can be 

solved by replacing a- with aj which is swapped by bj in the previous step. This 

operation should be done iteratively for both a' and P^ until there is no repeating 
character in both strings. 

Learning Strategy. Let CC — Cl^a^ • • • a be the current best string, and 
P = bP)^ • • be another randomly chosen string, the character positions can be 
used as the natural delimiters, i.e., D{a^P) ={ i \ 0</<c-l}. The fitness of a can 
be improved by checking the results of the new strings of copying b. of p, i 
G Z)(a, yff) , to a , respectively, and retain the best one. 

2.3 Genetic Algorithm for Solving Type 3 Problem (GA-Type-3) 

The aim is to approximate S by a polygon with respect to any objective without 
prespecified restrictions. After inspecting Type 1 and Type 2 problems, we know that 
the general goal of approximation is to maximize the compression ratio and minimize 
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the approximation error as much as possible. To join the two factors, the fitness 
function can be defined as 



/(«) = , ( 5 ) 

where R is the compression ratio measured as , and w is the weighting 

parameter. The string representation is as same as that of GA-Type-1 method. In our 
experiments, the approximation error changes more rapidly than does the compression 
ratio during the evolution; hence, we set w = 4 in our proposed method. For simplicity 
of computation, the fitness function can be replaced by 

f'{a)=k- 82 ^c'^, if3<c<n-l; (6) 

= k — 82 * “ ( ^2 + ? otherwise, 

since ^ is a constant and can be ignored, and ^2 ^ is the penalty to decrease 

the fitness of invalid polygonal approximation. 

The genetic operators and the learning strategy used for GA-Type-3 method are as 
same as those for GA-Type-1 method since they have the same string representation. 

3. Experimental Results and Performance Analysis 

The proposed methods (GA-Type-1, GA-Type-2, and GA-Type-3) and three other 
existing methods (Wall-Danielsson‘s method [10], Phillips-Rosenfeld’s method [3], 
and Ray-Ray ‘s method [5]) are implemented for comparison. Three curves as shown 
in Fig. 1 are tested and they are broadly used in the literature [2, 5, 6, 9, 11]. 

For Type 1 problem with the same given error bound, GA-Type-1 method always 
produces fewer number of vertices than that of Wall-Danielsson‘s method (see Table 
1). For Type 2 problem with the same given number of approximating line segments, 
GA-Type-2 method always produces smaller errors than those of Phillips-Rosenfeld’s 
method (see Table 2). For Type 3 problem which is more practical since no input 
parameter is required, GA-Type-3 method tends to produce higher compression ratios 
than those of Ray-Ray’s method (see Table 3). Moreover, for the digital curve of Fig. 
1(a), GA-Type-3 method not only has a higher compression ratio but also yields 
smaller error. Hence, GA-Type-3 method considers more correctly based on the 
tradeoff between the compression ratio and the approximation error. Fig. 2 shows the 
approximation results determined by the proposed GA-Type-3 method automatically. 

4. Conclusion 

In this paper, we have proposed three GA-based approaches for solving different 
types of polygonal approximation problems. We conclude the features of the 
proposed methods as follows. (1) GA-Type-1 and GA-Type-2 methods outperform 
the existing methods in compression ratio and approximation error. (2) GA-Type-3 
method adopts superior factors for Type 3 problem to determine the “optimal” 
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approximating polygon automatically. (3) The existing methods are designed to solve 
one of the problems, while the proposed methods are provided for all kinds of 
problems. (4) The proposed methods can be speeded up by the parallel 
implementation. 

Table 1 The results of Wall-Danielsson‘s method and the 3-run average 
results of the proposed GA-Type-1 method for Type 1 problem. 
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Table 2 The 3-run average results of Phillips-Rosenfeld‘s method and 
the proposed GA-Type-2 method for Type 2 problem. 
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Table 3 The results of Ray-Ray ‘s method and the 3 -run average results 
of the proposed GA-Type-3 method for Type 3 problem. 
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Fig. 2 The approximation results of the proposed GA-Type-3 method. 
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Abstract. In this paper we propose efficient algorithms for computa- 
tion of symmetry degree (measure of symmetry) for polygonal shapes. 
The algorithms are based on turning function representation and the 
approach developed in [1] for comparing polygonal shapes. These algo- 
rithms allow computation of reflection and rotation symmetry measu- 
res which are invariant to translations, rotations and scaling of shapes. 
Using normalization technique we show how it is possible to apply them 
for computation of skew symmetry measures as well. 

Keywords: symmetry measures, polygons. 



1 Introduction 

Symmetry of objects is one of their fundamental features [11]. Therefore it is not 
surprising that the problem of object symmetry identification is of great interest 
in image analysis and recognition, computer vision and computational geometry. 

Recently a number of publications devoted to computation of symmetry de- 
gree (symmetry measure) of shapes and images was published [2,7,8,10,9,12]. 
Naturally, we mentioned only several publications dealing with different kinds 
of symmetries, namely, central, rotation, reflection or skew ones. In this paper 
like to [10] we employ contour representation of shapes for analyzing their sym- 
metry measures. Thesis of Otterloo [10] presents a thorough treatment of the 
problem of shape similarity and symmetry based on parametric contour repre- 
sentations. An interested reader can find there also a detailed discussion of the 
related literature. 

The aim of this paper is to propose efficient algorithms for computation 
of reflection, rotation and skew symmetry measures for polygonal shapes. All 
these algorithms are based on the nice algorithm proposed in [1] for comparing 
polygonal shapes. 

Definition 1. A transformation g : ^ of the Euclidean plane into itself 

is called a symmetry of polygon F C if g{F) = F up to translation. In this 
case polygon F is called g-syrnmetric. 
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Denote by the rotation around the origin over an angle /?, and by the 
reflection with respect to the line through the origin which makes an angle 
a with the positive x-axis. 

Let ^ be a rotation around the origin over the angle 27v fra for some integer 
m > 1 and polygon F is ^-symmetric. In this case we say that polygon F is 
rotation symmetric of order ra. 

Let ^ be a reflection and polygon F is ^-symmetric. Then we say that 
polygon F is reflection symmetric with respect to the line Polygon F is 
called reflection symmetric if it is reflection symmetric with respect to some line 
La- This line is called the axis of reflection symmetry. 

Polygon F is called skevj symmetric [skew rotation symmetric of order ra) 
if there exists an affine transformation g such that polygon g{F) is reflection 
symmetric (respectively, rotation symmetric of order ra). 

In practical applications one is often interested in the quantitative evaluation 
of shape symmetry. Towards this goal Griinbaum [3] introduced the notion of 
central symmetry measure. We adopt this definition in the paper. Denote by T 
the set of polygons in 

Definition 2. A real-valued function g : T — ^ R is called a measure of g- 
symmetry for polygons in R^ if the following conditions hold: 

1. 0 < g{F) < 1 for every polygon F E 

2. g{F) = 1 if and only if F is a g-symmetric polygon. 

3. g{F) is a continuous function of F (in a given topology). 

Given a group of transformation H the measure g is called -invariant if 
g{F) = g{h{F)) for every F £ V and h £ H. It is supposed that h{F) G T for 
heH. 

There are known in the literature different approaches to introduce symmetry 
measures. In this paper we do it via dissimilarity metric specially defined on the 
set of shapes. 

2 Comparing Polygonal Shapes 

In this section we describe an idea of the algorithm developed in [1] for comparing 
polygonal shapes. 

Plane regions bounded by one closed curve (in particular, polygons) may be 
represented up to translation and scaling using a turning function. 

Let A be a shape bounded by a curve of unit length (if the length is not 
equal 1 then the shape is scaled). Let o be an initial point on the curve. Then 
every point p[s) on the curve can be be parameterized by the curve length 
s, 0 < s < 1, from the initial point o to p[s) while passing the curve in a 
counterclockwise direction. Denote by Oa{s) the angle between the x-axis and 
the normal to the curve at the point p{s). The function Oa{s) determines A up 
to translation and is called a turning function. Evidently, 6>^(1) = 6 >a(0) + 27t. 
Now consider function Oa{s) to be defined for all s G R (this corresponds to 
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passing the curve several times; negative s correspond to passing the curve in 
the reverse direction). In this case the equality Oa{s + 1) = Oa{s) + 27t is true. 
For convex regions Oa{s) is monotonic but for non-convex regions Oa{s) can 
take arbitrarily large positive and negative values for s G [0, 1]. 

Further we assume that A is a polygon. In this case the turning function 
Oa{s) is piecewise constant. The example of a polygon and its turning function 
is presented at the Fig. 1 a), b). 

The turning function is highly sensitive to noise and this is probably the main 
drawback of the representation (see Fig. 1 c), d)). Although the shapes shown at 
Fig. 1 a), c) look similar the difference between their turning functions is quite 
significant. Therefore preliminary smoothing of boundary might be useful when 
using this representation for comparing shapes. 




Fig. 1. Turning function representation, a) Original polygon P; b) Turning function 
of polygon P; c) Noisy version of polygon P; d) Turning function of the noisy polygon. 



We can introduce a metric on the set of functions (defined on the segment 
[0, 1]) by different ways. In [1] they use L 2 -metric. L 2 -distance between functions 
Oa{s) and Ob{s) equals by definition (Oa(s) — OB(s))^ds)p 

The turning function of the polygon depends on the choice of the initial point 
o belonging to the shape boundary. But dissimilarity metric should depend only 
on the shapes of polygons. Therefore scaling, translation and rotation invariant 
dissimilarity metric for shapes can be introduced as [1]: 
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( min 




1 

2 



( 1 ) 



where /i(t, 0) = Jq{Oa{s -\- 1) — G b{s) 0)‘^ds, 

Note that if we are interested in shape similarity up to scaling and transla- 
tion only (i.e., no invariance to rotation is assumed) then the minimization is 
performed for 0 = 2A:7t, A: G Z. We denote further the scaling and translation 
invariant metric by 

Denote f[s) = 6>^(s), g[s) = Ob{s). The minimum on 0 of function 
is achieved at 6^ = 0*{t) = (g(s) — f(s-i~t))ds = a — 27rt^ where a = g(s)ds — 

/q f{s)ds is a constant. 

The function for every fixed 0 is piesewise linear on t and the minimum 

of it on t is achieved in one of the fracture points of this piecewise linear function, 
i.e. in one of t, where a breakpoint of f[s t) coincides with some breakpoint 
of g{s). The number of such points is finite, all of them are determined by the 
turning functions of polygons A and B and do not depend on 0. 

Sometimes invariance to affine transformations is required while comparing 
shapes. It seems that the minimization of the L 2 -distance for the whole affine 
transformation group cannot be done efficiently. Therefore a preliminary norma- 
lization to affine transformations may be reasonable. 

Given two shapes A and B it is possible to transform them to the canonical 
shapes A* and B* such that shapes A and B are equivalent with respect to 
(affine transformations group preserving an orientation) if and only if A* and 
B* are equivalent with respect to rotations [4,5]. The definition of a canonical 
shape is based on the concept of ellipse of inertia [6, p. 48-53] and any compact 
set could be easily transformed into the canonical form by some transformation 
from Gy . 



3 Symmetry Measures 

Having a dissimilarity metric d 2 {A^ B) one can introduce a shape similarity mea- 
sure 

a{A,B) = exp(-d2(A, B)). 

The similarity measure takes values from [0, 1] and the value 1 is achieved iff 
the the shapes are similar with respect to the considered group of transformati- 
ons. 

Now we can introduce and compute efficiently reflection, rotation and skew 
symmetry measures of polygonal shapes. 

Denote as earlier by ry the rotation around the origin over an angle /?, and by 
f he reflection with respect to the line through the origin which makes an angle 
a with the positive x-axis. It is known that = ia-f3f2: = ^a+/3/2- 

Reflection symmetry. Denote by a\A^B) = exp(— ^^(A, 5)) the simi- 
larity measure which is invariant to translations and scalings. Then reflection 
symmetry measure /ii(P) of the polygon P can be introduced as follows: 
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/ii(P) = max a'{P,£a{P)), 

0<a<7T 

Denote by ^o(^) the reflection of P with respect to x-axis. Then 
Mi(^) = .m^ax a'{F,r^io{F)). 

U^P<Z7T 

If f{s) is the turning function of P then — /(— s) will be the turning function 
of io{P). Therefore applying algorithm for dissimilarity metric computation for 
polygons P and £o{P) we can compute efficiently the reflection symmetry mea- 
sure jJ^i{P) and the angle for which the minimum in the dissimilarity metric 
d 2 {P:£o{P)) is achieved. Then the angle o;* of the //i-nearest reflection symme- 
try axis equals One is usually interested to see the exact position of the 

axis in the shape, i.e. to find a point through which the axis passes. Suppose 
that the minimal value of the dissimilarity metric d 2 (P, £q{P)) is achieved for the 
critical point t. Then we can find two points and S 2 belonging to the contour 
of P with distances t/2 and (t + l)/2 from the initial point. These two points 
are equivalent in the sense that t and t + 1 define the same shift of the turning 
function. If the polygon P is reflection symmetric then the both lines having 
angle o;* with the x-axis and passing through points and S 2 coincide with the 
exact reflection symmetry axis. Otherwise they do not coincide in general. In 
this case it seems reasonable to choose the middle point of the segment [si, S 2 ] 
as the point through which the //i -nearest reflection symmetry axis passes. 

Given any e > 0 the approach allows also to obtain all axes corresponding to 
critical points for which the values a'[P^£a{P)) differ from the maximal one no 
more than by e. 

Rotation symmetry. Rotation symmetry measure /X 2 ^ of order rn for po- 
lygon P can be introduced as follows 

= o-\A,r2^/^{P)). 

This definition has the following drawback. For rn > 3 the values (j\P^ 
r 2 k'K/m{P))^ k = 1,2,.. .,m — 1, are in general different although they charac- 
terize the same symmetry of P (for k and rn being mutually prime). Therefore 
it is preferable to introduce the following rotation symmetry measure 

M 2 ,m=, „max 0 -'{P,r 2 kTr/m{P))- 

k mutually prime with m 

This measure can be computed using the algorithm below. 

Algorithm 1 Computation of the rotation symmetry measure /i 2 ,m* 

Let f[s) he the turning function of polygon P, 

— Look over in the increasing order all 0 < < 27t, such that ffs + G) and 

f[s) have a common breakpoint; 

— For every L compute /i(t^,0) = Jo\/('5 + G) ~ f{^))‘^ds; 
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— Compute di — h[ti^2k7r/m) = — AkivO* {C) / m [2k7v/m)‘^^ where 

= 27vti^ k is the nearest integer to rnO'^ [ti) / 2 tv and k is mutually 
prime with rn. 

If di is less than the current value of d (at the beginning d is set to he a large 
number) set d — di. Go to U^i. 

At the end of the algorithm exp(— y^) is the value of the rotation symmetry 
measure. 

The algorithm allows to compute rotation symmetry measures /i 2 ,m simulta- 
neously for all m, 1 < m < M, or maximum of these symmetry measures. This 
algorithm is also easily modified for the computation of the symmetry measure 
which can be introduces as pi 2 m = 0<A:<m ^ 2 A: 7 r/m(^))* 

Affine symmetry. From the properties of the canonical form it follows that 
a figure possess a skew symmetry (skew rotational symmetry of order m) if and 
only if its canonical form is reflection symmetric (rotation symmetric of order 
m). Therefore measures of skew reflection symmetry (skew rotation symmetry 
of order m) of polygon F can be introduced as jai[F^) (respectively, /i 2 ,m(T^*))- 
Having found the turning function of canonical form P* these measures can be 
computed efficiently. 

4 Discussion 

The developed algorithms were applied for computation of symmetry measures 
for a number of polygonal shapes given at Fig. 2. 

Table 1 presents the values of reflection symmetry measures computed for 
original polygons and their canonical forms. It is clear that the latter ones define 
skew reflection symmetry measures. Since canonical forms could be even less 
reflection symmetrical than the original polygons themselves, the skew reflection 
symmetry measures computed using a normalization approach can be smaller 
than the reflection symmetry measures. This is in fact the drawback of the 
normalization approach. However, for shapes possessing exact or nearly exact 
skew symmetries there will be no contradictions between the values of reflection 
and skew symmetry measures. Fig. 2 show positions of //i -nearest reflection 
symmetry axes for original polygons. Note that rotation symmetric shapes of 
order m > 3 coincide with their canonical forms (up to uniform scaling). 



Table 1. Reflection symmetry measures for polygons given at Fig. 2 and their canonical 
forms. 



Polygons 


Pi 


P 2 


Pi 


Pi 
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Ps 


P 7 


Ps 




0.552 


0.357 
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0.743 


0.65 


0.467 




0.583 


0.303 
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1 


0.577 


1 
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Fig. 2. Polygonal shapes analyzed in this paper and positions of /xi-nearest reflection 
symmetry axes. 



We tested also the sensitivity of reflection symmetry measure /xi and the 
position of //i-nearest reflection symmetry axis to noise. Additional polygon ver- 
tices were randomly chosen either along the whole perimeter of original polygons 
or some part of it. 

The reflection symmetry measure values usually decrease with increasing the 
noise amplitude. This effect is stronger (as it was expected) for polygons with 
high value of symmetry measure. The increase of vertices number also results in 
decreasing symmetry measure values. 

The values of rotation symmetry measure /i 2 ,m £^re shown in Table 2. This 
measure is more suitable for computation for small rotation orders rn (in the 
table we give the values for 2 < m < 6). For asymmetrical shapes and high 
rotation orders the shape is compared with itself rotated at the small angle. In 
this case the distance metric value is quite small and it is usually achieved for a 
critical point t = 0. As a result the rotation symmetry measure turns to 1 while 
increasing a rotation order and doesn’t depend on the figure itself. Therefore it 
is preferable to use another rotation symmetry measure for high rotation orders, 
for example, the measure (J> 2 ,m already mentioned above. 
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Table 2. Measures of rotation symmetry for polygons Pi — Pg and their canonical 
forms. 



Rotation order 
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Abstract. Standard fractal image coding methods seek to find a contractive 
fractal transform operator T that best scales and copies subsets of a target im- 
age X (its domain blocks) onto smaller subsets (its range blocks). The fixed point 
of this operator is an approximation to the image X and can be generated by 
iteration of T. Although generally good fidelity is achieved at significant com- 
pression rates, the method can suffer from blockiness artifacts. This inspired the 
introduction of fractal- wavelet transforms which operate on the wavelet repre- 
sentations of functions: Wavelet coefficient subtrees are scaled and copied onto 
lower subtrees. We propose a simple adaptive and unrestricted fractal-wavelet 
scheme that adopts a dynamic partitioning of the wavelet decomposition tree, 
resulting in intermediate representations between the various dyadic levels. In 
this way, one may (i) generate a continuous and relatively smooth rate distortion 
curve and (ii) encode images at a pre-defined bit rate or representation tolerance 
error. 



Keywords: Fractal image compression, fractal-wavelet compression, IFS. 



1 Introduction 

In this paper we introduce a systematic and simple interpolative scheme to perform 
fractal image compression in the wavelet domain using the method of fractal-wavelet 
transforms [6, 11, 13]. We emphasize the word interpolative since the method overcomes 
the usual limitations of working in the discrete hierarchy of wavelet subbands. Standard 
fractal image compression methods work in the spatial domain, mapping “domain” or 
“parent” pixel blocks onto smaller “range” or “child” pixel blocks [4, 5, 7, 9, 12]. In most 
applications the pixel blocks are dyadic squares, with typical block configurations being 
(i) 16 X 16 pixel domain blocks mapped onto 8x8 range blocks and (ii) 8x8 blocks onto 
4x4 blocks. (Quadtree schemes can, of course, employ a range of dyadic domain-range 
configurations.) 

Fractal- wavelet transforms, discovered independently by a number of workers ([3, 6, 
8] to name only a few), were introduced in an effort to reduce the blockiness inherent in 
fractal image compression. Their action involves a scaling and copying of wavelet coef- 
ficient subtrees to lower subtrees, quite analogous to the action of fractal image coders 
in the spatial domain. The strength of the fractal-wavelet transform lies in its ability 
to combine the best of two worlds (i) fractal transforms with their inherent properties 

F. Solina and A. Leonardis (Eds.): CAIP’99, LNCS 1689, pp. 191-200, 1999. 
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of scaling and local self-similarity and (ii) wavelet transforms based on multiresolution 
analysis and the discrete wavelet transform. In [13], a generalized 2D fractal- wavelet 
transform allowing independent scaling of the three fundamental wavelet subbands was 
introduced. As expected, the fidelity of image representations is increased but at the 
expense of compression rate. Various strategies for the quantization of the fractal coef- 
ficients have been explored in an attempt to maximize the compression capabilities. 

In spite of their advantages, fractal-wavelet schemes can still be rather restrictive 
in that they adopt the standard three-subband wavelet tree decomposition for the se- 
lection of “parent” and “child” quadtrees. The result is a static representation that 
varies significantly from one resolution level to the next. However, it may be desir- 
able to produce intermediate approximations for purposes of satisfying a particular 
rate-distortion relationship. One way to achieve such approximations is the method of 
adaptive quadtrees. In this paper, we propose and implement a simpler adaptive and 
unrestricted fractal-wavelet scheme that adopts a dynamic partitioning of the wavelet 
decomposition tree, resulting in intermediate representation between the various levels. 
Some of the benefits of such an adaptive fractal-wavelet scheme include the ability to 
(i) generate a continuous and relatively smooth rate distortion curve for fractal-wavelet 
schemes, and (ii) encode images at a pre-defined bit rate or representation tolerance 
error. Due to space limitation, we refer the reader to Ref. [13] for background reading 
on fractal transforms and their relationship to fractal-wavelet transforms - a preprint 
version may be downloaded from http://links.uwaterloo.ca. 



2 Generalized 2D Fractal- Wavelet Transforms 



2.1 Mathematical Setting 

We consider the standard construction of orthonormal wavelet bases in using 

suitable tensor products of subspaces Vi and Wj in £^(R) as discussed in [2, 10]. Define 
the sequence of nested subspaces Vjt G £^(R^), G Z, where Vjt C Vjt+i so that 
n = {0} and limn-)-oo For each define its orthogonal comple- 

ment Wa: so that Va:+i = Vu 0Wa:. For any m G Z and n > 0, 

V jji 0 "W jji 0 "W 0 . . . 0 "W rn-\-n — ^ ra+n-1- 1 • (1) 



Then 



Vjt — T4 0 T4, 

= {Vk 0 Wk) 0 {Wk 0 Vk) 0 {Wk 0 Wk), (2) 

Of particular interest is the case m = 0 and a subset of functions belonging to the 
subspaces and C W^:, /? > 0, defined as follows: 

vGi = v°®w°, 

W° = © wt, k > 0, (3) 

where 

Vfc = spa.n{i>kij{x,y) = 0 < i,j <2^-1} 

Wfc = 8pa.n{ip^..{x,y) = <f>ki{x)ipkj{y), 0 < i,j <2*^-1} 

= 8pa.n{ipl..{x,y) = ipki{x)<f>kj{y), 0 < i,j <2^-1} 

Wf - j/) = ipki(x)ipkj{y), 0 < i,j <2^ - 1}. 



( 4 ) 
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The superscripts /i, v and d stand for horizontal^ vertical and diagonal^ respectively [2]. 
We shall be concerned with functions having the following wavelet expansions: 

oo 2^-1 

f{x,y) = booo<f>ooo{x,y) + X) XI l.^kiji’kijix^y) + alijflij{x,y) + (5) 

k = 0 ^,i=0 

The wavelet expansion coefficients are conveniently arranged in a standard matrix fash- 
ion [2,10], the first three blocks of which are shown in Figure 1. The blocks A^, A^, A^, 
> 0, each contain 2^^ coefficients ? respectively. The three collections of 

blocks 

oo oo oo 

a'* = [Ja^ a” = [Ja^ a<^ = [Ja^, (6) 

k k k 

comprise the fundamental horizontal^ vertical and diagonal quadtrees of the coefficient 
tree. 

Now consider any wavelet coefficient A E {/i, v^ d} in this matrix and the unique 
(infinite) quadtree with this element as its root. We shall denote this (sub)quadtree as 
A^-j. In the Haar case, for a fixed set of indices {k^ i^j} the three quadtrees Al- 

and Af- correspond to the same spatial portion of the function or image. This feature 
was illustrated nicely by Davis [3]. 



2.2 Generalized 2D Fractal- Wavelet Transforms 



The two-dimensional fractal- wavelet transforms involve mappings of “parent” quadtrees 
of wavelet expansions to lower “child” quadtrees. For simplicity in presentation and 
notation, we consider a particular case in which the roots of all parent quadtrees appear 
in a given block and the roots of all child quadtrees appear in another given block. 

Select two integers, the parent and child levels, and k^^ respectively, with 0 < 
kl < /^2* Then for each possible index 0 < i^ j < 2^^ _ l define the three sets of affine 
block transforms: 



W- 












^k* 



a^A^ 



,i)’ 



(7) 



where A E {h^v^d}. The procedure is illustrated in Figure 1. Notice how the child 
quadtrees at level k^ are replaced by scaled copies of parent quadtrees from level k^. 

These block transforms will comprise a unique fractal-wavelet (FW) operator M, 
also known as an Iterated Function System on Wavelets (IFSW) operator. The use of 
the indices ^ etc. emphasizes that the parent quadtrees corresponding to a given set 
of child quadtrees A^* - Al:, - j and A^* - j need not be the same. As well, the scaling 
coefficients and afj are independent In the original fractal- wavelet transforms, 

i.e. [3, 8], common parents and common scaling factors are used for the various subbands, 
that is: 



/(*, i) = 

o^’ij = = Oifj ( 8 ) 

In other words, the /i, v and d subbands are not treated independently. 



The “fractal code” associated with an IFSW operator M consists of: 
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Fig. 1. The two-dimensional fractal- wavelet transform. 

1. The parent-child index pair 

2. The wavelet coefficients in blocks Bq (i.e. 6ooo) ^ ^ {h^v^d} for 1 < ^ < 

/^2 — 1: 4^2 coefficients. 

3. The scaling factors and parent block indices j), for elements afj in 

each of the three blocks Total number of parameters: (i) 3 *4^2 scaling factors, 
(ii) 2 • 3 • 4^2 indices. 

It has been shown [13] that, under certain conditions, the fractal- wavelet transform 
M is contractive in an appropriate complete metric space (hAype square summable se- 
quences) of wavelet coefficients. For the special transform given in Eq. (7), contractivity 
is guaranteed when 

cq = 2^=“** max|af.| < 1, (9) 

where A G {/i, d} and 0 < i, j < 2^2 _ l. 

From the Banach Fixed Point Theorem for contraction maps, the condition cq < 1 
guarantees the existence of a unique fixed point of the operator M, that is, a unique 
wavelet coefficient tree, c such that Me = c. Moreover, the wavelet tree c may be 
generated by iteration of M. 

3 Inverse Problem for Fractal- Wavelet Transforms 

Fractal-based approximation methods are based upon the following idea. (We refer the 
reader to [13] for mathematical details.) Let (y, dy) denote a complete metric space 
whose elements represent the “images” that we wish to approximate. Suppose that 
y G y is a “target” image. Then one seeks to find (if possible!) a contraction mapping 
r on y whose fixed point y approximates y as closely as possible. The fractal parameters 
that define T are then stored in the computer. Reconstruction of the approximation y 
is achieved by the iteration sequence = dy^ which, by Banach’s Theorem, is 

guaranteed to converge to y for any “seed” image yo ^ Y (e.g., a blank screen, yo = 0). 
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Unfortunately, the determination of such optimal contractive operators T is quite 
complicated. A considerable simplification is afforded by the “Collage Theorem” [1], 
a simple corollary of Banach’s Theorem. Given a target image y ^ Y we seek to find 
a contraction map T that makes the collage distance dy(Ty, y) as small as possible. 
In standard fractal image compression, Y is an appropriate space of image functions. 
In this study, the space Y consists of wavelet coefficient quadtrees of a target image. 
Therefore the inverse problem for fractal-wavelet transforms becomes: 

Given a target image with wavelet coefficient matrix A composed of blocks 
0 < k < with A G {h^v^d} and typically ^=8(512x512 image), find 
a fractal-wavelet operator M that maps the matrix A of wavelet coefficients as 
close as possible to itself, i.e. that makes the collage distance A = ||A — M A|| 
as small as possible. 



For a given wavelet matrix A the collage distance A can be defined as 



A = max||A^*^^- j 









( 10 ) 



where the maximum is taken over all child quadtrees i, j lying in all subbands A G 
{h,v,d}. 



3.1 The Encoding Process 



The fractal- wavelet encoding scheme for a fixed set of parent-child level values, (kl^ k^)^ 
is illustrated in Figure 2. For each subband A G {/i, d} and each child quadtree A^* - j 
we find the parent quadtree for which the collage distance associated with that 

child, namely. 









I 

•t ■/ * ■/ • / 






( 11 ) 



is minimized. For each (i^/) pair, the determination of the optimal scaling coefficient 
a is a simple least-squares problem. 

As in the case of normal fractal-based compression methods, there exists a variety of 
strategies for “optimal” parent block assignment, involving some kind of searching over 
feasible parent block indices {i' ,j'). The optimal strategy is to perform a full search of 
all possible parent blocks within a subband A in level k^. However, this is expensive from 
both a computational as well as coding point of view. As we show below, restrictive 
searches requiring much less computational time often yield good results with relatively 
small sacrifices in accuracy. Four schemes corresponding to various ways of choosing 
the parents and the fractal parameters are described in Table 1. These schemes will be 
examined below. 



3.2 The Decoding Process 

The decoding process of the fractal-wavelet transforms involves copying wavelet coeffi- 
cient subtrees onto lower subtrees in a parallel manner. Note that all wavelet coefficients 
to level k 2 — 1 are untouched. The copying is performed one level at a time, beginning 
with the computation of the wavelet coefficients at level k^ (from those at level k"l . The 
computation of each successive level k^ + i = 0, 1, 2, . . ., represents an application of 
the FW operator M. For a 512 x 512 image, the procedure is stopped with the calcula- 
tion of level 8. Extending the process to higher levels results in a zooming of the target 
image [13]. 
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Scheme 


a’s 


Parents 


Description 


I 


/ h V d\ 

(a , a , a ) 


Independent 


Generalized FW scheme with indepen- 
dent parent blocks, i.e. the three indices 
(i^(i, j), j^(i, j)), and independent coefficients 

A G {h, d}. 


II 


(a^, , a^) 


Common 


Particular case of scheme I where the parent 
blocks (^^ (^, i),i^(^, i)) are the same for the 
subbands A G {h^v^d}. 


III 


II 


Common 


Particular case of Scheme II where but 

is distinct. 


IV 


II 

II 

42 


Common 


Quite restrictive scheme; the indices 

(i^(i, j), j^(i, j)) and the coefficients 
are the same for A G {h, 



Table 1. The four fractal- wavelet schemes implemented in this paper. 



4 Adaptive Fractal- Wavelet Schemes 

As illustrated in Table 2, a significant improvement in fidelity of image representation 
can be achieved by going from the level , k^) = (4, 5) to the k^) = (5, 6) level. In 
some cases, this visible improvement is achieved at the expense of a drastic reduction in 
the compression ratio. Sometimes, however, an intermediate level approximation may be 
desired. In this section, we present an adaptive algorithm for achieving such an interme- 





[ki , /c2 ) — (4, 5) 


{KjK) = (5,6) 


Scheme 


RMSE 


PSNR 


Cr 


RMSE 


PSNR 


Cr 


I 


11.73 


26.75 


47.15 


6.44 


31.95 


10.30 


II 


11.64 


26.81 


75.26 


7.30 


30.87 


18.35 


III 


12.38 


26.28 


89.89 


7.75 


30.35 


21.86 


IV 


12.81 


25.98 


112.26 


8.04 


30.03 


27.12 



Table 2. Results for the representation of the test image of “Lenna” using the various schemes 
at (ki^k^) = (4,5) and (ki^k^) = (5,6) levels. RMSE denotes root mean squared error. PSNR 
expressed in dBs. Cr denotes the compression ratio. 



diate representation. The proposed scheme is less restrictive than the schemes described 
above, in the sense that the parent and child blocks do not have to be restricted in size 
or location to the various level- subbands of the spatial orientation tree. Continuous and 
relatively smooth rate distortion curves are also generated for the adaptive versions of 
the various schemes described in the previous section. These curves are illustrated in 
Figure 3. 

The adaptivity of the proposed schemes stems from two different sources. The first 
is concerned with the size and location of the child and parent blocks and , 
A G {/i, v^d}. However the second criteria of adaptivity is related to the search for the 
optimal parent quadtrees corresponding to the child quadtrees. 
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4.1 Adaptive Partitioning of Wavelet Coefficients 

In the following method, the parent and child blocks are chosen from locations that 
move increasingly farther down the wavelet coefficient tree. As a result, their corre- 
sponding sizes increase. Both features are illustrated in Figure 2. 

Adaptive partitioning algorithm: 



1. STEP 1: Starting at the initial level [I = Iq) ^ i) = (3, 4): 

— The parent and child blocks and are of sizes 8x8 and 16 x 16, 

respectively. 

2. STEP 2: Slide and expand the parent block by one pixel, in the direction of 

A G {/i, d}: 

— This preserves its square geometry, to obtain the block A^* that is now of 
size 9x9 pixels. 

— This results in sliding the corresponding child block A^* by 2 pixels in the 
direction of A G {/i, d}. 

3. STEP 3: Expand each child block A^* , in the direction of A G {/i,'y,d}, by 2 

pixels: 

— This results in new expanded child blocks A^:h of size 18 x 18 pixels. 

— This also maintains the 4 : 1 ratio between the size of a parent block and that 
of the child block. 

4. STEP 4: This process is then extended to the higher levels to cover the entire 
wavelet decomposition tree. 

— The fractal- wavelet scheme of choice can then be applied using this new partition 
of parent and child quadtrees. 

5. STEP 5: Check if the stopping criterion (prescribed bit rate or distortion) is 
achieved: 

- If so, STOP. 

- Otherwise: 1 = 1 + 1, GOTO STEP 2. 

Figure 2 illustrates an arbitrary level of this adaptive partitioning of the wavelet de- 
composition tree. Note how the conventional borders of the standard wavelet tree par- 
titioning are redesigned. Clearly, starting from the initial level {k^ k^ = (3, 4), and 
repeating the process described in the above algorithm, we reach the {k"^ ^o+S’ ^2 /o+s) ~ 
(4, 5) level after 8 iterations and the level (kl ^2 / 0 + 24 ) ~ 24 iterations. 

This results in generating continuous and relatively smooth rate distortion curves for 
the fractal- wavelet schemes. Figure 3, illustrates these curves for adaptive versions of 
schemes II and IV, described in the previous section. 

Remarks 

— It is obvious that the starting level k^ can be anywhere in the wavelet 

decomposition tree. 

— We can also slide and expand the child and parent blocks by larger factors so that 
we move more quickly from coarse approximations to more refined representations 
of the image. 
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— When sliding the parent and child blocks by a relatively small number of pixels, 
there is no need to perform an exhaustive search for the optimal parent quadtree 
for each child quadtree. In fact, one can use the same parent block obtained in the 
previous [I — 1)^^ level, for most of them, except the new child quadtrees or those 
quadtrees whose parents are no longer in the current parent blocks. This speeds up 
the scheme and introduces some element of progressiveness or embeddedness in the 
scheme. 

— The scheme also works backwards. That is, one can start at a higher level, say 

(^1 /o’ ^2 /q) “ down to the level ^ ? ^2 / ) — ^he 

inverse transformations to those described in the above algorithm. 

— This algorithm allows us to perform fractal-wavelet image compression at a pre- 
determined bit rate or PSNR. One can converge to the desired bit-rate by simply 
sliding the parent and child blocks, as described in the algorithm. 

4,2 Adaptive Parent-Child Quadtree Matching 

Another source of adaptivity in fractal-wavelet schemes lies in the search for the opti- 
mal parent-quadtree. As illustrated in Figure 4, restrictive search requiring much less 
computational time often yield comparable results at the expense of relatively small 
sacrifices in accuracy. Similar results were obtained when using the other schemes. This 
factor of adaptivity was in fact integrated in the process of developing fast and adaptive 
fractal-wavelet schemes. 





Fig. 4. (a) RMSE vs. mask-size, (b) PSNR vs. Bit-rate, using Scheme II at level ^k^) = (5,6) 
(test image: “Lenna”, using Daubechies-8 wavelets). 



5 Discussion and Conclusion 

This paper represents a preliminary attempt to study and implement a truly adaptive 
fractal scheme in the wavelet domain. We have proposed and implemented adaptive 
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and unrestricted fractal-wavelet algorithm that adopts a dynamic partitioning of the 
wavelet decomposition tree, resulting in intermediate representation between the vari- 
ous levels. Some of the benefits of such an adaptive fractal-wavelet scheme include (i) 
generating a continuous and relatively smooth rate distortion curve for fractal-wavelet 
schemes, and (ii) encoding images at a pre-defined bit rate or representation tolerance 
error. This scheme is characterized by its flexibility in terms of the partitioning of the 
wavelet decomposition tree. In that, an adaptive strategy for partioning the wavelet 
coefficients was proposed and implemented. The conventional borders of the standard 
wavelet decomposition tree are redesigned, resulting in a new partition that overlaps 
with the various subbands. The scheme is also reversible, as one can start at any refined 
approximation level and move up to a coarser approximation. More importantly, it is 
capable of achieving fractal-wavelet image compression at a predetermined bit rate or 
approximation error. There is also some element of progressiveness in this scheme in 
the sense that it re-uses the parent-child matching obtained in the previous iterations. 
It also does not require a fully decomposed wavelet tree of the image - in fact, only a 
tree decomposed partially to an appropriate level, is needed. This, of course, speeds up 
the decoding process. 
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Abstract. It is proved that any iterative sequence for a fractal operator 
which is contractive in l^o norm with contractivity c^, after clamping and 
rounding to integer levels, is perceptually convergent at the threshold 
r > 1/(1 — c^). Eventual contractivity is a sufficient condition for the 
convergence of iterations of a fractal operator. This paper shows that it 
is also necessary if the averaging operation in the definition of the fractal 
operator is replaced by the selection operation. 



1 Introduction 

By 2 we denote the class of all d dimensional images, i.e. the real valued functions 
of the form f : D ^ [vmin^'^max]^ which are defined on a visual surface D C 
with values in the grayscale interval ^ma®] U R^ Typically d = 2 and is a 

finite discrete grid of points, so called pixels and integer values from ^ma®] 

are used as pixel grayscale values. 

The fractal compression of such images is based on representing the given 
image / by a fractal operator F : I ^ I which is defined by local operators 
mapping image fragments gs defined on source domains S C S E F onto 
image fragments defined on target domains T C D/F E U (cf. [2,5]). Actually 
for each T there exists exactly one S[T) and is obtained from gsgr) by 
reducing operation Rt^ contrasting the result by ct and offsetting ot- Since 
target domains are disjoint and they cover the domain D we have: 

ns) = E [ctRt{9) + otIt] ( 1 ) 

Ten 

where It is the characteristic function of the domain T, The reducing operation 
effectively replaces a small block (typically 2 x 2) of pixels by one pixel. There 
are two popular ways of such replacement: make averaging of pixels in the block 
or select one of them. In the latter case the fractal operator is called the selective 
fractal operator. 

This work was supported in part by European ESPRIT INCO CRIT2 project. 
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The decoder receives for each T : ctjOtj the displacement T from S[T) and 
optionally the permutation index It starts with arbitrary initial image go 
and iterates in sequence for i > 0 : 

= g^ = ( 2 ) 

In practice the process is terminated after about i = 15 iterations as usually 
no further improvement of image quality measure PSNR is observed. 

The sufficient condition for the convergence gi is for instance contract ivity 
of F (cf. [2,4]) as the Banach fixed point theorem can be applied. In the infinity 
norm /oo the contract ivity in loo norm is equivalent with the condition: 

c* = max|c 7 ^| < 1 (3) 

where c* appears to be the Lipshitz coefficient for F. 

The limit image / = lim^^oo ^ is the fixed point of F, By the collage 

theorem ([1]) / is close to the original image / as the coder builds F to minimize 
the distance between / and F[f). 



2 Discrete Fractal Operator 



Even when the image g has only integer values v = p(p), p E the image 
g^ = F[g) has already real values F = g\p). Moreover, the result of contra- 
sting and offsetting can give results outside the interval \vmin^'^max\ - In order to 
save image storage, the clamping operation C and the rounding operation Q is 
usually applied to g' before storing pixel values. These postprocessing operations 
together with the original operator create the discrete fractal operator. 

If F = C[h) and for the pixel p E D v = h[p) then = F[p) is defined by: 

f '^^min if Vrnin^ 



V = < 



if V > 



V otherwise. 



( 4 ) 



Now, if F = Q[h) and for the pixel p G D v = h[p) then F = F[p) is defined 
by: 



[v\ if V < [uj + 0.5 , 
\v~\ otherwise. 



( 5 ) 



The composition of C and Q operations can be viewed as postprocessing for 
each local operator: 



Fqcig) = ^ QC [ct • ^T{g) + ot • It] 

Ten 



( 6 ) 
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While clamping the fractal operator to the grayscale range of values of the 
images preserves its contractivity, performing the rounding process to discrete 
levels spoils this property and the given iterative sequence is generally not con- 
vergent. In practice this lack of convergence is not observed by HVS (Human 
Visual System) on decoder’s output. We explain this phenomenon by presenting 
a strict notion of the perceptual convergence at the given threshold. 

The sequence of images G X is perceptually convergent at threshold r if 
there exists ig such that for all j^i > ig- \\9j ~ 9i\\oo V r . 

On the gray scale with 256 levels, the threshold r = 4 makes individual pixel 
values indistinguishable. 

The notion of perceptual convergence was introduced by the author in [6] 
and applied in case of rounding process only. Here stronger notion of perceptual 
convergence is considered (but more suitable from the application point of view), 
the results are extended to the case of composition of clamping and rounding 
operations. 

3 Convergence Analysis of Discrete Sequence 

The clamping operation C acts independently for every pixel. If two images have 
for the given pixel values vi and V 2 respectively, then after clamping their values 
v[ and V 2 are not going apart. Namely: 

1^1 - m < hi - ^2| - 

In terms of the infinity norm, this local property can be written in a global way: 

\\C{g)-C{h)\\<\\g-h\\ (7) 

Therefore if F is contractive with contractivity coefficient a then the operator 
Fc = C o F is contractive too: 

\\Fc{g) - Fc{h)\\ = \\C{F{g)) - C{F{h))\\ < \\F{g) - F{h)\\ < a\\g - h\\ (8) 

The rounding operation Q acts independently for every pixel too. If two 
images have for the given pixel close values vi — [yi\ T 0.5(1 — e) and V 2 — 
[yi\ T 0.5(1 + e) respectively, then after rounding their values v[ and are 
going apart. Namely: 



hJ — ^ 2 1 = 1 > e . 

In terms of the infinity norm, there exist two close images g^h such that: 

\\g -h\\ = e and \\Q{g) - Q{h)\\ > \\g - h\\ (9) 

Therefore the rounding operation Q can ’’damage” the contractivity of the ope- 
rator Fc^ Namely, if F is the contractive operator then after the clamping and 
rounding Fqq usually is not contractive. However, a modified Lipshitz condition 
is still true for Fqc'^ 




204 



W. Skarbek 



Lemma 1. 

Let c* he the Lip shit z factor in the infinity norm of the ajfine fractal operator 
F. Then^ for any g^h E X: 

L 

\\FQc{g) - FQc{h)\\oo < c'^Wg - h\\oo F 1 ( 10 ) 

W^qhid) — FqhWWoo < — /i||oo + + • • • + c* + 1 (11) 



Proof: Let CT{g) = QClorFrig) F otIt] ~ ClorFrig) F otIt] and analogously 
CT{h) be the rounding error on subimages. The rounding error on the given pixel 
is not greater than 0.5. Hence the infinity norm of error subimages is not greater 
than 0.5. We estimate the norm of operator values: 

\\^qc{g) - ^qc{h)\\ = 



= max7-^i7 WQClcrRrig) F otIt] ~ QClcrRifh) F ot1t]\\ 

= irmx^Ten \\C[ct-Rt{9) F otIt] F ^xig) — C[cTRT{h) F otlr] ~ ^T{h)\\ 
< max^GiT \\C[cTRT{g) F otIt] ~ C[cTRT{h) F c>t1t]|| + 



maxTen\Wr{g) ~ (^T{h)\\ 

< irmx.Ten WcrRifg ~ h)\\ + max^-^n ||e7-(5^) - ^T{h)\\ 

F F\\g — h\\oo F 1 

The second point of lemma we get by the applications of the inequality from 
the point one. □ 

For the contractive operator the Lipshitz-like condition for Fqc keeps the 
distance between images within a fixed bound. Namely, from the last lemma we 
get easily the following corollary: 

Corollary 1. 

If the ajfine fractal operator F has c* < 1 then 

\\g-h\\oo<Y:r^ \\^Qc{g) - FQc{h)\\oo < ( 12 ) 



From the above corollary we see that trajectories starting within certain bo- 
und they are kept within the same bound. However, the matter of the perceptual 
convergence is opened. 
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Due to the finiteness of the space of possible discrete images with fixed do- 
main 12, any iterative sequence enters a cycle. In a rare case this cycle could 
consist of single element only. It appears that the infinity distance for any two 
images from any cycle is bounded by the threshold r = 1/(1 — c*) : 

Theorem 1. 

Let go he any initial image and g^ h belong to a cycle entered by the iterative 
sequence {FQQ(go)}. //c* < 1 then 



\\g h\\oo ^ 

Hence images from the given cycle are distant from each other not more than 
1/(1 -c*). 

Proof: Let elements g^h be from the cycle of length have the form g = 
Lg^(^o) and h = FqQ^^\go) for certain iterations q^q-\- d. Using the point 2 of 
lemma 1 and the periodicity of the iterative sequence, we get for any t > 0: 

\\9-h\\ = \\F°QU9o)-F<^+‘^\go)\\ = \\F<^^^^^ 

<{c*)Ft^\\go-F^U9o)\\ + {l-{c*y+^^)/{l-c*) 1/(1 -C) 

□ 

Combining the corollary 1 and the theorem 1, we have immediately: 

Corollary 2. 

Let r > 1/(1 — c*) be a threshold. If c* < 1 then for any initial image goy 
the iterative sequence {FQQ{go)f is perceptually convergent at the threshold r. 
In practical circumstances we get perceptual convergence for discrete operator if 
c* < 0.75 and r = 4. 

4 Convergence of Selective Fractal Operators 

Using the classical contractive mapping theorem of Banach (Dugundi [3]) the 
fixed point / is approximated by successive iterations F°'^{xq) of the contractive 
operator F (see Barnsley and Hurd [2], Fisher [4]). However, practical use of this 
scheme encountered several difficulties as for most existing encoding schemes the 
essential condition of contract ivity for F cannot be guaranteed. 

It was observed that if F is not contractive then a certain iteration F°^ may 
be contractive. This situation is recognized as eventual contractivity [4]. 

In this paper we use the graph perspective to show that the eventual con- 
tractivity is a consequence of the finite image domain. 

Related, preliminary results for this research were included in one of the 
sections of the author’s paper [6]. 
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4.1 Pixel Influence Graph 

We say that a pixel pi is influenced by a pixel pj (denote pi ^ pj) if there exists 
a local mapping in which new value Vi of the pixel pi is computed using the 
current value Vj of the pixel pj. For selective fractal operators each pixel pi is 
influenced by exactly one pixel pj. 

The pixel influence graph Gp = [Vp^Ep) can be defined using the relation 
The set of vertices Vp is identified with integer labels of pixels, i.e. Vp = 
,n}, while the set of directed edges Ep is defined as follows: 

Ep = {(jV)| Pi^ Pj} ■ 

Note, that the input degree of any vertex in the pixel influence graph Gps for 
the selective fractal operator equals one. 

We can assign contrasts as labels of edges in Gp, Namely the edge {ifl) is 
labelled by \ck \ if and only if pj G Tk> We can also speak about the total contrast 
of any path in the graph Gp as the product of all labels on this path. 

We say that the graph Gp is stable if and only if for all its cycles the total 
contrast is less than one. 



4.2 Pixel Graph Stability versus Operator Convergence 

In case of selective fractal operator the pixel value Vi is computed by affine scalar 
equation: 



Vi{t + 1) = + Oi (14) 

From the fact that the image domain is finite and from the equation 14 we 
conclude: 

Lemma 2. 

1, The graph Gps is a union of connected components which have a simple 
structure: a cycle with optionally joined directed trees, 

2, If for certain pixel on a cycle its values obtained by iterating the selective 
fractal operator are convergent then values of all other pixels located in the 
same connected component are convergent too, 

3, If one of contrasting coefficients^ assigned to an edge located in a cycle^ is 
equal to zero then all pixels in the same connected component have values 
convergent, 

f. If for certain pixel on a cycle its values obtained by iterating the selective 
fractal operator are not converging then values of all other pixels located 
in the same connected component are not converging too provided that all 
contrasting coefficients are not equal zero. 

By the last lemma we see that for the given cycle 7 = (ip . . . , ir) of length 
r it is enough to choose one vertex, suppose ii and analyze only convergence of 
this pixel values. 
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Theorem 2. 

For the given pixel i located on a cycle 7 in graph Gps the discrete time sequence 
of its values Vi{t) is convergent if and only if the total contrast of this cycle c[j) < 

1. Therefore Vi{t) is convergent for all i from the same connected component of 
Gps if and only if the total contrast c[j) < 1 for the cycle 7 included in this 
component. 

Proof: Without loss of generality we consider a simple case of a cycle 7 = 
(1,2, 3 , 4). Then we can find explicit formulas for values Vi{t) : 

V 2 {t+ 1 ) = C2V1V) + O2; 

W 3 (t + 2) = C3C2fl(t) + C 3 O 2 + O 3 ; 

Vi{t + 3 ) = C4C3C2t'l(t) + C4C3O2 + C4O3 + O4; 

t'l(t + 4 ) = CiC4C3C2t'i(t) + C1C4C3O2 + C1C4O3 + C1O4 + Oi; 

Hence v\[t + 4 ) is of the form av\[t) + b, where a = C1C2C3C4. This type of 
sequence is convergent if and only if \a\ < T The limit does not depend on the 
initial value t^i(O). Therefore four subsequences i;i(t + 4 ), Ui(t + 5 ), + 6), 

vi{t + 7 ) have the same limit. 

In our case |a| is the total contrast of the cycle 7, what concludes the proof 
of the first statement of the theorem. 

The second statement follows from the fact that values in other pixels of the 
same connected component are delayed affine combinations of the value vi[t) for 
the chosen pixel from the cycle. □ 

The last theorem gives us a straight way to make a link to eventual contrac- 
tivity for the selective fractal operators. 

Namely the selective fractal operator restricted to a connected component 
with the cycle of length r is eventually contractive at the power r. If we take k 
as the least common multiple for all cycle lengths r we obtain contract ivity for 
, This leads us to the following conclusions: 

Corollary 3. 

F Selective fractal operator F is convergent if and only if its pixel influence 
graph Gps is stable, 

2 , Pixel influence graph of selective fractal operator F is stable if and only if F 
is eventually contractive, 

3 , Selective fractal operator F is convergent if and only if F is eventually con- 
tractive. 



5 Conclusions 

Two important in practice subclasses of fractal operator class are considered: 
the discrete (quantised and clamped) operators and selective operators. The 
convergence conditions for them are presented. 
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Clamping the fractal operator to the given grayscale range of values of the 
images preserves its contractivity, but the rounding process to discrete levels re- 
moves this property and the given iterative sequence is generally not convergent. 
However, in practice this lack of convergence is not observed by HVS (Human 
Visual System) on decoder’s output. This phenomenon is explained here by in- 
troducing a strict notion of the perceptual convergence at the given threshold. It 
is proved that any iterative sequence for a fractal operator which is contractive 
in loo norm with contractivity c* < 1, after clamping and rounding to integer 
levels, is perceptually convergent at the threshold r > 1/(1 — c*). 

The graph stability condition in pixel influence graph appears to be sufficient 
and necessary for convergence of selective fractal operators. 

Eventual contractivity for selective fractal operators is not only sufficient but 
also necessary condition for the fractal operator convergence. 
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Abstract. In this article, we deal with fast algorithms for the quaternio- 
nic Fourier transform (QFT). Our aim is to give a guideline for choosing 
algorithms in practical cases. Hence, we are not only interested in the 
theoretic complexity but in the real execution time of the implementation 
of an algorithm. This includes floating point multiplications, additions, 
index computations and the memory accesses. We mainly consider two 
cases: the QFT of a real signal and the QFT of a quaternionic signal. 
For both cases it follows that the row-column method yields very fast 
algorithms. Additionally, these algorithms are easy to implement since 
one can fall back on standard algorithms for the fast Fourier transform 
and the fast Hartley transform. The latter is the optimal choice for real 
signals since there is no redundancy in the transform. We take advantage 
of the fact that each complete transform can be converted into another 
complete transform. In the case of the complex Fourier transform, the 
Hartley transform, and the QFT, the conversions are of low complexity. 
Hence, the QFT of a real signal is optimally calculated using the Hartley 
transform. 



1 Introduction 

In image processing, the complex and the quaternionic Fourier transform are 
important tools. Hence, it is advantageous to have fast algorithms for these 
transforms. In the past, many algorithms for the complex Fourier transform 
have been proposed [1,9,4]. Most of them use the radix-n principle. By new 
algebraic embeddings, the theoretic complexities of the algorithms have been 
decreased. Mostly, the considerations only deal with the number of floating point 
multiplications. 

In this paper, we mainly present fast algorithms for the quaternionic Fourier 
transform [6,2]. We specialize in radix-2 algorithms since we think that higher 
radices yield unnecessary extensions of the spatial domain (the domain must be a 
power of n). Furthermore, we consider both, the additive and the multiplicative 
complexity since there is no difference in the execution time nowadays. Our aim 
is to equip the reader with the necessary basics on choosing the right algorithm 
in a certain case. 

We underline our results by experiments on a real computer. Many algorithms 
and combinations have been tested, though we have not implemented every 
algorithm in the same environment. 

This work was supported by the DFG (So-320/2-1). 
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2 Basics 

In this section we define the discrete quaternionic Fourier transform (DQFT), 
which is based on the continuous transform proposed independently by Ell and 
Biilow [6,2]. Furthermore, we state the standard 1-D fast Fourier transform 
(FFTl) and the 1-D fast Hartley transform (FHTl). We suppose that the reader 
is familiar with the algebra of quaternions H, the Fourier transform and the 
Hartley transform. 

2.1 The Quaternionic Fourier Transform 

Let {l,i,j,A:} denote the basis of the algebra of quaternions IH, where we have 
= — 1 and ij = —ji = k. The coefficient-selection operators are 
defined by Re(g) + ilm(g) + jJm(g) + kKm[q) = q for g G IH. The discrete 
quaternionic Fourier transform (QFT) is defined by sampling the QFT 

M-l N-1 

- E E ^—i27TumjM j ^—j2nvnjN 

m=0 ?i=0 



according to [3] . 

The inverse transform is obtained by changing the signs in the exponential 
terms and by multiplying an additional normalizing factor Except for 

the different imaginary units, the QFT is calculated in the same way as the 
complex Fourier transform. 

The quaternionic spectrum of a real signal is quaternionic Hermite symme- 
tric^ i.e. we have 

F^{u^—v) = a{F^{u^v)) and F^{—u^v)=f3{F^{u^v)) , (2) 

where a[q) = —iqi and f3[q) = —jqj are two non-trivial involutions of the 
quaternion algebra. Hence, the QFT of a real signal consists of 75% redundant 
data. 

2.2 The Fsist Fourier Transform and the Fast Hartley Transform 

In this paper, we use the discrete Fourier transform (DFT) without a normali- 
zing factor. Applying the decimation of time method, we obtain the formula for 
the FFT 



F 



u 



L^e I -i27Tu2 ^ LW 
^ u ' ^ ^ u •> 



( 3 ) 



where F', and F° denote the spectra of /, /^, and /^, respectively, and 
/m = /2m and = /2m+l. 

The Hartley transform [1] is a real valued integral transform. The only formal 
difference to the complex (inverse) Fourier transform is that the sine-function in 
the kernel is not multiplied by the imaginary unit. 

The discrete Hartley transform (DHT) is defined by 



M-l M-l 

Hu fuiCas{27vmu/M) = /y7^(cos(27rmn/AF) -h sin(27rmn/AF)) . (4) 

m=0 m=0 




Optimized Fast Algorithms for the Quaternionic Fourier Transform 211 



The shift-theorem of the DHT reads [1] 

M 

/m-aCas(27rmw/M) = Hu cos(27raw/M) + Hm-u sin(27raw/M) . (5) 

m=0 

Consequently, the decimation of time method yields a formula, which is dif- 
ferent from (3): 

Hu = cos(27tw 2“'^) + sin(27rw2“'^) , (6) 

where and denote the Hartley transforms of /, /®, and /^, respectively, 

and = / 2 m and = / 2 m+n 

3 Fast Algorithms for 2-D Signals 

In this section, we describe the row- column method^ which yields a fast algorithm 
for an n-D transform using 1-D transforms. Another approach for developing fast 
algorithms is the 2-D decimation method which divides the signal into four parts 
[8]. Finally, the mappings between the Hartley transform, the QFT and the 
complex spectrum of a 2-D signal are given. 

3.1 The Row-Column Method 

Consider a 2-D integral transform whose kernel is separable. Such a transform 
can be calculated by applying 1-D transforms on each coordinate. Without loss 
of generality, we firstly apply the transform with respect to the x-coordinate and 
secondly wrt. the y-coordinate. 

Since the kernels of the complex 2-D Fourier transform and the QFT are 
separable, we can state the row- column algorithm of FFTls (RC-FFTl). 

1. The 2-D Fourier transform is separable. Therefore, the complex Fourier 
transform of a 2-D signal fm,,n can be calculated by applying the 1-D FFT to 

each column of fu,n^ Thereby, the signal fu^n is obtained by the application 
of the 1-D FFT to each row of /m,?i- Hence, the spectrum can be calculated 
by M T ^ 1-D transforms. 

2. The QFT is separable, too. 

JV-l . M-1 



fuU 

M-1 . 




A' -1 A -1 

= E + E + . ( 7 ) 

TX = 0 V ' TX = 0 ^ 

Therefore, the QFT of a 2-D signal fm,,n can be calculated by applying the 
1-D FFT to each column of both and Hence, the QFT can be 
calculated by 2M T 2 A 1-D FFTs. 
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Note L The Hartley kernel is not separable, since 

cas(27r(wm + i;n)) 7 ^ cas(27rwm)cas(27Ti;n) . (8) 

Nevertheless, the application of the row-column method to FHTls (RC-FHTl) 
yields an interesting transform, since the DQFT of a real signal can be synthe- 
sized from the RC-FHTl (see Sect. 3.3). The only difference between the 2-D 
DHT and the result of the RC-FHTl is the sign of the component, which is odd 
wrt. both coordinates. 



3.2 The 2-D Decimation Method 



Fast algorithms for the 2-D transforms can be developed by dividing the spatial 
domain with respect to both coordinates: 



j*ee j* j*oe j* j*eo 

J m,n J 2m,2n J m,n J2m-\-l,2n J m,n 



f2 



m,2n-\-l 



I m,n 



f2m-\-l,2n -\- 1 



(9) 



Note that the signal must be of quadratic shape 2^ x 2^ = N x N . The (quater- 
nionic) Fourier transforms of and are denoted by T®®, 

and ^ respectively. The corresponding Hartley transforms are denoted by 
F®^, and . Using this notation, we can state the following equati- 
ons: 



F 



u,v 



L^ee L^oe —%2'KujN _i_ —%2'KvjN _i_ rwo —i27r(u-\-F/^ 



( 10 ) 



_ 1 _ ^—i‘2‘7^u f N L'^oe p~i27ri;/A^ _i —%2'KujN l^oo —%2'KvjN 



( 11 ) 



Hu 



Hu% + cos(2^u/F) + F^C sin(2^u/F) + cos(2^n/F) (12) 
FH^\ sin(27Tw/F) + cos(27r(n + u) /F) + sin(27r(n + t?)/F) 



where N = 2^ >2,w = F— n and v = N — v. 

Note 2, We cannot apply the n-D decimation method to the Clifford Fourier 
transform (CFT), since this method requires a commutative algebra if n > 2. The 
CFT is the generalization of the QFT for higher dimensions [2]. This problem 
concerning the decimation can be solved by embedding the transform into a 
different, commutative algebra [7]. 



3.3 The Mappings between the Spectra 

Since we can convert each complete transform into each other, we have six map- 
pings which describe the relation between the DHT, the DQFT and the DFT of 
a real signal. We define four operators, which yield the even and odd part of a 
2-D signal wrt. the x- and the y-coordinate 



Ee(/(x,y)) = y/(x,y) + f{-x,y) + f{x,-y) + f{-x,-y)) 
Eo(/(x,y)) = \{f{x,y) + f{-x,y) - f{x,-y) - f{-x,-y)) 
Oe{f{x,y)) = \{f\x,y) - f{-x,y) + f{x,-y) - f{-x,-y)) 
Oo{f{x,y)) = \{f{x,y) - f{-x,y) - f{x,-y) + f{-x,-y)) 



( 13 ) 
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Using this operators, we obtain the following Table 1. 



Note that the row-column 
method applied to 1-D 
FHTs yields a transform 
which differs from the 
2-D DHT wrt. Oo{H) 
only. Let H denote the 
transform which is calcu- 
lated by the RC-FHTl. 
Then, Oo{H) = -Oo{H). 
Hence, Lf is a complete 
representation and we can 
obtain the DQFT by ap- 
plying the RC-FHTl al- 
gorithm 



transform 


relation to DHT 


F = 
FI = 


Ee{H) - iEo{H) - iOe{H) + Oo{H) 
Ee{H) - jEo{H) - iOe{H) - kOo{H) 


relation to DFT 


H = 

FI = 


Ee{F) + iEo{F) + iOe{F) + Oo{F) 
Ee{F) + kEo{F) + Oe{F) - kOo{F) 


relation to DQFT 


H = 
F = 


Ee{Fi) + jEo{Fi) + iOe{Fi) + kOo{Fi) 
Ee{F‘i) - kEo{F‘i) + Oe{F‘i) + kOo{F‘i) 


Table 


1: Relations between the transforms 



= Ee{H)-jEo{H)-iOe{H)^kOo{H) . (14) 



4 Complexities 

In this section, we consider the complexities of the presented algorithms, in order 
to decide which one is the fastest. Since the DFT and the DQFT of a real signal 
contain redundancy^ we present one approach which reduces the redundancy in 
order to speed up the algorithm. Besides the theoretic complexities, we consider 
the execution time of real implementations. 



4. 1 Optimizations 

First of all, we have one effect which can be used to speed up any of the presented 
transforms. We know that a phase-shift by tt yields a change of sign. Due to this 
fact, we can calculate the values at the frequencies u and wT W/2 using the same 
addends, e.g. 



(V;/2)dI4)(eVy.) . (15) 

Consequently, the number of multiplications for each n-D fast transform is divi- 
ded by 2^. Furthermore, we decrease the number of additions for the FHT since 
we have 



Hu i\ HI 

Hu+n /2 ) V “V \HuCos{2ttu/N) + H%_^sm{2TTu/N) 



(16) 



in the 1-D case. 

Due to Hermit e symmetry, we have a redundancy of 50% for the DFT and of 
75% for the DQFT. We can use the Hermit e symmetry directly by copying the 
data and changing the signs in the imaginary parts. This method yields a lower 
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complexity of arithmetic operations, but increases the number of memory acces- 
ses. Therefore, it is advantageous to use an implicit method, called overlapping 

[4]- 

The idea of the latter is to create a new, complex signal / = /^ + of the 
length N/2. Since the DFT is linear, the spectra and F^ can be extracted 
from the spectrum F of / [F = F^-\-iF^). Hence, the complexity is divided by an 
asymptotic factor of two. For the FQFT, we can apply the same approach, i.e. we 
have / = T F . This increases the asymptotic complexity by 

four. 



4.2 Evaluation of the Complexities 

Since modern processors evaluate floating point multiplications as fast as addi- 
tions [11,5,12], we do not only consider the number of floating point multiplica- 
tions, but also the number of additions and the total number of floating point 
operations (flops). Since we can easily convert one spectrum to another, it is not 
crucial for the estimation of the complexity, if the calculated spectrum is real, 
complex or quaternionic. Nevertheless, our aim is to develop the fastest way to 
calculate the DQFT. 

In the Table 2, the flops of the presented 1-D fast algorithms can be found. 
Every algorit hm uses the 
effect of the 7r-phase, and 
the FFTl algorithm for real 
signals uses overlapping. For 
the sake of clarity we sup- 
pose that overlapping hal- 
ves the complexity. Note that 
this is not true for finite sig- 
nal lengths The complexity 2: Complexities of the presented 1-D algorithms 

is reduced by a factor less than two in this case. 

In the Table 3, the flops of the presented 2-D decimation algorithms and 
the row-column algorithms can be found. Every algorithm uses the effect of the 
TT-phase, where the matrix of combinations of the signs can be separated [9]: 



transform multiplications 


additions 


flops 


FHTl 
FFTl (M) 
FFTl (C) 


N log 2 N 
N log2 IV 
2N log2 N 


fiv log 2 IV f IV log 2 IV 
fiv log 2 IV f IV log 2 IV 

3A log2 N 5N log2 N 






Vi-1-1 1/ 



/I 0 1 0 \ 

0 10 11 
10-10 
\0 1 0 - 1 / 



/I 1 0 0 \ 
1-10 0 1 
0 0 11 
\0 0 1 - 1 / 



(17) 



The separation decrea- 
ses the number of 
additions needed for 
the four quadrants 
by two thirds. Fur- 
thermore, the 

FQFT algorithm for 
real signals uses over- 
lapping. For the sake 
of clarity we provide 
that overlapping 
quarters the comple- 
xity. Again, this is 



transform 


multiplications 


additions 


flops 


RC-FHTl 


27V 2 log2 TV 


3TV2 log 2 TV 


5TV2 log 2 TV 


RC-FFTl (M) 


37V 2 log2 TV 


|W2 log2 TV 


f TV2log2TV 


RC-FFTl (H) 


87V2 log2 TV 


12TV2 log 2 TV 20TV2 log 2 TV 


FHT2 


1 V log 2 TV 


44TV2 log2 TV 


log2iV 


FFT2 (H) 


6TV2 log 2 TV 


llTV2log2TV 


17TV2 log2 TV 


FQFT (M) 


2TV2 log 2 TV 


2TV2 log 2 TV 


4TV2 log2 TV 


FQFT (H) 


8TV2 log2 TV 


8TV2 log2 TV 


16TV2 log2 TV 



Table 3: Complexities of the presented 2-D algorithms 




Optimized Fast Algorithms for the Quaternionic Fourier Transform 215 



not true for finite signal sizes. 

Note that the RC-FFTl (IR) algorithm uses three overlapping FFTls since in 
('jr) pk ^ Q both and are real valued. The FFT2 (IR) is omitted since 
overlapping cannot be applied in this case, unless the DQFT is used [4]. 



4.3 Compsirison of the Algorithms 



DQFT of a real signal 



According to Table 2, the fastest algorithm for calculating the 1-D Fourier trans- 
form of a real signal is the FHTl or the FFTl with overlapping. Since the over- 
lapping yields a high linear complexity, we prefer the FHTl. 

In a real implementation, the time for the memory access cannot be neglected. 
Therefore, the FHTl and the FFTl with overlapping are not twice as fast as 
the FFTl without overlapping. Our implementation of the FHTl takes less than 
two thirds of the execution time of the FFTl from the numerical recipes [10], 
but it takes more than one half of the time (e.g. 5.0 s versus 8.9 s). 

For complex signals, the FFTl is the fastest algorithm. The execution of two 
FHTls takes more execution time than one FFTl. 

The quaternionic Fourier transform of a 2-D signal can be calculated in many 
ways. According to Table 3, we have the following ranking of algorithms for real 
signals: FQFT, FHT2, RC- 
FHTl, RC-FFTl. Note that 
for the execution time we 
have another ranking. The 
overlapping in the FQFT al- 
gorithm yields a high quad- 
ratic complexity. Hence, for 
realistic sizes the Hartley 
transforms have lower com- 
plexities. In real implemen- 
tations, the RC-FHTl algo- 
rithm takes the least exe- 
cution time, since the me- 
mory access of the FHT2 is 
more complicated. Depen- 
ding on the implementation, 
we have the execution time 
ranking RC-FHTl, FHT2, 

RC-FFTl, FQFT (Fig. 1). 




Fig. 1 : Execution time for the estimation of the DQFT 
on a SPARCstation 10 



For quaternionic signals, we have the following ranking according to Table 3: 
FQFT, FFT2, RC-FFTl. Though the FFT2 should be faster than the RC-FFTl 
(as well for the evaluation of the DQFT as for the DFT), most implementations 
of the FFT2 are RC-FFTl algorithms [10]. Depending on the implementation, 
we have the execution time ranking RC-FFTl, FFT2Q FQFT^. 

For both cases of the DQFT (real and quaternionic signal), the row-column 
method has the advantage that both coordinates are independently extended to 
a power of two. For the 2-D decimation algorithms, the signal must in addition 
be quadratic. 



^ We provide that the FFT2 is implemented by FFTls. 

^ The memory access is distributed over the whole data, which yields a slower execu- 
tion. 
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5 Conclusion 

We have presented different algorithms for evaluating the DQFT of real and 
quaternionic signals. The comparison of these algorithms, their complexities and 
their execution times yield some characterizing properties: 

- We have algorithms which are based on well known transforms (e.g. on the 
FFTl) and we have some which are new (FQFT). 

- Some algorithms are modular (row-column) and some are monolithic. 

- The implementation can yield a simple and short code (FFTl) or a compli- 
cated and extensive code (FQFT with overlapping). 

- The algebraic representation can be simple (FHTl) or complicated (FQFT). 
In our experiments we ascertained that those algorithms which can be imple- 
mented most easily and which are modular have the shortest execution time 
though their theoretic complexity is not the lowest. Obviously, the implementa- 
tions are faster, if they use simple algebraic representations. On the other hand, 
the FHTl (6) has more addends than the FFTl (3). Hence, the FFTl is the 
optimal transform for signals which are not real valued. 

Since we can construct a very fast algorithm using the standard FFTl, there 
is only little programming effort to obtain an implementation which evaluates 
the DQFT. For real signals, the FHTl should be used instead of the FFTl, 
which yields a shorter execution time and less programming effort than an im- 
plementation of overlapping. 
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Abstract. A quality of block coding algorithms based on the DCT with use of 
AW7-blocks (8#V<16) is researched in the paper. A time of the image 
compression does not increase at increasing of block size. It is achieved due to 
decrease of computational complexity by means of a new approach to synthesis 
of the short-length DCT algorithms. This approach is connected to 
interpretation of the DCT calculation as operations in associated algebraic 
structures. 



1 Introduction 

A discrete cosine transform (DCT) [1]: 

0 / □ 0 / • 

1^(^x37%os, — — ), (m=0,...,V-l) (1) 

^(0 - ^ 

is widely used in image processing, in particular, the DCT of length V=8 is a base of a 
lot of the modern coding standards such as JPEG, MPEG, ITU-T [1, 2] ( 1^ are 

normalizing coefficients). However a method of block coding based on the DCT (and 
so the mentioned standards) does not completely take into account features of a 
concrete image. Usually, a creation of adaptive algorithms of a DCT coding [3] leads 
to increase of computational complexity as a result of DCT size increasing. It is 
connected to the fact that the fast algorithms (EA) of DCT at V>8 are much less 
investigated than the DCT of length 8, which accounts for a large number of 
publications [4, 5]. 

The most of the known EAs DCT synthesized for arbitrary lengths have 
comparatively low asymptotic arithmetic complexity, but they do not take into 
account the specific of ’’short” lengths: comparatively small number of different 
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values of basic functions, high requirements to structural complexity, which is the 
dominant characteristic of speed at small length of transform, etc. 

For example, the method of reduction of the DCT to the discrete Fourier transform 
(DFT) of a real double-length sequence proposed in [1] requires 34 operations of real 
multiplication and 56 operations of real addition [6] at 7V=8 and using of split-radix 
algorithm of a real DFT of length 16. The specific algorithm of work [4] requires only 
12 multiplications and 29 additions. 

This work is aimed at the research of quality of block coding algorithms with use 
of AVTV-blocks (8#7V<16). The decrease of a computational complexity of the FA 
DCT (and, hence, the time of the image compression/restoration) is achieved with the 
help of a new approach to the synthesis of such algorithms. The principles of the 
approach were specified in [7, 8, 9]. It was connected to an interpretation of the 
calculation of the DCT as operations in the associated algebraic structures (some 
finite-dimensional algebras). In this work the authors obtain and use the algorithms 
with the minimal arithmetic complexity following these principles. 



2 Algebraic principles of synthesis of fast algorithms of short- 
length DCT 

The proposed method of synthesis of the fast algorithms of the discrete cosine 

transform is based on the following ideas. 

1. The DCT matrix has a block structure. The multiplication of such a matrix by an 
input vector is reduced to multiplications of matrixes of the smaller sizes with 
specific properties of ’’symmetry” by vectors from subspaces of signal space. 

2. The multiplication of these submatrices by vectors of the corresponding subspaces 
is equivalent to a multiplication of elements in some finite-dimensional algebras. 

3. In the most of considered cases (but not in all) these algebras are group algebras of 
cyclical groups or their quotient algebras. The multiplication of elements in such 
algebras is equivalent to a multiplication in polynomial rings (or a cyclical 
convolution). 



3 Finite-dimensional algebras associated with FA DCT 

We consider some d-dimensional algebras A over R with a basis . 

d^\ 

The typical element a 4 A can be represented in the form a ( 5 q / ■ 

7(1 

An addition of elements is performed component-wise and a multiplication is 
induced by rules of the basic elements multiplication. 

In this paper the following finite-dimensional algebras are considered. 

1. The two-dimensional algebra Ap^” with the basis 2l, and rules of the 

multiplication of the basic elements: ( 1 , ( 3 1 . 

(The algebra C of complexes). 
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2. The two-dimensional algebra with the basis 2l, and rules of the 

multiplication of the basic elements: 1^ ( 1 , ( I . 

(The algebra of "double" numbers is isomorphic to direct sum ]BL 6 ]BL [10]) 

3. The three-dimensional algebra with the basis 2, rules of the 

multiplication of the basic elements: { 62 , ( ^2^^ ( • 

4. The four-dimensional algebra with the basis Cj, ^2, C33 and rules of the 

multiplication of the basic elements: 

( 3^2 , ( 3l, ( ^2 , C^C2 (^2^1 ( ^3, ^2^3 (^3^2 ( ^1^3 (^3^1 ( 1 • 

5. The four-dimensional algebra with the basis \ ^2, C33 and rules of the 

multiplication of the basic elements: 

( ^2 , ( 1 , ( ^2 , c^C2 ( ^2^1 ( C3 , C2C3 ( C3C2 ( ( 1 . 

6. The four-dimensional algebra with the basis ^2, C33 and rules of the 

multiplication of the basic elements: 

( 3 1 , ( 1 , cf ( 3 1 , C^C2 ( 626^ ( 3 C3 , C2C3 ( C3C2 ( 3 ( ^2 . 

Proposition 1. a) The multiplication of elements ^5 q / 5 / , E/q / 4 A^^” is 

equivalent to the multiplication of the polynomials ^5 q / 5 ]t^ls ^ I 1 %mod3^ / 1%0 
and requires 3 real multiplications and 3 real additions according to [1 1]. 

b) The multiplication of elements :5 q/ 27 q/ l\e^t 4 A^^” is equivalent to 

the multiplication of the polynomials -5 q / 5 / 7^//WodJ^ 3 1%0 and requires 

2 real multiplications and 4 real additions according to [1 1]. 

c) The multiplication of elements 25 q/ 5 5 2^2 /, 27q/ 7^c^/ 72^2^4 A^^” is 

equivalent to the multiplication of the polynomials 

ig / 5^t/ 5 2 t^% 0 ^ l 2 t^^kno&l^l \% 

and requires 4 real multiplications and 14 real additions according to [1 1]. 

d) The multiplication of elements z5q/ ^ 2 ^ 2 ! ^3^3% 

B/q/ l\e\l 72^2/ 73C3%4 A^"^” is equivalent to the multiplication of the polynomials 

3q/ 5i?3 52^23 53?3%q/ 7i?3 72?2 3 73?3'}Snodl4/ 1% 

and requires 9 real multiplications and 15 real additions according to [1 1]. 

e) The multiplication of elements Z5 q / 5 / 5 2^2 / 5 3C3 ^ , 

27 q/ 7 1^1 / 1 2 ^ 2 ^ ^3^3^ ^ equivalent to the multiplication of the polynomials 

3()/ 5i?/ 5 2^2/ 5 3?3 %q/ 72^2/ 73?3%nocD4 3 1% 

and requires 5 real multiplications and 15 real additions according to [1 1]. 
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Proposition 2. The algebra is isomorphic to the direct sum C 6 C : 

C6 C(^Zj,Z2%i( a^l ^2^ ^2^2’^f ( ^2 ( ^ A’^2^ ^^3 

Corollary 1. A multiplication of a constant element a{5 5 ^ei! 5 2^2/ 5 3C3 by a 

vector b{l ^1 l^e^l 1 2 ^ 2 ^ ^3^3 ^he algebra requires 6 real multiplications 

and 10 real additions. 



4 The base example: DCT of length 8 



In the non-normalized matrix form the DCT (1) takes the form X(Fx, where 

,x37%p ,xB 7%9 F is the DCT matrix, t is the transposition 

sign. After rearranging components of the input and output vectors the matrix 
representation of the DCT can be reduced to the form Y=Ty, where 



'"16^ 
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The forming of the auxiliary variables from the components of a vector y: 

z3)% yi)% yi% zH% y^% yh% zEb% t3z% 
ziy< ^3)% ya% ^E2% yir/g zE5y< EyEl% yE5% 
zi% ^3)% ya® Eya% y:m£yii% ya® Eya% yEym 
zay< ya® E^a% EyEi% E^a% yi^». 



requires 14 operations of real addition. Then the implementation of the cosine 
transform is reduced to the following matrix calculations: 




Proposition 3. a) The calculation of the first matrix product is equivalent to the 
calculation of the product of elements s,p^ A[^ : 

sp Zc! ae^l be2l de^^/Zzl£i% zEl%^ / z^%2 / za%3^. 
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According to Proposition 1(d) it requires 9 operations of real multiplication and 15 
operations of real addition. 

b) The calculation of the second matrix product is equivalent to the calculation of the 

product of elements ^,r4 qr { if I zi5%j% 

According to Proposition 1(a) it requires 3 operations of real multiplication and 3 
operations of real addition. 

c) The other calculations require one operation of real multiplication . 

The total complexity of the DCT algorithm of the length 8 including the forming of 
the auxiliary variables Zg,...,Zy is equal to 9+3+1=13 operations of multiplication 

and 14+15+3=32 operations of addition. 

Remark. The structure of the considered algorithm does not depend on particular 
values of the parameters a, g. Let g:(/:(c:(l, ^ 

Then the part of multiplications becomes trivial. Multiplications by g, e, c are 
united with the normalization of the DCT- spectrum components (with multiplications 
by 1^ ) in (1). Thus the proposed DCT algorithm of length 8 requires 2+8=10 

operations of multiplication and 32 operations of addition. 



5 DCT algorithms for N -9^ 10, 12, 15 

After permutation of rows and columns the DCT matrices of lengths 9 and 10 take the 
form 



. a 

’ c 
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3d 
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^g 
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Proposition 4. A calculation of the matrix products 
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36 
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3g± Zl5/f 
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is equivalent to the calculation of the products of elements of the algebra 

z^% 2 l z^%o and zfe 2 ^ ge^3 z3z%o 

respectively and according to Proposition 1(c) requires 4 real multiplications and 14 
real additions for each product. 
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Corollary 2. The DCT of length 9 requires 8 multiplications and 44 additions or less 
than one multiplication and about five additions per pixel. 

Analogous propositions can be proved for 7V=10, 12, 15. 

Proposition 5. A multiplication of the DCT matrix for N=10 by an input vector is 
equivalent to 

a) a multiplication of a variable element of the algebra A ^2 t)y a constant element 
of the same algebra; 

b) a multiplication of a variable element of the algebra Ap by a constant element 
of the same algebra; 

c) a multiplication of a variable element of the algebra A^ by a constant element 
of the same algebra; 

d) additional multiplications of constants by variables and auxiliary additions. 
Corollary 3. The DCT of length 10 requires 9 multiplications and 43 additions. 
Proposition 6. A multiplication of the DCT matrix for N=12 by an input vector is 
equivalent to 

a) a multiplication of a variable element of the algebra A^"^ by a constant element 
of the same algebra; 

b) a multiplication of a variable element of the algebra Ap by a constant element 
of the same algebra; 

c) a multiplication of a variable element of the algebra A^ by a constant element 
of the same algebra; 

d) additional multiplications of constants by variables and auxiliary additions. 
Corollary 4. The DCT of length 12 requires 13 multiplications and 55 additions. 
Proposition 7. A multiplication of the DCT matrix for N=15 by an input vector is 
equivalent to 

a) two multiplications of variable elements of the algebra by constant 

elements of the same algebra; 

b) a multiplication of a variable element of the algebra Ap by a constant element 
of the same algebra; 

c) a multiplication of a variable element of the algebra A^ by a constant element 
of the same algebra; 

d) additional multiplications of constants by variables and auxiliary additions. 
Corollary 5. The DCT of length 15 requires 24 multiplications and 83 additions. 

The algorithm of Ref. [12] synthesized for arbitrary lengths was used as a base for the 

comparative analysis of computational complexity. At N { 2^ the estimates of a 
computational complexity of this algorithm coincide with the estimates of the 
complexity of the best DCT algorithms from the known ones [4, 5]. 

Table contains the number of operations for the implementation of the DCT by the 
proposed and known methods. 
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N 


Proposed algorithms 


The algorithm of Ref [12] 
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10 
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12 
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44 


11 


44 


10 
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43 


15 


36 


12 


13 


51 


20 


43 


15 


21 


82 


35 


89 



6 Discussion of experimental results 

In the publications [13] the block coding method using the discrete cosine transform 
is described. An input image is divided into square blocks of N\/N pixels with the 
cosine spectrum to be calculated, and selecting and coding of the resulting transforms 
to be performed for each block. A set of selected and coded transforms forms the 
contents of compressed data. 

At decoding the values of transforms are reconstructed, the inverse DCT is 
performed for each block, and a reconstructed image is formed. 

Below the mean square error introduced in data by the procedure of 
compression/restoration is termed a compression error. 



a) 



b) 




Processed images 



Diagrams 




N 




Fig. 1. The dependencies of the compression errors versus block size for image: 
a) "Portrait"; b) "Airspace view". 
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Fig. 1 depicts the compression errors with pregiven coefficients of 

compression Kc for various N. An analysis of shown dependencies allows us to 
conclude that there is in some sense an optimal block size for one or another class of 
images. The proposed DCT algorithms guarantee that a speed of image processing is 
closed on a speed of image processing by the best of known algorithms of the DCT 
for A^=8. The research of the time of image processing by block DCT is shown that 
synthesized algorithms guarantees the time close to the best of known DCT 
algorithms of length 8. 

In the present work a dispersion method selecting of transforms was applied. The 
use of selecting method analogous to JPEG standard instead of dispersion method 
could additionally increase the speed of processing. Unfortunately, nobody considers 
such standards for 7V=8. The authors consider a development of such standards as 
perspective direction of further investigations. 
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Abstract. We introduce an object recognition system (called ORAS- 
SYLL) in which objects are represented as a sparse and spatially orga- 
nized set of local (bent) line segments. The line segments correspond 
to binarized Gabor wavelets or banana wavelets, which are bent and 
stretched Gabor wavelets. These features can be metrically organized, the 
metric enables an efficient learning of object representations. Learning 
can be performed autonomously by utilizing motor-controlled feedback. 
The learned representation are used for fast and efficient localization and 
discrimination of objects in complex scenes. 

GRASS YLL has been heavily influenced by an older and well known 
vision system [4, 9], and has also been influenced by Biederman’s com- 
ments to this older system [1]. A comparison of GRASS YLL and the 
older system, including some remarks about the specihc role of Gabor 
wavelets within GRASS YLL, is given at the end of the paper. 



1 Introduction 

In this paper we describe a novel object recognition system called ORAS- 
SYLL (Object Recognition with Antonomonsly learned and Sparse SYmbolic 
representations based on Local Line detectors). In ORASSYLL representations 
of object classes can be learned antonomonsly. The learned representations are 
used for a fast and efficient localization and identification of objects in compli- 
cated scenes. 

We facilitate and gnide learning by carefnlly selected a priori knowledge. 
Important constraints are the restriction of featnres to localized (bent) line 
segments (PFl), their metric organization (PF2), their hierarchical processing 
(PF3) and the sparse representations of objects by these features (see figure 1). 
Other contraints, discussed in detail in [3], are concerned with the division of 
the featnre space in independent snbspaces (PLl: Independence), its temporal 
organization (PL2: Correspondence) and statistical criteria for the evaluation 
of significant features for an object class (Invariance Maximization (PEI) and 
Rednndancy Rednction (PE2)). 

A crnical aspect of onr work and an important difference to an older system 
[4, 9] is the specific application of Gabor wavelets as expressed in the constraints 
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PFl, PF2 and PF4. PFl states that we apply Gabor wavelets as local line 
detectors, i.e., we assign a symbolic meaning to them. This meaning also enables 
the imbedding of Gabor wavelets into a metrically organized space (PF2) as well 
as for a sparse object representation (PF4). 

Onr representation of a certain view of an object class comprises only im- 
portant featnres, learned from different examples (see fignre 2 left). In section 2 
we formalize PFl by assigning a local line segment to Gabor wavelets or banana 
wavelets respectively (see fignre la,b). In addition to the parameters freqnency 
and orientation banana wavelets possess the properties cnrvatnre and elonga- 
tion. The space of Gabor or banana wavelet reponses is very large. An object 
can be represented as a confignration of a few of these featnres, therefore it can 
be coded sparsely (PF4) (see fignre Ic). The feature space can be understood as 
a metric space (PF2), its metric representing the similarity of features. This met- 
ric is essential for feature extraction and the learning algorithm (section 3). The 
banana wavelet responses can be derived from Gabor wavelet responses by hier- 
archical processing (PF3) to gain speed and reduce memory requirements. The 
sparse representation combined with the hierarchical feature processing allows a 
fast and effective locating (section 4). 

In order to avoid the necessity of manual intervention for the generation 
of ground truth we equip the system with a mechanism which can produce 
controlled training data by moving an object with a robot arm and following the 
object by hxating the robot hand. The robot produces training data on which a 
certain view of an object is shown with varying background and illumination but 
with corresponding landmarks having the same pixel position in the image (see 
figure 2 left). We apply the learning algorithm to this data to extract an object 
representation (see figure 2 left,v). Another way to avoid manual intervention is 
one-shot learning (see figure 2 left), which already allows for the extraction of 
representations successfully applicable to difficult discrimination tasks. 

ORASSYLL has been heavily influenced by an older and well known vision 
system [4, 9], and has also been influenced by Biederman’s comments to this 
older system [1]. A comparison of ORASSYLL and the older system, including 
some remarks about the specihc role of Gabor wavelets within ORASSYLL, is 
given in section 6. 

2 The Feature Space 

The principle PFl gives us a significant reduction of the search space. Instead 
of allowing, e.g., all linear Liters as possible features, we restrict ourself to a small 




Fig. 1. a: Arbitrary wavelet, b: Corresponding path, c: Visualization of a representation 
of an object class. Gabor or Banana wavelets with lower frequencies are represented 
by line segments with larger width. 
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Fig. 2. Left: Autonomous learning: a) The robot arm with the camera, b) The 
“retinal” images produced by following the robot arm holding a toy-duck. c,i— iv) 
Signihcant Features per Instance extracted in an rectangular region (shown in b,i). 
c,v) Learned representation, d) Training data and learned representation for a toy 
car. Right: One-shot learning: Row a) and c) show the objects to be learned in 
front of homogeneous backgound. Row b) and d) show the extracted representations. 
For all objects a rectangular grid was roughly positioned on the object as in the hrst 
image a,i). 



subset. Considering the risk of a wrong feature selection it is necessary to give 
good reasons for our decision. We argue that nearly any 2D-view of an object 
can be composed of localized curved lines. Furthermore, the fact that humans 
can easiliy handle line drawings of objects strengthens our assumption PFl. 
Gabor and Banana Wavelets: A banana wavelet is a complex-valued 
function, parameterized by a vector b of four variables b = (/, o, c, s) expressing 
the attributes frequency (/), orientation (a), curvature (c) and size (5). It can 
be understood as a product of a rotated (and curved) complex wave function 

and a stretched two-dimensional Gaussian rotated (and bent) according 
to (see figure la). 

Our basic feature is the magnitude of the filter response extracted by a con- 
volution with an image. A Gabor or banana wavelet causes a strong response 
at pixel position x when the local structure of the image at that pixel position 
is similar to B^ (see [3]). 

The Feature Space: The six-dimensional space of vectors c = (x, b) is called 
the feature space with c representing the banana wavelet B^ with its center at 
pixel position x in an image. In [3] we define a metric d(ci, C 2 ). Two coordinates 
Cl, C 2 are expected to have a small distance d when their corresponding kernels 
are similar, i.e., they represent similar features (PF2). 

Approximation of Banana Wavelets by Gabor Wavelets: To reduce com- 
putational requirements for the extraction of the large feature space we have 
defined an algorithm to approximate banana wavelets from Gabor wavelets and 
banana wavelet responses from Gabor wavelet responses (see [3]). By this hier- 
archical processing (PF3) we achieve a speed up to a factor 5. 
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Fig. 3. Left: Clustering: a) Distribution of the significant features per instance ex- 
tracted at a certain landmark, b) Codebook initialization, c) Codebook vectors after 
learning, d) Substituting sets of codebook vectors with small distance by their center 
of gravity, e) Counting the number of elements within a certain radius, f) Deleting 
codebook vectors representing insignihcant features. Right: Learned Representa- 
tions of 10 different hand postures The manually provided ground truth consists 
of 6 pictures per hand posture with a grid consisting of approximately 40 landmarks 
is placed. 



3 Learning 

Extracting Significant Features Per Instance: Our aim is to extract the 
local structure in an image / in terms of (curved) line segments expressed by 
Gabor or banana wavelets. We define a significant feature per instance of an 
object by two qualities. Firstly it has to cause a strong response, secondly it has 
to represent a maximum within a local area of the feature space. Figure 2 right 

b, c) and left c,i-iv) show the significant features per instance for some objects 
(each wavelet is described by a curve with same orientation, curvature and size). 
One-shot learning: By positioning a rectangular grid on a roughly segmented 
object (see figure 2 left a,i) in front of homogeneous background and extracting 
significant features per instance as described above suitable representations of 
objects can already be extracted. These representations are successfully applied 
to difficult discrimination tasks. 

Clustering: After extracting the significant features per instance in different 
pictures we apply an algorithm to extract invariant local features for a class of 
objects. Here the task is the selection of the relevant features fov the object class 
from the noisy features extracted from our training examples (see figure 2 left 

c, i-iv). We assume the correspondence problem to be solved, i.e., we assume the 
position of certain landmarks of an object to be known on pictures of different ex- 
amples of these objects. In some of our simulations we determined corresponding 
landmarks manually, for the rest we replaced this manual intervention by motor 
controlled feedback (see section 5). 

In a nutshell the learning algorithm works as follows (illustrated for two 
dimensions in figure 3 left): a-c) For each landmark we express the significant 
features per instance of all training examples by six dimensional codebook vector 
(x,b), representing the pixel position and the parameter frequency, orientation, 
curvature and elongation. We optimize the codebook vectors by the LBG vec- 
tor quantization algorithm [5]. d) Codebook vectors with small distances are 
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substituted by their center of gravity (PE2: reduction of redundancy). e,f) A 
significant feature for an object class is defined as a codebook vector express- 
ing many data points. That means the feature corresponding to the code book 
vector or a similar feature (according to our metric d) often occurs in our train- 
ing set, i.e., has high invariance (PEI). We end up with a graph with its nodes 
labeled with banana wavelets representing the learned significant features (see 
figure 2 left dv, ev). The edges of the graph labeled with metric relations of the 
landmarks. 

4 Matching 

To use our learned representation for location and classification of objects 
we define a similarity function between a graph labeled with the learned banana 
wavelets and a certain position in the image. A total similarity averages local 
similarities. The local similarity expresses the system’s confidence whether a 
pixel in the image represents a certain line segment. The graph is adapted in 
position and scale by optimizing the total similarity. The graph with the highest 
similarity determines the size and position of the objects within the image. 

In a nutshell the local similarity is defined as follows (for details see [3]): The 
magnitude of the filter responses depends significantly on the strength of edges 
in the image. However, here we are only interested in the presence and not in 
the strength of edges. Thus, in a second step a function N{ ) normalizes the 
real valued filter responses into the interval [0, 1]. The value A^(c) represents the 
likelihood of the presence or absence of a local line segment corresponding to 
c = (x,b). This normalization is based on the “Above Average Criterion”: 

AAC a line segment corresponding to the banana wavelet c is present if the corre- 
sponding banana wavelet response is distinctly above the average response. 

Eor a learned feature and pixel position in the image we simply check whether 
the corresponding banana response is high or low, i.e., we look at the normalized 
wavelet response A^(c). The total similarity (which is optimized during matching) 
is simply the average over all these local confidences. Because of the sparseness 
(PE4) of our representation only a few of these checks have to be made, therefore 
the matching is fast. Because we make use only of the important features, the 
matching is efficient. 

5 Simulations 

Learning of Representation: Eirstly we apply the learning algorithm to data 
consisting of manually provided landmarks. Our training sets consist of a set 
of approximately 60 examples of an object viewed in a certain pose. As objects 
we use cans, faces, and hand postures. Corresponding landmarks are defined 
manually on the different representatives of a class of objects for the learned 
representation for hand postures. 

To avoid the manual generation of ground truth we can either apply one-shot 
learning (see section 3) or make use of motor controlled feedback: By moving an 
object with a robot arm and following the object by keeping fixation relative to 
the robot hand using its known 3D position, we produce training data in which 
a certain view of an object is shown with varying background and illumination 
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Repres. 


Trafo 


Performance 




nb. reps rep 


approx 


sec. 


sec. match Recog. 


1) 


10 


standard 


no approx 


17.0 


9.5 


93 % 


2) 


10 


one instance 


approx 


4.9 


12.4 


80 % 


3) 


10 


bunch graph 


1 0-9 1 


18.0 


93 % 


4) 


10 


standard 


no approx 


17.0 


9.5 


90 % 


5) 


10 


standard 


approx 


4.9 


9.5 


80 % 


6) 


10 


bunch graph 


1 0*9 1 


18.0 


65 % 



Table 1. Matching results for hand posture recognition (for interpretation see text). 



but with corresponding landmarks in the same pixel position within the image 
(see fig 2 left b,d). Then we can apply our learning algorithm with a rectangular 
grid roughly positioned on the object (see figure 2 left b,i). For the generation 
of ground truth for frontal faces we recorded a sequence of pictures in which 
a person is sitting fixed on a chair. Illumination and background is changed 
as for cans. To extract representations for different scales we apply the learning 
algorithm to the very same pictures of the different sequences scaled accordingly. 
Matching: For the problem of face finding in complex scenes with large size 
variation a significant improvement in terms of performance and speed compared 
to the older system [4, 9] could be achieved. In [6] face recognition with binarized 
banana wavelets was performed on a very large data set (more than 700 pictures) 
with size variation of faces between 40 and 60 pixel, inhomogeneous background 
and uncontrolled illumination. For this set performance was 95%. 

Our test sets of hand postures contain images of 10 different hand postures 
(figure 3 (right) shows the learned representations) in front of homogeneous back- 
ground with controlled illumination (row 1-3, 240 images) and with a second 
set containing images with inhomogeneous background and varying illumination 
(row 4-6, 200 images). Matching with ten representations (one for each hand 
posture) takes 9.5 seconds and recognition rate for the first set was 93% (first 
row). The simulations corresponding to the second row were performed with rep- 
resentations extracted by one-shot learning. The performance is still remarkably 
high (80%). The performance with the bunch graph approach as described in [8] 
is given in the third row. Results for the test set with uncontrolled background 
and illumination is shown in row 4-6. For the first test set performance within 
the bunch graph approach [9, 8] is comparable to ORASSYLL. For the second 
and more difficult, set performance of ORASSYLL is significantly better. 



6 Comparison with the Jet— based System 

ORASSYLL has been heavily influenced by an older and well known vision 
system [4, 9, 8] in the following called jet-based system, and has also been 
influenced by Biederman’s comments to this older jet-based system [1]. The 
system [4, 9] was very successfully applied to face recognition. High correlation 
between the system’s and human’s face recognition performance has been shown 
[1]. However, Biederman and his associates [1] also have shown that the system 
[4, 9] has only low correlation to human object recognition. 





Sparsified Gabor Wavelets Used as Loeal Line Deteetors 



231 




a: Gabor wavelet 




b: jet 



bunch of 




c: bunch graph 




Fig. 4. Left: Representation of objects within the jet— based system: a: a 

Gabor wavelet (real part), b: a jet calculated as a set of Gabor wavelets (the discs 
symbolize the different frequencies and directions of k). c: a bunch graph. Right: 
Gestalt principles as low order relations of local line segments: a: Sparse 
representation of a can with local curved lines and lists of second order Gestalt relations 
between, b: Smoothing and grouping of the representation in a). 



As models for objects the older system also employs labeled graphs. The 
edges of graphs are labeled with distance vectors between node positions. Nodes 
are labeled with jets [4] or bunches of jets [9] respectively. In a bunch of jets each 
jet is derived from the image of a different example of the view of an object. 
A is bunch thus covering a variety of forms a single landmark may take. This 
structure is called bunch graph [9]. 

Jets are derived from a set of linear filter operations in the form of convo- 
lutions of the image /(x) with a set of Gabor wavelets, of different wavelength 
and orientation (see figure 4 left a). A jet is formed by the set of complex values 
rendered by all wavelets centered at a given position of the image (see figure 4 
left b). Due to the spatial extent of the wavelets, jets describe a local area around 
their position. A bunch B of jets taken at the same landmark (that is, at cor- 
responding positions) of different examples of a certain view of an object class 
forms a generalized representation of this landmark (see figure 4 left c). 

Jet components aj (the index j standing for length and orientation of the 
components’ wave vectors) are the magnitude aj of Gabor wavelet reponses. The 
similarity between two jets J and is defined as the normalized scalar product 
of the two jets: 



s{j.r)= , ‘ ( 1 ) 

Conceptional Differences of Object Representations in the Jet based 
System and ORASSYLL: The object representation on ORASSYLL shows 
four conceptional (D1-D4) differences to the representation based on jets and 
bunches of jets. 

- (Dl) The distinction curvature vs. straightness can be explicitly used as a 
feature. 

- (D2) A restriction to a specific set of binary features of high complexity 
(more precisely, local (curved) line segments) is imposed for object represen- 
tation. 





232 N. Kruger 



- (D3) The object representations are sparse. 

- (D4) A metric is utilized as an additional structure of the feature space. 

In the next subsection we will discuss how these differences influence the 
recognition process. 



6.1 Comparison with Jets and Bunches of Jets: Two Arguments in 
Favor of ORASSYLL for the task ’object recognition’ 

In this section two advantages of the object representation within ORASSYLL 
are discussed. 

First Argument: In a Jet Significant and Insignificant Features are 
Lumped together whereas in ORASSYLL Features are Stored Sepa- 
rately. Therefore Matching and Extraction of Significant Features is 
Facilitated: In a jet, significant and insignificant features are lumped together. 
Even when a single Gabor wavelet response gives information about the oc- 
currence of a local line with a certain orientation, a jet always represents the 
whole local image patch. The jet similarity (1) reflects the relative strengths 
of a complete set of Gabor wavelet responses at the actual pixel position, and 
therefore reflects the fit to a whole local region. For example, a local area of an 
object may have an edge with a certain orientation resulting in a strong response 
of the corresponding Gabor wavelet. The occurrence of an edge with different 
orientation in the background causes a strong response for the Gabor wavelet 
with different orientation. Because the denominator in equation (1) increases by 
the “background-response”, the relative strength of Gabor wavelet responses, 
and therefore the similarity (1) changes. In [3] it has been demonstrated that 
— because the relative strength of Gabor wavelet responses varies significantly 
with changes of background and illumination — the similarity (1) is more sensi- 
tive to these sources of noise compared to the similarity function applied within 
ORASSYLL. 

In ORASSYLL two different distance functions for learning and matching 
are used: Firstly, the metric defines a distance between features (D4). For learn- 
ing, features at a close distance are grouped together within one cluster but 
features at a large distance are treated as separate. The metric of the feature 
space reflects the difference of properties of features such as difference in space, 
curvature or orientation. This allows to distinguish between significant features 
and insignificant features (e.g., corresponding to the background) and to keep 
only the significant features within the object representation (see figure 2 left). 
Secondly, the similarity of a binarized banana wavelet to a local image patch 
(based on the Above Average Criterion) indicates the presence or absence of the 
learned feature fairly independent of background and illumination (as shown in 
[3]) and allows for a comparison of only the learned and significant features to 
the image. 

Second Argument: Coding and Detection of Important Relations such 
as Collinearity, Parallelism and Symmetry is more Difficult with Jets 
than with Binarized Banana Wavelets: An important issue within ORAS- 
SYLL is the definition of a local criterion for the presence of a local (curved) 
line. Maybe there does not even exist such a completely satisfying local crite- 
rion and the presence of a local line segment depends on the context. Compared 
to the older system, invariance to changes in illumination and background is 
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significantly higher, but still, variation occurs as it has been demonstrated in 

p]- 

In [2] within the framework of ORASSYLL, it could been shown that collinear- 
ity and parallelism can be detected and mathematically characterized in natural 
images with binarized Gabor responses. Without binarization, i.e., without a 
transformation to a feature of higher complexity corresponding to a localized 
line (D2), these two Gestalt principles are barely detectable in the statistics of 
natural images. 

A sparse representation of objects (D3) allows for the description and detec- 
tion of Gestalt principles as low-order statistics of feature relations, (see figure 
4 right) We suggest that this coding also facilitates the reliable recognition of 
a local line segment by integrating contextual information because interactions 
between features such as inhibition and reinforcement can be defined according 
to Gestalt principles within the feature space. Coding of Gestalt principles with 
jets would presuppose higher order statistics. Therefore learning and integration 
of Gestalt principles becomes more difficult within the jet approach. 
Acknowledgment: I would like to thank Christoph von der Malsburg, 
Gabriele Peters, Laurenz Wiskott and Michael Potzsch for fruitful discussion. 
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Abstract* The algorithmic techniques for the implementation of the 
Linear Discriminant Analysis (LDA) play an important role when the 
LDA is applied to the high dimensional pattern recognition problem 
such as face recognition or verification. The LDA implementation in the 
context of face recognition and verification is investigated in this paper. 
Three main algorithmic techniques: matrix transformation, the Cholesky 
factorisation and QR algorithm, the Kronecker canonical form and QZ 
algorithm are proposed and tested on four publicly available face data- 
bases(M2VTS, YALE, XM2FDB, HARVARD) b Extensive experimental 
results support the conclusion that the implementation based on the 
Kronecker canonical form and the QZ algorithm accomplishes the best 
performance in all experiments. 



1 Introduction 

The linear discriminant analysis (LDA) approach to feature extraction is well 
known [5]. A detailed description of the LDA for pattern recognition can be 
found in [2]. Theoretically, LDA- based features should exhibit classification per- 
formance superior to that achievable with the features computed using Principal 
Components Analysis (PGA). However, in the context of face recognition or veri- 
fication the LDA method has only occasionly been reported to outperform the 
PGA approach [7]. Better performance of the LDA method as compared with 
the PGA approach was reported in [1][3][4]. Notably, no details regarding the 
implementation of the LDA algorithm were presented in these papers. 

So far little attention has been paid to the implementation of LDA. In this 
work we test the hypothesis that poor performance of LDA in face recognition 
experiments (as an example of high-dimensional problems with a small training 
set) can be at least partially explained by incorrect selection of the numerical 
method for solving the associated eigenvalue problem. 

^ See http://www.tele.uclMC.be/M2VTS for M2VTS database; see 
http://cvc.yale.edu/projects/yalefaces/yalefaces.html for YALE face database; 
see http://www.ee.surrey.ac.uk/Research/VSSP/xm2fdh for XM2FDB database; see 
ftp://ftp.hrl.harvard.edu/pub/faces for HARVARD face database. 

F. Solina and A. Leonardis (Eds.): CAIP’99, LNCS 1689, pp. 234-242, 1999. 

© Springer-Verlag Berlin Heidelberg 1999 
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The work presented here investigates the efficacy of various algorithms for 
face recognition and verification based on Linear Discriminant Analysis. An im- 
plementation which employs the Kronecker canonical form and the QZ algorithm 
is recommended because of its stability. This robust algorithm achieves the best 
performance in all experiments. The experiments were undertaken on four pub- 
licly available face databases: the M2VTS database, the XM2FDB database, the 
Yale face database and the Harvard face database. 

The paper is organised as follows. In Section 2 we briefly describe the theoret- 
ical framework of face recognition approaches based on the eigenvalue analysis of 
matrices of second order statistical moments. Computational considerations and 
algorithmic techniques for the implementation of LDA are presented in Section 
3. A description of the experiments including the face databases, experimental 
protocol, algorithms involved and the experimental results obtained are given in 
Section 4. Finally a summary and some conclusions are presented in Section 5. 



2 Linear Discriminant Analysis 

For a set of vectors Xiji — 1,...,M, Xi € belonging to one of c classes 
{CijC 2 j • • • ? Cc}j the between-class scatter matrix Sb and within-class scatter 
matrix Sw are defined as 



Sb = ( 1 ) 

k = l 

C 

^ ^ ^ ^ ~~~ l^i)i^k ~~~ Mi) (2) 

i — 1 Xk 

where ^ is the grand mean and is the mean of class Ci. 

The objective of LDA is to find a transformation matrix Wopt maximising 

the ratio of determinants Wopt is known to be the solution of the 

following eigensystem problem ([2]): 

SbW - SwWA = 0 (3) 

Premultiplying both sides by (3) becomes: 

= WA (4) 

where A is a diagonal matrix whose elements are the eigenvalues of Equation 
(3). In the context of face recognition, the column vectors Wi (i = ... - 1) 

of matrix W are referred to as fisherfaces [1]. 

Dimensionality reduction. In high dimensional problems (e.g. in the case 
where Xi are images and D is ^ 10^) Sw is almost always singular, since the num- 
ber of training samples M is much smaller than D. Therefore a dimensionality 
reduction must be applied before solving the eigenproblem (3). Commonly, the 
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dimensionality reduction is achieved by Principal Component Analysis [11] [1]; 
the first (M - c) eigenprojections are used to represent vectors Xi. This also 
allows Sw and Sb to be calculable in computer with a normal memory size. The 
optimal linear feature extractor Wopt is then defined as: 

Wopt = Wfia * Wpca (5) 

where Wp^a is the PC A projection matrix and Wfi^ is the optimal projection 
obtained by maximising 






(6) 



3 Algorithms for the Sb — (pencil) eigenproblem 

Though both Sb and Sw are real symmetric matrices, the product matrix Sp 
where Sp — S^Sp needs not be symmetric [6]. Therefore directly solving the 
eigenproblem of single matrix (Sp) will lead to unstable eigenvalues and eigen- 
vectors. 

Several algorithmic techniques can be used to solve the eigenproblem of 
Spw - XSw'^- The set of matrices in the form of 5 b ^ A5w is referred to 
as a linear pencil As both Sp and Sw are covariance matrices, they are either 
positive definite or semi-positive definite real symmetric matrices. 

The matrix transformation technique. A matrix transformation tech- 
nique described in [2] is used to convert the pencil to a transformed real sym- 
metric matrix. In order to obtain this transformation, the eigenvalues and ei- 
genvectors of Sw are firstly computed. They are denoted as and and 
satisfy 

5h.K. - = 0 (7) 

If Sw is a symmetric positive definite matrix, there exists a matrix B such that 

B^SwB = I (8) 

Comparing (7) and (8), we have 

B = (9) 

Let us define a tranformation matrix 5^ = B^SpB. Then the eigensystem 
problem becomes 

S^pV -VA = 0 ( 10 ) 

As the rank of Sp^ is at most c - 1, it will have only d (d < c - 1) non-zero 
eigenvalues. This means that all the relevant information is compressed into d 
eigenvectors associated with the non-zero eigenvalues of 5^. Denoting the system 
of these eigenvectors by i.e.. 






( 11 ) 
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the optimal feature extractor Wopt is given as 

Wopt = BV = ( 12 ) 

Cholesky factorisation and QR algorithm. When the dimensions of Sw 
and Sb are reduced from D to n{n < (M - c)), Sw becomes positive definite 
and the pencil turns out to be a symmetric definite pencil The problem of (3) 
can then be converted to (13) below using the congruence transformation. 

{X^SbX)W - (X^SwX)WA = 0 (13) 

where Sw — S'^ G Sb — Sq € and the matrix X satisfies 

X^SwX = I, X^SbX = diagiXi , . . . , A„) (14) 

The steps to compute Wopt are defined as follows 

- The Cholesky factorisation Sw — is computed first using the method 
given in [8]. Formula (4) now becomes 

L^^L^^SbW = WA (15) 

Multiplying both sides by we get 

L^^SbW = L^WA (16) 



which can be rewritten as 

{L^^SbL^^){L^W) = {L^W)A 



or 

FT - Td = 0 (17) 

where F = L^^SbL^^ and T = L^W 

- Then the symmetric QR algorithm can be applied to compute the Schur 
decomposition 

Q^PQ = diag{Xi , . . . , A^) (18) 

- Finally, the eigenvectors are calculated by 

Wopt = (19) 

Kronecker canonical form and QZ algorithm. The more general situ- 
ation is that both Sw and Sb are near singular, thus neither the matrix trans- 
formation nor the Cholesky factorisation can be applied. In such situations the 
QZ algorithm must be employed. 

The main idea of the QZ algorithm introduced in [9] is to transform matrices 
Sw and Sb simultaneously to triangular matrices B and A that satisfy 



B = QSwZ, A = QSbZ 



( 20 ) 
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where matrices Q and Z are derived as a product of the Gauss transformation. 
Hence the eigenproblem of SbW — SwW A is equivalent to 

AW' = BW'A (21) 

If the diagonal elements of matrix B are non zero, i.e., bu ^ 0, then the eigen- 
values and eigenvectors of the original pencil are obtained by 

Ai = au/ki, = ZW' (22) 

The behaviour of the QZ algorithm on pencils that are not only regular but also 
nearly singular is analysed in [15]. The results reported in that paper strongly 
support that when the pencil is singular or near singular the QZ algorithm should 
be preceded by an algorithm which extracts the singular part of the pencil. This 
situation is likely to arise when LDA is involved in face identification. If the 
pencil is converted into the Kronecker canonical form(see [13]), the general QZ 
algorithm always works well. This is also proven by our experimental results 
shown in Section 4. 

4 Experiments 

4.1 Face Verification Experiments 

The comparative performance of the algorithms presented in Section 3 was tested 
as part of a face verification experiment performed on data from three publicly 
available face databases. All implementations of LDA were tested using the same 
protocol. 

Experimental ensembles 

Three experimental ensembles were selected from the three different face data- 
bases. They are all registered using an approach based on the eyes positions. 

- The EPFL ensemble: 37 persons, 4 images per person selected from four 
shots of the M2VTS database. 

- The YALE ensemble: 15 subjects, 11 images per subject containing all images 
in the YALE face database. 

- The SURREY ensemble: 100 individuals, 4 sessions, one image per session 
selected from the XM2FDB database 

Experimental protocol 

The experimental protocol was firstly designed for the performance evaluation 
of various methods carried on the M2VTS database. It combines the leave-one- 
out^ strategy and the rotation scheme [2]. For a general ensemble of c persons, 5 
sessions (shots), each person in turn is labelled as an imposter^ whilst the (c — 1) 
others are considered as clients. The training set consists of (s-1) shots of (c-1) 
clients. The remaining one shot is used as the test set. Each client tries to access 
under his or her own identity (ID) and the imposter tries to access under the ID 
of (c — 1) clients. After all rotations, the number of client and imposter tests is 
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c X 5 X (c — 1). This procedure leads to 5328 tests for EPFL ensemble, 2310 tests 
for YALE ensemble and 39600 tests for SURREY ensemble. 

Results of the face verification experiments 

The following implementation methods are applied in the experiments for com- 
parison. 

- Eigenface approach based on the Principal Components Analysis abbrevi- 
ated as 

- LDA method implemented using the Cholesky factorisation and the QR 
algorithm abbreviated as 

- LDA method implemented using the Kronecker canonical form and the QZ 
algorithm abbreviated as 

- LDA method implemented using matrix transformation techniques abbrevi- 
ated as ^^MT\ 

The eigenface (PCA) method used all of the available eigenfaces to make the 
results as good as possible, so did all the TDA^ algorithms. Experimental results 
are presented in terms of the receiver operating characteristics curve(ROC). All 
ROC curves are displayed in Figures 1, 2, 3. The equal error rate(EER) for all 
experiments are given in Table 1. We can find from these results that the “QZ” 
algorithm achieves the best performance on every ensemble. 

ROC curves of LDA algorithms 

(Images: EPFL ensemble from M2VTS database) 



Fig.l. Performances on 
the EPFL ensemble 



0.00 0.10 0.20 0.30 

False Acceptance 

Table 1* Equal error rates of verifica- 
tion experiments using the eigenprojec- 
tion method (PCA), Cholesky factorisation 
(QR), Kronecker canonical form (QZ) and 
the Matrix transformation technique (MT). 



Ensemble 


Results of algorithms 


“PCA’’ 


“MT” 


“QR” 


“QZ” 


EPFL 


22.3 


26.2 


26.2 


3.1 


YALE 


33.3 


18.2 


6.5 


2.3 


SURREY 


9.3 


19.6 


19.6 


2.9 




Results analysis and improvement consideration 

From Table 1, we find not only that there are big differences between the results 
when LDA is implemented using various algorithms but also that the eigenface 
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ROC curves of LDA algorithms 



(Images: YALE ensemble from YALE database) 




Fig. 2. Performances on 
the YALE ensemble 



ROC curves of LDA algorithms 



(Images: SURREY ensemble from XM2FDB database) 




False Acceptance 



Fig. 3. Performances on 
the SURREY ensemble 



method in some cases achieves better results than the “QR’’ and “MT’’ al- 
gorithms. Similar results were also obtained by other researchers. One example 
can be found in [7] where the results of the eigenface method were better than 
those yielded by the MDF(most discriminant feature) method^. This contrasts 
with the theory which favours LDA. 

We were surprised that the LDA method was seldom reported to exhibit 
better results than the eigenface approach. Eventually, we developed a robust 
implementation (“QZ”) of LDA which always outperforms the eigenface method. 
While comparing the immediate results, we found that an important processing 
step was omitted in both “QR” and “MT” algorithms. 

Checking the background of these algorithmic techniques, some pre-requisites 
play an important role in the application. For example, the Cholesky factorisa- 
tion requires the matrix to be “well-conditioned enough”; the Jacobi method 

^ The MDF method is a different name of the LDA approach. 
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which finds the eigensolution for a real symmetric matrix performs the eigen- 
vector normalisation at every iteration with a roundoff thresholding precision. If 
the matrix is quite well-conditioned, the orthonormalisation of the eigenvectors 
will be satisfactory for both the “QR” algorithm and the “MT” algorithm. The 
QZ algorithm is designed to deal directly with the pencil problem (in the form of 
Ax = XBx) and its performance is unaffected by singularity or near-singularity 
of A, B or A — XB. 

However, except when Sw is really singular, both “QR” and “MT” al- 
gorithms can achieve nearly the same results as “QZ” algorithm by applying 
a supplementary normalisation of the final eigenvectors. 



4.2 Face Recognition Experiments 

As a comparison, the face recognition experiments described in [1] were repeated 
using the LDA approach implemented with “QZ” algorithm. Images from both 
the Harvard database and the Yale database were centred and cropped to emu- 
late the data shown in [1]. Results are given in Tables 2, 3. 



Error Rate(%) of face recognition experiments on Harvard Database | 


Method 


Reduced 

Space 


Extrapolating from subset 1 


Interpolating between subsets 1, 5 


Subset 1 


Subset 2 


Subset 3 


Subset 2 


Subset 3 


Subset 4 


fisherface^ 


4 


0.0 


0.0 


4.6 


0.0 


0.0 


1.2 


LDA (“QZ”) 


4 


0.0 


0.0 


3.1 


0.0 


0.0 


0.0 



Table 2. Extrapolation and interpolation experimental results of variation in lighting 



“Leave-one-out” of Yale Database 


Method 


Reduced 

Space 


Error Rate(%) 


Close Crop 


Full Face 


fisherface^ 


14'' 


7.3 


0.6 


LDA (“QZ”) 


14 


3.6 


0.6 



Table 3. Experimental results 
of variation in facial expres- 
sion and lighting 



The results show that the LDA approach implemented using the “QZ” al- 
gorithm achieves better results in all three face recognition experiments com- 
pared with the best results reported in [1]. 



5 Conclusions 

In this paper, a detailed study of three numerical algorithms for linear discrim- 
inant analysis (LDA) in the context of face verification has been investigated. A 



^ No description for the fisherface method implementation was given in [1]. 

^ There are only 15 snbjects(ll images/snbject) in the Yale database; the maximum 
reduced space is 14. 
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robust algorithm has been proposed and tested. It achieves a very good per- 
formance when face images are registered using a semi-automatic face image 
registration method based on eyes positions. 

The LDA is a powerful classifier, it is robust to lighting conditions, facial ex- 
pressions and small pose changes. The experiments performed show that the se- 
lection of an appropriate implementation of LDA influences significantly the veri- 
fication performance. The “QZ” algorithm always outperforms other algorithms 
regardless of the face ensemble. 
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Abstract. A method for face recognition using profile images based on the 
scale-space filtering is presented in this paper. A grey-level image of profile is 
thresholded to produce a binary, black and white image, the black 
corresponding to face region. A pre-processing step then extracts the outline 
curve of the front portion of the silhouette that bounds the face image. From 
this curve, a set of twelve fiducial marks is automatically identified using scale- 
space filtering with varying the scale parameter. A set of twenty-one feature 
characteristics is derived from these fiducial marks. After normalising the 
feature characteristics using two selected fiducial marks, the Euclidean distance 
measure is used for measuring the similarity of the feature vectors derived from 
the outline profiles. Experiments were performed on a total of 150 profiles of 
thirty persons. Experimental results are presented and discussed. Finally, 
recognition rates and conclusions are given. 



1. Introduction 

Since the early 1990's Face Recognition Technology (FRT) become an active 
research area. A general statement of the problem of face recognition can be 
formulated as follows: Given still or video images of a scene, identify one or more 
persons in the scene using a stored database of faces [2]. 

The solution of the problem involves segmentation of faces from cluttered 
scenes, extraction of features from face region, identification, and matching. 

Face recognition problems and techniques can be separated in two large groups: 
dynamic (video) and static ( no video ) matching. Dynamic matching is used when a 
video sequence is available. The video images tend to be of low quality, the 
background is very cluttered and often is more than one face present in the picture. 
However, since a video sequence is available, one could use motion as a strong cue 
for segmenting faces of moving persons. 

Static matching uses images with typically reasonably controlled illumination, 
background, resolution, and distance between camera ( or 3D scanner) and the person. 
Some of the images that arise in this group can be acquired from a video camera. 



F. Solina and A. Leonardis (Eds.): CAIP’99, LNCS 1689, pp. 243-250, 1999. 
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Machine recognition of faces has several applications, ranging from static 
matching of controlled photographs as in mug shots matching and credit card 
verification to surveillance video images. Mug shots matching is the most common 
application in static matching group. Typically, in mug shots photographs one frontal 
and one or more side views of a person's face are taken. Profile images provide a 
detailed structure of the face that is not seen in frontal images [7]. Face recognition 
from profiles concentrates on locating points of interest, called fiducial points. 
Recognition involves the determination of relationships among these fiducial points. 

In this work we try to develop simple and fast method for detecting these 
fiducial points. For that purpose we treat the outline of a profile like a function and we 
use scale-space filtering [1], [3] for detection of extrema in that function and its first 
few derivatives. The profile is first expanded by convolution with Gaussian masks 
over a continuum of sizes. From this “scale-space” image we determine scale 
parameters which are used for detection of specific fiducial points. A set of twenty- 
one feature characteristics is derived from these fiducial marks. After normalising the 
feature characteristics using two selected fiducial marks. Euclidean distance measure 
was used for measuring the similarity of the feature vectors derived from the outline 
profiles [8]. Results of the proposed profile matching method in the presence of 
rotation, translation and size variance of profile faces are included in this paper. 



2. Scale-Space Filtering 

Scale-space filtering [1] is a method that describes signals qualitatively, in terms of 
extrema in the signal or its derivatives, in a manner that deals effectively with the 
problem of scale-precisely localising large-scale events, and effectively managing the 
ambiguity of descriptions at multiple scales, without introducing arbitrary thresholds 
or free parameters. The extrema in signal and its first few derivatives provide a useful 
general-purpose qualitative description for many kinds of signals. 

Descriptions that depend on scale can be computed in many ways. As a primitive 
scale-parameterisation, the Gaussian convolution is attractive for a number of its 
properties, amounting to “well-behavedness”: the Gaussian is symmetric and strictly 
decreasing about the mean, and therefore the weighting assigned to signal values 
decreases smoothly with distance. The Gaussian convolution behaves well near the 
limits of the scale parameter, a, approaching the un-smoothed signal for small a, and 
approaching the signal’s mean for large a. The Gaussian is also readily differentiated 
and integrated. 

The Gaussian convolution of signal f(x) depends booth on x, the signal’s independent 
variable, and on cr, the gaussian’s standard deviation. The convolution is given by 

3 ... 



where denotes convolution with respect to x. This function defines a surface on 
the (x, a)-plane, where each profile of constant a is a Gaussian-smoothed version of 
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f(x), the amount of smoothing increasing with a. (x, a)-plane is called scale space, 
and the function, F, defined in (1), the scale-space image of f. 

At any value of a the extrema in the ^th derivative of the smoothed signal are 
given by the zero-crossings in the (n+l)th derivative. Although the scale-space 
filtering methods apply to zeros in any derivative, Witkin [1] restricted his attention to 
those in the second. These are extrema of slope, i.e. inflection points. In terms of the 
scale-space image, the inflections at all values of o are the points that satisfy 

0 , 0 , ( 2 ) 

using subscript notation to indicate partial differentiation. 

The contours of Fxx = 0 mark the appearance and motion of inflection points 
in the smoothed signal, and provide the raw material for a qualitative description over 
all scales, in terms of inflection points. Witkin applies two simplifying assumptions to 
these contours: (1) the identity assumption, that extrema observed at different scales, 
but lying on a common zero-contour in scale space, arise from a single underlying 
event, and (2) the localisation assumption, that the true location of an event giving 
rise to a zero-contour is the contour’s x location as a ^ 0. 

Referring to Fig. 1, notice that the zero contours form arches, closed above, 
but open below. The localisation assumption is motivated by the observation that 
linear smoothing has two effects: qualitative simplification- the removal of fine-scale 
features- and spatial distortion- dislocation, broadening and flattening of the features 
that survive. The latter undesirable effect may be overcome, by tracking coarse 
extrema to their fine scale locations. Thus, a coarse scale may be used to identify 
extrema, and a fine scale, to localise them. Each zero-contour therefore reduces to an 
(x, o) pair, specifying its fine-scale location on the x-axis, and the coarsest scale at 
which the contour appears. 

While coarse- to-fme tracking solves the problem of localising large-scale 
events, it does not solve the multi-scale integration problem. Witkin in [1] reduced the 
scale-space image to a simple tree, concisely but completely describing the qualitative 
structure of the signal over all scales of observation. In general, each undistinguished 
interval, observed in scale-space, is bounded on each side by the zero contours that 
define it, bounded above by the singular point at which it merges into an enclosing 
interval, and bounded below by the singular point at which it divides into sub- 
intervals. 



3. Profile Face Analysis Using Scale-Space Filtering 

The input in our face processing and analysis system is a gray-scale image of 
a scene containing the side view of a human face. The goal of our approach is to find 
a simple and fast method for recognition of profile faces. For that purpose we are 
using scale-space filtering and scale-space images of different faces for detecting the 
possible unique one or more parameters a for all faces (see Fig.L). The Gaussian 
convolution of a signal f(x), which represents profile line, with this o parameter may 
be used to identify and localise extrema in f(x). These extrema represent interest 
points like a nose peak, nose bottom, mouth point, chin point etc. (see Fig.2.a). 
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flattening 



zero- contours 



Fig. 1. Scale-space filtering of different profile face images (profile face images fi*om 
University of Bern profile database^) 




b) 

Fig. 2. a) The twelve fiducial points of interest for profile face recognition, b) Feature vector 
has twenty-one component; ten distances Dj- Djo (normalised with /(D4 + D5)) and eleven 
profile arcs Ap An (normalised with /(A5 + A6)) 



In first step the image was tresholded to produce a binary, black and white image, 
the black corresponding to the face region. A pre-processing step then extracts the 
outline curve of the front of the silhouette. Front silhouette line bounds the hair, face 



^ Copyright 1995 University of Bern, All Rights Reserved 
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and clothes of the person- this whole line we call the profile line. This profile line is 
converted from 2D picture into ID signal f(x) which we call the profile vector, where 
X is a row index and f(x) is a column index of a pixel inside a profile line. For any row 
X without profile line we set f(x) = 0. 

In the next step the profile vector f(x) is flattened using a Gaussian 
convolution F(x,Gl) of a profile with large parameter Gl; 

f/x) =f(x) - F(x, ol) ( 3 ) 

This step transforms all fiducial points in extrema and ensures better rotation 
invariance of the method (see Fig.L). 




Fig. 3. Position of nose tip split the profile line in two regions. With different scale parameters 
a A and Gb we detect all fiducial points. 

The one-dimensional profile vector is expanded into a two-dimensional scale-space 
image. Comparing scale-space images of different profile faces we detect two unique 
parameters a that gives extrema in desired fiducial points in all profile faces. After 
finding the fiducial points we can use the methods from similar papers [3], [4], [5] for 
describing profile faces using these points. From twelve fiducial points (see Fig.2.a; 
extrema points 1 to 9 and inflection points 10 to 12), we derive a simple set of twenty- 
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one features. After normalising characteristics using two selected fiducial marks, 
Euclidean distance measure was used for measuring the similarity of the feature 
vectors derived from the outline profiles. A ranking of most similar faces is obtained 
by ordering the Euclidean distances. 

We use two scale-space parameters a - one for the profile region above the nose 
and one for the profile region below the nose. Two parameters are required because of 
different scales of facial features above and below of the nose tip. 

Position of the nose tip splits the profile line in two regions; A - region above the 
nose and B - region below the nose. For this two regions we use different parameters 
Oa and Ob for detection of other points of interest (see Fig.3.). In region A and in 
region B of different profile images we can find unique parameters Ga and Gb for 
computing Gaussian convolution of flatten profile line and detection of global 
extrema that belong to the fiducial points 1-2 and 4 - 9. For the inflection points 10 - 
12 we can use the same Ga and zero-contours of the inflection points. 

Nose is an event that persists across large changes in scale. Next short algorithm is 
used for nose tip detection; 

1. Extract the profile line f(x) from input graylevel picture. 

2. Smooth the profile line using Gaussian convolution with small parameter Gs (eq. 

1 .); 

F(x, Gs) = f(x) * g (x, Gs) 

3. Smooth the profile line using Gaussian convolution with large parameter Gl; 

F(x, Gl) = f(x) * g (x, Gl) 

4. Flatten the profile line; ff(x, Gs, Gl) = F(x, Gs) - F(x, Gl) 

5. Compute Gaussian convolution with g^; Fn(x, g^, Gs, Gl) = ff(x, Gs, Gl) * g(x, g^) 

6. Find extrema in Fn(x, Gn, Gs, Gl). 

7. Using simple rule ((ui > 0) & (U 2 < 0) & (di>d 2 )) for detection tip of nose we are 
find position of nose in all 150 pictures using only three unique parameters Gs, Gl 
and Gn (see Fig.4.); 




The extreme in a smoothed and flattened profile that satisfy this rule belongs to the 
contour Fx = 0 of nose tip. Tracking the extreme by this contour we find position of 
nose tip. Coarse-to-fme tracking step is necessary because of large Gl and Gn- 

The above algorithm with different values of Gs, Gl and Gn is used for localising 
others fiducial points. Fiducial points are first two extrema above the nose tip and first 
six extrema below the nose tip and for this extrema we don’t use coarse-to-fme 
tracking. All fiducial points are shown in Fig. 2a. From these points we derive the 
feature vector for each profile face in database. Feature vector has twenty-one 
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component; ten distances Dp Dio (normalised with /(D4 + D5)) and eleven profile arcs 
Ai- All (normalised with /(A5 + A6)) (see Fig. 2.b). Di- Dio are distances between the 
profile axis and fiducial points. Profile axis is straight line, which pass through 
fiducial points one and nine. 



4. Results and Discussion 



Using the two face regions A and B with appropriate parameters o we obtained the 
vector corresponding to each input profile face image. The dimensions of the profile 
vector depend on the number of fiducial points. In works based on different fiducial 
point extraction procedures [4], [5] authors use different numbers of fiducial points. 
From these fiducial marks they derived the sets of features. In [6] are defined 17 
fiducial points which appears to be the best combination for face recognition. Most 
methods use the minimum Euclidean distance between the unknown and the reference 
feature vector to determine the correct identification of a profile, and some use 
thresholding windows for population reduction during the search for the reference 
feature vector. In our work we use twelve fiducial points; this number is detrmined by 
the nature of the method. Additional points can possible improve recognition rate and 
can be obtained by changing the scale parameters Og, Ol and Gn- 



Table 1 . Scale parameters for detecting fiducial points 



Point 






On 


nose tip (point 3) 


6 


17 


28 


points 1, 2 and 10, 11, 12 


1 


12 


12.3 


points 4, 5, 6, 7, 8 and 9 


1 


8 


9 



For training and testing set we used a profile face images Database University of 
Bern which contains profile views of the 30 people. For each person they took the 
five graylevel images with variations of the head position, the size and the contrast (1, 
2, 3 big profiles with high contrast, looks like binarized, and 4, 5 small profiles with 
normal gray levels). Pictures are with controlled uniform background and without 
background clutter. Size of these images is 342 x 512 pixels. 



Table 2 . Feature vectors distance matrix (for the three persons) 



Euclidean 

distances 


1 Person 1 | 


1 Person 2 | 


1 Person 3 | 


a 


b 


c 


a 


b 


c 


a 


b 


c 


Person 

1 


D 


0 


0.16 


0.53 


0.56 


0.61 


0.62 


1.08 


0.99 


0.98 


n 


0.16 


0 


0.48 


0.63 


0.68 


0.66 


1.05 


0.96 


0.94 


D 


0.53 


0.48 


0 


0.84 


0.95 


0.85 


0.66 


0.56 


0.54 


Person 

2 


D 


0.56 


0.63 


0.84 


0 


0.17 


0.25 


1.29 


1.24 


1.25 


n 


0.61 


0.68 


0.95 


0.17 


0 


0.29 


1.41 


1.37 


1.37 


D 


0.62 


0.67 


0.85 


0.25 


0.29 


0 


1.33 


1.27 


1.28 


Person 

3 


D 


1.08 


1.05 


0.66 


1.29 


1.41 


1.33 


0 


0.17 


0.25 


n 


0.99 


0.96 


0.56 


1.24 


1.37 


1.27 


0.17 


0 


0.17 


D 


0.98 


0.93 


0.54 


1.25 


1.37 


1.27 


0.25 


0.17 


0 
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Euclidean distances between feature vectors of nine profile pictures of three 
persons are shown in Table 2. We can see grouping of distances amount the three 
vectors that belongs to the same profile face. 

In recognition experiment we use four profile images for each of 30 people in 
training set. The fifth profile face image for each of 30 person we used in testing set. 
In the first step we extract ten most similar profiles using only components D i - Diq. 
In the second step we used ten profiles from the first step and find the profile face 
with smallest Euclidean distance using component Ai- An. The algorithm is 
successively recognised 27 out of 30 persons. Profile faces from three people were 
recognised incorrectly. Obtained recognition rate is 90%. 



5. Conclusion 

In this paper, a new approach for face recognition from profile images is proposed. 
The method is based on scale-space analysis of the profile, followed by the extraction 
of fiducial points on the profile. Scale-space analysis gives the scale parameters for 
the family of profile faces needed for detection fiducial points. Using only nine 
constant scale parameters (see Table 1.) we find fiducial points in all 150 profile 
images. From these fiducial points a set of feature vectors is created. A ranking of 
most similar faces was obtained by ordering the Euclidean distances. Method is 
simple and fast and has shown promising results. 
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Abstract. Gomputer aided systems based on image analysis have be- 
come popular in zoological systematics in the recent years. For insects in 
particular, the difficult taxonomy and the lack of experts greatly ham- 
pers studies on conservation and ecology This problem was emphasized 
at the UN Gonference of Environment, Rio 1992, leading to a direc- 
tive to intensify efforts to develop automated identification systems for 
pollinating insects. We have developed a system for the automated iden- 
tification of bee species which employs image analysis to classify bee 
forewings. Using the knowledge of a zoological expert to create learning 
sets of images together with labels indicating the species membership, we 
have formulated this problem in the framework of supervised leo^rning. 
While the image analysis process is documented in [5], we describe in 
this paper a new model for classification that consists of a combination 
of Linear Discriminant Analysis with a de-noising technique based on a 
nonlinear generalization of principal component analysis, called Kernel 
PGA. This model combines the property of visualization provided by 
Linear Discriminant Analysis with powerful feature extraction and leads 
to significantly improved classification performance. 



1 Introduction 

Within the project Automated Classification of Bee Species (Hymenoptera: Apoi- 
dea) hy Morphological Analysis of Digital Images we developed an automated 
identification system for bees based on image analysis of their forewings. Using 
diffuse background illumination, the wings of the bees show a clear venation wit- 
hin a transparent skin, see fig. 1. They are clipped under a microscope slide and a 
digitized image is taken with a CCD camera with connected frame grabber. The 
following image analysis procedure consists of extracting the whole venation (see 
fig. 2) and representing the wing by a data vector whose components are mor- 
phometric features of the veins. With labelled learning sets of some 50 specimens 
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per species, being delivered by a zoological expert, the problem can be interpre- 
ted in the framework of supervised learning. A learning machine is used to find a 
functional dependency between the labels which indicate the class membership 
and the numerical attributes extracted from the images of the wings. 

Our recent work has shown that our approach consisting of Linear Discrimi- 
nant Analysis for classification allows the identification of many bee species with 
high performance, see [5] and [2]. In this paper we present an advanced model for 
classification that has shown great advantage for the case of bee species living in 
social communities which constituted some problems for our previous system. 




1.1 Classification Based on Fishers Linesir Discriminant 

For the purpose of classification, it is useful to subdivide the approximately 800 
bee species living in Middle Europe into 2 different groups, namely solitary and 
social bees. The former can bee seen as independent individuals whereas the 
latter live in large social communities with distinct castes. This division is im- 
portant since it permits us to employ two models of inner species variability. 
Solitary bees are equal individuals and within one species they should vary only 
due to random genetic differences which can be assumed to be normally distri- 
buted. On the other hand, the inner species distribution of social bees depends 
heavily on their specific caste system which leads to more complex models and 
an increased scatter in the modeling data. 

Our first attempt to classify the bees was to employ classical linear discri- 
minant analysis (known as Fishers Linear Discriminant or LDA) [1]. LDA is a 
statistical method that projects the data vectors into a lower dimensional space 
in such way that the ratio of between group scatter Sb and within group scatter 
Sw is maximized. Denoting K the number of classes, LDA formally consists of an 
eigenvalue decomposition of S^Sb leading to the so called canonical variates. 
These can be ordered by decreasing eigenvalue size such that the first variates 
contain the major part of the classification information. As a consequence, this 
procedure allows low dimensional representations and therefore a visualization 
of the data. Such visualization is very important in an interdisciplinary project 
since it makes an intuitive interpretation of classification results possible for the 
zoological user and therefore helps to increase the acceptance of our computer 
aided classification system within the zoological community. 

Classification based on LDA indeed showed very good results for solitary 
bees, indicating that the Gaussian assumptions of the class conditional distribu- 
tions were justified. Using the same model for the classification of social bees, 
however, led to much worse classification rates. This indicates that in this case 
the model assumptions do not hold and that one should use a more sophistica- 
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ted classification approach and/or extract ’better’ features from the data using 
appropriate preprocessing methods. 

The first point addresses some theoretical shortcomings of the classical LDA 
approach. LDA is a simple one prototype classifier, the class prototypes are consi- 
dered to be the mean vectors of the class conditional distributions. The problem 
is, that such kind of prototypes may be appropriate for representation of the 
classes but not necessarily for separation. Moreover, LDA requires the estima- 
tion of a covariance matrix and the mean vectors from the given sample, which 
may be a very hard estimation task in situations where the input dimensiona- 
lity is high and only small samples sizes are available. A classification approach 
which overcomes these shortcomings is the so called Support Vector Machine 
[6]. The ’prototypes’ used by the SVM classifier are constructed to be optimal 
for separation. They consist of those input patterns that are lying closest to 
the separating hyperplane and are called support vectors. SVMs implement the 
Structural Risk Minimization Principle which allows high generalization perfor- 
mance in high dimensional spaces if only small sample sizes are available. In cases 
of ’hard’ classification problems that afford highly nonlinear decision functions, 
the SVMs have shown great success [6]. 

However, in special classification tasks, where the model assumptions made 
by the LDA approach are not violated strongly and where a rather ’simple’ de- 
cision boundary may be sufficient, the advantages of the SVM classifier become 
less and their missing visualization ability may favour a LDA-like model in spite 
of theoretical shortcomings. For the classification of bees (which we consider as 
such case) we will show that the combination of suitable data preprocessing and 
LDA leads to a classifier that still has the convenient property of data visualiza- 
tion and even outperforms the SVM approach. Such data preprocessing employs 
an unsupervised feature extraction phase within the previously described super- 
vised learning framework. 

1.2 Combination of Kernel PC A and LDA 

In [3] a method of unsupervised preprocessing using a nonlinear generalization 
of principal component analysis, called Kernel PCA^ as feature extractor for 
an SVM is proposed. The straightforward combination of Kernel PC A with the 
LDA approach leads to the problem that LDA fails to extract suitable class 
boundaries due to difficulties involved with parameter estimation in a higher- 
dimensional space. Therefore we used a reconstruction technique described in 
[4] for calculating pre-images of the extracted features in input space. This ap- 
plication of Kernel PCA can be interpreted as de-noising of the input patterns 
resulting in decreased inner class scatter leading to better classification results. 

Following this idea we interpret our bee data as if it was generated from one 
or more point sources per species and disturbed by additive noise due to genetical 
mutations and differences in castes and populations. We propose a classification 
model which consists of de-noising based on Kernel PCA as a preprocessing step 
for the LDA classifier. This combination was able to reduce misclassification rates 
by a factor of 4 compared to pure LDA. We consider this model to be suitable 
for the special type of classification problems characterized by the following 
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features. Firstly, the class conditional distributions are ’Gaussian-like’ due to a 
random process (e.g. random genetical mutations) which may be disturbed by 
substructures (e.g. induced by distinct castes and populations). Secondly, there 
exists a low-dimensional representation of each pattern, i.e. a small set of highly 
informative features that can be extracted from the data. 



2 Kernel PCA as Nonlinear Generalization of PCA 

PGA is a classical technique for finding an approximation of data sets in a lower 
dimensional subspace. The new coordinates are given by projections onto the ei- 
genvectors of the sample covariance matrix and are called principal components, 
PGA therefore is readily performed by diagonalizing the sample covariance ma- 
trix C = j Yli=i (assuming that the data are centred). This corresponds 

to solving the eigenvalue equation Xv = Cv. The main idea of Kernel PCA [3] 
is to apply standard PGA not in the space of observations but in a feature space 
F that is related to the former by a nonlinear map 

<!> : x^^x). ( 1 ) 

Assuming that the mapped data are centred in F, one needs to find eigenvalues 
A > 0 and eigenvectors Y G F\{0} satisfying 

AV = CF with (2) 

Defining an / x / matrix K hj Kij := (#(a:^) • #(a:j)), the eigenvalue equation 
translates into: IXa, — Koc. For the purpose of extracting principle components 
one has to compute projections onto the eigenvectors Y^'' in F. Let a: be a test 
point with image <P[x) in F, then the projection onto the m-th component is 
given by ^ 

:= (V™ • <P{x)) = < {4>{x.:) • <P{x)) . (3) 

It is important that computing the projections can be done without per- 
forming the map <P{x) explicitly: only dot products {4>{xi) • ^{x)) are needed. 
Gomputation of dot products in feature space can be done efficiently by using 
kernel functions k (for details see [3]). For some choices of k there exists a map 
P into some feature space F such that k acts as a dot product in F. 



2.1 Reconstruction and De-noising 

Reconstruction of an image of a vector x under the map P in feature space 
F from the first n principal components can be done by applying a projection 
operator 

■ - ' - - (4) 



F,,4>{x) = V ^ 



If we think about data de-noising^ however, we are interested in reconstructions 
in input space rather than in feature space. That means, we are looking for a 
vector z G satisfying d^{z) = Fnd^[x). But depending on the kernel functions 
employed, such a z may not exist [4]. However, reasonable pre- images can be 
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approximated by minimizing the squared distance p[z) between the image of 
a vector ^ and the reconstructed pattern in IF: 

p{z) = \\<P{z)-F^<P{x)\\\ (5) 

Substituting (4) in (5) and dropping terms independent of z leads to an equation 
which can again be expressed solely in terms of the kernel function: 

p{z) = k{z,z) - 2 Y^ f 3 m^. a^k{z,x.i). ( 6 ) 

For kernels satisfying k[x^x) = const, \/x an optimal z can be determined by 
an iterative update scheme as follows: 

^ ^ ELi7»exp(-||2:t-a;,|p/c)a;, 

Ei=iTiexp(-||2;t - aJilP/c) 

with 7 ^ = Xlm=i PrnOi-Y^ • A popular kernel type which satisfies {k[x^x) = const) 
are e.g. the Radial Basis Function (RBF) kernels of the form k[x^y) = 

2.2 A Two Dimensional Model for Bee Species 

To give insight into point movements under Kernel PCA, we used 2 dimensional 
artificial datasets that allow visualization. We computed the distance between 
the image of an input pattern and its own reconstruction after applying kernel 
PCA: 



p{z) = \\<P{z)-Fn<P{- 



\\<P{z)r-2{<P{z)-F^<P{z)) + \\F^<P{z)f ( 8 ) 



The idea is that a point in input space whose image is a good approximation of 
its own reconstruction should be a fixed point of the whole procedure. Under the 
assumption, that one can reach always the same approximation quality, i.e. the 
same minimal value of (5), (8) can be seen as a measure of movement. Similar 
to (6) there is an expression of (8) in terms of the kernel function: 

p{z) = k{z,z) -2y2. pik{z,Xi) + J2. ■ piljHxi,Xj) (9) 

with 7 i = E7C*d and 7 = (V* ' = Ei=id^(^;^i)- 

We used a toy example with artificial data coming from 3 different point 
sources with additive Gaussian noise (we repeated the experiment in [4]). This 
toy example can be seen as a simple model of bee specimens belonging to 3 
different species with normally distributed inner species scatter. Reconstruction 
based on the first 2 principal components could effectively reduce the noise as 
can be seen in Fig. 3. All the data points are moved towards their original point 
sources and the ’inner species’ scatter is reduced completely (middle). The right 
plot shows contour lines of the ’movement’ of data points calculated according to 
(8). White indicates areas in input space with the largest amount of movement, 
while black indicates fixed points. The white circles indicating the position of 
the calculated pre-images within this contour plot coincide with the fixed points 
of the whole procedure. Obviously, the first 2 principal components contain all 
the structural information and the higher components only pick up the noise. 

In our experiments with real world data from the bee project, we could show 
that Kernel PCA leads to similar de-noising effects even in the case of high- 
dimensional data with non-Gaussian distributed classes (see sect. 4). 
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Fig. 3. De-noising of artificial data generated from 3 point sources with Gaussian noise 
(left), point movements (middle) and contour lines of ’minimal movement’ (right). 

3 Using Kernel PC A as Feature Extractor for 
Classification 

In [3] an interpretation of feature extraction using Kernel PCA as a two layer 
network is given. (See the left part of Fig. 4.) 




Fig. 4. Feature extraction for the SVM (left) and calculation of pre-images combined 
with the LDA classifier (right). The patterns show extracted venations of wings. 

In the first layer, an input vector is compared with the sample via the kernel 
function k. In the second layer the outputs are linearly combined with weights o;^. 
The authors propose a combination of this form of Kernel PCA with the SVM 
to form a multi-layer SVM by using the extracted features as inputs for the 
classifier. This classifier reaches the best performance if the number of extracted 
features is very large, indicating that Kernel PCA is able to provide features in 
a high-dimensional space that are convenient for classification based on a SVM. 

However, LDA would have severe problems in such high-dimensional spaces. 
Moreover it is not clear why the new features should improve the parameter esti- 
mation anyway. Therefore, if one wishes data visualization, simply substituting 
the SVM by a LDA classifier does not seem to be promising. However we have 
shown experimentally that picking up the information contained in the extrac- 
ted features and calculating pre-images of the mapped data in input space forms 
a preprocessing step useful for LDA. (See the right part of Fig. 4.) Compared 
to the original patterns, the pre-images are a more ’prototypical’ version of the 
former leading to a class inherent de-noising of the input data. 

4 Classification of Bees 

In this section we illustrate classification of bees using kernel PCA as a prepro- 
cessor for LDA employing following example. Within the genus Bornhus (bumble 
bees) there is a complex of 3 very similar species which is known to be a very 
difficult identification problem for taxonomical experts. For instance, it is almost 
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impossible to correctly classify the female specimens of the worker casts of those 
3 species. 

We applied the LDA approach on 35-dimensional datasets representing the 
wings of the bees. The learning set consisted of 70 specimens per class, testing 
for the generalization ability was done using a leave-one-out cross-validation 
procedure. The learning set was not separable, there were 4 misclassifications. 
Figure 5 shows the projected data after applying LDA. Since we investigated 3 
classes, the projections he in a (3-1) -dimensional subspace that can be visualized 
without any loss of information. The classification rule in this space assigns an 
observation to the nearest class center. The leave-one-out procedure yields 12 
misclassifications (5.7% misclassification rate). After de-noising with kernel PGA 
there is only 1 misclassified bee in the learning set and the cross-validation error 
drops down to 3 specimens (a misclassification rate of 1.4%). As one can see 
in Fig. 6, the inner class scatter is significantly reduced compared to Fig. 5. 
This results both in better separation of the learning set and in an increased 
generalization ability by a factor of 4. 




Fig. 5. Standard LDA. Fig. 6. LDA after de-noising. 

The question of what type of kernel function used in Kernel PGA will lead to 
suitable features is still unsolved. On the other hand, experiments with different 
types of kernel functions used for classification with SVMs have shown that the 
results are rather independent of the type of kernel [6]. If one thinks of Kernel 
PGA only as a preprocessor for classification, this property may carry over to 
the unsupervised situation and gives rise to the use of RBF kernels for which 
fast update schemes exist (7). The remaining question then is what parameter 
c should be used. In [4] a heuristic choice for c is given by the dimension of 
the the input vectors multiplied by twice the mean variance in every dimension. 
Following this idea we rescaled our data to have unit variance in every dimension 
by the transformation Xij ^ with sj being the sample variance in the 

j-th dimension and nij being the sample means respectively. Our experiments 
show that this normalization is suitable for the use of RBF kernels and moreover 
provides a good estimation of the optimal parameter c. In all experiments with 
bee data we obtain the best results when c is between one and two times the 
dimension of the input vectors: c ^ 1.5 • dim(a:). Moreover, this type of norma- 
lization allows good predictions of RBF kernels for the case of classification with 
SVMs. In this case we obtain the best result (a leave-one-out rate of 2.8 %) with 
exactly the same RBF kernel. 
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5 Discussion 

Within the project Automated Classification of Bee Species hy Morphological 
Analysis of Digital Images we have studied models for classification and fea- 
ture extraction. Starting with the classical LDA approach, we could show that 
for many solitary bee species the model assumptions made by LDA hold rather 
well. This especially favours the LDA classifier because of the ease with which 
data may be visualized. However, for the case of social bees, this model showed 
worse performance and we therefore studied the advanced methods of Support 
Vector Machines for classification and Kernel PC A for feature extraction. From 
the theoretical point of view, the SVM classifier overcomes many theoretical 
shortcomings of LDA. Using the SVM for the classification of social bees, howe- 
ver, we discovered that this classifier outperforms the LDA only to some extent 
Moreover it does not allow data visualization. We therefore focused on feature 
extraction using Kernel PGA and propose a combination of de-noising and LDA 
for our classification problem. This leads to a classifier that inherits the conve- 
nient properties of LDA and even outperforms the SVM. 

We consider the classification of social bees to be typical for a whole class of 
classification problems for which the model assumptions made by LDA are not 
violated too strongly and nonlinear classifiers allow only a slight improvement. 
To prove the applicability of this model to similar problems will be subject of 
future work. 
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Abstract. A methodology for pattern recognition based on design of in- 
variant reference points is described. Within this framework many classi- 
cal pattern classifiers can be described (e.g. the k-NN distance classifier) 
and few new classifiers are defined (e.g. LPCAS classifier). LPCAS is 
applied for handwritten digit recognition reaching performance of 99.4% 
of recognition rate on NIST database. 



1 Introduction 

Pattern recognition is an area in artificial intelligence relating to synthesis and 
analysis of procedures for classifying objects on the basis of their physical mea- 
surements (for instance visual images). In case of images, the object recognition 
process consists of three main stages: (1) object localization in the image (^e^- 
rnentation stage)] (2) feature vector extraction [measurement stage)] (3) object 
classifying [decision stage). 

This work concerns a new classifying methodology, called here the IRP me- 
thod (Invariant Reference Points). 

The IRP method as a methodology which is capable to generate a number of 
classifiers, gives no restrictions on segmentation methods and feature extraction 
methods. It is based on a construction for the given class a pair of type (x^, I]) = 
(the reference point from the space of measurements, the operator in the space 
of measurements) such that Xi is an invariant point of T), i.e. Fi[xi) = Xi. 

In any classification problem, we deal with a distinguished object class i7, 
which is subdivided into non intersecting subclasses i = 1, . . . ,n : 

i? = U • • • U n = 0 i, j = 1,. . . ,n, i^j. 

For each object cj G i? we can measure its A-dimensional feature vector x = 
X[uj). The classifier using a particular vector X[uj) G R^ elaborates a decision 
4(x) = i of the membership for the object uo from the class Qi : 

5 : ^ 

If cj G flij but 4(X(c<;)) 7^ i, then the decision is wrong. An optimal decision 
procedure 6 gives the minimum for the recognition error. 

This work was supported in part by European ESPRIT INCO CRIT2 project for 
two first authors 
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2 Invariant Reference Points 



Let us assume that the learning set C ^ i = 1, . . . , n, consists of measu- 
rement vectors obtained for objects cj e 

The IRP method is based on a construction of an IRP collection Zi^ i = 
which is built using information included in the learning set Xi, Zi 
consists of certain number R of pairs where is the j-th reference 

point in the collection while is the operator in measurement space {Fj^^ : 
R^ R^) (we call it also as eigenoperator) such that is its invariant point: 



f: 









Z, 






a 









where j = 1 , . . . , , i = 1 , . . . , n. 

Let Ri = {xS^\ . . . be the set of reference points for the class and 

Fi = {Fi^\ . . . , be the set of eigenoperators for the class 

Roughly, the IRP collection Zi approximates the learning set Xi with refe- 
rence points. Eigenoperators in proximity of their invariant points have a low 
dynamics. This property is used in the classifier. We define here three gene- 
ral [6,7] schemes for constructing reference sets IZi : 

1. Centroid method: we define only one reference point in the class {ki = 1) 
which is defined as the centroid of the learning set Xi : 



2. Clustering method: the algorithm finds a set of reference points IZi = 
{xS^\ . . . optimizing a certain cost function, e.g.: 



cost (77^) = q;MSE(77^,X^) + pki (1) 

where o,/? are weights, 

MSE(7^) = tF Z 6 - yiy) = . \\y ~ Til- 

Let us notice that the cost function 1 makes possible adequate choice of the 
number of reference points; 

3. Lesirning set technique: here the set of reference points is equal to the 
learning set, i.e. IZi = X^'^\ This technique has a special meaning when the class 
is represented by several measurement vectors (for instance in face recognition 
we usually have only few face poses of the given person) . 



3 Design of Eigenoperators 

The design of the eigenoperator Fj^^ such that Fj^^ = is generally hard 
problem if the only criterion is the recognition error for the resulting classifier. 
We present here three universal design techniques: 
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P Constant operator technique: for each reference point ^ the opera- 
tor is defined as follows: = xS^^ for each x G , It will be shown 

how this technique combined with a clustering method for reference point design, 
leads to A:-NN method. 

2. Technique of projection onto principal subspace [ 8 ]: let XP = {ye 

: i{y) = j} be the set of learning vectors which are closer to xO than to 
any other reference point in 7^^. If the reference points are found by the centroid 
algorithm then xSj^ is the centroid of the set . 

Assuming an adequate cardinality of this set we can implement the principal 
component analysis (PC A - [2,5]) with K components. PC A gives K principal 
vectors which are placed into columns of the matrix Then the eigenoperator 
can be defined by the following formula: 

Fj^\x) = x^j^^ T {x — x^^^) for any x G ^ 

It is obvious that Fj^^ is invariant in x^^\ i.e. Fj^\xS^) = x^^\ 

We should emphasize that the above design has a practical sense for large lear- 
ning sets. 

If PCA analysis is performed locally in each cluster of data then we call this 
process Local Principal Component (LPCA) Analysis [10]. 

3. Fractal operator technique: the algorithm performs an extensive search 
of local mappings of fragments of the vector x = x^p of cardinality pk^ p > 1 
(so called source domains) to fragments of cardinality k (so called target do- 
mains) [4]. 

Let us assume that k divides N^[N — kl)^ and let 77 = {ri,...,7]} be the 
set of target domains, i.e. a partition of index set { 1 , . . . , A} into I subsets of 
cardinality k. Let 7 = {Ai, . . . , be the set of the source domains which are 
best matched to corresponding target domains, = pk. Matching here denotes 
an optimal local affine mapping which reduces the fragment x\s^ to 
where '\x^ denotes a restriction to the domain Then the fractal operator, i.e. 
the eigenoperator for the reference point x = xS^ is defined as follows: 

tf{y) = iZF\y)- 

a=l 

4 Class Selection Techniques 

In the IRP method, for the classification of a measurement vector x we consider 
a sequence of distance values Di[x) = (||:r — Fi\x)\\^ . . . , ||x — Fj:^\x)\\)^ i = 
1, . . . , n. The classifier uses a selection technique Sa which for the given x on the 
basis of Di[x) returns a class id, x probably belongs to. 

Let D{x) = (7ti(x),..., Dk-{x)), There exists many possibilities to aggregate 
information about distances, and next the class selection. Few of them are defined 
below: 

1. Minimum distortion technique: = arg min min(A^(x)). The class 

for which the minimum distortion \\x — Fj^\x)\\ is achieved; 
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2, Minimum average distortion technique: S 2 = arg min avg(D^(x)), 

l<i<n 

where avg(D^) is the average value of the sequence Di, Here the average distor- 
tion introduced by eigenoperators in the given class decides about the choice of 
the given class. 

3. Basis functions technique: 



5^3 



n ki 

0.5 + EE 

i=l j=l 



where (j>ij{x) = e x G is a basis function concentrated in the 

point , The coefficients Cij can be found using recursive least square method 
for the learning data sequence X — 

4. k least distortions technique A:— NZ: Let Ik{x) = be the 

sequence of class ids for which we have found k least distortions from the sequence 
11 ^ _ ^40 (^) II = argmaxi<j<^ |{a : ia = j}\^ wherein is a-th coordinate 

of the sequence Ik{x). In this approach we choose the class id which occurs in k 
least distortions most frequently. 



5 The IRP Method Definition 



Let Xb) c be the set of learning sequence for the class i 
pose that for these learning sets we can build IRP ensembles Zi = 






^ki 



))■ 



= 1, . . . , n. Sup- 
{k; 



Let X G R^ be a testing measurement vector. Then the classification proce- 
dure in the IRP method is of the form: 



1. Compute sequences Di[x) = — Fj^^\x)\\)^ ^ Z j Z ki^ i = 1, . . . ,n; 

2. Let D{x) = [Di{x )^ . . . , 12^(x)); 

3. Assign X to the class with id ^(x) = Sa{-0{x)), 



The above algorithm is of generic type. A specific algorithm is obtained by 
specifying: (1) a method for constructing the IRP ensemble i = l,...,n; 
(2) a norm ||x — y||; (3) a selection technique Sa^ 



6 Specifying Classifiers by IRP Method 



In this section, we show several classifiers specified as special cases of the IRP 
method. 

1. The minimum distance from reference points method [6,7,3]: Let 

us assume that in the i-th class there are reference points IZi = {xS^\ . . . ^xSj^^}. 
Building an IRP ensemble we choose constant operator technique, i.e. we choose 
Fj^\x) = x^^^ for each x G R^ . Let us notice that the distortion introduced 
by the operator Fj^^ equals to the distance of x to the reference point xS^ : 
\\x — Fj^^ (x) II = ||x — x^^^ II 
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Therefore by choosing the selection technique which is based on the mi- 
nimum of the distortions we get a classifier which chooses the class to which the 
closest reference point belongs: 

= Ai(/ 2 (x)) = arg min min ||:r — ||; 

l<i<n l<j<ki 

2, k nearest neighbors method (A:— NN) [3]: Similarly to minimum di- 
stance method, we take constant operators for the IRP ensemble too. As the 
selection technique we choose the technique S 4 of k least distortions. Then the 
sequence Ik{x) = (ii, . . . ,u) is the sequence of k least distances to reference 
points. The technique S 4 chooses the most frequent class in the sequence 
i.e. the class which is the most frequent class within k nearest neighbors of the 
testing vector x : 

= S 4 [D{x)) = arg max |{a : ia = j}|- 



This is a decision function of the very popular A:-NN classifier which appeared 
to be very effective in many applications (e.g.: crops estimates based on satellite 

LANDSAT pictures); 

3. Radial basis functions clsissifier [1,9]: Suppose that we have only 
single reference point xS^^ for the class i7^. Choosing the constant eigenoperators 
and the selection technique A 3 , we get the following decision function: 



6 {x) = Ss{D{x)) 



i=l 



Denoting Wi = = x^l^ let us consider the function 

n 

i=l 



The function g[x) is a linear combination of Gaussian basis functions. There 
are well known techniques of searching parameters x^'^^ and Wi such that g[x) 
estimates the given function / which is known only by specifying of learning 
pairs (y,i), i.e. measurement vectors y for learning objects and class ids i, (i = 
1 , . . . , n), the object belongs to. The obtained classifier is the known radial basis 
functions neural network. 

4. Local Principal Component for Subspace method (LPCAS) [11]: In 
this method both reference points and eigenoperators are obtained in mutually 
joined processes of clustering and principal component searching. Both processes 
have neural nature. 

Actually we have joined modified LBG vector quantization with modified Oja- 
RLS algorithm. The modification of LBG is in replacing from the second epoch, 
of the distance from the reference point by the distance from the current sub- 
space anchored in this reference point (see [ 11 ]). 

As the selection technique for LPGAS, we choose the minimum distortion tech- 
nique Ai. 
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7 Application of LPCAS to Handwritten Digit Recognition 

We have applied LPCAS method for handwritten digits stored in NIST database 
(see sample input data in Fig. 1(a)) which were collected from zip codes hand- 
written on envelopes. The database includes about 200 thousands of pictures 
for already segmented digits. More extended comparison with other methods is 
shown in this paper than in previous author’s paper [11]. 

600000060 
t /!///// f / 

A Si a 2 ^ XP 

SS5 f S' 6 S 5 s S 

C ^ 6 ^ (d C- ^ C (o 

17717^1171 
9 ^ 9 S S S % S 2 r 

‘19^^ 

(a) (b) 

Fig. 1. (a) Sample data from NIST data base, (b) Feature vector extraction (from left 
to right): original images, gray versions, reduced to 10 by 10 pixels grid. 

Vector data extraction from image data. Each picture in NIST data- 
base has the binary form with the fixed resolution of 128 rows and 128 columns. 
However, the digit itself occupies a small part of the picture. For convenience 
of file handling on PC for experiments about 14 thousands pictures were chosen 
randomly from the original database. Each experimental session of our recogni- 
tion program begins from a random choice of about seven thousands pictures for 
local model learning and from the remaining set, the same number of random 
testing pictures. The results of recognition at such circumstances appear to be 
stable, i.e. they change a little from one experimental session to another. 

The vector data extraction is implemented in two steps (cf. Figure 1(b)). 
Firstly, the conversion from binary image to gray scale image is performed by 
counting the percentage of black pixels in the neighborhood of the current pixel. 
Secondly, the background is cropped out and the remaining foreground part is 
resized to the resolution nxn where typically n = 10—20. The resizing operation 
is actually a decimation filter implemented by simple averaging of those pixel 
values which enter into the given superpixel. 

Results for distance to clsiss centroids. Our program can be specialized 
to a distance classifier by setting the subspace dimension to zero and the number 
of clusters in each class to one. The results of classification for a random sample 



o o o 

7 7 7 

99 ? 
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of about seven thousands testing examples is shown in the Table 1. The entry riij 
of i-th row and j-th column contains the number of data samples which belong 
to the class i and are recognized as digits from the class j. We obtain for this 
classical method about 86% of recognition rate what is rather a poor result. 



digit 


0123456789 


all 


% 


92.98 81.92 86.66 89.96 87.75 82.78 91.98 83.69 76.74 83.40 


85.79 



Table 1, Results for the distance method: = 20 x 20, = 0, L = 1. 



Results for distance to class subspaces. In these experiments we test 
the subspace method which is obtained in our program by setting the number 
of clusters in each class to one. The dimension K of the subspace for each class 
is set to the same value. From the Table 2, we see that increasing K from one to 
16, results in increase of the global recognition rate. However, further increase 
of K up to maximum possible value N results in worse performance. 





0 


1 


2 


3 


4 


5 


6 


7 


8 


9 


all 


1 


95.1 


94.5 


91.2 


93.6 


87.6 


90.8 


95.7 


92.3 


83.0 


85.0 


90.87 


2 


96.8 


96.8 


90.8 


93.7 


91.9 


94.2 


96.7 


94.2 


86.7 


92.3 


93.41 


4 


98.5 


100.0 


90.9 


95.1 


92.3 


96.7 


97.7 


95.5 


89.9 


94.6 


95.13 


8 


98.5 


99.9 


95.9 


97.0 


96.8 


97.1 


99.0 


97.3 


92.6 


97.8 


97.19 


16 


99.2 


99.4 


97.4 


96.7 


97.7 


97.6 


99.4 


99.2 


95.6 


98.3 


98.08 



Table 2. Results for the subspace method: A = 20 x 20, K = 1,2,4, 8, 16, L = 1. 



Results for distance to class local subspaces. The LPCAS method was 
tested for different dimensionality K of local subspaces and different number 
L of clusters in classes. Results are presented in the Table 3. Similarly to the 
subspace method further increase of K deteriorates algorithm’s performance 
too. The increase of L to values more than six makes results less confident as 
the number of samples per cluster decreases to the level at which learning of the 
local model by the neural approach is not possible. 

In order to tune the classifier we have decided to set number of clusters in 
classes individually. This increases the recognition rate up to 99.36%, see Table 4. 





0 


1 


2 


3 


4 


5 


6 


7 


8 


9 


all 


1 


97.5 


99.4 


95.0 


95.1 


95.1 


97.1 


97.0 


96.5 


87.4 


94.6 


95.47 


2 


98.6 


99.6 


94.7 


96.2 


95.2 


98.5 


98.9 


97.0 


89.2 


96.7 


96.46 


4 


99.0 


99.6 


96.6 


96.7 


96.5 


97.6 


98.9 


98.4 


93.8 


97.5 


97.46 


8 


100.0 


99.7 


98.1 


97.4 


98.9 


99.7 


99.4 


99.2 


96.3 


98.5 


98.71 


16 


99.9 


99.6 


98.5 


98.3 


99.0 


99.1 


99.7 


98.7 


96.9 


98.7 


98.84 



Table 3. Recognition rates for LPCAS: A = 20 x 20, K = 1,2,4, 8, 16, T = 4. 
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0123456789 


all 


T 

E 


4444444444 
99.9 99.6 98.5 98.3 99.0 99.1 99.7 98.7 96.9 98.7 


98.84 


T 

E 


4455554555 

99.6 99.7 99.1 99.1 98.9 99.2 99.9 99.1 98.2 98.7 


99.14 


T 

% 


4455654566 
99.7 99.7 99.1 99.1 99.4 99.2 99.9 99.1 99.2 99.2 


99.36 



Table 4. Tuning the classifier: setting the number of local subspaces in classes indivi- 
dually , = 20 X 20, K = 16. 

8 Conclusions 

New methodology for pattern recognition was elaborated. It is based on design of 
invariant reference points. The methodology is capable to define new classifiers 
such as fractal operator classifying system. It is shown that many prominent 
classical recognition schemes, for instance the k-NN distance classifier, are special 
cases of the IRP method. 

Local Principal Components Analysis for Subspace method is also expressed 
in this new formalism. LPCAS applied for pattern recognition problem, appears 
to be a better tool than classical subspace method. The reason is in ability of 
discrimination for existing subclasses in the given pattern class. For handwritten 
numerals the technique reaches the recognition rate of about 99.4%. 



References 

1. C. Bishop (1995) Neural Networks for Pattern Recognition^ Clarendon Press, Ox- 
ford. 

2. K.I. Diamantaras, S.Y. Kung (1996) Principal Component Neural Networks^ John 
Wiley & Sons, New York. 

3. R.O. Duda, P.E. Hart (1973) Pattern Classification and Scene Analysis^ Wiley, 
New York. 

4. Y. Fisher, ed. (1995) Fractal Image Compression - Theory and Application^ Sprin- 
ger Verlag. 

5. H. Hotelling (1933) Analysis of a complex of statistical variables into principal 
components^ Journal of Educational Psychology 24, 417-441. 

6. T. Kohonen (1995) Self- Organizing Ma/ps^ Springer, Berlin. 

7. Y. Linde, A. Buzo, R.M. Gray (1980) An algorithm for vector quantizer design, 
IEEE Trans. Comm.^ COM-28 1980 28-45. 

8. E. Oja (1983) Subspace methods of pattern recognition^ Research Studies Press, 
England. 

9. B.D. Ripley (1996) Pattern Recognition and Neural Networks^ Cambridge Univer- 
sity Press, Cambridge. 

10. Skarbek, W.: Local Principal Components Analysis for Transform Coding. 1996 
Int. Symposium on Nonlinear Theory and its Applications, NOLTAT6 Procee- 
dings, Research Society NTA, lEICE, Japan, Oct. 1996 381-384 

11. Skarbek, W., Ghuwar, M., Ignasiak, K.: Local Subspace Method for Pattern Re- 
cognition. CAIPT7, Lecture Notes 1296, 1997. 





A New Framework of Invariant Fitting 



Klaus Voss and Herbert Suesse 



Friedrich-Schiller-University Jena, Department of Computer Science 
Ernst-Abbe-Platz 1-4 
D-07743 Jena, Germany 

{nkv,nbs}@uni-jena. de 
http : //pandora . inf . uni- j ena . de 



Abstract. This paper is an extension of the already published paper 
Voss/Suesse [11]. In that paper we have developed a new region-based 
fitting method using the method of normalization. There we have de- 
monstrated the zero-parametric fitting of lines, triangles, parallelograms, 
circles and ellipses. In the present paper we discuss this normalization 
idea for fitting of closed regions using circular segments, elliptical seg- 
ments and rectangles. As features we use the area-based low order mo- 
ments. We show that we have to solve only one-dimensional optimization 
problems in these cases 



1 Introduction 

There are many ellipse fitting methods available in the literature, see for example 
[4]. The fitting methods known from the literature face two problems. Firstly, 
a statistically unbiased estimate of the parameters is nessecary for an accurate 
reconstruction of objects, see for example [5,6]. Secondly, for the recognition of 
objects using ellipses, we need an invariant ellipse fitting method, see for example 
I. Weiss in [13]. Much of the work in this area is contained in the papers of 
Bookstein [1] and Forsyth et.al. But they are all concerned with fitting techniques 
for a discrete set of points suppose to be on an ellipse. In contrast, our proposed 
method is a region-based fitting method for a closed region surrounded by an 
elliptic arc and a line segment. As features we use the area-based moments of 
the given closed region. There are many advantages of region-based fitting but 
solving the resulting multidimensional optimization problems is in most cases 
numerically expensive. Our approach reduces the numerical effort drastically. 

2 A New Invariant Procedure for Elliptical Segments 

Besides the fitting of ellipses, in practice also the fitting of elliptical segments 
is important. In the following we give a short review of our fitting method, see 
[11]. Let O be a given object, let P{0) be a given class of primitives , and let 
T be a class of transformations. The primitives P{0) are described by rn para- 
meters Oi, ...,6^m, and the investigated transformation t G T is characterized by 



F, Solina and A, Leonardis (Eds.): CAIP’99, LNCS 1689, pp, 267-274, 1999. 
(c) Springer-Verlag Berlin Heidelberg 1999 




268 



K. Voss and H. Suesse 



n parameters where the tuples are elements of the trans- 

formation space T. Furthermore, we choose a typical representative of the class 
of primitives (e.g. the square as a representative of the class of all parallelo- 
grams). Now we derive features of the object, for example, the feature tuple 
f(0) = (Moo, Aiio, Aioi, •••) of fho area-moments M^i of the object O. 

The well-known feature-based fitting procedure solves the problem 

Minimize \\f{0) — 11“^ (1) 

by a search in the m-dimensional space G of all primitives p G F{0). If we use 
the idea of simultaneously normalizing the object and the primitive^ then we get 
the following fitting problem with respect to the canonical frames: 

Minimize . (2) 

The dimension of the fitting problem (2) is zero for all examples discussed in 
our paper [11], since the normalization procedure reduces the dimension of the 
“free-parameter-space” to zero. 

As features of the objects and the primitives we use the area moments: 






/ / x^y^dxdy . 



object 



The here investigated primitives F[0) are elliptical segments that can in 
general be described by m = 7 parameters. As a typical prototype F{0) of 
all elliptical segments, we choose a standard circular segment, see Fig. 1, since 
each elliptical segment can be affinely transformed into a circular segment. The 
transformations T are elements of the affine transformation group with n = 6 
parameters. Thus the space 6^* of the free parameters has the dimension I — 
m — n = 1. This implies that we have only a one-dimensional fitting problem to 
solve. 

In the following we describe the normalization procedure. We choose the 
special standard method , see [9,11]. Using this standard method with respect to 
the central moments mki^ we have to carry out the following procedure step by 
step: 

— Normalize the translation by the centroid, i.e., mio = moi = 0. 

— Normalize the x-shearing by mu = 0. 

— Normalize the anisotrope scaling by m 2 o = = F 

— Normalize the rotation by mao + mi 2 = 0, additionally mi 2 + mos > 0. 

Firstly, we have to do this for the object by a numerical procedure. Secondly, we 
have to do this analytically for all equivalence classes of elliptical segments. We 
describe this normalization in the following. 

An elliptical area segment A ist the intersection of an elliptical region E and 
a half space H . Thus, the affine mapping E ^ E' — C to Si circular region C and 
the mapping H ^ of the half space by the same affine transformation yield 
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Fig. 1. Circular Segment, distance 6 > Fig. 2. Sector and triangle, 
0, coordinate s with — l<s<+l +f 



a circular segment as their intersection, C H' . Hence each elliptical segment 
can be affinely mapped to any circular segment. All circular segments can be 
arranged as a one-parametric set, see Fig. 1 , and it is only necessary to investigate 
circular segments. A circular segment C[s) can be interpreted as a prototype of 
the equivalence class of all elliptical segments that can be affinely mapped to 
C[s). The essential parameter of a circular segment is the parameter s (the 
radius of the circle is r = 1), and we assume that the moments Mpq of this 
segment are given. Thus, we have to calculate the moments Mpq{s) of a circular 
segment, displayed in Fig.l. To do this, we decompose the circular segment 
C[s) into a circular sector Cs{(f) and a triangle ((/?), see Fig. 2. Note that 
Mpq{C[s)) = Mpq{Cs{(f)) + Mpq{Ct{(f)). The zeroth to fourth order moments 
of the circular sector and the triangle with cp = arcsins,^^ = \/l — s‘^ you can 
find in [12]. 

Now, we have to carry out the normalizing steps. First, we calculate the 
centroid c = (^c^Z/c) = (0,—^) of the circular segment, and then we shift the 
centroid into the origin of the coordinate system. Then, the new central moments 
are 




The new location of the circular segment is displayed in Fig. 3. Here, the two 
first conditions of the affine invariant mapping are fulfilled, namely m^Q = 0 and 
niQ^ = 0. In the next step, we calculate the new second order moments. Because 
of the symmetry of the problem, we have already niii = 0. Finally, we perform 
a simple anisotrope scaling j and = 6 • for which we use the 

normalization 

m'20 = 1 , m^'2 = 1 • 
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Fig. 4. Canonical Frame of a Cir- 
Fig. 3. Shifted Circular Segment cular Segment 



These equations have the solutions 




Using this solutions, we have to transform the moments by 

Note that these two remaining constraints for an affine mapping m^Q T m ^/2 = ^ 
and m 2 i + mo 3 > 0 are fulfilled automatically. This follows from the fact that all 
moments niki vanish for odd numbers k when the circular segment is located in 
a symmetrical orientation. During these algorithmic steps, the centroid is always 
unchanged in the origin. However, the middle point m of the original circle is 
first shifted to (0, b) and then to (0, b'6). The diameter of the original unit circle 
is scaled in x-direction by the factor 7 , and in ^-direction by the factor 6. So we 
find the equation 

— b • 6)‘^ 

y + ^2 

for the ellipse of the canonical frame, see Fig. 4. Now it is possible analytically 
to determine the higher order moments of the canonical frame (Fig. 4), which 
depend on parameter s: 




The particularly chosen prototype P{0) is the circular segment displayed in Fig. 
1. The expression is the canonical frame of the circular segment, dis- 
played in Fig. 4. The features f(P^( 6 ^*) are the moments of the canonical 
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frame. The moments can be calculated analytically. The fitting problem 

is now reduced to finding the solution of the optimization problem (2). This op- 
timization problem depends on one parameter s only. To solve the optimization 
problem (2), we use only some moments up to the order 4 by 



Minimize 



{ra'Us)-ra'UO')f 



3<p+g<4 



( 4 ) 



The result of the optimization process (4) is an optimal parameter, Sopt^ 

How can we find the equation of the fitted ellipse of the object? The equation 
of the ellipse of the canonical frame is described by equation (3), where we choose 
the parameters 6,7,4 depending on Sopt^ Thus we can describe this ellipse by 
the equation x.'' ^ = 0, where 






4 0 0 



(52 (5 



X 



Now, let A be an affine transformation derived by the standard method that 
transforms the given object O to its canonical frame O? That is. 



A 



ail <^12 <^10 
<^21 <^22 <^20 

0 0 1 






X 

y 

1 



Then we get the equation of the fitted ellipse by x ^ Ex = 0 with E = A ^ E^^ A . 
Additionally, we get the two endpoints of the line segment by the inverse trans- 
formation A“^ of the two endpoints {—Xsopt^^opt)^{^sopt^^opt) the optimal 
canonical frame, see Fig. 5. 



3 A New Invariant Fitting Procedure for Circular 
Segments 

Using the fitting procedure of the last section we can also fit objects by circular 
segments. We have only to modify the transformation group and the normaliza- 
tion procedure. We choose the similarity transformation group that is described 
by four parameters, two for the translation, one for the rotation, and one for an 
isotrope scaling. 



— Firstly, we normalize the translation by the centroid, i.e. = ^oi = 

— Secondly, we normalize the rotation by the constraint mii = 0, and we get 
the well-known expression for the angle ip\ 

2m 11 

tan 2(/? = — 

“ ^02 
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Fig. 5. Examples of the fitted elliptical segments 



We obtain four possible solutions for the angle (p: 



Vi 

V2 

V3 

V4 




+ 7T 



We have to choose an angle ip such that the correspondence to the normalized 
circular segment is satisfied. Therefore, the additional constraints 

1. m 2 o > implies that the major axis of the inertial ellipse is the x-axis, 

2. rn 2 i > 0 implies the correspondence that the “line segment” is above the 
x-axis. 

— Thirdly, we have to normalize an isotrope scaling by the constraint rngo = 1 - 



We have to carry out this normalization procedure for the object and the circular 
segment (Fig. 1). For the circular segment we can use the procedure displayed 
in Figs. 1, 2 and 3. The difference between Fig. 4 and a new Figure is only an 
isotrope scaling with rngg = 1. 



4 A New Invariant Fitting Procedure for Rectangles 

Following the last section we choose the similarity transformation group that is 
described by four parameters, two for the translation, one for the rotation, and 
one for an isotrope scaling. 
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— Firstly, we normalize the translation by the centroid, i.e. m^Q 

— Secondly, we normalize the rotation by the constraint = 
again for the angle ip: 



2mii 

tan Zip = — 

^20 “ ^02 

We obtain four possible solutions for the angle ip: 



= ™01 
0, and 



= 0 . 

we get 



A2 

A3 

A4 



^ arctan ; 



2m, 1 



Ai 

Ai 

Ai 



2 

- 7T 
Stt 
2 



We have to choose any of the four solutions. Only if we have an object that 
is closely a square then additionally we have the solutions ipf^ = ipi 
— Thirdly, we have to normalize an isotrope scaling by the constraint rngg = 1. 

We have to carry out this normalization procedure for the object and the rec- 
tangle. Chosing a rectangle with the middle point in the origin and the sides 
parallel to the axes, and the area of the rectangle is moo = 1 then the normali- 
zed constraints are satisfied. The ratio of both sides | is unknown. We estimate 
this ratio by an one-dimensional optimization process using the higher order mo- 
ments not used for the normalization. Additionally, if an angle ip* is a solution 
then the optimization process is also to do for this angle. Last not least we chose 
the angle with the best result. In Fig. 6, some examples are displayed. 



5 A New Invariant Fitting Procedure for Super Ellipses 

This fitting procedure also depends on one optimization parameter, for a detail- 
led description, see [12]. 
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Fig. 6. Examples of the fitted rectangles 
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Abstract. In nondestructive testing for quality control of industrial ob- 
jects the standard X-ray analysis produces a 2D projection of the 3D 
objects. Defects can be detected but cannot be localized in 3D position, 
size and shape. Tomographic testing equipment turns frequently out to 
be too costly and time consuming for many applications. Here a new 
approach for 3D reconstruction is suggested using standard X-ray equip- 
ment without costly positioning equipment. The new approach requires 
only a small number of X-ray views from different directions in order to 
reduce the image acquisition time. 

The geometric and photometric imaging properties of the system are ca- 
librated using different calibration patterns. The parameters of a CAHV 
camera model are obtained for each view permitting the exact registra- 
tion of the acquired images. The efficiency of the 3D reconstruction al- 
gorithm has been increased by limiting the reconstruction to regions of 
interest around the defects. This requires an automated segmentation. 
The 3D reconstruction of the defects is performed with an iterative pro- 
cedure. Regularization of the reconstruction problem is achieved on the 
basis of the maximum entropy principle. The reliability and robustness 
of the method has been tested on simulated and real data. 



Keywords: X-ray, tomography, calibration 

1 Motivation 

Non destructive testing constitutes a major part of quality control in industrial 
production. The standard X-ray analysis produces a 2D projection of the 3D ob- 
jects. Defects can be detected but cannot be localized in 3D position, size, and 
shape. For this purpose tomographic testing equipment has to be used which is 
described at several places in the literature [1],[2]. The use of tomographic testing 
methods within industrial quality control is limited by several facts. Traditional 
tomographic systems are too complex and expensive for several applications. 
They require usually sophisticated detectors and very accurate and expensive 
mechanical devices for positioning. The inspection time which is caused by the 



F, Solina and A, Leonardis (Eds.): CAIP’99, LNCS 1689, pp, 275-284, 1999. 
@ Springer- Verlag Berlin Heidelberg 1999 




276 



C. Lehr and C.-E. Liedtke 



analysis of a large number of views taken from around the object is often consi- 
dered to be too long [3], [4]. Frequently it is the aspect ratio of the test objects 
which prevents the radiographic analysis from all sides for the volume recon- 
struction as in the case of platelike objects. For these reasons there exists a 
demand for tomographic systems, which operate on the basis of simple radio- 
graphs and which permit the volume reconstruction from a small number of 
views. The first aspect would tend to reduce the costs, the second to reduce the 
time for the analysis. In connection with the reduction of the number of views 
as compared to standard tomographic equipment additional problems become 
apparent. The reconstruction problem becomes strongly underdetermined and 
may produce inconsistent results due to calibration errors, noise and other ef- 
fects and the conventional tomographic algorithms like filtered backprojection, 
transformation methods, etc are not suitable anymore. Additional information 
like prior information about the geometry or material properties of the object 
under investigation is needed in order to arrive at a unique solution. 

A special application is the reconstruction of casting defects, i.e. the recon- 
struction of an inclusion like gas within an otherwise homogeneous object. In 
this case the image reconstruction problem can be reduced to the estimation of 
binary object properties, i.e. object material vs. inclusion. Different approaches 
have been suggested in the literature [5], [6] where some of them require the use 
of parametrized functions in order to describe the objects under investigation. 
Because of the large variety of possible casting defects these model based appro- 
aches do not seem to be suitable or seem at least to limit the scale of possible 
applications. Other approaches are based on modelling the image as a binary 
Markov random field [7], [3]. The reconstruction is achieved by minimizing an 
error function dependent on the measured projections and on a a-priori choice 
of image modelling assumptions. The main difficulty of this type of approach is 
to achieve a reasonable fast and reliable minimization considering the very large 
number of unknown voxels. 

In this paper a two-stage procedure for the 3D reconstruction of volume 
defects from a few radiographs is presented, which exploits the prior knowledge 
of the material parameters. No a-priori assumptions about the shape of the 
object under investigation have to be made. An overview about the processing 
steps is depicted in Fig. 1. After a calibration of the projective properties of the 
imaging device and a registration of the different views the complexity of the 
reconstruction problem is reduced in a first step by limiting the reconstruction 
to regions of interest around the defects. The defect areas are segmented and the 
spatial extent of the defects in beam direction is estimated from the measured 
data using calibration curves. In a second step the defects are reconstructed with 
an iterative procedure. Regularization of the reconstruction problem is achieved 
on the basis of the maximum entropy principle in connection with an iterative 
procedure for the binarization of the reconstruction results. In Chapter 2 the 
camera model and the calibration procedure is explained. Chapter 3 describes 
the segmentation process and Chapter 4 the procedure for the 3D reconstruction. 
Finally in Chapter 5 results are presented based on simulated and real data. 
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X-ray images 




3D model 



Fig. 1. System overview 



2 Camera Parameters 

The components of the X-ray system are depicted in Fig. 2. A microfocus X- 
ray tube serves as X-ray source. For imaging an image intensifier and a CCD- 
camera are used. The focus of the radiation-source is in the magnitude of firn 
and serves effectively as point source. The rays which traverse the test object 
are attenuated according to its geometric and material properties. The mapping 
process of the rays can be described by perspective projection. The imaging 
system itself exhibits a number of (primary radial) geometric distortions. This 
is partly due to the spheric shaped screen of the image intensifier, partly caused 
by magnetic fields which influence the electronic beam and other reasons. The 
radial distortions of the optical system of the CCD-camera appear to be much 
smaller and can be neglected. 

The imaging properties of the system are mathematically described by the 
camera model. The parameters of the camera model are estimated in an cali- 
bration procedure using a calibration pattern. Since for tomographic reconstruc- 
tions several camera views of the same object are required, the images have to 
be registered. For this purpose test object and calibration pattern need to re- 
main in a fixed position relative to each other during the image acquisition step. 
The calibration procedure is applied to each viewing position in order to obtain 
precise position parameters for each individual view. The nonlinear geometric 
distortions are considered in a second step following the perspective projection. 

For modelling the perspective projection the CAHV camera model from Ya- 
kimovski and Cunningham [8] has been employed using the following nomencla- 
ture: 

(7: position of the radiation source in space 

Hq. unit vector pointing in the horizontal direction of the imaging target 

Vh: unit vector pointing in the vertical direction of the imaging target 

A. unit vector describing the optical axis 

hx and hy\ image point where the optical axis traverses the imaging target 
Sy\ pixel size 

f: distance of radiation source from imaging plane. 
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Fig. 2. Components of the X-ray system 



Following the principles of geometric projection a point P in space is pro- 
jected onto a point in the image plane disregarding geometrical distortions 
following Eq. 1. 



Pu = 



f Xu 
yvu 



1 f{f/s^-Ho + h^-Af ■{P-C)\ 

at . (p _ c) ■ V if/sy -Vo + hy A)T -{P-C) J 



( 1 ) 



The line of projection from the radiation source to an image point pu is 
calculated as 



S{p^) = C + s ■ So{p^) (2) 

where So[pu) represents the line of sight. The intensity of the beam is attenua- 
ted according to the geometric extensions along the line of sight depending on 
the material properties and the particular spectrum of the radiation source as 
described in Eq. 3. 



^[PuJ 









^o(Pu) - exp - jj.{S{pu)) ds dW 



(3) 



In Eq. 3 io{pu) refers to the un-attenuated intensity in the image point pu 
and W to a particular wavelength of the radiation source. 

Geometrical distortions are corrected according to Eq. 4 using two-dimensional 
polynomial functions. The parameters of these two-dimensional functions have 
been estimated during a separate calibration process employing a planar cali- 
bration pattern with equidistant calibration marks. The coefficients of the poly- 
nomials have been obtained during an optimization procedure, where the mean 
squared distance between the estimated positions of the calibration marks and 
their prior known correct positions has been minimized [9]. From the calibration 
the pixel size and Sy are obtained as well. The calibration remains valid as 
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long as the geometric relation between radiation source and the imaging device 
does not change. 



Pd = 




\f2{Xu,yu) ) 



( 4 ) 



/lO: / 2 O • polynomial functions 

The estimation of the parameters of the projection model is done for each 
individual position in the sequence of camera views which are acquired for one 
tomographic reconstruction. The setup is indicated in Fig. 3. The test object un- 
der investigation is recorded together with a calibration pattern. The calibration 
pattern consists of a planar plate with circular calibration marks arranged on its 
periphery. The presence of the calibration pattern does not affect the analysis 
of the investigated object. It reduces only the image area which can be utilized. 
The calibration procedure does not require the use of all calibration marks but 
only those which are detected with a high degree of reliability. 

The parameter estimation uses a modified version of the method described 
by Tsai [10] for the calibration of CCD-cameras. It works iteratively starting 
with a reduced set of parameters and increases the number of parameters step 
by step. Since the camera parameters influence each other small errors in the 
localization of the calibration marks may result in significant errors of the derived 
camera parameters. The reliability can be improved by increasing the number 
of measurements. This can be achieved by using the measurements from several 
views for the estimation of those parameters which remain constant in all views, 
the so called inner camera parameters f, hx and hy. 



3 Image Segmentation 

The efficiency of the tomographic reconstruction could be increased considerably 
by reducing the reconstruction problem to the area which contains the defects. 
This requires an automated segmentation of the images which will be used for 
the reconstruction. The steps of the image segmentation procedure are shown in 
Fig. 4. 

In a first step the measured intensity values i{pu) are converted into estimates 
for the material thickness gb{Pu) using a calibration function G. 



gb{pu) = G {i{pu)) (5) 

This is referred to in Fig. 4 by the term ’’linearization”. G depends on the 
intensity and the spectrum of the radiation source and the material of the object 
under investigation. In order to consider different radiation effects like backscat- 
tering the calibration function is obtained from experiments using calibration 
objects of different thickness. 
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Setup X-ray image ineluding 

test objeet and ealibration marks 




Fig. 3. Estimation of the parameters of the camera model 



For the estimation of the spatial extent of the defect, called defect thickness 
9d{Pu)i estimate for the material thickness without the defect has to be 
estimated from the values of gh{Pu) outside the defect area. This is called a 
background model gh{Pu)- Assuming locally smooth surfaces of the objects under 
investigation a two dimensional polynom of 3rd order according to Eq. 6 has been 
chosen for background interpolation. 



Qh{x, y) = ho + hi ■ X + h,2 ■ y + h-3 ■ + h.4 ■ xy + ... + hu ■ x^y^ + /iis • x^y^ 

( 6 ) 

The segmentation starts by using some arbitrary automated defect detection 
method or a semiautomated interactive method incorporating a manual mar- 
king of regions of interest around the defect regions. This first estimate needs 
not to be accurate. From this first estimate the defect-free thickness gh{Pu) 
estimated. The defect thickness gd{Pu) is calculated from the difference between 
9h{Pu) gh{Pu)- Using gd{Pu) the defect region can be localized more accura- 
tely. In further iterations the improved defect localization leads to an improved 
background estimation resulting in a further improvement of the defect segmen- 
tation. From the final result a good estimate of the defect extent in all three 
dimensions can be obtained. 
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X-ray image defect segmentation defect thickness 



Fig. 4. Image segmentation: The X-ray image serves as input image. The defect seg- 
mentation constitutes a binary mask, indicating the precise location of the defect within 
the 2D image. The defect thickness represents a map indicating the estimated defect 
thickness for each point. 



4 3D Reconstruction 

The 3D reconstruction of the defect areas is carried out in an relaxation loop. The 
3D volume which encloses the defect area is described by the discrete 3D voxel 
vector fjL, fjL describes the material properties of the object under investigation. 
The values are normalized 0 < /x(i) < 1. Since the material is assumed to be 
homogeneous except for the defects, binary values are expected for /i(i): /i(<i) = 1 
for the voxels belonging to the defect area and /r(o) = 0 for the voxels belonging 
to the non-defect area. The relation between the measured and preprocessed 
data in the area of interest p and the binary material properties p. are given by 
the matrix equation (7) where A describes the spatial relations, i.e. projection of 
the 3D volume space onto the different 2D radiographic views which have been 
recorded. The matrix value aij corresponds to the influence of the i-th voxel on 
the j-th projection. 



p = p (7) 

When only a few radiographs are used as had been proposed for the presented 
method, Eq. 7 turns out to be underdetermined. Inconsistent results may turn up 
due to errors in preprocessing, calibration errors, from both, the densiometric 
and the geometric calibration as well as due to different noise sources. The 
standard approach is to formulate additional constraints for the reconstruction 
process. These additional constraints are added to an energy function which has 
to be minimized and they have to be weighted by a regularization factor as is 
indicated in Eq. 8. 






(8) 
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As additional constraint the negative entropy Er[/j,) of the voxel vector has 
been chosen. Minimizing Ek{/j,) is equivalent to maximizing the entropy. The 
minimization of the energy function E in Eq. 8 is achived using a modification of 
the MART algorithm for entropy maximization. Using the MART method the 
choice of the explicite regularizaton factor f3 in Eq. 8 is replaced by the choice 
of the relaxation parameter A in Eq. 9.2. The modified MART algorithm, which 
has been used is the following: 

1. Start with a strictly positive vector fi^ ^ A: = 0 

2. Calculate for all pixels j the actual projections pj and the new voxel values 



Pj 

i 






3. Update all voxels according 



pk 



X^dij 



,k+i 



if < 1 

1 if > 1 



4. Update all voxel i every K.th iteration 



(9.1) 



(9.2) 



(9.3) 



= medio.n{p^^^) ( 9 - 4 ) 

5. k=kTl 

6. Repeat steps 2 to 6 until convergence 

The first steps contain the basic MART algorithm. Depending on the noise 
properties of the data an adequate relaxation factor A is selected automatically 
in order to guarantee a stable convergence of the procedure. Eq. 9.3 imposes the 
material constraints on the reconstruction. Einally, the repeated median filte- 
ring of the intermediate results leads to a clear improvement of the convergence 
behaviour. The noise properties of the measured data used for the choice of an 
adequate relaxation factor A are estimated during the preprocessing procedure. 

The minimization of the energy function E in Eq. 8 results in continuous 
material values (jl where low values indicate the tendency toward an non-defect 
property and high values the tendency towards a defect property. After the mi- 
nimum of the E has been obtained using the modified MART algorithm thres- 
holding is applied to (jl in order to update the defect area. Only the voxels with 
the largest material values are identified as belonging to the defect area. With 
the updated vector a new optimization cycle is started until the binary solution 
has been reached. In each iteration the threshold is automatically adapted to the 
current The idea of this binarization procedure is to assign only a few voxels 
to the defect area in each iteration in order to ensure a gradual adjustment of 
the solution to the binary constraint. 
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5 Results 

The performance of the suggested reconstruction method had at first been tested 
on simulated data. The complex test object of Fig. 5 has been chosen. It consists 
of a ball positioned within a convex hull. From this test object two sets of 
simulated X-ray views have been generated. Each set contains five different views 
within a range of 90"^. The two sets differ in that one set has been augmented 
with noise in order to test the robustness of the reconstruction method. The 
surface of the simulated object, one sample of a simulated view from each set 
and the surface of the reconstructed 3D object are shown in Fig. 5. As can be 
seen the reconstructions almost match the shape of the original object except for 
some slight differences at the lower part of the convex hull in case of the noise 
deteriorated data. 

Real data have been processed with known and unknown geometric pro- 
perties. In both cases the X-ray images have first been rectified for geometrical 
distortions and the camera parameters have been estimated. Geometric distor- 
tions of sometimes more than 11 pixels could be reduced to less than 0.3 pixel. 



simulated object 




X-ray image 



C 

without noise 




(a) 



(b) 



3D reconstmction 




(C) 



Fig. 5. Reconstruction of a simulated object: (a) shape of the test object, (b) simulated 
X-ray views with and without added noise, (c) shape of reconstructed object 



A test object with known geometric properties consists of a plate with dril- 
ling holes of different depth and diameter. Five views have been acquired within 
a range of 60°. All reconstruction errors appear in the border region on the 
surface. The deviation from the real shape is in the average less than one vo- 
xel. The maximum deviation amounted to 2 voxels. The test object and its 3D 
reconstruction are depicted in Fig. 6 on the left side. 

Fig. 6 (left side) shows the reconstruction of casting defects with geometric 
properties which have not be known before. This and the other tests demonstrate 
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very well that it is possible to reconstruct the 3D shape of objects from a few X- 
ray images taken from different views with standard X-ray systems and without 
special positioning equipment. 



X-ray image 3D reconstruction 





3D reconstruction 




region of interest 



region of interest 



Fig. 6. Reconstruction of drilling holes and casting defects 
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Abstract. The main task of medical 3D reconstruction is to build accurately an 
isotropic volume consisting of cubic voxels from 2D serial cross sections. 
However, the spacing between the slices is typically much greater than the size 
of a pixel within the slice. Therefore, interpolation between the slices is of great 
importance. This paper presents a new kind of contour interpolation method in 
order to overcome the drawbacks of the existing methods. It assumes being 
applied after a segmentation step extracting the contours, and after a contour 
association step in order to avoid pathological cases. Moreover, it is based on 
the geodesic metric instead of Euclidean metric, and allows the interpolation of 
complex contours with concavities. 



1 Introduction 

In many medical applications, a 3D object must be reconstructed from serial cross- 
sections, either to aid in the comprehension of the object’s structure for the diagnostic 
or to facilitate its automatic manipulation and analysis. Major applications can be 
found in the study of the structural and morphological characteristics of organs in 
biomedical sciences [1], [2], [3], radiation treatment planning, surgical planning [4], 
[5], etc... 

The main task of medical 3D reconstruction is to build accurately an isotropic 
volume consisting of cubic voxels from 2D serial cross sections. However, the 
spacing between the slices is typically much greater than the size of a pixel within the 
slice. Therefore, interpolation between the slices is of great importance. 

Two typical and widely used interpolation methods are Dynamic Elastic 
Interpolation [6], [7] (which is a interpolation method of contours) and Shape-Based 
Interpolation [8], [9] (which is a interpolation method of regions). The complicated 
implementation and the computing effort involved prevent Dynamic Elastic 
Interpolation from extensive practical applications. Moreover, it fails in case of 
complex shapes with severe concavities. Shape-Based Interpolation is a practical 
interpolation method for its easy implementation. However, this method fails to 
interpolate the slices when there is no overlapping area between the two objects and 
when the difference between the two objects is too important. Other methods have 
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come to light since these two well known methods [10], [11] but they also have 
drawbacks and are not so commonly used. 

This paper presents a new kind of contour interpolation method in order to 
overcome the drawbacks of the existing methods. It is based on the geodesic metric 
instead of Euclidean metric so that interpolation of complex contours is possible. 
Moreover, it assumes being applied after a segmentation step extracting the contours, 
and after a contour association step [12] allowing the building of a 3D scene as a set 
of different entities of contours. Thus, the presented contour interpolation method has 
to be used in a 3D reconstruction process for each portion of entity, without any 
pathological case, thanks to the previous application of a contour association method. 



2 Contour Interpolation Based on Geodesic Paths 
Using Level Sets Propagation 



2.1 Principle 

Formally stated, the contour interpolation problem between two consecutive slices 
for a portion of an entity of an object amounts to : 

! V given a source contour at z # Zg and a target contour at z # z ^ , 

! V compute new contours for 0 ^ 3 ^ 1 corresponding to zg^z^zj. 

Considering a source contour and a target contour, the principle of the proposed 
method is firstly to determine the XOR regions after overlapping. Then, each point of 
the two contour portions delimiting the XOR regions are linearly matched. Finally, 
from each pair of matched points, an interpolated point is computed and corresponds 
to a point along the geodesic path reaching these two original points. The set of all 
interpolated points consists of an interpolated contour. 



2.2 Centroid Registration Transform 

The aim of the centroid registration is to take into account the object translation for 
slice to slice in order to compensate for large shifts in object position. Firstly, the 
centroid C§ and Cj of each region computed. Then, 

are transformed by translation into respectively in order to superimpose 

the centroids C^ and C ^ on a unique point O of the image. 



2.3 Matching 

After the centroid registration transform, the two regions overlap and then XOR 
regions are determined. They correspond to the regions belonging only to • 
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and being the contours delimiting two regions or , each XOR region 
Xj is delimited conjointly by a part of and a part of . For each Xj region, 
pixels belonging to are matched linearly with pixels belonging to . Let ^Si 
and Ppj be respectively the part of and for the Xj region, where N^j and 
N xi are respectively the number of pixels of and Ppj . Then, the pixel of 
having the index n^j is matched with the pixel of Ppj having the index n^j 
computed by : 



IlTi # 



Nji &1 

Nsi &1 



nsi 3 



Nsi &Nt, 
Nsi &1 



( 1 ) 



2.4 Geodesic Paths Using Level Sets Propagation 

For each pair of matched points, a geodesic path of deformation is computed. A 
geodesic path between two points in a region is the shortest path remaining in the 
region. A graph technique using Dijkstra’s algorithm [13] is possible, but it is 
extremely time consuming and does not give satisfactory results. So, a level sets 
propagation technique is used here for the geodesic paths computation [14]. 

Let us consider a pair of matched points P^j and . A first distance map 

fjj(x,y) is computed from the initial point P^j : 



* P(x,y) 



/if P + Xj then fij(x,y)#dxi(Psj,P) 
Qif P, Xj then fjj(x,y)-. 
jif P#Psj then fy(x,y)#0 



(2) 



where dxi (Psj ? P) denotes the geodesic distance between P^j and P inside Xj . 

A second distance map gjj^(x,y) is computed from the arrival point Pj]^ in the 
same way. 

It can be noticed that : 



fij 




0 



gik(Pik)#0 



and 


fii(pit) 


#dxi( 




(3) 


and 


gik(Psj 


)#dxi 


(Pit.Ps,) ^ 


(4) 



Thus, for a point Q belonging to the geodesic path reaching P^j to Pjj^ : 
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fij(Q) 3 gik(Q)# dxi(Psj,Q) 3 dxi(Pxk>Q) # dxi(Psj,Pxk) ■ 



(5) 



Building a third distance map h as : 



hijk(x,y)#fij(x,y)3 gik(x,y) 



(6) 



the geodesic path Gy]^ between P^j and is given by [14] : 



Gijk #3(x,y)/hijk(x,y)#gm4 



with gm # min hjjk(x,y) . 



(7) 



In practice, the desired minimal geodesic path is achieved by applying a contour 
finder on h^j^ to find the level set gj^ 3 5 , for some very small 5 , and then by 

applying a simple thinning algorithm that operates on the interior of the minimal level 
set [14]. 



2.5 Interpolation Process 

For a given 3 , the contour to be computed from and is composed of a 
set of portions of contours in each Xj region, consists of the set of points 
taken linearly along all the geodesic paths Gy]^ . 




Fig. 1. Some geodesic paths in a Xi region and interpolated contour portion for a given 3 . 
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Figure 1 illustrates the principle with an example. It shows a region Xj delimited 
by two portions of contours and Ppj . Four pairs of matched points (black points) 

are represented with their geodesic path. The interpolated contour obtained for a 
given 3 is drawn, passing through the selected points on each path (black triangles). 



2.6 Inverse Centroid Registration Transform 

After the interpolation process, an interpolated contour is obtained for each 3. 
Then, each real interpolated contour is computed by taking into account the 

inverse centroid registration transform which consists in computing the right position 
of the interpolated contour. 



2.7 Interpolation in case of branching 

The proposed contour interpolation is used in a 3D reconstruction context based on 
a 3D representation built with a contour association method. After the interpolation 
process, contours are computed for the slice at z#zj^. These contours 

are associated to N]^ regions . But, a merging of different regions is possible due 

to branching. In that case, the merged regions have a common contour. 

Finally, after the contour interpolation of the 3D scene, all the right contours of a 
slice are obtained by filling in all the computed contours to obtain regions, and by 
extracting the contours of these regions as described in [6]. 



3 Results 

This part presents the capability of the presented method. 

Figure 2 shows the two contours to be interpolated superimposed on the same 
image (a simple circle and a complex contour) with a severe translation between 
them. Figure 3a represents the two superimposed contours after the centroid 
registration transform, dedicated to the compensation of this large shift in position. 
Figure 3b points out the XOR regions. There are two XOR regions in this example : a 
small one and a very extended one. Figure 3c shows some geodesic paths. Figure 4 
represents superimposed results of the interpolation process, with several computed 
contours. 




(a) 



(b) 



(c) 



Fig. 3. Intermediary steps of the process, a) : overlapped contours after centroid registration 
transform, b) : determination of XOR regions, c) : geodesic paths 

As illustrated by this example, the results given by the presented method are very 
interesting. It works even in the case of non overlapping areas between the two 
original contours; and in the case of complex shapes with severe concavities, thanks 
to using the geodesic metric. On the other hand, it is very time-consuming. Indeed, 
for different examples tested, the proposed method takes often about 2 minutes while 
Shape-based interpolation method requires 15 seconds on a PC 133 MHz. This time 
consumption is due to the geodesic path computation. 
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Fig. 4. Superimposed results after the interpolation process relative to the example of figure 2. 

If the presented method gives quite interesting results, unfortunately it fails when 
the two original contours do not intersect after centroid registration. Moreover, 
interpolation results may depend on the centroid registration transform but this has 
yet to be studied. 



4 Conclusion 

A new kind of contour interpolation has been presented in this paper. Assuming 
being applied on each entity portion of a 3D scene in a 3D reconstruction process, it 
has still to solve a simple problem of interpolating new contours between a source 
contour and a target contour. 

Thanks to using the geodesic metric to compute the deformation paths between 
each pair of matched points, it allows interpolation of complex shapes. It shows the 
geodesic metric is interesting to avoid pathological cases encountered with classical 
methods, usually due to matching errors. This method gives quite good results, but its 
main drawback is the time consumption due to the long computation of all the 
geodesic paths, even using level sets propagation. Further work will be carried out to 
reduce the time consumption. 
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Abstract 

A novel technique for multi-scale smoothing of a free- form 3-D surface is 
presented. Diffusion of the surface is achieved through convolutions of local 
parametrisations of the surface with a 2-D Gaussian filter. Our method for 
local parametrisation makes use of semigeodesic coordinates as a natural and 
efficient way of sampling the local surface shape. The smoothing eliminates 
the surface noise together with high curvature regions such as sharp edges, 
therefore, sharp corners become rounded as the object is smoothed iteratively. 
During smoothing some surfaces can become very thin locally. Application 
of decimation followed by refinement removes very small/ thin triangles and 
segments those surfaces into parts which are then smoothed separately. Fur- 
thermore, surfaces with holes and surfaces that are not simply connected do 
not pose any problems. Our method is also more efficient than those tech- 
niques since 2-D rather than 3-D convolutions are employed. It is also argued 
that the proposed technique is preferable to volumetric smoothing or level set 
methods since it is applicable to incomplete surface data which occurs during 
occlusion. Our technique was applied to closed as well as open 3-D surfaces 
and the results are presented here. 

1 Introduction 

This paper introduces a new technique for multi-scale shape description of 
free- form 3-D surfaces represented by polygonal or triangular meshes. Al- 
though there are several methods available to model a surface, triangular 
meshes are the simplest and most effective form of polygons to cover a free- 
form surface. The common types of polygonal meshes include the triangular 
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mesh and the four sided spline patches [5]. Triangular meshes have been 
utilised in our work. The multi-scale technique proposed here can be consid- 
ered a generalisation of earlier multi-scale representation theories proposed 
for 2-D contours [12] and space curves [9]. 

In our approach, diffusion of the surface is achieved through convolutions 
of local parametrisations of the surface with a 2-D Gaussian filter. Semi- 
geodesic coordinates [4] are utilised as a natural and efficient way of locally 
parametrising surface shape. The most important advantage of our method is 
that unlike other diffusion techniques such as volumetric diffusion [7] or level 
set methods [16], it has local support and is therefore applicable to partial 
data corresponding to surface- segments. This property makes it suitable for 
object recognition applications in presence of occlusions. The organisation of 
this paper is as follows. Section 2 gives a brief overview of previous work on 
3-D object representations including the disadvantage(s) of each method. Sec- 
tion 3 covers implementation issues encountered when adapting semigeodesic 
coordinates coordinates to 3-D triangular meshes. Section 4 presents diffusion 
results and discussion. Section 5 contains the concluding remarks. 



2 Literature Survey 

This section presents a survey of previous work in representation of 3-D sur- 
faces. Comprehensive surveys of 3-D object recognition systems are presented 
by Besl and Jain [1], Generalised cones or cylinders [19] approximate a 3-D 
object using globally parametrised mathematical models, but they are not ap- 
plicable to detailed free-form objects. A form of 3-D surface smoothing has 
been carried out in [23] but this method has drawbacks since it is based on 
weighted averaging using neighbouring vertices and is therefore dependent on 
the underlying triangulation. In volumetric diffusion [7] or level set methods 
[16], an object is treated as a filled area or volume. The major shortcoming 
of these approaches is lack of local support. In other words, the entire ob- 
ject data must be available. This problem makes them unsuitable for object 
recognition in presence of occlusion. 



3 Semigeodesic Parametrisation 

Free-form 3-D surfaces are complex hence, no global coordinate system ex- 
ists on these surfaces which could yield a natural parametrisation of that 
surface. Studies of local properties of 3-D surfaces are carried out in differen- 
tial geometry using local coordinate systems called curvilinear coordinates or 
Gaussian coordinates [4]. Each system of curvilinear coordinates is introduced 
on a patch of a regular surface referred to as a simple sheet. A simple sheet of 
a surface is obtained from a rectangle by stretching, squeezing, and bending 
but without tearing or gluing together. Given a parametric representation 
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r = r{u/o) on a local patch, the values of the parameters u and v determine 
the position of each point on that patch. Construction and implementation 
of semigeodesic coordinates in our technique is described in [10]. 

3.1 Construction of Semigeodesic Coordinates 

A geodesic line is defined as a line, which represents the shortest distance 
between two given points on a 3-D surface. Semigeodesic coordinates are 
constructed at each vertex of the mesh which becomes the local origin. The 
following procedure is employed: 

1. Construct a geodesic from the origin in an arbitrary direction such as 
the direction of one of the incident edges. 

2. Construct the other half of that geodesic by extending it through the 
origin in the reverse direction. 

3. Parametrise that geodesic by the arclength parameter at regular inter- 
vals to obtain a sequence of sample points. 

4. At each sample point on the first geodesic, construct a perpendicular 
geodesic and extend it in both directions. 

5. Parametrise each of the geodesics constructed in the previous step by 
the arclength parameter at regular intervals. 

Due to the displacement of vertices which occurs as a result of smooth- 
ing, very small and/or very thin triangles can be generated during smooth- 
ing. These odd triangles can cause computational problems and are therefore 
removed or merged with neighbouring triangles using known existing algo- 
rithms for mesh decimation and refinement [6]. Detection of these triangles 
is based on the length of the shortest side or the smallest angle. When the 
smallest side or the smallest angle of a triangle is less than a small threshold, 
that triangle is removed by merging it with neighbouring triangles. Decima- 
tion and refinement are applied after each iteration to simplify the mesh. As 
a result, the number of triangles gradually decreases during smoothing. It is 
also possible for a surface to become very thin locally as a result of smooth- 
ing. When this happens, smoothing can not continue without segmentation 
of the surface into parts. Such a segmentation also occurs as a result of mesh 
decimation and refinement since the thinned area of the surface always con- 
sists of very small and thin triangles. Smoothing can then continue after 
segmentation with each part of the object smoothed independently. 

3.2 Semigeodesic coordinates on open surfaces 

The algorithm described above should be modified to make it also applicable 
to open surfaces. The algorithm for smoothing an open surface is defined in 
the following way: 
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• Grid construction and smoothing at internal vertices is carried out as on 
closed surfaces. Any geodesic line that reaches the boundary will stop. 
The last sample point at or near the boundary will be duplicated until 
the grid is filled. Likewise, if some geodesic lines can not be constructed, 
the last geodesic line near the boundary will be duplicated until the grid 
is filled. 

• If the vertex V of triangle T resides on the boundary, measure the angle 
q; between the two edges of T that are incident on V . Choose the first 
geodesic line as the bisector of o;. Only half of the first geodesic line is 
constructed because the other half falls outside the surface boundary. 

• At the same vertex, construct another geodesic line perpendicular to 
the first one. 

• One of those geodesic lines might soon intersect the boundary, so com- 
pare the lengths of those lines and choose the longer one. This allows 
the maximum size grid to be constructed. 

• Construct the second family of geodesic lines as perpendicular to the 
longer geodesic line determined above. 

• As before, any geodesic line that reaches the boundary will stop, and 
the last sample point at or near the boundary will be duplicated until 
the grid is filled. 



3.3 Gaussian Smoothing of a 3-D surface 

The procedures outlined above can be followed to construct semigeodesic 
coordinates at every point of a 3-D surface S. In case of semigeodesic coor- 
dinates, local parametrisation yields at each point F: 

r(w, u) = (x(w, u), yiu^v)^ z(w,u)). 

The new location of point F is given by: 



R(w, u, a) = (T(w, u, a), y(u^v^a)^ Z{u^v^a)) 

where 

T(w, u, a) = x(w, u) (8) G{u^v^a) 
y{u,v,a) = y{u,v) (g) C(w,u,a) 

Z(w, u, a) = z(w, u) (g) C(w,u,a) 



and 



C(w, u, a) 




(g) denotes convolution. This process is repeated at each point of S and the 
new point positions after filtering define the smoothed surface. Since the 
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coordinates constructed are valid locally, the Gaussian filters have a = 1. In 
order to achieve multi-scale descriptions of a 3-D surface <S, the smoothed 
surface is then considered as the input to the next stage of smoothing. This 
procedure is then iterated many times to obtain multi-scale descriptions of 

5 . 

4 Results and Discussion 

The smoothing routines were implemented entirely in C++ and complete 
triangulated models of 3-D objects used for our experiments are constructed 
at our canter [5]. In order to experiment with our techniques, 3-D objects 
with different numbers of triangles were used. Triangular meshes have been 
utilised in our work. The first test object was a dinosaur with 2996 trian- 
gles and 1500 vertices as shown in Figure I. The object becomes smoother 
gradually and the legs, tail and ears are removed after 10 iterations. The 
second test object was a cow with 3348 triangles and 1676 vertices as shown 
in Figure 2. The surface noise is eliminated iteratively with the object be- 
coming smoother gradually where after 12 iterations the legs, ears and tail 
are removed. Figure 3 shows the third test object which was a telephone 
handset with 1 1 124 triangles and 5564 vertices. Notice that the surface noise 
is eliminated iteratively with the object becoming smoother gradually and 
after 15 iterations the object becomes very thin in the middle. Decimation 
and refinement then removes the thin handset and segments the object into 
two parts. Smoothing then continues for each part as shown in Figure 3. 

Our smoothing technique was also applied to a number of open/incomplete 
surfaces. Figure 4 shows the results obtained on a part of the telephone 
handset. This object also has a triangle removed in order to generate an in- 
ternal hole. Figure 5 shows smoothing results obtained on a partial rabbit. 
The object is smoothed iteratively and the ears disappear as well. These ex- 
amples show that our technique is effective in eliminating surface noise as 
well as removing surface detail. The result is gradual simplification of ob- 
ject shape. Animation of surface diffusion can be observed at the web site: 
http://www.ee.surrey.ac.uk/Research/VSSP/demos/css3d/index.html 



5 Conclusions 

A novel technique for multi-scale smoothing of a free-form triangulated 3-D 
surface was presented. This was achieved by convolving local parametrisa- 
tions of the surface with 2-D Gaussian filters iteratively. Our method for 
local parametrisation made use of semigeodesic coordinates as natural and 
efficient ways of sampling the local surface shape. The smoothing eliminated 
the surface noise and small surface detail gradually, and resulted in gradual 
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(a) Original (b) 5 iterations (c) 10 iterations 

Figure 1: Smoothing of the dinosaur 







(a) Original 



(b) 3 iterations (c) 12 iterations 



Figure 2: Smoothing of the cow 




(a) Original (b) 15 iterations (c) 25 iterations 



Figure 3: Diffusion of the telephone handset 
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(a) Original (b) 3 iterations (c) 5 iterations 

Figure 4: Diffusion of the partial telephone handset 



(a) Original (b) 9 iterations (c) 15 iterations 

Figure 5: Smoothing of the rabbit 



simplification of object shape. The method was independent of the underlying 
triangulation. During smoothing some surfaces can become very thin locally. 
Application of decimation followed by refinement removes very small/ thin 
triangles and segments those surfaces into parts which are then smoothed 
separately. Our approach is preferable to volumetric smoothing or level set 
methods since it is applicable to incomplete surface data which occurs during 
occlusion. Finally, surfaces with holes and surfaces that are not simply con- 
nected do not pose any problems. Our approach is preferable to volumetric 
smoothing or level set methods since it is applicable to incomplete surface 
data which occurs during occlusion. 
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Abstract 

We address the problem of control-based recovery of robot pose and the environ- 
mental lay-out. Panoramic sensors provide us with a ID projection of charac- 
teristic features of a 2D operation map. Trajectories of these projections contain 
information about the position of a priori unknown landmarks in the environ- 
ment. We introduce here the notion of spatioternporal signatures of projection 
trajectories. These signatures are global measures^ characterized by considerably 
higher robustness with respect to noise and outliers than the commonly applied 
point correspondence. By modeling the 2D motion plane as the complex plane 
we show that by means of complex analysis the reconstruction problem is reduced 
to a system of two quadratic - or even linear in some cases - equations in two 
variables. The algorithm is tested in simulations and real experiments. 



1 Introduction 

Suppose that two points in the plane are given, and Z 2 , and a sensor is available 
that can measure the angle between and Z 2 from any position in the plane at 
which it is placed. If the sensor undergoes a circular motion (figure (1)) then we 
may record the angles in a list and then plot each angle against its index in the 
list. For example, in the right of figure (1) we see such a graph for two points. 

The primary motivation for this paper is to investigate the extent to which 
the data displayed on the right in figure (1) characterizes the two unknown 
points. In other words, we want to solve the inverse problem: given this data, 
how can the scene be reconstructed ? In the world, of course, there is no natural 
Cartesian frame, so what we really solve for is the magnitudes of zi and Z2? 
and the angle between them with respect to the center of the circular motion. 
Throughout this paper the scale will always be determined by taking the radius 
of the circle to be our unit. 

This work was supported by the following grants: NSF: IIS97- 11380, NSF 
CISE: CDS97-03220-001, NSF Training: GER93-55018, ARO MURI/DARPA ONR: 
DAAH04-96-1-0007. 
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degrees 





Figure 1. The problem: find the values of 2:1 and 2:2 by moving on a circle and measuring 
the angle O during the motion. On the left we see the actual motion of the sensor, while 
on the right we see a plot of the measured angles between 2:1 and 2:2 vs. the index of the 
measurement in the list of all measurements. This data is taken from a real experiment. 



1.1 Signatures 

In many vision problems one must obtain geometric information about the envi- 
ronment and to do this a great deal of data is recorded. This data can be thought 
of as a long list of numbers, i.e. we measure a vector c = (ci, C 2 , c^). Then 
one seeks to solve a system of equations Tj(c,z) = 0 , j where the 

unknown is z = (zi, Z 2 , 2 :/^), and G R or C. Generally A:, rn and n are large 
integers and the system is non-linear and over-constrained. This is not a desir- 
able situation for a number of reasons, the most obvious being that a “solution” 
may be hard to come by. 

A more compact way to write the above system is as a single vector equation 
F(c,z) = 0. For our purposes, if the problem can be solved for A: = 2, then cer- 
tainly the more general problem can solved by repeated application of the same 
method (see section 1.3 below). Therefore, rather than consider equations of this 
last type, we instead consider an equation of the form G(f (c), zi, Z 2 ) = 0 where 
f is a smooth function mapping the space that c lives in to R or C. Here we will 
take f to be the composition of the averaging operator. A, with various analytic 
functions that act pointwise on c. We say that f(c) is a signature of zi,Z 2 . The 
fact that f is smooth makes the system robust to errors in measurement, while 
taking advantage of global information that may be embedded in the measured 
data. A signature is a quantity that can be measured experimentally, with the 
goal being to find the geometry of the configuration (zi, Z 2 ) from this value. 

1.2 Structure from Motion 

The problem of obtaining the geometry of a scene by moving a camera within 
it is a well-known one, and has many different forms. If the pose of the camera 
is known at all times, then reconstructing the geometry of the scene is easier 
than if the position is an unknown. The latter problem is known as the structure 
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from motion problem. In this problem, the variables representing the poses of 
the camera are unknown, so one needs to take enough snapshots of the environ- 
ment in order to solve for these variables plus the variables that represent the 
geometric structure of the environment. Because measurements from the camera 
have errors, one usually takes many “extra” snapshots in order to over-constrain 
the problem. 

In this paper we will consider only the 2D version of the structure from 
motion problem, and take a very different approach than that described above. 
We investigate certain signatures associated with moving a camera on a circle 
and show how they can be used to reconstruct the positions of an unknown 
points. 

1.3 Problem Statement 

The general form of our problem is the following: Suppose that zi,...,z^ are 
complex numbers representing n landmarks in the plane, and a sensor is available 
with the ability to measure the angles between the landmarks with respect to 
any given position of the sensor, w (i.e. it can measure the angle ZziVJZj^i^j = 

1.. ..,n). Then for rn positions tci,....,tc^ of the sensor^ can one determine 

zi , . . . , and tci , . . . , Wm given only the measurements ZziWj Zk^i^k = 1 , . . . , n, j = 

1. . .., rn ? 

One approach to the above is to write down all of the trigonometric equations 
associated with the configuration. Since the angles are known, the resulting 
polynomial system has many more equations than variables. Thus the system is 
over-constrained, which may be helpful since in a real experiment the angular 
measurements will contain noise. Then one may try to find a solution in the 
“least squares sense” by minimizing the sum of the squares of these equations. 

In the problem we address here we will make the assumption that the points 
Wi all lie on a circle i.e. \wi\ = l,i = l,...,m, but we will not assume where 
on the circle the Wi are. Additionally, we will assume that the Wi are densely 
distributed in the circle in an approximately uniform fashion. Also, notice that 
if the problem can be solved for two landmarks then it can be solved for more 
than two landmarks by applying the same method to pairs of the landmarks. 

1.4 Panoramic Sensors 

Recently, many researchers in the robotics and vision community have begun to 
investigate the use of curved mirrors to obtain panoramic and omni-directional 
views. Typically, such systems consist of a camera pointing upward at a con- 
vex mirror, as in figure (2). How to interpret and make use of the information 
obtained by such sensors, e.g. how it can be used to control robots, is not im- 
mediately clear. It does seem likely that panoramic systems may be able to 

^ In our model of the panoramic sensor, the pose of the sensor means only its position, 
and not orientation. For real applications it is possible to define and compute and 
orientation with our method if it is needed. 
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Figure2. On the left we see one way to create a panoramic sensor: point a camera 
upwards at a curved mirror. On the right we see an image from such a panoramic 
sensor, with the camera visible in the center. 



handle some problems that are difficult or impossible to address with a standard 
camera. To address our problem experimentally, we employed such a panoramic 
sensor, using a spherical mirror. A natural feature to consider for extraction 
from an image taken on such a system is any edge that is vertical in the real 
world, because these edges appear as radial lines in the image (see figure (2)). 
In the center of this image the lens of the camera is clearly visible. To measure 
the angles between the vertical edges we extend them to the center of the lens 
and compute the angle at their intersection. 

1.5 Contributions 

Our reconstruction method has a number of features that other methods do not. 

(1) Rather than constructing one or more equations for each measurement, 
we first process the measured data to produce two numbers (signatures), which 
are used to construct two equations in the positions of the unknown landmarks. 

These equations are quadratic in general and linear if a single reference 
point is known. 

(2) Due to the simplicity of the equations, optimization methods are not 
needed, and when the solutions are found they are known to be true solutions, 
as opposed to possible spurious solutions produced by numerical optimization 
methods. 

(3) Due to the stable means of processing the data (integration), our method 
handles noise well. In addition, if one desired to carry out a detailed error anal- 
ysis, it would be possible since the equations are so simple. This is not the case 
with a method that produces a very large number of nonlinear equations. 

1.6 Related Work 

Due to space limitations we briefly summarize here the related work. The pre- 
cursor to this work is [3], where a similar problem was considered, but explicit 
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solutions were not possible. Regarding the reconstruction aspect of our work, 
there is work in the eighties - early nineties on reconstruction using vertical 
edges and known motion (Kriegman [6], Kak [5]). There is work in structure 
from motion from circular trajectories (Shariat and Price [10], Sawhney [9]). 
This work, however, uses a set of equations with the constraint that the projec- 
tion centers are on a circle. 

Recently, a number of approaches to navigation and reconstruction using 
omnidirectional systems have been proposed (Nayar [7], Svoboda [12], Onoe [8], 
Srinivasan [2], Yagi [13], Medioni [11]). The work by Yagi and Medioni is very 
similar but uses an already known environmental map. The most relevant to 
this paper is the work on omnidirectional multibaseline stereo done by Kang and 
Szeliski [4], but this work uses conventional cameras and measurement equations. 

2 Calculating Signatures 

2.1 Angles and Complex Logarithms 

Definition A function is holomorphic on an open subset U C C if it is complex 
differentiable at every point of U, 

For any complex number z = a T we define the exponential function by 
exp(z) = e^(cos(6)+i sin(6)). The exponential function is a holomorphic function 
which assumes all complex values except 0. If U is an open connected subset of 
C, then a holomorphic function, £, is called a logarithm function on U if for 

all z G F, exp(^(z)) = z. 

We use to denote the set of non-positive real numbers and C“ to denote 
the “slit” complex plane, C — If z G C“, then there are unique real numbers 
0 and r with r > 0 and — tt < 6^ < tt, such that z = re^^. Given a number, z, 
written in this form, the principle branch of the logsirithm. Log, is defined 

by 



Log(z) = ln(r) + i9^ (1) 

where In is the real natural logarithm. It is easy to check that the principle 
branch of the logarithm is a logarithm in the sense defined above. The set 
is called the branch cut of the Log function. 

It is possible to define logarithm functions other than Log using the above 
met hod. For example, we could choose 0 < 0 <2tv and take the branch cut to be 
the set of non-negative real numbers. Thus we can always construct a logarithm 
by choosing a ray emanating from the origin to slit the plane along an open 
interval of length 27 t from which the angle is chosen. From this point on, we will 
use “log” to denote a fixed one of these branches of the logarithm, but we won’t 
specify which one unless it is necessary. 

Next, observe that 0 = A(log(z)) where A(z) means the imaginary part of z. 
This allows us to define the (signed) angle between zi, Z2 G C“ by 



AzI,Z2) = Vlog(^l) -log(z2))-^ 



( 2 ) 
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2.2 Averaging Functions of & 

We denote the unit circle in the complex plane as G [0, 27 t]}. Let 

and Z 2 be complex numbers. Then we define the angle between zi and Z 2 with 
respect to a third point z as 



0{z) = '^{\og{zi- z)-\og{z 2 ~ z)). (3) 

We emphasize here that our definition of O depends on the choice of logarithm 
and on zi and Z 2 - The domain of O is the complex plane minus two parallel slits, 
one emanating from zi and the other from Z2- On these slits, O is, of course, not 
defined. 

The average angle between zi and Z 2 with respect to a point moving on the 
unit circle can then be represented by the integral of O. Our first result is 

Theorem 1. If for a given Zi,Z 2 nnd a choice of log ^ O is defined on adl of ^ 
then 

^ Odt= Z{zi,z2), (4) 

where the same log function used to define O is also used to define the Z function. 

Proof Viewed as a function of (x, y), 6> is a harmonic function (i.e. it is a solution 
to Laplace’s equation = 0) since it is the imaginary part of a holomophic 
function. It is a well known fact that if a harmonic function is defined on a disk 
then the average value of that function on the boundary of the disk is equal to 
the value of the function at the center of the disk. By hypothesis, the branch 
cuts of 6> do not cross the unit disk, so O is harmonic there and hence its average 
value on the boundary of disk is equal to the value of G at the origin, i.e. 
y Odt = 3^(log(zi) - log(z2)) = Z{zi,z2). <C> 

If, for example, we chose to use the principle logarithm function. Log, then 
the theorem applies to any Zi and Z 2 as long as they do not lie to the left of 5^. 

The above theorem tells us that integrating the angular data that can be 
measured tells us something about the geometry of zi and Z 2 - Given this, it 
seems likely that integrating a function of G could yield more information about 
Zi and Z 2 .( From an experimental point of view, what this means is that the 
angular data is gathered in the form of a list of angles, and then this list is 
transformed by the above function and then averaged.) In particular, we would 
like to determine the magnitudes of Zi and Z2- Using the identity ^(z) = 
and the fact that ^ = y for z G we have that for z £ 

0{z) = ^(log(zi - z) - log(z 2 - z)- log(^- i) + log(^- ^)). (5) 

It is important to keep in mind that the right hand side of (5) is an expression 
for G restricted to and does not agree with G off of In particular, the 
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right hand side of (5) defines a holomorphic function, whereas O is harmonic, 
but not holomophic, since it is real valued and non-constant. 

Given (5), a natural function to integrate would appear to be Thus, the 
quantity we want to compute is (for and Z2 fixed) 



1 

2tv 






(it. 






( 6 ) 



This integral can be written as a complex contour integral by using the 
parameterization z = so that ^ = iz. Therefore dt = and so (6) is 

equal to 



y / G-z){z2-^J dz 

Jsi {zi - i)(z2 - z)iz' 

The function g[z) = | -z) A singularities at 0, i and Z2, all of 

which are simple poles. Therefore the residues at these poles can easily be com- 
puted. For example Res[g^ 0 ) = lim;3^o ^ 9 {^) = “^77* next theorem follows 
from the calculation of these three residues, and the residue theorem(see [1]), 
which we now state for completeness. 

The Residue Theorem Let C he a positively oriented simple closed contour 
within and on which a function f is analytic except at a finite number of singular 
points tci , tC2 , . . . , Wn interior to C . // , . . . . , denote the residues of f at those 

respective points then f[z)dz = 27vi{Ri + • • • + Rn)' 

Thus the value of (7) depends upon whether or not zi and Z 2 lie inside or 
outside of . (zi and Z 2 may not he on for this method to work, and we will 
not consider this case.) Therefore we have 

Theorem 2. The value of the integral (6) is 

(<^) < C 

(d) rf\zi\ < 1 ,|^ 3 | > 1 . 

To see how the above theorem can be applied to the problem stated in the 
introduction, suppose for example that Z2 is known and let A (for average) be 
the experimentally measured value of the integral (6). Then the above theorem 
tell us that if \zi\ > 1 and |z2| < 1, then zi = Z2 * i*e. we have a linear 
solution to the reconstruction problem. 

Next we demonstrate how to solve the more general problem when Zi and Z2 
are both unknown. Suppose that zi = and Z2 = where ri,r2 > 1, 

i.e. we are in case (b) of theorem 2. Let A be the value of (6) and let fi be the 




308 R.A. Hicks et al. 



angle between zi and Z2 with respect to the origin, chosen with the orientation 
such that z^zx = rir2e^^. Theorem 2 part (a) may be rewritten as 

-rl + rir2C^^ ~ rj + r\rl ^ 
rir2C'^'^ T 

where t/; may be considered as a known quantity because of theorem 1 . This single 
equation between complex quantities can be converted to two real equations in 
ri and V2 - The easiest way to do this is first make the substitutions u = r\r2 and 
V = r^Trl and rationalize. Then ( 8 ) becomes = (we^^ 

Taking the real and imaginary parts of the above equation gives linear equations 
for u and v. Once u and v are known, we must determine ri and V2 from the 
equations u = rir‘2 and i; = T These last two equations can clearly be 
converted to a single quadratic equation in r^, allowing for the solution of Vi 
and r2- 



3 Experimental Results 

The main question to be addressed is the effect of noise on the above method 
when both and Z2 are unknown. The primarily source of error is in the data 
taken from the panoramic sensor, so we need to know the nature of the noise 
that we expect from using this device to measure angles. From experiment we 
have found the error in angular measurement between vertical edges to have 
a standard deviation, a, of about .05 degrees at a range of one meter. To be 
conservative, in our simulations we varied a from 0 to .2 degrees. 



X 10'^ 





Figures. Above on the left appears a plot of percent error in estimating the range of 
2^2 and versus the standard deviation in the noise (in degrees) of the measured angles, 
and on the right a similar plot for the estimate in the angle between and 2^2. In 
both plots 2:1 = 5 e~. Note the extremely high accuracy of the estimate of the angle 
between 2^1 and 2:2 
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Another source of error is the computation of the averages of G and We 
are approximating an integral with an average, and because we do not require 
any knowledge of where on the circle the sensor is, the average is only a good 
approximation if the density of the measurements is approximately uniform. 
Thus in the simulation we generated points uniformly spaced on the circle and 
added noise to the angular position of each point. We always took this noise to be 
zero mean Gaussian noise with standard deviation one-quarter of 27 t divided by 
the number of sample points. This value of course depends on the experimental 
device being modeled. 

There are many parameters that can be varied in simulation, such as the 
magnitude of the points being reconstructed, the number of data points used, 
the numerical integration scheme and so on. Therefore we first fixed the two 
known points to be zi = 5e~ and ^2 = 5, fixed the number of measurements 
taken on the circle to be 5000, and considered the effect of zero mean Gaussian 
noise with a ranging from 0 to .2 degrees. Given all of the above parameters 100 
trials were performed and in each trial the percent error in the magnitude of Z 2 
was computed and an average over all trials of this error was computed. 

To demonstrate the effect of range we then repeated this entire simulation 
with Z 2 = 10. Each choice of Z 2 yields a plot of percent error versus the standard 
deviation in the noise, which both appear in figure (3). 




Figured. A plot of the percent error in the estimated value of the magnitude of 2^2 
versus the number of sample points used on the circle. Here we fixed 2:1 = Se” and 
2:2 = 10 . The error bars represent the standard deviation in one hundred trials. 



Figure 4 illustrates the percent error in reconstruction versus the number of 
sample points used, i.e. the number of angular pairs measured. In this case we 
fixed a = .1 and let = 5e~ and Z 2 = 10. 

Using a panoramic sensor (consisting of a Sony XG-77 camera and a spherical 
mirror) on a turntable, we performed an experiment to reconstruct the positions 
of two vertical edges. The edges were the vertical edges of white paper on a black 
background placed at 2.8 (ri) and 2.7 (r 2 ) units from the origin (which is the 
center of the turntable) with an angle of 22 degrees between them. An discussed 
above, vertical edges in the world appear as radial in the spherical image (see 
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figure (2)). Recall that the unit of measure is the distance from the center of the 
turntable to the optical axis of the camera, which was 18 cm (The roughness of 
the measurements is due to the fact that the true values for the distances were 
found by hand using a ruler.). We then gathered 71 data points by rotating the 
turntable by hand. The estimates obtained were 2.7 units for Vi and 2.7 units 
for T 2 . 



4 Conclusion 

In this paper we have considered the use of controlled motion for the problem 
of recovering robot pose and the lay-out of the environment. To do this we have 
introduced certain spaciotemporal signatures that give rise to quadratic or linear 
equations for the solution of the problem. This is achieved by the application 
of the residue calculus from the theory of complex variables. The method we 
propose is robust to noise and outliers and takes into account global information 
that alternative methods do not. 
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Abstract. The main goal of this paper is to introduce methods for 
three-view motion analysis that do not need threefold correspondences 
in the image planes as the well-known trifocal tensor methods do. With 
this characteristic, the proposed method is a practically very advanta- 
geous approach for (ego-)motion analysis and structure from motion. 
The proposed method starts with three two-view parameter estimates 
generated by Hartley/ Miihlich-equilibrated TLS solutions, enforces geo- 
metrical consistency and iteratively optimizes the distances from the set 
of epipolar lines. 



1 Introduction 

In this paper we will discuss several iterative and non-iterative methods for the 
estimation of the motion parameters resp. the relative poses of three calibrated 
cameras, and we will examine which methods are recommendable for applica- 
tions. We will show that point matches over three images are not necessarily 
needed for exploiting the information that is hidden in three images. We consi- 
der the situation where only correspondences between every two images out of 
the triplet exist, i.e. II ++ 12, 12 ++ 13 and II ++ 13 where li stands for image 
no. i (see fig. 3 c). In this situation, the calculation of the trifocal tensor is not 
possible. 

The main idea is to enforce geometrical consistency of the motions, i.e. the 
three motions have to fit together (see section 1.2). We will present two different 
approaches to the solution of this problem 

Approach 1: Separate solutions of three two- image-problems with subsequent 
non-iterative enforcement of consistency (see section 3) 

Approach 2: enforcement of consistency constraints during the iterative solu- 
tion of the three- view-problem (section 4) 

Approach 2 is closely related to a method proposed in [7] for a stereo camera. 
As all approach 2 methods are iterative methods, they need initial values that 
have to be generated with a two-view method. Therefore the two approaches 
only differ in the way in which the three- view consistency is enforced. For ap- 
proach 1 methods, the three essential matrices (E-matrices) are the only input 
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whereas the approach 2 methods use the point correspondences for a nonlinear 
optimization. The first approach can be done without any iterative optimization 
and is therefore much faster than the second approach which gives better results, 
though. The motion analysis is done in two steps (see figs. 1 and 2): in step 1, 




Fig. 1. Two-view estimation of E- Fig. 2. Enforcing consistency between the 
matrices (applied 3 times) 3 E-matrices 



three inconsistent E-matrices are calculated; these are the initial values for the 
enforcement of consistency in step 2. 

1.1 Types of Matches 

Most authors dealing with multi- view- analysis assume the existence of comple- 
tely concatenated correspondences (c.c.c.), i.e. if there is an image point given 
in Ii, the corresponding points in every other image are known. We will denote 
this matching type in our three- view-problem by ’Threefold-match” (see fig. 3 
a). However, the assumption of c.c.c. is critical when we consider the block mat- 
ching method [3] which gives covariance matrices for the estimated points. A 



ideal threefold-match 




Fig. 3. Threefold and twofold-matches 



block match from Xi to X 2 and then from X 2 to X^ will not yield the same point 
and covariance ellipse in X^ as a block match directly from X\ to X^ (fig. 3 b). 
To avoid these complications we will only consider twofold-matches (fig. 3 c) 
without excluding that e.g. points and could be identical. 
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1.2 Consistency Constraints 

We use the following notations: 

CSi\ Camera coordinate system no. i; u^v^w. coordinates of image points in 
X2 and 2s; tij\ rotation and translation between CSi and CSj. 

Given a point with coordinates x in C<Si, the following relation holds for its 
coordinates in CS2'> x = ^\2X^ T ti2. It is important to notice that here the 
first index of a translation vector indicates the C<S in which its coordinates are 
given, i.e. ti2 is given in CSi. If we explicitly transform a vector into another 
coordinate system, we indicate its new coordinate system by a superscript, e.g. 
^23 given in CSi is denoted by 

The three motion entities Ri2,ti2, 1^13,^13 and R23,^23 are obviously not 
independent of each other. The motion from CSi to CS2 followed by the motion 
from CS2 to C<Ss must be the same as the motion from CS\ to C<Ss. This leads 
to the consistency constraints: 

R12R23 = Ri 3 rotational consistency (1) 

^23^ = ^13 “ ^12 translational consistency (2) 

in the second equation, t23 has been transformed into CSi so that the three 
translation vectors are given in the same coordinate system. The vector t23 is 
transformed from C<^2 to CSi by multiplication with R12 so that ^23^ = 1^12^23- 
The translational consistency constraint, however, has to be weakened because 
we can determine translation vectors only up to a scaling factor 

ti2 = o;ti3 T pt^2^ with o;,/? 7^ 0. (3) 

This means that the three translation vectors must be linearly dependent, i.e. 
they have to lie in a plane. 

2 Two-View and Three- View Motion Analysis 

There are two approaches for estimating rotation R and translation t (combined 
in the essential matrix E) between two views of the same static scene. A family 
of so called ‘linear’ methods^ is derived from the well-known 8-point algorithm. 

Hartley [2,1] showed that a normalization of image point coordinates before 
the calculation of the E-matrix or trifocal tensor increases the quality of the 
estimates. The coordinates a: of a given image point are transformed by a ma- 
trix S so that the new coordinates x^ = Sa: fulfill the conditions a:( = 0 and 
= VI. After the computation of the trifocal tensor T or the essen- 
tial matrix E, this normalization transformation has to be reversed to get the 
real motion parameters. This heuristically introduced transformation has been 
justified and improved in two papers by Muhlich and Mester [5,4]. 

^ These methods are not really linear as they are based on the calculation of eigen- 
vectors which is certainly no linear operation. 
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Another two-view method involves the non-linear minimization of the sum of 
squared distances between image points and their corresponding epipolar lines. 
The squared euclidean distance between a point with the coordinates p and a 
line with the parameters^ g is given by 

Ap. 9) = + 

In order to estimate the essential matrix E 12 between 21 and 22, the objective 
function is thus given by F = three-image-problem, 

the objective function is 

Ua rib ric 

i=l i=l i=l 

where and Uc denote the numbers of point correspondences in the image 

pairs. If the coordinate errors for each point correspondence are described by 
the same isotropic covariance matrix, the minimization of this choice of F is 
equivalent to a maximum likelihood estimation of the E-matrices. 

3 Approach Al: Enforcing Motion Consistency 

In this section we will present a very simple yet useful method to make use of the 
consistency constraints in three views. Let E 12 , E 23 and E 13 be three estimated 
essential matrices describing relative orientation between three different views 
(obtained by any arbitrary two-view method). Then these three matrices will 
usually be not consistent. Obviously, exploiting the consistency constraints al- 
lows an improvement of the estimation. The following question rises: Given these 
matrices, how can some minimal change (in a certain kind of error metrics) be 
added to enforce consistency in a second estimation step? 

First of all, we determine rotation R and translation t from our essential 
matrices and get R 12 , R 23 , H 13 and ti 2 , t 23 , t\^. Then, we have to estimate the 
quantities R 12 , R 23 , Hi 3 and G 2 , ^ 23 , G 3 that fulfill the consistency constraints 
(1) and (3). 

3.1 Enforcing Rotational Consistency 

We can rewrite our rotational consistency constraint as 

A: ~ I (h) 

with {ijk) being any permutation of 1, 2 and 3, i.e. (123), (231), (321), (132), 
(321), (213). If we solve (5) for one single choice of (ij2), it will hold for all other 

^ a line with parameters g is defined as the set of all points x fulfilling x fulfill 
g^x = 0 . 



( 4 ) 
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choices as well because (5) is invariant against cyclic permutations of {ijk) and 
we get the anticyclic permutations by transposing (5). 

If and are rotation matrices, then there must be a rotation matrix 
that solves the equation 

Rij = KijR-ij . (6) 

These are the three correction terms and their rotation angles are to be 
minimized. For reasons of symmetry we can set 

K,, = = /(F) (7) 

with / being a certain function of its argument. This function shall be determined 
later on. The argument F = R/jRjAjRA:/ has a certain geometrical interpretation: 
it is the rotation error of the three rotations and should be equal to the identity 



matrix for error-free measurements. 

We can express K.jk and Ka:/ as 

^jk = /(RjAjRaj^R^j) = /(Rj^FR/j) (8) 

K/,/ = /{Yiki^ij^jk) = f i^kj^ji^^ij^jk) - (9) 

The matrix R^/FR/j describes the same rotation as F, transformed in the j-th 
coordinate system. If we demand that the function / must not depend on the 
coordinate system, we get 

Kjk = /(R,.FR,,-) = R,, /(F) R,,- (10) 

^ki = /(Rajj-Rj^FR/jR^A:) = Kkj^ji /(F) YiijKjk . (11) 

Now we combine (7), (10) and (11) with (5): 

/(F)R/jRj//(F)R/jRjA;R/^jRj^/(F)R/jRjA:RA;i = I (12) 

/(F)/(F)/(F)F = I (13) 



We are looking for a minimal rotation that has to be applied three times after 
another to yield F“b Obviously the desired rotation has the same rotation axis 
as F and — ^ of its rotation angle. This matrix can easily be determined. Then 
we can determine Kij with eqn. (6), (7), (10) and (11). 

3.2 Enforcing Translation Consistency 

First of all we have to express all three translation vectors in the same coordinate 
system. The first coordinate system is most suitable for this purpose as ti 2 and 
ti 3 are already expressed in this system. The vector t 23 , however, has to be 
transformed to = Ri 2 t 23 -^ 

^ The true rotation matrix R?2 is unknown. In consequence, we transform t2s with a 
potentially wrong rotation matrix and, thus, increase the errors in this translation 
vector. To minimize this effect, it is useful to transform with the consistent matrix 
Ri 2 instead of R12. 
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Our requirement that all three translation vectors must lie in the same plane 
is equivalent to the statement that they are linearly dependent. This means that 
the matrix M defined as 

M = (ti2,ty,ti3) (14) 

must be singular. The Eckard- Young- Mirsky-theorem (see e.g. [5]) solves this 
problem using the singular value decomposition (SVD).^ 

If we assume that the error distribution in all vectors is equal and if we 
neglect the effect of the transformation of Sill three vectors should be scaled 
to the same length, e.g. to unit vectors. 

The columns of the rank-deficient matrix M will be our consistent estimates 
for translation vectors and we will denote them as tij. The only thing left to do 

is to transform ^23^ back into € 82 - ^23 = R^2^23^* ^ result, we now have three 

consistent rotation matrices Hij and three consistent translation vectors tij that 
are better estimates of the underlying motion. This result is obtained with very 
little computational effort. 

4 Approach A2: Simultaneous Estimation of Three 
Consistent E-Matrices 

An alternative to the enforcement of consistency in a second estimation step 
(approach Al) is the direct estimation of three consistent E-matrices (approach 
A2). All methods described here will use nonlinear optimization and, thus, be 
slower than approach 1. On the contrary, we can expect to get better estimates. 

Given three images of a static scene with correspondences between every pair 
of two images, our task is to estimate three consistent motions. 

Our first idea was the following: We took the elements of the 3 E-matrices as a 
point in IR^^ and tried to minimize the distances of the measured points to their 
epipolar lines under the consistency constraints. These consistency constraints 
are functions in the elements of the E-matrices. We got the following constraints: 
9 equations for rotational consistency (eq. (1)), 3 equations for translational 
consistency (eq. (2)) and 9 equations for the so called Demazure constraints (we 
used the reduced representation from [6] with only three independent equations) 
to be sure that the E-matrices are valid E-matrices, i.e. they can be decomposed 
into rotation and translation. These constraints are not independent of each 
other and they are rather complicated (linear combinations of products of up to 
6 matrix elements). 

This optimization approach did not produce useful results, i.e. the optimiza- 
tion routine did not converge which might have the following reasons: there are 
too many parameters and there are too many and too complicated constraints. 

^ This theorem decomposes M in two matrices M = M -h D with rank(M) = 2 
and ||E)||^ ^ min. All matrix entries in the estimated error matrix D are given the 
same weight; therefore we obtain a maximum likelihood estimate if all entries are 
perturbed with independent identically distributed (i.i.d.) gaussian noise with the 
same standard deviation a. 
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4.1 Minimal Parameterization of the Motion Psirameters 

To cope with the problem of too many and/or too complicated constraints, 
we will try to avoid constraints at all. This means that we are looking for a 
representation of our problem where the number of degrees of freedom (d.o.f.) 
and number of parameters are equal. 

The motions Cl ^ C2 (between camera 1 and 2) and C2 ^ C3 both have 3 
rotational and 2 translational d.o.f. (only the translation direction can be deter- 
mined, not its length). The 11th d.o.f. is the relative scaling factor ||ti 2 || / ||^ 23 ||' 
Once this scaling factor is known, the motion Cl ^ C3 is completely determined, 
or in other words, this factor is the only new information contained in Cl ^ C3. 
The rotations are parameterized using the Rodrigues matrix [7]: 

. / 1 + (a^ — 6^ — c^)/4 —cd-o.b/2 b^ac/2 \ 

R = - I c T abj2 1 + {—c? -\~ b‘^ — c^)/4 —a T bc/2 | 
y —b-\-cic/2 a bc/2 1 + (— — 6^ T c^)/4y 

with A: = 1 + (a^ b‘^ T c^)/4 and the translation directions are parameterized 

by two angles so that t = (sino; sin/?, cos a sin/?, cos/?) which implies ||t|| = 1. 
These parameterizations allow us to solve an unconstrained optimization pro- 
blem. 

After achieving good results for the three- view case, we also implemented a 
minimal parameterization method for the two- view motion analysis. 



5 Experiments and Results 

In summary, we have three methods for two- view analysis (Hartley, Hartley/Muhhch 
and minimal parameterization), which will be abbreviated by HA, HM and 
MP. The last method is an iterative method and needs a starting value genera- 
ted by one of the first two methods. For the three view analysis we used approach 

A1 or A2. 

We conducted and compared the following experiments: 

1. HA (no enforcement of consistency) 

2. HM (no enforcement of consistency) 

3. MP2 (min. param. in two views with HM as starting value; no enforcement 
of consistency) 

4. HMk (consistency approach A1 with HM as starting value) 

5. MP2k (consistency approach A1 with MP2 as starting value) 

6. MP3 (consistency approach A 2 with HM as starting value) 

For comparison, we also generated a set of three completely concatenated point 
correspondences and calculated the trifocal tensor (TFT) using the method 
proposed in [2]. 
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5.1 Comparison of Estimation Errors 

In order to compare the quality of the estimates resulting from the different 
methods, we defined the following error measures: 

translational error: sum of angular errors of the translation vectors 
rotational error: sum of angular errors of the quaternions (4-dimensional 
unit vectors describing rotations). The angle between these two unit vectors de- 
scribes both errors in rotation axis and angle in one value which is very advanta- 
geous. This error is more meaningful than the error in axis and angle separately 
(the error in the rotation angle is only useful if the axis is estimated without any 
error) . 

These errors are plotted as functions of the image noise in figs. 4-7. 



5.2 Experimental Setup 

We conducted experiments with two different setups. In any case there is a cloud 
of 3D-points which have randomized positions within a cube whose location is 
given by 0 < X < 10 , 0 < y < 10 , 20 < z < 30. The first camera is the unity 
camera with camera matrix Mi = (I|0). The two other cameras are displaced 
in the following way: the rotation axes of R 12 and R 13 are ( 1 , 0 . 2 , 0 )^ resp. 
(1, 0.1,0)^ in both setups. The translation vectors ti 2 and ti 3 and the angles 
W2 und W3 of R 12 and R 13 summarized in the following table 



Setup no. 


^12 


^13 


W2 


W3 


1 


(1,15,13V 


(5,20,25)'"' 


45 


90 


2 


( 0 , 0 ,- 2 )^ 


( 0 , 0 , -4)^ 


1 


2 



In setup 2, the three cameras are placed on a line,^, i.e. it is impossible to 
calculate the scaling factor A = ||ti 2 || /||ti 3 || from the three translation direc- 
tions. As a starting value for the optimization algorithm, we inserted the exact 
value A = 2. To prevent miscomputations, we restricted A to a value A < 4. In 
setup 1 , such a restriction was not necessary. 

A two-view-problem always yields four (completely) different combinations 
of motion parameters. In our simulations we assumed that the true motion is 
approximately known so that we could single out the correct solution. 

5.3 Results 

The estimation errors both for translational and for rotational error are plotted 
as functions of the image noise. Each estimation error represents the mean value 
of 140 experimental evaluations. The rotations for the trifocal tensor method 
have not been calculated. 

Looking at the figures 4 - 7 we come to the following general conclusions: 
as already shown in [5], the method HM increases the quality of the estimate, 

^ this is a common situation for a camera mounted in a car. 
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Fig. 4. setup 1: translational error. HA 
and HM lie on top of each other. 




Fig. 6. setup 2: translational error. HM 
and MP2 as well as HMk and MP2k he 
on top of each other. 




Fig. 5. setup 1: quaternion error. HA and 
HM he on top of each other. 




Fig. 7. setup 2: quaternion error 



especially if the motion is parallel to the optical axis of the camera (setup 2). 
Comparing the graphs of HM and MP2 in setup 1, we can see that a direct 
estimation of the motion parameters instead of estimating the fundamental ma- 
trix improves motion estimation considerably. This is not very surprising since, 
when estimating the fundamental matrix, we do not use the information that 
the camera is calibrated. For the same reason the trifocal tensor does not always 
yield the best results (see setup 1). 

Comparing the graphs of HM and HMk or MP2 and MP2k (especially the 
quaternion errors) we can see that the subsequent enforcement of consistency 
decreases the error both for rotations and for translations. The improvement 
is considerable because it is obtained with very little computational effort (i.e. 
without nonlinear optimization). There is a greater decrease in quaternion error 
than in translation error which may be explained by the fact that the enforcement 







320 



S. Trautwein et al. 



of translation consistency depends on consistent rotations. In setup 2, a decrease 
in translational error is hardly visible. 

The method MP3 usually performs better than MP2k because we enforce 
the consistency constraints during the optimization of the motion parameters. 

The trifocal tensor method can be compared with the other methods only 
up to a certain degree. It needs ideal threefold matches (which we don’t assume 
to have in our methods). These matches surely contain more information than 
the twofold matches we need. Therefore, the trifocal tensor can produce better 
estimates. Nevertheless, our methods are often better because they are optimized 
for calibrated cameras. 

We also have conducted experiments where all three cameras have taken ima- 
ges of the same 3D points, but there was not much difference to the experiments 
described above because the methods except for TFT do not assume the exi- 
stence of completely concatenated correspondences and therefore they cannot 
exploit this additional information. 

6 Summary 

We have shown that the enforcement of motion consistency in a three- view- 
problem improves the quality of the estimated motion parameters considerably. 
As a result of our experiments we can propose the following motion estimation 
methods for situations where only twofold-matches are given in three views: 

— If a method is sought that fits for a real-time application, our choice is 
method HMk for it does not involve nonlinear optimization and is therefore 
very fast. 

— If primary interest is in good estimates without too much concern about 
computational time, we recommend MP3. 
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Abstract. Given a rigid body motion expressed by a set of 2D or 3D 
correspondences j the distance between feature points and angular infor- 
mation can be used as rigid constraints to calibrate motion parameters. 
In this paper ^ we first present a novel geometrical analysis of proper- 
ties of reflected correspondence vectors. The analysis provides explicit 
expressions for distance between feature points and angle measurement 
synthesised into a single coordinate frame providing the closed form solu- 
tions to all motion parameters of interest. A novel calibration algorithm 
is proposed and compared with an algorithm based on the least squares 
method. The algorithm demonstrates the importance of the geometrical 
properties of reflected correspondence vectors to motion parameter esti- 
mation and that it is generally more accurate than algorithms based on 
the least squares method. 



1 Introduction 

Given that feature point correspondences between two different coordinate frames 
have been established, motion estimation is concerned with the determination 
of the corresponding parameters that accurately describe the object^s motion 
in 3D space [1], [2], [6], [7], [10]. Motion estimation techniques find potential 
applications in many areas such as, for instance, navigation planning, analysis 
of the structure of 3D objects, and recognition of objects [4]. Many methods 
to calibrate 3D motion parameters have been put forward such as techniques 
based on least squares method and singular value decomposition [1], [7], [10], 
iterative algorithm [6], total least squares method [2]. When used to real world 
applications however, such methods present a number of problems, such as lack 
of efficient algorithms, high sensitivity to noise, and multiplicity of solutions [5]. 

A limitation of some of the above methods is that they do not make full 
use of distance and angle measurement as rigid constraints to calibrate motion 
parameters. This is mainly because no mathematical formalisation for distances 
and angle information in the context of motion estimation has been proposed. In 
this paper, we describe a novel geometrical analysis of reflected correspondence 
vectors. Based on such geometrical properties, we propose a novel geometrical 
algorithm for the calibration of 3D motion parameters. Experimental validation 
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shows that the algorithm works well in the presence of noise with a performance 
that is superior to algorithms based on the least squares method. 

2 Analysis of Reflected Correspondence Vectors 

A rigid body motion can be expressed by the following relationship: p' = 
R(p - 1), where R and t are the motion parameters of interest and represent, 
respectively, the rotation matrix and the translation vector of the rigid body mo- 
tion, and (p,pO is a correspondence between two different coordinate frames. 
The reflected correspondence (RC) of any correspondence pair (p,p^ is defined 
as: RC = (p,p^0 = (p, — pO? leading to the definition of the correspondence 
vector CV = p - p^ and reflected correspondence vector RCV = p - p^b 

A geometrical analysis of RCVs in 2D is described as follows, assuming that 
the rotation angle of the motion is in the interval (0, tt). Given two sets of 2D 
correspondence data (pi, p|) (i = 1, 2, ' " , n) determine the set of reflected cor- 
respondences (pi,p|0* Synthesize all such correspondences and the translation 
vector t into a single coordinate frame. Drawing the perpendicular bisectors of 
RCVi, it is found that they all intercept at a fixed point that we call the comple- 
mentary pole po of a planar displacement. It is verified that the perpendicular 
bisector of the translation vector t also intercepts at the pole po- The including 
angle between the lines passing through any reflected correspondence (pi,PiO 
and the complementary pole po is equal to the supplement of the rotation angle 
9 of the transformation. Formalising the above description, we have the following 
property as depicted in Figure 1. 

Property 1. There is one and only one non-zero point po in 2D which is uniquely 
determined by the rigid body^s motion equidistant to any reflected correspon- 
dence (p,p^0 subject to the same rigid body motion and the including angle 
between p — po and p^^ — po is equal to the supplement of the rotation angle 9 
of the motion. 

The analysis of such 2D geometry reveals interesting and useful properties 
about the pole po for: {%.) the calibration of rigid body^s motion parameters, 
{a.) the analysis of the relationships between given RCVs, and {Hi.) limiting 
the number of solutions for the motion. Expressions to evaluate the pole po, 
the rotation angle 0, the rotation matrix R, and the translation vector t are 
described as follows. Given two non-parallel reflected correspondence vectors 
RCVi and RCV 2 their perpendicular bisectors intercept at the pole po which 
can be estimated by: 

_ /RCVfW^ ( 

\RCvj; pTp2 

In order to uniquely determine the pole po, at least two non-parallel RCVs are 
needed. The rotation angle 9 can be estimated by: 

(p. ^ po)T(p'' ^ Po) 

(Pi -PoV(Pi -Po) 




C0S(7T - 0) 



( 2 ) 
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Fig. 1. A representation of tlie 2D geometry as defined by Property 1. After a rigid 
body^s motion^ points p and lie on the same circle centred at the complementary 
pole poj the perpendicnlar bisector of the translation vector t passes throngli po^ and 
the inclnding angle between p ™ po and p^^ ™ po is eqnal to the snpplement of the 
rotation angle 9 of the motion. 



As a result, the rotation matrix R of the transformation is uniquely determined 
by: 

/ cos6' sinA 

\-sm6 cos6 J ^ ^ 

leading to the estimation of the translation vector t as: 

t = (I + R'^)po (4) 

This completes the analysis in 2D. A step by step 3D geometrical analysis 
is described as follows. Given a set of correspondences (pi, p|) (i = 1, 2, • • • , n) 
find the perpendicular bisector planes of their corresponding RCV|. It is veri- 
fied that all planes intercept at a common point which we call the pole po of a 
spatial displacement. Then, find the vector difference CVi — CVj {i ^ j). The 
perpendicular bisector planes of such vectors are found to intercept at a fixed 
line. We call this fixed line the rotation axis h. Projecting all reflected correspon- 
dences (pi,p|0 the pole po on a plane perpendicular to the rotation axis h 
yields a set of projected RC (pi,P|0 ^nd the projected pole po- Looking at this 
plane from a 2D perspective, we found that the including angle measured at the 
projected pole po between projected RC (pi,P|0 is equal to the supplement of 
the rotation angle 9 of the transformation. Formalising the above description, 
we have the following property as depicted in Figure 2: 

Property 2, There is one and only one non-zero fixed pole po in 3D uniquely 
determined by the rigid body motion which is equidistant to all reflected cor- 
respondences (p,p^0 one and only one non-zero fixed axis h where the 
including angle between projected reflected correspondences (p,p^0 ^^d pro- 
jected pole Po on a plane perpendicular to h is equal to the supplement of the 
rotation angle 9 of the motion. 
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Fig. 2. 3D geometry of reflected correspondence vectors as defined by Property 2. 
After a rigid body motion^ each pair surface of concentric spheres 

centred at po^ the vertical bisector plane of the translation vector t passes through 
pOj and the including angle between the lines passing through the projected reflected 
correspondence (p^p^O the projected pole po on the plane perpendicular to the 
rotation axis h is equal to the supplement of the rotation angle 9 of the motion. 



The analysis of such interesting geometric properties leads to expressions to 
estimate the pole po in 3D, the rotation axis h, and the transformation parame- 
ters rotation angle, rotation matrix, and translation vector (0, R, t) described as 
follows. Given three non-parallel RCV| {% = 1,2, 3), the pole po can be uniquely 
determined as: 

/RCVfX /(prPi^pftpi)/2\ 

RCVT Po = (pjp2 - p'2V2)/2 (5) 

\RCVj; \(p|P3-Prph/2/ 

If these RCVs are parallel, then their perpendicular bisector planes will coincide 
and the pole cannot be uniquely determined. Thus, in order to uniquely deter- 
mine the pole Po of a spatial displacement at least three non-parallel RCVs are 
needed. Given three non- parallel correspondence vectors CV| {i = 1,2,3), the 
rotation axis h =(^ 1 ,^ 2 , ^ 3 )^ can be uniquely determined as: 

^ (CV2 - CVi) X (CV3 - CVi) 

IKCV2 - CVi) X (CV3 - CVi)|| ^ ^ 

If the correspondence vectors CVi (i — 1,2,3) are parallel, then the rotation 
axis h can be uniquely determined as h = 0. Once a valid rotation axis is 
known, all correspondences (pi,P|) and the pole po can be projected on a plane 
perpendicular to h: 

Pi = (I - hh'^)pi, p| = (I ^ hh'^)p[, Po = (I ^ hh'^)po 



(7) 
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where (pi_ 5 Pi) are 2D correspondences from which the 2D reflected correspon- 
dences can be determined. Thus, the rotation angle 0 can be estimated 

as: 



cos(7T - 0) 



(pi - Po)'^(p£ - Po) 
(Pi_ - Po)'^(Pi_ - Po) 



(8) 



The rotation matrix R is estimated by the Rodrigues formula as: 



R = I^Hsin6' + (l^cos6')m (9) 

where 

/ 0 ^h:i fPz \ 

H= /i3 0 -/n (10) 

\-h2 hi 0 J 

As a result, the translation vector t can be estimated as: 



t = (I + R'^)po 



( 11 ) 



This completes the analysis in 3D. Similarly to the case in 2D, such explicit 
expressions making full use of feature vectors and angular information are use- 
ful to estimation and analysis of solutions to rigid body motion parameters as 
described by the algorithm in the next Section. 



3 Description of the Algorithm 



In [2], the total least squares method (TLS) was proposed. Making use of the TLS 
method and based on the analysis of geometrical properties of RCVs described 
in the previous section, we propose the following algorithm called Geometrical 
Algorithm with Median Filter (GA-MF) to calibrate the motion parameters. 
Given that correspondences (pi,P|) (i = 1,2," ',n) where n > 3 between dif- 
ferent coordinate frames have been established, the steps in the algorithm are: 



1. Construct the reflected correspondences (pi,p|0 and their RCV|. 

2. Use the TLS method to calibrate the pole po in 3D from Equation 5: 



/RCVf \ 
RCV| 



Po = 



/(prpi-PiVi)/2\ 

(P?P2 -p'2^p'2)/2 I 



\RCVJ/ 



\(pjp„ -p'yp'„)/2/ 



3. Construct the correspondence vectors: CVi = pi - p| and CV = p - p^ 
where p and p^ are the centroids of the point sets pi and p|. 

4. Use Equation 6 to estimate a set of rotation axes hi corresponding to CV|, 
CVi+i, and CV. 

5. Median filter h\ to obtain the finally calibrated rotation axis h = h/||h|| 
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6. Use Equation 7 to project all correspondences (pi,P|) and the pole po on 
the plane perpendicular to the rotation axis h yielding their 2D projected 
correspondences (pi,p|) and 2D projected pole po- 

7. From (pi,P|), determine the 2D reflected correspondences (ppP|0* 

8. Use Equation 8 to estimate a set of the cosines of the including angle 
between the lines passing through (pi,P|0 and the 2D pole po- 

9. Calibrate 9 m: ff — n — arccos {auera^e of band pass filtered ai} 

10. Use Equation 9 to estimate the rotation matrix R. 

11. Use Equation 11 to estimate the translation vector t. 

4 Experimental Results 

The GA-MF calibration algorithm has been implemented and, for comparison 
purposes, we have also implemented a well known calibration procedure based 
on the least squares method (LSM). The experiments consisted of using syn- 
thetic data described as follows. 30 points were randomly selected in a cube 
[10,30] X [10,30] X [10,30]. The selected 3D points were then subject to a con- 
stant translation of t = (8, 8,8)"^ followed by controlled rotations of 20, 30, 40, 
50, 60 and 70 degrees around a fixed rotation axis h = ^(1,2,3)'^. We thus, 
have precise knowledge of the selected points and their correspondences after 
the motion for error estimation. In order to simulate real world noisy data, each 
3D correspondence was corrupted by Gaussian noise with mean 0 and standard 
deviation 0.125 in one series of experiments and 0.25 in another series of ex- 
periments. The estimated parameters of interest for the two algorithms were 
the rotation axis h, the rotation angle 0, rotation matrix R and the translation 
vector t. Figures 3 and 4 show comparative results where the solid lines corre- 
spond to the data corrupted by noise with deviation 0.125 and the dashed lines 
correspond to noise with deviation 0.25. 





Fig. 3. Relative calibration errors. Left, rotation axis; right, rotation angle. 
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Figure 3 (left) shows that, although within a level of accuracy that is con- 
sidered satisfactory, the GA-MF algorithm displays considerable fluctuation in 
performance for the calibration of the rotation axis. This indicates that the 
cross product of vectors is sensitive to noise. The LSM algorithm can generally 
more accurately calibrate the rotation axis especially when data are corrupted 
by higher levels of noise. In general, the LSM algorithm performs a robust and 
smooth calibration of the rotation axis as it makes full use of all points infor- 
mation. Figure 3 (right) shows that the GA-MF algorithm can generally more 
accurately calibrate the rotation angle. Again, the performance of the GA-MF 
algorithm fluctuates a bit due to the performance variation in calibrating the 
rotation axis. The overall performance of the GA-MF algorithm is robust and 
accurate. For both cases if the rotation angle is small, the accuracy of the LSM 
algorithm seriously decreases. 




Fig. 4. Relative calibration errors. Left, rotation matrix; right, translation vector. 



For large rotation angles. Figure 4 (left) shows that the GA-MF algorithm 
can more accurately calibrate the rotation matrix. Again, the GA-MF algorithm 
shows a fluctuating performance due to fluctuations in calibration of the rotation 
axis and rotation angle. Despite fluctuations, the calibration error is less than 
4%. This is so because the GA-MF algorithm makes full use of the property that 
if the rotation angle is less than 90"^, the length of the RCV is greater than 
that of the normal correspondence vector and this renders the rotation parame- 
ters more easily extracted. Generally, the performance of the LSM algorithm is 
smoother than that of the GA-MF algorithm for the calibration of the rotation 
matrix. Figure 4 (right) shows that the GA-MF algorithm can more accurately 
calibrate the translation vector than the LSM algorithm. This is so because cal- 
ibration depends on the determination of the pole and the results show that 
the pole can effectively extract useful information from noise corrupted data. 
In general, calibration of the translation vector is more sensitive to noise than 
calibration of the rotation parameters [5] and the GA-MF algorithm has proved 
to be particularly adequate to such calibration. 
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5 Conclusion 

In this paper, we investigated the problem of calibrating 3D rigid body motion 
parameters. Assuming that correspondences between two different coordinate 
frames have been established, we have proposed a novel method to analyse ge- 
ometrical properties of reflected correspondence vectors which are synthesised 
into a single coordinate system. We then proposed a novel algorithm to calibrate 
motion parameters. For comparison purposes, we also implemented a well known 
calibration procedure based on the least squares method. An overall analysis of 
experimental results reveals that the proposed geometrical algorithm is in gen- 
eral more accurate than the least squares based algorithm. While the GA-MF 
algorithm can more accurately calibrate the rotation angle and the LSM algo- 
rithm can more accurately calibrate the rotation axis, we can synthetically use 
these two methods to counteract noise in real applications. Moreover, we have 
demonstrated the significance of our geometrical analysis method to the repre- 
sentation and to the development of calibration algorithms for rigid body motion 
parameters. 
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Abstract. This paper describes a method of automatically performing 
the registration of two range images that have significant overlap. We 
first find points of interest in the intensity data that comes with each 
range image. Then we perform a tetrahedrization of the 3D range points 
associated with these 2D interest points. The triangle pairs of these te- 
trahedrizations are then matched in order to compute the registration. 
The fact that we have 3D data available makes it possible to efficiently 
prune potential matches. The best match is the one that aligns the largest 
number of interest points between the two images. The algorithms are 
demonstrated experimentally on a number of different range image pairs. 



1 Introduction 

Registration is the process of aligning images so that they are in a common co- 
ordinate frame. When building geometric models from dense 3D range images 
[11] it is necessary to acquire images from different viewpoints. The first step 
in the model building process is the registration of these range images. This 
registration step currently relies on accurate mechanical positioning devices, or 
on manual processing. The idea of using the 3D data itself to perform the regi- 
stration is attractive. The assumption is that individual range images will have 
a significant overlap. When the registration between two images is correct these 
overlapping regions should blend together with little error, since they represent 
the same surface patch. 

In practice, this type of data driven registration can be further divided into 
two subclasses: constrained and unconstrained. In the constrained case the as- 
sumption is that the transformation between the two range images is already 
approximately known. This initial estimate is then refined with an iterative 
closest point (IGP) algorithm [3]. When there are no prior constraints on the 
transformation, the standard IGP approach will not always work, since it requi- 
res that the two images be relatively close to their final position for convergence 
to be certain. 

The problem of automating range image registration when there are no prior 
constraints is far from being solved. Some methods first triangulate the entire 
range image, and then attempt to match the triangulations. The difficulty is 
that the resolution of the triangulations is selected heuristically [1,2]. In [13] a 
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method is described for registering 3d points sets, but in the context of medical 
imagery. The concept of spin images, which measures the compatibility of points 
in different range images, can be used to perform unconstrained registration [9]. 
However, spin images are only a point to point compatibility measure. How to 
effectively use them in a search process is still an open question. In [4], the 
rigidity constraint is used in conjunction with a random sampling algorithm 
to find the registration between two range images. This has a running time 
proportional to the number of 3D points in one of the images. The examples do 
not use the full 3D range images. Instead the range images are subsampled to 
be around 5K points. The rigidity constraint is also used in [5]. Here, 3 point 
tuples are matched using principal curvatures and the Darboux frame. This 
method is applied to a number of images, but as with other methods in the 
literature, they are subsampled to be around 4K data points. The computation 
of curvatures is also known to be very noise sensitive. These two methods [4,5] 
are similar to ours in that they use the rigidity constraint. While they do not 
require texture on the objects being scanned, which we do, they are not able to 
handle geometrically symmetric objects, which our method can deal with. Our 
method has been tested on full 3D range images, which contain from 60K to 
lOOK data points. We therefore obtain more accurate results, and still do so in 
reasonable time. To our knowledge, only our approach has been tested on range 
images which have not been significantly subsampled. 

We propose a new way to automatically register two range images, without 
any prior knowledge of the transformation between them. It is based on the 
assumption that for every range image, there is also a corresponding registered 
intensity image. This intensity images represents the amount of light returned 
by the reflected laser beam. Since this intensity image is only obtained at the 
frequency of the laser, it is not the same as a standard broad spectrum intensity 
image. However, the texture of the objects scanned by the rangefinder is still 
clearly visible in this intensity image. This texture is not viewpoint invariant, 
since the actual intensity values change with the local surface normal. We deal 
with this by finding interest points, and using them in the matching process. 
Since these interest points are differential operators they are not particularly 
sensitive to the local intensity values, only to their variations [12]. This registe- 
red intensity image has previously been used to perform range image registration. 
In these cases the feature matching was either done manually [7], or the problem 
of constrained registration was being solved [14], which is much easier than the 
problem of unconstrained registration. In this paper we describe a method of 
using the registered range and intensity images to solve the problem of uncon- 
strained registration. Note that for this to be successful there must be at least 
30% to 40% overlap between the two range images in order to guarantee that 
there are enough common feature points. 

Corner-like features in 2D intensity images has been successfully used to 
compute the fundamental and essential matrix [16]. However, in these cases the 
matching process requires that the two images be close together in viewpoint. 
This limits the range of possible correspondences of a feature point in one image 
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to those feature points in the other image that are within a certain number 
of pixels, usually no more than one quarter of the image size [16]. This means 
that in practice such methods are not able to handle significant image rotati- 
ons. Such rotations do not usually occur in most 2D video sequences since the 
intensity images are acquired at a rate of 30hz. By contrast, range images are 
normally acquired from substantially different viewpoints. Therefore, an algo- 
rithm for registering range images must be able to deal with a significant change 
in the viewpoint between the images, which is the problem of unconstrained 
registration, 

2 Algorithm Description 

The registration algorithm has as input the two range images along with their as- 
sociated intensity images. The output is the relative 3D transformation between 
these two images. The algorithm proceeds as follows: 

1. Compute 2D interest points in the intensity data of each of the two range 
images. 

2. Compute a 3D Delaunay tetrahedrization of these interest points using their 
associated 3D value. 

3. Find all the compatible triangle pairs between the two range images. The 
compatibility criterion will be defined later in the paper. 

4. For each compatible 3D triangle pair, compute a transformation between the 
range images. 

5. Return the transformation which aligns the largest number of interest points. 
We will now describe each step in the registration algorithm in more detail. 



2.1 Compute Interest Points 

Informally, an interest point is an area of an image where there is a large change 
in the local intensity. The procedure to compute such points is to find the local 
maxima of the intensity gradient [12]. An example of a good interest point is 
a corner, since it is clearly a maximum of the gradient in both directions. By 
contrast, an edge has a significant intensity gradient only in one direction, and 
is therefore not a good interest point. 

The number of interest points found by this process depends on the threshold 
value of the interest operator, and also on the texture of the object. We will show 
in our experiments that successful registration results can be achieved using a 
wide variety of interest operator thresholds. Of course, we do require that the 
objects being registered have significant texture. 

2.2 Compute Delaunay Tetrahedrization 

Each interest point in the intensity data has an associated 3D data point in 
the range image. Three such interest points define a 3D triangle, and it is clear 
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that matching a single pair of triangles between two range images is sufficient to 
compute a rigid transformation between them. An obvious, but computationally 
expensive way to match triangle pairs between the images is to use exhaustive 
or random search. Our idea is to first compute a Delaunay tetrahedrization of 
the 3D co-ordinates of the interest points. 

The Delaunay tetrahedrization in 3D is both unique and invariant to view- 
point. We compute it using an efficient algorithm [6], which runs in 0(n log n) 
expected time. We consider only the faces of the Delaunay tetrahedrization, that 
is the triangles of the tetrahedrization as possible corresponding triangles. This 
greatly limits the search space, since the triangles in the Delaunay tetrahedriza- 
tion are a small subset of all the possible triangles that can be created from a 
set of 3D interest points. 

Consider the Delaunay tetrahedrization of the interest points in an overlap- 
ping region of the two range images. If these computed interest points are the 
same in each range image, then the Delaunay tetrahedrization of these 3D points 
will also be the same. Because of intensity variations between images the interest 
points will differ somewhat, so the Delaunay tetrahedrizations will also differ. 
However, it is usually the case that a majority of the interest points are the same 
in the overlapping regions of each range image. There is therefore very likely to 
be at least one matching pair of triangles in the Delaunay tetrahedrization of 
the overlapping regions. 

2.3 Finding Corresponding Triangles 

Typically, there are in the order of 200 feature points, and around 5,000 triangle 
faces in the 3D Delaunay tetrahedrization of the interest points. A brute force 
algorithm to match these triangles is not practical, since there are in the order 
of 10^ potential matches. To make this correspondence search practical, we use 
a number of constraints. We first sort the edges of each triangle in length from 
largest to smallest. Then, we quantize each of these lengths into k bits so that a 
triangle can be represented by a 3 A: bit string. If there are a total of t triangles, 
and the edge lengths are distributed evenly, then there are on the average t/(2^^) 
triangles that have the same bit string. Of course, this is the ideal case. In 
practice, for the value of k we use in our experiments (usually 5 or 6), the 
number of triangles that have a given bit string is approximately two orders 
of magnitude less than the total number of triangles. We only match triangles 
between the two range images that have approximately the same edge lengths; 
ie. the same bit string representation of these lengths. This matching process 
is similar to that used in the process of geometric hashing [15]. However, we 
represent a triangle as a single bit string which makes the lookup process to find 
similar triangles simple and efficient. 

There are other constraints that can be used to further prune the triangle 
pairs that have the same edge lengths. Given any range image it is easy to 
compute a local surface normal at each point in the image. Every interest point 
and therefore every vertex of the Delaunay tetrahedrization has an associated 
surface normal. If a pair of triangles has the same edge lengths, we check if they 
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also have approximately the same angle differences between the normals at each 
triangle vertex. If this is not the case, the triangles are not compatible. 

Once a triangle pair passes these compatibility tests the transformation that 
aligns the two triangles is computed. If this transformation is correct it should 
also align all the matching interest points in the overlapping regions of the two 
range images. The degree of overlap can be found by counting the number of 
interest points in the first range image that are within a given tolerance of an 
interest point in the second range image. To do this efficiently we use a voxel 
grid, which has an occupied voxel for every interest point in the second image. 
The grid resolution is simply set to our tolerance for the matching process. The 
total compatibility score for a transformation is the number of interest points 
that are aligned in this fashion. 

2.4 Algorithm Summsiry 

The pseudo-code for the entire algorithm is as follows: 

for each of the two range images 

-find the interest points in the intensity image; 

-obtain the 3D range value for each such interest point ; 

-compute the 3D Delaunay tetrahedrization for all these 3D points; 
-compute the bit length key for each triangle in the tetrahedrization; 
-store each triangle in a list associated with that length key; 
endf or 

for each triangle in one image with a given length key 

-find all the triangles in the second image with the same key; 

-if the surface normal differences of the triangle vertices match 
-then 

-compute the transformation that aligns the two triangles; 

-apply this transformation to all the interest points 
in the first image; 

-count the number of interest points in the second image 
that are close to an interest point the first image; 

-save the transformation that aligns the largest 
number of interest points; 

endif 
endf or 



3 Complexity Analysis 

The computation of the interest points is proportional to the number of 3D 
points in the range image. Assume that / interest points are found in the range 
image. The time required to compute the Delaunay triangles is 0(/log/). The 
computational time for these two steps is much less than the time of the mat- 
ching step. To analyze the complexity of the matching step, assume that we have 
rn 3D Delaunay triangles in one images, and n in the other. Also, assume that 
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the key length is k bits for each edge. Then the average number of triangles in 
the first image with a given key is m/(2^^), and in the second is n/(2^^). All the 
triangles with matching keys in both images are potential matches, which means 
that each key can have mn/(2®^) potential matching triangle pairs. Each poten- 
tial matching triangle pair requires 0(m) operations to evaluate the number of 
aligned interest points, that is to evaluate the quality measure. Since there are 
(2^^) possible bit strings this implies that the total time required on the average 
to perform the matching is m^n/(2^^). Our analysis assumes that the Delaunay 
triangles are equally distributed across the entire key set. The actual running 
time depends on the distribution of the lengths of the sides of the Delaunay tri- 
angles. If there are many triangles of almost equal size, then the algorithm will 
be slower. However, both theoretically and practically the average running time 
is a low order polynomial function of the number of interest points in both ima- 
ges. The reason for this is that having the 3D data available greatly constrains 
the matching process. 

4 Experimental Results 

In our experiments, we attempt to register objects which have significant texture, 
and that have been scanned from different viewpoints by a laser rangefinder. The 
rangefinder returns both the range data and three channels of registered color 
intensity data [11]. We convert the R,G,B color channels to hue, intensity and 
saturation, and find the interest points only in the intensity component. 

The objects in our experiments are a duck and vase. We show in the Figures 
two range views of each object that have been successfully registered. In part 
(a) and (b) of all the Figures are the interest points. Parts (c) and (d) of Figure 
1 shows a rendering of the edges of the 3D Delaunay triangulation. Parts (e) 
and (f) of Figure 1, and parts (c) and (d) of Figure 2 show two renderings of 
the correctly registered 3D range images. In these renderings, each range image 
is distinctively shaded, which demonstrates that the images have been aligned 
correctly and accurately. It should also be noted that the initial registration 
results obtained by this method have been further refined by an ICP algorithm 
which operates only on the interest points, not the entire image [3]. 

Note that the two images of the vase could not be registered using just the 
3D data, since they are rotationally symmetric. However, they were successfully 
registered using the intensity features and the 3D co-ordinates of these features. 
In all the Figures the two range images have significant rotational differences. 
Since the algorithm makes no restrictions on the transformation between the 
two images it can still find the correct transformation under these conditions. 
However, success does depend on their being sufficient texture and overlap in 
the range images. More experiments are necessary to accurately quantify the 
performance of our method relative to those in the literature. 

In terms of execution time each image pair registration took on the order 
of thirty seconds to three minutes on a standard SGI Indigo workstation. The 
required time grows quickly with the number of interest points. Up to 300 interest 
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points still produces a reasonable execution time. Of course, if we add constraints 
on the transformation, such as a limited degree of rotation, then the execution 
time decreases significantly. In all these experiments there was very little tuning 
of the thresholds of the interest operator. Examination of the Figures shows that 
this operator does not produce identical points of interest in each image. Since 
we only require a single Delaunay triangle pair to be in correct correspondences, 
such differences in the interest points between the images can easily be handled 
by our approach. 

5 Conclusions 

This paper has presented a method of registering range images by finding interest 
points in the associated intensity data of each range image. The basic idea is to 
triangulate these interest points in 3D, and then to match the triangles between 
the range views. The possible matches are pruned using geometric constraints. 
The best match is the one that aligns the largest number of interest points 
between the two views. It is found using an exhaustive search of the matching 
Delaunay triangles. The exhaustive search is practical when 3D data is available, 
since the geometric constraints are strong enough to prune many false matches. 

Instead of using the intensity data of the laser rangefinder to find features it 
is possible to use the intensity data of a separate colour digital camera which is 
co-mounted with the laser rangefinder [8]. In this case a calibration process is 
used to find the associated range point for each pixel of the color camera. This 
type of color image differs from the intensity image that comes from the reflected 
laser light of the rangefinder since it is a broad spectrum image. It is therefore 
easier to And features in such a separate color image. These features can also be 
used in our registration algorithm, assuming the 2D and 3D sensors are properly 
calibrated. We plan to perform experiments using a separate color digital camera 
in the future. However, in this paper we showed that even when using only the 
intensity data associated with the 3D laser rangefinder image, that it is still 
often possible to successfully perform reliable unconstrained registration. 

Using only the interest points, and furthermore using only the triangles in 
Delaunay tetrahedrization computed from these interest points to do the mat- 
ching greatly reduces the computational requirements of the algorithm. We have 
demonstrated this method on a number of experimental examples. We are able 
to register range images without assuming any prior knowledge of the transfor- 
mation between these images. To use the automatic registration algorithm there 
should be sufficient texture in both images, along with at least 30% to 40% over- 
lap between them. This degree of overlap is not difficult to ensure in practice, 
especially given the advantages inherent in automating the registration process. 
The next step wifi be to make the method practical for objects that have no 
natural texture by using projected texture. 
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Fig. 1. (a) and (b) Feature points in the duck intensity, (c) and (d) Delaunay tetrahe- 
drization of the 3D feature points, (e) and (f) The two duck range images registered 
together. 
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(c) (d) 

Fig. 2. (a) and (b) Feature points in the vase intensity, (c) and (d) The two vase range 
images registered together. 
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Abstract. Every archaeological excavation must deal with a vast num- 
ber of ceramic fragments. The documentation, administration and scien- 
tific processing of these fragments represent a temporal, personnel, and 
financial problem. We are developing a documentation system for archae- 
ological fragments based on their profile, which is the cross-section of the 
fragment in the direction of the rotational axis of symmetry. Hence the 
position of a fragment (orientation) on a vessel is important. To achieve 
the profile, a 3d-representation of the object is necessary. This paper 
shows an algorithm for registration of the front and the back views of 
rotationally symmetric objects without using corresponding points. The 
method proposed uses the axis of rotation of fragments to bring two 
range images into alignment. 



1 Introduction 

Ceramics are one of the most widespread archaeological finds and are a short- 
lived material. This property helps researchers to document changes of style and 
ornaments. Therefore, ceramics are used to distinguish between chronological 
and ethnic groups. Furthermore, ceramics are used in the economic history to 
show trading routes and cultural relationships. At excavations a large number 
of ceramic fragments, called sherds are found. These fragments are photogra- 
phed, measured, drawn (called documentation) and classified. The purpose of 
classification is to get a systematic view of the material found. 

Up to now documentation and classification have been done manually which 
means a lot of routine work for archaeologists and a very inconsistent represen- 
tation of the real object. First, there may be errors in the measuring process. 
(Diameter or height may be inaccurate), second, the drawing of the fragment 
should be in a consistent style, which is not possible since a drawing of an object 
without interpreting it is very hard to do. 

This work was supported in part by the Austrian Science Foundation (FWF) under 
grant F13385-1NF. 
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Because the conventional method for documentation is unsatisfactory [14], 
the search for automatic solutions began early (see [7], [21], [16] for some exam- 
ples). None of the prototype systems developed could satisfy the requirements of 
the archaeologists since the amount of work for the acquisition was not reduced. 
Therefore, we developed an automated 3d-object acquisition system with respect 
to archaeological requirements [15]. With the help of the 2.5d-range images [11] 
achieved from the acquisition system, a 3d-object model has to be constructed 
in order to determine the profile. 

Archaeological pottery is assumed to be rotationally symmetric since it was 
made on a rotation plate. With respect to this property the axis of rotation is 
calculated using a Hough inspired method [22]. To perform the registration of 
the two surfaces of one fragment, we use a-priori information about fragments 
belonging to a complete vessel: both surfaces have the same axis of rotation 
since they belong to the same object. In this first step we concentrate on the 
registration of the front- and back-view of one fragment which is significantly 
different from registering the surfaces of different fragments of one object in 
order to reconstruct the object out of its pieces. 




Fig. 1. Overview on 3d-reconstruction from two object views. 



Figure 1 gives an overview of a 3d-surface reconstruction from two object 
views and also shows the structure of this paper. The first step consists of sen- 
sing the front- and backside of the object (in our case a rotationally symmetric 
fragment) using the calibrated 3d-acquisition system (Section 2). The resulting 
range images are used to estimate the axes of rotation, shown in Section 3. Sec- 
tion 4 presents the proposed registration method for the surface reconstruction 
and results are presented in Section 5. We conclude the paper with a discussion 
of the results and give an outlook on future work. 

2 Acquisition System 

The acquisition system consists of a LCD640 projector and a CCD camera. In 
order to analyze and process digital images it is important to know the position 
of the sensor in a reference co-ordinate system. In the process of calibration the 
parameters to describe the geometrical model are estimated. 

The acquisition method for estimating the 3d-shape of a fragment is shape 
from structured light, which is based on active triangulation. A very simple 
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technique to achieve depth information with the help of structured light is to 
scan a scene with a laser plane and to detect the location of the reflected stripe. 
The depth information can be computed out of the distortion along the detected 
profile. 

In our acquisition system the stripe patterns are generated by a computer 
controlled transparent Liquid Crystal Display (LCD 640) projector. The projec- 
tor projects stripe patterns onto the surface of the objects. In order to distinguish 
between stripes they are binary coded. The camera grabs gray level images of 
the distorted light pattern at different times. With the help of the code and the 
known orientation parameters of the acquisition system, the 3d-information of 
the observed scene point can be computed. This is done by using the triangula- 
tion principle. The image obtained is a 2D array of depth values and is called a 
range image. 

3 Estimation of Axes of Rotation 



The approach exploits the fact that surface normals of rotationally symmetric 
objects intersect their axis of rotation. The basis for this axis estimation is 
a dense range image provided by the range sensor. If we have an object of 
revolution, like an archaeological vessel made on a rotation plate, we can suppose 
that all intersections Ui of the surface normals are positioned along the axis of 
symmetry a. 

This assumption holds [8] for a complete object or even for its fragment. 
For each point on the object the surface normal has to be computed. A planar 
patch of size s x s can be fitted to the original data using the Minor Component 
Analysis [13], which minimizes the distance between the points of the surface 
and the planar patch in an iterative manner in order to compute the optimal 
value of the normal and discard outliers. 

The axis of rotation a is determined using a Hough inspired method [22]. 
For each point on the object, the surface normals are computed using Minor 
Component Analysis. In order to determine the axis of rotation a all surface 
normals Ui are clustered in a 3d Hough-space: All the points belonging to a line 
Ui are incremented in the accumulator. Hence the points belonging to a large 
number of lines (like the points along the axis) will have high counter values. All 
the points in the accumulator with a high counter value are defined as maxima. 

In the next step the line formed by the maxima has to be estimated. There 
are different techniques to solve this problem, in our case the PCA or Principal 
Component Analysis [12] is used. We have an a-priori knowledge: the maxima 
points are distributed according to a line (the axis of rotation). The PCA will 
determine the axis of maximal variance, which is in fact the axis of rotation. 
The accumulator maxima are taken as candidate points for the estimation of 
the axis of rotation. Using this technique outliers introduced by noisy range 
data or discretization errors, can be avoided, since in Hough-space wrong data 
points are in the minority and do not build a maximum. 




342 R. Sablatnig and M. Kampel 





(a) 

Fig. 2. Intensity image (left) and range image (right) of a fragment with rotational 
axis of the front-view. 



Figure 2a shows the intensity image for a front-view of a fragment, Figure 2b 
shows the result on the range image with the estimated rotational axis, (black 
regions in Figure 2b indicate points where no range information is available due 
to occlusion of light stripes). 

4 Range Image Registration 

The task of building full 3d-models of general objects is difficult, since there 
is no a-priori knowledge about the shape of the object. One simple method is 
to use a calibrated turntable upon which the camera is fixed, as described in 

[17] . Even though the turntable method described above is good at creating 3d- 
models, there is still the question of getting the bottom of the object sitting on 
the turntable. So the bottom and the top of the object needs to be scanned in 
and then registered. 

One of the most commonly used algorithms for registering is the Iterative 
Closest Point (ICP) algorithm, based on Besl & Mckay [2]. The basic algorithm 
consists of calculating the closest points on the surface (which generally is a 
triangulated surface). Next, the transformation is calculated and applied. The 
process of calculating the closest points is repeated until the termination criteria 
are met. Random sampling, as well as least median of squares estimator can be 
used as termination criteria. Prediction can also be used to speed up the process 
of registration (refer to [2] for more details). Further information on registration 
and integration of multiple range image views can be found in [5], [6], [4], and 

[18] . 

Fragments of vessels are thin objects, therefore 3d-data of the edges of frag- 
ments are not accurate and this data can not be acquired without placing and 
fixing the fragment manually. Ideally, the fragment is placed in the measurement 
area, a range image is computed, the fragment is turned and again a range image 
is computed. To perform the registration of the two surfaces, we use a-priori in- 
formation about fragments belonging to a complete vessel: both surfaces have 
the same axis of rotation since they belong to the same object. Furthermore, the 
distance of the inner surface to the axis of rotation is smaller than the distance 
of the outer surface. Finally, both surfaces should have approximately the same 
profile; i.e. the thickness of the fragment should be constant in the average. 
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(a) (b) 

Fig. 3. The two views of a fragment. 



Figure 3 shows the front- and back- view of a fragment. The goal of the 
registration is to find the transformation that relates these two views to one 
another, thus bringing them into alignment so that the two surfaces represent 
the object in 3d [3]. Since there are no corresponding points, we use a model- 
based approach. No point to point correspondences are required to determine 
the interframe transformation needed to express the points from each view in a 
common reference co-ordinate system [19]. 

We register the range images by calculating the axis of rotation of each view 
(Figure 4a) and bringing the resulting axes into alignment (Figure 4b). 




Fig. 4. Registration steps using synthetic data. 



Knowing the surface normals of all surface patches we transform them into 
a common reference co-ordinate system. In the next step we have to align the 
surfaces of the objects to avoid intersecting surfaces (Figure 4c). Next the correct 
match is calculated by iteratively minimizing the error 6 which expresses the 
mean deviation to a standard distance of the two surfaces in the direction of 
the rotational axis. Finally, the intensity images of both surfaces can be mapped 
onto the registered 3d-object in order to display the fragment with its original 
properties. Figure 4d shows the result for synthetic range data with 50 surface 
points for each view. The computed distance between the inner and the outer 
surface is 0.42mm with variance of 0.059mm. The registration error is small 
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(4=0. 13mm, the mean square errors between the original and the computed 
axes are 0.26mm and 0.31mm respectively). 

5 Results 

We tested our method on synthetic range images of a synthetic fragment (thickn- 
ess 1.5mm) with approx. 7000 surface points each where we had a registration 
error 4=0.01 6mm. In comparison to the previous results the registration error 
is smaller since there are more surface points and therefore the computation of 
the rotation axis is much better. 




(a) (b) (c) (d) 



Fig. 5. Front- and back-view and their axis of rotation of a flowerpot (a,b) and an 
archaeological fragment (c,d). 



To find out if the method is working on real data we used a totally symme- 
tric small flowerpot with known dimensions and took a fragment which covered 
approximately 25% of the original surface. The range images of the front- and 
back-view consisted of approximately 10.000 surface points each (Figure 5a, b). 
The mean distance d between the surfaces is 5.64mm and the registration er- 
ror 4= 1.42mm. The distribution of the registration error 4 for the flowerpot is 
shown in Figure 6a. The registration error increases towards the top of the pot, 
because of the irregularity of the distance between the surfaces at that region 
since the flowerpot has an edge (upper border) where inner and outer surface 
are not parallel. 

Figure 5c and d show the front-view, back-view and the axis of rotation of 
a real archaeological fragment. Registration tests with this fragment resulted in 
registration errors of approximately 4=1. 7mm and a mean distance of d=5.8mm. 
Figure 6b shows the distribution of 4 of a registered archaeological fragment. 
Marginal peaks are caused by shadow regions of the back-view (see (Figure 5d) 
at the border of the fragment, where either no range data is processed or the 
range information is unreliable. The increase of the registration error 4 reflects 
the uneven surface of the fragment. 

Table 1 gives an overview of the presented results. It shows the number of 
points of the back- and front -view and the estimated registration error 4. The 
increase of 4 between the synthetic and real data tests is caused by the error in 
the determination of the rotational axis. 
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Fig. 6. Distribution of S for registered flowerpot (a) and archaeological fragment (b). 



Data type 


ff of points(back view) 


ff of points (front view) 


error 5 [mm] 


synth. 


50 


50 


0.13 


synth. 


6674 


6674 


0.016 


real 


10191 


9619 


1.42 


real 


31298 


37176 


1.72 



Table 1. Results of the registration process. 

Further problems that arise with real data are symmetry constraints, i.e. 
if the surface of the fragment is too flat or too small, the computation of the 
rotational axis is ambiguous (worst case: sphere) which results in sparse clusters 
in the Hough-space which indicate that the rotational axis is not determinable. 



6 Conclusion and Outlook 

We have proposed a prototype system for registering the front- and back- view of 
rotationally symmetric objects from range data. The work was performed in the 
framework of the documentation of ceramic fragments. For this kind of objects 
pair-wise registration techniques fail, since there are no corresponding points in 
the range images. We demonstrated a technique that computes and uses the axis 
of rotation of fragments belonging to the same vessel to bring two views of a 
scene into alignment. 

The method has been tested on synthetic and real data with reasonably 
good results. It is part of continuing research efforts to improve the results from 
various range images since the technique depends on the rotational symmetry of 
the objects. 
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Abstract. We present a new method for registration of range images, 
which is based on the results we obtain from the segmentation process. 
To obtain the first set of points needed for registration, we use set of 
points from first range image. The novelty is how we obtain the second 
set of points. To obtain the second set we project the first set of points 
onto geometric parametric models obtained in the second range image. 
Then we compute the transformation between the two sets of points. 
The results have shown a significant improvement in precision of the re- 
gistration in comparison with traditional approach. 

Keywords: registration, segmentation, range images. 



1 Introduction and Motivation 

Range image registration is considered an important part of any vision system 
that requires data acquisition of parts that are not visible from any single view- 
point. There is no 3D sensor system available on the market that would obtain 
3D data of the complete surface by a single scan. To extract complete informa- 
tion about the surface of an object we need to scan it from several viewpoints and 
then merge the data together. This requires that we compute the transformation 
between data sets obtained from different viewpoints. A rough approximation of 
the transformation can be obtained by involvement of a human operator, from 
positioning devices, e.g., a turntable, or automatically by detecting correspon- 
ding features in both sets. For some tasks, like reverse engineering, the accuracy 
of this approximate transformation has to be further improved by one of the 
refinement methods. In this paper we present a new refinement method which is 
based on segmented data, i.e., descriptions obtained by Recover- and- Select para- 
digm. Refinement methods usually compute the transformation either between 
two sets of points [1,10] or between a set of points and a set of some surface 
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elements, e.g., triangles [9]. For each point from the first set, these methods 
find a correspondent point or surface element in the second set. Transformation 
between two sets of corresponding points is then computed by methods usually 
based on least squares. However, due to scanner sampling it is impossible to find 
the exact corresponding point or surface element for each point in the first set. 
This situation is illustrated in Fig. 1, which clearly shows that if the refinement 
is performed in this way, small errors will affect the computed transformation. 
Therefore we propose a novel approach which alleviates this problem. 




Fig. 1. An xample of two corresponding points. Gray point in the right image is not 
captured by the scanner in the second view. 



Registration of all range images is achieved by repeatedly registering pairs 
of range images. In each step, 3D points from both range images are first seg- 
mented into descriptions by the Recover-and-Select paradigm [5,3,4]. This gives 
us geometric parametric models which approximate each segmented region. Let 
us assume that we have an initial approximation of the transformation. Then, 
instead of computing the transformation between the two sets of 3D points, we 
can use one set of points and their correspondent projections to geometric para- 
metric models that were obtained for the other set of points. This process can 
be iterated until the transformation error reaches some predefined value. In this 
way we cancel the effect of scanner sampling (since the projection of a point 
to a geometric model really corresponds with the point). The point that corre- 
sponds to a particular point from the first set, doesn’t need to be captured by 
the scanner since it is computed from the segmented data. 

The rest of the paper is organized as follows: in section 2 we introduce de- 
scriptions obtained by the Recover-and-Select segmentation process, in section 3 
we present the Projection Iterative Closest Point (PICP) algorithm, geometric 
parametric models and projections of points onto the models are presented in 
section 4, while sections 5 and 6 contain experimental results and discussion, 
respectively. 
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2 Descriptions 

Our method to refine the transformation between two partially overlapping range 
images assumes that both of them are segmented with Recover-and-Select para- 
digm [5,3,4]. The set of 3D points is segmented into regions. Each region though 
has its own geometric parametric model that fits best data in the region. The 
region and its model form a description. To express model M quality of fit to 
the region R, we use Eq. 1, known as description error. 



Eunction d(x, M) calculates distance of x to the model M. 

The Recover-and-Select paradigm can use the following geometric models: 
planes, superquadrics, spheres, cylinders, cones, and tori. An example of seg- 
mented data is shown in Eig. 2. Different gray levels denote different regions. 



Fig. 2. Generated intensity image of an object and its range image segmentation. An 
index of description is displayed on each region. 

Geometric parametric models in descriptions shown in Eig. 2 are planes (de- 
scriptions 2, 3, 4, 6, 7, 8, and 9), cylinder (description 1) and cone (description 
5). In our transformation refinement method we use these models to compute 
projections of points to their surfaces. 

3 PICP Algorithm 

We call our new transformation refinement method Projected Iterative Closest 
Point (PICP) algorithm, because it is similar to ICP algorithm [1]. ICP algorithm 
in its simplest implementation computes the transformation between two sets of 




( 1 ) 
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points X and Y from different coordinate systems. The correspondent point to 
a point X G X is y which satisfies the condition 2 

y = arg min d(x, y) . (2) 

Function d represents a measure of distance between two points. ICP algorithm 
then computes the transformation that minimizes the sum of distances between 
transformed points from set X and their corresponding points from the set F. 
Several iterations of ICP algorithm can be performed to obtain more accurate 
transformat ion . 

PI CP algorithm was developed to avoid the sampling effect. Using informa- 
tion obtained by segmentation stage and the initial approximation of the trans- 
formation between viewpoints from which the point sets have been scanned, we 
are able to determine pairs of corresponding descriptions. Description Di from 
the first set of points, consisting of region R\ and model Mi, corresponds to 
description D 2 from the second set of points, consisting of region R 2 and model 
M 2 if conditions 3, 4 and 5 are satisfied. 

rU d{y.,Mi) < dtr, (3) 

' ^GeT(i?2) 

rU 12 '^(yW2) < dtr, (4) 

I llyeiil 

3x € A 3y € T{R 2 ) : d(x,y) < dtr. (5) 

T denotes initial approximation of the transformation, function d denotes a 
measure of distance between two points, or between a point and geometrical 
parametrical model, while dt^ represents a threshold value. For each pair of cor- 
responding descriptions conditions 3 and 4 assure that points from the region of 
one description are close enough to the geometric model of the other description 
after the initial approximation of transformation has been applied to one of the 
sets of points. Condition 5 requires that points from regions of both descriptions 
are close enough, otherwise we have no information if descriptions really corre- 
spond to each other. In Fig. 3 two different segmented range images are shown. 

When the pairs of corresponding descriptions are identified, PICP algorithm 
starts to construct sets X and Y. It starts with X = Y = 0 . For each pair of 
corresponding descriptions it adds points from the region of description from 
the first range image to set X and projections of the same points to geometric 
model of description from the second range image to set F. After all pairs of 
corresponding descriptions have been taken into consideration, sets X and Y 
are completed. PICP algorithm then uses a method based on quaternions [8] to 
compute the parameters of the transformation. 
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Fig. 3. Two segmented range images. Corresponding descriptions have same indices in 
both images. 



4 Geometric Parametric Models and Projections of 
Points to Them 

In this section we present geometric parametric models used in the Recover-and- 
Select based segmentation stage. Also, we show how to compute coordinates of 
a point that has been projected onto a particular model. 



4.1 Projection of a Point to a Plane 

Planes are represented by parameters a, 6, c, d and consist of points t = (x, y, z) 
that satisfy equation ax by cz d = 0. The projection (tproj) of a point to 
a plane can be computed as shown in Eq. 6. 

fproj — f din, (6) 

where di = nt T d, 

n = (a, 6, c) and 

T T = 1 . 



4.2 Projection of a Point to a Sphere 

Spheres are represented by parameters a^b^c^r and consist of points t = {x^y^z) 
that satisfy equation (x — a)^ + (y — 6)^ + (z — c)^ — = 0. The projection (tproj) 

of a point to a sphere can be computed as shown in Eq. 7. 



fproj 

where d 2 

c 

d2 



t - d2(t - 
di — r 
di ’ 

(a, 6, c) 






( 7 ) 



and 
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4.3 Projection of a Point to a Cylinder 

Cylinders are represented by parameters p^(j)^0^a^k [6,7]. Parametrisation of 
a cylinder is shown in Fig. 4. Values (p and 0 are used to compute vector n 
(n = (cos 0 sin 6^, sin 0 sin 6^, cos 6^)), which is parallel to a normal vector of a 
tangent plane to a cylinder surface and orthogonal to a vector on the cylinder 
axis (a). The projection (tproj) of a point to a cylinder can be computed as 
shown in Eq. 8. 

tproj = t - (||t - v|| - l/fc)r, (8) 

where r = and 

V = {p+ l/fc)n+ ((t - {p+ l/k)n) ■ a)a. 




Fig. 4. Parametrisation of a cylinder 



4.4 Projection of a Point to a Cone 

Parametrisation of a cone is similar to the parametrisation of a cylinder. A cone 
has parameters p, 6^, a, r, A:[6,7]. The parametrisation of a cone is shown on 
Fig. 5. The difference is that here vectors n and a are not necessarily orthogonal. 
Vector n is computed in the same way as for cylinder, while a has components 
(cosasinr, sinasinr, cosr)[6,7]. The projection (tproj) of a point to a cone can 
be computed as shown in Eq. 9. 

tproj = t - (||t - (p+ 1/A:)n - za|| - d)r (9) 

where z = a • (t — (p + 1 /k)n ) , 
a = arccos(a • n), 

, 1 

a = - — ^ ztan a 

k sin a 

t — (p + 1/A:)n — za 
||t — (p T 1 /k)n — za. 



and 
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Fig. 5. Parametrisation of a cone 



4.5 Projection of a Point to a Torus 

A torus has parameters p, 0^ a, r, ^[6,7]. Parameters 0^ a, r denote vectors 
n and a, while both radii of a torus can be computed with ^ and K Parame- 
trisation of a torus is shown on a torus cross-section in Fig. 6. The projection 
(tproj) of a point to a torus can be computed as shown in Eq. 10. 

tproj = t - (||t - c - v|| - l/fc)r, (10) 

(/9 + 1 /s)n — |l/s — l/fc| cos(a • n)a, 

11/ 1 /7 I • / ^ (ax (t-c)) X a 

1/s — 1/A: sm a • n 71 - ; rr r- £^nd 

ll(ax (f-c)) X a|| 

t — c — V 
||t-c-v||' 



where c = 

V = 

r = 




Fig. 6. Parametrisation of a torus 
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5 Experimental Results 

We used PICP algorithm in a reverse engineering application [2]. We scanned an 
object from four viewpoints and obtained four range images {Rliy RRy RRy RR 
shown in Fig. 7). These images were then segmented. After that, we registered 
images RR and RR and merged them together. At first step we registered the 
first and the second range image and merged them. In this way we obtained 
range image RI 12^ Then we registered images RI 12 and RR and merged them to 
obtain the range image RR2s^ Finally we registered images RR23 and RR and 
merged them to obtain the final image RR2S4^ When merging two segmented 
range images to obtain a new range image, we do the following: 

1. if description Di from the first segmented range image, does not have a 
corresponding description in the second segmented range image, we insert 
Di into the new range image, 

2. if description D2 from second segmented range image, does not have a cor- 
responding description in the first segmented range image, we insert D2 into 
the new range image, 

3. if descriptions Di and D2 from different range images correspond and if Ri 
is region of Di and R2 is region of D2 , we form a new region R = Ri[j R2 
and fit new model M to region R. We insert description containing R and 
M into the new range image. 

Let us think for the moment of the segmented range image which was generated 
by merging together two other range images. If some description D was formed by 
merging together two corresponding descriptions Di and 122, it is obvious that if 
the registration stage did not find a good transformation between the two range 
images, description error (Eq. 1) of 12 is significantly greater than description 
error of Di and 122. Similarly, if the transformation found by the registration 
stage is accurate, description error of D should be similar to description errors 
of Di and D2. Table 5 shows description errors for three descriptions shown in 
Fig. 2. Descriptions that were merged from two corresponding descriptions are 
not much worse in terms of description errors, so it can be concluded that PICP 
gives satisfactory results. 



Description 


RR 


RR 


RI12 


RR 


RR23 


RR 


RR234 


cylinder (index 1 in Fig. 2) 


0.091 


0.063 


0.1263 


0.1112 


0.1754 


0.1366 


0.1986 


cone (index 5 in Fig. 2) 


0.1284 


/ 


0.1284 


0.1215 


0.1285 


0.1423 


0.1746 


planar (index 2 in Fig. 2) 


0.0950 


/ 


0.0950 


0.0980 


0.1038 


0.1037 


0.1056 



Table 1. Comparison of description errors between scanned and merged range images 



We compared PICP algorithm with ICP in terms of description errors after 
merging and it turned out that after the same number of steps, PICP always 
achieves better precision. Descriptions obtained when ICP was used, had errors 
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Fig. 7. Four segmented range images 



that were 40% to 300% greater than descriptions obtained when we used PICP. 
PICP has also very good time performance since its complexity is only 0(n) [2]. 



6 Discussion 



We presented a new method, PICP algorithm, for registration of range images. 
It is used to refine the initial approximation of the transformation between range 
images that were previously segmented. PICP’s performance is good in terms 
of accuracy and required computational time. PICP has some drawbacks as 
well. The most significant is, that it cannot be used for objects with arbitrary 
free-form surfaces since our approach requires a segmentation into appropriate 
models which is currently limited to planes, spheres, cylinders, cones, and tori. 
Our future work will be directed towards including other types of models. We 
also intend to compare PICP algorithm with other known refinement algorithms 

([9], [10]). 
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Abstract. In the domain of biotechnology array-based methods are 
used to gain rapid access to genetic information based on the signals 
of the individual array elements (spots). For an automated analysis of 
the spots it is necessary to fit a grid to the spots in the digital image in 
order to represent the array distortions that may occur in the course of 
the experiment. In order to make the grid fitting problem tractable in a 
certain class of experiments spot arrays contain a sub-grid of guide spots 
with a known signal characteristic. We present an automatic grid fitting 
method for spot array images containing guide spots. Our approach uses 
simple image processing methods and takes into account prior knowledge 
inherent in the imaging process. 

Keywords: Genomics, Spot Array Images, Grid Fitting 



1 Introduction 

Rapid access to genetic information is central to the revolution taking place 
in molecular genetics [2,7]. Biological systems read, store and modify genetic 
information by molecular recognition. Because each DNA strand carries with 
it the capacity to recognize a uniquely complementary sequence through base 
pairing (A^T, C^G) [8], the process of recognition, or hybridization^ is highly 
parallel, as every nucleotide in a large sequence can in principle be queried 
at the same time. Thus, hybridization can be used to efficiently analyze large 
amounts of nucleotide sequence. The primary approaches include array-based 
technologies that can identify specific expressed gene products on high density 
formats, including filters, microscope slides and microchips [2]. 

Common to all array-based approaches is the necessity to analyze digital 
images of the array. The ultimate image analysis goal is to automatically assign 
a quantity to every array element giving information about the hybridization 
signal [quantification) . Figure I shows a typical image generated in the course 
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Fig. 1. Oligonucleotide Fingerprint Spot Image. The left image shows the entire spot 
image. The white rectangle indicates the region belonging to the zoomed right image 



of a oligonucleotide fingerprint (ONF) experiment: The high density medium is 
a filter (nylon membrane) comprising a total of 57600 cDNA [8] spots which 
were spotted in different spotting cycles by a robot arm carrying a matrix of 
needles. Detailed information about the spotting procedure can be found in [4,1]. 
The intensity of every spot corresponds to the amount of label remaining after 
hybridizing a liquid containing the labelled probes and subsequently washing off 
probe not bound to the genetic material. For details about the physical imaging 
process refer to [3] . 

Let the spot array in the digital image be represented as a grid Q which 
is represented as a set of nodes in {1 . . . /q} x {1 . . . Jq}, with I a as the grid 
height and Jq as the grid width. Let the spot image be represented as a M x 
matrix S with pixel coordinates (m,n) or Cartesian spatial coordinates (x,y) 
with the origin at the upper left corner with x increasing to the right and y 
increasing downward. For a successful quantification of the hybridization signals 
it is necessary to assign to every node ^ G ^ an element of the set of image 
locations C = {{x^y) | :r, y G M, y > 0} with sub-pixel accuracy. We call this 
location assignment function \j \ Q x S ^ C grid, fitting The grid fitting must 
cope with the following problems: 

— Distortions: The spot grid in the image is only approximatively regular 
and rectangular due to anisotropic shrinking and expansion of the membrane, 

^ In order to simplify the notation we write L((L7)) instead of L((L7),S), since we 
are dealing with a single image S. 
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inaccuracies of the spotting robot, optical distortions, bent needles and other 
factors. 

— Rotations: The grid need not be aligned with the image coordinates because 
the membrane is put manually into the imaging device. 

— Outliers: Not every node of the grid necessarily contains luminescent spots 
because the intensity of the hybridization signal to be measured can be low 
or even zero. 

In order to cope with inaccuracies of the spotting robot the grid is usually 
divided into subunits to represent the nature of the spotting cycles: A grid Q 
consists of Fi x Fj equally sized fields T dQ and one field T consists of F x F 
equally sized blocks B C F. When a large number of outliers is expected from 
the hybridization experiment (in ONF images for example only 5-20% of all 
spots can be expected to hybridize) so-called guide spots are used: A spot at a 
certain position within a block contains DNA material which has always a strong 
hybridization signal irrespective of the hybridization probe. Formally, the guide 
spot grid is a set of nodes in {1 . . . Fq} x {1 . . . Jqs} belonging to guide spots 
with Fs as the vertical number and as the horizontal number of guide spots. 
The guide spot grid consists of FI x Fj equally sized guide spot fields C 
The grid in the image of Fig. 1 consists of 3 x 2 fields, one field consists of 16 x 24 
blocks, each block having a dimension of 5 x 5 spots with one guide spot at the 
block center. 

One solution of the grid fitting problem was already presented by Hartelius 
[5] in his Ph.D. thesis. It involves an image rotation in order to align the grid 
with the image coordinates, block finding and spot finding via Markov Random 
Fields (MRF) and Simulated Annealing [12]. His algorithm is computationally 
demanding and is semi-automatic since the user must provide the locations of the 
corner nodes of the grid. In this paper we present a fully automatic grid fitting 
approach for spot images containing guide spots and a comparison with the MRF 
approach of Hartelius. Our approach takes into account different constraints 
inherent in the imaging process and involves simple image processing operators. 
Quantification is a problem in its own right and is not presented here (see e.g. 
[10]). The paper is structured as follows: Section 2 describes the extraction of 
potential guide spot locations. Section 3 describes the fitting of the locations to 
the grid nodes and in Section 4 experimental results are presented. 

2 Guide Spot Detection 

The most reliable grid information lies in the guide spots. Potential guide spot 
locations in the spot image are detected with the help of two digital filter ope- 
rators and a local maximum search. The detected guide spot locations are used 
in a subsequent step to determine the translation of the guide spot grid loca- 
tions with respect to the origin of the spatial coordinate system. The following 
prior knowledge is assumed to be available (Distance [pixels] = Distance [mm] 
/ Resolution [mm]): A spot has a theoretical dimension of Ms x Ns pixels and 
a block B has a theoretical dimension of x pixels. 
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2.1 Linesir Matched Filter 

The Mq X Nq matched filter (MF) m [9] is constructed by forming an average 
template from a number of sample guide spots [1,9]. The spot image S is filtered 
with the MF m in the following way: If denotes an image patch of the theo- 
retical spot size around any pixel (m, n) of S rearranged as a Mg • A^s -dimensional 
vector, the image patch S[^ is first normalized to the local intensity mean value 

n,] 

(^) 

The response value at (m,n) is then the dot product 

R“ [m, n] = §[„_„]• m (2) 

corresponding to the statistical covariance between the image patch and the MF. 
High response values indicate potential guide spot locations. 




(a) Spot Image 



(b) MF Response (c) GSLA Response 



Fig. 2. MF Response and GSLA Response for a Part of a Spot Image 



Figure 2b shows the MF response image of the spot image in Fig. 2a. The 
guide spots and non-guide spots are very similar in shape and intensity. Therefore 
they cannot be distinguished solely on the basis of the matched filter response. 

2.2 Guide Spot Location Amplification (GSLA) 

The main idea to distinguish guide spots from other spots is to amplify the 
locations of potential guide spots by considering the MF response values at 
the theoretical guide spot 8-neighborhood locations. We formally define the set 
T^rn,n] which includes the response value R^[m, n] and the response values of the 
theoretical guide spot neighborhood locations of (m, n) in R^ as 

= {R^ [m -\- k^n -\- 1] \ k E {0, A / G {0, TVb, ~Wb}}. (3) 

The GSLA response value R^[m,n] is computed as 

R^[m,n] = median ( 7j^ ^ ^] ). (4) 
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The effect of this nonlinear filter is to amplify those spots which have a high 
response at the theoretical guide spot neighborhood. Since this is a very unlikely 
event for non-guide spots, this filter enhances the guide spot locations. The only 
drawback is that the locations of the grid corner will be suppressed due to the 
median operation. 

2.3 Msiximum Sesirch 

After having applied the GSLA filter to the MF response image it is very likely 
that maximum values in indicate locations of guide spot centers. The strategy 
of the maximum search is to extract a set of guide spot locations T* C T from 
a region of interest (ROI) of R^. The ROI is defined by the prior guide spot 
locations Lp(^*) which are an initial estimate of the guide spot grid locations: 
Since the spot image border (the connected region not belonging to the physical 
spot filter) always has significantly lower intensity values than the filter region, 
it is possible to estimate the locations of the corner nodes of with the help of 
projections of the intensity values onto the axis of the image coordinate system 
[1]. The inter-guide spot distances of Lp(^*) are defined by and Ap. The 
potential guide spot locations are searched in the ROI with a local maximum 
search algorithm [1]. 

3 Grid Fitting 

Due to the possible rotations of the grid the Jqs locations of the first row of 
the guide spot grid need not necessarily correspond to the locations in T* with 
the Jqs lowest ^-coordinates. The main principle of the grid alignment A : T* x 
S ^ of the potential guide spot locations is as follows: Transform the prior 
guide spot locations (see Sect. 2.3) with initial estimates of the grid rotation 
angle and the grid translation vector such that the transformed prior guide spot 
locations are near to the detected guide spot locations. The complete grid fitting 
function is divided into the following steps: 1. Estimate a global rotation angle 
of the grid ^ from the GSLA image R^. 2. Estimate a global translation vector 
of the grid locations with respect to the prior guide spot locations. 3. Apply 
the estimated global rotation and translation to the prior guide spot locations 
resulting in transformed prior guide spot locations and assign the detected guide 
spot locations to the grid nodes. 4. Determine locations for the nodes in 
lacking a valid location assignment. 6. Determine locations for all the nodes in 
the global grid Q, 

3.1 Global Rotation Estimation 

A global rotation estimation of the grid locations can be achieved by the Radon 
transform [6] which is based on the projections of the image along specified 
direct ions. We use a Cartesian coordinate system with its origin at the image 

^ The term “global” indicates that the rotation refers to the complete spot grid rather 
than to a field or a block. 
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center. The discrete Radon transform of a GSLA response image is a Rx C 

matrix with the following dimensions: The number of rows R corresponds to the 
number of angles for which the Radon Transform is computed. It depends on the 
quantization AO of the projection angles and the interesting maximum rotation 
Om which is determined by the maximum possible rotation of the physical filter 
in the imaging device. The grid rotation angle 0{r) belonging to a row index 
r G { 1 . . . R} is 

0[r) = + rAO - 1. (5) 

The number of columns C of R^ is the size of the spot image diagonal 
(C = in order to be able to store the projection at 6^ = 45°. 




Fig. 3. Part of the Radon Transform including the Rotation Estimation 

The global rotation estimate 6^(r) is in the row r of the Radon transform R^ 
having the highest projection values. If denotes the set of the Jqs highest 
projection values in the row r of R^ the estimated rotation angle is found in the 
row with the highest median of A4y 

r = argmax{median(A4^)} (6) 

Figure 3 shows a part of a discrete Radon transform for the GSLA response 
image of the spot image in Fig. 1 with AO = 0.2° and 0^. = 10°. In the leftmost 
part of the image the values median(A4^) for every row are visualized as hori- 
zontal bars. Note that the row with the true rotation angle has the highest pixel 
values but large intervals of low pixel values. The other rows have lower pixel 
values, but they are distributed over the columns. A simple horizontal addition 
of the projection values would therefore not lead to reliable rotation estimations. 

3.2 Global Translation Estimation 

The global translation t^ of the guide spot grid locations with respect to the 
origin of the spatial image coordinate system is given by the location L((l, 1)) of 
the upper left node of it is not guaranteed by the guide spot detection that 
L((l, 1)) will be in the set of detected guide spot locations T* (See Sect. 2.2). We 
compute L((l, 1)) as the intersection point of two straight lines fitted via least 
squares error minimization [11]: The first straight line model is fitted to the 
locations belonging to the first row of and the second straight line model 
is fitted to the locations belonging to the first column of The location 
sets and C* can be determined from T* with the knowledge of the estimated 
grid rotation angle 0 [1]. The translation vector t with respect to the prior guide 
spot locations is obtained by subtracting from the prior guide spot location 
Lp((l,l)) rotated by —0, 
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3.3 Alignment of Detected Locations 

Applying a rotation by the angle 0 and a subsequent translation t to the prior 
guide spot locations Lp(^*) yields a set of transformed prior guide spot locations 
Lt(^*) which are expected to be near the true guide spot locations of the spot 
image. If a detected guide spot location {x^y) is in a Mb x window W (see 
Sect. 2) around a transformed prior guide spot location LT((i,j)), the location 
LT((iJ)) is then assigned to the node (i, j) of . If no location is found, then 
L((i, j)) = nil. 

3.4 Guide Spot Grid Parameters 

The guide spot grid with its aligned locations is modeled in a Cartesian 
coordinate system (x,y) with its origin in the image center: For every row i of 
an individual guide spot field the parameters a^. and of a straight line 
model y — 0^ d-br^x are fitted (in the least squares sense) to the locations of the 
row nodes having a valid location (i.e. nodes with L((i,j)) ^ nil). Similarly, for 
every column j of the straight line parameters ac- and bc^ are fitted to the 
valid column node locations (in the coordinates system with swapped x and y). 
If L((i,j)) = nil), the location L((i,j)) is determined by the intersection point 
of the two fitted straight lines belonging to row i and column j respectively. The 
guide spot grid has a total of 2 * /p * Jp >i< Fi * Fj parameters. 



3.5 Location Assignment to Non-guide Spots 

Locations belonging to non-guide spots in a block B are assigned with the help of 
the prior knowledge of the theoretical spot distances Mq and Nq and the block 
rotations. The rotation 0^ of a block B in row i of a field tF is given by the 
slope br- of the fitted straight line of the row as Ob = arctan(6^J. For a guide 
spot {ig^jg) with a location L((i^,j^)) = (x^,y^) the locations {xj^^y^f) of the 
non-guide spots {in^jn) in B are assigned as follows: 



Xj^ 




~Xg~ 
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Equation (7) is valid for guide spots residing in a block center. 

4 Experimental Results 

We have tested our approach on a set of 350 oligonucleotide fingerprint images 
(see Fig. 1) with a geometric resolution of 50 pixels/cm and a radiometric reso- 
lution of 16 bit. The prior theoretical spot dimensions are 4.5 x 4.5 pixels. The 
output of the grid fitting has been compared to the results of the semi-automatic 
MRF approach of Hartelius [5]. Ground truth data for the 57600 spot locations 
are not available for high density images of this type. The performance was com- 
pared primarily by visually assessing the grid fitting output: If every node of the 
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guide spot grid has assigned an image location that lies within the image 
coordinates belonging to the correct guide spot the algorithm is said to have 
succeeded. The MRF approach succeeded for 78 % of the images, whereas our 
algorithm succeeded for 100 % of the images in the test set. 

We investigated the accuracy of the global rotation estimation as follows: 
Under the assumption that the estimated global grid rotation angle 0 (Sect. 3.1) 
was correct, the spot image S was rotated by different angle offsets Oo to yield a 
spot image Sb The angle error was computed as 0o~0e^ with 0^ as the estimated 
grid rotation angle for Sb Figure 4 shows the mean and standard deviation of 
the error (of 20 images) for a range of 0^ between —10"^ and +10"^ with a step size 
of 0.4"^. The resolution AO of the Radon transform was 0.05°. The plot shows 
that an angle accuracy of 0.1° can be guaranteed irrespective of the rotation 
Oq. This accuracy is sufficient, because the whole test set of spot images was 
analyzed with an angle resolution of AO = 0.2. 




Fig. 4. Mean error and standard deviation of the rotation estimation 



Figure 5a shows the upper left part of the fitted grid for the spot image in 
Fig. 1. The guide spot locations are marked as white crossbars and the locati- 
ons of the other spots are marked as white dots. The spot locations are initial 
estimates for the centers of analytical spot models used for the quantification. 
Note that the locations of the non-guide spots and the guide spot locations that 
were determined by the intersection of straight lines have sub-pixel accuracy. In 
the images of Fig. 5 the locations are rounded to the nearest pixel position. Fi- 
gure 5b shows some spot locations of two adjacent fields Ti and J ~2 of another 
spot image: The locations of (the two rightmost guide spot columns) are 
shifted 3-4 pixels in the vertical direction. Figure 5c shows an image for which 
the MRF approach fails. The guide spots have a very low hybridization signal 
and some non-guide spots have a very high hybridization signal. The distortion 
in the lower left part of the image is a hair. The fitted grid for this image can be 
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(a) Spot locations of image in (b) Demonstration of field shifts 
Fig. 1 




(c) Low SNR spot image 



(d) Spot locations in (c) 




(e) Spot image with artifacts 



(f) Spot locations in (e) 



Fig. 5. Some results of the grid fitting algorithm. The white crossbars indicate guide 
spot locations, the white dots indicate locations of the other spots. 
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seen in 5d. Figure 5e shows another image for which the MRF approach fails. 
In addition to the low hybridization signal of the guide spots the image contains 
artifacts: Spots of different sizes may occur in the image which do not belong to 
hybridization signals. The fitted grid for this image can be seen in Fig. 5f. 

5 Conclusion 

We presented an algorithm that performs automatic grid fitting for spot array 
images containing guide spots in the block centers as a safety grid . Guide spots 
are detected with the help of a matched filter, a nonlinear filter that amplifies the 
locations of the guide spots and a local maximum search. A grid rotation estimate 
with a Radon transform helps to assign the detected guide spot locations to the 
grid nodes. Straight lines are fitted in the least squares sense to the locations 
of the field rows and columns to fill in the complete grid and to assign block 
rotations. The algorithm succeeded for the whole test set comprising 350 ONF 
images of different quality. The approach we have presented is easily extendable 
to other images (e.g. without guide spots) coming from similar experiments. 
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Abstract. The problem of defect detection in 2D and 3D shapes is 
analyzed. A shape is represented by a set of its contour, or surface, 
points. Mathematically, the problem is formulated as a specific matching 
of two sets of points, a reference one and a measured one. Modified 
Hausdorff distance between these two point sets is used to induce the 
matching. Based on a distance transform, a 2D algorithm is proposed 
that implements the matching in a computationally efficient way. The 
method is applied to visual inspection and dimensional measurement of 
ferrite cores. Alternative approaches to the problem are also discussed.^ 



1 Shape Defect Detection Problem 

In industrial shape defect detection, two types of measurements can be distin- 
guished: (a) Direct^ or absolute^ measurements^ when a dimension, or another 
quantity to be measured, is specified with respect to particular shape features 
(corners, etc.) that are easy to identify and locate. An example of such mea- 
surement is obtaining the distance between centroids of two holes, (b) Relative 
measurements^ which are specified with respect to a reference shape. 

Most of direct measurements are straightforward, as they usually have precise 
mathematical definitions in terms of images. Such computational definitions are 
relatively easy to translate into a computer algorithm. Relative measurements 
are much more challenging, as the definitions are, in fact, implicit. Here, one 
compares a measured shape to a reference (ideal) shape. For shift- and rotation- 
invariant comparison, optimal reference position and orientation (pose) of the 
measured shape is to be found, which requires invariant matching of the two 
shapes. 

The pitfall of matching for defect detection is that no reference pose (e.g., 
baseline) can be specified a priori because defects may deteriorate any part of 
the shape. It is a typical Thicken-and-egg’ problem. What parts of a measured 
shape should be considered defective? Usually, it is assumed that those parts of 
the shape that coincide with the reference, or he within the tolerance limit, are 
acceptable. Those parts that lie beyond the tolerance are defective. This means, 
however, that the defects should be recognized prior to the shape comparison 
whose goal is, in turn, defect recognition itself. 

^ This work was supported by the INCO-COPERNICUS grant IC15 CT 96-0742. 
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Figure 1 illustrates the difficulty being discussed. A measured shape M and 
a reference shape R are shown. M has defects in the upper parts of the legs. 
The locations of the defects are unknown for the matching algorithm. Assume 
one compares R and M by minimizing, under shift and rotation, the maximum 
local distance between the points of the two shapes. This measure of dissimi- 
larity, which is closely related to the classical Hausdorff distance discussed in 
section 2.1, is not robust. In the resulting matching, deviations will be found in 
most parts of the contour: the defects are ‘smeared’. 




Fig. 1. (a) Defective measured shape M. (b) Reference shape R. (c) Desired superpo- 
sition. (d) Superposition obtained using the local distance criterion. 



The task is therefore to find the superposition of the measured and the re- 
ference shapes that best corresponds to the expectations of a human observer: 
a ‘correct’ part should be close to the reference; a ‘defective’ part should stand 
out clearly. 

A related problem is addressed in robust regression and outlier detection [3] , 
when the parameters of a linear model are estimated based on a set of measured 
points. However, in this case it is assumed that a majority of these points can be 
brought into strict correspondence with the reference (model) points, while the 
outliers are random. In manufactured shapes, both the acceptable and the de- 
fective parts of the surface usually have systematic deviations from the reference 
shape. In the acceptable parts, the deviations are within the tolerance limits, 
while in the defective parts the deviations exceed these limits. In addition, no 
simple analytical expression for the reference shape can usually be given. 

Formally, the general problem of 3D shape matching for defect detection 
can be stated as follows. Two point sets are given: (a) A reference point set R^ 
which represents the ‘ideal’ shape. R may result either from precise measurement 
of a physical reference shape, or from computation based on a mathematical 
description (specification) of the reference shape. R is complete (all parts of 
surface are represented), dense (every patch is densely covered by the points) 
and precise (the measurement /computation is precise), (b) A measured point set 
M, which may be incomplete, less dense, noisy, and distorted by defects whose 
deviation from the reference shape exceeds both noise level and tolerance. 

Under these condition, one should find the superposition (matching) of the 
two point sets, in which the non-defective parts coincide, while the defective 
parts stand out. 
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2 Matching for Defect Detection in 2D Shapes 

Our approach is based on the notion of the modified Hausdorff distance (HD) 
between two point sets, which is defined in section 2.1. This distance proved to 
be a general, efficient and robust measure of similarity between two shapes. Its 
robustness to noisy and incomplete data stems from the global distance between 
two point sets it operates with: no correspondences between particular points 
are searched for. A survey of tasks and methods related to the shape matching 
using the Hausdorff distance can be found in [4]. 

We apply the HD to a new problem, that of shape defect detection, and 
present an algorithm for fast computation of the reference pose based on the 
distance transform [1]. The distance transform (DT) is briefly discussed in sec- 
tion 2.2. 

The proposed method first gives an initial guess that approximately norma- 
lizes the pose of the measured shape, then uses the modified (median) Hausdorff 
distance as the precise measure of shape correspondence. The main steps of the 
method are described in section 2.3. 

Several options had been considered to obtain the initial matching. Any local 
feature based criterion, e.g., the coincidence of the baselines of the shapes, would 
be neither universal nor stable, because defects may distort that particular local 
feature. As the centroid is less sensitive to local defects, we finally decided to 
initially normalize the position by superimposing the centroids of the two shapes. 
This solution is often used in the industrial machine vision practice. 



2.1 The Hausdorff Distance 

The basis of our approach is the median Hausdorff distance which is a simila- 
rity measure between two arbitrary point sets. The classical Hausdorff distance 
between two (finite) sets of points, M and is defined as 



/i(M, A^) = maxmin ||a — fe|| (1) 

aGM b^R 

Here, A(M, A^), the directed distance from M to A^, will be small when every 
point of M is near some point of R. This distance is too fragile for practical 
tasks: for example, a single point in M that is far from anything in R will cause 
to be large. A natural way to take care of this problem is to replace 
equation (1) with 



hf{M,R) = (2) 

bEK 

where denotes the /-th quantile value of g{x) over the set A, for some 

value of / between zero and one. When / = 0.5 one gets the modified median 
HaMsdorff distance which we use in our method. 
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Finally, the modified mean Hausdorff distance is defined as 



a(^M 



( 3 ) 



where Nm is the number of points in M . 

Let ii! be a point set representing the reference shape, M the measured point 
set. As already mentioned, we assume that R is complete, dense and precise, 
while M may be incomplete, sparse and noisy. R is obtained either analytically, 
or as the result of a careful, high-resolution, off-line measurement. 



2.2 Using Distance Transform to Minimize HD 

Direct computation and minimization of the Hausdorff distance using its defi- 
nition (2) is very time-consuming. For each relative position of M and it, the 
number of operations is O(A^), where N is the number of points. We use the 
distance transform (DT [1]) of the reference shape to significantly speed up the 
procedure. A DT converts a binary image to another image in which a pixel 
value is the distance from this pixel to the nearest nonzero pixel of the binary 
image. 

The distance transform is computed off-line, and only once for each parti- 
cular reference shape. We apply the 5 x 5 neighborhood fast chamfer distance 
transform [1] that gives a good, integer-valued approximation to the exact Euc- 
lidean distance. An example of a distance transform is shown in figure 2. Here, 
the distances are displayed intensity-coded, with large distances shown as light 
pixels. 





Fig. 2. A shape and its distance transform. 



2.3 Main Steps of the Method 

The proposed method assumes that the measured shape image has been norma- 
lized and binarized. Normalization, in this context, is a geometric correction of 
an image. Its purpose is twofold: (a) Correct image distortions resulting from 
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the possible deficiencies of the optical setup (camera, lens, viewing geometry), 
(b) Normalize the size of the image for system calibration (pixel/mm ratio). 

The normalization is done by mapping onto the image corners the centroids 
of four circular markers located close to the corners. This procedure and the 
subsequent binarization (thresholding) are presented in [6]. The contour is then 
refined to subpixel accuracy. 

The main steps of the proposed matching method are as follows. 

Step 1 Find contour points of the reference shape and obtain their DT. 

Step 2 Obtain contour points of the measured shape. 

Step 3 Compute and superimpose the centroids of the two point sets. 

Step 4 Rotate and translate the measured point set with respect to the initial 
pose. For each relative pose, compute the median HD (2) using the corre- 
sponding distance values. To speed up, use a distance limit and discard a 
pose if a measured point is beyond the limit. 

Step 5 Select those relative positions that yield the minimum HD value. (Mul- 
tiple minima are possible.) 

Step 6 Of these, select the one that has the least mean HD (3). 

The computational load of this algorithm is 0[N) in the worst case, that is, 
near a matching, either complete or partial. Due to the individual distance check 
in step 4, most of the non-matching poses are skipped after a few operations. 

Step 6 resolves ambiguities arising from the integer approximation of di- 
stance. Also, it discards possible false minima when symmetric contours are 
matched. For such contours, many points may coincide in a wrong orientation 
because of symmetry, while the rest of them may not coincide at all. 

Alternatively to the criterion of step 6, the pose with the largest number of 
measured points lying within the minimum median HD can be used. 

Figure 3 illustrates the matching of a measured contour against a reference 
contour. In this figure, the measured contour is shown in one of the relative 
positions, overlaid on the DT of the reference contour. (Step 4.) 




Fig. 3. Left: The measured contour. Right: The DT of the reference contour with the 
measured contour overlaid. 
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3 Tests 

3.1 Robustness of Method 

Various tests were carried out to study the reliability of the proposed approach. 
A large number of test contours with different deviations from ideal shape and 
different missing parts were prepared in order to see how well the algorithm can 
perform in varying conditions. 

The robustness of the algorithm is illustrated in figures 4 and 5. Figure 4 
shows that the proposed approach is more robust than both the classical HD 
and the minimization of the mean Hausdorff distance (3) between the two con- 
tours. The classical HD minimizes the maximum distance and results in a wrong 
matching. Minimizing the mean HD is closely related to the conventional least 
squares regression. This method also ‘smears’ the defect. 




Fig. 4. Left: Proposed method. Center: The classical HD. Right: The mean HD. 



Figure 5 demonstrates that our method can cope with incomplete and noisy 
measurements. Despite these factors, a good result is obtained. 





Fig. 5. An incomplete measured contour (left) and its matching. 



3.2 Comparison with Reference Measurements 

The shape measurement system was applied to a large set (100 pieces) the so- 
called of E-cores whose dimensions had been manually measured at a ferrite 
core producing factory using the conventional, manual gauging technique. An 
example of an E-core is shown in figure 6. 
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Fig. 6. A defective E-core (bent legs). 



For automatic measurement of core dimensions, images of the cores were 
taken in arbitrary orientations. The measurement requires precise normalization 
of orientation, which was achieved using the proposed matching algorithm. The 
algorithm matches an arbitrarily oriented, measured core shape against a model 
reference shape created in the standard horizontal orientation. 

Good correlation between the manual and the automatic measurements was 
observed. Here, we present the results for one of the dimensions, Al. (See [5] for 
more experimental data.) A1 is defined as the average horizontal extension in the 
normalized orientation. The results are shown in figure 7 where two distributions 
are plotted. One of them was obtained by the proposed procedure. The other 
one represents the reference manual measurements done by the core producer. 
The plots testify that the two measurements are consistent. The mean values of 
the two distributions are very close, while the spread of the computer-measured 
values is somewhat larger. The latter effect is partially caused by the discrete 
approximation of distances in the distance transform. 



4 Discussion and Outlook 

We have analyzed and formulated the matching problem for shape defect detec- 
tion in an object represented by contour (2D) or surface (3D) points. A com- 
putationally efficient algorithmic solution to this problem for planar shapes has 
been proposed, implemented and tested. 

From the practical point of view, the proposed solution has two drawbacks. 
One of them is the already mentioned discrete nature of the DT, which limits 
the accuracy of the approach. The other one is the simplistic, non-compact data 
structure of the DT. The distance transform can be extended to 3D. However, 
one would need 0[F^) byte storage space, where F is the size of the DT matrix 
in each dimension. For 3D laser scanners, a typical resolution required in many 
tasks IS F 1000, which would make the method infeasible, at least, for the 
time being. 

Currently, we are working on two alternative solutions that are more easily 
extendible to the 3D case. One of them is a modification of the robust regression 
algorithm [3] discussed in section 1. The modification is not straightforward. 
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Fig. 7. Results of manual (solid line) and automatic (dashed line) measurements. 



In the linear models considered in [3], 3 randomly selected points are sufficient 
to estimate the parameters of the model, i.e., to determine the 3D surface. In 
our case, two triples of points, one in the other in M, should be repeatedly 
selected and tested until correspondence is found. In addition, computation of the 
distance between R and M is more complicated and slower than in an analytical 
model. 

Another alternative solution being considered is based on a flexible, multire- 
solution representation of a 3D shape. This representation uses the boxing data 
structure introduced in [2]. It allows to efficiently reduce, at a low resolution, 
the portion of the 6D parameter space (3 shifts and 3 angles) that should be 
scanned to refine or discard a candidate matching at a higher resolution. 
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Abstract. The development of a flexible assembly unit is one of the de- 
manding tasks in industrial manufacturing. A higher degree of flexibility 
is mostly payed by an increasing complexity of the involved hardware. 
In this paper we present a three-step concept for a vision driven auto- 
matic assembly unit. These three steps are robust bin-picking to isolate 
objects from a pile of unorganized parts, exact pose determination to 
enable industrial mounting and visual inspection of the final assembling. 
For robust bin-picking we present a new structured light approach. Expe- 
riments show the robust and accurate behavior of the proposed algorithm 
and motivate the implementation in an industrial system. For exact pose 
determination, the second step, a pose estimation based on a modified 
view based approach, followed by a model based refinement is proposed. 
Initial experiments promise a fast and exact pose determination. 



1 Introduction 

In industrial production the use of automated assembly does not pay off if there 
are only a few parts to be produced because mechanical object isolation is expen- 
sive and closely tied to particular objects. Optical sensors such as digital cameras 
allow a more flexible application. Therefore, machine vision plays a more and 
more important role in increasing the level of automation [1], [8], [16]. 

We present a three-step concept of an integrated vision and manipulation 
system for automated industrial assembling (Fig. 1(a)). These steps can be sum- 
marized as: 

1. Robust bin-picking to isolate a single object from a pile of unorganized parts 

2. Exact pose determination of one isolated part to enable gripping for an 
industrial assembling manipulator 

3. Visual inspection of the assembly step and quality control 

In this paper we focus on the first two tasks. 

This work was supported by M&R Forschungs- und Entwicklungs Ges.m.b.H. and 
the Austrian ‘Forschungs-Fbrderungs-Fond’ under grant 3/13010. We gratefully ack- 
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implementation phase. 
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(a) (b) 



Fig. 1. (a) The proposed three-step concept of the assembly cell; rightmost the robust 
bin-picking part for different deposit boxes, in the middle the pose estimation task and 
leftmost the inspection for assembling and quality control, (b) The industrial setup 
for bin-picking consisting of a six degrees-of- freedom robot arm (1), a stereo rig (2), a 
grid projector (3) and a workplace (4). 



To ensure a high degree of flexibility, a vacuum sucker is used for picking 
various objects. A grip point on a planar surface patch is the only limitation to 
pick the object. Therefore the bin-picking task is reduced to the identification of 
planes and the calculation of their 3D coordinates. In Sect. 2 we present a new 
structured light approach for this task. In most applications structured light is 
used to solve the stereo correspondence problem (matching) [10], [13], for range 
data acquisition [9], [12], or to extract shape information along deformed pro- 
jected lines [2], [5], [11], [14]. 

Our structured light algorithm combines shape analysis and stereo matching. The 
novel contribution is to analyze the grid pattern of a stereo image pair in 2D 
and to use the extracted high-level scene description to enable a fast 3D recon- 
struction of single surface patches. The industrial setup for the bin-picking task 
is shown in Fig. 1(b) 

The diverse algorithms to determine the pose of an object, the second task, can 
be classified into appearance based approaches [7] and model based approaches 
[6], [4], [15], [3]. To ensure both, a fast and robust computation, we propose the 
combination of an adapted eigenspace method and a model fitting technique. 
The promising initial experiments with the combined pose estimation approach 
are shown in Sect. 3. Once the exact position is determined, the part can be 
taken by a special manipulation tool for assembling. 

The third step is the inspection of the assembling. This can be a simple comple- 
teness detection or a complex scene analysis and is not subject of this paper. 



2 Bin-Picking by Robust Plane Detection 



As mentioned above, from the visual point of view, the bin-picking task is redu- 
ced to 3D plane detection. We propose a fast but coarse bottom up computation 
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of plane candidates in a stereoscopic image pair of the scene. The 3D coordinates 
are obtained by a high level description matching. The obtained 3D estimation 
of the best plane candidates undergoes a top down verification and a refinement 
step in the original grey image. Fig. 2 outlines the detailed process chain for 
robust plane detection. 



stereo 




Fig. 2. Process chain for robust bin-picking 



2.1 Bottom-Up Plane Detection 

In order to get a high level description of the planes, the projected grid (Fig. 3(a)) 
is processed in several steps. We start with a segmentation of the projected grid, 
proceed with a skeletonization, an intersection detection (Fig. 3(b)), a connecting 
step and a plane detection by enforcement of perspective projection geometry 
constraints. The detected planes are stored in a local perspective projection 
distortion invariant representation. The detected planes are called ‘plane candi- 
dates’ in the scope of high-level plane matching. 




Fig. 3. Left image of a pile of parts with the projected grid: (a) original grey scale 
image, (b) segmented grid (grey) superimposed with the detected grid intersection 
points (black). 




2.2 Local Perspective-Invariant High-Level Matching 

After all plane candidates are identified, corresponding planes in the stereo pair 
have to be found. Therefore a rectified ‘plane image’ of each plane is constructed. 
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Each intersection leads to a point in the plane representation (Fig. 4(a+b)). 
Correspondence of two planes is found by comparing the plane representation of 
possible plane pairs. The advantage of using rectified planes is the elimination 
of distortions in the grid. Fig. 4(c) shows the matching results for the plane pair 
in Fig. 4(a,b). 





Fig. 4. High level plane representation: each intersection of a plane is represented as 
a pixel in the perspective invariant plane representation. Segmentded plane from (a) 
left view, (b) right view, (c) Matching results for (a)-(b), intersection points with no 
correspondence are marked black. 



It has to be mentioned, that a plane representation can flip about 90 degrees 
if the perspective geometry distortion results in a rotation of the plane in the 
image which is larger than 45 degrees. This case occurs only, if the tilt angle of 
this plane is larger than the maximum tilt angle of a plane that can be handled 
by the vacuum sucker. We therefore call the representation in the sense of its 
scope locally projective distortion invariant. 




Fig. 5. (a) Segmented plane candidates from left view (above) and right view (below), 
(b) Computed 3D coordinates of all detected planes of the observed scene 
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2.3 Top-Down Verification and Refinement 

The bottom up strategy is now followed by a top down verification and refi- 
nement. False matches can be identified applying a consistency check in 3D. If 
the reconstructed coordinates exceed given limitations the 2D plane match is 
classified as false. Fig. 5(b) shows the reconstructed world coordinates of the in- 
tersection points of all segmented planes (Fig. 5(a)). The topmost plane should 
be selected for picking. Our experiments show, that a removal of the topmost 
object makes it possible to pick more than one object after one reconstruction 
step of the whole scene. To improve the determined world coordinates all in- 
tersection pairs are computed with subpixel accuracy. This is performed by grey 
level matching in a restricted search area within intersection points. 

Once a plane is determined in 3D, a grip point is selected. If there are no 
special restrictions about the shape of planes (e.g. holes in the distinct surface 
patch), its center of gravity can be selected as a grip point. 



2.4 Experimental Results 

The experiments were performed with different kinds of industrial parts^. 127 vi- 
sible planes were manually counted in eight stereoscopic images. 137 planes were 
totally segmented. 127 (92.7%) of the segmented planes were detected correctly. 
Some of the correctly segmented planes were split into two ore more representa- 
tions (28, 20.4%). This is no problem as long as the split up representations are 
large enough for a grip point selection. 

For the computation of 3D planes, 43 plane candidate pairs (86 planes) of 
the stereoscopic images were selected. Criteria for the selection are the size of 
a plane candidate and the disparity limitations. 35 planepairs were matched 
correctly (81.4%). It has to be mentioned, that the top plane candidates (i.e. 
best candidates for gripping) were always detected correctly. 

3 Exact Pose Determination 

In this section the methods for determining the exact pose of an isolated object 
picked out from a bin as described in Sect. 2 are presented. We propose a pose 
determination method combining an adapted eigenspace method for an initial 
estimation and a model-based technique for the refinement. The geometric rela- 
tions between the camera and the workplace (Fig. 7(a)) remain unchanged and 
are calibrated. Therefore the number of eigenspace parameters can be reduced 
to one: the rotation angle (p around the z-axis of the workplace. 

Each object is learned separately, obtaining a number of trajectories in the 
eigenspace equal to the number of stable poses suggested by the ground plane 
constraint (see Fig. 6). Each trajectory is parameterized by the rotation angle (p. 
Missing views are interpolated using cubic splines. 

an online video is available at http://www.icg.tu-graz.ac.at/~Research/M+R/ 



1 




380 G. Bachler et al. 




stable pose 1 stable pose 2 stable pose 3 stable pose 4 

Fig. 6. Four stable poses of an industrial part 



A set of trajectories for four stable poses is shown in Fig. 7(b). We ob- 
served a maximum error for the angle 0 of ±3 degrees. This relatively poor 
result is due to our sample width of ten degrees and needs no improvement 
since we are interested just in an estimation. Additionally to the stable pose 




Fig. 7. (a) Geometric relations between world coordinate system (Aw, Wv, ^w), work- 
place coordinate system camera coordinate system (Ac, Fc, and 

image coordinate system (b) The first three coordinates of a set of trajecto- 

ries in eigenspace with interpolated samples 



and the rotation angle (j) we propose a method to obtain a translation vector 
V = (W,Fy,W)^ (Fig. 8) for the object in the workspace coordinate system. 
The eigenspace parameter (j) is object centered. There is no a priori information 
about the translation of an object on the workplace. A CAD-model in the stable 
pose (detected with the eigenspace method) is virtually put at the center of the 
workplace, rotated by the angle (j) and transformed into the camera coordinate 
system (Fig. 8(a)). From those points which define the bounding rectangle of the 
projected CAD-model we obtain a 2D - 3D correspondence for four points. The 
bounding rectangle of the projected CAD-model is mapped onto the bounding 
rectangle of the captured object. The coordinates of the image points defining 
its bounding rectangle are now used to estimate the translation vector. The gro- 
und plane constraint suggests the z-coordinate of the vector V to be zero, since 
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(a) (b) 



Fig. 8. The CAD-model projected onto the image of an object in an unknown pose 
using: (a) only the stable pose and the rotation parameters; (b) the stable pose, 
rotation and translation parameters found by the proposed method 



the object lies on the xy-plane of the workplace coordinate system. This allows 
to solve the over deter mined system (8 equations, 2 unknowns and Vy) by 
some standard method taking into account possible outliers. Hence a translation 
vector is computed, the CAD-model can be virtually moved on the workplace by 
V = (14, Dy,0) and projected again using the set of estimated pose parameters 
(j) and V. Fig. 8(b) shows the result for an industrial part. The parameters esti- 
mated by the proposed method are input to a model-fitting technique. For fast 
and robust convergence a good initial pose estimation is needed. The results of 
our approach are promising and the adaptation of a model-fitting technique for 
the special requirements in the described assembly cell is subject to future work. 



4 Conclusion and Future Work 

We presented a three-step concept for an automated vision driven assembly 
cell. Bin-picking is already implemented in an industrial environment. Our ex- 
periments show a robust and accurate behaviour of the proposed method. This 
system is currently under heavy industrial testing. The initial experiments of 
the pose determination task promise to be a useful extension to the bin-picking 
module. The advantages of the proposed concept are: 

1. The subdivision into three independent modules enables a flexible, fast, ro- 
bust and accurate handling of various industrial objects. 

2. No information about a single object is needed for the bin-picking task. 

3. One universal manipulator, a vacuum sucker, can be used for picking objects 
of any shape. 

4. The pose determination task can be easily adapted to new parts by simply 
substituting the CAD model and the eigenspace representation. 

Future work will focus on the optimization of the bin-picking task, the indu- 
strial implementation of the pose determination module and the development of 
a concept for the inspection module. 
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The CAIP’99 invited lecture overviews the recent development in the scene re- 
construction in the context of the Prague research contribution to it by the 
Center for Machine Perception. 

3D Scene Reconstruction from (uncalibrated) 2D images 

The second half of nineties witnessed a qualitative move from stereovision that 
remained for a long time in a one hundred old photogrammetric framework 
providing relation between two views only. The new impulse was the discovered 
trilinear and quadrilinear relation among views in projective geometry. Another 
impulse was the transition from Euclidean using calibrated cameras to projective 
reconstruction where uncalibrated cameras are sufficient. The observations of the 
scene provides extensive number (tenth of) images that yield qualitatively better 
results than before. 

The topic will be overviewed from the perspective of own achievements: (a) 
interpolation from two images [10], (b) relation among interpolation, extrapo- 
lation and reconstruction of a full 3D model [13], (c) projective reconstruction 
from three uncalibrated images [11], (d) introduction of the oriented projective 
reconstruction [14,12], (e) selection of an optimal set of reference images [1], (f) 
search for correspondences if observer just translates or rotates [12], (g) the at- 
tempt to generalise a dense sequence correspondence to more general cases [9], 
(h) autocalibration from uncalibrated views [8,4]. 

Omni-directional Vision 

Epipolar geometry and egomotion estimation algorithm for central panoramic 
cameras was developed and presented [6,3,7]. Design and image formation for 
newly defined central panoramic cameras have been studied [5]. New approach 
to mobile robot localization has been proposed [2]. The approach relies on a 
visual map comprising panoramic images which are represented in a rotationally 
invariant manner. 
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Abstract. The introduction of image distortion during compression is of 
widespread concern, to the extent that the nature and size of the distortion may 
influence the choice of codec. The ability to quantify the distortion for 
particular applications is therefore highly desirable, particularly when options 
for new compression standards (such as JPEG 2000) are being considered. We 
report on the performance of several degradation measures that have been 
evaluated on optical imagery having previously undergone compression by the 
JPEG, wavelet and VQ codecs. The results show the relationship between the 
subjective National Imagery Interpretability Rating Scale (NIIRS) and several 
numerical image quality measures. An insight is provided into factors 
influencing NIIRS evaluation. 



Introduction 



In recent years we have witnessed a continued growth in digital image processing applications. 
As data volumes have increased, bandwidth and storage capacity have, in many cases, been 
placed at a premium, and attention has shifted towards image compression. The suitability of a 
particular type of compression algorithm is frequently application dependent. For example, 
when consistency between the reconstructed and original image is paramount then a lossless 
approach is usual. However, the reduction in data volume achieved by lossless techniques is 
comparatively low (usually in the order of 2 to 1). Lossy techniques can achieve greater data 
reduction by weakening constraints on reconstructed image fidelity. The manner in which the 
information can be sacrificed has given rise to the multitude of algorithms occupying this 
category. 

Lossless compression is assessed on the amount of data reduction achieved and on the 
complexity and execution time of the algorithm. The assessment of lossy compression 
algorithms is more difficult because information loss must be quantified in some way. Usually 
numerical measures, such as Mean Squared Error (MSB) and Peak Signal to Noise Ratio 
(PSNR), are used in conjunction with the resultant number of bits per pixel to produce the 
familiar bit-rate distortion graphs. However, it has been reported that MSB and PSNR do not 
correlate well with a subjective assessment of image quality. Recent studies of the human 
visual system (HVS) have spawned various image quality measures[l] and compression 
schemes[2][3] that model aspects of human perception. Even though a complete model of the 
HVS is beyond current capability, simple HVS weightings have been included in scalar image 
quality measures, and have reportedly improved correlation under subjective assessment. 

In the military domain, the adoption by NATO of the National Imagery Interpretability Rating 
Scale (NIIRS) for the assessment of reconnaissance imagery has provoked interest. NIIRS has 
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developed under the auspiees of the Imagery Resolution Assessments and Reporting Standards 
(IRARS) eommittee. It eonsists of integral levels ranging from 0-9. Higher values indieate a 
eapability to support higher and more detailed analysis. The assignment of NIIRS level is a 
task-driven aetivity to deteet, distinguish between, and identify speeifie imaged objeets. If the 
parti eular objeet does not appear in the image, the lA must imagine it to do so and assess the 
image aeeordingly. The overhead assoeiated with training Imagery Analysts (lAs) to be 
profieient at NIIRS rating ean be eonsiderable. In response to this, and requests for less military 
orientated eriteria, IRARS issued the Civil NIIRS [4], together with agrieultural, eultural and 
natural definitions whieh were quantised to tenths of a rating based on statistieal studies 
amongst NIIRS rated lAs. 

In parallel with our researeh into image quality, the emerging JPEG 2000 eompression 
standard has provided a stimulus to assess the effeets of eurrent JPEG and future wavelet based 
eodees on NIIRS. The eurrent JPEG standard algorithm has been ineorporated into many 
existing military image file formats sueh as NITFS[5], STANAG 7023, STANAG 
4545/NSIF[6], with JPEG 2000 already earmarked for inelusion in NITFS[7] on its issue. It is 
within this eontext that our study is seoped. 

This paper presents the results eolleeted from experiments into the subjeetive and numerieal 
evaluation of digital imagery whieh has undergone lossy eompression and deeompression, 
thereby ineurring distortion. The intent is to identify numerieal measures that might be used to 
automatieally and intelligently apply eompression within imagery intelligenee (IMINT) 
systems to satisfy the NIIRS requirements of end-users on distributed intelligenee networks. 



Assessment Study 



The study used digital versions of the ealibration images assoeiated with the Civil NIIRS Seale 
(Figures 1-16). Eaeh of the sixteen images was sampled onto 512*512, 8 bit pixels, and was 
eompressed separately using the JPEG[8], wavelet[9] and VQ[10] eodees. The eompression 
ratios were 2, 5, 10, 15, 20, 30, 40 and 50:1 for the JPEG and wavelet algorithms. Algorithmie 
eonstraints led to VQ eompression rates of 2, 4, 9, 16, 20, 30, 42 and 49:1. These provided a 
suffieiently elose eorrespondenee with the JPEG and wavelet eompression rates to faeilitate 
direet eomparison. 

The sealar quality measures[ll] assessed in this study are listed in Table 1. All of the 
measures are bivariate, that is, they measure the differenees between eorresponding samples in 
the original image, f , and the (reeonstrueted) eompressed image, f '. The study also evaluated 
graphieal image quality measures, sueh as histograms and Hosaka plots[12], against the results. 
However, the dimensional ineonsisteney between the graphieal measures and the NIIRS rating 
did not faeilitate eorrelation. Of parti eular note in Table 1 are the measures that ineorporate a 
degree of loeal eorrelation with adjaeent samples and those whieh apply a reeent and simplistie 
HVS model into their ealeulations. They inelude the HVS versions of Normalised Absolute 
Error (NAE,13), Normalised Mean Squared Error (NMSE,16), L2 (18,19,20). 

Following a numerieal analysis of eompressed imagery, a subjeetive assessment of the same 
imagery was organised with the eo-operation of aetive and NIIRS qualified Image Analysts 
from military intelligenee eenters aeross England. Seven Image Analysts were asked to NIIRS 
rate the suite of eompressed imagery using the Mareh 1996 release of the IRARS Civil NIIRS 
Referenee Guide. The images were systematieally presented to the lAs in sequential order of 
inereasing original NIIRS level and of inereasing eompression. The assigned absolute NIIRS 
ratings from eaeh lA were reeorded and used to form an average rating for eaeh image at eaeh 
level of eompression using eaeh of the three eompression algorithms. 

During the NIIRS rating exereise, lAs eonsistently indieated that NIIRS ealibration images 5a, 
6a, 7a, 8b and 9a were unsuitable for NIIRS assessment in view of the spare features or unusual 
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subject matter which made correspondence with NIIRS definitions difficult. These images were 
pruned from the study to avoid unnecessary bias caused by inaccurate NIIRS scoring. 

With both objective and subjective assessment of imagery complete, the average NIIRS 
ratings were evaluated for each image at each level of compression and correlated, using the 
Pearson correlation coefficient, with the corresponding objective measures. 



Results and Discussion 



Graphical results obtained from the NIIRS assessment of imagery are shown in Figures 17 to 
19 illustrating the degradation under JPEG, wavelet and VQ compression respectively. Figure 
17 details the average NIIRS rating of JPEG compressed imagery over the considered interval 
of compression. It is interesting to note the slight deviations from the ideal of the NIIRS ratings 
at the compression ratio of 2:1 (which is nearly lossless). This is indicative of the inherent 
inaccuracies of subjective analysis amongst a diverse analyst population. Most images show a 
similar decline in NIIRS rating as the compression ratio increases, with the rate of degradation 
increasing slightly at low bit rates. Image 9b shows an unusually steep decline at high 
compression. During assessment, lAs remarked that this image was sparsely populated with 
features and the field of view was narrow compared with aerial reconnaissance imagery which 
they were more used to analysing. Both these properties made image 9b particularly difficult to 
assess under high compression against a list of criteria in the NIIRS definitions which were not 
present in the scene and presented difficulty in imagining them in the scene as NIIRS 
recommends. Image 4b also presented some uncharacteristic behaviour by maintaining an 
almost uniform level of average NIIRS rating across the spectrum of compression. Again, the 
exemplar image depicts a scene consisting mainly of large regions of wooded areas with a 
small farm building as the centre of focus for the I A. The large areas of uniform texture 
retained their characteristics sufficiently under compression to subjectively reduce the NIIRS 
degradation. 

Figure 18 represents the average NIIRS rating of imagery under wavelet compression. It is 
interesting to observe the very close similarities between subjective assessment of JPEG and 
wavelet compressed images. The patterns of NIIRS degradations show a steady trend 
downwards and again images 4b and 9b show the effects of spare features in subjective image 
assessment. It is of interest to note the slightly improved NIIRS assessment of images 8a, 7b 
and 6b at low bit rates using wavelet compression than that obtained by JPEG. 

Figure 19 illustrates the degradation of NIIRS under vector quantisation compression. Again, 
at first sight, the general pattern of decay in NIIRS reflects the overall pattern shown by JPEG 
and wavelet compression. However, closer examination reveals that there is a faster decay in 
images 8a, 7b and 6b between compression ratios of 4:1 to 50:1. It is thought that this decay is 
brought about by the transition to smaller more detailed features in the high NIIRS example 
imagery. The inherent blocking characteristics which appear at low compression in vector 
quantised images quickly affect the fine structure of such features influencing the subjective 
assessment. Unlike JPEG blocking artefacts, which remain at constant 8*8 pixel size, 
regardless of compression ratio, VQ compression was realised by increasing the block size as 
the compression increases and maintaining the same size of codebook. The boundaries between 
blocks become discontinuous quickly as the compression ratio increases. The VQ NIIRS levels 
also display significantly lower values at the most compressed level of 49:1 than those obtained 
using JPEG and wavelets. 

Figure 20 depicts the average correlation of NIIRS ratings and numerical measures across all 
images. It is apparent that the entire library of numerical measures used in this study were 
better able to reflect the NIIRS degradation in wavelet and VQ compressed imagery than they 
were with the JPEG compressed imagery. This is in part due to the ability of wavelet and VQ 
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compression to encode the imagery to produce an optimally minimised MSB image on 
reconstruction. The wavelet encoder produces embedded codefiles which ensure that recovered 
bits minimise optimally the MSB of the reconstructed image when decoded. Since MSB has 
been shown to provide a good correlation with NIIRS evaluation in this study, the use as a 
controlling parameter in the wavelet codec has been shown to provide a higher degree of 
correlation with the NIIRS assessment. 

In common with wavelet compression, VQ compression uses MSB to optimise the codebook 
generation during compression. At each level of compression, the algorithm optimises a 
codebook collection of model blocks using the Generalised Bloyd Algorithm (GBA) to 
minimise the MSB of the reconstructed image. 

In considering the results presented in Figure 20, it would appear that the following numerical 
image quality measures provide very good correlation with NIIRS ratings when applied to 
JPBG and particularly to both VQ and wavelet compressed imagery. 

Mean Square Brror (1) 

Image Fidelity (8) 

PMSB (10) 

Normalised MSB (14) 

The unexpectedly good performance of MSB with NIIRS degradation appears to negate much 
of the criticism of its low correlation with subjective assessment. These results support recent 
studies from academia[ll] which found that the latter three of the above measures were 
amongst the best metrics in their subjective/numerical image quality correlation project. 

During the subjective assessment of imagery by lAs, a number of points arose which are 
deemed worthy or relating. When corresponding image features to NIIRS definitions, opinion 
was expressed that UK analysts are more familiar with Buropean terrain. The NIIRS level 2 
criteria to identify road patterns, like clover leafs, on major highway systems, does not take 
account of the typically larger scale of clover leafs in the US than those found in the UK and 
Burope. Indeed many frequent image features such as house spacing (NIIRS level 3 criteria) 
and car sizes (NIIRS level 6 criteria) vary considerably between the UK and the US. It was 
suggested that such criteria might contain regional variations in future issues of the NIIRS 
definitions. 

During the post assessment discussion, the lAs were asked for their preference of 
compression. Their view was based on the blocking artefacts present from the JPBG and VQ 
compression codecs at high compression and the blurring inherent in the wavelet compression 
at high ratios. Five lAs indicated their first preference was for the JPBG algorithm with their 
second preference for wavelets. Two lAs indicated they favoured the wavelet compression with 
JPBG as their second choice. All lAs indicated VQ compression as their last preference. This is 
supported by the average NIIRS ratings as depicted in Figures 17, 18 and 19 which indicate less 
visual disortion using JPBG than wavelets except at low bit rates. The lAs expressed concern 
about the appearance of localised artefacts when viewing highly compressed wavelet 
compressed imagery and indicated that the artefacts could easily be misidentified as genuine 
image features in reconnaissance imagery. The lAs also indicated that they could, to a limited 
extent, look through the blocking, apparent in highly compressed JPBG imagery depending on 
where the block boundary was placed relative to the image feature of interest. It was generally 
recognised that interpreting compressed imagery would become easier with experience of the 
artefact characteristics that a particular compression algorithm can produce. 
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Conclusions 



This paper has characterised the degradation of imagery under compression across the spectrum 
of interpretable NIIRS levels. The influence of image-feature content within the imaged scene 
and field of view at higher NIIRS levels on the accuracy of NIIRS rating has been 
demonstrated. A number of scalar, image quality measures have been shown to provide 
accurate correlation with the perceived subjective degradation of imagery. These measures may 
offer the potential of automatic application of compression to satisfy end-user NIIRS 
requirements. However, the value and robustness of HVS weighted scalar measures has not 
been proven in this study. 
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Figure 1 NIIRS image 1 



Figure 7 NIIRS image 5 a 



Figure 8 NIIRS image 5b 



Figure 5 NIIRS image 4a 



Figure 6 NIIRS image 4b 




























Figure 2 NIIRS image 2 



Figure 3 NIIRS image 3a 



Figure 4 NIIRS image 3b 
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Figure 9 NIIRS image 6a 



Figure 13 



NIIRS image 8a 



Figure 15 NIIRS image 9a 




Figure 14 NIIRS image 8b 
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Figure 16 NIIRS image 9b 
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Table 1. Scalar Image Quality Measures 



Image Quality 
Measure 


Formula 


1 MSE 


M 

I ! mn 

t=l7=l 


2 PSNR 


255^ 

10.0 * log 10 

MSE 


3 Average Distance 


M N 
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5 Normalised Cross 
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8 Image 
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9 Laplacian MSE* 
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10 Peak MSE 
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Normalised 
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Normalised MSE* 
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* Note that for LMSE 0(f(ij)) = f(i+l,j)+ f(i-l,j)+ f(ij+l)+ f(i,j-l)-4 f(i,j). For NAE, NMSE and 
Lj-norm 0(f(i,j)) is defined in 3 ways: 1) 0(f(i,j)) = f(ij) 2) 0(f(i,j)) = f(i,j)''’ 3) 0(f(ij)) = 

H((u^+v^)''^)f(ij) where u and v are co-ordinates in the DCT transform domain, 

f 0.554 

0.05e for r <1 
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Compression Ratio 



—0— Image 1 


— □ — Image 2 
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Figure 17 NIIRS degradation under JPEG compression 




Figure 18 NIIRS degradation under Wavelet compression 
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Compression Ratio 



Figure 19 NIIRS degradation under VQ compression 




Numerical Measure Index Number 



JPEG 



-Wavelet 
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Figure 20 Average eorrelation of objeetive measures with NIIRS 
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Abstract. Improvement of ’’Seeded Region Growing” (SRG) segmentation 
algorithm based on the pyramidal representation of image is deseribed. 
Segmentation starts from the proper eoarse level of pyramid using seed points 
ehosen by the operator. Segmented eontours are projeeted to the level below. 
On eaeh subsequent level, SRG algorithm is applied only to pixels inside the 
window of variable size near the projeeted eontour whieh leads to the linear 
dependenee of exeeution time on the image size. Implementation exploiting the 
graphie user interfaee allows various forms of the interaetive eontrol of image 
segmentation. 



1 Introduction 

Segmentation is one of the most challenging problems of digital image processing. 
Methods based on the principles of watershed algorithm [I] where gradient image can 
be viewed as a topography achieved the popularity during this decade. Boundaries of 
segmented regions are determined by ridges which guaranties that the segmented 
region contour will be always closed. 

The similar principle was exploited in ’’Seeded Region Growing” algorithm (SRG) 
[2]. The seed points value represents the initial value of each growing region. Regions 
grow ”in parallel” and points where they touch each-other are labeled as boundary 
points. The parallel grow of regions is simulated by the sequential algorithm with 
some drawbacks like that the order of scanned pixels has influence on the final shape 
of segmented boundary. These drawbacks were analyzed in [3] and ’’Improved 
Seeded Region Growing” (ISRG) algorithm was proposed in which the results of 
segmentation are independent on the order of pixel evaluation. However, ISRG 
doesn’t improve SRG from the point of view of execution time. Therefore, our goal 
was mainly to improve the speed of segmentation. This attempt resulted in an 
algorithm called ’’Pyramidal Seeded Region Growing” (PSRG) which is the subject of 
this contribution. It is based on the hierarchical (pyramidal) representation of image. 

Pyramid is such a data structure where the original image represents the base of 
pyramid (level 0) and each subsequent level lying above the base is the coarser 
version of the previous one. The simplest form is pyramid 2x2, where each point with 
coordinates (i,j) of level k is the average of corresponding 4 points from level k-1. 
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■ r=0 v=l 



r=0 s=0 



k-\,2i+r,2 j+s 



( 1 ) 



Top level is represented by single pixel (root). Fig. 1 shows selected levels of pyramid 
of thermoelectrophoresis image magnified to their original size. Among many 
algorithms exploiting pyramidal representation, the most valuable ones (from the 
point of view of speed) are these allowing top-down flow, where the preliminary 
computation is performed on upper (coarse) levels and results are progressively 
improved ’’downwards” the pyramid. 




T=0 



T=4 



L=5 



Fig. 1. Selected pyramid levels (T=0, 4, 5) of the thermoelectrophoresis image. Image on each 
level L is proportionally enlarged to keep the size of displayed level constant. 



2 Pyramidal Seeded Region Growing Algorithm (PSRG) 

Let DoSRG is original SRG algorithm applied to the image on level k of the pyramid. 
Let SSL is sequentially sorted list of pixels ordered according to the similarity value 

5(x) = |g(x) - mean( )| . (2) 

where g(x) is the gray level of the pixel x and A. is i-th growing region connected 
with pixel x. (See [2] for details). 
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Algorithm DoSRG (7c) ; 

Label seed points; 

Put neighbors of seed points into the SSL; 
while the SSL is not empty do 
Remove first point Y from SSL; 
if all neighbors of Y which are already 
labeled (with other than the boundary label) 
have the same label then 
Set Y to this label; 

Update mean of corresponding region; 

Add neighbors of Y which are neither already 
set nor already in the SSL to the SSL 
according to their similarity; 

otherwise 

Flag Y with the boundary label; 

endwhile 
end . 

Our pyramidal version of algorithm (PSRG) can be described as follows: 

Algorithm PSRG() ; 

Build the pyramid of intensity images P; 

Select the proper starting level SL; 

DoSRG(S'L) ; 

for k=SL down to 1 do 

Project labels from level k to k-1; 

Update all regions; 
for each pixel Y on level k do 
if Y is labeled as border then 

for each pixel X from window Y ± w; 

Unlabel X; 

Update running mean of region; 

endf or 
endif 
endfor 

for each pixel Y on level k do 
if Y is unlabeled then 
Test its neighbors; 

if neighbor X of Y has a region label then 
Unlabel X; 

Put X into SSL according to 5(X) ; 

Update running mean of region; 

endif 
endif 
endfor 
DoSRG(A-l) ; 
endfor 
end . 
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Pyramidal approach to SRG algorithm is based on the successive refinement of the 
objects contours segmented on the coarser representation of the image. Only pixels in 
the vicinity of contours segmented on the previous (coarser) level are evaluated. 
Procedure DoSRG is applied just to this reduced set of pixels. This process is repeated 
on each pyramid level until the full-resolution image is reached. Subroutine DoSRG is 
either original SRG described above or the improved one (ISRG) published in [3]. 

The general problem of any pyramidal edge detection algorithm is the deformation 
of contour when performed on coarse level. Coarse-to-fme tracking is therefore 
a kind of operation “reverse” to pyramid building when algorithm tries to find the 
exact edge points positions near the contour predicted by the coarse level. The 
question is how large this fine-search window should be. In some algorithms is this 
size given by the type of pyramid (e.g. overlapped pyramid 4x4 in [4] ,[5] ). 
Calculations in [6] showed that the contour deformation between two successive 
levels is within + 2 pixels range assumed that each coarse level is blurred version of 
the previous one using Gaussian filter with Aa = 1. 

Non-overlapped pyramid 2x2 has been exploited in PSRG and the search area in 
the vicinity of predicted contour is determined by the area consisting of pixels 
unlabeled by an “unlabeling window”. Each pixel outside this area takes label from its 
parent. There exists the built-in conflict in PSRG between the degree of image 
smoothing (start level) and the precision of final detection. More coarse levels of 
pyramid concentrate the global information. It depends on our requirements how 
much we will force algorithm to respect their estimation. 

It is desired to suppress unnecessary details of contour shape (along with the noise) 
and then the size of unlabeling window w=4 pixels is sufficient (2 sons + 2 pixels 
from both sides). On the other side, such limit leads to the poor detection of objects 
with elongated parts (Fig. 2a) and therefore the variable unlabeling window size is 
necessary (Fig. 2b). The criterion for the determination of unlabeling window size 
should reflect the homogeneity of corresponding region. If this region is 
inhomogeneous enough, border pixels can be projected correctly and unlabeling 
window can remain small, otherwise its size is increased until the corresponding area 
becomes inhomogeneous. 




a) b) 



Fig. 2. Effect of unlabeling window size on objects with elongated parts, a) constant size 4x4 
b) algorithm controlled variable size. White spot inside the dark region is seed point 
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3 Interactive Approach to Segmentation Using PSRG 

A number of practical problems of image segmentation can be efficiently solved only 
with the assistance of human operator. An interactive principle is included on all 
versions of SRG algorithm, because the initial step is the manual enter of seeds. Our 
goal was to allow some other forms of interactive pre-requisite, intermediate and post- 
processing manipulation. 

The most important step in the pre-processing phase is the selection of proper 
initial level which can be supported as follows: 

- operator can control the displayed level of pyramid using keyboard arrows, 

- the cursor size is changed proportionally to the pixel size on current level, 

- when operator moves cursor on some level, the information about the underlying 
region homogeneity is shown continuously. This helps the operator to set the seed 
position which represents homogeneous region with the prospect of growth. 
Post-processing interactive correction can perform additional segmentation of area 

which was detected as one object but evidently consists of more objects. Additional 
seed points can refine the original segmentation. If the gradient between two objects 
is too low then algorithm is very often unable to locate border according to operator’s 
expectation. However, operator can permit post-segmentation growth of preferred 
object. Ambiguous area can be interactively erased and SRG is applied to the erased 
area again. Seed points are kept unchanged, but similarity criterion is changed as 
follows: 



5,(x)= Cj |g(x) - mean( Aj )| . (3) 

where is user supplied coefficient. Smaller weights should be used for objects 
with preferred growth. The result of post-processing correction of segmented area is 
shown in Fig. 3. 
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Fig. 3. Result of the region weight change in the post-processing phase 
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4 Implementation 

Programs were written using Borland C++ 5.02 exploiting Object Windows Library 
for GUI control and Borland container classes library which allows simple 
programming of data structures like SSL (Sequentially Sorted List). 

Algorithms has not been optimized from the point of view of speed yet. 
Optimization of operations with SSL (memory management) which consumes most of 
operation time should substantially improve execution time in Table 1. 

PSRG has been implemented in two versions as a stand-alone Windows program 
and as a plug-in module of free image processing program ImageTool (developed at 
the University of Texas, San Antonio, available from [7]. 



5 Discussion and Conclusions 

This contribution deals with improvement of ’’Seeded region growing” algorithm 
accomplished by its pyramidal version with interactive control options. 

Pyramidal approach leads to 0(log n) execution time as can be expected in 
algorithm based on hierarchical top-down principle. Table 1 compares execution time 
starting from various levels of hierarchical image representation. It implies that the 
execution time in PSRG depends linearly on image size and in the case of traditional 
SRG (equal to PSRG starting from level 0) is this dependency quadratic. 

However, this rule is true only for the relatively small number of objects. In fact, 
execution time is proportional to the sum of perimeters of all contours detected on the 
pyramid. For many small regions this time can be higher then in original SRG. This 
limit is less substantial if we take into account that SRG itself usually requires 
manual enter of seed points which automatically limits its exploitation for images 
containing many objects. 

There are also another factors influencing PSRG speed. Noise-free image allows 
immediate processing of pixels near the growing region without the need to keep 
them in the SSL. Short SSL list means efficient sorting, which is the most time 
consuming part of algorithm. Reduced number of gray levels has the similar positive 
effect to the SSL length. Elongated objects (or its parts) requires larger unlabeling 
window which has the negative influence to algorithm speed, too. 

Fig. 4 shows the results of segmentation for 256 x 256 image from Table 1. The 
same seed positions was used for all cases. Only the minor differences between 
results achieved by PSRG and SRG algorithms are visible. 

Proper attention has been paid to the selection of starting level. Very coarse 
starting level leads to the destructive loss of details and finally to wrong 
segmentation, unnecessary fine starting level decreases the efficiency of PSRG. The 
general rule for the optimal selection of start level cannot be found because problem 
is task-dependent and image-dependent. Some auxiliary information (e.g. Interest 
measures in [4] ) can help us to make a decision and we implemented them into the 
interactive part of algorithm. Therefore, interactive supervision is not only a question 
of program ’’look”, but represents the way to accomplish successful segmentation. 




Pyramidal Seeded Region Growing Algorithm 40 1 




SL^O 



SL=l 



SL=2 




SL=3 SL=4 SL=5 



Fig. 4. Results of segmentation for PSRG started on different SL (start level). If SL = 0, then 
PSRG is redueed to original SRG algorithm without exploitation of pyramid. 





SL = 0 


SL= 1 


SL = 2 


SL = 3 


SL = 4 


SL = 5 


256 X 256 


12.5 


1.5 


1.0 


0.52 


0.45 


0.32 


512 X 512 


184 


16.9 


5.6 


4.6 


2.6 


0.86 



Table 1. Dependenee of the exeeution time on SL (start level). Time is given in [s], SL value 
is equal to the number of hierarehy levels used in PSRG. *SZ=0 eorresponds to traditional 
SRG without exploitation of pyramidal image representation. 
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If SRG represented the novel approach to segmentation, ISRG improved the 
precision keeping the speed almost constant, PSRG presented here augments both 
above mentioned methods and increases its speed. In addition, PSRG forces contours 
to keep the approximate shape given by coarse level which can partly remove 
unnecessary details (see low-gradient part of image on Fig. 4). If details are desired, 
PSRG should start from less-smoothed level. 

This work was supported by the grant # 2/5142/98 of Slovak Grant Agency VEGA. 
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Abstract. In this paper, a multi-image region growing algorithm to ob- 
tain planar 3-D surfaces in the object space from multiple dense disparity 
maps, is presented. A surface patch is represented by a plane equation 
and a set of pixels in multiple images. The union of back projections 
of all pixels in the set onto the infinite plane, forms the surface patch. 
Thanks to that hybrid representation of planar surfaces, region growing 
(both region aggregation and region merging) is performed on all images 
simultaneously. Planar approximation is done in object space by linear 
least square estimation using all data points of the region under question 
in all images. Linear edge segments detected on colour images are used 
for constraining the region growing during the region aggregation phase 
as well as for detection of borders of surface patches. Experimental re- 
sults on disparity maps obtained from high-resolution aerial images of 
urban areas demonstrate the performance of the algorithm. 



1 Introduction 

Reaching at meaningful 3-D surface descriptions from a depth map (either from 
a laser scan camera or from a stereo pair) is one of the challenging problems of 
computer vision. An important phase of this 3-D reconstruction process is the 
segmentation of the image into regions which correspond to continuous surfaces. 
Once the image is segmented, each surface can be modelled by parametric surface 
models or by implicit functions. 

When multiple depth images are available, we have more information ab- 
out the underlying structure: First of all, some surfaces that cannot be seen in 
an image may be seen in another one. Using sufficient number of views with 
various viewing angles, we may even have a complete description of all visible 
surfaces. Secondly, more measurements are available, so parametric surfaces are 
statistically more accurate. Besides, a point to which a disparity value cannot 
be assigned in a stereo pair due to weak texture or matching ambiguities can 
have a disparity value in another pair, so we have less “holes” to guess for. 
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However, the introduction of multiple views makes the problem more compli- 
cated due to several reasons. If the images are segmented, the fusion of surface 
patches becomes difficult, because the segmentations, in general, are not stable 
across views. An alternative is to try to fit surfaces to a cloud of 3-D data points 
formed by measurements from all views. But in that case, useful information 
about the connectivity of the data points is discarded. 

In this paper, we present a method to obtain 3-D surfaces from multiple 
registered dense disparity maps using region growing (both region aggregation 
and region merging) in multiple images simultaneously. As a result, segmented 
regions are consistent across all views. By means of a hybrid representation, 
we can benefit from intensity edges while we perform 3-D reconstruction in the 
object space. 

This paper is organised as follows: In the next section, some related work is 
summarised. In section 3, the multi-image region growing algorithm is described. 
Section 4 shows some of the experimental results on disparity maps obtained 
from real images and Section 5 concludes the paper. 



2 Related Work 

Region growing is used frequently for range image segmentation [11], sometimes 
with the contribution of edge detection [13]. Algorithms for range image segmen- 
tation are not always directly applicable to disparity maps. Even in area-based 
stereo, there are large regions where a disparity value cannot be assigned due 
to weak texture, occlusion or matching ambiguities. Some other common pro- 
blems are false matches, disparity quantisation and artefacts caused by large 
correlation windows. 

[1] uses region growing and edge detection for segmentation from stereo. 
Using the segmentation results, some of the intensity edges are classified as 
depth discontinuities. Then all boundary line segments belonging to the same 
region are linked so as to form a closed contour. 

Another approach to disparity map segmentation is to accept colour image 
segmentation as initial disparity map segmentation. After planar approximation 
in each segment, region merging is applied considering the angle between normals 
of two neighbouring regions, the height difference along the border separating 
them and their colorimetric similarity[4]. A similar region merging method is 
presented in [8] . Disparity map is segmented into planar regions using histogram- 
based clustering, then some of the small regions are merged to neighbouring large 
regions depending on the orientation angles and average surface distance. 

For integrating range data from multiple sources, there are several approa- 
ches. One idea is first to detect depth discontinuities in each range image and 
then to fuse the resulting 3-D models (generally triangulated meshes) in the ob- 
ject space [6], [12]. This method is used when dense and accurate depth data is 
available. 

In integration of disparity maps, another possibility is to track matches in 
disparity maps obtained from successive images in a video sequence [9]. As a 
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result, outliers are detected and, by the help of Kalman filtering, the noise is 
reduced. Small surface gaps are interpolated using a parametric surface model. 
This method yields very successful results, but it requires large number of se- 
quential images where the distances between successive viewpoints are much 
smaller than the average scene depth. 

Another approach is to project all data points into the object space and then 
to fit surfaces to resulting 3-D point clouds [2], [5], [7]. In that case, we lose the 
connectivity of 3-D points in the images and we cannot benefit from edges. 

3 Multi-image Region Growing 

3.1 Surface Representation 

Man made environments contain mostly planar surfaces. For that reason, we 
approximate the surfaces with planar surface patches in 3-D. This polyhedral 
world assumption may be too strong, but, the region growing algorithm presen- 
ted can be extended to higher-order surfaces as done in [11]. A planar patch is 
defined by the equation 

Oj X -\- h y -\- c z -\- d ^ Q (^1^ 

describing an infinite plane in the object space and a set of pixels on views. The 
union of intersections of the infinite plane with the volume defined by each pixel. 

3.2 The Algorithm 

We assume that we have multiple disparity maps of the same area as well as the 
intensity images. As long as the calibration parameters are known, the camera 
locations and orientations may be arbitrary. 

A block diagram of the algorithm is depicted in Figure 1. Each step of the 
algorithm is explained in detail in the following subsections. 




Fig. 1. Block diagram of the region growing and 3-D reconstruction algorithm 
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3.3 Choice of Seed Points 

Each iteration begins with the choice of a seed point at a random coordinate of 
a random image. If the point does not satisfy the following conditions, another 
seed point is chosen: 

— The seed point should not be on or adjacent to an edge point. 

— The seed point should not be on or adjacent to a pixel that is not assigned 
a disparity value. 

If a valid or successful (i.e. leading to a large region) seed point cannot be 
found after a certain number of trials, the region aggregation phase is terminated. 



3.4 Region Aggregation 

First, an initial plane is calculated using the seed point and its 8-neighbours. 
At each image, we consider the neighbouring pixels of the region that has a 
disparity value and that are not yet assigned to any region. If the distance of 
the corresponding 3-D point to the plane is smaller than a threshold, then that 
pixel is added to the current region. In that case, the projections of the point 
where the line and the point intersect on the other images are also calculated. If 
a close depth value is found, that pixel is also included in the region. 

During region aggregation, the region is not allowed to cross edges. Edges may 
correspond to surface-reflectance discontinuities or illumination discontinuities 
as well as depth or orientation discontinuities. In the first case, the use of edges 
may divide a surface into several partitions, which is undesired, but such regions 
are merged later. On the other hand, this constraint prevents generation of 
wrong planar approximations when the seed point is near a roof edge (orientation 
discontinuity) or a jump edge (depth discontinuity). Besides, it prevents the 
region to invade into neighbours several pixels, depending on the angle between 
the surfaces, if the region cannot And a gap to leak into the other side. 

After each pass, the planar approximation is updated. The approximation 
is realised by least squares estimation that minimise the smallest distance from 
the plane to points belonging to the region in all views. Since outliers are not 
added to the set of points, we do not need to use complicated methods for planar 
approximation like least-median-of-squares[4]. 

When the region cannot grow any more, the expansion of that region is 
terminated. If the region is too small (less than 50 pixels in our implementation) 
it is removed, because such regions generally correspond to very rough surfaces 
that should be modelled using higher order surfaces. 

Note that the segments generated may have holes, they may not even be 
connected in some views. This is not a weakness but a virtue of the algorithm. 
Because, we know that unconnected parts of a region actually belong to the 
same surface since they are connected in some other view. 
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3.5 Region Merging 

Since depth maps may be oversegmented because of edges that constrain region 
aggregation or because of noise, two regions that satisfy the following require- 
ments are merged: 

— The two regions must be neighbours in at least one of the images. 

— If both regions are large (i. e. larger than 1500 pixels), 

— The angle between the normals should be small [4]. 

— The distance of the centre of gravity of each region to the plane of the 
other should be small. 

— If only one of the regions is large, the distance of the centre of gravity of the 
smaller region to the plane of the larger one should be small. 

— Each surface patch defines a mapping among the pixels in each view. Sum- 
of-squared-differences (SSD) is calculated on the intensity images for both 
regions. Then we assume that the regions are merged and we do a planar 
approximation for the merged region. The SSD calculated for the merged 
region should not be greater than the sum of SSDs of the two regions. 

3.6 Hole Filling 

Because of missing data, there may be holes in the regions. There are two pos- 
sibilities for such a hole. Either it is actually part of the region but could not be 
included due to missing depth values or noise, or there is another surface whose 
projection is inside the hole. To decide which is the case, each hole is tested to 
see if it satisfies the following conditions: 

— The average of squared differences between the plane and available data 
points inside the hole should be small. 

— The SSD of intensity images is evaluated over the hole assuming that the 
hole is part of the region. The SSD should be small. 

If the hole corresponds to another surface (like a chimney on a roof) then it is 
very likely that at least one of the above conditions is violated. 

3.7 Surface Boundary Detection 

Two different mechanisms are employed to detect surface boundaries precisely. 
Eirstly, in each image, the intersections of the planes corresponding to neigh- 
bouring regions are calculated and these 3D lines are projected to the image 
plane[8]. Any matching 2D line segment is assumed to be the line separating the 
regions. This way, roof edges are detected. 

Secondly, each 2D line segment in each image is tested to see if it corresponds 
to a jump edge in that image. Eor that purpose, we use a method similar to that 
of [1]. At each side of the edge, along a strip, several pixels away from the edge, 
the histogram of regions is calculated (see Eigure 2). The peak of the histogram 
is assumed to correspond to the main region at that side of the edge. If the 
height difference of the planes along the line is large [4], then the line is assumed 
to be a jump edge in that image and to be part of the boundary of the upper 
surface. 
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Fig. 2. Strips at two sides of an edge segment. 



4 Results 

For the experiments, we have used disparity maps obtained from high- resolution 
aerial images of urban areas generated by a multi-view stereo algorithm [10]. 
Figure 3a and Figure 3b show one of the images and the corresponding disparity 
map, respectively. Two such disparity maps of the same area are used to generate 
the 3-D model. For detecting linear edge segments in the colour images FEX 
program is used [3]. 

Figure 3c depicts the results of pixel aggregation. The segmentation map after 
region merging and hole filling is shown in Figure 3d. Figure 4 shows detected 
discontinuities projected on the original colour image. 

5 Conclusions 

In this paper, a new method for segmenting multiple disparity maps simulta- 
neously and for obtaining 3-D surface models, is presented. Planes are fitted 
to each segment and, using the linear edge segments detected on colour ima- 
ges, most of the surface boundaries are also detected. The performance of the 
algorithm is demonstrated on real images. 

Further research is going on for detecting closed boundaries of all surface 
patches and for generating visually pleasant VRML models. 
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Fig. 3. a) up left: One of the three views of the same area (1024x1024). Ground reso- 
lution is approximately 8cm x 8cm. Courtesy of Eurosense, b) up right: Corresponding 
disparity map. Darker points are closer to the camera. Unassigned pixels are white, c) 
down left: Segmentation results after region aggregation. Each segment has a different 
random color, d) down right: Segmentation results after region merging and hole filling. 
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Fig. 4. Discontinuities projected on the original color image. 
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Abstract In this paper a new approach to the problem of contrast en- 
hancement of gray scale images is presented. The algorithms introduced 
here are based on a model of a virtual particle, which performs a random 
walk on the image lattice. It is assumed, that the probability of a tran- 
sition of the walking particle from a lattice point to a point belonging to 
its neighbourhood is determined by the Gibbs distribution, defined on a 
specified neighbourhood system. 

In this work four algorithms of contrast enhancement are presented. The 
first algorithm traces the visits of the walking particle and determines 
their relative frequencies. The second operator assigns to each lattice 
point the probability of a stationary Markov chain, generated by the 
trajectory of the randomly walking particle. The third algorithm is based 
on a concept of a jumping particle and the last one uses the information 
contained in the statistical sum of the Gibbs distribution of the transition 
probabilities. 

1 Introduction 

Gontrast enhancement is one of the main fields of the low-level image processing. 
The aim of the methods of image enhancement is the improvement of the visual 
appearance of an image and its conversion to a form better suited for analysis by 
a computer vision system. The commonly used techniques can be divided into 
[ 1 , 2 , 3 , 4 , 5 , 6 ] : 

• spatial domain operations (convolutions with high-pass filter masks, unsharp 
masking, inverse contrast ratio mapping, local adaptive contrast enhancement, 
histogram transformations) and 

• frequency domain operations (high-pass filtering through the manipulation of 
the Fourier transforms, homomorphic filters, Wiener filters). 

The techniques of image enhancement perform quite well on images with 
uniform spatial distribution of gray values. Difficulties arise when the object 
and background assume broad range of gray tones or when the background 
brightness is strongly nonhomogeneous. 

The choice of a particular enhancement method is a difficult task, since there 
exists a whole variety of different algorithms. Additionally, it is difficult to com- 
pare the different methods, as there is no generally accepted criterion of image 
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quality. Moreover, the choice of a particular method must be adequate to the 
character of the image deterioration. 

This situation promotes the development of new universal methods, which 
could be applied independently of the way in which the image quality was de- 
graded. For this reason, new algorithms of contrast enhancement, based on a 
concept of a randomly walking particle have been developed. 

2 Random Walk Model 

Let the image be represented by a matrix B of size x B = = 

1, 2, . . . , yV^, j = 1, 2, . . . , Nc} and let the distance between the points (i, j) and 
(A:,/) be determined by the metric = max{|i — A:|, |j — /|}. Assuming that 

the neighbourhood of a given point (i, j) consists of points (A:,/), which satisfy 
the condition ^ us assume that the the virtual particle can visit 

its neighbours or stay in its temporary position. Figure 1 shows the particle’s 
trajectory for the neighbourhood system defined by A = 1 (eight-neighbourhood) 
and A = 2. In this work it was assumed, that the particle moves on the image 




lattice with probabilities derived from the Gibbs distribution formula 



Pij^kl = < 



m=A n=X 

E E 

m=— An=— A 



^ ^ cxpf ] 






( 1 ) 






> A 



where is the potential energy of (i, j) and T plays the role of the tem- 

perature of the statistical system. In this work V (i, j) is represented by the gray 
scale value of the image point (i, j). 

Let denote the transition probability, that the virtual particle starting 
from the point (i, j) visits in the n-th step the point (A:,/). Then the transition 
matrix II is regular, since every point of the image lattice is accessible from 
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any other point in fewer than Nr~\-Nc steps. For the eight-connectivity system 
the matrix II is is also aperiodic and there exists a limiting matrix II ^ which 
satisfies lim II ‘ = iT*. 

n — 5-00 

If the positive elements of the II matrix are denoted by • and the zero- 
elements by o, then the transition matrix for the eight-connectivity system on a 
toroidal lattice takes the form 




The shape of the transition matrix also guarantees the existence of the limiting 
distribution in this case, since the main diagonal and the two adjacent ones 
consist of positive elements only and by the theorem of Frechet this matrix is 
regular [7,8]. 



3 New Algorithms of Image Enhancement 

3.1 Method of Evaluating of the Frequency of Visits 

Using the 8-neighbourhood system, the transition probability (1) becomes [9,10] 



f exp{/j[y(yj)-y(A;4)]} 

1 1 

_ I XI XI exp{/3[y(yj)-yc+mj+?i)]} 






(3) 



P{i,j},{k,i) > 1 



Let the particle starts its movement from each lattice point (i, j) and let the 
area on which the particle can perform the walk be reduced to a square of 
n = (2/i+ 1)^ points (A:, 1) for which U /x. Additionally let the area 

has the topological structure of a torus. 

Then the virtual particle moving on the visits its points and after a large 
enough number of steps, a limiting frequency of visits will be established. 

Since it is assumed that the movement of the particle represents an evolution 
of a Markov chain, the particle after some steps "forgets” from which point it 
started its walk and its movement can not be distinguished from the trajectory 
of a particle, which started from a point (A:,/), which is in the neighbourhood 
relation with (i, j). 

In order to enhance the image contrast using the concept of a random walk, 
to each image point the relative frequency of visits T(i,j) was assigned 
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where is frequency of visits of (i, j) by a particle which started 

from the point (A:, /). 

In such a way, from the original image B a map of the frequencies of visits 
of each point can be obtained. The resulting image depends strongly on the 
temperature T and the parameter fi in (3). The decreasing of the temperature 
leads to a stronger enhancement of the image details and even small image 
features can be made visible. The parameter /x is also very important, as it 
should be large enough to enable the visualization of the local image structures. 

The results of image enhancement using this algorithm are shown in Fig. 3 
b). Starting from each point of the image lattice, the particle performed 1000 
steps at /? = 10 and /x = 15. 



3.2 Method of the Limiting Vector 

Let again the particle starts it walk from point (i, j) and let its movement be 
restricted to the area Dfj with the centre at (i, j). The transition probabilities 
for the eight-neighbourhood system are given by the Gibbs distribution (3) and 
the random walk can be viewed as an evolution of an aperiodic, regular and 
ergodic Markov chain. 

The second algorithm consists of assigning to each lattice point (i, j) the value 
of the limiting probability p* - = P{k,i),{i,j) < where is the 

probability of reaching in the n-th step the state (A:, V) when starting from (i, j). 
The limiting probabilities were obtained using the numerical algorithm of von 
Mises [11] performing seven iteration. The results of this algorithm are shown in 
Fig. 3 c) using the same parameters f3 and /x as in the previous algorithm. 



3.3 Model of a Jumping Particle 

Because there exist an infinitely many trajectories joining two points of an image 
lattice and the calculations of the limiting probabilities of a Markov chain are 
time consuming, a drastic simplification of the rules of the particle movement 
were introduced. 

Let the particle can move from a given point (i,j) directly to a point (A:,/) 
for which ^ fbis way the points (i, j) and (A:, 1) can be declared as 

neighbours, with respect to the metric p with parameter A. The probability, that 
the point (i, j) is visited in one step by particles jumping from the neighbouring 
points is 



P- 



^ki,ij ey^\){l3[V {k,l) - b(i,j)]} 



(2A+1) 



(h,i) 



Z{k,l) 



^kl,' 



1 + P(i,j),(k,l) ' 



( 5 ) 



where ^kipj is a variable decreasing with the growing distance between image 
points. Assigning to each lattice point (i, j) the probability Fij from (5) leads 
to an image with improved contrast. The effect of the algorithm is shown in 
Fig. 3 c). The choice of parameter A is once again very important. Taking small 
values of A results in enhancing very subtle details, whereas for large A values the 
algorithm generates an image in which only relatively large features are visible. 
The influence of the A value on the result of image enhancement depicts Fig. 2. 
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Fig. 2. Influence of the parameter A on the of contrast enhancement: upper left) 
marble stone surface, upper right) contrast enhancement at A = 5, bottom left) 
A = 10, bottom right) A = 15, (/3 = 10 in all three cases). 



3.4 Iterative Method of Contrast Enhancement 

Let once more the particle at the point (i, j) can visit its neighbours, that is 
points (A:,/) for which ^ Then the probability, that the particle will 

not jump to its neighbours, but stay in the temporary position is equal to 
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E E «(« 

n=-X n=-X 



■ P(i,j},(k,l) < P 



,i),(i+n^,i+^^) e^p{l3[V {i,j)-V 



In this way the non-zero probabilities are equal to where Z is the 

statistical sum - the denominator of (6). 

The assignment of the probability Pij^ij = to each lattice point leads 

to an enhanced image, which can be processed in an iterative way. This procedure 
is especially useful when applied to images with nonhomogeneous illumination. 
Figure 4 shows the successive iterations of the algorithm performed on a badly 
illuminated test image. As can be seen, the iterations lead to a binary image 
with maximal contrast. 



4 Conclusions 

In this work, four methods of contrast enhancement of gray scale images are 
presented. The main contribution of this work is the development of a quite new 
approach to the problem of contrast enhancement. Its essence is the combination 
of the random walk model and the Gibbs distribution property of the virtual 
particle walking on the image lattice. Although a very simple model of the po- 
tential energy was assumed, the obtained results are encouraging. The authors 
plan to compare the results obtained with the known methods of image enhance- 
ment using different measures of contrast and image quality and to verify the 
algorithms using a more sophisticated model of the image potential. 
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Fig. 3. The results of the presented image enhancement algorithms : a) test images 
(marble paper, fabric and satellite image), b) images obtained using the method of 
evaluating of the relative frequencies of visits, c) results achieved with the algorithm of 
finding the limiting probability of a Markov chain, d) images obtained using the model 
of a jumping particle (/x, A = 15, p = 10). 
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Fig. 4. The effect of the iterative procedure of image enhancement (successive itera- 
tions from upper left to bottom right, A = 15, /? = 10). 







Skeletonization on Projection Pictures 
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Abstract. The template method is one of the most often used group of 
image transformations in digital image processing. In this paper we try 
to reveal the possibility of template methods on the perpendicular pro- 
jections of 2D binary pictures. We examined the theoretical background 
of the template methods on projection pictures. As a result of this we 
created an algorithm, which accomplishes this template method. To il- 
lustrate the theoretical results, a special template method, the thinning 
method is implemented. 

Keywords, Skeletonization^ template method^ projection picture 



1 Introduction 

One of the most often used group of image transformations in digital image 
processing is the so called template method. This method is commonly used 
both in preprocessing and for obtaining specific features. 

This is especially true in the case of 2D binary pictures. To prove this state- 
ment let us refer to the thinning templates, which are used for skeletonization. 
The literature on this topic is quite rich [6,10]. Besides the thinning on the 
classical pixel- pixel type picture representations, investigations also include the 
picture representation based on the quadtree [2], run-length [8], and contour- 
coding [1,5]. 

It often happens in medical digital image processing that instead of the digital 
pictures only their projections are known. These projections are considered as the 
representations of the original pictures if the unique reconstructibility is assured. 
The following question arises: if the projections are considered as representations, 
how can the template methods, especially the thinning method, be applied on 
these picture representations. 

This paper deals with the possibility of template methods on the perpendic- 
ular projections of 2D binary pictures. We present the theoretical background of 
the template method on projection pictures, and as a result of this an algorithm 
has been created, which provides template methods on projection pictures. In 
the last chapter we implement a special template method, the thinning method, 
to illustrate the theoretical results. 
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2 Basic Definitions, Notations 

This chapter contains some well-known concepts of digital topology wich will be 
used later on. 

Definition 1. A set X C is called a digital set and its elements are called 
points. A function / defined on a digital set X with values {0, l,...,n — 1} 
(n € IN) is called an n- valued digital picture. If n = 2 then / is a binary picture. 

Definition 2. Let / be a binary picture defined on the digital set X. The set 
F — {p\f(p) = IjP £ X} is the foreground or object of the binary picture / 
and the set B = {p \ f{p) = O^p £ X} is the background of /. 

Definition 3. Let X be a digital set and P{x,y) £ ^ Its arbitrary element. 
The j\f 4 ,(p) 4-neighbourhood of the point p are those points of X whose 
coordinates satisfy the equality \x — x'\^\y—y'\ — 1. The^Vg(p) 8-neighbourhood 
of the point p are those points of X which differ from p and whose coordinates 
satisfy the following two inequalities at the same time: \x — x^\ <l^\y — y^\ < 1. 

Definition 4. Let p and q be two points of the digital set X, The n-path from 
p to g is defined as the sequence of points p = — Q (k £ IN), where 

the elements of the sequence belong to X and Pi is the n-neighbour of Pi^i 
(1 <i < k). 

Definition 5. A digital set X is n-connected if there is an n-path between any 
two points p and g in JA. 

Definition 6. The ” n-path from p to g” relation is an equivalence relation on 
the digital set X and the classes induced by this are called the n-components of 
AL 

Definition 7. Let p^ and p^^ be any two points of the so that Pr^ (p^) < 
(i = The ith coordinate of the point p is indicated by Pr^(p). The 
digital set W is called a window with size (Pri(p^^) - Pri(p^) + 1) x (Pr2(p^0 ^ 
Pr2(p0 + 1) if 
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3 Reconstructibility of Binary Matrices 

Let / be a binary picture defined on the window X with size m x n. In this case 
/ can be represented as a binary matrix, element (i, j) of which is equal to 1 if 
+ — 1 holds and 0 otherwise, where k is the horizontal and 

I is the vertical coordinate of the upper left corner. 

This pixel" pixel type of binary picture representation allows us to characterize 
those cases when the perpendicular projections of the binary pictures can be 
considered the representation of the original pictures. In this chapter we are 
going to investigate it with the help of the results on reconstructibility of binary 
matrices. 



Definition 8. Let X = (xij) be a binary matrix with size m x n. On the row 
projection of the matrix X we mean the vector R(X) = R = (ri,r 2 , . . . ,r^) 
and on the column projection we mean the vector (7(X) = C = (ci,C 2 , • • • 
where 



= E^ 



= E^ 



The class of binary matrices with row and column projections R and C is 
denoted by X(R,C). 

Definition 9. We say that a matrix X can be uniquely reconstructed from its 
projections if X' £ X{R^C) implies X = Xk 

Theorem 10. (see in [11]). A binary matrix X £ X(R^C) can be uniquely 
reconstructed if and only if it does not contain switching components Xi = 

^ and X 2 = ^ ^ ^ a5 a minor. 

Using this theorem we can see that the perpendicular projections of binary 
pictures defined on a window X can be considered as the reconstruction of the 
picture / if and only if the binary matrix can be uniquely reconstructed from 
its projections with the pixel- pixel picture representation defined by /. 

It is possible to generalize the unique reconstruction problem. In this case 
we can prescribe the elements of the uniquely reconstructible binary matrix. 

Definition 11. Let P = (p^) and Q = (g^y) be two binary matrices with size 
m X n. We say Q > F if > pij for all positions (i,j) £ {1,2, ...,m} x 
( 1 , 2 ,..., n}. The class of Tp (F, C) then can be defined as: 

T^(F, C) = {X I X e T(F, a), P<X < Q}. 




It is clear that if F = {Oiy} (zero matrix) and Q — {Uy} then we have the 
class T(F, C) again. It is easy to prove [4] that instead of investigating the class 
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PCp C)j as a consequence of the transformation PC^ ^(i? — C — C{P))j 
it is sufficient to investigate — F(F)j C — (7(F)), which is then shortly 

called class PC^^^{B - F(F),C - (7(F)). 

In this class the switching chain plays the role of the switching component 

[4]- 

Definition 12. We say that the binary matrix X £ has a switching chain 
if there is a sequence of different free positions of 

(^2,is), • • • , {ip^jp)^ iip^h)}^ 

such that 

/y» , ^ /y» , , /y» , ^ \ /y» , ^ \ /y» , ^ \ /y» , ^ 

~ — • • • — ^Ipjp — "^?2J3 — • • • — J. ^tpj-Jl 

{p > 2 ). The position (i, j) is said to be free if the corresponding matrix element 
is not prescribed by Q, i.e. qij = 1 . 

According to this, the unique reconstructibility is characterized as it follows. 

Theorem 13. (see in [4]) A binary matrix X € T^(F, (7) can be uniquely 
reconstructed if and only if X has no switching chain. 



4 The Theoretical Background of the Template Methods 
on Projection Pictures 

For template processes on projections of uniquely reconstructable binary matri- 
ces, first we have to provide, that the fitting of a template should be determined 
only by analysing the projections of the template and of the original picture. 
The following theorem provides the theoretical background. 



fXi X2 XA /Pi Pi PA 

Theorem 14. Let X = X 4 Ae , F = F 4 F 5 Pq], and Q ^ 

\X, Xg Xu) \Pr Fg Fs/ 

(Qi Q 2 QsX 

Qi Q 5 Qg ) binary matrices with size m x n. Let Xi,Pi> and Qi 
\Q7 Qs Qg) 

(i = 1 , 2 , ... ,9) be submatrices with the same size in A, F, and Q, respectively. 

_ (Xi Xi XA /Q 0 0\ 

Furthermore, let X = A 4 0 Ag ,A“ = Q Ag 0 , and A“' = 

\Ar Ag As/ \0 0 0/ 

/Q 0 0\ 

0 Ag 0 j &e binary matrices with size m, x n. Let Ag and Ag be binary 
\Q 0 0/ 

matrices with the same size. The projections of binary matrices A , and 
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X^' are denoted by RiX),RiX),RiX^), and R(X^') and C{X),C{X),C{X^), 
and C{X^'). We assume that X is uniquely reeonstruetihle in the elass , and 
X^ is a non-zero uniquely reeonstruetihle matrix. A matrix X with .size m x n 
is uniquely reeonstruetihle from projeetions R{X) — R{X^'} and C{X) —C{X^') 

(Qi Q‘2 Q^\ 

in the elass X^ if and only if X^ < X^, where Q — \ Qa 0 Qa \ and 

\Q7 Qs qJ 

_ / Pi Pi PA 

F= F4 0 Fe . 

\Pr Fs P 9 J 



Proof of theorem. Suppose that the matrix X' is uniquely reeonstruetihle from 
projeetions R(X') = R(X) - R{X^') and C(X') = C(X) - C7(X“') in the elass 

Sinee the matrix and uniquely reeonstruetihle from their 

projeetions, the following equations hold: 

R(X') = R(X) - R(XA 
C(X') = C(X) - C(X^') 

R(X) = R(X) + F(A“) 

C(X) = C(X) + C(XA 



From these equations we have 



According to the construction of the matrix and if some element of the 
matrix X is equal to then the corresponding element of the matrix X^ is also 
equal to 1. This feature of the matrix X and X' implies that the matrix X' — X 
is a binary matrix. This result and the above equations imply that the matrix 
X^ — is also a binary matrix. As a consequence, if one of the elements of 
the matrix is 1, than the corresponding element of the matrix X^ is also 1. 
Thus so < X5. 

Conversely. We assume that X^ < JA5. It is easy to see, that the matrix 
X' = X — X^' is a binary matrix. We prove the fact that the reconstruction of 
the matrix X^ from projections i?(X) — and C(X) — C(X^^) is unique. 

Suppose that the matrix X'' ^ X^ can be reconstructed from the projections 
R(X) - R(X^^) and C(X) - C(X^^). Then the equations X' = X - and 
X^^ — X — X^^' imply the equation X' + X^^' — X^' + Since the matrix 
X^' is uniquely reeonstruetihle from its projections, the equation X' = X'' also 
holds. This is a contradiction. The uniquely reconstruction of the matrix X^ in 
the class also holds. In order to prove this, it is enough to realize that the 
matrices X - X^^' and X - X^^ can only differ in those elements which have not 
been prescreibded in matrices P and Q. □ 
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In the following step we are going to determine how the unique recom 
structibility can be held during template processing. This theorem has been 
published in paper [3] as a joint work with G.T. Herman and S. Matej. 



Theorem 15. Let X = 





A^2 


x^\ 




/Ai 


A 2 


A; 




X 


Ae 


and X^ = 


A 4 


x' 


A. 


Xr 


Xs 


xj 




\A7 


As 


As 



are 



binary matrices^ furthermore let x be the element of matrix X with coordinates 
Let the equation — 1 — x be true. If the binary matrix X is uniquely 

reconstructible in class then X^ can be uniquely reconstructed in the class 
j where and differ from binary matrices P and Q only with the element 
with coordinates which can be defined as pij = qij = xl . 



Proof of theorem. It is easy to verify that in a uniquely reconstructible matrix X^ 
in class Xp ^ it can happen that by changing one element a switching chain can 
be constructed, which can damage the uniqueness of the reconstructibility. In 
order to avoid this the new value of the element changed should be fixed in the 
matrices P and Q. This means that the matrix X' can be uniquely reconstructed 
in class X^, . □ 



5 Projection Template Processing 

On the basis of our result we can construct a template method on projection 
pictures. The idea is the following: First we investigate the fitting of the tem- 
plate in a point of the picture using Theorem 14. Using the notations of this 
theorem, the fact that there is a matrix, which is uniquely reconstructible from 
the projections R{X) - R{X^^) and (7(X) - in the class means that 

all the l^s found in the template fit in the l^s in X 5 . Then we check, whether 
there is such a matrix which can be uniquely reconstructed from the projections 
R(X^') - R{X^^^) and (7(X^) - in the class X^. If there is, then it 

means that the O^s found in the template will fit in the O^s in A 5 . 

These two investigations together mean the exact fitting of template A^. If 
the template fits in the point if of the binary matrix, then we can modify it as 
well as the jth element of -R, and the ith element of C on the projection pictures. 
Then we modify the required elements of sets P and Q based on the Theorem 
15. This will guarantee the unique reconstructibility of matrix. 
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6 Thinning Method on Projection Pictures 



Now as an example let us investigate an algorithm which executes the template 
method in the case of 3 x 3 templates. We are going to use this algorithm for 
our thinning algorithm. 

Program Thinning; 

¥ar P, Q; Array [1. .1,0. .m] Of Byte; 

PC, QC; Array [1. .1,0. .m] Of Byte; /* The complement of P and Q */ 

TP, TQ; Array [1. .1,0. .m] Of Byte; /* Temporary P and Q */ 

TPC,TQC;Array[l. .1,0. .m] Of Byte /* Temporary PC and QC */ 

R,RC;Array[0. .1+1] Of Integer; /* The row projections */ 

C,CC; Array [0. .m+1] Of Integer; /* The colnmn projections */ 

TR, IRC; Array [0. .1+1] Of Integer; /* Temporary R and RC */ 

TC ,TCC ; Array [0 . .m+1] Of Integer; /* Temporary C and CC */ 

RM, RMC; Array [0. .1+1] Of Integer; 

CM,CMC; Array [0. .m+1] Of Integer; 

SR:Array[l. .k,l. .3] Of Integer; /* Row projections of the templates */ 
SC;Array[l. .k,l. .3] Of Integer; /* The same for columns */ 

SRC ; Array [1 . . k , 1 . . 3] Of Integer ; 
see ; Array [1 . . k , 1 . . 3] Of Integer ; 

Fit ;Boolean; 

Begin 

R[0] ;=0;RCm+l] ;=0;C[0] ;=0;C[n+l] ;=0; /* Set the border */ 

RCCO] ;=l;RC[m+l] ;=1;CC[0] ;=l;CC[n+l] ;=1; /* Set the border's complement */ 
Fit;=True; 

While Fit Do 
Begin 

Fit ;=False ; 

For h;=l To k Do 
Begin 

TP:=P;TQ:=Q;TPC:=PC;TQC:=QC; 

RM; =R; CM; =C ;RMC ; =RC ; CMC ; =CC ; 

For i;=l To m Do 
For j ; =1 To 1 Do 
Begin 

TR;=R;TC;=C;TRC;=TR;TCC;=TC; 

RCj-1] ;=TRCj-l]-SR[h,l] ;RC[j-l] ;=TRCCj-l]-SRC[h,l] ; 

RCj] ;=TRCj]-SR[h,2] ;RC[j] ;=TRCCj]-SRC[h,2] ; 

RCj+1] ;=TRCj+l]-SR[h,3] ;RC[j+l] ; =TRC Cj+1] -SRC [h ,3] ; 

CCi-1] ;=TCCi-l]-SCCh,l] ;CC[i-l] ; =TCC [i-1] -SCC [h , 1] ; 

CCi] ;=TCCi]-SCCh,2] ;CC[i] ;=TCCCi]-SCC[h,2] ; 

CCi+1] ;=TCCi+l]-SC[h,3] ;CC[i+l] ; =TCC [i+1] -SCC [h ,3] ; 

If (R,C) uniquely reconstruct ible in Then 

If (RC,CC) uniquely reconstruct ible in Then 

Begin 
Fit ; =True ; 

P[i,j] ;=0;QCi,j] ;=0;PCCi,j] ;=l;QC[i,j] ;=1; 

RMCj] ;=RMCj]-l;CM[i] ;=CM[i]-l; 

RMCCj] ;=RMCCj]+l;CMCCi] ;=CMCCi]+l; 

End; 

R; =TR; C; =TC ;RC ; =TRC ; CC; =TCC ; 

End; 

R:=RM;C;=CM;RC;=CMC;CC;=CMC; 

End; 

End; 

End. 

This algorithm deletes a point of a binary picture if it fits on at least one 
template. This subcycle should be applied as long as there are any changes on 
the picture. If we use templates during the thinning procedure, which belong to 
two or more subcycles then the algorithm should be used with the templates 
belonging to the adequate subcycle. If we would like to delete every point in a 
sub cycle at the same time on which at least one template fits then we have to 
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use two picture planes avoiding the case when a previously deleted point would 
change the neighbours of the examined point. 

For thinning we can use the templates in [9]. It is easy to see that these 
templates fulfill the requirements of being uniquely reconstructible. Fig. la shows 
the original object on which the positions represent the elements, the 
represent the ”0^^ elements, while the represent those ”0^^ elements which 
are prescribed to get unique reconstructibility. On Fig. lb the skeleton is marked 
with ” , and the positions marked by number i are deleted in the ith subcycle. 



oooooooooooooooooooo 

o#ooooooo#########*o 

00 ^^ 00000000000000^0 

O00000000000000iiiiii0iiiO 

o#ooooooooo########o 

OOOOOOOOOOOOOOOOOOOO 



oooooooooooooooooooo 

0#000000011111111100 

0#001111###55#####00 

0########4####300#00 

0#000733334#0#100#20 

0 # 000000000#######20 

OOOOOOOOOOOOOOOOOOOO 



Fig. la. The original image. 



Fig. lb. The skeleton of the original im~ 
age. 
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Abstract. The authors of this paper adopted the characteristics of the 
image of the absolute conic in terms of Pascal’s theorem to propose a new 
camera calibration method. Employing this theorem in the geometric 
algebra framework enables the authors to compute a projective invariant 
using the conics of only two images which expressed using brackets helps 
us to set enough equations to solve the calibration problem. 



1 Introduction 

The computation of the intrinsic camera parameters is one of the most important 
issues in visual guided robotics. One important method of selfcalibration is based 
on the image of the absolute conic and it requires as input only information about 
the point correspondences [5,4,1]. 

In this paper we re establish the idea of the absolute conic in the context 
of Pascal’s theorem and we get different equations than the Kruppa equations 
[4,1]. Although the equations are different they rely on the same principle of the 
invariance of the mapped absolute conic. The consequence is that we can gen- 
erate equations so that we require only a couple of images whereas the Kruppa 
equation method requires at least three images [4]. As a prior knowledge the 
method requires the translational motion direction of the camera and the rota- 
tion about at least one fixed axis through a known angle in addition to the point 
correspondences. The paper will show that although the algorithm requires the 
extrinsic camera parameters in advance it has the following clear advantages: It 
is derived from geometric observations, it does not stick in local minima in the 
computation of the intrinsic parameters and it does not require any initializa- 
tion at all. We hope that this proposed method derived from geometric thoughts 
gives a new point of view to the problem of camera calibration. 

In this paper we are modelling the properties of the projective space using 
the geometric algebra ^ 1 , 3,0 and that of the projective plane using ^ 3 ^ 0 , 0 - 
Next, we will briefly outline the basic operations of projective geometry within 
the geometric algebra which are used in the following sections. Eor a complete 
introduction of geometric algebra and algebra of incidence in computer vision 
the reader should consult [3]. 
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In an n-dimensional vector space with an orthonormal basis {ei, . . . , e^} we 



define an 2^ dimensional space consisting of 



"{rrij = 0,1), where 



is interpreted as the identity, and define a product on these basis vectors which 



fulfils 



7^+1 

-1 



rUr 



^{nir 



nir 



!)• 



The element i = ei . . . is called unit pseudoscalar and any pseudoscalar can 
be written SiS F = al where o; is a scalar. If denotes the inverse of i, so 
that = 1, then the magnitude of P relative to / will be called bracket and 
is defined by PI~^ = a = [P]. The bracket of the maximum grade multivector 
ai . . . is determined by [ai , , , a^] = [ai Aa2 A. . . Aa^] = (ai Aa2 A. . . Aa^)/“^ 
and can be taken as a definition of the determinant. The dual A* of an r-vector 
A is defined by A* = Ai“b In a geometric algebra of an n-dimensional vector 
space one can define the join for the linearly independent r-vector A and s- 
vector B by J = AaB. If A and B are not linearly independent the join is not 
given simply by the wedge but by the commonly spanned subspace. If A and B 
have a common factor (i.e. there exists a /^-vector C such that A = A'C and 
B = B C for some A , B ) then we can define the ‘intersection’ or meet of A 
and B diS AV B where (A V B)* = A* AB*. Thus the dual of the meet is given 
by the join of the duals. 

The paper is organized as follows: Section two presents a new method for 
computing the intrinsic camera parameters based on Pascal’s theorem. Section 
three is devoted to the experimental analysis and section four to the conclusion 
part. 



2 Camera Calibration using Pascal’s Theorem 

This section presents a new technique in the geometric algebra framework for 
computing the intrinsic camera parameters. In this context we use the ideas of 
Maybank, Faugeras and Luong [ 5 , 4 ] to enforce an epipolar line defined by the 
epipole or fundamental matrix and a point (1 , r, 0)^ to be tangential to the image 
of the absolute conic and analyse Pascal’s theorem in this context. Consider the 
points a, a^, 6, b' and P lying on a conic, we can compute the following bracket 
expression 



[c^a6][c^a^6^j — p[c aP][c a b] = 0 



^ P = 



[c'ab][c'a'b'] 

[c^a6^][c^a^6] 



( 1 ) 



for some p 7^ 0 . This equation is well known and represents a projective invariant 
which has been used often in real applications of computer vision. Now consider 
c as some other point placed on the conic, we can get a conic equation fully 
represented in terms of brackets 



[ca6][ca^6^][a6T^][a^6c^j — [ca6^][ca^6][a6c^][a^6T^j = 0. (2) 



For further details about describing a conic by brackets and points placed on 
the conic the reader should consult [ 2 ]. Using the collinearity constraint, we can 
write the geometric formulation of Pascal’s theorem 

((a^ A6) V (c A c)) A ((a A a) V (P A c)) A ((c^ A a) V (P A b)) = 0. (3) 

'' V '' V '' V 

OLi OL2 0:3 



This theorem proves that the three intersecting points of the lines which connect 
opposite vertices of a hexagon circumscribed by a conic are collinear ones. Since 
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equation (3) fulfills a property of any conic, it should also be possible to compute 
the intrinsic camera parameters using this equation. In geometric algebra a conic 
can be described by the points lying on the conic. Furthermore, the image of the 
absolute conic can be described by the image of the points lying on the absolute 
conic. Let us choose for all computations the following imaginary points lying 
on the absolute conic 



Ao = 





/i\ 




\oJ 




(4) 



where = —1. The projected points of Aq, Bq, Aq, Bq,Cq can be described by 
a = K[R\t]Ao = KRA,b = K[R\t]Bo = KRB,a^ = K[R\t]A^Q = KRA\b^ = 
K[R\t]B^o = KRB^c^ = K[R\t]C'^ = KRC\ where 




In addition the rotated points R^ A^ . . . ^R^C^ also lie at the conic. Using the 
rotated points^ the image of the absolute conic can be described by a = KA, 6 = 
Kb^ = KA\ b' = Kb\ d = To use a, . . . , in the bracket notation of 

conics we suppose an orthonormal basis of the image plane, B\ = {ei , e 2 , 63 } and 

formulate X as a linear combination of i^i, i.e. X = Yli=i^i^i introduce 
an operator Kej = X(e^) = with kji the elements of the matrix of 

intrinsic camera parameters, K . 




Fig. 1. Pascal’s theorem in the conic images 



The application of the principle of duality allows us to set c = KK^lc 
for a point c on the image of the absolute conic. This point depends on the 
intrinsic camera parameters and a line d tangent to the image of the absolute 
conic computed in terms of the epipole and a point q lying at infinity, Ic = 
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{ei 2 Aq)I~^ = (^161+^262+^363) A(ei + re2)/~^. The point c can be described 
by using the adjoint operator K of I{. The above expression for the point c can 
thus be formulated as c = K_Klc. 

Now we simplify equation ( 3 ) and get the bracket equation of the o;’s 
(^[abc]c — [abc]c) A([a ab']c — [fyac]6^) A ([c^a6^]6 — [cab]b') = 0 
^ {[A'BC'](Klc) - [A'B(KIc)]C')a{[A'AB'](KIc) - [A' A(RIc)]B')a 

Cti Ct 2 

{[C'AB']B - [C'AB]B') = 0. (6) 

0:3 

The computation of the intrinsic parameters is done first if the intrinsic param- 
eters remain stationary under camera motions and second if these parameters 
change. 

2.1 Computing stationsiry intrinsic parameters 

We consider one camera motion. The involved projective transformations are 

Fi = and +2 = A ^ = FiD~^. The 4 x 4- matrix D describes 

the extrinsic camera parameters. The optical centres of the cameras are Ci = 
( 0 , 0 , 0 ,!)^ and C2 = DC\. In geometric algebra we use instead the notations 
/^i, +2 7 Cl = 64 and C2 = DCi. Thus we can compute their epipoles as 
021 = P2C1, 612 = P1C2. 

Next, we show by means of an example that the homogeneous coordinates of 
the points ai, 0:2, 0:3 are entirely independent of the intrinsic parameters. This 
condition is necessary for solving the problem. We choose a camera motion given 
by 



[Ri\ti] 



/o -1 0 
100 
\0 0 1 




( 7 ) 



For this motion the epipoles are 012 = ( 2 /^n — /^i2 +3/^13)01 + (—/^22 +3/^23)62 + 3 es 
and 021 = {kii + 2 ku — 3 kis)ei + ( 2/^22 - 3/^23)62 - 3 es. By replacing 012 in the 
equation (6), we can make explicit the aks 



cti = ((—3 + 3i)fciir)ei + (3fcnr — iki 2 r + ik22 + 2iknT — 3ki2T + 3 ^ 22)62 + 
(ikiiT + 3ki2T — 3^22 + iki2T — ik22)es 
ol2 = {—SikiiT — 2ki2T + 2k22 — ‘2kiir)ei + {—6i{ki2T — k22))^2 + 

(— 3A^iir — Aiki2T + Aik22 + 2iA^iir)e3 

CK3 = (1 - + (1 “ k)e2 + 263. (8) 

Note that 0:3 is fully independent of X. 

According to Pascal’s theorem these three points are lying on the same line. 
Thereto, by replacing these points in Pascal’s equation ( 3 ), we get the following 
second order polynomial in r 

(—40^^12 — b2ik\i + lQikiiki2)P + (— 16ifcnfc22 + 80ifci2fc22)'r — 40^^22 = 0. (9) 
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Solving this polynomial and choosing one of the solutions which is nothing else 
than the solution for one of the two lines tangent to the conic, we get 



16ikiik22 ~ 80iki2k22 + 24VT4/^ii/^22 
2(-40iA:^2 “ + l^iknku) 



( 10 ) 



Now considering the homogeneous representation of the intersecting points 






Otil , Oii 2 

ei H 02 + 03 , 



( 11 ) 



and the case of exactly orthogonal image axis, ki2 = 0, we get 



2i - 3y^ + 10 + 2iy^ ^ _2g i 

2 + 3iv^+ 16i + 2Vl4 ~ 2 + 3iv^ + 16i + 2^14 

(1 + i)(-2i + 3v^) -11 + 3tVl4 -3t- 2v^ 

1 Ct22 

-5i + VU- 13 -5i + VU- 13 



(12) 



The coordinates are indeed independent of the intrinsic parameters. After this 
illustration which helps for the understanding we will get now the coordinates 
using any camera motion. For that let us define s = SiOi + S2O2 + -S3O3 = 
[/|0] DCi. Using this value, the epipole is ei2 = K. [^| 0 ] DCi = K_s, Note that 
in this expression the intrinsic camera parameters are separate from the extrinsic 
ones. Similar as above using the general camera motion and the epipole value, 
the coordinates for the intersecting points read 



011 

021 

012 

022 



-ZS 3 Si S2 



3 3(^1 + 

^3 



-ZS q — ZS 



-2s3(s 



S3 s2 +ZS 1 yC|7s|+If+I|7+ S2 s2 ) 

IL 



- zs 3 s 2 S 1 - s 3 s 3 - s 3 s 2 + 1 s 2 S 2 

_ (-l-z)(zsiS2 + -y/s^(sj+s|+sf))s3 

-ZS3SlS2-S3-Y/sf(sf+s|+s|y+S3s2+s2 + Sl -y/s^ (s^ + s| + S^ ) -ZS2 
z(zs3SiS 2+S3 vCf(s2 + s2+s|7+zsi -y/s2(s2_ 



u+ 



S 2 S q +ZS 3 S-, 



-zs3SiS2-S3-Y/s2(s2+s2+s2) + s3s2 + s3 + si-Y/s2(s2+s2+s2)-is2s2 



(13) 



Note that also in the general case the intrinsic parameters are totally cancelled 
out. These invariance properties can be used to obtain equations which depend 
on the four unknown intrinsic camera parameters. For this we suppose point cor- 
respondences between two cameras and the motion parameters. First, the values 
of the invariant homogeneous cXi can be calculated by the known motion and 
formulas ( 13 ). Second, we calculate the epipole from the point correspondences, 
calculate Kl^ and solve an equation system for r similar to (10) to achieve a 
polynomial depending on the intrinsic camera parameters which must be equal 
to the calculated values of the a^’s by ( 13 ). Thus, we should find another set 
of equations to solve the problem. The way to do that is simply to consider 
the second camera with its epipole 021. Since we are assuming that the intrinsic 
parameters remain constant, we can consequently gain a second set of four equa- 
tions depending again of the four intrinsic parameters from the second epipole. 

The interesting aspect here is that we require only one camera motion to find 
a solvable equation system. Other methods gain for each camera motion only a 
couple of equations, thus they require at least three camera motions to solve the 
problem [ 4 ]. 
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2.2 Computing non— stationsiry intrinsic parameters 

As a difference we compute now the line Ic using the fundamental matrix and a 
point lying at infinity of the second camera which is equal to the cross product 
of the second epipole with the point at infinity, namely Ic = + r'e 2 ). 

Now similar as in previous case we will use an example for facilitating the 
understanding. We will use the same camera motion given in equation (7) and 
suppose orthogonal image axis. 

Similar as above we compute the o;’s and according Pascal’s theorem we gain 
a polynomial similar as equation (9). We select one of both solutions of the gained 
second order polynomial and substitute it in the homogeneous coordinates of the 
a’s given by 



i{—5i — 4 + 

+ 2 + 

10 - m 

-Ai-2 + - Vl4 



— 2 “h 14 

+ 2 + 2iVii 
8 + - VU + 3iVU 

-4i - 2 + 



(14) 

(15) 



Now we will consider the general motion 

/ rn ri2 ris tA 

[R\t] = I r2l V22 ^23 h I 

\^^31 rs2 rs3 h / 



(16) 



In matrix algebra the fundamental matrix reads 



F = K~'^EK' ^ 



/fell 0 kiz\ ! Ell E\2 E\s,\ f k'li 0 k[^\ 

I 0 A)22 ^23 I I A 21 E 22 A 23 I I 0/^22 ^23 ) (1"^) 

\ 0 0 1 / \E31 Es 2 E 33 J \ 0 0 1 J 



and in geometric algebra the operator of the fundamental matrix reads A = 

K E_IL ^ • The matrix E = [t]xRi is the so called essential matrix. We can 
compute the o;’s using this general expression for A and get again equations fully 
independent of the intrinsic parameters. Together with the equations of the a’s 
obtained using the first epipole, the intrinsic parameters can be found by solving 
a quadratic equation system. 



3 Experimental Analysis 

In this section we present the test of the method based on Pascal’s theorem 
using firstly simulated images. We will explore the effect of increasing noise in 
the computation of the intrinsic camera parameters. The experiments with real 
images show that the performance of the method is reliable. 

3.1 Experiments with simulated images 

In order to test the performance of our approach we carried out a motion of the 
camera about the y-axis and a small translation along the three camera axes 
by increasing noise. For the tests we used exact arithmetic instead of floating 
point arithmetic. The Table 1 shows the computed intrinsic parameters. The 
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most right column of the table shows the value obtained by substituting these 
parameters in the polynomial (9) which gives zero for the case of zero noise. 
The values in this column show that by increasing noise the computed intrinsic 
parameters cause a tiny deviation of the ideal value of zero. This indicates that 
the procedure is relatively stable against noise. Note that there are remarkable 
deviations shown by noise 1.25. 



Noise(pixels) 


fell 


ki3 


^22 


k23 


Error 


0 


500 


256 


500 


256 


10^“ 


0.5 


504 


259.5 


503.5 


258 


0.004897 


1 


482 


242 


485 


254 


0.011517 


1.25 


473 


220 


440 


238 


0.031206 


1.5 


517 


272 


518 


266 


0.015 


2 


508 


262.5 


504 


258.5 


0.006114 



Table 1. Intrinsic parameters by rotation about the y-axis and translation 
along the three axes by increasing noise. 



3.2 Experiments with real images 

In this section we present experiments using real images with one general camera 
motion as shown in Figure 2. The motion was done about the three coordinate 
axes. We used a calibration dice and for comparison purposes we computed 
the intrinsic parameters from the involved projective matrices by splitting the 
intrinsic parameters from the extrinsic ones. The reference values were: First 
camera kn = 1200.66, k 22 = 1154.77, ki^ = 424.49, k 23 = 264.389 and second 
camera kn = 1187.82, k 22 = 1141.58, kis = 386.797, k 2 s = 288.492 with mean 
errors of 0.688 and 0.494, respectively. Thereafter using the gained parameters 
and [R 2 \t 2 ] we computed the [R\t] between cameras which is required for 
the Pascal’s theorem based method. The fundamental matrices were computed 
using a non-linear method. Using the method of Pascal’s theorem with 12 point 
correspondences unlike 160 point correspondences used by the algorithm with 
the calibration dice we computed the following intrinsic parameters ku = 1244, 
k 22 = 1167, kis = 462 and k 2 s = 217. These values resemble quite well to 
the reference ones and cause an error of \/\eqni\‘^ + ... + |egngP : 0.00496045 
in the error function, where eqrii are the constraint equations depending on the 
intrinsic parameters. The difference to the reference values is attributable to 
inherent noise in the computation and to the fact that the reference values are 
not exact, too. 

Since a system of quadratic equations is to be solved we resort to an iterative 
procedure for finding the solution. First, we tried the Newton-Raphson method 
and the Continuation method [4]. These methods were not practicable enough 
due to their complexity. We used instead a variable in size window minima 
search which through the computation ensures the reduction of the quadratic 
error. This simply approach worked faster and reliable. 

In order to visualize how good we gain the epipolar geometry we superim- 
posed the epipolar lines for some points using the reference method and method 
of Pascal’s theorem. In both cases we computed the fundamental matrix in terms 
of their intrinsic parameters, i.e. F = K~^ {[t]xR)K~^ . Figure 2.r shows this 
comparison. It is clear that both methods give quite similar epipolar lines and 
interesting enough it is shown that the intersecting point or epipole coincides 
almost exactly. 
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Fig. 2. Scenario and (r.) superimposed epipolar lines using the reference and Pascal’s 
theorem based method. 



4 Conclusions 

This paper presents a geometric approach to compute the intrinsic camera pa- 
rameters in the geometric algebra framework using Pascal’s theorem. We adopted 
the projected characteristics of the absolute conic in terms of Pascal’s theorem to 
propose a new camera calibration method based on geometric thoughts. The use 
of this theorem in the geometric algebra framework allows us the computation of 
a projective invariant using the conics of only two images. Then, this projective 
invariant expressed in terms of brackets helps us to set enough equations to solve 
the calibration problem. Our method requires to know the point correspondences 
and the values of the camera motion. The method gives a new point of view for 
the understanding of the problem thanks to the application of Pascal’s theorem 
and it also explains the overseen role of the projective invariant in terms of the 
brackets. Using synthetic and real images we show that the method performs 
efficiently without any initialization or getting trapped in local minima. 
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Abstract. A technique for a zoom lens camera is presented that enable to update 
continuously camera intrinsic parameters while zooming. This is based on the fact 
that the spatial angle subtended by the optical center and the same two 3-D points in 
the standard camera coordinate system remains invariant for subsequent image frames 
on which the two 3-D points are located. The new focal length value is obtained as 
the solution of the quadratic equation we derive from the angular invariance. We give 
an error estimate to show how the uncertainty in the localization of corresponding 
points in the image frames may affect the accuracy of the updated value of the focal 
length. We report the results of two experiments when sequences of magnified images 
were taken by fixed and by rotating camera. 



1. Introduction 

Zoom lens cameras are widespread in surveillance, monitoring, tracking, robotic navigation 
or video conferencing. A typical scenario for an active zooming camera is the following: 
First, an area of special interest is located in the image plane. Second, the active camera 
changes its focal length to increase image resolution for the area of particular interest. 
Third, camera calibration update is done to carry out further investigations based on the 
image. The active camera can be tilting (for monitoring, video conferencing or tracking 
purposes) or mobile, mounted on a robot. In both cases the camera motions can be 
restricted while changing the focal length without any loss of the general functionality. 

The calibration of zoom lens cameras is important to obtain metric information from 
images. Previous studies followed three major directions: 1) precise calibration for each 
possible position of the focus and zoom range [1]; 2) calibration update of the camera 
intrinsic parameters based on pre-calibration and tracking image points [2], [3]; 3) self- 
calibration of a zoom lens camera [4], [5], [6], [7] based on constraints due to the rigidity 
of the camera motion. The idea of self-calibration based on the invariance of the absolute 
conic under rigid transformations was introduced in the pioneering work [8]. A detailed 
guidance how to determine the principle point by zooming, calibration of lens distortion 
and focal length as well as some practical aspects are given by Li et al. [1]. Pre-calibrated 
zoom lens cameras are considered in [2] and [3] where it is noted that the change in focus 
induces 3x3 affine transformation between the image planes. Consequently, camera 
calibration is corrected by tracking 3 points while zooming. Several self-calibration 
approaches are based on applying the rigidity constraint (Kruppa’s equations) to moving 

F. Solina and A. Leonardis (Eds.): CAIP’99, LNCS 1689, pp. 435-443, 1999. 
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zoom lens cameras. Enciso et al. [6] perform the self-calibration of a stereo rig with 
varying intrinsic parameters. It is based on establishing the epipolar geometry and solving 
the Kruppa’s equations. Heyden et al. [7] prove that the self-calibration for a single moving 
camera is possible when the aspect ratio is known and no skew is present. Pollefeys et al. 
[5] use linear and non-linear approaches to obtain self-calibration based on absolute 
quadric. All self-calibration methods rely on computationally extensive linear/non-linear 
minimization procedures, which make camera parameters consistent with the rigidity of the 
camera motion. Therefore they are of limited practical use for mobile robots that do not 
have adequate resources on-board. In addition the self-calibration methods are highly 
sensitive to noise, that leads to imprecision and inaccuracy. 

An interesting attempt to cope with these difficulties is made by Sturm [4]. 
Interdependence of the internal parameters is introduced to reduce the number of 
unknowns. The coordinates of the principle point are modeled as polynomial functions of 
the scale factor. The camera is pre-calibrated by classical method [9] for several zoom 
positions to obtain the order and the coefficients of the polynomial model. The number of 
unknowns in the Kruppa’s equations is thus reduced to one. 

In this paper we do not attempt to present theoretical considerations or new algorithm of 
camera calibration, rather a practical technique to quickly update camera calibration while 
zooming. We suppose that the camera is classically calibrated for the original (reference) 
image frame with the minimum zoom value. Two experiments were conducted with the 
camera fixed to a tripod while zooming: 1) the camera did not move; 2) the camera 
performed mostly rotation. 

We assume that the optical center of the camera stays at the same position between the 
two image frames while zooming. Strictly speaking, the camera center moves for a real 
camera. However, the motion of the center is negligible compared to the distance to object 
points. Therefore the spatial angle subtended by the optical center and the same two 3-D 
points in the camera coordinate system remains invariant for both image frames. This 
angular invariance is used to update the new focal length by tracking a pair of points in the 
image frames. The camera is modeled as a pinhole with four unknown internal parameters. 
Lens distortions must be removed before the focal length update is performed. We suppose 
that zooming changes only camera focal length while leaving the principle point fixed, i.e. 
the camera center moves along the optical axis. 

The paper is organized as follows. The problem is posed in section 2. Its mathematical 
description is given in section 2.1. The effect of inaccurate localization of the 
corresponding points is investigated in section 2.2. The analysis of the experiments is 
presented in section 3. Concluding remarks are made in Section 4. 



2. The focal length update 

We consider a firmly mounted pinhole camera equipped with a zoom lens. The camera 
performs sequential image acquisition. Let us consider two subsequent image frames N and 
N+1. We make the following assumptions concerning the camera and the images: 

1 The optical center of the camera does not move between the frames N and N+1 . 

2 The camera may perform rotation between the frames N and N+1. There should be 
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enough overlap between the frames to establish reliable point correspondences. 

3 Optical distortions are removed from both images. The camera internal parameters are 
known for the image frame N. 

These conditions allow us to derive an equation that describes the variation of the focal 
length between the image frames N and N+1. 

2.1. Writing equations 

We work in the coordinate system attached to the camera (standard coordinate system). 
The perspective projection matrix P is modeled by four internal parameters [3]: 

-a„ 0 Mq 

P= 0 -a^ Vo (1) 

0 0 1 

where u^, are the coordinates of the principle point and are the image scaling 

factors for rows and columns, respectively. Let Vq be the known internal 

parameters for the image frame N. Noting that and are linear functions of the focal 
length, the parameters ,a ' , Wq , Vq of the frame N+1 are defined as: 

=Ai«v,«o =Uq,v’q=Vq] (2) 

The focal lengths / f correspond to the frames N, N+1, respectively, and is the unknown 
variable. The equation of the optical ray <C,a> defined by the pixel a and the camera 
optical center C is expressed as: 

A = IP”' a (3) 

where a = [a^,a^,l] is the homogeneous coordinate vector of the pixel a, 3-D vector A 
defines a point on the optical ray <C,a> and A - varies between -cx) and +cx). 




Figure 1. The geometry of the two eonseeutive images for the eamera with zoom lens. 

Let us consider the geometry of the two consecutive image frames (Fig.l). We select 
two 3-D points A and B in the scene and their images a, a and b, on the image frames N 
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and N+1, respectively. The angle defined by the optical rays <a,C> and <b,C> and the 
angle defined by the corresponding pixels <a\C> and <b\C> are physically the same 
angle expressed as: 



cos 9 = 



AB 

MW 



(4) 



where AB is the scalar product of the 3-D vectors A and B. Combining (3) and (4) for the 
frames N and N+1 we can write: 



(Pr'a)^(Pf'g') (P2'a')^(P2-'g'‘) 



P,“‘fl||P,“‘^ 



-1 






(5) 



where: a,a^,b,b^ are the homogeneous coordinates of the image pixels a, a\ b and b\ 
and Pj and are the perspective projection matrices for the frames N and N+1 expressed 
in (1). Let Mbe the value of the left-hand side of (5) that does not contain the unknown 
variable. The expansion of (5) using expression (1) and (2) for matrices Pj and P 2 yields: 

^o-a\%o-b\) ^o-a\ho-b\) ^ 

2 2 2 2 
^ au M 




From this we obtain a quadratic equation for the unknown fi=iu : 

|Ul(l-M^) + |u^ (2A-M^(Ai +A 2 )) +A^-M^AiA2 =0 



where : 

2 2 
OCu «v 



{uo-alf (v 






al 


{uo-blf ^ (i 


’o-b\J 


A 


«v 



( 6 ) 



By construction the above equation must have a real positive root. Summarizing, we have 
obtained the following procedure to update calibration for the camera while zooming: 

1. Compute correspondences for a pair of selected points in the two image frames N 
and N+1 taken by the camera with modified focal length. 

2. Write down equation (6) for the pair of corresponding points. 

3. Solve (6) for the real positive root and update the scaling factors a^. 



2.2. Error propagation 

In this section we investigate how sensitive the solution of equation (6) is to possible errors 
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in the localization of corresponding points. In other words the question we ask is this: 
assuming an error is made when establishing a correspondence in the frame N+1 for the 
pair of points in the frame N, how does it affect the value of /i, which is the solution of the 
equation (6)? 

We assume that both corresponding points on the frame N+1 are shifted from their true 
position due to poor localization. Let d be the maximum shift error for the coordinates of 
the points a \b \ Rewriting the coefficients in (6) as the functions of d we obtain: 

+ f/d) + f2(d) = 0 

f,(d)=2A-M\A,+A2) (7) 

f2(d) = A^-M^A,A2 

The A, Aj, A^ are the following functions of d: 




We introduce a value S to denote the generalized size of the CCD matrix in pixels. Without 
loss of generality we can select a pair of 3-D points in such a way that the distance between 
the image points a and b in the frame N (a and b^ in the frame N+1^ is of the order of MIS. 
Hence we assume: 

«« ~0Cy~kS 

(«o -«i')~(vo -« 2 )~(«o -^i)~(vo -b[)~l/2S 
We obtain the following assessments for the derivatives of the A, A^ and A 2 at d=0: 



dd 



— 2.UQ-\~ci^-\-b^ — 2Vq+^Z2+^2 



d=o 



k^S 



dA^ 

dd 



d=0 



DA 2 



\d=o 



k^S 



( 8 ) 



Using first order Taylor expansion in the small variable d, the above approximations (8) 
and considering M-1/2, we obtain the following assessments for the functions and f;. 

Similarly, for the discriminant D of the equation (7) we obtain: D ^ D\, .+d — ^ 

\d=0 1^4^ 

The first order Taylor expansion in the small d for /i, which is the solution of (7), gives: 

, 4 
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It follows that the error d=n (pixels) in localizing the corresponding point induces the 
distortion for ji\ 5 jjr-4n/kS. Assuming for instance that d - S/400 (1-2 pixels), k-1/2 and the 
the expected variation for /i is equal to: 5jjr-2/l 00- 2%. 

The assessment above is the possible error of one step. If the calibration update is 
performed N times in the sequence, the expected cumulative error is Sqrt(N) times larger. It 
is valid under assumption that errors made in each step are independent and identical, i.e. 
they can be treated as independent probability variables. Summarizing we conclude that the 
coefficient /i that updates the value of the focal length is reasonably stable with respect to 
poor localization of the corresponding points within pixels. 



3. Experimental results 

In our experiment we used a firmly fixed CCD camera that has 680x480 pixels resolution. 
The camera was equipped with the manually adjustable zoom lens. The focal length of the 
lens could be optionally changed within the range 4.5-lOmm, which corresponds to the 
-25°-45° variation in the camera viewing angle. We used a correction matrix to remove 
optical distortions from the images before the calibration update. We computed the 
correction matrix with the help of commercially available software package [11] that 
adjusts distortion parameters to be consistent with arbitrary and a^. Two sequences 

of 19 images were similarly acquired in the two experiments. The camera did not move 
during the first sequence and rotated (the optical center was not on the axis of rotation) 
during the second sequence. The first image frames in both sequences (acquired with the 
minimal focal length) were used as the reference frames. We applied angular calibration 
approach [12] to obtain the camera internal parameters for the reference frame. Images 
with the numbers 2-11 were acquired with gradually increasing focal length. Images with 
the numbers 12-19 were acquired with the gradually decreasing focal length back to its 
minimum. Accordingly, the focal length of the last 19^ frame eventually coincides with the 
focal length of the first reference frame. Three distinctive pairs of manually selected points 
with the pixel accuracy were tracked to update the camera internal calibration. The results 
of the final focal length update presented in the tables are the average of the three 
independent calculations applied for the three point pairs. Two different calibration updates 
were carried out on the basis of each sequence: 

1 . The focal length for each image frame was updated on the basis of the reference frame 1 
by tracking the same pair of points. The results are presented in the columns “independent” 
of tables 1,2. The last 18"^ updating coefficients are eventually 1, which is in a good 
agreement with the data: the first and the last image frames were acquired with practically 
identical camera calibration. The coefficient 1.042488205 (table 2) varies more from 1. 
This is due to the fact that the actual values of the spatial angles were a bit distorted 
because of the motion of the optical center during rotation. 

2 . The focal length for each image frame was updated sequentially, i.e. on the basis of the 
previous image frame. The results based on tracking the same pairs of points are shown in 
the column “Sequential:!” of table 1. Different point pairs were used for the similar update 
shown in the column “Sequential:2” of table 2. Obviously, by construction of the 
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experiment, the following equivalence between “independent” update coefficient for 
the frame i, and the respective “sequential” update coefficient must hold: 

^ind ~ seq ^ ^ seq f^seq (^) 

The results of the recalculations based on (9) are shown in the columns “Accumulated:!” 
(for the same point pairs) and “Accumulated: 2” (for the different point pairs) of tables 1,2. 
One can see almost perfect correspondence comparing respective frame numbers for the 
columns “Independent” and “Accumulated:!” in both tables. The difference between the 
values in the column “Accumulated: 2 “ and the correspondent values in the column 
“Independent” is most significant for the frames with bigger magnification. This may be 
explained by the fact that bigger spatial angles were used while tracking different point 
pairs in the sequence. These angles were distorted much more due to the camera rotation 
when compared to the smaller spatial angles used while tracking the same point pairs in the 
image sequence. The small overlap (about 25%) between the first and the last image frames 
in the sequence did not allow us to choose another point pairs. It must be noted that there is 
no accumulated error for the 17"^ and 18"^ coefficients in the column “Accumulated: 2”, 
whose values virtually coincide with the respective coefficients in the column 
“Independent” (table 2). 



Frames 

N->N+1 




fi: 

Accumulated:! 




Frames 

N->N+1 




l->2 


1.049890601 


1.049890601 




l->2 


1.049890601 


l->3 


1.097537652 


1.097557901 




2->3 


1.045402159 


l->4 


1.135482723 


1.135504318 




3->4 


1.034573499 


l->5 


1.207894076 


1.207922163 




4->5 


1.063775931 


l->6 


1.278697066 


1.278721380 




5->6 


1.058612400 


l->7 


1.403922381 


1.403937068 




6->7 


1.097922573 


l->8 


1.538290268 


1.538299311 




7->8 


1.095703893 


l->9 


1.682791704 


1.682793591 




8->9 


1.093931187 


1->10 


1.824675178 


1.824632956 




9->10 


1.084288035 


1->11 


1.880829435 


1.880754496 




10->11 


1.030757715 


1->12 


1.659055838 


1.659060637 




11->12 


.8821250410 


1->13 


1.490284159 


1.490352203 




12->13 


.8983108694 


1->14 


1.380356705 


1.380407216 




13->14 


.9262288558 


1->15 


1.317993310 


1.318039562 




14->15 


.9548193801 


1->16 


1.239971917 


1.240075530 




15->16 


.9408484888 


1->17 


1.158752376 


1.158856006 




16->17 


.9345043729 


1->18 


1.079144661 


1.079240295 




17->18 


.9312980125 


1->19 


1.000661276 


1.000755912 




18->19 


.9272781204 



Table 1. Results of the foeal length update aequired by the still eamera while zooming. The same 
point pairs were traeked in the image sequenee to eompute the new ealibration. 
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Frames 

N->N+1 




fi: 

Accumulated:! 


ix: 

Accumulated: 2 




Frames 

N->N+1 




l->2 


1.070402008 


1.070402008 


1.075321241 




l->2 


1.075321241 


l->3 


1.116654620 


1.116655490 


1.115047313 




2->3 


1.036943446 


l->4 


1.164474737 


1.164473855 


1.170720176 




3->4 


1.049928700 


l->5 


1.236684749 


1.236689917 


1.250940626 




4->5 


1.068522309 


l->6 


1.310590102 


1.310579969 


1.321264655 




5->6 


1.056216920 


l->7 


1.402384615 


1.402360640 


1.424322492 




6->7 


1.077999390 


l->8 


1.448220039 


1.448112147 


1.482660128 




7->8 


1.040958165 


l->9 


1.539923256 


1.539776686 


1.584254909 




8->9 


1.068521962 


1->10 


1.658449511 


1.656176613 


1.732064637 




9->10 


1.093299208 


1->11 


2.046914720 


2.046781367 


2.184242151 




10->11 


1.261062725 


1->12 


1.691119884 


1.671162877 


1.771565001 




11->12 


.8110662092 


1->13 


1.504400948 


1.504561014 


1.587320114 




12->13 


.8959987997 


1->14 


1.397044734 


1.397247668 


1.468390930 




13->14 


.9250754885 


1->15 


1.285414584 


1.285670698 


1.358834963 




14->15 


.9253904630 


1->16 


1.217636632 


1.217937349 


1.279259685 




15->16 


.9414385997 


1->17 


1.180938083 


1.181194907 


1.188534749 




16->17 


.9290801255 


1->18 


1.074897834 


1.075137297 


1.079197686 




17->18 


.9080068440 


1->19 


1.042488205 


1.042934536 


1.044412084 




18->19 


.9677671638 



Table 2. Results of the foeal length update aequired by the rotating eamera while zooming. The same 
point pairs with relatively small spatial angles (overlap problem) were used in the eolumns 
“Independent” and “Aeeumulated:!”. Different point pairs with the spatial angle about half viewing 
angle of the eamera were used in the eolumns “Sequential:2” and “Aeeumulated:2”. 



4. Conclusion 

We have presented an efficient approach how to update the value of the focal length for a 
zoom lens. The method is based on the spatial angular invariance for a particular pair of the 
image points traced in the subsequent image frames. The positive root of the quadratic 
equation gives the updating coefficient for the new focal length value. The method 
substantially relies on tracking the corresponding points in the image frames. It is shown 
that the method is stable with respect to a possible poor localization of the corresponding 
points. 

There are several advantages of the angle-based focal length update approach. Firstly, it 
gives simple quadratic equation that is easy to solve compared to the computationally 
extensive minimization procedures used by the self-calibration methods. Second, limited 
number of point correspondences that is necessary for calibration update can be reliably 
established for subsequent image frames. The condition that restricts camera translation 
between two subsequent image frames while zooming is provided in many applications. 
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The drawback of the method is the assumption that the principle point of the camera 
remains fixed while zooming. In fact, zooming can shift the principle point by tens of 
pixels depending on the lens technology used in the camera [13]. Evidently, by keeping the 
principle point fixed we might produce a bias in the camera calibration. It is the subject for 
future research to include in our calibration update the effect of varying principle point. 

Our experiments have shown highly stable performance for the sequential recalculations of 
the focal length. No accumulated error is detected over the sequence of 19 image frames 
for the rotating camera when different point pairs were used for calibration update. Despite 
we used manually selected pairs of correspondent points, we are confident that automatic 
correspondence searching procedure will provide reliable update of the focal length. 
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Abstract. In the paper we consider a problem of the next view plan- 
ning using stereo vision. Our objective is to resolve the ambiguities of 
occluded regions — parts of the scene which are acquired only in a one 
of the images of the two stereo views. We assume a general scene. The 
next view problem is first analyzed under the assumption that the next 
camera location can lie only in the particular epipolar plane, then we 
extend the analysis to a general set of possible camera locations. An 
important feature of the proposed approach is that it does not require 
3-D reconstruction of the scene. Experimental results demonstrate the 
proposed solution. 

keywords: the next view planning, view synthesis methods, stereo vision 



1 Introduction 



Recently there has been a great interest in view synthesis methods, which gene- 
rate intermediate images of the scene from images acquired at nearby viewpoints. 
Generation of an intermediate image may not be possible due to occlusions, 
i.e., parts of the scene which are acquired only in one of the images of nearby 
viewpoints. To resolve the occlusions the authors in the literature suggest the 
acquisition of additional images from slightly different viewpoints [1,7]. 

Selection of nearby viewpoints can be planned and represented as an explora- 
tion task. In the literature, the space which has to be explored can be determined 
in different ways: 

1. By the hounds of the scene. The bounds can be defined explicit, by the A, F, A 
coordinates of the bounding surface of the scene, perhaps by a sphere. Ano- 
ther possibility is to define the domain of points which have to be explored 
in an abstract way, like it is in the work of Kutulakos et al. [4]: The scene to 
be explored is a complete surface of an object. 

This work was supported in part by the Austrian Science Foundation (FWF) under 
grant S7000. 



F, Solina and A, Leonardis (Eds.): CAIP’99, LNCS 1689, pp, 444-453, 1999. 
@ Springer- Verlag Berlin Heidelberg 1999 
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2. By the set of possible viewpoints from which the images of the scene can he 
acquired. Usually the camera can not acquire the images of all the surface 
points of a particular scene, due to limitations of camera locations, e.g., due 
to obstacles. The set of possible camera locations can also be chosen to serve 
the proposed method. An example is a method for voxel coloring [5]: The 
set of possible camera locations are all the points which satisfy the ordinal 
visibility constraint. 

3. By the set of viewpoints from which the scene is going to he reconstructed 
or visualized. For example: The idea of the view interpolation methods is to 
synthesize only those views lying on the line connecting two reference views. 

The scene of our interest are parts of the scene which are acquired only in 
a one of the images of the two stereo views. We assume a general scene. The 
problem of the next view selection is first analyzed under the assumption that 
the next camera location can lie only in the particular epipolar plane, then we 
extend the analysis to a general set of possible camera locations. An important 
feature of the proposed approach is that it does not require 3-D reconstruction 
of the scene. 

In the paper we are not solving the correspondence problem, i.e., finding for 
each point in one image the matching point in the other. We assume that an 
algorithm for finding corresponding pairs of pixels in two stereo views is available 
and the algorithm is able to determine occluding points. In [2,3] the authors 
showed that occlusions can be detected by searching for disparity discontinuities. 

In Section 2 we describe the geometry and introduce the assumptions. In 
Section 3 we formulate the problem and in Section 4 we propose the solution. 
Experimental results are demonstrated in Section 5. 

2 Assumptions and Geometry of the Camera 

Let TZ be the retinal plane of the camera with the center C. The camera co- 
ordinate system is located oX C . Z axis is aligned with camera’s optical axis, 
is orthogonal to 7^, and points toward TZ. IZ lies at Z = /, where / denotes a 
camera focal length. X and Y coordinates of the camera coordinate system are 
parallel to x and y axes of 7^, respectively. 

A point M occludes point N in the retinal plane 7^ if A7 lies on the line 
{C^M) = (C, N) in front of N . By rotating the camera about its origin, i.e., by 
changing the orientation of TZ the point N remains occluded since the ordering 
of the points M and N on the line (C, M) with respect to C stay the same. It 
follows: A change in camera orientation does not resolve occlusions. Occlusions 
can only be resolved by changing the camera position. 

We assume two stereo views. Retinal planes T^i, TZ 2 belong to the first and 
the second camera, respectively. Since the change in camera orientation does not 
resolve occlusions and since there exists a projective transformation of one image 
to another which allows the gaze direction to be modified after the photograph 
is taken [6], we assume that planes TZi and TZ 2 are parallel. The center of the 
first camera is assumed to lie at the origin of the world coordinate system: 
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Cl = (0,0,0). The center of the second camera C2 is located at (Tx/ly/lz) (Fig. 
1 left). The epipolar plane going through the scene point F and the 

two camera centers C\ and C2, intersects IZi and IZ2 along epipolar lines ei and 
62, respectively. 

Let Pi = (xp i,^p 1) and p2 = {^p^ 2 :Vp, 2 ) denote the projection of a 3 D point 
F in IZi and 7^2^ respectively. F = (^pp, Tp 1, Zp 1) = ( ^pu^pu ^ Vpa^pa ^Zp^i). 
The coordinates of in the coordinate frame of the second camera are: 

Fp^2: ^P,2) = (-^P,1 “ Fp^l — ~ 'J-z)- 

Hence, the projection of F in IZ2 is 




Fig. 1. left) Stereo geometry of two identical parallel cameras, right) An image of o:p^2- 
A similar image can be drown for ppp. 

By moving point F on the line (Ci,Pi), its projection in IZ2 changes by the 
homography ( 1 ). The homography ( 1 ) is monotone with regard to Z coordinate 
(Fig. 1 right). An interesting fact is that the point at infinity^ /To always projects 
to the point {x^^i^y^^i) no matter where is the new center of the camera located. 

3 Points That Are Visible Only in One of the Stereo Views 

We begin by considering situations in which one part of the scene is visible only 
in a one of the two stereo views. Let points of the interval (p2,/2) on 62 in IZ2 
have no corresponding matches on Ci in TZi (see all three cases of fig. 2 ). The 
points p2 and q2 correspond to pi and qi on ei, respectively. 

^ The term “at infinity” is often used instead of “ideal”. Ideal point of a line — A 
fictitious point representing the direction of a straight line; it is common to the line 
and to all parallel lines. 
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We require the existence of an empty triangle AC1C2, S (Fig. 2 ). This prac- 
tically means that between the two camera centers Ci,C2, in the scene, there 
does not lie any object. The point S is the intersection of the line (C2,p2) with 
the line (Ci,g^). is the right most point on ei (looking at ei from Ci) which 
stereo pair is either p2 or one of the point on the left side of p2 on 62 (looking 
at 62 from C2). Fig. 2 depicts three different situations. The point Q is the 
intersection of the line (Ci,gr) with the line (^2,^2)' 

The role of the first and the second retinal plane are interchangeable. 




A 



^CiC2S 






4 / 4 

projection of ^2 
points of interest 





projection of ^2 
points of interest 



Fig. 2. Different stereo situations. 



3.1 Domain of Occluded Points 

To the interval (p2 , ^2) on 62 in IZ2 projects the area of the epipolar plane Sci,C2,s 
inside the sector determined by the three points: S'oo, C^2, Qoo (Fig. 3 ). 
Observation 1: The triangle A(S', C2,Q) is empty. 

Proof: Let in A(S', C2,Q) there exist a set of object points and let O include all 
of them. Some points of O project in IZ2 to the interval (^2,^2)- Let us denote 
them as Points of (^27^2) do not have stereo pairs therefore, all the 

points of 0(p2,g2) occluded in 7 Zi. Since we require A(Ci, C2, S) to be empty, 
the points of 0(^2, ^2) only be occluded in IZi by the points from O. Let Oc 
be the closest point of O to 7 ^ 2 - is also the closest point of 0(^2, ^2) ^ 2 - 

Hence, Oc is either not occluded in TZi or A(Ci, C2, S) is not empty. 

In accordance with the Observation 1 the domain of occluded points T>s,C2,Q 
is the area inside the sector Z( 5 oo, O2, Qoo) above the line (Ci,g^). It is deter- 
mined by four points: *Soo , Q , Qoo (Fig. 3 ). 

4 Possible Camera Locations 

Our task is to compute the next camera location to acquire the second 
image of object points from domain T>s,C2,Q whose projection is (^2,^2)- Since 
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Fig. 3. Domain of occluded points T>s,C2,Q case where qi = Qr b) the case 

where qi ^ qr- 



the points of our interest can he anywhere in T)s^C2,Qi we first have to determine 
camera locations where none of the object points outside T>s,C2,Q occludes none 
of the points of Vs^c2,Q- 



4.1 Cat is Constrained to Lie in Epipolar Plane 

By selecting the next camera location in £ci,C2,s we preserve the epipo- 
lar line belonging to Sci,C2,s- The scene points which may potentially occlude 
%,02,Q lio on Sci,C2,s- We define the obstacle points to be the scene points 
outside Vs^c2,Q- 

None of the obstacle points occludes none of the point of T>s^C2,Q T 
scene is empty in the area from to T>s^C2,Q for all optical lines of which 
intersect T)s,C2,Qi hence, the area between T)s,C2,Q the two “tangents’Ti , t2 
to T>s^C2,Q intersecting at has to be empty. 

The bounding lines of Vs^C2,Q'- Q)^ (^2^ Q)i nnd (C2, S) divide the region 

outside T>s^C2,Q i^fo six parts (Fig. 4). 

— Area /.'Area I is the intersection of points lying above the line (Ci,Q) with 
the points lying below the line (C2, S), ti = (Cjv, Soo)j ^2 = {^n ^ hence 

h II (^^2,^00) (Fig. 4 b). 

— Area II: Area II is the intersection of three half-planes: points lying above 

the line (C2,Q), points lying below the line (C2, N), and points lying below 
the line {S,Q). ti = {C^.Soo), t2 = hence ti || (C2,Noo) (Fig. 4 c). 

— Area III: Area III is the triangle A(N, C2,Q). This area is of special im- 
portance. Cjy can be placed anywhere in the triangle A(N, C2,Q) since 
A(N, Cat,Q) C A(N, C2,Q)and in accordance with Observation 1, A (N, C2, Q) 
is empty, ti = {C^.S), t2 = {C^,Q) (Fig. 4 d). 
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— Area IV: Area IV is the intersection of three half-planes: points lying below 
the line (C2,Q), points lying above the line (C2, S'), and points lying below 
the line {S,Q). ti = {Cn,S), t2 = {Cn,Qoo), hence t2 || {C2,Qoo) (Fig. 4 c) 

— Area V: Area V is the intersection of points lying below the line (6*2, Q) 
with the points lying above the line {S,Q). ti = {Cn,Q), t2 = {Cn,Qoo), 
hence t2 || (6*2, Qoo) (Fig. 4 b) 

— Area VI: Area VI is the intersection of points lying below the line {C2,P) 
with the points lying below the line {C2, Q). V = {Cn, S'oo), h = {Cn, Qoo), 
hence ti =|| (6*2, S'oo) and t2 || {C2A00) (Fig. 4 d) 




Fig. 4. a) Areas I, II, III, IV, V, and VI. b) Positioning Cn in area I and area V. 
c) Positioning Cj^ in area II and IV. d) Positioning Cj^ in area III and area VI. 

The areas I, II, IV, V, and VI all require an empty scene from Cjv to infinity 
along the one (in the case of areas I, II, IV, V) or the two (in the case of area VI) 
borders of T>s^C2,Q- Only the area III does not introduce any constraint on the 
scene outside Vs^C2,Q- By selecting the new camera position in A(S', C2,Q) we 
move closer to the T>s,C2,Q therefore, due to expansion, the objects in T>s^C2,Q 
which are closer to the camera occlude the objects behind. In general to acquire 
the second image of points projecting to (p2, 12) we need more than one view. 
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4.2 The New Camera Location Cat Lies Outside 

Selecting outside £ci,C2,s seems to be much harder problem to analyze, 
since points of T>s^C2,Q after repositioning the camera do not project to the 
same epipolar line. 

Usually we are not interesting in how to move the observer to resolve only 
the occlusions of one epipolar line, but primarily, how to move the observer to 
resolve occlusions belonging to at least one occluded region. 

Let us now analyze an occluded region O = U^(o 2 - , g2i)e2- (Fig. 5 a). Such 
occluded region can be detected on one side of the occluding contour 02; 02 = 
U^02-. A bunch of optical lines going through C2 and occluded points of O 
determine a conic volume Points inside O are connected along the epipolar 

lines 62^. To each interval (o2-,g2je2. belongs the domain of occluded points 
which can be computed in the same way as it is described in Section 3 for the 
interval (p 2 , ^2)- Hence, for each (02^, g2je2- there exists the line {Si^Qi), All the 
lines {Si^ Qi) determine a bounding surface Bc2,o (Fig- 5 b). In accordance with 
the Observation 1 for each interval (02-, ^2^)02. ? there exists an empty triangle 
A(A^, C2, Q^). All the triangles A(A, U2, Q^) form an empty conic volume Vempty 
with the vertex at C2 and bounded by the surface formed by a set of 

lines passing through the border of Bc^.o intersecting at C2. The domain 
of occluded points T>c2,o is a part of the volume Vc2,o above Bc2,0’ 







occluded 

region 




Fig. 5. a) Occluded region O. b) Surface Bc 2 ,o- 

For each point of O the corresponding point at infinity projects to the same 
point no matter where the new camera center is located. Hence, the same is true 
for the complete region 0 \ Points at infinity belonging to O project to the same 
region O in no matter where Cjv is located. 

The problem is analogous to the problem analyzed for positioning in the 
epipolar plane Bci,C2,S’ Cn is a good camera location if the volume formed by 
parts of the lines connecting Cjv with all the surface points of T>c2,o is empty. 

Points are divided into two sets: Into the points which he inside the conic 
volume Vempty ^ud into the points outside Va2,o- 

Again, only the camera locations in Vempty do not introduce any constraints 
on the scene outside T>c2,o- 
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4.3 Feature Points versus Uniform Regions 

Stereo algorithms can recover the shape of areas where there are sufficient fea- 
ture points to establish correspondences. In the areas of uniform intensity the 
depth values are than interpolated. Hence, in practice, to determine the depth 
of uniform regions between feature points, it is enough to acquire the second 
image of feature points. 

Staying in the epipolsir plane ^ai,C 2 ,F 

Let ^ be a feature point of our interest and let at F be a feature event in the 
scene which causes ^ to be a feature point on (^27^2) (Fig. 6 ). Let and be 
the closest left and the closest right feature on (p2, ^2) to respectively and let 
features at and correspond to feature events at Fi and Fr^ respectively. The 
boundaries which determine the allowable space for the next camera locations 
have to be computed assuming the worst case situation: The point projecting to 
^ lies at infinity: F = Foo, the points projecting to the two neighboring features 
lie on the line {S^Q): Fi = F^. = Hence, Fiy occludes F^ 

when the optical line {Cjy ^ Fiy becomes parallel to the optical line (^2,^). 
Let us denote this line as Fiy Similarly, Fry occludes Foo when 

the optical line {C^^Fry g^) becomes parallel to the optical line (^2,^). Again, 
we denote this line as {C Fry y). Hence, in can be selected 

anywhere between the two parallel lines Fiy^y) and {Cnu^u^ -^ ryy^) 

where {CNu^itj^iygy) || (^ 2,0 II {^Nu^uj^ryQy)^ The camera can not be 
positioned on the line (^2,^) since for lying on (^2,^) there is no parallax 
for F, 




Fig. 6. Acquisition of feature points, a) Allowable locations when staying in ^c'i,c' 2 ,f. 
b) Allowable locations when moving outside ^c'i,c' 2 ,f- 

Moving outside the epipolar plane Sci^C 2 ,f 

Let ^ be the feature point of our interest. Let i 7 = be the set of neighbo- 
ring features around ^ in the occluded region O. Again, to compute the possible 
camera locations, we assume the worst case situation: The point projecting to 
^ lies at infinity, the points projecting to the neighboring features of i? lie on 
^C2,Oj let denote them as The solution is a cylindrical volume formed 
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by lines parallel to line going through the points of Again, the 

camera can not be positioned on the line (C 2 , due to the same reason as above. 

5 Experimental Results 




Fig. 7. Top row: Two pairs of stereo images. Bottom row: Images depict possible 
camera locations for epipolar plane ^c'i,c' 2 ,F 2 - is located at (0,0) and C 2 at (100, 0) 
(axes are denominated in pixel units). 

The experiment demonstrates that the size of the possible displacement of 
the camera to acquire the slightly different view does not depend only on the 
distance between the features in the occluded region but also 

— on the distance of the occluded feature to the occluding border 

— and on the distance of the obstacle to the camera center Ci. 

We generate two pairs of stereo images. The scene contains two planes occluding 
a sky with clouds in the background (Fig. 7). Let us denote by Ai the darker 
plane and by A 2 the lighter plane. and A 2 are parallel to image planes 77 1 
and IZ 2 . The distance between the left and the right camera center is 100 pixel 
units. A 2 was in both examples located at Z = 10/. Ai is in the first example 
located set Z = 2.857/ and in the second oX Z = 1.857/, / = 100 pixel units. In 
both examples the plane A\ occludes in the left image three black points lying 
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on the lighter plane A2- Let us denote the black points from left to right as 
and ^3. The distances 7 ^^3,6 between the points ^2 and and the 
points ^3 and ^2 respectively, are equal. The feature point of our interest is ^2- 
Let us denote by F2 the point in the scene which projects to ^2- 

The area of possible camera locations in ^Ci, 02,^2 limited by borders — bold 
lines in the bottom images of fig. 7 which are determined as described in the 
previous subsection. The border 6^3 which is due to the feature ^3 is further away 
from C2 than it is the border k. which is due to the feature ^1, even though 
the distances equal. In the second example (right stereo pair of 

images in fig. 7 ) we move the plane Ai closer to Ci. The movement of A\ closer 
to Cl causes the borders , 6^3 (bold lines in the right image of the bottom row 
of fig. 7 ) of area of possible camera locations to move closer to C2. 

6 Conclusions 

View synthesis methods generate intermediate images of the scene from images 
acquired at nearby viewpoints. The generation of the complete intermediate 
image may not be possible due to occlusions: It is not possible to generate the 
intermediate image of the scene which is acquired only in one of the nearby 
images or is not acquired in any of the images of nearby viewpoints. In the 
paper we analyze the former case. The results of the analysis can be used in 
planning the set of nearby viewpoints. In the future we will concentrate on the 
following problems: 

— how to group the feature points in all occluded regions to optimize the set 
of nearby views, 

— we plan to extend the analysis to panoramic images. 
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Abstract. A new more efficient algorithm for recognition of projectively 
deformed point sets is presented. It supposes the type of projective trans- 
formation, where the orientation of a triangle is preserved. 

First, convex layers of two compared sets are computed and left-tangents 
are found. If their structures are different, then an advanced algorithm 
is used. It creates the new structure of one set according to the other 
set. If the numbers of the points in the convex layers differ from each 
other, then the suitable points are moved to other layers, and if the 
left-tangents do not link the corresponding points, then their structure 
is corrected. The suitable combination of optimal structure correction 
criteria was investigated by a numerical experiment, the angle criteria 
were found as the best. 

Finally, five-point cross ratios of sequences of the points from both sets 
are computed and compared. 



1 Introduction 

One of the important tasks in image processing and computer vision is recogni- 
tion of objects on images captured under different viewing angles. If the scene 
is planar, then the distortion between two frames can be described by projective 
transform 

= {ao -\- aix -\- a2y) / {1 cix -\- C2y) 
y^ = {bo + bix + b2y)/{l + cix + C2y) , ^ ^ 

where x, y are the coordinates in the first frame and xf y^ are the coordinates in 
the second one. 

The scope of this contribution is limited to the cases, where objects on images 
can be described by finite sets of points and its projective transforms have th 
same number of points, e.g. vertices of polygons. The algorithm does not solve 
cases, when some points are occluded on some images. 

Under (1) the straight line 



1 + Cix + C2y = 0 (2) 
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is not mapped into the second plane (or it is mapped into the infinity). Each 
triangle not intersected by the straight line (2) is transformed by (1) with the 
same orientation of the vertices. It implies some additional theorems dealing 
with topology of the set, e.g. the convex hull is preserved during the projective 
transform in that case. This property can be used for construction of very efficient 
algorithms for recognition of point sets. While the computing complexity of the 
invariants [2] in the general case of the projective transform when the points can 
lay in both parts of the plane is O(n^), there was published an algorithm for 
recognition of projectively deformed point sets in [1], which utilizes preserving 
triangle orientation, with computing complexity 0(n log n). 

Concisely, it consists of a few steps: 

1. Compute convex layers of both sets. 

2. Compute left-tangents. 

3. Acquire left-list of points. 

4. If the structures of the sets are the same, compute five-point cross ratios and 

declare the sets as equivalent if and only if the cross ratios are equivalent. 

The convex layers of a set are obtained by computing convex hull of the set, 
removing the points of the hull and computing convex hull of the rest of the set. 
It is repeated while some points remain in the set. 

From a point of the outer layer we can draw the two tangents to the adjacent 
inner convex layer. While looking at the inner hull from the point, we can classify 
these tangents as left-tangents and right-tangents (Fig. 1 a). We must choose 
one of them, but the other can be used as well. The left-tangents were chosen 
here. 

The system of the left-tangents with fictitious point in the center of the 
innermost convex layer forms a tree. The tree can be transcribed into a sequence 
of the points by depth-first search of the tree. The sequence is called left-list. 
The transcription is ambiguous, we can choose any point in the innermost hull as 
the beginning. If the innermost hull contains one point only, the same situation 
occurs in the next convex layer. We must consider each of these sequences and 
find the pair of sequences, one from the first set and the other from the other 
set, with the least deviation of the cross ratios. If the deviation is zero, then the 
sets are precisely equivalent, else the deviation can be considered as the measure 
of the degree of difference between the sets. 

The main disadvantage of this algorithm is its high sensitivity to noise. If 
some three points are almost collinear, then small perturbations in their coor- 
dinates can affect the structures of the convex hulls and left-tangents and the 
sets are declared as completely different. This paper describes a new algorithm 
which is more robust to noise in point coordinates. 

The simplest projective invariant is a five-point cross ratio [3, 4, 5 and 6]: 



g{A,B,C,D,E) 



P{A,B,C)P{A,D,E) 

P{A,D,C)P{A,B,E) 



(3) 



where F[A^B^C) is the area of the triangle with vertices A, B and C. The 
point A is called the common point of the cross ratio. 
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Since the set of n points has 2n degrees of freedom and the projective trans- 
form has 8 parameters, therefore the set can have only 

m = 2n — 8 (4) 

independent invariants to projective transform. In [1] there are only n invariants 
computed for n points, we propose to take rn invariants, which describe the set 
completely If we have a sequence of n points, we can compute the cross ratio of 
the first point as the common one and following 4 points, then the second point 
as the common one and following 4 points and so on until we take the fifth point 
from the end as the common one and last 4 points. We obtain m/2 invariants. 
Now we take the sequence in the reverse order, it means the last point as the 
common one and 4 preceding points, then last but one as common and preceding 
4 points and so on until the fifth point as common one and first 4 points. So 
each point is used at least once as the common one in rn cross ratios. 

Since the cross ratio can be infinity or near infinity and it can lead to in- 
stability, we use the arc tangent of the cross ratio instead of the mere cross 
ratio. 



2 Basic Algorithm 

Our algorithm determines, if two point sets are equivalent up to projective trans- 
form. It can be outlined as follows 

1. Compute convex layers of both sets. 

2. Compute left-tangents. 

3. Obtain left-list of points. 

4. Find the degree of symmetry of the left-list. 

5. If the structures of the sets differ from each other, use advanced algorithm 
from the next section. 

6. For each degree of symmetry compute invariants of the corresponding se- 
quence. 

7. The minimum distance of two sets of the invariants in Euclidean feature 
space expresses the measure of equivalence of the point sets. 

The convex layers can be computed either the Chazelle’s fast algorithm [7] 
with the computing complexity 0(n log n) or much simpler Jarvis’ march [8] 
with running time O(n^). If we know the convex layers, then the left-tangents 
can be found with the computing complexity 0(n). 

The tree is created from the left-tangents and transcribed into the left-list by 
the depth-first search of the tree (Fig. 1 c). There are the convex layers outlined 
by the thick line and the left-tangents by the thin line in the Fig. 1 b. 

The left-list of this set can be 



Ci,Bi,Ai,A2jC2jB2jA3,B3,A4,Cs,B4,A^, 
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Fig. 1. a: Left-tangent (1) and right-tangent (r). b: The convex layers (thick line) and 
the left-tangents (thin line), c: The tree from the left-tangents 



From all possible sequences is used that one with the greatest lexicographic order. 
If we want to find which of two sequences has greater lexicographic order, we find 
the first points from the beginnings, whose convex depths differ from each other, 
and the sequence with the greater convex depth of the point is lexicographically 
greater. E.g. the sequence of the convex depths of the left-list from the Figs. 1 b,c 
is 

3 , 2 , 1 , 1 , 3 , 2 , 1 , 2 , 1 , 3 , 2 , 1 . 

We can use all cyclic permutations beginning by 3, but we use the sequence 

3.2.1. 3.2. 1.1. 3.2. 1.2.1 

because it is lexicographically greatest - the fourth member of this permutation 
is the greatest. 

In case of only one point in the innermost convex layer, this point is ever 
first in the left-list and it is omitted from the cyclic permutations. 

The degree of symmetry is the number expressing how many cyclic permuta- 
tions of a sequence is the same as the original sequence. For instance, the degree 
of symmetry of the sequence 

3.2.1. 1.3.2. 1. 1.3.2. 1.1 

equals 3. The degree of symmetry of a sequence without any symmetry equals 1. 
If the degree of symmetry of the left-list depths is greater than 1, then we must 
consider the corresponding number of the cyclic permutations. 

The structures of both sets are identical, if the sequence of the convex depths 
of the points in the left-lists are the same, otherwise the advanced algorithm must 
be used. It is described in the next section. 

The minimum distance of two sets of the invariants in m-dimensional Euc- 
lidean feature space expresses the measure of equivalence of the point sets. The 
sets are exactly equivalent, it means they can be transformed by projective trans- 
form one into another, if and only if their distance equals zero. The number of 
structural changes can serve as the auxiliary criterion of similarity. 
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3 Advanced Algorithm 

The aim of this algorithm is to arrange the structure of one point set according 
to the structure of the other set, what is refining with respect to the basic 
algorithm, which cannot change the structure. 

The advanced algorithm consists of two steps, translations of points into 
different convex layers (1,2) and arrangement of left-tangents (3,4). First, one 
set is labeled as reference and the other one as input. 

Data from the basic algorithm: 
n = number of points in one set 

cdi[i] = convex depth of the i-th point of the input set 
cd 2 [i] = convex depth of the i-th point of the reference set 
nd = convex depth of of the reference set 

np[i] = number of points with convex depth = i in the reference set 
= left-tangent of the k-th point in the i-th layer (input set) 
lt 2 \i^k] = left-tangent of the k-th point in the i-th layer (reference set) 
Left-tangent means its order in its convex layer. 

Advanced algorithm: 

1. for i:=l to n 
\i{cdi[i] < cd 2 [i\) 

point -down[cdi [i] , cd 2 [i] ) 

\i{cdi[i] > cd 2 [i\) 
point jup[cdi [i] , cd 2 [i] ) 
end for (i) 

2. for i:=l to n 

if the i-th point was moved in Step 1 
inner _tangent[lti , i) 
end for (i) 

3. for j:=l to np[l] //loop via points of the first layer 
for i:=l to nd — 1 //loop via other layers 

for k:=l to np[i] //loop via points of the layer 
no := {lti[i^k] — /t 2 [i, A:])mod np[i] 

sh[no] := sh[no] + 1 //compute histogram of the layer rotations 
end for (A:) 

Find maximum maxr of the histogram sh. 

If there is more identical maxima, compute sum of left-tangent criteria for 
each of them. 

noerl := noerl T np[i] — maxr //number of changes of the left-tangents 
end for (i) 

minnoer/:=minimum number of changes noerl 

If there is more identical minima, we consider that with less sum of the left- 
tangent criteria. 

nc/im[i]:= posit ion of the minimum 
endfor(j) 
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4. for i:=l to nd 
for j:=l to np\i] 

j] •= {] + nchm[i\)Tnod np[i]] 

end for (j ) 
end for (i) 

The procedures point -dow n{i ^ j) and pointjap{i^j) search, what point from 
the i-th layer is the best candidate for translation to the j-th layer. The procedure 
pointjap{i ^ j) examines triangles from three adjacent points in the source layer, 
the procedure point-down{i^j) examines triangles from a point in the source 
layer and two corresponding points in the destination layer A number of both 
the layer criteria and the tangent criteria was tested, see the section Numerical 
Experiments. 

The procedure inner -tangent [It ^ i) compute a new left-tangent of the trans- 
lated i-th point. 

The aim of the next part of the algorithm is to find the optimal way, how to 
copy left-tanget numbers from the reference set to the input one. The criterion 
is the whole number of changes and if there is more than one identical minima, 
we use another auxiliary left-tangent criterion. 

4 Numerical Experiments 

The following two numerical experiments were carried out. The goal of the first 
experiment was to determine, what layer and left-tangent criteria are the best. 

A set of 16 points was created by a pseudo-random generator. They are 
uniformly distributed from 0 to 511. Independent zero- mean Gaussian noise with 
gradually increasing standard deviation up to 30 was added to the coordinates of 
all points and the original set was compared with the noisy set by our algorithm. 
The experiment was repeated 100 times for each standard deviation and for each 
of 7 combinations of the criteria. The following combinations of the criteria and 
the whole number of correct results can be seen in Tab. 1. The criteria are 
illustrated in Fig. 2. 

We can see the success rate of the 7th combination is the best one. The 
success rate of the 6th combination is only slightly worse. 

The goal of the second experiment was the comparison of the advanced al- 
gorithm with mere base algorithm. 

Two basic sets of 16 uniformly distributed points were created again. One 
of them was corrupted by noise like in the previous case. The noisy set was 
compared both with the original set and with the other set by our algorithm. 
10 basic sets were created for each standard deviation and the experiment was 
repeated 10 times for each pair of the basic sets and for each standard deviation. 

^ The points are corresponding, when the point in the source layer lies in the triangle 
from two adjacent points in the destination layer and the centroid of the innermost 
layer, e.g. the pair of the points As and A 4 is corresponding to the point B 2 in the 
Fig. 1 b. 
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Fig. 2. The criteria of the point translations to another layer (left) and those of the 
new left-tangent (right) 



The average deviations in the feature space can be seen in Fig. 3 left. The solid 
line expresses comparison with the original set and the dashed line with the 
other set. The number of the correct results can be seen in Fig. 3 right. The 
solid line expresses the number of correct results of the advanced algorithm and 
the dashed line that of the basic algorithm. 

Table 1: The combinations of the criteria 



No. 


layer criterion 


left-tangent criterion 


correct 


1 


distance v 


old distance vq 


739 


2 


relative distance v/z 


relative old distance vq /zfq 


724 


3 


distance v 


new distance Vfq 


740 


4 


relative distance v/z 


relative new distance / zq 


723 


5 


triangle area F = vz/2 


triangle area Fi = vozjy / 2 = vjyZo/2 


746 


6 


angle maximum of o;i and a 2 


angle to 


854 


7 


angle sum ai T <^2 


angle to 


860 



We can see that the advanced algorithm yields good results in case of sig- 
nificantly greater noise than the mere basic algorithm without possibility of 
structure corrections. 

5 Conclusion 

In this contribution, we improved the original method for recognition of pro- 
jectively deformed point sets [1]. The simpler evaluation of symmetric sets was 
used instead of relatively complicated searching substrings in the string and 
more suitable number of invariants was computed. The new method of structure 
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Fig. 3. 4Re average deviations d in the feature space (left) and the number n of the 
correct results (right) with respect to the noise standard deviation a 



correction was established. The correspondence between the points of both sets 
can be found in case of need. The behavior of the method was demonstrated 
by numerical experiments, one of them showed the angle criteria of the moving 
point are the most suitable. 
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Abstract. A measurement of the ski-jump distance using the computer 
programme Jump It is presented. The technique we use is based mainly 
on the recording of consecutive images in the computer memory in real- 
time. We propose an algorithm based on off-line recursive filtering, and 
fuzzy pattern comparison of the bit mask of two sets of windows: the 
learning one and the testing one. The result of this comparison should 
give us the point of landing of the ski jumper. The length is calculated 
from the calibrated ski jumping hill. 



1 Introduction 

The ski-jump may be divided into three phases: the inrun and take-off, the free 
flight and preparation for landing, the landing and outrun. The most interesting 
phase for us, the spectators, is surely the jump or the flight and landing, or 
touch down, i.e. what interests us here is the length of the jump. For the trainer, 
however, other phases may be much more important [3]. 

Today, this measurement is carried out mainly in the ” classical” manner, with 
subjective visual observation, either at the very landing-point, or by means of 
video (recorder) replays. The International Ski Federation (FIS) uses expensive 
computer equipment for the measurement, which is, unfortunately, a very tight- 
kept secret. 

In Ghapter 2 of this paper we will first describe the computer hardware sy- 
stem for measuring distance, and in Ghapter 3 we will describe by type the pro- 
gramming procedures which are necessary to determine the length of the jump. 
Then, in Ghapter 4, we will present a comparison between the results measured 
by our system and the "classically” measured results. In the Gonclusion, we will 
mention certain findings, which we obtained from testing our equipment on site. 

2 Computer Hardware and Video Equipment 

We are using a personal computer and the frame grabber, produced by Data 
Translation [5,6]. It receives the signal with either a b/w or colour camera; 
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this enabled us - by using, amongst others, the appropriate Jump It programme 
written in Visual C++ - to store in real-time the consecutive frames (film) 
within the available computer memory. The main memory then made it possible 
to display the recorded images up to 150 frames, i.e. up to 6 seconds of filming. 
One b/w incoming frame S is an array of I x J picture elements (pixels) or 
bytes, representing 8-bit grey levels. From our frame grabber we get the array of 
1 = 768, and J = 576 pixels, so that the entire database for one image requires 
442,368 bytes. An ordinary b/w or colour camera is positioned in such a way 
that, while capturing the information, its position remains unaltered, and that 
it covers approximately 40-50 metres of the descent from the ski jumping hill. 
The proposed final hardware solution with 3 cameras is shown in Fig. 1. 




Fig. 1. Proposed (final) hardware solution 



3 Computer Software 

3.1 Manual Measurement at the Landing-Point 

We used the principle of linear interpolation in order to calculate the points 
between two shifts. We drew out separately each of the shifts between two points 
which we had previously marked on the "live image”, either with a small flag 
or a striped pole; then we had already transferred the image into the computer 
memory. We marked the ”live” distance at every 10 m point. It proved that the 
introduction of this method was sufficiently accurate and that there were almost 
no errors, i.e. the margin of error was less than 0.5 m. The calibrated ski jumping 
hill is shown in Fig. 2. 

Once the system has been calibrated it is ready for measuring. Hand directed 
control is essential; when the ski jumper is observed, the starting of the computer 
recording of frames begins. 

Depending on the size of the ski jumping hill, we limit the number of windows 
used, particularly if we are taking measurements on smaller ski-jumps. Thus the 
operator chooses from a range between 3 seconds (75 frames) to 6 seconds (150 
frames) depending upon how long he intends to follow the jumper. 

As the longest flight on 180-m ski jump hill was approximately 7 seconds, we 
considered it sufficient to store 3/4 of that "maximal” time. After the recording 
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Fig. 2. Calibrated ski jumping hill from 60 m to 100 m with a camera positioned at 
the out-run and with marked observation area S . 



we had to match the frame with the landing point of the ski jumper. This is 
done mainly in the same manner as by video recorder. When the frame with 
the just-landed ski-jumper is located, we put the cursor in the right position 
(between the two feet), and the length is displayed in the computer monitor. 



3.2 Proposed Algorithm for System Measurement 

Once we have successfully completed the initial phase for the manual measure- 
ment of the ski jump distance, we plan to make the measured distance of the 
ski-jump length fully automated. Therefore we upgrade our Jump It program 
with: 

- fuzzy detection of the ski-jumper in the field of observation, 

- recursive filtering, 

- fuzzy comparison and analysis of the jump, and 

- calculation of the distance. 

We decided to choose the principle of the fuzzy pattern comparator (FPC). 
This treats the patterns as fuzzy sets and calculates a (hamming) distance mea- 
sure between multiple sets [7]. The threshold value defines the "membership” 
function which determines how two patterns match. 



Fuzzy Detection of the Ski Jumper Within the Area of Observation 

However, since the "hand directed" waiting for the ski-jumper - who should first 
appear at the edge of the area of observation - is a "demanding and enduring" 
job, we preferred to use the principle of motion detection by fuzzy filtering. 
The area of observation S is an array of (i* . . . i**) x ( . . . J**) b/w pixels 
(or bytes). In Fig. 2. this area is positioned in the right part of the picture, in 
the last 1/8 vertical strip of the image, and is selected by the operator in the 
calibration phase. 
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a) The images come in from the video source and we calculate for the first 
incoming frame the amount of pixels wi inside the observation area s / / G 

m ,n 

s' , and s' C S : 



(j**-j*) 
m n 

^ ^ ^ ^ ^ r*-\-m-k,J* -\-n-l 

m=0 ?i=0 

where m, n are integer numbers, and I* -{-ni'k^ J* -\-n-l are the co-ordinates 
within the observation area S, k and 1 are the step of the grid within the array, 
usually 2, 4, 8, ... In our case, with the camera positioned in the out run the 
operator had to take = 672, i** = = J . We then repeated 

the calculation for each next frame and obtained a set of summarised points 
on the grid within the observation area: 






Jjp , Vjp^ 1 , 



, Up, 



b) Once it had been shown that the difference between the two consecutive 
calculations 

Up '^p— 1 7 






■p-l 



Ur) I ^ 



was greater than the previously prescribed threshold 4^^, we then commenced 
with the procedure of sequential recording of the frames into the memory 
(film). Also, in this range of vision no third object should appear, e.g. a 
spectator, measurement adjudicator, or snow-leveller. The aim of the pro- 
gramme is not to separate the one from the other. We preferred to use the 
third camera only for this purpose. The threshold - once the procedure has 
been set in motion for receiving data from the camera - is decided in the 
measuring phase of the pre-initial jumps and is dependent on various fac- 
tors, such as the camera position, distance from the focal figure, weather 
conditions, visibility, and illumination on the landing slope. 



Recursive Filtering Since it is necessary to separate the dynamics from the 
background, we used the same filter which we had previously used [1,2] and 
which is also to be found in other applications [4]. 

a) From each incoming frame S, we calculate the filtered image F by the re- 
cursive formula. 



1 ) 



Cl ■ + C2 • 

Cl + C2 



for i = 1 . . . i, and j = 1 . . . J, and Ci ^ Ci, Here Sij represents the pixels 
from the live picture S from the camera, therefore Sij G S and fij are pixels 
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within the filtered image F, therefore fij G F, hence the background. The 
two matrixes are of the same dimensions, thus 

|S| = |F|. 

The constants Ci and C 2 determines the relation between live and filtered 
picture in the recursive filter. 




b) In order to achieve the fastest and simplified calculation, it is reasonable to 
select 

Cl + C 2 = 4, 8, 16, ... . 

The division, however, is a time-consuming action, which can be simply 
substituted by shifting to the right by a specified number of places. In our 
example, we found that Ci = 3, and C 2 = 1 gave good results and division 
by 4 is substituted by a 2-places shift to the left. 

c) If we subtract the live image S from the filtered image F, and we consider 
that: 



if (|/,j(t+ 1) - S,j(t+ 1)1 > 4) = ; 

else niij = ”0” ; 

for i = 1 . . . i 1 and j = 1 . . . J , then we get M, where nii j G M, is 
the matrix of the binary image (bit mask) with the moving object, which is 
of the same dimension as the incoming image, thus |S| = |M|, where 4^ is 
the treshold. 

Filtered in this way, the image provides us with the basis for a fuzzy comparator, 
which can be used to determine the course of the flight to the landing and outrun. 
The binary image thus obtained is presented only in two colours: black (”0” or 
OOh) and white or FFh). (See Fig. 3.). The number of levels we take for 
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the bit mask image is related to transformation function We prefer the same 
number of levels in the (input) learning matrices and in the testing one, or in 
our case, two. 

Fuzzy Compsirator and Locating the Frame of the Landing From among 
the many algorithms, which deal with the analysis of both 2D and 3D images, we 
chose the analysis of binary images M that we got from the recursive filtering. 
We had already recognised the method in [1,2], for the identification of signs 
from hand-written numbers. This method is otherwise regarded as being among 
the "naive” methods, yet it proved to be successful and fast, for it gave us the 
results in just a few seconds. 

a) If we look at the recorded images S we will find the sequence of the ski jumper 
in flight position (F), in landing (E) position, and in landed position (L). If 
we write this sequence by letters, (see Fig. 4) we get the set: where we take 



input testing patterns from the pre— initial and all other jumps S 
/ ^ ^ ^ ^ ^ ^ \ 
Fi,F2,Fs, ... , FV-3, FV-2, FV-1, ivr, Tr+1, ivr + 2, br + 3, L R-2 ^ L L R ^ 

'' V- '' 

learning patterns from the pre— initial jumps Sp 



Fig. 4. Set of input patterns from pre-initial jumps. 



one part for learning. It is our goal to And the frame r, i.e. the landed position 
of the jumper. What we are first interested in is the sequence p = r ... R of 
the so-called learning pattern matrixes of the moving ski jumper 

where i =!...! and j = 1 . . . J , which we are able to compute from the 
set of Altered bit map images of 

M(r),M(r+ l),...M(i^) and X(^) G M(^). 

How do we get the learning pattern matrixes X(p) ? We determine in advance 
the data Ale for the learning recordings of landings, which we arrange by the 
pre- initial jumper making a descent of the ski jumping hill. Then, off-line, we 
calculate the Altered images F. We then scan in binary images M(p) for each 
group of neighbouring pixels, which we put in a rectangle, i.e. possible moving 
object matrix. Usually there can be found few such candidate matrices. We 
can then get the initial co-ordinates of the Arst moving object matrix inside 
the area of observation, when two conditions are fulAlled. First, the number 
of pixels must be greater of some and second, once we And the Arst object 
(ski jumper). This method is to be taken into account since it is very useful 
in making the calculation faster, as it helps to check only a smaller part of 
the array M. 
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Thus we get the following set of matrixes from the pre-initial jump: 

e x{p), 

for p = 1 . . . it , and i = 1 ... I or j = 1 . . . J are the co-ordinates within 
X(p) C M(p). The pattern in the matrix is adjusted below, on the right 
and left edge of the window. We would use the "stretch” function for this 
purpose. We then say that the figure has been normalised. In our case we 
did some experiments with i = 20 and J = 30. It is the operator who, from 
the set of pre-initial jump images M(p), has to select the starting r and final 
R. 



0 I I 

Oh 100% 



Fig. 5. Class 0 transformation function ct for values 4^ • 100% taken between 0% and 
100%, and generalised to 1. 



b) From the sequence of learning pattern matrixes, xy ^ (p) G X(p), p = r . . . R 
, we are able to create the cumulative learning matrix W as: 

R 

% p=r % 

for i = 1 ... I and j = 1 . . . J , where w.r G W . The matrixes X(p) and 

matrix W are of the same dimensions, thus |X(p)| = |W | ! The cumulative 
learning matrix W was generalised [2] in class 0 in such a way as defines 
the transformation function c^, which we see in Fig. 5. 

The generalisation through class 0 function (c^) gives us the generalised 
cumulative matrix W: 

VJ-r -/ — Ct(w.r ./ ) 

for i = 1 ... 1 and j = 1 . . . J , where wp G W and |W | = | W|, and t=0. 
We prefer the calculation with integer values because of the faster execution 
time. 

c) Once the system was learned, we began with measuring the distance. We 
introduce here the algorithm of best matching as the "fuzzy spatial cross- 
correlation" rnk{p) between two matrixes, the generalised cumulative lear- 
ning and testing one. 
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We programmed the algorithm, so that a pixel j'{p) ^^le testing matrix 
is compared with neighbouring elements of the cumulative learning matrix 
W: 

+ P +T 

mk{p)= X) (w+r ,/+/’=/ 

i”=-p f=-T 

for i = 1 . . . i and j = 1 . . . J , and for all testing patterns, thus p = 
1 . . .R^ where xp y{p)^ is an element from a set of testing pattern matrixes 
X(p) of the last recorded jump, W is the cumulative learning matrix, and 
j'pj” ^ while =f stands for the fuzzy equivalence function [1], and 
is defined as 

W ^{p) ^ max ^min ^W, X(p) j , min — W, 1 — X(p) j 

The values p^r are integer numbers, define the width and the height of the 
neighbouring area, and k = 1 ... X, where 

K = (I - cr| + 1 + a) • (r|| + 1 + r). 

d) As a result of the fuzzy comparison, for each compared matrix m/^(p) we ob- 
tain a set of K coefficients. The best matching mp.[p) of each of the compared 
matrixes is obtained when we extract the maximal one, thus: 

m{p) = MAX{mk{p)), 

for k = 1 ... A , and p = 1 ... A. From the sequence of the best matching 
values m[p)^ we then calculated the difference between two coefficients in 
series, 

\m[p) — m[p — 1)1 = e, 

for p = 1 ... A. When we find that e > 4^, then we get p = i.e. the frame 
number r of the just-landed ski jumper. 

In Fig. 6 we see the cumulative learning bit mask matrix W and a part of the 
set of input testing matrixes W(p) , and the result of comparison between 
both. 



Calculation of the Distance We now take the calibrated frame r from the set 
of frames S for the calculation of the ski jumper distance. The program, which 
has to be learned by the operator, could be able to locate the position of skies 
in the observation frame, and to mark the specific point as when done manually. 
The position of the cursor gives us the length of the ski jump. 
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s<=5j. s > Sr s<-5r s<=Sr 

Fig. 6. Fuzzy comparison between input testing matrixes X(p) (above) 
and the learning cumulative matrix W (below) . 




Fig. 7. Deviation (in metres) between the official results of the measurers, and our 
results at the second series of (70) jumps. 



4 Results 

We performed the last manual test of the system with measurements from ski 
jumpers for the Slovenian MIP Cup, 17 Jan. 1999 at Planica, on a 90-metre ski 
jumping hill. We observed a landing area of 60 to 100 m. The camera was placed 
at approximately 10 m to the side of the outrun. The results can be seen in Fig. 
7. We notice immediately a deviation in series of a distance of up to 2 m, to the 
disadvantage of the official measurers. 

5 Conclusion 

It is planed that this system will be expanded in order to achieve better and more 
reliable automatic detection of the ski jumper. We also wish to further improve 
the method of measurement. For the present, it would seem that the greatest 
mistake we can make is only in the length between the two recordings (fields). We 
also wish to complete the system by addition of the starting- list, assessment, and 
the archive storage of frames (3 or 5 pictures around the just-landed ski-jumper). 
We would also wish to be granted by FIS a licence for ski-jump mesurements. 
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Abstract. 

The motion analysis plays an important role in the broad range of applications, such 
as visual feedback control, scene reconstruction and similar. In this paper the 
technique for 2D-motion analysis based on displacement vector determination is 
described. In our approach we have used the device called Fuzzy Pattern Comparator 
(FPC) and develop the fuzzy algorithm based on novel, cylindrical fuzzy sets of 
directions. Their introduction made the calculation of displacement vector direction 
and magnitude quite simple. The method was verified experimentally and used in final 
positioning of the robot arm. 



1 Introduction 

Displacement vector field [1], [2] which can be defined as a mapping between one 
frame from an image sequence and the proceeding or following frame is of the great 
importance in motion analysis, for applications such as visual feedback control [3] or 
scene reconstruction [4]. Existing techniques for image matching roughly fall into two 
categories: continuous and discrete. 

In the continuous approaches, the interframe motion is approximated by motion 
velocity and the displacement vectors are given as optical flow [2]. 

The discrete approach techniques treat the images as samples of the scene taken at 
discrete times. Scene features of interest such as high gray value variations, edges, 
lines or intensity patterns, are extracted from the images and matched appropriately. 
The procedure is usually based on sophisticated techniques for overlapping 
recognized shapes in a sequence of analyzed images [5], [6]. 

The concept of fuzzy sets fits very naturally in the framework of discrete image 
matching techniques, so we have used for object displacement vector determination 
the fuzzy correlation method based on Fuzzy Pattern Comparator (FPC) board. 

The procedure had two phases: 

• the learning phase, and 

• the working phase. 

F. Solina and A. Leonardis (Eds.): CAIP’99, LNCS 1689, pp. 472-479, 1999. 
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In the learning phase the robot was positioned up, down, up-left, up-right, down-left 
and down-right according to its desired, final position (the camera's central point) and 
appropriate images were captured and saved in external pattern memories. 

In the working phase, when the robot has entered in the camera’s image field, the 
displacement vectors of its motion were determinate in real time, taking into account 
the differences between its image and the images of its displacements, saved in the 
external pattern memories. The displacement vectors directions and magnitudes were 
calculated by fuzzy algorithm based on cylindrical fuzzy sets of direction. These 
values were used as input to robot control algorithm which have moved the robot 
gripper toward its desired, final position (the camera's central point). 



2 System Overview 

The system consists of the robot arm, video camera, FPC board and a personal 
computer (486, 66MHz) as Fig. la), shows. The robot arm (type MICROBOT 
TeachMover) was equipped with motorized jaw -type gripper, which was in our 
experiments always in horizontal position. The camera was mounted in front of the 
robot arm as Fig lb), shows. The main control task of this visual feedback conUol 
system was to guide the robot arm until the gripper takes the predefined central 
position in the camera's image. 

The used equipment was more or less standard one, except the Fuzzy Pattern 
Comparator (FPC). 





Fig. 1. a) Experimental system setup b) Photo of the experimental system 

FPC is s specialized device particularly designed to provide very fast comparison 
of frames of data. The FPC utilizes fuzzy logic‘s method of comparing data in order 
to determine the similarities or differences in groups of data. 

Data is entered serially into the device, where it is formatted into bit fields and 
compared, one field at a time, with data stored in external pattern memories. In our 
case the input data where the live image from the video camera. Each input image 
frame was stored in the first pattern memory and compared with six predefined 
pattern images stored in external pattern memories during the learning phase. Each 
pattern memory has a register where results of comparison were stored. The smallest 
value indicates that the input data due the most clearly matched to its appropriate 
stored pattern. 
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3 The Learning Procedure 

During the learning phase, robot arm is moved in front of the camera. Its six 
characteristic position (Fig.2.) viewed by the fixed camera (up, right-up, right-down, 
down, left-down and left-up) were captured and stored in six FPC board external 
pattern memories. In working phase a comparison was made between the data from a 
new image of a scene with data stored in the external pattern memories. Each 
difference between pixels with the same xy coordinate from stored and captured 
images has increased the value of the register accompanied to that pattern memory. 
The final result was an accumulation of errors across the all image elements. 
Consequently, if two images differ from each other in all the image elements, the 
value of the register accompanied to the pattern memory have been 192x132=^25344 
because the input image was digitalised in 192x132 pixels. 

Contrary, for two identical images the register will have zero value. These facts 
were used for displacement vector determination described in the following section. 



4 Displacement Vector Determination 

The displacement vector is determined by the three-step procedure. The first one is 
calculation of the degrees of fulfdlment between the input scene and stored displaced 
images in memories. Each displace image has its own degree of fulfillment, which is 
reciprocal to the en'or sums. If an error sum is equal to zero, then the stored pattern is 
identically equal to the compared one. Therefore, the degree of fulfillment has 
maximum value, which is equal to 1 . 




Fig. 2. Images of the predefined displacements: a) up, b) left-up, c) right-down, d) down, e) 
left-down and e) right-up 
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Contrary, the highest value of an error sum means the weakest match between 
captured and stored patterns, resulting with zero degree of fulfillment. Consequently, 

the overall degree of fulfillment is a 6 -element vector X = /^2 >^'3 ^5 ] , 



whose elements are calculated 


using the equations 






if 


Ej—mox Err 


x,=0 


(1) 


else if 


Ei=min Err 


l,=l 


(2) 




E, - minErr 




(3) 



else 2,= 

maxErr - minErr 



where maxErr is the maximal error sum and minErr is minimal error sum between 
input image and displaced images stored in pattern memories. In our case minErr was 
0 and maxErr ^ 25344. The degree of fulfillment corresponds to the displace 

image ”up", ^2 to ”right-up", 2.3 to "right-down", to "Down", X^ to "left-down", 
X^ to "left-up". 

The second step is determination of the displacement vector output fuzzy set. For 
this purpose we have introduced cylindrical fuzzy sets of direction depicted on Fig.3. 




Fig. 3. Cylindrical fuzzy sets of direction. 

As Fig.3. shows the definition set of cylindrical fuzzy sets of direction is a circle of 
directions from 0^ to 360^. Membership functions have their maximal value 1 at 0, 60, 
120, 180, 240 and 300 degrees for "up", "right-up", "right-down", "down", "left- 
down” and "left-up" directions. 

The output displacement vector fuzzy set is determined using the fuzzy 
composition 

i 



Where X-, is the degree of fulfillment for the ;-th displacement image (up, right-up, 
etc...) and dj* is its corresponding fuzzy sets of direction. If, for example, the captured 
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robot arm position is identically equal to the displacement image called right-up, its 
overall degree of fulfillment will be 

I = [0 1 0 0 0 o] 

and its corresponding output fuzzy sets are shown on Fig.4a), Similarly if the robot 
arm on the input image is positioned somewhere between "left-down” and "left-up” as 
image 6a) shows, the overall degree of fulfillment will be 

I = [0 0 0 0 0.2 0 . 8 ] 

and corresponding output displacement vector fuzzy set is shown on Fig.4b). 




Fig. 4. The shape of the output displacement vector fuzzy sets: 



a) for X “ [O 1 0 0 0 O] 

b) for ^ - [O 0 0 0 0.2 O.S] 



The final, third stage is the interpretation of the output displacement vector fuzzy 
set which results in displacement vector direction and magnitude. The displacement 
vector is defined inside the circle of directions, which is the definition set of 
cylindrical fuzzy sets of direction. The displacement vector always starts from the 
circle center and its end point (Xd,yd) is defined by the center of gravity of the output 
displacement vector fuzzy set, calculated by formulas: 

360 

^d*d*(d) cos(d) 

d=0 



( 7 ) 
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360 



2^d*d‘(d)sin(d) 



Yd 



d=0 



360 
d-0 



rfi=v' 



+ yd 



( 8 ) 



(9) 



= atari 



yd 



( 10 ) 



where d*(d) is the value of the output displacement vector fuzzy set membership 
function for direction d. jdj is the magnitude of the displacement vector and is its 

direction. Fig. 5a). shows the example for the output displacement vector fuzzy set 
from the Fig.4b). 




Fig. 5. a) Displacement vector for output displacement vector fuzzy set for Fig.4b). 
b)Definition of linguistic terms used in linguistic if-then rules (left-up, left-down, down, right- 
down, right, right-up, up, central, middle and big) 



5 Control of Robot Arm 

The robot arm used in experiment was of RRR type (educational robot 
MICROBOT TechMover) schematically shown in Fig. la). For its 2D movement 
according to camera's optical center, only two robot segments were moved: robot 
BODY and ELBOW, because the workspace was limited by the camera‘s field of 
view. The space viewed by the camera was divided in sections as Fig.5b). shows. 
There were eight direction formed by four lines crossing through center “S” and three 
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magnitude sections (central, middle and big) formed by three concentric circles. 
Based on these lines and circles, two linguistic variables were introduced: distance 
from the center of the image (MAGNITUDE) and displacement position 
(DIRECTION). The control algorithm was defines by simple linguistic if-then rules: 

If DIRECTION is left, then move robot segment BODY to the right 

If DIRECTION is left-up, then move robot segment BODY to the right, and robot 
segment ELBOW to the down. etc. 

All together 8 linguistic rules were used. Also, as the robot arm was controlled by 
the step motors, it was possible to control the number of steps for faster achieving the 
central position and three additional rules were introduced: 

If MAGNITUDE is CENTRAL then STOP. 

If MAGNITUDE is MIDDLE then NUMBER OF^STEPS is 1 

If MAGNITUDE is BIG then NUMBER OF STEPS is 4. 

In each iteration step, the if part of rules were tested and appropriate control action 
(incremental movement of robot segments) were applied. 



6 Experimental Results and Conclusions 

The robot positioning experiment confirmed our theoretical expectations. Using 
our FPC based image displacement vector determination system the robot was 
controlled in real time. Fig. 6. and 7. shows one of experiments. For the robot starting 
position shown on Fig.6a) the displacement vector direction and magnitude were 200° 
and 0.4. Fig. 6b) shows the final image. Although quite big oscillations in direction 
determination were noticed (mostly introduced by the unstable camera capturing 
characteristic) the arm was very precisely positioned from starting to the final 
position. 

a) b) 

liiXj 

Fig. 6. a) The starting image b) The image of final positioned robot arm 

This system insensibility is mostly due to fuzzy algorithms used in displacement 
vector detection. Fig.7. shows the measurement results: 
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Number of iteration 



Number of iteration 



Fig. 7. Experiment results of fuzzy robot arm positioning based control: Displacement vector 
direction and magnitude and motor control values, (no. of steps in each iteration). 

Our experiment shows that quite inexpensive equipment could be used for not so 
simple control tasks based on image pattern recognition. The limitation of the system 
was 4-bit image digitalization, as Fig.2. and Fig.6. shows. In the future we intend to 
use more precise digitalization unit and to improve our system introducing the 
possibility for robot arm orientation recognition. The second task could be achieved 
using additional pattern memories. Also, we intend to break the limits in robot 
workspace limitations, and develop the system for 3D vector displacement 
determination. 
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Abstract. We describe an interactive system for content based image 
retrieval. The system presents the user with 15 randomly selected images 
from the database. The user grades the images with one of five possi- 
ble grades (YES, yes, neutral, no, NO) according to what he is looking 
for. The system returns the first 15 images with the highest probability 
of YES grade. The attributes used are a combination of color features. 
Three different machine learning techniques are compared. 

Keywords: content based image retrieval, machine learning, color fea- 
tures 



1 Introduction 

The progress of computer industry has turned a cheap personal computer from 
an enhanced typewriter and number crunching machine into a powerful multi- 
media device. With availability of cheap, yet fast mass storage media, this led 
to foundations of large collections of images, audio and video files. Contrary to 
the textual databases, multimedia collections are much harder to organize into 
searchable libraries, which decreases their usefulness [1]. 

The simplest way to organize a multimedia collection is to manually define a 
hierarchy of Themes’ and divide the objects onto the defined groups. To find a 
particular object, the user steps down the hierarchy to the desired subgroup and 
then browses the acquired objects. Although the idea is straightforward, it has 
certain drawbacks. It requires a well defined and extendible structure and a great 
amount of work for manual classification of each object, including the objects 
that arrive later. In addition, such a structure is normally not disjunctive, i.e. one 
and the same object (or a subtheme) falls into different groups (or themes), which 
can be confusing. Our personal experience using such commercial collections is 
that searching through the structure can be slow and inefficient. 

The alternative is to do the things automatically. In systems of this kind, 
objects are normally not organized in any kind of hierarchy and, in principle, no 
keywords or similar descriptions are given manually. Instead, certain simple at- 
tributes are extracted automatically and the user queries by specifying the values 
of attributes. Attributes can be given directly, as the user input, or indirectly, 
by showing the system one or more images with the contents we are looking for. 
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Searching algorithm which compares the values of attributes of the images in the 
collection with the required values can range from a simple distance measuring 
to sophisticated artificial intelligence methods. 

The second approach is seldom used. The ‘manual’ approach is reliable in the 
sense that we always know what to expect, while the alternative might perform 
better but it might also not work at all. Our opinion is, however, that the amount 
of multimedia data is becoming infeasible for the manual handling and that the 
automatic methods must be explored and improved. 

In this work we limited ourselves to collections of images. Also, our intention 
is not to develop a super-fast and super-accurate image retrieving system but 
merely to explore the usability of machine learning methods in this area and find 
the solutions for overcoming the encountered drawbacks. We will first describe 
the related work of other researchers and briefly introduce some previous me- 
thod that incorporates a machine learning algorithm. After discussing the major 
difficulties, we shall present a new method for querying image databases. 



2 Related Work 

Existing systems for content based image retrieving (CBIR) generally use attri- 
butes that are manually or automatically extracted from images and then stored 
and managed in conventional database systems [2]. Besides that, precalculated 
attributes are often too domain specific or too general. Chabot System [3] for 
example, integrates a relational database containing keyword and other con- 
ventional data with color analysis technique to allow searching by keywords 
and dominant colors. It allows queries as mostly Orange and sorneBlud^ which 
should, presumably, describe images of sunset over seas and lakes. The problem 
with this approach is in finding the right combination of attributes; query must 
be often refined. Also, those queries do not seem to describe the content of the 
image accurately enough. 

Searching of an image database requires from the user to select or grade 
some initial images according to their likeliness to the searched images or to set 
some boundaries for the values of attributes. Attributes used in this context as 
well as the distances between the attributes must be fairly simple and fast for 
computation. Different types of attributes can be used. The most popular are 
Color attributes as they can be computed fast and in a straightforward manner. 
Several types of color attributes and their combinations can be used (histograms, 
moments, primary colors, averages etc.) which can also be computed separately 
in predefined parts of the image. Color attributes are not sensitive to location, 
rotation, scale and resolution. On the average they give good results but they 
miss images which are to a human observer very similar but of different colors. 
Texture [4] is somewhat more difficult to define and compute than color and is 
more sensitive to resolution. Shape (composition, structure) is much more diffi- 
cult to define and compute than color attributes. Even if one can reliably recover 
shape attributes the definition of similarity or the distance among different sha- 
pes poses a very difficult problem. But since the human perception of similarity 




482 



J. Demsar, D. Radolovic, and F. Solina 



of images can not be reduced only to color and texture, this area of research is 
very important. Due to computational complexity the current shape attributes 
used in the framework of image retrieval are limited mostly only to edges, cor- 
ners and interest points [5] . For shape attributes it is particularly more difficult 
to attain location, rotation and scale invariance. 

Over the Web several commercial products and research systems for content 
based image retrieval can be tested. QBIC ( Query hy image content) is an IBM 
product [6] which is based mostly on color, color layout and texture attributes. 
VIRAGE [7] uses also composition and structure. MetaSEEK [8] combines the 
previous two search systems with the home grown Vseek using color and texture. 

3 Machine Learning for Image Retrieving 

The idea of using machine learning tools for image retrieval is not new. Our 
work is based on [9], where the ID3 algorithm is run to learn from example 
and counter example images, and the resulting classifier acts as an image query. 
We describe the method as an illustration of a straightforward application of 
machine learning techniques and of the related problems. 

ID3 [10] is a simple learning algorithm from the “top-down induction of 
decision trees” family, which recursively divides the examples into groups and 
further into ever smaller subgroups using values of features as criteria, until it 
creates a ‘clean’ or almost clean subgroups. For CBIR, images are divided into 
subgroups until (almost) all images in a subgroup correspond to the same class 
[wanted or not wanted). The result of such a learning is a tree structure with 
each internal node containing a criteria for obtaining the branch that a particular 
image goes into, and the leaves containing groups of images of the same kind. 

The attribute set used in [9] was simple, mostly describing proportions of 
basic colors in the image or in the central area of the image. The adaptation 
to the basic algorithm was a search for informative colors. The system used a 
local optimization to find colors which could be used as attributes in a decision 
tree. In the case of querying for images of faces it usually found a color which 
could be recognized as the skin color to be the most informative and used it in 
decisions of type ‘images with less than 10% of this color do not represent faces’. 

Experiments were run on a small collection of 167 images, of which 67 were 
images of a human face and the rest had different contents. Images were classi- 
fied manually. Randomly chosen 70% of images (119 images) were given to the 
learning algorithm as a learning data with which it has built a decision tree. The 
learned ability to distinguish between images of faces and other images was then 
tested on the remaining examples. Although proportions of correctly classified 
images were encouraging, the method has never been put into practical use. 

1. Machine learning algorithms can be seen as advanced statistical algorithms 
and, as always, a small sample means unreliable results. 1D3 is quite sensitive 
to this. The described system has 119 examples as learning data. Would 
the user be prepared to find and manually classify such a great number of 
examples to perform a query? 
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2. Another problem with the approach was that ID3 classified each image as 
having the desired contents or not having it. Estimating the probabilities 
of having the desired contents would be more appropriate approach since it 
would enable the image browser to sort the images and present them to the 
user with the ‘best’ images first, instead of presenting only the images which 
the classifier guesses to have the desired contents and hiding the others. 

3. The same holds for the user part. User should not be forced to classify each 
image as being “good” or “bad” . Instead, he must be given a chance to grade 
the images according to how close they are to the desired image. 

4. The system seems to rely on its ability to find informative colors. The pro- 
portion of, say, red or blue color in the image is probably far less informative 
than the proportion of the skin color. Thus, using an approximation for the 
skin color was essential and the search for informative colors was absolutely 
required. On the other hand, this search is quite slow. 

4 Improvements 

It is obvious that the described method requires major modifications. We have 
tested two algorithms besides ID3, and introduced example weights and class 
probabilities to soften the classification. We have also added some attributes. 



4.1 Learning Algorithms 

To solve the first problem, we reconsidered the chosen learning algorithm. ID 3 
is a strong learning algorithm that presents the gathered knowledge in a ‘brain- 
compatible’ form. In many cases, we are interested in the obtained decision 
tree and its explanation, and do not use it to classify unseen cases. The image 
retrieval problem is, however, of a different kind. Although we can admire the 
interpretability of the trees derived by the described system, the user does not 
really care about it. A more primitive learning algorithm that is able to learn with 
less examples and can estimate probabilities of classes should be used instead 
of ID3. In practice it does not matter whether the knowledge is ‘readable’ or 
not, since it is improbable that an occasional user would like to understand or 
even modify it. We decided to try out three different algorithms, ID3, k-nearest 
neighbors and naive Bayesian classifier. 

Instead of classifying IDS estimated probabilities of classes. This was achie- 
ved by stopping the tree induction before the subgroups were clean and, when 
“classifying”, returning the relative frequency of the node examples correspon- 
ding to certain class as the probability of that class. 

K-nearest neighbors uses a distance measure (Euclidean distance, Manhattan 
distance, or some other) to find the k nearest neighbors of an example which is 
being classified. The algorithm usually selects the most frequent class among the 
neighbors as a prediction for the example’s class. In our case, we are interested 
in probabilities of classes so the system returns relative frequency of the class 
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as an estimate for the probability. Examples are also weighted by their distance 
from the reference example. 

Naive Bayes classifier is based on Bayesian probability formula. Supposing 
the independence of attributes, the probability that example E is in class ry. is 
i^{rk\l^) = P{rk) nr= -1 ^P(rk)^ ’ where U 2 , . . . , are values of attributes for 
E and the probabilities E[r}.\vi) and E^rj.) are estimated from the learning set. 

Estimating the probabilities enables the system to rank the images. The user 
is given the same opportunity. Instead of deciding for or against an image, he 
assigns grades. The grades are converted to weights of examples. The image with 
greater positive or negative grade is given a greater weight. 

The last problem from the previous section was partially eliminated by using 
more robust learning algorithms and by introducing some new color attributes. 
The attributes were defined and extracted by Dragan Radolovic [11]. 

4.2 Color Attributes for Image Query 

Color histograms are of high dimension and therefore it is difficult to compute the 
distance between them. The first and second moment of color histograms [12] 
are much more compact and easier to compare. The first and second mo- 
ment of color histogram is the average RGB color and its dispersion. In our 
system they are computed on the whole image and in the central part (middle 
three fifths) of the image. Compactness of colors measures the proportions 
of pixels of “mostly red”, “mostly green”, “mostly blue” and “gray” colors sur- 
rounded by pixels of a similar color. The pixel of color (r, ^,6) is “mostly red” 
if r — max(^, b) > 4, “mostly green” and “mostly blue” are defined similarly, all 
remaining pixels are “gray” . Proportions of basic colors are proportions of 
pixels of “mostly red”, “mostly green”, “mostly blue” and “other” colors. 

ID3 discretizes the attributes by finding such boundary that informativity 
of the obtained binary attribute is maximal. Eor Naive Bayesian classifier, at- 
tributes are discretized on five intervals with approximately equal number of 
examples. K-nearest neighbors normalizes the values to interval [0, 1]. 

5 Implementation 

The color attributes are precalculated for all images in the database. The com- 
putation of all color attributes for 1000 images takes less than 10 minutes on a 
PC. This set of attributes serves as input to the learning part of the system. The 
learning part of the new system was done by our general machine learning sy- 
stem ML*. ML* is a modular system which incorporates all of the listed learning 
algorithms, all of them also support example weighting. 

Eirst, the system presents the user a certain number (15) of randomly selected 
images and asks him to grade them (Eig. 1). Each image can be given one of 
five grades, with the lowest meaning that the image is completely different from 
what he looks for and the highest meaning that the image is of exactly the right 
type. The user is not required to classify all the images. 
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Fig. 1. An example of a query for human faces. The user gave the highest grade to the 
two faces and the second highest to the image of a group of people. All other images 
have the lowest grade. 



The data posted, grades are converted to classes and weights. The images 
having the middle grade are skipped. The lower two grades are converted to 
’NO’ class, with the lowest having weight 1 and the other 0.5. The higher two 
grades correspond to ’YES’ class with the highest having weight 1 and the other 
0.5. The precalculated attributes together with the just constructed class and 
weight values are given to the learning algorithm. The obtained classifier is used 
to estimate the probabilities of ’YES’ class for all other images in the database, 
which have not been presented to the user yet. The fifteen images with the 
highest probability of ’YES’ class are presented to the user as an answer to his 
query and examples for its refinement. 

If the query was unsuccessful the user can grade the presented set of images 
to point at the good and the bad examples again. The images are added to the 
previous examples. The learning algorithm re-learns with the new examples and 
a new selection of fifteen images is presented to the user again. In the case of a 
satisfactory answer, the user can refine the query by being more selective when 
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Fig. 2. Answer of the query from Figure 1. Only three of fifteen images are complete 
misses, all other images represent human faces. 



assigning the good grades. The system decreases the weights of images of past 
queries and thus gives the new examples a bigger importance. The user can count 
on that and request a larger concept in the beginning and narrow it (become 
more strict) later, without the good grades from the first rounds of the process 
interfering in the later rounds. 

Finally, if the query was a complete success, the user can request the next 
fifteen closest images using exactly the same classifier as before. 



6 Results 

Instead of statistical analyses which can distract the attention from actual usabi- 
lity of the system, we tested the system “visually” by using it to retrieve images 
from a database containing 1000 images. 

Figures 1 and 2 show an example of a query for images of faces and the 
answer. Note that from the fifteen random images that were initially chosen by 
the system, only two presented a positive and one half-positive example. The 
answer is relatively accurate; only three of fifteen images are complete misses. 
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As expected, the k-nearest neighbors method was by far the best of the three 
learning methods tested. ID3 proved to be unable to handle such a small learning 
set with a great number of attributes; also, its probability estimation method 
assigned just a few different probabilities to the images so that many images 
had the same probability, which is impractical. Naive Bayes classifier^ s poor 
performance was probably due to the strong correlations between the attributes. 
K-nearest neighbors method also proved to be efficient in retrieving images of 
faces, animals, landscapes, cityscapes and similar. It is also fast enough, although 
the other two methods were a bit faster. 

7 Conclusions and Further Work 

As mentioned, our goal was to adopt the general machine learning methods for 
the use in image retrieving systems. Different methods were examined and small 
adaptations were made to incorporate them in a web based search engine. Expe- 
riments show that the most promising method for now is the k-nearest neighbors^ 
especially for its ability to work with smaller example sets than the smarter me- 
thods. This is not surprising, the fact is that most of working systems for image 
retrieval already use a simplified version of this method. Its performance could 
be further improved by refining probability estimation function and how it is in- 
fluenced by the learning examples of different classes at different distances from 
the example which is being classified. 

Although the system is actually able to retrieve images belonging to simple 
“concepts”, like those mentioned above, the concepts that can be distinguished 
from each other are much to wide. For example, an image retrieving system is 
expected to be able to retrieve not just “images of faces” but at least “images 
of female faces” if not even “images of faces of middle-aged blondes with green 
eyes, round glasses and not too much make up”. It is obvious that the given 
color attributes do not describe images precisely enough. Therefore, the future 
work shall focus mostly on searching for new image describing features. 
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abstract. We propose a simple algorithm to determine faee parts 
extraetion window in faee image. We utilize bilateral symmetries between 
and within faee parts. We also use knowledge about size and loeationship of 
faee parts. First, we examine bilateral symmetries around vertieal 
orientation edge, then obtain symmetry measures. The symmetry measures 
are projeeted onto y-axis to produee histogram of the measures. We estimate 
height of faee parts regions by frequeney of the histogram. Faee parts 
region, whieh eontains maximum frequeney of the histogram, beeomes a 
eandidate of faee parts region that ineludes eyes and eyebrows. Seeondly, the 
measures that exist within the height of the faee parts region are projeeted 
onto x-axis to estimate width of faee parts region. We determine faee parts 
extraetion windows by the estimated height and width. Finally, we deteet 
irises in the eandidate of faee parts region that ineludes eyes and eyebrows, 
using eireular mask. 



1 Introduction 

Face image processing is recently used for personal identification, facial expression 
detection, drowsiness detection and so on[l, 2, 3]. The important face parts such as 
eyebrows, eyes, nose and mouth are used to express facial feature. Active contour model, 
deformable template model, local smoothness of image density, color information of 
image and knowledge about shape and loeationship of face parts are used to detect face 
parts[4, 5, 6, 7]. Reisfeld describes symmetry transform to find facial feature points [8]. 

When application of face image recognition is limited to the specific purpose, in the 
case which one face is always clearly obtained, algorithm for extracting face parts 
becomes extremely simple by using symmetry. We focus bilateral symmetries between 
and within face parts. It is possible to determine face parts extraction windows by 
utilizing bilateral symmetry of face parts. It is also possible to estimate horizontal 
positions of irises by bilateral symmetry between face parts in the face parts extraction 
windows. 

We detect symmetry measure on face parts using bilateral symmetry of gradient 
directions. We determine width and height of face parts extraction windows from 
histogram of symmetry measures, and detect irises in the window. 

F. Solina and A. Leonardis (Eds.): CAIP’99, LNCS 1689, pp. 489-497, 1999. 
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2 Symmetry detection 



2.1 Edges for symmetry detection 



We define 8-kinds of gradient direction as shown in Fig. 1 to detect bilateral symmetry. 
In order to examine bilateral symmetry of shape of the object by gradient direction, we use 
some of a pair of horizontal and vertical orientation edges represented in Fig. 1 . 




horizontal edge : 

vertieal edge : M f 

oblique edge : \ /, y y 



Fig. 1 . Direction and combination of edge 



2.2 Symmetry measure 



Bilateral symmetry around gradient direction at each point of interest is detected, and 
symmetry measure is obtained as described below (see Fig. 2). We examine direction of 
gradient at the same distance from point of interest. If both directions of gradient at the 
same distance from point of interest have bilateral symmetry each other, symmetry 
measure at this point is incremented. 

Horizontal and vertical directions of gradient are encompassed in g(x,y), and bilateral 
symmetries around horizontal and vertical directions of gradient are separately evaluated 
in bm(x,y). 

Distance from point of interest is horizontally extended until it approaches to the side 
of the image. 

Point of interest horizontally moves 
from left side to right side of the image. 

This procedure in each line described 
above is repeated from top to bottom line of 
the image. 

point of interest 



bm(x,y) - 



+ 1.0 

{increment 1.0) 



g{x-i,y) = g{x + i,y) 
i=l, maximum distance from P(x,y) 



I I PI I 



n 



gradient ^ 
direction t 



I 



gradient 

direction 



row in image 



[ 0 otherwise 

where, 

bm{x,y ) : bilateral symmetry measure at P{x,y) 
g{x,y ) : direction of gradient at 

i : horizontal distance fromP(x,y) 

X ^\i, m-i\ m: width of image 
y e [I, n], n : height of image 



Fig. 2. Symmetry detection 

2.2.1 Projection onto x-axis 

We obtain histogram of symmetry measure SM(x) by projecting symmetry measure 
bm(x,y) onto x-axis. We estimate width of face parts region from frequency of histogram 
SM(x), and we find midline of face from a peak of the frequency of histogram SM(x). 
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SM{x) = ^bm{xJ) 

7=1 

where, 

SM{x ) : projection of bm{x,y) onto x - axis 



SM{y) = ^bm{i,y) 

i=\ 

where, 

SM{y ) : projection of bm{x,y) onto y- axis 



2.2.2 Projection onto y-axis 

We obtain histogram of symmetry measure SM(y) by projecting symmetry measure 
bm(x,y) onto y-axis. By projecting symmetry measure bm(x,y) around vertical 
orientation edge onto y-axis, we can estimate height of face parts region from the 
frequency of histogram SM(y). 

Peak of the frequency of the histogram also gives the height of eyes or eyebrows 
position. 



3 Face parts extraction window 

3.1 Extraction of effective edge 

We obtain edge image by applying edge detection operator to face image(see Fig. 3 and 
4). We think that low strength edge does not contain useful information about face parts, 
therefore we extract effective edge from edge image using discriminant analysis for 
thresholding(see Fig. 5). 

We use template type Robinson operator [9, 10] to detect edge strength and direction. 




Fig. 3. Original image Fig. 4. Edge image Fig. 5. Effective edge image 
(320x240 pixel, 8bit gray level) 



3.2 Midline of face 

We examine bilateral symmetry around horizontal orientation edge on effective edge 
image. Map of symmetry measure bm(x,y) is represented in Fig. 6-a). Projecting 
symmetry measures onto x-axis produces histogram of symmetry measure SM(x). We 
find midline of face from a peak of the frequency of the histogram. 

If face image is captured in plain background, we can estimate width of face from the 
frequency of the histogram. 
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a) Map of bilateral symmetry measure 
bm(x,y) around horizontal orientation edge 




(Nic<ic<irr^ 



Horizontal position 

b) Histogram of symmetry measure SM(x) 



Fig. 6. Symmetry measure around horizontal edge 



3.3 Height of face parts region 



We utilize bilateral symmetry between and within face parts, in order to estimate height 
of face parts region. 

We examine bilateral symmetry around vertical orientation edges on effective edge 
image. Map of symmetry measure bm(x,y) is represented in Fig. 7-a). Projecting the 
symmetry measures onto y-axis produces histogram of symmetry measure SM(y). 

We estimate height of face parts region using this histogram. We also estimate a face 
parts region that includes eyes and eyebrows from a peak of the frequency of the 
histogram. Intersection of midline of face and height of the peak of the histogram around 
vertical orientation edge nearly represents the center of the face. 




a) Map of bilateral symmetry measure 
bm(x,y) around vertical orientation edge 




b) Histogram of symmetry measure SM(y) 



Fig. 7. Symmetry measure around vertical edge 



In order to estimate height of face parts region, we roughly observe the histogram the 
same as we observe an image by low graduation level and low resolution. 
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3.3.1 Removing useless symmetry measure 

In order to remove useless symmetry measure in the histogram, we requantize the 
frequency of the histogram at each class in 7-bit depth. This operation is effective to 
remove the frequency less than 1 % of maximum frequency as useless symmetry 
measure( see Fig. 8-a)). 



3.3.2 Observing image height by low resolution 

In order to roughly observe the height of face parts region, we observe height of image by 
low resolution. We subdivide the image height into every 8 lines for this purpose. If 
useful symmetry measure is included in the subdivided section, the subdivided section 
becomes useful class to determine height of face parts region. We finally obtain the 
number of three candidates face parts region around height(see Fig. 8-b)). 




Frequency 

a) Requantizing SM(y) with 7 bit depth 




Horizontal position 

b) Height of face parts by rough observation 



Fig. 8. Height of face parts region 



3.4 Width of face parts region 

We produce another histogram by projecting the symmetry measures that exist within 
each height of the candidate of face parts region onto x-axis(see Fig. 9-a)~c)). 

We estimate width of face parts region by the frequency of the histogram. We examine 
the frequency of the histogram from left side and from right side to the center to determine 
width of face parts region. We find a position at which the frequency of the histogram 
exceeds the value of the useless symmetry decided in 3. 3. 1, respectively. A distance 
between the positions determines width of the face parts region. Therefore, block- 1 does 
not correspond to face parts region(see Fig. 9-a)). 

Remarkable multimodal histogram appears in the face parts region that includes eyes 
and eyebrows, because these face parts have bilateral symmetry between and within 
them(see Fig. 9-b)). 
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a) Face parts region (bloek-1) Paee parts region (bloek-2) c) Faee parts region (bloek-3) 



Fig. 9. Histogram of the symmetry measure in each face parts region 



3.5 Face parts extraction window 

We estimate height of face parts region by projecting symmetry measures along vertical 
orientation edge onto y-axis. 

The symmetry measures along vertical 
orientation edges that exist inside of the 
height of face parts region are projected 
onto x-axis to estimate width of face parts 
region. 

Intersection regions of estimated height 
and width become candidates of face parts 
extraction window (see Fig. 10). 



Fig. 1 0. Face parts extraction windows 



4 Iris detection 

4.1 Estimation of iris diameter 

By projecting the symmetry measures onto x-axis, we can make sure of remarkable 
multimodal histogram of face parts region that includes eyes and eyebrows (see Fig. 9- 
b)). Left and right side peaks arise fi*om bilateral symmetry within face parts, whereas 
middle of the peaks arises from bilateral symmetry between face parts. Left and right side 
peaks also give the midline of each face parts individually. We think that the distance 
between left and right side peaks corresponds to width between eyes. 

We show typical size around iris as follows. Iris has a diameter of 12 mm, and width 
between center of irises is 63 mm ± 7 mm for adult men or 61 mm ± 6 mm for adult 




women. 
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We determine diameters for detecting iris as follows. 

We prepare some of one-pixel thickness concentric circle masks to detect boundary of 



(A..) 






men / max . 



^ ^women ^ min . 



-D' 



where, 

d ' : estimated iris diameter (pixel) 

D ' : distance between lateral peaks (pixel) 
d : human iris diameter (12mm) 

D : distance between right and left iris 
{men\ 63 ± 7mm, women', 61 ± 6mm) 



sumE(x,y) = • fe' fids 

where, 

t : concentric circle mask 
on circle 
[O : otherwise 
f : effective edge 

on effective edge 
[O : otherwise 
f : strength of edge 



4.2 Search area for iris detection 

Strength of edges that correspond to effective edge on the mask in search area is 
accumulated to detect boundaiy of iris. We detect best-matched iris diameter and iris 
position on the condition that cumulative strength of edges becomes largest. 

The mask for detecting right iris moves inside of the candidate of face parts extraction 
window, which includes eyes and eyebrows. The search area is approximated by the 
estimated right iris position derived from the symmetry histogram represented in Fig. 
9-b), and searched width is determined by estimated iris diameter(see Fig. 1 1). 




Fig. 11. Search area for right iris detection Fig. 1 2. Search area for left iris detection 



Left iris is detected by the same procedure that right iris has been detected. We use 
knowledge about symmetry between face parts to detect left iris. By the symmetry 
between face parts, left iris may be detected same distance from midline. We limit the 
search area for detecting left iris in upward and downward equivalent to 0.75 of right iris 
diameter, and in leftward and rightward equivalent to right iris diameter(see Fig. 12). 
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4.3 Iris detection result 

Iris detection results are represented in Fig. 13-a)~d) with face parts extraction window and 
search area for iris detection. 

In Fig. 13-a), irises have been detected as 17 pixel across in diameter, and distance 
between the center of irises has been detected as 86 pixel length. Detected centers of iris 
positions are indicated by cross hair. Right iris has been detected at the position (116, 
114), and left iris has been detected at (202, 116). 




a) b) c) d) 

Fig. 1 3. Face parts extraction windows and detected irises 



Table 1 . Iris detection results 





d(right) 1 


d(left) 


D 


D/d 


(a) 


17 


17 


86 


5.1 


(b) 


13 


11 


62 


5.2 


(c) 


13 


13 


65 


5.0 


(d) 


9 


11 


57 


5.7 



Table 1 shows detected iris diameters; 
d(right), d(left), width between irises; D and 
ratio of D by d; D/d. In Table 1, D/d 
indicates in the range of 5.0 to 5.7. We 
think that if D/d is within the range of 4. 6 
to 6.0, detection has been successhilly 
done. 



5 Concluding remarks 



1) Midline of face and width of face are detected using bilateral symmetry around 
horizontal orientation edge. 

2) Peak of a frequency of histogram of symmetry measure around vertical orientation 
edge gives height of eyes or eyebrows position. 

3) Intersection of midline of face and height of a peak of histogram of symmetry 
measures around vertical orientation edges nearly represents center of face. 

4) Height of face parts region is estimated from histogram that is produced by 
projecting symmetry measures along vertical orientation edges onto y-axis. Width of face 
parts region is estimated from another histogram that is produced by projecting the 
symmetry measures around vertical orientation edges, which exist within each height, 
onto x-axis. Face parts extraction windows are determined by the height and the width. 

5) Irises are detected from a candidate of face parts extraction window, which includes 
eyes and eyebrows. In order to detect iris inside of an extraction window, diameter of irises 
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is estimated from distance between peak positions of multimodal histogram of symmetry 
measure. 

6) Irises as important face parts are detected Position of irises, diameter of iris and 
distance between irises give useful information to detect another face parts such as 
eyebrows, upper eyelids, mouth and so on. 
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Abstract. This paper addresses two fundamental criticisms of existing 
global shape-from-shading techniques. Firstly, we introduce a new update 
framework which ensures data-closeness at all stages whilst iteratively 
recovering the needle-map by treating the image irradiance equation as 
a hard constraint. Secondly, we apply the apparatus of robust statistics 
and novel constraints on needle-map smoothness to accomodate surface 
orientation discontinuities in a principled fashion. 



1 Introduction 

The recovery of shape-from-shading (SFS) is a longstanding research goal of 
the computer vision community. From a computational viewpoint, SFS usually 
involves solving the image irradiance equation (HR) to recover a set of surface 
normals, often referred to as the needle-map. However, since the HR is under- 
constrained, additional constraints such as local smoothness of the needle-map 
must be invoked for reasons of computational tractability. 

One of the most popular approaches is to adopt a regularization framework 
[8,1,4] and iteratively recover the needle-map. The regularization functional 
penalizes departures from the HR, whilst imposing smoothness constraint on 
the recovered needle-map. A fundamental obstacle to progress in energy mini- 
mization approaches to shape-from-shading is the failure, to-date, to develop a 
constraint function which is uniquely minimized by a needle-map which closely 
matches the true needle-map. The search for such a functional is hindered by the 
regularization framework, which in many cases leads to a stark choice between 
numerically instability and severe model-dominance. Data-closeness is invariably 
sacrificed to improve smoothness. 

The aim of the work reported in this paper is to provide a novel framework 
for shape-from-shading in which the dual deficiencies of poor data-closeness and 
simplistic consistency constraints are redressed. We make two distinct contribu- 
tions. Firstly, we show how data-closeness can be imposed as a hard constraint. 
By reformulating the problem in this way, we avoid concerns about numerical 
stability and parameter selection. This facilitates the second contribution of the 
paper, which is to experiment with novel needle-map consistency constraints in 
place of needle-map smoothness. We develop and compare three novel needle- 
map consistency constraints. The design of these constraints is motivated by the 
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desire to take better account of the piecewise smooth nature of most real-world 
surfaces, using robust adaptive smoothness, gradient consistency and curvature 
consistency. 

2 The Horn and Brooks Algorithm 

The local surface normal may be written as n = (-p, 1)^, where P = |f 
and 9^ = For a light source at infinity, we can similarly write the light source 
direction as s = (-pi, -qij 1)^. If the surface is Lambertian the reflectance map 
is given by R{pj g) = n ’ s. The normalized image irradiance equation (HR) [3] 
states that E{x^y) = R{pj^q)^ where E{x^y) is the image brightness. Alone, the 
HR provides insufficient constraint for the unique recovery of the needle- map. 
An additional constraint, that the needle-map varies smoothly, is usually applied 
Smooth surface recovery is posed as a variational problem in which a global 
error-functional is minimized through the iterative adjustment of the needle map. 
In the formulation of Brooks and Horn [1], the error functional is defined to be 




where and || are the directional derivatives of the needle-map in the x and y 
directions respectively, and A is a Lagrange multiplier. The magnitudes of these 
quantities are used to measure the smoothness of the surface, with a large value 
indicating a highly-curved region. However, it should be noted that a planar 
surface has = 0. 

Applying the calculus of variations and discretizing the resulting Euler equa- 
tion yields the update equation to estimate the needle-map at epoch fc + 1 using 
the estimate at epoch k of the form ^ where 

e is the spacing of pixel-sites on the lattice and is the local 4-neighbourhood 
mean of the surface normals around pixel position i,i* 

3 A Novel Framework for SFS 

A common criticism of the Horn and Brooks algorithm, and of similar ap- 
proaches, is the tendency to oversmooth important surface detail such as surface 
orientation discontinuities. In this paper, we aim to improve data-closeness, and 
also improve the modelling of smoothness to accomodate surface orientation 
discontinuities. We commence by noting that the Horn and Brooks functional 
(Equation 1) consists of two terms whose aims are different and competing. 
If the scheme is initialized with the true needle-map, the solution will “walk- 
away^^ as brightness error is traded for smoothness. Horn [4] attempts to address 
this problem by increasing the relative importance of the brightness error over 
successive iterations. Here, we treat the data-closeness and constraint terms sep- 
arately, in such a way that data-closeness is always guaranteed; that is, the HR is 
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treated as a hard constraint. Within this constraint, the task becomes to iterate 
towards the true needle-map, using minimization of smoothness error or some 
other constraint functional. The need for A is removed entirely. 

Geometrically, we consider the HR to define a cone about the light source 
direction for each surface normal. The normals forming the needle-map can only 
assume directions defined by this cone, as shown in Figure 1. 



3.1 Using the Image Irradiance Equation as a Hard Constraint 

The new framework requires us to minimize the constraint functional 

I = J J '>Pinix.,y).N{x.,y))dxdy (2) 

whilst satisfying the hard constraint imposed by the HR 



(E — n ' s) dxdy = 0 



where N(x,y) is the set of local neighbourhood vectors about location (x,y). 
The function ^ is a localized function of the current surface normal estimates. 
Clearly, it is possible to incorporate the hard data-closeness constraint directly 
into but this needlessly complicates the mathematics. Instead, we choose to 
impose the constraint after each iteration by mapping the updated normals back 
to the most similar normal lying on the cone. 

If we take the smoothness constraint of Horn and Brooks as an example, then 
2 

^ (n, N) = I III 1 1 “^ + . Discretizing ip directly in terms of forward differences 

yields ^ (nij^Nij) = (n^+ij — In practice, to maintain 

symmetry, we take the mean of the forward and backward difference results, 
since we cannot use the central difference because this does not include the centre 
normal, n^^'. Doing this and differentiating leads to an update equation of the 
form — nfj. This is a simple neighbourhood averaging action which if left 
unchecked will eventually lead to a flat surface. Note that this update equation 
could be obtained from the Horn and Brooks update equation simply by setting 
the brightness error to zero, or by using the constraint function ip (n, N) = 
(n — ii)^. 

We now apply the hard constraint provided by the HR to modify this smooth- 
ing action and force it to iteratively search the reduced subspace of solutions 
fitting the HR. We opt to do this by rotating the updated normal back to the 
nearest vector lying on the cone, so the updated process becomes 
where 0 is a rotation matrix. Figure 1 illustrates the update process, and com- 
pares it with the Horn and Brooks update. 



3 . 2 Initialization 

The new framework requires an initialization which ensures that the image HR is 
satisfied at the outset. This differs from the Horn and Brooks algorithm, which is 
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s s 




Fig. 1. Comparison of update process for Horn and Brooks (left) and the new frame- 
work with the same smoothness constraint (right). Horn and Brooks allows the up- 
dated normal to wander away from the cone^ sacrificing brightness error for smooth- 
ness. The movement in the light source direction is as in the left-hand diagram ^ where 
^ — n ' s). In contrasty the new framework forces the brightness error to be 

satisfied by using the rotation matrix 0 to map the smoothness update to the closest 
point on the cone. 



usually initialized by estimating the occluding boundary normals, with all other 
normals set to point in the light source direction. We choose to initialize each 
normal such that its projection onto the image plane lies in the negative image 
gradient direction. This has intuitive appeal, since the gradient is a first-order 
estimate of surface tilt in the case of a light source directly overhead [6]. We 
have also applied this initialization to the Horn and Brooks algorithm, and find 
that it produces significantly better and faster results than using the occluding 
boundary. 



4 Needle-Map Consistency Constraints 



The novel framework developed in the preceding section, incorporating the smooth- 
ness constraint of Horn and Brooks, largely frees us from problems of numer- 
ical instability and error trade-off. Our second contribution is to develop new 
methods of enforcing needle- map consistency. This is motivated by our observa- 
tions that traditional smoothness constraints are ill-suited to the SFS problem. 
Remarkably little attention has been focused upon alternatives to smoothness 
constraints [2, 11]. 

Here, we describe three promising approaches. The first is simply to modify 
the action of needle-map smoothness to more adequately model the properties of 
real surfaces. Secondly, we use higher-order consistency between the needle-map 
and image to ensure satisfaction of the HR in terms of image and needle-map 
gradient as well as intensity. Finally, we consider the topographic properties of 
surfaces to develop consistency constraints based upon surface curvature. 




502 



P.L. Worthington and E.R. Hancock 



4.1 Robust Adaptive Smoothness Consistency 



We consider the robust regularizer developed in [9,10]. In essence, this as- 
sumes that the recovered needle-map should be smooth, except where there 
is a high probability that a discontinuity is present, in which case the smooth- 
ing is reduced. We define the robust adaptive smoothness constraint function as 

^ (n, N) = (II II) + Per ( where Per(? 7 ) is a robust kernel defined on 

the residual r] and with width parameter <j. Applying the calculus of variations, 
discretizing and re-arranging, yields the general update equation 



hj 



= 0 



y. 

dx^ 



dn 


^ 9 , f 


dn 


dx 


) ^ \ 


dy 



( 4 ) 



where pU|| I f ||) = ^ (pall fill)) and pU ) = 



driy 



In [10] we showed that the sigmoidal-derivative M-estimator 



PaM = “ log cosh ( 5 ) 

which is a continuous version of Huberts estimator, possesses good properties for 
handling surface discontinuities. 



4.2 Gradient Consistency 



Zheng and Chellappa [11] used an intensity gradient constraint in conjunction 
with integrability. This constraint ensured that the intensity gradient of the 
image reconstructed from the needle-map matched the gradient of the input 
image. However, this constraint is not useful in the new framework since the 
reconstructed image always precisely matches the input due to the application 
of the HR as a hard constraint. We therefore attempt to design a constraint 
which uses the needle-map structure directly. 

To formulate a gradient consistency constraint, we wish to ensure that the 
image gradients in the x and y directions match those of the needle-map. In other 
words, differentiating the HR, and assuming the light source direction is constant 
with respect to x and y, we obtain ^ and §f = Incorporating 

this into the robust regularizer constraint function, we define an adaptive kernel 
width to be the mean of the exponentials of the local gradient consistency 



1 



O' = ^0 



N 



exp 



^ \ dx ^ \ dy dy ^) ) j 



(6) 



If the image and needle-map gradients correspond well, a is large and little 
smoothing is applied. However, if some of the neighbourhood normals exhibit 
large deviations from image consistency, this causes the kernel to narrow, reduc- 
ing the influence of the inconsistent normals. If the mean inconsistency is very 
large, the kernel narrows to the point where all the neighbourhood normals are 
in the saturation region of the kernel, causing the algorithm to revert to the 
Horn and Brooks smoothing process. 
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4.3 Curvature Consistency 

Needle-map smoothness appears to be an over-strong and inappropriate con- 
straint for SFS. This is primarily because real surfaces are more likely to be 
piecewise smooth [7]. If we instead consider surfaces in terms of curvature char- 
acteristics, orientation discontinuities usually correspond to sharp surface ruts or 
ridges. Furthermore, the curvature classes for locations either side of a rut or a 
ridge should be the most similar classes, either trough or saddle rut for a rut, or 
dome or saddle ridge for a ridge (Figure 2). This property of smooth variation in 
class suggests that curvature consistency may be a more appropriate constraint 
for SFS than smoothness. 

The use of a curvature consistency measure was introduced to SFS by Ferrie 
and Lagarde [2]. They use global consistency of principal curvature directions to 
refine the surface estimate returned by local shading analysis. 

We propose to formulate curvature consistency in terms of the shape index 
of Koenderink and van Doom [5]. This is a continuous measure which encodes 
the same curvature class information m H — K labels, but in an angular repre- 
sentation. It is defined in terms of the principal curvatures Ki and K 2 such that 
(j) — - arctan ^ 2 +^^ terms of normals this becomes 




Figure 2 shows the range of shape index values and the type of curvature which 
they represent. 



CUP RUT SADDLE RIDGE CAP 

TROUGH SADDLE SADDLE DOME 

RUT RIDGE 



-I 



SHAPE INDEX 



I 



128 



255 GREYLEVEL 



Fig. 2. The shape index scale ranges from -1 to 1 as shown. The shape index values are 
encoded as a continuous range of grey-level values between 1 and 255, with grey-level 0 
being reserved for background and flat regions (for which the shape index is undefined). 



Since direct minimization of curvature differences does not yield a unique 
update equation, we have investigated the use of an adaptive robust regularizer 
in conjunction with curvature consistency. We use the shape index statistics to 
adaptively set the width of the robust kernel, <7, to be applied over the neigh- 
bourhood. The kernel width determines the level of smoothing applied to the 
neighbourhood. If the shape index of the neighbourhood varies greatly from the 
shape index at the current normal, then strong smoothing is applied, whereas 
an already smoothly-varying shape index pattern receives less attention. Once 
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again, we have ^(n, N) = Per (|||f ||) + Pa ( ^ where again N is the set 

of local neighbourhood normals used to calculate the finite difference approxi- 
mations to || and 1^. However, instead of a fixed kernel width, < 7 , we use the 
adaptive value 



<j = <Jo exp 




(8) 



where <j>c is the shape index associated with the central normal, and A(p 4 
is the difference in shape index between the centre values of adjacent curvature 
classes. The number of neighbourhood normals used in calculating the finite 
difference approximations to || and is denoted W, and ctq is a reference 
kernel width which we set to unity. Using the scale of Figure 2, A(j )4 — |. 



5 Experiments 

We have performed experiments using synthetic and real-world images, using 
the SFS schemes developed in the preceding sections. Using synthetic data, we 
attempt to analyse some of the difficulties inherent in SFS, focusing upon the fun- 
damental point that no existing constraint functional possesses a unique global 
minimum matching the true surface. We demonstrate by example that none of 
the constraint functions considered here have this property, but that this does 
not in itself prevent the new framework generating improved approximations to 
the true needle-map. This research poses important questions about the design 
of future constraint functions using the new framework. We also demonstrate 
the qualitative improvements offered by the new framework in conjunction with 
the novel constraints when applied to real-world images. 

Figure 3 offers an assessment of the quality of the different constraints de- 
veloped in this paper, using ground-truth data from a synthetically-generated 
image of two co-joined spheres. The normalized values of several measures are 
plotted against iteration number for the Horn and Brooks algorithm and each of 
the new framework schemes. The most important measures are the normal er- 
ror, as calculated against ground truth, and the value of the constraint function 
summed over the whole image. We also include the surface reconstruction error, 
and the average change in normal direction is plotted as a potential termina- 
tion criterion, but is seen to be ill-suited to the task. All the schemes, including 
the Horn and Brooks algorithm, are initialized using the novel initialization of 
Section 3.2. 

Since the normal error is an absolute measure unaffected by which constraint 
function is used, and as all the schemes use the same initialization and so start 
with identical (and, due to the new initialization, relatively low) values of normal 
error, we can compare these normalized values directly. Doing so, we see that 
when the smoothness and gradient consistency constraints are modelled using 
a robust error kernel, there is a reduction in the normal error to approximately 
57% of the initial value, which Horn and Brooks struggles to approach despite 
the improved initialization and many more iterations. 
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Fig. 3. Comparison of the behaviour of various measures for Horn and Brooks ^ and 
the new framework using different constraint functions (see text). 



In Figure 4, we illustrate the application of the SFS schemes developed in this 
paper to real images from the Columbia Object Image Library, which present 
challenges such as albedo changes, regions of brightness saturation and deviations 
from the Lambertian assumption. In the first row of Figure 4, the needle-map 
recovered by the Horn and Brooks algorithm is seen to be extremely smooth, even 
losing large-scale details such as the wing of the toy duck. The new framework 
schemes all perform qualitatively well, recovering the wing and neck structure. 
Similarly, in the second row of Figure 4, the new framework schemes all yield 
significant qualitative gains over the Horn and Brooks algorithm. 



6 Conclusions 

We have presented a novel framework for SFS which addresses the problem 
of model dominance encountered using many traditional iterative algorithms. 
Specifically, we ensure the fullest use of the data available, namely the input 
image, by incorporating the image irradiance equation as a hard constraint. 
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Fig. 4. Needle-maps recovered from real images. 



Our second contribution is to develop new constraints on needle-map con- 
sistency. These range from simple modifications to the traditional smoothness 
constraint, to topographic curvature and gradient consistency. The new schemes 
yield significant improvements in needle-map recovery. 

Gradient consistency makes only relatively weak assumptions about the sur- 
face physics. This is in constrast to the curvature consistency techniques devel- 
oped here as a result of modelling the topographic properties of surfaces. The 
slight advantage of the gradient consistency schemes over the more complicated 
curvature consistency methods suggests that we can obtain good results without 
recourse to complex arguments about the behaviour of real surfaces. 

With the new framework, we have demonstrated the development of prin- 
cipled, novel constraint functions modelling the properties of real surfaces. It 
is hoped that this research will stimulate the search for still better constraints, 
possessing global minima which more closely correspond to true surfaces. 
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Abstract. Vanishing point locations play a critical role in determining 
the perspective pose of textured planes. However, if only a single point is 
available then the problem is undetermined. The tilt direction must be 
computed using supplementary information such as the texture gradient. 
In this paper we describe a method for multiple vanishing point detec- 
tion and, hence complete perspective pose estimation, which obviates 
the need to compute the texture gradient. The method is based on local 
spectral analysis. It exploits the fact that spectral orientation is uniform 
along lines that radiate from the vanishing point on the image plane. We 
experiment with the new method on both synthetic and real world ima- 
gery. This demonstrates that the method provides accurate pose angle 
estimates, even when the slant angle is large. 



1 Introduction 

Key to shape-from-texture is the problem of estimating the orientation of planar 
patches from the perspective foreshortening of regular surface patterns. Conven- 
tionally, the problem is solved by estimating the direction and magnitude of 
the texture gradient [2,5]. Geometrically, the texture gradient determines the 
tilt direction of the plane in the line-of-sight of the observer. Broadly speaking, 
there are two ways in which the texture gradients can be used for shape esti- 
mation. The first of these is to perform a structural analysis of pre-segmented 
texture primitives in terms of the geometry of edges, lines or arcs [7,3,8]. The 
second approach is to cast the problem of shape-from-texture in the frequency 
domain [4,1,9]. The main advantage of the frequency domain approach is that it 
does not require an image segmentation as a pre-requisite. Eor this reason it is 
potentially more robust than its structural counterpart. 

Unfortunately, the estimation of the magnitude and direction of the texture 
gradient is a task of some fragility. An alternative route to the local slant and tilt 
parameters of the surface is to estimate the whereabouts of vanishing points [6]. 
When only a single vanishing point is available, texture gradient information is 
still a prerequisite since the surface orientation parameters can only be determi- 
ned provided that the tilt direction is known. However, if two or more vanishing 
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points are available, then not only can the slant and tilt be determined uniquely, 
they can also be determined more accurately. As a result, searching or back- 
projection are not required to recover the parameters of planar orientation. 

The aims of the current work are twofold. Firstly, we aim to provide a de- 
tailed analysis of the properties of the local spectral moments under perspective 
geometry. We commence by considering the local distortions of the spectral mo- 
ments. Here our approach is to use the Taylor expansion to make a local linear 
approximation to the transformation between texture plane and image plane. 
In other words, we identify the affine transformation that locally approximates 
the global perspective geometry. With this local approximation to hand, we can 
apply Bracewelhs [11] affine Fourier theorem to compute the local frequency do- 
main distortions of the spectral distribution. Based on this analysis we show that 
lines of uniform spectral orientation radiate from the vanishing point. Our second 
contribution is to exploit this property to locate multiple vanishing points. We 
provide an analysis to show how the slant and tilt parameters can be recovered 
from a pair of such points. 

2 Vanishing Points 

We commence by reviewing the projective geometry for the perspective trans- 
formation of points on a plane. Specifically, we are interested in the perspective 
transformation between the object-centred co-ordinates of the points on the 
texture plane and the viewer-centred co-ordinates of the corresponding points 
on the image plane as shown in Figure 1. Suppose that the texture plane is a 




Fig. 1. Perspective projection of a planar surface onto an image plane. The projection 
of a local patch over the texture plane onto the image plane is also shown. 



distance h from the camera which has focal length / < 0. Consider two corre- 
sponding points that have co-ordinates on the texture plane and 

Xi = on the image plane. The perspective transformation between the 

two co-ordinate systems is Xi = 'ipXt- We represent the orientation of the vie- 
wed surface plane using the slant angle a and tilt r angles. This parametrisation 
is a natural way to model local surface orientation. For a given plane, considering 
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a viewer-centred representation, the slant is the angle between viewer sight line 
and the normal vector of the plane. The tilt is the angle of rotation of the normal 
vector around the sight line axis. The elements of the transformation matrix Tp 
can be computed using the slant angle a and tilt angle r in the following manner 

, / cos a cos T — sin r 1 0 . ^ . 

^ h-xtsma |_sinr cost J |_0 ^ ^ 

The perspective transformation in Equation 1 represents a non-linear geome- 
tric distortion of a surface texture pattern onto an image plane pattern. Un- 
fortunately, the non-linear nature of the transformation makes Fourier domain 
analysis of the texture frequency distribution somewhat intractable. In order 
to proceed we therefore derive a local linear approximation to the perspective 
transformation. However, it should be stressed that the global quilting of the 
local approximations preserves the perspective effects required for recovering of 
shape-from-texture. With this linear model, the perspective distortion can be 
represented as T* which is the linear version of the perspective transformation 
given by 1. 

We linearize Tp using a first-order Taylor formula. Let [xot^yot^h) be the 
origin or expansion point of the local coordinate system of the resulting affine 
transformation. This origin projects to the point (xo^, /) on the image plane. 

We denote the corresponding local coordinate system on the image plane by 
= (x^,y^,/) where Xi = xoi and yi = y[ T yoi. The linearised version 
of Tp in equation 1 is obtained through the Jacobian J(.) of Xj where each 
partial derivative is calculated at the point X- = 0 . After the necessary algebra, 
the resulting linear approximation is 7^ = 7(Xi) |(x;=o)= 7(TpXt) |(x;=o)- 
Rewriting T* is terms of the slant and tilt angles we have 

sin a T / cos r cos a — /sinr 
yoi sin (J T f sin r cos a f cos r 





where i? = /cos a T sin a ( cos r T yoismr). Hence, Tp depends on the ex- 
pansion point (xoi^yoi) which is a constant. 

In order to determine the surface plane normal vector N = (p, we need 

to estimate two different vanishing points in the image plane. Suppose that the 
two points are Vi = {x^i^y^i^ and V 2 = {Xv2jyv2)~^ • The resulting normal 
vector components p and q are found by solving the system of simultaneous 
linear equations 

^vl Vvl P / 

yv2\ [q\ ~ L/J 

The solution parameters, p and q are 
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3 Projective Distortion of the Power Spectrum 

The Fourier transform provides a representation of the spatial frequency distri- 
bution of a signal. In this section we show how local spectral distortion resulting 
from our linear approximation of the perspective projection of a texture patch 
can be computed using an affine transformation of the Fourier representation. 
We will commence by using an affine transform property of the Fourier do- 
main [11]. This property relates the linear effect of an affine transformation A 
in the spatial domain to the frequency domain distribution. Suppose that G(.) 
represents the Fourier transform of a signal. Furthermore, let X be a vector of 
spatial co-ordinates and let U be the corresponding vector of frequencies. Accor- 
ding to Bracewell et al^ the distribution of image-plane frequencies Ui resulting 
from the Fourier transform of the affine transformation Xi = AXt + 5 is given 

by 

In our case, the affine transformation is as given in Equation 2 and there 
are no translation coefficients, i.e., B = 0. As a result Equation 5 simplifies to: 

In other words, the effect of the affine transformation of co-ordinates induces 
an affine transformation on the texture-plane frequency distribution. 

The spatial domain transformation matrix and the frequency domain transfor- 
mation matrix are simply the inverse transpose on one-another. 

We will consider here only the affine distortion over the frequency peaks, 
i.e., the energy amplitude will not be considered in the analysis. For practical 
purposes we will use local power spectrum as the spectral representation of the 
image. This describes the energy distribution of the signal as a function of its 
frequency content. In this way we will ignore complications introduced by phase 
information. Using the power spectrum, small changes in phase due to translation 
will not affect the spectral information and the Equation 6 will hold. The power 
spectrum representation of an image may be defined as the square magnitude of 
its Fourier transform, which is always non-negative by definition. Our overall goal 
is to consider the effect of perspective transformation on the power-spectrum, 
in practice, however, we will be concerned with periodic textures in which the 
power spectrum is strongly peaked. In this case we can confine our attention to 
the way in which the dominant frequency components transform. According to 
our affine approximation and Equation 6, the way the Fourier domain transforms 
locally is governed by 

Ui = ciy)-Wt (7) 

In the next Section we will use this local spectral distortion model to establish 
some properties of the projected spectral distribution in the viewer-centred co- 
ordinate system. In particular, we will show that lines radiating from the vanis- 
hing point connect points with identically oriented spectral components. We will 
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exploit this property to develop a geometric algorithm for recovering the image- 
plane position of the vanishing-point, and hence, for estimating the orientation 
of the texture-plane. 



4 Lines of Constant Spectral Orientation 



In this section we focus on the directional properties of the local spectrum dis- 
tribution. We will show how the uniformity of the spectral angle over the image 
plane can be used to estimate the vanishing point location and hence compute 
planar surface orientation. 

On the texture-plane the frequency-domain angle of the unprojected spectral 
component is given by /? = arctan^^j. Using the affine transformation of 
frequencies given in Equation 7, after perspective projection, the corresponding 
frequency domain angle in the image plane is 



a 



arctan 



Ui 



arctan 



Utf sin T Vt {xoi sin (J f cos r cos a) 

utf cos T — Vt {yoi sin (J f sin r cos a) 



( 8 ) 



For simplicity, we confine our attention to a rotated system of image-plane coor- 
dinates in which the x-axis is aligned in the tilt direction. In this rotated system 
of coordinates, the above expression for the image-plane spectral angle simplifies 
to 



a 



— arctan 



(/ cos a -h xOi sin a)vt 
yOiVt sin a - fut 



(9) 



Let us now consider a line in the image plane radiating from a vanishing point 
which results from the projection to a family of horizontal parallel lines on the 
texture plane. This family of parallel lines would be originally described by the 
spectral component Ug = (0,1;^)^ . After perspective projection this family of 
parallel lines can be written in the “normal-distance” representation as 



£: r = xoi cos 0 yoismO V(xo^,yo^)GU (10) 

where r is the length of the normal from the line to the origin, and, 0 is the 
angle subtended between the line-normal and the x — axis. Since this line passes 
through the vanishing point V = {x^^y^) = (— /cosa/sina, 0)^ on the image 
plane, for / < 0, r can also be written as 

y cos C7 

r = x^ cos 0 -\- y^ sin 0 = — ^ cos 0 (11) 

sma 

Substituting Equation 11 into Equation 10 and solving for yOi we obtain 

/ / cos cr + sin cr \ 

yOi = -[ ; 12 

y tan u sm a J 



By substituting the above expression into Equation 9 and using the fact that 
Us = 0, after some simplification we find that a — 0 ^ V(xo^,yo^) G U. As a 
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result, each line belonging to the family C connects points on the image plane 
whose the local spectral distributions have a uniform spectral angle a. These 
lines will intercept at a unique point which is a vanishing point on the image 
plane. 

By using this property we can find the co-ordinates of vanishing points on 
the image plane by connecting those points which have corresponding spectral 
components with identical spectral angles. We meet this goal by searching lines 
for which the angular correlation between the spectral moments is maximum. 



5 Experiments 



In this section we provide some results which illustrate the accuracy of planar 
pose estimation achievable with our new shape-from-texture algorithm. This 
evaluation is divided into two parts. We commence by considering projected 
Brodatz textures [10] with known ground-truth slant and tilt. The second part 
of our experimental study focuses on natural texture planes where the ground 
truth is unknown. In order to give some idea of the accuracy of the slant and tilt 
estimation process, we back-project the textures onto the fronto-parallel plane. 
Since the textures are man-made and rectilinear in nature, the inaccuracies in 
the estimation process manifest themselves as residual skew. 

We commence with some examples of projected textures. In this experiment, 
we have taken three different texture images from the Brodatz album and have 
projected them onto planes of known slant and tilt. The textures are regular 
natural textures of almost regular element distribution. Superimposed on the 
projected textures are the estimated lines of uniform spectral orientation. The 
values for the estimated orientation angles are listed in the Table 1. 




Fig. 2. Brodatz textures, (a) and (b) DlOl; (b) and (c) Dl; (d) and (e) D20. 
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TABLE 1 - Actual x Estimated slant and tilt values (Brodatz Textures) 



img 


actual 

(^) 


(^) 


estimated 

(^’) 


t(r’) 


abs. 

cr’ 


error 

r’ 


(a) 


30 


0 


34.5 


0.0 


4.5 


0.0 


(b) 


50 


225 


53.9 


223.5 


3.9 


1.5 


(c) 


30 


0 


27.5 


0.0 


2.5 


0.0 


(d) 


45 


45 


51.7 


44.6 


6.7 


0.4 


(e) 


30 


-30 


30.4 


-23.3 


0.4 


6.7 


(f) 


60 


120 


59.6 


125.0 


0.4 


5.0 



This part of the experimental work focuses on real world textures with un- 
known ground-truth. The textures used in this study are two views of a brick- 
wall, a York pantile roof and the lattice casing enclosing a PC monitor. The 
images were collected using a Kodak DC210 digital camera and are shown in 
Figure 3. There is some geometric distortion of the images due to camera optics. 
This can be seen by placing a ruler or straight-edge on the brick- wall images and 
observing the deviations along the lines of mortar between the bricks. 

Superimposed on the images are the lines of uniform spectral orientation. In 
the case of the brick-wall images these closely follow the mortar lines. In Figure 4 
we show the back-projection of the textures onto the fronto-parallel plane using 
the estimated orientation angles. In the case of the brick-wall, any residual skew 
is due to error in the estimation of the slant and tilt parameters. It is clear that 
the slant and estimates are accurate but that there is some residual skew due to 
poor tilt estimation. 

6 Conclusions 

We have described an algorithm for estimating the perspective pose of textured 
planes from pairs of vanishing points. The method searches for sets of lines that 
connect points which have identically oriented spectral moments. These lines 
intercept at the vanishing point. The main advantage of the method is that it 
does not rely on potentially unreliable estimates texture gradient to constrain the 
tilt angle. As a result the estimated tilt angles are more accurately determined. 

There are a number of ways in which the ideas presented in this paper can be 
extended. In the first instance, we are considering ways of improving the search 
for the vanishing points. Specific candidates include Hough-based voting me- 
thods. The second line of investigation is to extend our ideas to curved surfaces, 
using the method to estimate local slant and tilt parameters. Studies aimed at 
developing these ideas are in hand and will be reported in due course. 
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Fig. 3. Real texture images. 
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Abstract. An alternative to the classic depth from stereo disparities is 
presented. In this new approach two scene points with different and fi- 
nite depths are viewed by two identical cameras with parallel optic axes. 
Both the case of frontal views and of side views, where both cameras are 
rotated by the same angle is addressed. A simple construction for the 
vanishing point of the line connecting the two scene points is presented. 
Both for frontal views and side views it is shown that the relative scene 
depth of two points equals the reciprocal of the ratio of the image plane 
distances from the image points to the vanishing point of the line they 
define. For side views it is furthermore shown how the lens plane sepa- 
ration and ratios of image plane distances to vanishing points directly 
determine the absolute depths to the scene points. Neither camera focal 
length, image plane optic center, image coordinate scale nor coordinate 
disparities are used in the calculations of the absolute scene depths. 



1 Introduction 

Calculation of scene depth from binocular views, consisting of images from two 
cameras with a known configuration, is a classic paradigm within computatio- 
nal vision, see [Crimson (1981)], [Ballard and Brown (1982)] for an overview. A 
dominant mainstream of research has concentrated on 4 steps: 

1. Initial calibration of the cameras, concerning camera focal length, image 
plane optic center, base line between camera optic centers, and often also 
orientation of the cameras. 

2. Matching of image points between the two monocular views. 

3. Calculation of coordinate disparity for each pair of matched points, based 
on the coordinates of each point in the left and right camera image plane, 
using the calibrated position of the optic centers as coordinate reference. 

4. Calculation of spatial depth to the chosen scene points, using the calculated 
coordinate disparities from step (3), the calibrated camera parameters from 
step (1), and knowledge of the sensor chip dimensions for scaling the image 
coordinates to scene coordinates. 

In this paper a new binocular technique is proposed, based on composite image 
views from two identical cameras with freely oriented, but parallel optic axes. 
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Only the matching step (2) above is fully shared with this new technique, while 
step (1) is reduced to measurement of image plane separation in side views. 
Step (3) is entirely absent and step (4) is replaced by depth from image ratio 
calculations, using distances to a vanishing point and image plane separation, but 
neither coordinate disparities, coordinate scale, camera focal length, camera base 
line nor knowledge of sensor chip dimensions. In section 2 the notion of composite 
binocular views is introduced, and it is explained, how these views may be used to 
determine the vanishing point of the spatial line connecting any two scene points 
with different and finite spatial depths. In section 3 a simple relation between 
relative spatial depth of two such scene points and their relative distances in 
the image plane to the identified vanishing point is derived. For both frontal 
views and side views, this relation allows for the determination of relative depth 
to the scene points in question without any knowledge of camera parameters, 
coordinate scale on the sensor chip nor coordinate disparities. In section 4 a 
relation between lens plane separation, absolute depths of two scene points and 
relative image plane distances to the vanishing point of the line connecting the 
points is derived. This relation neither involve coordinate disparities nor any 
other camera parameters but the image plane separation. The notion of side 
views is explained, and it is shown that such views allow unambiguous and 
unsealed absolute depths of two scene points. It is also shown that fronto parallel 
views do not have this property. One major inspiration for studying such side 
views has its origin in psychophysics, see for example [Gibson (1974)]. Although 
no firm conclusion has been reached, concerning the human vision, this paper 
points out that within computational vision, non fronto parallel binocular views 
seem to contain useful information of a spatial scene. 

2 Composite Image Views 

In this section the notion of composite images from binocular views is introduced. 
Consider figure 1, where two scene points Pi and P 2 with different and finite 
scene depths are viewed by two identical perspective cameras producing a left 
and a right image. Neither camera focal length, optic centers nor sensor chip sizes 
are assumed to be known for the cameras. The composite image is produced by 
placing the left and right image on top on each other using the image borders for 
registration. Since the cameras are assumed to be identical, such a registration 
will place the unknown optic centers on top of each other. 

All image points from either image are part of the new composite image. 
The resulting composite image for the setup shown in figure 1 then consists 
of four image points: pn and P 21 from the left camera view and p^^ and P 2 r 
from the right camera view. These four image points and the epipolar lines ei 
and 02 are shown in figure 2. In the composite image is also indicated the left 
camera image £i and the right camera image of the spatial line £ through the 
scene points Pi and P 2 . Each image of £ has a vanishing point v. Since the 
vanishing point v lies on both image lines £ and G if is found as the intersection 
of of these image lines in the composite image. For elementary estimation of 
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Fig. 1. The composite image is produced by placing the left and right images on top 
of each other. 
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Fig. 2. The composite image produced from a binocular frontal view of two scene points 
Pi and P 2 - The points Pu^P 2 i £^re the image points from the left camera, and Pi^^P 2 r 
are the image points from the right camera. The point v is the common vanishing point 
of the lines £i and £ 2 . The lines ei, 02 are epipolar lines. 



vanishing points in various contexts see for example [Ballard and Brown (1982)], 
[Naeve (1987)], [Arnspang (1989)] and [Henriksen (1993)]. For a contemporary, 
coherent and deep insight into mathematical description of visual perception see 
[Koenderink (1990)], and for several calculation examples see [Haralick (1992)]. 
Figures 1 and 2 show the situation of binocular frontal views ^ where the lens 
planes of the left and right camera are identical and likewise the image planes. 
One consequence of this is parallel epipolar lines, as indicated in figure 2. 

Figure 3 shows a binocular side view. In this situation the optic axes of the 
cameras are parallel as for the binocular frontal view shown in figure 1 but they 
are rotated an angle fd about the vertical F— axis. As a result of this rotation 
the lens planes of the cameras are separated by an amount 6. If the base line 
between the optic centers of the cameras has length A then the lens planes are 
separated by the amount 6 = Z\sin /?. 

The resulting composite image for a binocular side view of two scene points 
Pi and P 2 with different and finite depths is shown in figure 4 If the line 
C is not parallel to the lens planes the images of the line £i and £^ have a 
common vanishing point v in the composite image. Unlike the binocular fron- 
tal view of figure 1 and 2 the epipolar lines in figure 4 are not parallel, but 
meet at a point F (the epipole) in the composite image. If the two cameras 
were instances of a translating camera, F would correspond to the focus of 
expansion, see [Ballard and Brown (1982)], [Arnspang (1989)], [Gibson (1974)] 
and [Haralick (1992)] for a definition and calculation of the focus of expansion. 
In this paper the relations between the camera parameters, base line Z\, side view 




520 



J. Arnspang, K. Henriksen, and F. Bergholm 



Left Camera 





Fig. 3. in a binocular side view the optic axes are parallel but the cameras are rotated 
an angle f 3 about the vertical axis. The result is that the lens planes are separated 
by the amount S. If the base line between the optic centers has length A then the lens 
plane separation is given by <5 = AsinfS. The angle f 3 is positive for clockwise rotation. 



V 

P 




Fig. 4. The composite image produced from a binocular side view of two scene points 
Pi and P2 with different and finite depths. The points Pu^P2i £^re the image points 
from the left camera, and Pi^,P2r image points from the right camera. The 

point V is the common vanishing point of the lines li and £2. The lines 01,02 are 
epipolar lines, and the point F is the epipole. 
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angle /?, optic center, focal length, and the epipole F are not discussed further. 
For the purpose of determining the absolute spatial depths to Pi and P 2 only 
knowledge of the lens plane separation 6 is necessary, as it will be shown. The 
quantity 6 is assumed known throughout this paper, or alternatively the length 
of the base line A and side view angle f3 is assumed to be known, from which 6 
is readily calculated as ^ = Z\ sin /?. 

In actual application oriented camera set ups it could be the case, that A is 
known a priori and f3 and thus 6 may be measured from motor mechanical con- 
trol information. Such possibilities or alternative visual calibration schemes for 
6 are left for further application oriented research. In psychophysics research, as 
for example [Helmholtz (1990)], it has been questioned whether a binocular side 
view significantly changes the visual perception in classic experiments, concer- 
ning for example perception of motion or shape. In a computational vision sense 
it is one major point of this paper that composite side views allow calculation 
of scene depths from data, which are not directly available in the frontal view 
case. 



3 Relating Relative Scene Depth to Image Ratios 



In this section it is shown that the relative depth of two scene points Pi and 
P 2 with different depths is directly related to the relative distances of their 
image points {Pu^P 2 i) or {Pir^P 2 r) fo the vanishing point v of the spatial line 
£ through the points Pi and ^ 2 * 

In figure 5 (left) is shown a camera and four colinear points, Pq^ Pi, P 2 , Ps? 
whose connecting line £ is not parallel to the lens plane, and in figure 5 (right) is 
shown the image of the four scene points, Po:PiyP 27 P 3 £^rid the vanishing point 
V of their connecting line £. 

From projective geometry it is known that the cross ratio of four collinear 
points is projectively invariant, see [Haralick (1992), , chapter 13]. That is, the 
cross ratio of the four scene points Pq,Pi,P 2 ,P 3 equals the cross ratio of the 
their projections Pq:Pi:P 2 :P 3 in the image 

cr{Po,Pi,P2,P3) = cr{po,p^,p 2 ,Ps) ( 1 ) 

where the cross ratios are defined by 



cr(Po,Pi,P2,P3) 



P1P2 II P0P3 
PqPi II P2P3 



cr{Po,Pi,P2,P3) 



P1P2 \\P0P3 
P2P3 WPoPi 



B\A£B£C 
A C 



( 2 ) 



b \ a b c 
c a 



(3) 



The cross ratio involves four points, but in order to only have two free points 
the scene points Pq and P 3 are chosen to be at known locations. That is, point 
P 3 is chosen to be at infinity which means that its projection in the image 
becomes the vanishing point p^ ^ v. When P 3 approaches infinity the distance 
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Fig. 5. Left: A pin-hole camera and four scene points Po,Pi,P2,P3- The labels 
A, B, C denote the distances between the points along the connecting line L. Right: 
The image of the scene points Po^Pi^P 2 ^Ps ^tie vanishing point v of their connec- 
ting line £. 



C =1 P2P3 1^ 00 and equation (2) becomes 



lim cr{ 

C^oo 



Po.P^.P2 




(4) 



and the distance c in the image becomes c =| P2P3 \^\ P 2'^ I* 

Further, the scene point Pq is moved to a known location, namely to the 
image plane. When Pq is moved to the image plane its Z— component goes to 
zero, and consequently its projection Pq goes to infinity. That is, the distance 
a =1 PoPi 1^ 00, and equation (3) becomes 



lim cr{po,Pi,P2,P3) 




Oj h c 
a 



b 

c 



(5) 



When Pq is moved to the image plane and P3 is moved to infinity, as shown in 
figure 6, equations (1,4,5) yield 



B_b_ 
~A^ ~c 



( 6 ) 



If the scene depths of Pi and P2 are Zi and Z2, and if the distances | P1P2 
and I PqPi | are projected onto the Z— axis, equation (6) may be written 

B _ I P1P2 I _ ^2 - _ I P1P2 I _ b . 

A I PqPi I Zi — 0 I P2V I c 
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Fig. 6. The scene point Pq has been moved to the image plane, and scene point Ps 
has been moved to infinity, so only points Pi,P2 have finite depths. 



which is equivalent to 

Z2 — Zi b Z2 _ b -\- c . . 

^ c ^ c ^ ^ 

where b and c are the distances shown in figure 6 . 

If Z2IZ1 is denoted the relative scene depth of scene points Pi and P 27 
( 6 T c) and c are denoted the image distances from Pi and P2 to the vanishing 
point V of their connecting line^ the following theorem holds: 

Theorem 1. The relative scene depth of two points equals the reciprocal ratio 
of the image plane distances to the vanishing point of their connecting line. 

Note, that theorem 1 is a two point theorem, which is valid for any perspective 
view of two scene points with different and finite scene depth and an identified 
vanishing point of their connecting line. 

4 Relating Absolute Scene Depth to Image Ratios 

In this section it is shown that a binocular side view allows determination of 
absolute depth without knowledge of neither camera focal length, image plane 
coordinate scale nor image coordinate disparities. 

The relative depth theorem (theorem 1) allows determination of the rela- 
tive scene depth of two spatial points Pi and P2 from composite image data 
{bi^ci^v) or from ( 6 ^,c^,v) measured from the left and right camera lens planes 
respectively. Below, the question is addressed, whether the absolute depths of 
Pi and P2 (assumed to have different and finite scene depths) can be obtained 
from the full composite image data set ( 6 ^, q, 6 ^, c^, v). 

First, consider the composite image, figure 2, of a binocular frontal view, 
figure 1. Using equation ( 8 ) the following linear system is obtained, relating 
( 6 ^, c^, 6 ^, c^) to spatial depth Zi and Z2 of the scene points Pi and P2 

fibiTci) -ci\ fZi\ ^ /0\ 

\{bj- Cr) — Cj- J \Z2 ) \0 J 



( 9 ) 





524 J. Arnspang, K. Henriksen, and F. Bergholm 



For a binocular frontal view the epipolar lines ei and 02 are parallel, which 
yields 



Plr'^ 



P2l^ 

Pll^ 



Cr 
bf ~\~ 



Cl 



br'Cl 



0 ( 10 ) 



which shows that the determinant of the linear system, equation (9) is always 
zero, and the system is always singular. The composite image data (6^, c^, 6^, c^) 
cannot be used for determination of the absolute depths for a binocular frontal. 

Next, consider composite image, figure 4, of a binocular side view, figure 3. 
In this case the relation between the Z— coordinates measured in the left and 
right images is given by 



Zl = Zr — S 

and using equation (8) yields the linear system of equations 

f {k + Cl) —ci\ f Zii\ _ ^ 0 \ 

y(^r T y \Z2l j y / 



( 11 ) 



( 12 ) 



For a binocular side view the epipolar lines e\ and 02 are not parallel. Therefore, 
equation (10) does not hold which means that 



(fe( + Cl) -Cl 
( bf ~\~ c>p ) — c>f 



brCi bic>f 0 



(13) 



and the linear system in equation (12) is regular. The composite image data 
(6^, c^, 6^, c^) may then be used for determination of the absolute depth in a 
binocular side view, when the lens plane separation 6 is known. A closed form 
solution for scene depths Zu and Z 21 to the scene points Pi and P 2 is given by 



Z 21 



— 6brCl 

br-Cl blC>p 
—6br(bi -\- Cl) 
bfCi bic>f 



(14) 

(15) 



Note, that equations (14,15) neither depends on camera focal length, coordinate 
disparities nor coordinate scale, as opposed to the classic depth from stereo pa- 
radigms found in for example [Ballard and Brown (1982)] and [Crimson (1981)]. 
This result may be seen as a computational counterpart to the fact within psy- 
chophysics, that humans hardly use coordinate disparities for judging absolute 
depth, as discussed in [Helmholtz (1990)]. The result that equations (14,15) 
may be used for binocular side views is also consistent with questions raised 
at [Helmholtz (1990)], concerning the possibility of adding capabilities to visual 
competences, when looking to the side. The question, whether such side view 
capabilities are qualitatively different from frontal view capabilities or just mu- 
tually transformable mathematical formulations, have not been concluded upon, 
neither in [Helmholtz (1990)] nor in this paper. Within computational vision, 
equations (14,15) obviously offers an alternative to the classic depth from stereo 
paradigms. 
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5 Conclusion 

The classic depth from stereo problem has been revisited for the case of freely ori- 
ented, but parallel optic axes. Determination of relative and absolute depth has 
been addressed and reformulated by introducing the notion of composite images 
and binocular side views. By considering the composite image of a binocular 
view of two scene points with different but finite depths, a simple identification 
procedure has been devised for the vanishing point of the spatial line connecting 
the two scene points. It has then been shown that the relative scene depth of 
the two points equals the reciprocal of the ratio of the image distances to the 
vanishing point of their connecting line. Furthermore, it has been shown that 
in a composite image of a binocular side view, image distances to the vanishing 
point of the connecting line and knowledge of lens plane separation is sufficient 
for a closed form solution of the absolute spatial depths to any two scene points 
of different but finite scene depths. Laboratory experiment bench mark tests and 
industrial application oriented research, exploiting these alternatives to classic 
depth from stereo paradigms, seems natural choices for further research. 
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Abstract, In industrial and commercial applications vision-based con- 
trol of motion can only be feasible, if vision provides reliable control 
signals in real-time and when full system integration is achieved. A mo- 
dular system architecture is built up around the geometrical features of 
the object. The initialisation is partly automated by using search fun- 
ctions to describe the task. The features found are then the basis for 
pose determination. Of particular need is a method of Edge-Projected 
Integration of Cues (EPIC) for robust feature tracking. A demonstration 
shows the robot following an object in 6 DOE with no special restrictions 
concerning room lighting, background are made. 



1 Introduction 

An essential quality of a vision, robotic, or integrated system to operate succes- 
sfully in industrial or service applications is real-time capability of the system. 
That means, the overall system performance should not be limited by, e.g., ex- 
haustive computations of the vision module. A considerable number of works 
present systems to control a mechanism via visual input. Analysing the present 
state-of-the-art, two major roadblocks are commonly identified. 

1 . Integration of system components like mechanism, control, and visual sensing 
and processing, is often neglected. However, this is essential to achieve a good 
overall performance and is also the basis for industrial applications. 

2. Of all components assembled in a vision-based control system, the versatility 
of the vision system seems to be a limiting factor. In particular, the robustn- 
ess of the visual input is weak. Applications are commonly restricted either 
to special environments and/or tasks (e.g. autonomous car driving [1]) or to 
prepared objects (markers, high contrast to background etc.). 

The authors take the view that there is a need to deal with these two aspects 
to achieve 3D tracking of objects in real-time. This paper focuses on the advances 
made into this direction. 

The remainder of the paper is organised as follows: The next section describes 
the modules integrated in our approach. Initialisation (section 3), tracking a 
wire- frame (section 4), and using EPIC for robust feature detection (section 5) 
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are introduced. The results of an experiment, following the motion of a cube in 6 
degrees of freedom, are provided in section 6. The conclusion contains a critique 
of the approach and an outlook to future work. 

2 System for 3D Object Tracking 

The goal of this work is to track an object in three-dimensional space. Using the 
results of tracking a control signal is derived to steer a mechanism, for example, 
to navigate a mobile platform or to handle parts with a robot arm. Commonly 
the object can be separated into a series of features, such as lines corner and 
circles, which are re- found at each tracking cycle. As a consequence, the features 
of the object constitute the central component of our system architecture for 3D 
object tracking (see Fig. 1). 




Fig. 1. Block diagram of principle strategy. 

One goal of the tracking system is to continuously track the pose (position 
and orientation) of the object. Therefore the features tracked are selected accor- 
dingly. 

Tracking is the vital component of a system for vision-based control of mo- 
tion. Fundamental investigations of the dynamic performance of such a system 
lead to the requirement for tracking to operate at the highest possible cycle rate 
of the control system [5]. Using common CCD-cameras cycle rate is restricted by 
image acquisition to field rate {fOHz). To obtain field rate of the visual process, 
a windowing technique has been adopted. 

A critical issue of a continuously operating system is the initialisation. Based 
on the feature-centred approach, search functions have been implemented that 
allow the user to specify a task (e.g. find object pose) as a simple task description. 
The task description uses the search functions to incorporate task and object 
knowledge (section 3). That means, given a target, the objective is to search for 
the features needed to fulfill the task. 

The world mode/ keeps track of the state of the features. It is image-based and 
stores therefore the topological model of the object found in the image. Using 
line, corner, and circle features the model is a wire-frame model. The advantage 
is the direct relation of the world model to a database of object models, which 
is commonly available from CAD-systems in wire- frame format. 

The system architecture of Fig. 1 is modular. The goal is to render adding 
new modules as easy as possible. For example, pose determination is linked to 
the world model and the features. Pose determination can be further exploited to 
set preferences for feature search to avoid mistracking. Therefore the search can 
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be biased to features that are best suited. As both feature tracking and feature 
search (driven by the visual search functions and the need of pose determination) 
operate in parallel, feature dependencies and new search results are constantly 
incorporated into the model while targets are in motion. 

3 Search Functions as Primitives of Visual Descriptions 

The heart of the initialisation procedure is an object description based on a set 
of search functions. These functions can be thought of as a high-level description 
language for search. The description also contains a goal, e.g., pose determination 
or object identification, which can direct and terminate the search. Executing 
the search program generates features which are entered into the world model. 

The search language primitives are a small set of functions operating on 
images. Table 1 gives a list of basic functions. 



generic search strategies 
f ind_line (line_type or attributes) 
f ind_region(region_type) 
search strategies relative to lines 
f ind_end_of _line (line_itself ) 

f ind_lines_at_end_of _line (line_end, line_types) 
f ind_along_line (line_itself , direction) 
f ind_in_direction_f rom_line (line_itself , direction) 
search strategies relative to regions 
f ind_within_region(line_type or region_type) 
f ind_at_border_of _region(line_type or region_type) 
f ind_around_region(line_type or region_type) 
f ind_in_direction_f rom_region(line_type , direction) 



Table 1. A set of basic search functions for image exploration. 

For example, a task specification may be to determine the pose of a stapler 
with a red bar on top. One possible description of the task is as follows. The 
fact that a red item is searched for is used as a clue to find a candidate feature. 

f ind_region(red) 

f ind_at_border_of _region(line (mode right), direction: towards left) 
repeat 

f ind_end_of _line (line_itself ) 
if (end_of_line found) 

f ind_lines_at_end_of _line (line_itself , new_neighbor_lines) 
until (structure.! or_pose_f ound) 
determine.pose 

Fig. 2 illustrates the search pattern. At the end of one line five possible lines 
are found. Using mode (see 5) to validate the lines, only one line remains, the 
front top line. The line is added to the wire-frame model. As tracking proceeds 
the four lines of the top surface are found and finally closed. 
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Fig. 2. Left, cycle 4: the edges found at the front end of the original line at the left of 
the red region. Right, cycle 19: top surface and the first line of the side surface found. 
The front four lines are sufficient to uniquely determine pose. 

4 Tracking a Wire-Frame Structure 

During the execution of the task description the wire-frame model containing 
the features of the object found in the image, and their relations/connections 
to each other, is built up. The search functions use this graph-based model as 
database and this structure for adding or deleting lines and corners. 

Tracking the wire-frame model found in the image means the updating of 
all features and feature relations at each cycle. In detail, tracking proceeds as 
follows: The wire- frame contains a set of N lines £ and a set of M corners C. 
A line k is denoted by its states in the image, location orientation o and 
length len: k{x^ y, o, len) ^ C ioi i — {0, • • • , N}. Similarly, a corner is given by 
Cj[x^y) G C with j = {0, • • • , M}. The relations between lines and corners in a 
wire-frame model are then given by 

( 1 ) 

h-.C^C^ ( 2 ) 

where m indicates that a line can exist without any or up to two corners and 
n indicates the number of lines intersecting at a corner. A wire- frame W.F is the 
union of lines and corners, that is WJ- = £uC, 

Updating the wire- frame at each tracking cycle using the data from the image 
I is then described by the following procedure: 
update Wire-Frame WJ-: 
update Line L: WkeC 

if f^{£^T) = li II line found 

else/ 3 (U,I)= 0 // mistrack 

update Corner C: Vcj G C /4 : fi{C) ^ C 
where is the result (line found or not found) of the tracking function 
outlined in section 5 and /4 is the function of finding the intersection between 
all lines intersecting at one corner [3]. Tracking the features using the wire-frame 
update procedure is executed at each cycle before further search functions can 
be called. 
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5 EPIC: Edge-Projected Integration of Cues 

The basic idea of EPIC to obtain robustness is to project cue values, such as 
intensity, colour, texture, or optical flow, shortly called modes ^ to the nearest 
edge!. Using the likelihood for these edgels renders subsequent line (or ellipse) 
detection more robust and effective. Lines are identified using a probabilistic 
[2] verification step, which adds the geometric constraint, as demonstrated in 
[6]. The resulting line tracker shows stable behaviour when lighting conditions 
vary (as edgels will still form a line although mode values change) and when 
background comes close to foreground intensity or colour (as the discontinuity 
still yields edgels though of low significance). 

Tracking a line proceeds in three steps: (1) warping an image window along 
a line and edge detection, (2) integration of mode values to And a list of salient 
edgels, and (3) a probabilistic (RANSAC [2]) scheme to vote for the most likely 
line. These steps are outlined in the next three sections and constitute /s from 
the update wire-frame procedure. 

5.1 Warping Image and Edge Detection 

Every line is tracked by warping a part of the image parallel to the line and is 
defined as a vector. Warping cuts out of the image a window oriented parallel to 
the edge (using the same principle as [4]). As the object moves, the edge must be 
re-found in the new window. Each line tracker holds an associated state vector 
comprising the basic line parameters {x^y^o^len) and two mode values rriieft 
and niright: here representing intensity (where left and right are defined through 
the vector and the values are extracted from the image I(x). 

In a first step edgels are found by computing the first derivative of the inten- 
sity, grad I(x), using a Prewitt Alter of size 8 x 1 [4] (other common Alters give 
similar results). The positions of the k local maxima XMk deflne intervals along 
the line. The two ends of the tracker line are the leftmost and the rightmost 
limits of the intervals. 



5.2 Integrating Edge and Mode Information 

The second step is to project the modes values onto the edgel to And a likelihood 
value for each edgel. The mode value rn for each interval is calculated using a 
histogram technique. The likelihood Ik that an edgel k is the correct edgel along 
the line to be tracked is evaluated to 



1 

Ik = — with i = l,2,3,4, and W 

i=l 

where the Wi are weights for the cues in the present 
following four cues have been found to be most signiAcant. 



n 

= (3) 

i=l 

implementation the 



^ _ f 1 : XMk > 8 [pixel values] 
^ 1 0 : otherwise 

C2 = l- mMxMk) 

k 



( 4 ) 

( 5 ) 
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C 3 = 1 - - mlf\)/255 ( 6 ) 

C4 = 1 - (7) 

where the superscripts t and t — 1 refer to the mode values at the present and 
previous tracking cycle, respectively. 

The functionality of the cues is as follows: Ci (weight tci = 1) selects prac- 
tically all edges above a small threshold to eliminate noise. C3 and C4 select 
edgels with similar mode values as the edgels in the previous step. It can be 
easily seen that identical and similar mode values at cycles t and t—1 result in a 
high contribution to the likelihood. Now with the weights Wi for i = 3, 4 introdu- 
ced in equation 3 it can be defined if either of the mode value is relevant for the 
calculation of likelihood. That means these weights are set according to where 
the visible surface of the object is situated. The mode value of the background 
have to be neglected. This makes the system robust to background changes. 

The advantage of EPIC is that additional local cues operators can be easily 
integrated. First trials to incorporating colour added robustness to shadows and 
highlights. 

5.3 Voting for Most Likely Line 

In the final step, the edgels are used as input to the RANSAC voting scheme [2] 
for edge finding. The RANSAC idea is to randomly select two points to define 
a line and to count the votes given by the other edgels to this line. The line 
obtaining the highest number of votes is most likely the line searched for. The 
new states of the edge location and the mode values are calculated for this line 
and stored in the state vectors. 

The investigation of the likelihood to find the correct line is the best justi- 
fication for the combination of eq. (3) with the RANSAC scheme. Limiting the 
number of "good” edgels with liklihood g influences directly the likelihood I of 
a "good” line. One line is found with likelihood g'^ for n = 2 (2 edgels selected) 
[2]. As edgels are searched locally in each line of the warped window, the two 
events are independent. Random selection is reap eat ed k times and therefore I 
is given by 

( 8 ) 

As a result just a few ms are needed for re- finding a line in a 40 x 40 window 
on our hardware setup (section 6). 

6 Experiments 

The feasibility and robustness of the approach is demonstrated with a robot 
grasping a cube. As seen in Fig. 3 there is no specific finishing or black cloth, 
the plate is particularly rough and has stains of rust. Lighting comes from two 
overhead neon lights and through the window behind the viewer. 

A Pentium PC 133MHz executes image acquisition, image processing, and 
the short processing to determine relative pose to move the robot. A 48 6- PC 
runs RTLinux, a Linux version that provides real-time capabilities. An interface 
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to the robot has been written in C++ such that the robot can be operated 
directly from the PC at a rate of 32 milliseconds. RTLinux provides the utility 
to supply signals to the robot when requested. The two PCs communicate the 
control signals over a link using TCP/IP protocol. 

The cube is found using the task description [6]. The procedure is automatic. 
First cube coloured regions are searched for in the image at low resolution. By 
searching for the outline of this region, the top surface of the cube is found in 
a few steps. With the top surface four corners are available, which is sufficient 
information to determine the 6D pose. Using an extended Kalman filter the signal 
is smoothed and the control signal to steer the motion of the robot calculated. 
Fig. 3 shows snapshots from a descent motion. 
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Fig. 3. Snapshots during the descent to grasp the cube. Note: Changing light intensity, 
due to shadows from the approaching robot, causes no problem for the line trackers. 



In the last months the system dynamic performance of several controllers has 
been examined. Fig. 4 plots the relative pose values (object relative to gripper 
pose) in millimetres for position and degrees for orientation during descent. The 
left graph is the approach to a fixed pose by linearly moving towards the target 
pose. The right graph depicts the optimised fuzzy-controlled motion. As it can 
be seen the pose is reached rapidly, with little overshoot and with high accuracy 
(see table 2). 




Fig. 4. Plots of the 6 components of pose during the descent of the robot. The entire 
motion is about 5 seconds. Left: Linear approach. Right: Controlled motion using a 
fuzzy-controller. 
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1 position mm 


orientation deg \ 




X 


y 


z 


a 


p 


7 


mean 


-0.188 


-0.2218 


-0.1336 


0.2831 


-0.2317 


0.08 


std 


0.5473 


0.5626 


0.2421 


0.6040 


0.072 


0.1913 



Table 2. Mean and standard deviation of pose accuracy obtained with one camera. 

7 Conclusion 

An integrated approach to vision-based control of motion has been presented. 

One advantage of the approach is its real-time capability. The demonstration 
runs on a Pentium PC 133 MHz at field or frame rate for up to ten line features. 
The system architecture is based on the finding that there exists an optimal 
system architecture for a visual servoing (as well as a visual tracking) system [5]. 
It states that the system needs to operate at the highest possible rate and should 
use a certain number of pipelining steps depending on the overall latencies in 
vision and the mechanism. This is a guideline for system design. 

The approach uses features as tracking primitives. It is the basis for a modular 
architecture that allows simple extensions and independent tracking of different 
features. Thus parallel processing can be fully exploited. The image processing 
system integrates tracking and detection in real-time and uses a wire- frame model 
as searching structure as well as for the object model. Moreover a simple and 
efficient task description technique is applied, which uses search functions at 
image level to find the features and thus the target. 

Finally it can be stated that the cue integration approach EPIC (Section 5) 
is a good means to tackle the issue of robustness of the visual system. Although 
the demonstration object is simple, the environmental conditions handled reach 
beyond previous work. The following conditions can be handled: (1) gradually 
(6% each step) changing lighting conditions, (2) foreground/background sepa- 
ration at a minimum of 8 pixel values (= 3.2%), (3) partly occlusion without 
loosing the object and still calculating pose as long as any 4 lines are seen, and 
(4) automatic recovery after occlusion using the task description. 
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Abstract. High position and orientation accuracy is required in aug- 
mented reality systems. This paper presents an extension to the well 
known XVision library for real-time tracking. We implement a real-time 
sub-pixel accuracy edge tracking algorithm estimating edge position and 
orientation based on “virtual edge” localization in a 5 x 5 window. In 
addition, we give a simple yet efficient heuristic for identifying corners. 
Experiments demonstrate results for sub-pixel edge and corner tracking 
superior to the original XVision primitives. 

Keywords: real-time tracking, augmented reality, subpixel accuracy 



1 Introduction 

Vision-based augmented reality systems are demanding with regard to optical 
tracking. The precision required is rather high (in order to guarantee satisfying 
augmentation for the users), and tracking has to work in realtime. 

In our multi-user augmented reality environment, the “Studierstube” [ABP99] 
we have incorporated an optical tracking system that fulfills both the needs for 
precision and time consumption. 

In this paper we present the 2D optical tracking component of this system 
which is based on XVision [HT98]. We present a fast, reliable edge tracking 
primitive which improves tracking as provided by XVision with only minimal 
additional time consumption. Experimental results show the improvement for 
both jitter as well as accuracy. 



2 The Tracking System 

The tracking system for our multi-user augmented reality environment combines 
both optical and magnetic tracking, thus adding the robustness of the magne- 

This work has been supported by the Austrian Science Fund (FWF) under con- 
tract number P-12074-MAT. The “Studierstube” is a joint project with the Vienna 
University of Technology. We want to thank Joachim Steinwendner for his input in 
designing the sub-pixel tracking algorithm. 
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tic tracker to the precision of the optical tracking, cf. [ABP99]. The magnetic 
tracking system consists of a standard Ascension Flock of Birds magnetic tracker, 
while the optical tracking system consists of the following two components: 

— 2D tracking: features are tracked in the camera image. 

— 3D computation: based on feature locations in 2D and corresponding 3D lo- 
cations, position and orientation of the head-mounted camera are computed. 

Our current 2D tracking system utilizes “signaled” landmarks, i.e., artificial 
features the locations of which have been determined by some external calibra- 
tion procedure (we used a theodolite). Optical tracking is explained in detail in 
Section 3.1. 

Once the positions of the features have been determined, the pose of the 
camera is computed.^ In addition, the computed position (and orientation) are 
verified with the data from the magnetic tracker. 



3 2D Optical Tracking 

For optical tracking we use corners of black rectangles on a white background. 
The locations of these corners in 3D have been determined by external calibra- 
tion. Based on the knowledge of these 3D positions and the approximate camera 
position and orientation (obtained from the magnetic tracker) the positions of 
the corners in the camera image can be predicted, thus allowing for rather small 
feature search areas. Tracking is done with XVision, a tracking library develo- 
ped at the University of Yale, cf. [HT98], where each corner is composed of two 
edges. Subsequently we will first explain the edge tracking primitive used and 
second how to detect corners reliably. 

3.1 Sub-pixel Tracking 

XVision offers a very fast primitive for tracking edges. Unfortunately, the accu- 
racy provided does not suffice for augmented reality applications, especially the 
jitter inherent in the system is too large. Thus, a new tracking primitive was 
added to XVision providing better accuracy and less jitter while still satisfy- 
ing the need for fast computation: whereas the fastest edge tracking primitive 
in XVision takes approximately 1.5 msecs, our optimized primitive requires 2.5 
msecs. 

The new tracking primitive works very similar to a sub-pixel edge detection 
algorithm described in [SS98]: the pixel values in a small subwindow centered 
around the edge are compared with the grey values obtained by rendering a 
virtual edge in this subwindow. By slightly adjusting the position of the virtual 
edge the difference between real and computed gray values is minimized. In more 
detail, our algorithm works as follows: 

^ The algorithms used for computation of the pose have been described in [APG98], 
and a more detailed description can be found in [Bra98]. 
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— determine position and angle of the edge with the XVision tracking primitive. 

— compute a 5 X 5 pixel sub window centered around the center of the edge (ex- 
periments showed that a 5 x 5 window is sufficient to cover the displacement 
of the edge position as determined by the XVision tracking primitive.). 

— for each pixel within this subwindow, compute the gray value according to 
the current position and angle of the virtual edge. This is done by determi- 
ning the distance between the center of the pixel and the edge, cf. Fig. la). 
Distance and angle yield the fraction of the pixel left (respectively right) of 
the edge. With the additional knowledge of the gray values left (respectively 
right) of the edge the gray value for the pixel is computed (note that the gray 
values are taken from the image). In order to speed this up, a lookup table 
for fractions left (respectively right) of the edge as a function of distance and 
angle is computed in advance. 
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Fig. 1. Optimization of edge and corner location. 



The differences between pixel values of the virtual edge image and real image 
data are used as an error function for edge position and angle. Thus, in order 
to minimize the tracking error, this error function has to be minimized. A line 
segment perpendicular to the edge to be tracked is used as initial search interval. 
Its center coincides with the center of the edge, and its initial length is four pixels, 
cf. Fig. lb). By using Fibonacci optimization the interval is shrunk until it is 
smaller than a minimum size. Further, there is an upper bound for the number 
of iterations in order to limit time consumption. 

We further implemented a tracking primitive optimizing both position and 
angle: As stated above, the gray value of each pixel depends on both position 
and orientation of the edge. Therefore, we also minimize the error function with 
respect to the angle of the edge. This is done by searching in an interval centered 
around the angle as computed by the XVision tracking primitive. Due to the fact 
that both optimizations are independent of each other, the algorithm should loop 
over both of these optimizations. Note however, that simple experiments showed 
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that this does not improve the quality of tracking. Moreover, as will be shown in 
Section 4 , angle optimization does not improve accuracy or reduce jitter. This is 
due to the fact that angular changes yield much smaller changes in gray values 
than small position changes. 

3.2 Corner Recognition 

As stated above, our system tracks corners of black rectangles. As we face a 
situation where similar objects are located close to each other in the camera 
image, the danger of ambiguous corner matches increases. Therefore we imple- 
mented measures to increase corner identification robustness by increasing the 
amount of knowledge available about a corner feature. 

Due to errors in the magnetic tracker, predicted corner locations can be 
considerably wrong as depicted in Fig. Ic). Here several corners are located 
close to each other and the danger of a false match is relatively high. 

For both edges making up a corner feature we determine an additional charac- 
teristic called the transition type. Since XVision edge-trackers provide direction 
information, we are in a position to unambiguously determine fore- and backgro- 
und brightness of an edge. Thus the transition type of an edge can be light-dark 
or dark-light. 

Since we have high-level knowledge of the tracking targets, the expected 
transition types of the two edges making up an expected corner are also known 
in advance. Starting at the predicted corner position we employ several short and 
fast edges^ that search for edges with respective directions in the neighborhood of 
the predicted position. Only edge segments, of which the transition type matches 
that of the model are accepted and combined into a single corner. 

The simple process of recognizing a single corner with similar neighboring 
corners is depicted in Fig. Id). Our algorithm predicts the corner location Cp and 
also knows expected locations for the two related corners ci and C2- The search 
for the two edge-segments making up the desired corner is carried out along the 
lines A and B. During the search along A two edge-segments l\ and I2 are found. 
1 1 (light-dark) is rejected and I2 (dark-light) accepted. The same applies to line 
B. is rejected and accepted. Finally we determine the intersection point and 
start the corner-tracker at the correct position q. 

4 Experimental Results 

In order to determine their usability for our augmented reality system we eva- 
luated the characteristics of three tracking primitives: 

— the original XVision tracking primitive (denoted by simple edge)^ 

— edge tracking with position optimization (denoted by position optimized, 
edge), 

^ XVision gains tracking speed by subsampling edges in either horizontal and vertical 
direction 
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— edge tracking with both position and angle optimization (denoted by position 

and angle optimized, edge). 

During edge tracking experiments we measured jitter for both real and simu- 
lated image data. When tracking corners we measured jitter and accuracy for 
simulated image data only. 

4.1 Simulated Image Data 

In order to determine the accuracy of the corner tracking algorithms we are 
using a “virtual camera” similar to [SHC+96] for obtaining ground truth: We 
rendered the features with the model parameters of the camera at chosen virtual 
locations. Thus, the results obtained from 2D optical tracking could be compared 
with corner locations as determined by means of the camera parameters. 

On one hand, simulated camera image data can be quickly obtained and the 
simulation can be easily adapted to new feature or environment configurations. 
On the other hand, the camera is not accurately simulated (e.g., distortions can 
not be adequately modeled and anti-aliasing does not reproduce edges in real 
images correctly). 

4.2 Edge Tracking 

In order to determine the quality of the edge tracking primitives we measured 
standard deviation of both position and angle of tracked edges. Fig. 2a) depicts 
the standard deviation in pixels (i.e., the sum of the deviations for both x and 
y directions) for edges tracked on real image data: Both primitives using opti- 
mization show better results than simple edge. Among the optimized primitives, 
the deviation of position optimized, edge is in general smaller than for position 
and angle optimized, edge. The situation is similar for simulated image data. As 
depicted in Fig. 2b), position optimized, edge has the smallest deviation in gene- 
ral, simple edge the largest and the data from position and angle optimized, edge 
lies slightly above position optimized, edge. 

As depicted in Fig. 3a), results for angle deviations are different. Whereas 
angle deviations for both simple edge and position optimized, edge are almost 
identical, angle deviations are in general much larger for position and angle op- 
timized edge. As stated above, this is due to the fact that small position changes 
have more influence on the gray value of the pixels than relatively large changes 
in the edge angle. The optimization process does not eliminate position errors 
completely, but significantly reduces them. Thus, the second optimization ac- 
tually tries to correct these remaining small position errors and therefore yields 
an angle result worse than without optimization. Note however, that the dif- 
ference is not so significant when using simulated image data, as depicted in 
Fig. 3b). Whereas position optimized, edge and simple edge also show nearly 
identical values, the difference to position and angle optimized, edge is not as 
significant. In our opinion this is due to the fact that edges in simulated images 
are sharper than in real image data. 
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Fig. 2. Edge tracking: standard deviation of position data in pixel for all three 
tracking methods using real and simulated image data. 





edge edge 
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Fig. 3. Edge tracking: standard deviation of edge angles in degree for all three 
tracking methods using real and simulated image data. 



4.3 Corner Tracking 

Due to the fact that we are using corners as tracking primitives for our augmen- 
ted reality system, we also evaluated the three primitives when used for tracking 
corners (recall that each corner is composed of two edges). In difference to the 
experiments for edge tracking, ground truth was available for simulated image 
data. Thus, we computed the difference between real corner locations and posi- 
tions obtained by the tracking primitives. Eig. 4a) depicts average errors for all 
three methods, position optimized edge has much lower average errors in general 
than simple edge. With respect to maximum errors (as depicted in Eig. 4b)), 
the difference between position optimized, edge (approximately 0.69 pixel) and 
simple edge (approximately 1.95 pixel) further increases. 

Standard deviations of corner positions are depicted in Eig. 5. Similar to 
position accuracy, the difference between position optimized, edge on one hand 
and simple edge on the other hand is significant. Whereas the deviation for 
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Fig. 4. Corner tracking: average and maximum error in pixel for all three 
tracking methods. 



simple edge is larger than 0.5 pixel except for one data point, the deviation of 
position optimized, edge is less than 0.06 pixel except for one data point. 




corner 



Fig. 5. Corner tracking: standard deviation in pixel for all three tracking me- 
thods. 



4.4 3D Position Computation 

In order to determine the influence of 2D corner tracking on the 3D pose compu- 
tation, we tracked 3D position and orientation at nine different locations of the 
“virtual camera”.^ On one hand, tracking with the standard XVision primitive 
yields average position errors in the range from 6.5 mm to 33.5 mm, and ma- 
ximum errors within 11.6 to 61.0 mm. For position optimized, edge on the other 
hand, the average position error is less than 10 mm for all but one data point 
(19.45 mm), and maximum errors are within the range from 4.5 mm to 22.7 

^ The computation of position and orientation is described in [ABP99]. 
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mm. Standard deviation of position data is at least 4 times smaller for position 
optimized edge than for simple edge. For orientation errors, the situation is even 
better: Whereas average errors are only slightly smaller for position optimized, 
edge than for simple edge^ maximum errors are smaller by a factor of at least 1.6, 
and standard deviations are at least 5 times smaller. For position optimized, edge^ 
average angle errors he within 0.003 and 0.014 radians, and maximum errors are 
within 0.003 and 0.017 radians. Standard deviations are less than 0.002 radians. 

5 Conclusion 

We presented a sub- pixel edge tracking primitive that is able to run in realtime. 
Compared to the standard tracking primitive in XVision 

— the new edge primitive has less jitter in position and the same amount of 
jitter for angles, both for real and simulated image data; 

— corners composed of sub-pixel edges have significantly lower corner position 
maximum and average errors than conventional XVision corner features; 

— the amount of jitter (which is also crucial for our application) is significantly 
reduced by using position optimization. 

We also showed that additional optimization of edge angles does not yield 
superior results, due to the fact that the edge model used for optimization is 
much more susceptible to position changes than to angle changes. 

In addition we presented a simple yet efficient method to detect corners 
reliably. 
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Abstract. Traditional panorama visualization techniques give only single 
eye’s depth cue to the audience for 3D-world navigation. We introduce a 
new panorama visualization using color anaglyphs stereoscopic technique 
so that depth cues of both eyes are provided. Because the camera setups 
of panoramic and anaglyphic image acquisition are intrinsically incompa- 
tible, we measure the errors and support an error-controlled positioning 
of the camera. Furthermore, a real-time interactive navigator has been 
designed and implemented for navigation in the stereo panoramic vir- 
tual world. A new reprojection method is introduced and significantly 
improves the quality of anaglyphic panoramas. Additionally, we discuss 
a novel approach which enhances the navigator by allowing scene objects 
to be manipulated within the panoramic videos. 

Keywords. 3D scene navigation, panorama, anaglyph. 



1 Introduction 

All animals with two eyes have binocular vision. Those animals with laterally 
placed eyes, such as humans, are able to integrate the information from the 
large area of binocular overlap and use it to analyse depth. In the 3D world the 
depth cues can be recognized by one or two eyes. A single eye can sense depth 
cues including perspective, image overlap, shading and others as discussed in [1], 
whereas both eyes perceive binocular disparity exclusively. The term stereopsis 
is used for describing the impression of depth introduced by binocular disparity. 

In order to convey such impression to the audience with available media, 
many stereoscopic vision techniques have been developed for exploring such cha- 
racteristics of the human vision system. The key idea among those techniques is 
to emulate human binocular visual effects by allowing only the left eye to see the 
left image, and the right eye to see the right image. The left and right images 
refer to the same viewing direction with slightly different sensor poses. 

Many techniques, such as the mirror stereoscope^ prism stereoscope and Pola- 
roid stereoscope require not only extra hardware such as mirrors, prisms, parti- 
tion cards, polarizing filters, projectors or many others, but also accurate instal- 
lations to ensure perception at the proper quality level. Details of those tech- 
niques can be found in [1,2,3]. They are neither applicable to visualize stereo 
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images on a computer monitor nor suitable for panoramic scene exploration. So 
far there are at least two techniques applicable with modern computer devices. 
One of these is the shutter stereoscope^ and the other is the anaglyphic technique. 
In the shutter system, the left and right images are presented in rapid alternation 
on a computer monitor. People view the display through electro-optic shutters 
that alternately occlude the two eyes in phase with the alternation of the display. 
Flicker may appear due to the slow frame rate used on moderate computers, so 
more expensive systems may be required. Contrarily, the anaglyphic technique 
suggests an affordable approach to stereo visualization. The only extra hardware 
it requires is a pair of 3D eyeglasses, which is composed of two color filters, con- 
ventionally red for the left eye, and green or blue for the right eye. The left and 
right images are superimposed into a single image, called anaglyphic image. The 
underlying principle is that only the red component in the anaglyphic image is 
seen through the red filter in the left eye and the green/blue component through 
the green/blue filter in the right eye. The human mind merges these two illusi- 
ons into one and infers an understanding of scene structures according to routine 
experience. 

This paper is structured as follows: Section 2 explains geometric difficulties 
raised in registration of stereo panoramic images. Section 3 provides an error 
controlling scheme such that unacceptably large errors due to those difficulties 
are minimized/avoided. In Section 4 a new reprojection approach and a new 
technique for embedding manipulable objects are illustrated. Conclusions are 
addressed in Section 5. 

2 Problem of Registering Stereo Panoramic Images 

A very important constraint for producing a full view panorama is that the 
nodal point (the optical center) of the camera must coincide with the rotation 
center. However, stereo image acquisition requires that both images are taken 
from slightly different positions. Therefore, combining both into a single stereo 
panorama image is impossible. 

If the camera’s optical center is aligned with the rotation axis, every 3D point 
P which is projected into two successive images may share the same y value in 
both image coordinate systems assuming proper image alignment, see eg. [6]. 
Otherwise, the point P may be projected into different rows in both images due 
to different distances between camera and scene objects. This is illustrated in 
Fig.l. A matching problem may severely occur if |Ql-Pl|> IQ2-P2I- 

This problem may be harmless to the resulting panoramic image if the di- 
stance between a closest scene object and the camera is large enough. In practice, 
the registeration process may deal with small sets of unmatched pixels such that 
the result may still be acceptable. However, to avoid an unacceptably large error 
we measure the maximum possible error and suggest an error controlling scheme 
such that an optimum camera position might be chosen in advance. 
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Fig. 1. The corresponding points, P1-P2 and Q^-Q 2 , lie on different rows in both 
images. 



3 The Error Measurement and Control 

We define the error e to be the vertical pixel difference of a pair of corresponding 
points in two consecutive images. To be more precise in the calculation we use 
physical distances (centimeters) in real numbers as measurements rather than pi- 
xel distances (discrete numbers). Assume that two consecutive images are taken 
and their cooresponding nodal points are equally away from the rotation center. 
Also assume that the camera’s up-vector is always parallel to the rotation axis 
and it’s optical axis is always perpendicular to the line defined by nodal point 
and rotation center. 

These setting assumptions are illustrated in Fig. 2(a) showing the XT-plane 
only. Let the rotation center O be the origin of the world coordinate system and 
assume that both optical centers A and B are r centimeters away from O. We 
have point A = (r, 0), and point B = (r cos 6^, r sin 0) with respect to O, where 0 
is the rotation angle. Symbol a denotes the camera’s horizontal or vertical field 
of view depending on how it is placed. Since o; > 6^ is required to ensure some 
overlap between images, point B must always lie inside the area bounded by line 
AAi and line AA^. The darker gray area shown in Fig. 2 (a) is the overlapping 
section of two central projections from camera’s A and B respectively. Within 
this area, the greatest error must occur on the plane that vertically cuts through 
the XT-plane along line AC passing through point B. Let D be an arbitrary 
point on line AC. Point D stands for a point in 3D space which can be seen by 
both camera A and B and which is d centimeter away from the rotation center. 
What we are interested in is the error that happens along the vertical-up line 
DF - a line perpendicular to the XF-plane, passing through point D. 

Due to the distances of DA and DB being different, a point on line DF 
might project to different rows of images A and B. Therefore there will be a 
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Fig. 2. Geometry of two consecutive off-rotation-center cameras, (a) Top view, (b) Side 
view. 



problem when matching two overlapping area in the image A and image 5. The 
maximum error e should occur on the column corresponding to line DF in both 
images. Let us first discover the largest possible error e in terms of the known 
parameter d. 

Let a and b be the distance of AD and BD respectively in Fig. 2(b). Suppose 
G is an arbitrary point along vertical line DF h centimeters away from D. 
Moreover, point I and J are the projections of point G on image B and A 
respectively, where I is vertically i centimeter away from the center of image 
B and similarly J is j centimeters away. The error e is then defined as (i — j) 
centimeters. In order to find the maximum e, value i must also be maximum. So 
point I happens to be on top/bottom boundary of image B, 

Hence, the maximum error equals 



Assuming d, a and b can be determined it follows that e can be calculated. 
Conversely, if we specify the maximum error e allowed in the stitching process 
for certain quality, the shortest distance d can also be calculated. Since e can 
be determined in advance and the camera can also be placed at d centimeter 
away from the closest object in the scene, we refer to this scheme as the error 
controlling. 




( 1 ) 
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As the positions of A and B are both known, the distance between them is 
also known, so we have the following relation between values a and 

a = 6 + r\/ 2 x (1 — cos 9 ) . ( 2 ) 

Combine Eq.l and Eq.2 we get, 

a = — tan(^)\/2 x (1 — cos 6 ^), (3) 

where e > 0 as long as A 7 ^ B. Einally the distance between the rotation center 
O and point D should be at least equals to 



d = 



zb 



2raVT+^ 



where t = tan(| + 90) and refer to a in Eq.3. 

The value d is driven in terms of the parameters e (the error), r (the distance 
between camera and the rotation center), / (the camera focal length), 0 (the 
rotation degree), and a (the camera vertical field of view). Since they are known 
in advance and may be kept constant for making one complete full-view stereo 
panoramic image, by using the above formula for d we know that the closest 
object in the 360 degrees panorama view should be at least d centimeters away 
from the camera rotation center. 



4 Stereo Panorama Navigator 

A stereo panorama navigator is a navigation tool for exploring a photo-realistic 
virtual world. It allows the user to interact with the 3D scene dynamically accor- 
ding to viewer’s own preference in real-time. In fact, this navigator is similar to 
most panoramic navigators except of the different considerations involved for its 
design. Besides, there is a new proposal for the navigator enhancement, which 
allows user manipulation of objects directly within the scene. 

4.1 Lift-up Reprojection 

Instead of common cylinder reprojection which assumes the projection center 
at the center of a cylinder and heading up/down for the top/bottom view of 
a panorama, our reprojection allows the projection center to lift up and down. 
The reason for doing this is to preserve a relatively correct disparity proportion 
in the reprojecting area. 

Eigure 3 shows where the problem occurs for the head-up approach, and 
the improvement from the lift-up approach. In the head-up reprojection, the 
top of bamboo artwork circled has smaller disparity than the one of the bottom. 
Therefore, the top of bamboo artwork looks closer to the viewer while the bottom 
is relatively further away from the viewer. That is in fact inconsist ant with 
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Fig. 3. Two reprojection models, lift-up and head-up, and their output results. 



the actual scene. To avoid this, we use the lift- up reprojection, which gives a 
relatively correct disparity proportion and less distortion with respect to the 
quality of visualization. 

In Fig. 4 we illustrate two rendered anaglyphic panoramic images, i.e. ours 
and the one provided by a commercial panorama navigator^. The main difference 
between both, besides of the disparity proportion correctness problem mentio- 
ned previously, is the vertical component of object borders in the scene. The 
commercial navigator provides jagged border lines around objects while we have 
crisp vertical borders, which is attributed to the different reprojection methods. 

4.2 Embedding Manipulable Objects 

When we walk through the virtual world, there should be many objects around 
us, e.g. a book on the table, a plant beside the door or a globe on the cabinet. So 
far with a panoramic navigator, we can view those objects in a different direction 
(for multi-nodes only), and perhaps with a close-up capability. But we cannot 
manipulate them directly in the scene, for instance, open the book, examine the 
plants or look up New Zealand from the globe on the cabinet. In this paper, 
we present one of possible ways of manipulating objects, which allows the user 
directly examining the object with predefined behaviors. 

Object images should be taken within the same scene for the panorama. All 
the complexities such as illumination, shading, reflection, refraction and geome- 
tric constraints are then possibly consistent in the reference scene. Each object 
rotation, the simplest object motion, needs two shots for generating a stereo pair. 
After the digitization, we process them into anaglyphic images and place them 
into a single array if a single rotation is required; or into a multiple-dimensional 
array if more than one rotation is allowed. The frame size should correspond to 
the object size. The basic model is shown in Fig. 5. 

Since the manipulable objects are embedded in the panorama, the user inter- 
action area for manipulating the objects and navigating the panorama overlaps. 
We define a rule such that they can behave independently, if the starting posi- 
tion of the mouse toggling is within the object area, the mouse event is passed 



^ http://www.livepicture.com 
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Fig. 4. The top (from our navigator) has crisp vertical borders of ob- 
jects, while the bottom (from the commercial product) jagged. (See 

http: / /www.tcs.auckland.ac.nz/research/projects/demos) 



to the object handler, else to the panorama handler. Since the object position is 
varied in the view port of the navigator, the navigator needs to dispatch the ob- 
ject position dynamically. So, even the panorama is auto-spinning, an additional 
function our navigator provides, we should still be able to manipulate the object 
desirably. The state of object is kept separately from the panorama so the object 
appears consistently and seamlessly with its surrounding objects/backgrounds. 
This approach vivifies the virtual world and increases the entertainment of na- 
vigation. 
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Fig. 5. The basic model for manipulable objects embedded in the panorama (ID and 
2D cases). 



5 Conclusions 

This paper introduced a new panorama visualization which utilizes the human bi- 
nocular visual characteristics and the capabilities of color comprehension through 
the color anaglyphs stereoscopic technique. The panoramic and the anaglyphic 
image acquisition models are known to be incompatible in their geometric con- 
figurations. We measure the errors and show that the errors can be controlled, 
i.e. to avoid unacceptable large errors. 

We have also developed a real-time navigation tool allowing exploring the 
stereo panorama in multiple directions. Regarding the properties of anaglyphic 
images, the lift-up reprojection method is chosen supporting a better quality of 
rendered images. 

The analyphic panorama approach produces a manifest stereo impression 
to human vision with no extra overhead and degradation in the performance 
compared with the traditional panorama visualization method. The applications 
of this approach also inherit the benefits of common panorama visualizations, 
which are affordable and applicable for a wide range of workstations and PCs. 
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Abstract. The paradigm for image based localization using panoramic 
images is elaborated. Panoramic images provide complete views of an 
environment and their information content does not change if a panora- 
mic camera is rotated. The “zero phase representation” of cylindrical 
panoramic images, an example of a rotation invariant representation, is 
constructed for the class of images which have non-zero first harmonic 
in column direction. It is an invariant and fully discriminative represen- 
tation. The zero phase representation is demonstrated by an experiment 
with real data and it is shown that the alternative autocorrelation repre- 
sentation is outperformed. 



1 Introduction 

Location of an observer is given by its position and orientation. Image based 
localization of an observer is a process in which the observer determines its 
location in an image map of the environment as the location in the image from 
the map which is the most similar to a momentary view. It is possible to do 
image based localization because images of an environment typically vary as a 
function of location. 

Recently, it has been found that some species like bees or ants use vision 
extensively for localization and navigation [13,14]. In contrary to techniques 
based on correspondence tracking, they use whole images to remember the way to 
food or nests [5,3] . Attempts appeared to verify models explaining the behavior of 
animals by implementing mechanisms of ego-motion, localization, and navigation 
on mobile robots [12,17,16,1]. 

Some animals like birds have developed eyes with a large field of view which 
allow them to see most of a surrounding environment and to use many cues aro- 
und them for localization and surveillance [6,8]. Panoramic cameras, combining 
a curved convex mirror with an ordinary perspective camera [17,2,15], provide 
large field of view. The advantage of real time acquisition of images of whole 
environment suggests to use the panoramic camera for image based localization. 

This work was supported by the MSMT VS96049, GACR 102/97/0480, GACR 
102/97/0855, and GVUT IG 309809603 grant. 
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cylindrical panoramic image 
V (col) 






Fig. 1. A cylindrical panoramic image is obtained by projecting a panoramic image 
from the plane onto a cylinder and then by mapping the cylinder back to the plane by 
an isometry. 



In this paper j we study image based localization using panoramic images. We 
concentrate on finding a proper representation of panoramic images in order 
to make the localization efficient. In contrary to approaches taken in [17,16,1] ? 
where rather straightforward methods were used to demonstrate image based 
localization, we develop the representation of panoramic images allowing an 
efficient storage of an image based map as well as fast localization while attaining 
the full discrimination between the positions. 

2 Image Based Localization from Cylindrical Panoramic 
Images 

Cylindrical panoramic images are obtained by first projecting the panoramic 
image [15] from the plane onto a cylinder. Figure 1, and then mapped back into 
a plane by an isometry (cylinders are developable surfaces). 

Cylindrical panoramic images can be modeled by a part of a cylinder i (w, u) 
as shown in Figure 1. Function I[u^v) \ B? ^ R \s> defined on an interval 
[0, C] X R. It is periodic with a period F, l{u^v) = i(w,u + F), where U and F 
are called vertical and horizontal image size respectively. 

The rotation of the panoramic camera around its vertical axis by an angle p 
induces the rotation of the cylinder l{u^v) to a cylinder J(w,u) around the axis 
z so that J(w,u) = l{u^v — ip). The set of all such transformations of l{u^v) 
forms the Abelian group of ID rotations AO(l). We will call the above action 
“shift” to be compatible with the notation used in Fourier analysis. 

How do the cylindrical panoramic images change when the observer moves? 

Firstly, a cylindrical panoramic image shifts if the observer rotates (changes 
its orientation) at the same position. The images obtained at the same position 
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with different orientations are same in the sense that there exists a shift (in- 
dependent of the scene geometry) which maps images exactly onto each other. 
Secondly, the image changes when observer’s motion involves a translation (ob- 
server changes its position). In this case, there is no image transform which 
transforms two images at different positions onto each other because images 
depend on depth variations and occlusions in the scene. 

It is the advantage of using a panoramic camera to have a complete view so 
that image information content does not change when changing the orientation. 
Ordinary cameras lack this property. Image based maps are better to construct 
from panoramic images as it is sufficient to store only one panoramic image at 
each position to describe the environment seen from that position under any 
orientation. 

Images taken at close locations are likely to be very similar. In fact, it has 
been found that they are quite linearly dependent [7]. In order to obtain an 
efficient representation of the image based map of an environment, close images 
have to be as similar as possible. If so, they can be compressed by using principal 
component analysis [9] or a similar technique. The linear dependence of panora- 
mic images, however, is disturbed by the rotation of the observer. An efficient 
map cannot therefore be directly constructed from images acquired under diffe- 
rent non-related orientations of the observer. Each cylindrical panoramic image 
has to be shifted before creating the map so that close images are similar. 

Finding the most similar image in the map to the momentary image naturally 
calls for a correlation based technique that compares a momentary image with 
each image in the map and selects the one with the highest correlation. Each 
comparison is done again by a correlation along the column direction in order 
to find the best matching orientation of the momentary view. 

The search for the orientation can be avoided by finding a shift invariant 
representation of each class of images taken at the same position. It means that 
there is a procedure which gives the same representation for all images taken 
at one position irrespectively of their orientations. The procedure of finding an 
invariant representation has to be able to transform each image into the invariant 
representation just by using the information contained in the image alone. It is 
required in order to get an invariant representation of individual momentary 
views. If images in the map, as well as momentary views, are transformed into 
an invariant representation, a simple squared image difference evaluates their 
similarity. 

In Section 3, the shift invariant represent aMon of panoramic images is intro- 
duced and limitations of its construction are discussed. In Section 4, the zero 
phase representation (ZPR) is constructed for the class of images with non-zero 
first harmonic in the column direction. Section 5 demonstrates the ZPR by an 
experiment. The paper concludes with comparison of the ZPR to an alternative 
representation given in [1]. 
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3 Shift Invariant Representations of Panoramic Images 

The set of all cylindrical panoramic images as defined in Section 2, 

can be partitioned into equivalence classes I\(f so that each class contains all 
images which can be obtained by shifts from one image. The equivalence classes 
correspond to the orbits of S'O(l) in the image space. 

If we single out one image /* for each class, we may use it to represent 
the whole class The ability to find a fixed representative image 

is equivalent to the ability of finding the shift ip for each image I (w, v) so that 
/*(w, v) = /(w, V — (f). 

There is no “natural” representative image of a shift equivalence class of 
cylindrical panoramic images in the sense that it would be an intrinsic property 
of all images in the class. If it was so, it would mean that we could find p) from 
any image alone to transform it into the intrinsic representative image. In other 
words, there had to be some preferred direction which one could detect in the 
image. However, there cannot be any direction anyhow fixed if the images can 
take any values. 

On the other hand, a natural representative image is something what we 
would really need as it is important to be able to obtain a representative image 
from each image alone. Therefore, it is necessary to choose a “reference direction” 
so that it is “seen” in each image. It can be done in each shift equivalence class 
independently but we prefer doing it so that the images taken at close positions 
have similar representative images of their shift equivalence classes. Only then 
we can gain from approximating many close images by a few of their principal 
components. 

We do not want to prefer any direction by introducing something which could 
be seen in the scene like a reference object because it needs to modify the scene. 

In some cases, we may find (or force) images i (w, i;) to come from a class 
which allows us to define a reference direction without augmenting the scene, 
e.g. the images have non-zero first harmonic in v direction when expanded into 
the Fourier series. The way, the reference direction is chosen, depends mainly 
on the class of the images we can get. For practical reasons, we might want 
to broaden the equivalence class of images from the shift equivalence class to 
the class which allows also for all linear brightness transformations, some noise, 
certain occlusions, etc. It may, in some cases, be possible but need not in others. 

4 Zero Phase Representation 

Let us assume that all images /(m,n) have non-zero first harmonic. Image 
i(m,n) is acquired by a digital camera and therefore rn and n are integers, 
not real numbers. However, there is some function l{u^v) behind, for which u 
and V are real. We just sample it at discrete points. If the camera rotates by a 
real angle a, we obtain J(m,n) = sampled[/(w, u — (/?)], where (p — and M 
and N are the row and the column sizes of the image respectively. 

As the first harmonic of i (m, n) is assumed to be nonzero, its phase is af- 
fected by shifting /(w,u). We can eliminate any unknown shift by shifting the 
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interpolation of i (m, n) and re-sampling it so that the first harmonic of the 
the resulting representative image of each shift equivalence class /*(m, n) equals 
zero. Let us show how to compute I* in ID. 

Definition 1 (Shift). Let function f[n):Z ^ R he periodic on the interval 

[0, *-e. 

f{n) = f{n+N). (1) 

Mapping 

, ( 2 ) 

where F[k) = d~{f{n)} denotes the Discrete Fourier Transform of f[n)^ and is 
called the shift of f[n) hy phase p. 



Definition 2 (Shift equivalence clsiss). Let function f{n): Z ^ R he periodic 
on interval [0, ... ,7V]. Then^ the set 

<5[/(n-)] = {g{n) I g{n) = <P^[f{n)], g? e R} (3) 

is called the shift equivalence class generated hy /(n). 



Definition 3 (Representative function of a shift equivalence class). Let 

function f[n):Z ^ R he periodic on interval [0,...,7V]. Function r(n) is a 
representative function ofS[f[n)] iff it generates <5[/(n)]^ he. 

<5[/(n-)] = {g{n) I g{n) = <?^[r(n)], V f e R} . (4) 

In other words, r(n) is a representative function of an equivalence class iff it is 
its member, i.e. r(n) G <5[/(?^)]- 

Definition 4 (Shift invsiriant representation). Let function f{n): Z ^ R he 
periodic on interval [0, . . . , TV]. Let p : R^ R^ assign to each f{n) a function 
s(n). The s[n) is called the shift invariant representation o//(n) iff 

s{n) = p[<P^[f{n)]], y g? e R . (5) 



Observation 1 There are shift invariant representations of f[n) which are not 
representative functions o/<S[/(n)]. 

Autocorrelation of a function /(n) is an example of a shift invariant represen- 
tation which is not a representative function of a shift equivalence class <5[/(n)]. 
By shifting the autocorrelation function we get a shifted autocorrelation func- 
tion but certainly not the original /(n). Moreover, all different functions which 
have the absolute value of their Fourier transform equal to the absolute value 
of the Fourier transform of /(n) have the same autocorrelation representations. 
So, the autocorrelation representation is quite ambiguous. 
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Definition 5 (Zero phsise representation (ZPR)). Let function f[n):Z 
R he periodic on interval [0, . . . , TV] . Function 

f*{n) = . ( 6 ) 

where F{k) = F{f{n)} is the Discrete Fourier Transform of f[n) and is 
its inverse^ is called the zero phase representation o//(n). 

Lemma 1. Let functions f{n)^ g[n):Z ^ R he periodic on interval [0, ... ,7V] 
with non-zero first harmonic^ i.e, |F( 1 )| 7 ^ 0^ 1 ^( 1 ) I 7 ^ /*(^); 

he defined hy (6). Then^ 

e R, g{n) = <P^[f{n)] g*{n) = f*{n) . (7) 

Proof, Lemma is verified by straightforward application of (2) and (6) on (7). 
See [10] for details. Q.E.D. 

Observation 2 /*(n) defined hy (6) is a representative function of S[f{n)], 

Observation 3 If f{n) has non-zero first harmonic then /*(n) defined hy (6) 
is an invariant representation <S[/(n)]. 

Observations 2 and 3 show that the ZPR is a good representation of the class of 
images which have non-zero first harmonic in column direction. The ZPR assures 
that the images taken at different positions will be represented differently and 
the images taken at the same place will have the same representative image. 

Observation 4 The first harmonic of f*[n) defined hy (6) equals zero^ 
t,e. (j>[Ffil)] =0, 

Observation (4) explains why the name “zero phase representation” has been 
chosen. 

A straightforward generalization of ID ZPR for 2D cylindrical panoramic 
images can be achieved by replacing the 2D FFT by a 2D DFT so that (6) is 
replaced by 

i*(m,n) = , (8) 

where F[kfi) = tF{I[m^n)} is a Discrete Fourier Transform of i(m,n). 

5 Experiment 

Figure 2 shows real images taken with different orientations (a, c) and position 
(a, e) of a panoramic camera. Ideally, the images (a, c) should be related by a 
shift but this is violated by the holder of the camera which stays at the same 
place in the image because it rotates with the camera and by occlusions and 
changes in the scene. Figures 2 (b), (d), (f) show the ZPR of the images. The 
images (b) and (d) are quite correctly shifted so that their relative shift is almost 
zero as expected even though there were changes in the scene. The relative shift 
of the ZPR of the images (d) and (f) which were taken at different positions 
differs quite a lot. 
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Fig. 2. (a) A panoramic image and its ZPR (b), (c) a panoramic image taken at the 
same position and different orientation and its ZPR (d), (e) a panoramic image taken 
at the different position and same orientation and its ZPR (f). 



6 Conclusion 

The fundamentals of image based robot localization have been given by providing 
the ZPR, an invariant and discriminative representation of cylindrical panoramic 
images with non-zero first harmonic in column direction. The idea of rotation 
invariant representation of panoramic images has independently been used by 
Aihara et. al [1] where independent autocorrelation of each row of a cylindrical 
panoramic image was used. The invariance for all images is achieved but it 
is not discriminative as images of many different scenes map into the same 
autocorrelation. In this respect, the ZPR is better suited for global localization 
as it is fully discriminative for the images with non-zero first harmonic in column 
direction. 

In the future, we like to study a suitable representation of the images with 
zero first harmonic. The first experiments by Jogan and Leonard is [4] show that 
the ZPR provides images which can be compressed by principal component ana- 
lysis. The question of further investigation is to find how smoothly the ZPR 
behaves when changing the position. More attention has to be paid to illumina- 
tion changes and occlusions. Preliminary experiments [11] show that ZPR is not 
much affected by additive noise but it can strongly be affected by occlusions. 
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Abstract. Recent biological evidence suggests that position and orien- 
tation can be estimated from an adequately compressed set of environ- 
ment snapshots and their relationships. In this paper we present a pure 
appearance-based localisation method using an eigenspace representa- 
tion of panoramic images. We first review several types of rotational 
invariant representation of panoramic images in terms of their efficiency 
for an eigenspace-based localisation problem. Then, for each set of im- 
ages an eigenspace from 25 location snapshots is built and analyzed. We 
evaluated simple localisation of images not included in the training set. 
The results show good prospects for the panoramic eigenspace approach. 



1 Introduction 

It is well known that a large number of animal species uses predominantly vi- 
sual information to navigate in space. Most animals use visual information in 
combination with odometry, but in special cases, such as moving in the air or 
underwater, this is not possible. Several methods have therefore been imple- 
mented that use only vision to navigate. Nelson and Aloimonos [13] proposed 
that omnidirectional views could ease the task of estimating motion parameters 
and facilitate orientation. It seems reasonable to use omnidirectional views also 
for the localisation problem. Examples of using such an input can be found in 
the works of Yagi et al. [18] or Aihara et al. [1]. Simplified line-scan panoramic 
representations were proposed by Franz et al. [7], Francheschini et al. [6] and 
Chahl, Weber, Venkatesh and Shrinivasan [19,3]. 

In pure appearance- based methods for navigation, which use simplified repre- 
sentations of views such as line-scan intensity rings [7, 19, 3], appearance cues are 
stored in memory to represent the explored space. Localisation is then performed 
by matching current views with those stored in the memory. 

Recently, more evidence has been gathered which shows that, at some level, 
biological systems also perform appearance matching. Judd and Colett [9] re- 
ported that ants use multiple stored snapshots to learn a path from start to 

This work was supported by the Ministry of Science and Technology of Republic of 
Slovenia (Project J2-0414). 
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goal. Dill, Wolf, and Heisenberg [4] also reported that bees try to match retino- 
topically the incoming visual pattern with previously stored images. Appearance 
cues are found to serve either for matching or to be organized in higher cogni- 
tive schemes such as maps, as it is presumed for the hippo-campus brain area of 
mammals (e.g. Epstain [5]). 

If we take instead of an intensity ring an iconic representation of the world, 
as in the case of snapshots taken with a wide visual field, it would be cumber- 
some to densely scan the environment and then perform matching operations 
to search for the most similar snapshot in the memory. In fact, because of the 
computational complexity and the amount of memory needed, this is not feasible 
even for a biological vision system. It is therefore obvious that the data must 
be compressed. An efficient method is the Singular Value Decomposition (SVD)^ 
which can be used to find a low-dimensional representation of a set of images 
in terms of linear combinations (points) in eigenspace, spanned by orthogonal 
eigenvectors (eigenimages) . If the data set distribution can be encompassed with 
a small number of eigenvectors, we can achieve significant dimensionality reduc- 
tion. We can assume that two equally oriented images taken at close positions 
appear very similar, therefore we expect that (a) we can achieve a significant 
compression and (b) points in the eigenspace, representing neighboring positions, 
will also be close to each other. The SVD and similar methods have been widely 
used in appearance-based recognition problems [14, 17, 12, 2, 11]. 

The most straightforward application of eigenspaces therefore requires a re- 
presentation of the visual input that would be easily aligned for matching. One 
way is to estimate the orientation from other sources such as light polarization, 
gyrocompass etc. We can also find a representation that would be rotation- 
invariant, such as row-correlation [1], but we loose the orientation specific in- 
formation. An approach called Zero Phase Representation (ZPR) was recently 
proposed by Pajdla [15] which can be used to find a transformation that projects 
differently oriented but otherwise identical panoramic images into one represen- 
tative image. 

This paper is organized as follows. In section 2 we first review various rota- 
tionally invariant representations and evaluate them on our image set. In sec- 
tion 3 we describe the procedure of building eigenspaces with the SVD method 
and, finally, we present the results of localisation experiments in section 4. We 
conclude with a summary and outline future work. 

2 Shift-invariant representations of panoramic images 

2.1 Evaluation of panoramic images 

Fig. 1 shows the map of the CMP Laboratory^ with some examples of panoramic 
images taken at positions 1, 5, 12, and 15. From the original images, taken at 
random orientations, four sets of rotational independent images were generated. 

^ All panoramic images used in this paper were kindly provided by T. Pajdla and 
J.Cermk from the Czech Technical University at Prague. 
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Fig. 1. Left: Map of the CMP lab with positions where the snapshots were taken. 
Right: Snapshots taken at positions 1, 5, 12, and 15. The center of each snapshot 
points towards West. 



As our intention is to compress the image set by estimating the most significant 
eigenvectors and then present the training set as points in the eigenspace, we 
need a criterion to evaluate the image sets. A suitable criterion is the distance 
in the eigenspace. It has been shown [12, 14] that by estimating the correlation 
ip iq of two images the distance between their projections in the eigenspace can 
be evaluated. 



2.2 Manually aligned images 



Manually aligned images represent the case in which the orientation of the sensor 
at the time of taking the snapshot is known and therefore the images can be 
shifted so that they are all oriented in the same direction. Since the orientation 
is the same, it is expected that images taken at small distances apart are strongly 
correlated, i.e., their correlation coefficient being higher than for images taken 
far apart. In Fig. 2 we can see how the correlation with the image obtained at 
position 30 varies with position for aligned images. 




Fig. 2. Correlation with the snapshot taken at position 30 for manually aligned images. 
Darker areas indicate a higher level of correlation. 
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2.3 Autocorrelated images 

Another way of achieving rotational invariance is by auto correlating the images. 
We have two options. The first option is to perform autocorrelation by row 
and column directions, which results in not only rotational but also vertical 
invariance. It can be seen in Fig. 4(left) that the proximity of images based 
on the correlation of autocorrelated images seems weaker, compared with the 
performance of aligned sets. The second option is to correlate images just by 
row direction, which appeared in a similar context in [1]. It can be seen from 
Fig. 4(right) that the correlation values of row autocorrelated images can be 
compared to that of the fully autocorrelated ones. 




Fig. 3. Left: fully autocorrelated transform of the snapshot taken at position 1; Right: 
row autocorrelated transform of the same snapshot. 




Fig. 4. Left: Correlation with snapshot taken at position 30 for fully autocorrelated 
images. Right: correlation with same snapshot for row autocorrelated images. 



2.4 ZPR images 

Zero Phase Representation (ZPR) images are obtained from original randomly 
oriented images by shifting the image so that its first harmonic in the Discrete 
Fourier Transform has a phase equal to zero [15]. This transformation pro- 
duces one representative image for an equivalence class which, in our case, is 
the set of panoramic images taken under stable conditions at the same place 
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but with possibly different orientations. If a panoramic image is represented 
as a 2-dimensional discrete function I(row^col)^ then its ZPR representation 
1zpr{^ow,coI) = I {row, col — (p) can be determined as 

Izfk{^ow,coI) = J^~^{J^{I{row,col)}e~^'^^^ , ( 1 ) 

where F{k, 1) = F{I{row, col)} is a Fourier transform of I and 1)] denotes 

the shift (j) of the image necessary to obtain an image whose first harmonic has 
a phase equal to zero [15]. 

Problems may arise due to the uneven resolution of the cylindrical panoramic 
image caused by the transformation process from the original panoramic image 
and because of possible self-occlusion of image content on the top and bottom of 
the images. Thus one needs to robustify the method by weighting the images [16], 
as it can be seen in Fig. 6 (left). In Fig. 5 we can see how the ZPR performs on 
panoramic images taken at positions 6 and 7. It is expected that representative 
images of equivalence classes taken not far apart would be strongly correlated 
and thus close in the parametric eigenspace. Our tests show that this expectation 
is correct since our set of 35 images, when transformed by ZPR, results in a set 
of very similarly oriented images. In Fig. 6 (right) one can see that the correlation 
distribution can be compared with that of the manually oriented set. 




Fig. 5. Left: original snapshots taken at positions 6 and 7 in random orientation. Right: 
ZPR transforms of the images on the left. 



3 Panoramic eigenspaces 

3.1 Construction 

Eigenspaces were constructed from 25 panoramic snapshots taken from the po- 
sitions on the rectangular grid, labeled 1-25, resprectively. For testing, we used 
the remaining images. 
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Fig. 6. Left: Weighted image taken at position 30. Right: Correlation with the snapshot 
taken at position 30 for weighted ZPR images. Darker areas indicate a higher level of 
correlation. 



To reduce the computational complexity, eigenspaces were built with an al- 
gorithm that estimates the SVD of the smaller covariance matrix, that is, if Amn 
is the matrix of n image vectors (normalized so that mean is in the origin), then 
the SVD of Qnn is calculated: 



Q 



— A — II V 



( 2 ) 



The eigenvectors obtained with further processing of the matrix U^n are then 
sorted according to their corresponding eigenvalues from the diagonal of Vnn. 



3.2 Comparison of eigenspaces 

We can define the energy of an eigenvector as proportional to the magnitude 
of its eigenvalue. Then we can estimate the energy of an eigenspace as the cu- 
mulative sum of the energies of the eigenvectors included. If we then take an 
eigenspace of dimension p, p < n, we can relate the compression rate to the 
energy of the eigenspace. 





Dimension of eigenspace 



Dimension of eigenspace 



Fig. 7. Cumulative energy distribution for: manually aligned and ZPR of weighted 
image set (left); autocorrelated sets (right). 
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From the cumulative energy plots in Fig. 7, we can see the difference of 
energy distribution for eigenspaces based on manual and ZPR sets. ZPR performs 
slightly worse in terms of compactness of representation, which is mostly due 
to a greater dissimilarity between images taken from neighbor positions since 
orientation is not exactly uniform through the set. 

Next, we compare the plots Fig. 7(left) with Fig. 7(right) and observe that 
we can for the correlated sets more energy can be captured in the first few eigen- 
vectors. This would be favorable if our goal was to achieve a high compression 
rate, however when discrimination between the images is the primary objective, 
this is not necessarily the case. As it was previously stated, in the case of the 
auto correlated image set similarity between images is not in strong relationship 
with proximity of the locations where the snapshots have been taken. 



4 Experimental results of localisation 

After the eigenspaces were built and analyzed we tested their performance in 
the localisation task. The test images were projected onto the eigenspace. As 
the correlation in Hilbert space equals the Euclidean distance in eigenspace [14, 
12], the nearest neighbor can be used to estimate the most similar snapshot. We 
defined four criteria to measure the success rate: 

I The first criterion tells whether the image from the training set rep- 
resenting the position nearest to that of the test image was successfully 
recognized as the nearest one. 

II The second criterion tells whether the first and the second nearest 
positions were successfully recognized. 

III The third criterion tells whether the three nearest positions were suc- 
cessfully recognized. 

IV The fourth criterion is the weakest of all and tells whether at least one 
of the four nearest positions was recognized as the nearest one. 

The first three conditions happen to be very strict since we use for the testing 
the images that were not included in the training set and are therefore taken 
at different (intermediate) positions. As we can see from Fig. l(left), these posi- 
tions, except for those numbered 26 and 27, lie on the diagonal line and comprise 
positions numbered from 28 to 35. In our case, there are some positions that lie 
near the middle of the quadrant and the difference of lengths to the nearest 
neighbors is small. It is obvious that if the first criterion fails, so do the sec- 
ond and the third. The fourth criterion however, checks only if one of the four 
positions surrounding the test position appears as the nearest. 

In Fig. 8 we compare the performance on the manually aligned and the 
ZPR set of weighted images. The results for the manually aligned set seem 
good enough for approximate localisation. If we operate with a six-dimensional 
eigenspace, we correctly determine the three nearest positions (ordered) in 50% 
of the cases and the nearest position in 100% of the cases. An exact position 
estimation would of course require further processing and will not be discussed 
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Dimension of eigenspace 




Fig. 8. Success rate for manually aligned (left) and ZPR of weighted image set (right). 





Fig. 9. Success rate for fully autocorrelated (left) and row autocorrelated image set 
(right). 



in this paper. In Fig. 8 (right) we can see that basically the same performance 
can be achieved by using ZPR transformed weighted images. As we can observe, 
eigenspaces of dimension less than 10 perform well enough and any further in- 
crease in the dimension leads to higher cost /performance rate. 

In Fig. 9 we can see the same graphs for the fully autocorrelated and row 
autocorrelated images. As we can observe, the performance is not nearly as good 
as in the previous cases and it does not improve even with full dimensionality of 
the eigenspace. 

In Fig. 10 (left) we can see the result of position estimation for the snapshot 
number 30 from the manually aligned set of images. In Fig. lO(right) we can see 
how the method behaves while localising a snapshot taken at position 30 for the 
ZPR transformed weighted images. In this case, the result is as good as in the 
case of the manually aligned set. 
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Fig. 10. Left: Localisation of snapshot 30 for the manually aligned set of images. Right: 
Localisation of snapshot 30 for the ZPR transformed weighted set of images. Darker 
shades denote smaller distance in the eigenspace. 



5 Summary 

In this paper we discussed the problem of appearance-based localisation. The 
eigenspace approach proves itself as a very viable one. Our tests show that the 
nearest positions can be estimated with significant certainty if we rely on simi- 
larity of equally oriented neighboring images. To achieve similar orientation of 
images taken with random orientation of the sensor, we tested the Zero Phase 
Representation which performed well enough for our limited image set without 
occlusions. It is however a matter of future research to analyze how it performs 
on larger sets and under unpredictable circumstances. We also tested the au- 
to correlated rotational invariant representations which do not preserve overall 
appearance. Our results show that the performance of such representations is 
inferior, mostly due to the fact that the relationship between the image correla- 
tion and distance of positions where the images are taken is not so explicit, as 
in the case oriented images. Note that, as opposed to [1], tests were performed 
only on the snapshots that were not in the training set, i.e., they were taken at 
slightly different positions. 

In future work we plan to test additional sets of images, some with occlusions 
and under different illumination. On a wider set of images, multiple eigenspaces 
will be built and analyzed. On more densely sampled images, points in eigenspace 
will be interpolated to form a hypersurface and its characteristics will be ana- 
lyzed. Strategies for calculating the exact position from localisation scores will 
be developed. 
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Abstract. An attempt is made to develop a parallel- sequential method for 
feature grouping with special applications to gray value segmentation, grouping 
of contour points, and dot pattern clustering. These problems are closely 
connected with other preprocessing tasks such as edge preserving smoothing 
and edge detection which are also dealt with. The method is based on a special 
graph structure called Feature Similarity Graph which is defined via an adaptive 
feature similarity criterion and (Voronoi) neighborhood relations between the 
features. A recursive edge preserving method of feature averaging which is 
based on the similarity criterion is presented. Via the averaging procedure non- 
local processing is implemented which is necessary for efficient noise 
reduction. Network structures which are similar to the Cellular Neural 
Networks (CNN) can be used efficiently for implementing the nonlinear 
algorithm. One processing element or neuron is assigned to each feature and 
(Voronoi) neighbored features are connected with adaptive weights depending 
on feature similarity. It is demonstrated with few examples that the same 
grouping principles can be used for different tasks of segmentation and 
clustering. 



1 Introduction 

Feature grouping and segmentation techniques are an essential part of image 
preprocessing, and there is a vast amount of methods and algorithms in that field. In 
the human visual system these tasks are solved pre-attentively [1] using massively 
parallel neural processing structures. Therefore, it seems to be justified to look for 
artificial neural algorithms and structures for solving image preprocessing problems. 

Here, an attempt is made to develop a parallel-sequential method for feature 
grouping with special applications to gray value segmentation, grouping of contour 
points, and dot pattern clustering. These problems are closely connected with other 
preprocessing tasks such as edge preserving smoothing and edge detection which are 
also dealt with. 

In older attempts of the author [2-5, 17] problems of feature grouping have been 
dealt with using networks with special graph structures. To use graphs for the 
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description of segments or clusters seems to be adequate because segments with a 
complicated (fuzzy) structure can be described efficiently. Especially, this is shown 
by the comprehensive work on irregular, stochastic and adaptive pyramids [6-9]. 
Because of its usefulness the graph structure is maintained in the approach presented 
here. 

It turned out [5] that network structures which are similar to the Cellular Neural 
Networks (CNN) [10 - 11] can be used efficiently for dot pattern clustering. Because 
the problems of gray value segmentation and dot pattern clustering as special feature 
grouping problems are closely related an attempt was made [12] to apply CNN 
structures also for smoothing and segmentation of (gray value) images. 

Here, the problem will be generalized. Gray values and dot coordinates (and other 
features, e.g. edge element directions, texel orientations and shape descriptors) are 
special cases of general features which have to be grouped to useful clusters or 
segments. Useful means here that the clustering results should be in accordance with 
that what we see because of the lack of general criteria human visual interpretation is 
used in many cases for assessing image processing results. Moreover, principles of 
human vision and perception can also give orientations for the development of image 
processing algorithms and therefore some results of perception research will be used 
here. 

In section 2 the general approach is described. The special cases of gray value 
segmentation, border point grouping, and dot pattern clustering are dealt with and 
results are given in sections 3, 4 and 5, respectively. In the conclusions an outlook to 
necessary future developments is given. 



2 Grouping of F eatures 

Let’s consider M points = (x^,y^) (k=l,...,M). These points can be the pixel 
positions (i,j) (i,j=l,...,N) in case of gray value segmentation (then M = N^), the 
positions of dots in case of dot pattern clustering or the positions of other already 
extracted image elements (e.g. directions of segment border points). The points 
define the nodes k (or vertices) of a graph. The nodes can be connected by graph 
edges (or branches). In order to reduce the connectivity of the graph (and the neural 
network) a neighborhood N(k) of each point P^ is introduced. P^ now can only be 
connected with its neighbors . To achieve a minimal but sufficient connectivity the 
Voronoi neighborhood [13] Ny(k) can be used. This guarantees also the planarity of 
the graph. In case of pixels (i,j) in a square grid N/iJ) is the 4-neighborhood. For 
randomly distributed points the Voronoi neighborhood generalizes the 4- 
neighborhood and can be considered as a “natural” neighborhood. In case of segment 
border points which have at most two neighbors the 8 -neighborhood is used. 

Now a feature vector is assigned to each graph node k. For gray value 
segmentation the ID feature is the gray value g.^ whereas for dot pattern clustering the 
dot position itself defines the 2D feature vector: fj = (x^,y^). In case of border point 
direction the unit vector (cos(p^,sin(pJ is used as feature vector. Other examples (not 
considered here) are the orientation, size, and certain shape features of texture 
elements (texels). 
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The connection of two graph nodes k and k’ is governed by a similarity criterion 



( 1 ) 

where ||^| is the norm of the vector f (||^| = |f] in case of an ID feature f) and tj^^, is an 
adaptive threshold. (1) is justified by observations from perception research [1] which 
tell us that not the features themselves are responsible for segmentation but the feature 
differences (feature contrast). Furthermore, the discriminability of two neighbored 
features depends on the feature variability within some neighborhood of both the 
features. In [2 - 5] some feature variability measures have been considered. It turned 
out that (up to now) the following threshold t^^, gives the best results: 



t,, = ^iMIN{<AfJ,<Af,,)} + 8 



( 2 ) 



In (2) |Li and 8 are two parameters which depend on the kind of the feature (see 
below). (Af^) is defined as follows: 



Af, = MIN||f,-fJ (3) 

k’ G N(k) 

is the minimal feature difference (nearest neighbor feature distance) within the 
neighborhood N(k) of P^. (Af^) is a mean value of Af^ taken over some neighborhood 
of which depends on the kind of the feature. The measure of feature variation 



MIN{(Af,),(Af,,)} (4) 

used in (2) has the advantage that it never crosses feature discontinuities and therefore 
measures the feature variation in segments but not across segments. In ideal images 
with stepwise constant features one has MIN{(Af^),(Af^,)} = 0. Then the threshold (2) 
reduces to t^^, = 8. Therefore, 8 can be interpreted as the minimal resolvable feature 
difference. For instance, if is a texel orientation (angle) then there exists a minimal 
angle difference which can be resolved by the human visual system. In busy (noisy) 
image regions |LiMIN{(Af^),(Af^,)} determines the similarity threshold whereas in 
smooth ones 8 is prevalent. Generally, t^^, varies within the image (or dot pattern), and 
it adapts to changing image statistics and structure. 

If for two graph nodes k, k’ the feature similarity criterion (1) is fulfilled then the 
nodes become connected by a graph edge. For graphical representation one can 
connect the points P^ and P^, by a straight line (if there is a limited number M of points 
as in certain dot patterns or segment borders). For algorithmic purposes the neighbor 
adjacency list NAL(k) [14] can be used for graph definition. NAL(k) contains all 
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nodes k’ which are connected with k. Finally, the clusters or segments can be defined 
as the connected components of the graph which can be called the Feature Similarity 
Graph (FSG). 

If this method is applied to images or patterns one obtains good results only for 
nearly ideal images or patterns (with stepwise constant features and low noise). In 
noisy images the method fails because only local information is used for graph 
construction. One needs regional and even global information. To exploit such 
information an adequate smoothing procedure is used which smoothes the features 
within regions but not across regions (edge preserving smoothing). In order to 
proceed from local to regional and (sometimes) global processing a recursive 
smoothing procedure is introduced which uses the FSG connectivity. 

To develop such a procedure feature averaging over the (Voronoi) neighborhood is 
considered. Let n^ be the number of (Voronoi) neighbors of point P^. Then 

<o=^— (f.+ z f.) 

+ 1 k^eN(k) 

is the mean value of the feature f^. An equivalent (recursively written) notation of (5) 
is 



+ 1 k^eN(k) 



(t=0,l,2,....). 

The initial condition is fjfi) = f,^. 

Because of its linearity, the recursive algorithm (6) with increasing recursion level 
(or discrete time) t diminishes the resolution of the image/pattern and blurs the edges 
more and more. It is a special case of linear diffusion and can be used in the multi- 
scale analysis [15] of images. But here we do not want to blur edges and to smooth 
out image/pattem details. Therefore, the feature differences in (6) must be weighted 
properly to prevent that. Introducing weights w^^, the following scheme is obtained: 

f.(t+l) = f,(t)+«*(0- Z w,,,(t)[f,,(t)-f,(t)] ( 7 ) 

k^eN(k) 

In (7) the oc^(t) are parameters which must be chosen properly to guarantee stability. 
Constant and small enough a(t) = (e.g. oc^ =l/(n^+l) give stability. But, as usual for 

learning algorithms stability can be enforced and convergence accelerated using a 
decreasing sequence of values a(t). 

For choosing the weights w^^, the similarity criterion (1) is used: 
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W 



k?k’ 



1 if (1) is fulfilled 
0 elsewhere 



( 8 ) 



With these weights encouraging results can be obtained. But, in images with strong 
noise the averaging power of (7), (8) is not sufficient. To enhance the smoothing 
capability of the method a degree of similarity is introduced. With edge strength Xj^^, = 
||f^- fk,||/\k’ the similarity criterion (1) is equivalent to Xj^^, <1. Then the function 






f 1 if 0<x<\ 

[0 if X > \ 



( 9 ) 



can be interpreted as a degree of similarity. More generally, each non-increasing 
function s(x) with s(0)=l and can be defined as a degree of similarity between 
neighbored features and f^,. The function 



5,(x) 



1 

1 2 
I + X 



( 10 ) 



turned out to be useful but many other functions are possible too. 

With the function s(x) the weights w^^^ used in (7) can be written as 

= s{Xuf ( 11 ) 



Via these weights a more general definition of the Feature Similarity Graph can be 
given. Each FSG node k is connected with all (Voronoi) neighbor nodes by a FSG 
edge. To each graph edge between k and k’ the weight w^^^ is assigned. If the weights 
(1 1) are given by the function s^ (9) then the FSG is a “hard” graph with connections 
(weight 1) or no connections (weight 0) between the nodes. But, if another (soft or 
fuzzy) similarity degree s(x) (e.g. (10)) is used then the FSG is a “soft” or fuzzy FSG. 
Now the following processing scheme can be introduced: 

- For each point its (Voronoi) neighbors are determined. 

- The smoothing scheme (7) is applied recursively up to the recursion level t^^^ where 
stability is reached. Especially, the feature variation measures (4) must be calculated 
for neighbored points P^, P^,. The smoothed features (f^) = f^(t^^^) are the result of the 
procedure. 

- Now the fuzzy or soft FSG can be generated by assigning the degree of similarity 
s(x^^,) to connected FSG nodes k, k’. 

- The hard FSG can be obtained from the soft FSG if the degree of similarity s(x^^,) is 
binarized using the threshold s = 1/2. The connected components of the hard FSG are 
the (hard) segments of the image or dot pattern. These segments can be labeled with 
integers m, the numbers of the segments, using a graph traversal algorithm [14]. 

The algorithm can also be used for edge extraction. A “hard” edge is situated 
between two neighbored points P^, P^, if the corresponding FSG nodes are not 
connected by a graph edge, i.e. if (1) is not fulfilled. It follows that there is always an 
edge if P^ and P^, belong to different segments. But there can also be (non-closed) 
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edges inside a segment. Furthermore, via the degree of similarity an edge strength Xj^^, 
can be assigned to every connection between (Voronoi) neighbors. 

The nonlinear difference equations (7) can be implemented with a discrete time 
neural network if a neuron is assigned to each node k. The smoothed feature value is 
the state of neuron k at recursion level t, and the original features define the initial 
state of the network. Each neuron k is connected to its (Voronoi) neighbors. 
Therefore, the network is closely related to the discrete time version of a Cellular 
Neural Network originally introduced by Chua and Yang [10]. The essential 
difference is the used nonlinearity. In most neural networks including the CNN the 
nonlinearity acts on the state variables whereas in the network represented by (7) the 
nonlinearity acts on the differences of the state variables of neighbored neurons. 
Furthermore, in (7) the nonlinearity is not a constant function, as e.g. the sigmoid 
function, but it depends on the statistics of the input signal (via the (Af^)). 

The method now is applied to gray value segmentation, border point grouping and 
dot pattern clustering. 



3 Grey Value Segmentation 

Now the points are given by the pixels (i,j), and the features are the gray values 
g... The threshold (2) is given by 

Vj, = |iMIN{<Ag.j),<Ag,j,)} + 8 (12) 

Experiments with various images have shown that q = 1 and 8 = 5 are good 
parameter values for 8 bit images. For the window used for averaging the Ag.^ the size 
11 X 11 is adequate. Further minor specifications can be found in [12]. With the 
similarity degree Sj (10) the smoothing algorithm (7) is closely related to the discrete 
version of Perona - Malik anisotropic diffusion [16]. Some results are shown in 
figures 1-4 (see also [17]). 

It should be said that the same algorithm which was applied here to the original 
image gray values g.^ can also applied to other feature images, e.g. to the gradient 
image | Vg..\ ( [18]). Then e.g. the border of the noise in figure 1 can be found. 




a) original 



b) smoothed image (35 iterations) e) 2 biggest segments 
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original Image smoothed Image 





Fig. 2. Original and smoothed gray value profiles of figure 1 




Fig. 3. Lena a) Original image b) smoothed image (76 iterations) e) Segment borders 




Fig. 4. Berlin Television Tower a) Original b) Smoothed (62 iterations) e) Segment borders 



4 Border Point Grouping 

An image segment with 4-connectivity as defined above has a closed contour of 
border points. Here, for simplicity, only outer borders of area segments are 
considered, i.e. line segments are excluded. Then, each border point Q has two border 
point neighbors Q’ and Q” which are located in the 8 -neighborhood of Q. Figure 5 
shows a segment with gray marked 8-connected border points and assigned 
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directions. The directions cpcan have the values 0^, 45^, 90^, 135^, 180^, 225^, 210\ and 
315^ as indicated by the arrows. 




Fig. 5. Segment with border points (gray) and assigned direetions 

As feature vector the unit vector nj = (cos(p,^,sin(pJ is used. The distance between two 
8-neighbored vectors and n^, is given by the square root of 

II “k- “k’lt = 2(1 - n,» n,,) = 2(1 - cos(|)) (13) 



where (|) is the angle between vectors n^, n^,. After smoothing the smoothed normal 
vector ( ) is normalized to unit length. The following border examples have been 

processed with q = 2, 8 = 0.2. 




Fig. 6. Border point segmentation 

a) Border points with direetions b) Smoothed direetions e) Feature similarity graph 




Fig. 7. Border point segmentation 

These few examples show that because of smoothing comers can be detected properly 
(figure 6) and that “round” borders are not split into pieces (figure 7). 
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4 Dot Pattern Clustering 

Here the features are the dot coordinates The similarity of points P^, P^, now is 

better called proximity (as in Gestalt theory) and indeed the clustering method can 
explain the Gestalt law of proximity [3-5]. The proximity criterion (1) can be 
written as 



d(k,k’)<|Li MIN{d,,dk} + e (14) 

Here d^ is the Euklidean distance between dot P^ and its nearest neighbor, and d(k,k’) 
is the Euklidean distance between the points P^ and P^,. Good values are |LL = 2 (see 
[3 - 5]) and 8 = 0. In the results shown in figures 8, 9 the dj^ are not averaged. See [5] 
for more details. 




Fig. 8. Dot clusters and Feature Similarity Graph without smoothing (2 elusters) 








Fig. 9. Dot elusters and Feature Similarity Graph with smoothing (125 iterations, 3 elusters) 

Figure 9 shows that because of the smoothing procedure the separation of the two 
upper clusters becomes possible. For other successful clustering results see [5]. 
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5 Conclusions 

It was shown that feature grouping can be carried out with CNN like processing 
structures and a properly defined graph, the Feature Similarity Graph. Of course, the 
presented solution is not a final one. It shows only a direction of possible future 
research. There is hope that other features can also dealt with the presented method 
(see [3] for a first approach related to texel orientation and size). To apply the method 
to texture segmentation adequate texel shape descriptors must be chosen and their 
similarity relations formulated. 
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Abstract. We propose a new computational method for segmenting to- 
pological sub-dimensional point-sets in scalar images of arbitrary spatial 
dimensions. The technique is based on computing the homotopy class de- 
fined by the gradient vector in a sub-dimensional neighborhood around 
every image point. The neighborhood is defined as the linear envelope 
spawned over a given sub-dimensional vector frame. In the paper we 
consider in particular the frame formed by an arbitrary number of the 
first largest principal directions of the Hessian. In general, the method 
segments ridges, valleys and other critical surfaces of different dimensio- 
nalities. 

Because of its explicit computational nature, the method gives a fast 
way to segment height ridges in different applications. The so defined 
topological point sets are connected manifolds and therefore our method 
provides a tool for feature grouping. We have demonstrated the grouping 
properties of our construction by introducing in two different cases an 
extra image coordinate. In one of the examples we considered the scale 
as an additional coordinate and in the second example, local orientation 
parameter was used for grouping and segmenting elongated structures. 
Keywords: Point Sets, Topology, Image Analysis, Grouping 



1 Introduction and Related Works 

In this paper we introduce a topological quantity that characterizes the neig- 
hborhood of every pixel in scalar images of arbitrary spatial dimensions. This 
quantity is an integer number that can single out special points such as extrema 
and saddle points (all being critical points). It can also be generalized to define 
the membership of the point to extended sub-dimensional structures such as rid- 
ges or edges. We introduced the topological homotopy class number in [2,3] in 
relation to its importance for the deep-structure image analysis and application 
to multi-scale segmentation. In its essence this number reflects the behavior of 
the gradient image vector in a close neighborhood around the given point. In the 
simplest one-dimensional case, the topological class of a point is defined as the 
difference of the sign of the signal derivative taken from both sides of the point. 
Clearly this number is zero everywhere except in the local extrema. 

The proper generalization to higher dimensions is provided by the homo- 
topy class that parameterizes the space of non-equivalent (non- 

deformable smoothly into each other) mappings between two D — 1 dimensional 



F, Solina and A, Leonardis (Eds.): CAIP’99, LNCS 1689, pp, 578-587, 1999. 
@ Springer-Verlag Berlin Heidelberg 1999 




Frame-Relative Critical Point Sets in Image Analysis 



579 



spheres [D is the number of dimensions of the image). The mapping is defined 
by the normalized gradient vector taken on a closed surface (homotopic to a 
sphere) surrounding the test point. One can show that the set of non-equivalent 
mappings for > 1 can be labeled with an integer number. This is particularly 
evident in the D = 2 example where the topological number reduces to the well- 
known winding number [4] indicating the number of times the gradient vector 
rotates around its origin when a point is circumventing the test point. Extrema 
points have winding number +1, saddle points are with winding number —1 and 
for regular points the number vanishes. A detailed discussion on the 2D case 
is presented in [2] and in the next section we give a concise summary of the 
construction as well as of its generalization to arbitrary image dimensions. 

In addition to segmentation of critical points, the method is extended in this 
paper for localization of points lying on relative critical sets [1,7]. To this end 
we introduce a relative homotopy class of a given test image point defined as 
the homotopy class calculated on a linear sub-space in the neighborhood of the 
test point. This sub-space can be defined as a linear envelope spawned over the 
vectors of a given vector frame field. A particularly important case is that of 
the frame formed by a subset of the eigenvectors of the Hessian (the matrices 
of the second image derivatives). In this case we obtain a constructive definition 
for topological ridges. We can classify such a point set by the number of the 
Hessian eigenvectors defining the subspace and by the signs of the corresponding 
eigenvalues. Alternatively we can define the relative critical sets by using for 
instance any globally defined (image independent) frame field. 

Another interesting case is the hyper-dimensional critical set defined relative 
to the gradient vector itself and segmented by the zero-crossings of the second 
derivative in the direction of the gradient. This point set can be interpreted as 
a topological edge. 

Critical points and various topological point-sets play an essential role in 
uncommitted image analysis as revealed in [9,10]. These topological structures 
were studied in the context of multi-scale image analysis [8,11]. They form a 
sort of a topological back-bone on which the image structures are mounted. 



2 Homotopy Numbers 

In [2] we give self-contained definitions of our quantities as well as a detailed 
proof of their essential properties. Here we present the highlights of the con- 
struction and introduce some brief notations that provide the natural basis for 
the introduction of a topological number associated to any singular image point. 

Suppose is a point in the image and Vp is a region around F which does 
not contain any singularities (points where the gradient vector vanishes) except 
possibly F. We define a quantity characterizing the image in the surrounding 
of the point F. Let Sp be a closed hyper-surface, topologically equivalent to a 
D — 1 dimensional sphere, such that it is entirely in Vp and our test point F is 
inside the region Wp bounded hj Sp. In other words, F E Wp : Sp = dWp. 
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At any non-singulsir point A = (xi,...,X£))we can define a {D — 1) form: 

m = A • • • (1) 

{djLdjL) ’ 

where totaly antisymmetric tensor. 

An important property of the (D — 1) form # is that it is a closed form, 
or d<P[A) = 0. This property ensures the correctness of the definition of the 
topological quantity 



KP) = (f ^{A). (2) 

J A(^Sp 

The integral above is the natural integral of a {D — 1) form over a {D — 1) 
dimensional manifold without border. 

If IT is a region where the image has no singularities, then the form <P is 
defined for the entire region IT. After applying the generalized Stokes theorem 
and using the fact that # is closed, we obtain that the topological quantity (2) 
is identically zero for non-singular points. Therefore the topological number (2) 
can be used to localize the set of singular points in the image. 

For one-dimensional signals L(x), the topological number (2) of a point P = x 
is ultimately simple: vp = sign(L^)^ — sign(L^)^ for any A^B : A < P < B 
in the close vicinity of P. In other words, the topological number of a point is 
reduced to the difference between the signs of the image derivative taken from 
the left and from the right. Obviously, i/p = 2 for local minima, i/p = —2 
for local maxima and up = 0 for regular points or in-flex singularities. For 
two-dimensional images the topological number 2 labels the equivalent class of 
mappings between two unit circles (see the Introdiction). This label also is known 
as the winding number. Clearly, the winding number of any closed contour must 
be an integer multiple of 2%. It is possible to show, see [2], that in extremal points 
(minima or maxima) the winding number is +1, in non-degenerate saddle points 
it is —1 and in regular points it is 0. In degenerate saddle points, named also as 
“monkey saddles” the topological number is — n T 1 where n is the number of 
ridges or valleys converging to the point. 

3 Critical Sets Relative to Vector Sub-frames 

3.1 General Construction 

The general idea is to select at every image point P a local linear sub- space Kp 
and to project the gradient vector B onto it: 

La{x) = h!px)Li{x). (3) 

Here = 1, . . . , Dp; are the local frame vectors defining the linear sub-space 
K with dimension Dp < D, 
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The next step is to compute the relative homotopy number n{K) in point 
F G in analogy with (2). where now the closed surface Sp around F is 
of dimension Dk — 1 and lies in the sub-space Kp = LE{ha{F)) where LE{) 
stands for linear envelope. The {Dp; — 1) form <P is computed as in (1) but from 
the vector field 3. As we already mentioned, the local linear space Kp is defined 
as the linear envelope over the vectors ha{F)^ a = 1, . . . , Dp taken in the test 
pont F. We assume that the set of vectors is of maximal rank Dp. 

Now we define our central construct, the topological critical set, relative to 
the sub-frame h. 

Definition 1. Let h{x) he a local non- degenerate sub-frame of dimension (rank) 
Dp and let the local linear envelope of this frame be Kx- The point set 

PS{h) : {x;x e ^0} (4) 

is the relative critical point set (RCPS) associated to the local frame h. 

Clearly definition 1 implies La{F) = 0 when F G FS{h). Therefore our RCPS 
is equivalent to those defined in [1,7]. 

It is clear that if Dp = 12, or in other words if the local sub- frame is complete, 
the relative homotopy class is just the full homotopy class. The manifold defined 
in definition (1) will then be of dimension 0. In fact this set is the set of all 
critical points in the image. 

In addition to the feature that the topological number (2) is non-zero, the 
RCPS can be characterized by the value of this number and eventually by some 
characteristic properties of the sub- frame h. 

Now we address the question of the local topological structure of the RCPS 
associated with an arbitrary sub-frame We show in what follows that: 

Proposition 2. If point F belongs to the relative critical point set from defi- 
nition (1) and if the Hessian in F is non-singular^ then the point set is locally 
isomorphic to a linear space of dimension D — Dp. 

The following proof uses some techniques from differential geometry that provide 
the adequate covariant formalism. 

Proof. Let the sub- frame , a = D — DpPl , . . . , D be chosen in such a way that 
the system of vectors h^^ha represents a complete frame in the 12-dimensional 
space of the image and EJda = ^ (summing over all repeated indices is assumed) 
for all a,o; from the corresponding ranges. If the point P belongs to the RCPS 
defined by the sub-frame h^ then obviously = E^diL{F) = 0. If F has 
coordinates F then the infinitesimally close point with coordinates F T 6F will 
belong to the same RCPS if aL a = 0 where the index A takes all values 
of 1 ,... ,12; 6x^ = {h~^)f6x'^ and is the covariant derivative induced by 
the frame hA (such that V Ahp = 0). Applying these notations we obtain the 
following equation for the variation Sx'^: 

6Fhid^djL{P) = 0. (5) 
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Using the completeness of the system and the orthogonality between and 
ha we obtain: 



Sx^d,djL{P) = CaK, (6) 

where Ca are D — Dk arbitrary constants. If the Hessian Hij = djdjL{P) is 
non-singular it can be inverted giving the following form of the RCPS coordinate 
variations: 



SP = {H-y^hiCa. (7) 

Clearly the system has rank D— Dk as it is obtained by a non- 

singular linear transformation from the sub- frame ha- Therefore, the variations 
in eq. (7) belong to the D — Dk dimensional linear envelope over the sub- frame 
9 a - 

The above proposition motivates the introduction of RCPS as topological mani- 
folds. It is clear from the proof that these manifolds are continuous for all points 
where both the image Hessian and the sub-frame are defined and non-singular. 

In the following sub-section we give some important examples of RCPS as- 
sociated with a subset of the principal eigenvectors of the local Hessian. 

3.2 Definition and Detection of Topological Ridges 

Let the local Hessian field Hij = didjL[x) have eigenvalues Ai,... , Ap with 
corresponding eigenvectors /ii, . . . ^hjj- We can assume that the eigenvalues are 
labeled in decreasing order of their absolute values: |Ai| > ••• > \Xd\^ There 
are different ways to select a sub-set of eigenvectors to form the sub- frame h in 
the definition 1. In what follows the following definition is most suitable for the 
interpretation of the RCPS as height ridges and their generalizations. 

Definition 3. A topological ridge set of co-dimension mj^ A m_ = 

Dk is defined as a RCPS associated with the Hessian eigenvectors /ii, . . . ^hjj^ 
corresponding to the Dk largest hy absolute value of the eigenvalues Xa^Oi = 
1, . . . ^Dk- Excluded are points where the Hessian is degenerate so that there is 
no unique set of Xa- In the so defined point set only those points are included 
where there are exactly positive and ni- negative Hessian eigenvalues. 

This definition puts a natural label on the topological ridge. For example if 
= 0 , Dk = ni_ we obtain a classical height ridge, if m_ = 0 , Dk = 
we have a valley. In the general cases where 7 ^ 0;m_ 7 ^ 0 we can talk of 

“saddle ridges” . The definition extends the Dk = D case where the ridge is of 
dimension zero. Then we have the possibilities of maxima, minima and saddle 
points of different signature. Note that the classification implied by definition 3 
is richer than the one induced from the value of the topological number alone. 
For non-degenerate critical points the homotopy class is equal to the sign of the 
determinant of the Hessian (see detailed proof in [2]). Obviously a lot of different 
signatures discriminated by definition (3) will have the same homotopy number. 
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As a consequence from proposition (2), the topological ridges are manifolds 
of dimension D — Dk • In this case the vectors are eigenvectors of the Hessian 
and we can choose the frame ha^ from the proof (1) to be the entire system 
of eigenvectors of Hij (and therefore also of H~^), 

In this case we have Hijh^^ = for all a = 1, . . . , Dk and therefore 

equation 5 takes the form 

= 0, no summation over a. (8) 

It is easy to see that if 0 for all a then eq. (7) now takes the simpler form: 

6x^ = h^a^ (9) 

Therefore, as an addition to the general RCPS properties, the topological ridges 
are locally orthogonal to the vector system 

A different definition may include the eigenvectors corresponding to the first 
Dk eigenvalues of the Hessian ordered by their signed value. Such scheme is 
extensively studied in [7]. The corresponding classification in that case will par- 
tially overlap with ours and namely for the cases of ^nd RCPS (strict 
valleys or ridges). For the mixed signatures the two schemes will segment out 
different topological manifolds. We note that our general constructive approach 
from definition (1) can be used for both of the definitions. A comparison of the 
different vector frame field choices and their relations will appear in a forthco- 
ming publication. 

A direct consequence of the definition of topological ridges as relative critical 
sets is the relation: 

m+ > > m'^ ^ (10) 

The importance of this inclusion is discussed in the next section where it pro- 
vides a way for detection of both critical lines and their annihilation points in 
one-dimensional signals. Another practical application includes detection of the 
optimal scale for elongated image structures and simultaneously establishing a 
link to the finest scale. 

For completeness we finally include the system of topological edges defined as 
the point set where the quantity r][x) = — — 

p^)) takes value —2 for some small p. This point sets are nothing else but the 
(negative) zero-crossings of the second image derivative in the direction of the 
gradient vector 

4 Examples and Applications to Image Processing 

We first give a summary of the possible RCPS configurations in the different 
signal dimensions. In the simples ID case we have only two possible sub-sets, 
the local minima and the local maxima. 

In two dimensions, the possible cases are given in table 1. 
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m_ 


0 


1 


2 


0 


regular 


negative ridge 


minimum 


1 


positive ridge 


saddle 


X 


2 


maximum 


X 


X 



Table 1. The possible point sets for two dimensional signals. An ‘x’ stands for an 
impossible configuration. 



m_ 


0 


1 


2 


3 


0 


regular 


negative surface negative string 


minimum 


1 


positive surface 


saddle string 


saddle point 


X 


2 


positive string 


saddle point 


X 


X 


3 


maximun 


X 


X 


X 



Table 2. The possible point sets for three dimensional signals. An ‘x’ stands for an 
impossible configuration. 



Finally the 3D case is classified in the table 2: Scipping the trivial ID case, 
our first example uses a 2D MRI image. The complete relative critical set system 
is given in figure 1. Note the inclusion relations between the different RCPS. 

The second illustration of our method uses also the 2D technique but instead 
of an original 2D signal, we consider a scale-space built over a one-dimensional 
signal L[x). 



L{x^t) = — J dx'e ^ ^ L{xd)^ (11) 

where t is the scale and Nt is a normalization factor. Next we have taken the 
second natural derivative tdx^L[x^ t) for the reason that we will comment shortly. 

We can now localize the ridges well as the 2D critical point sets 

\j \q qqi Qf oil extrema) and RF^ (the set of all saddle points). 

We see that the inclusion property 10 assigns the set of saddle points as the set of 
annihilation points for the ID critical trajectories (ridges and valleys from a 2D 
point of view). Another appearance of the inclusion relation we find the extremal 
points lying over the ridges. We can interpret these points as scale selectors in 
the sence that they indicate local extrema of the second natural derivative of the 
signal both in space, x, and scale, t, directions. If we have instead chosen just the 
second signal derivative, no extrema would have been found as a consequence of 
the smoothening property of the transformation (11). 

As a 3D example we consider two different superstructures built over a 2D 
image given in the first frame of figure 3. In one of the computations we take 
the 2D analog of the scale space (11) of the natural Laplacian, just as in the ID 
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Fig. 1. Left frame: An mri 256x256 sagittal image of a human head. Right frame: 
Complete set of 2D ridges (red) and valleys (blue), edges (green) and singular points 
(extrema: yellow, saddle points: purple). The calculations are done for a spatial scale 
of 2 pixels. 




Fig. 2. Left frame: One dimensional signal of 256 data points. Rigth frame: RCPS 
of the scale-space of the second natural derivative of the signal. White corresponds to 
ridges, black to valleys, blue to saddle points, green to maxima and purple to minima. 



case, and as a second 3D signal we consider the orientation bundle 

F{x, y,e) = J dx'dy'<P{x - x' ,y - y' , 9)L{x' , y') (12) 

where ^{x^y^O) is any orientation filter. For the example in figure 3 we have 
chosen for an anisotropic Gaussian kernel with scale ratio of 10 along the selected 
orientation 0. 

In figure 3 we have depicted only the most interesting for this application case 
of positive strings relative to a suitably chosen two-dimensional vector frame. We 
used two different frame-fields in detecting the RCPS. 

In the scale-space case (bottom left frame) one of the frame vectors was sel- 
ected to point always in the direction of the scale (z-axis) and the second vector 
was selected as the eigenvector corresponding to the highest eigenvalue of the 
2D Hessian. In the orientation space x^y^O the vector frame was chosen as ex- 
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plained in figure 3. We clearly see that strings in the scale space construction 
represent elongated objects "lifted” at their optimal scale. In the case of orienta- 
tion bundle, the elongated objects (blood vessels in the examples) are segmented 
at their optimal orientation (the vertical dimension). Crossing lines thus become 
separated as their local orientations at the crosspoint are different. 

In the last example we used fully the flexibility of our definition (1). While 
for genuine 3D signals a vector frame field is provided naturally by the system 
of the Hessian eigenvectors, for 3D signals obtained by some pre-processing con- 
structions a specific frame field can be more suitable for the interpretation of 
the results. 



5 Conclusions 

In the present paper we proposed a constructive definition of relative critical sets 
in images of any spatial dimensions. The definition is very flexible because it 
associates critical sets to an arbitrary chosen local vector frame field. Depending 




Fig. 3. Top Left frame: Vessel structure of the optical image of human retina. Top 
Right frame: Two-dimensional ridge structure defined by the RCPS Bottol Left 

frame: Scale space strings (green) of the natural Laplacian of the image. We fixed one 
vector of the local frame field in the direction of increasing scale. Bottom Right frame: 
Orientation space strings (blue lines) obtained as RCPS in the orientation bundle (12). 
The 2D frame field is taken to be orthogonal to the vector (cos (6^), sin (6^), 0) where 0 
(measuring the vertical axis) is the angle argument of the orientation filter in (12). 
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on the visual task, different model structures can be identified with the relative 
critical sets. As a consequence our construction can be purely intrinsic (defined 
only by the image structures), or it can involve externally specified frames. The 
last situation may be useful for involving additional model information. In this 
paper we demonstrated the examples of two of the most-popular intrinsic cases: 
the sets of ridges and edges. 
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Abstract. A fast shape recognition method is presented for detecting 
traffic signs in monochrome images. Based on Marr^s primal sketch we 
used a hierarchical grouping method to link low-level features of pixels 
like gradient orientations to high-level features like triangles and ellipses. 
The method is fast^ because it is based on local pixel operations instead 
of analyzing the whole shape. Examining the local area around a pixel 
for parts of geometrical shapes^ results are symbolic representation which 
are linked back to the pixel, i.e. the pixel is part of the geometrical shape. 
A unique description of the geometrical shape is calculated from pixels 
lying on the shape. 

Key words: traffic sign recognition, grouping, shape detection 



1 Introduction 

In this paper we provide a contribution to fast shape recognition illustrated in 
the field of traffic sign recognition. We present an algorithm which detects shapes 
of German traffic signs in monochrome images. 



1.1 Motivation 

In recent years a great variety of research has been done in the field of traffic 
sign recognition. One problem of the existing approaches is that the robustness 
of traffic sign recognition algorithms in twilight is not sufficient. This problem 
is one of camera sensitivity. While in daylight images being recorded with a 
CCD camera provide good information about traffic signs, twilight makes great 
demands on the camera. Using a color camera there is too few information 
available, because the color information is not sufficiently present in dark images. 
Using a standard gray value CCD camera is no solution, because the contour of 
the traffic signs is less visible. The new high dynamic range CMOS (HDRC) gray 
value camera significantly improves the image quality in traffic situations with 
high brightness changes, i.e. hard shadow, entrance of tunnels and back lighting. 
In our approach we detect a traffic sign in an image by a hierarchical edge pixel 
grouping method. The algorithm is fast, because methods are based on grouping 
pixels instead of grouping lines or parts of a shape (see also [7]). 
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1 . 2 Related work 

Most of the published work uses color information to segment the traffic signs 
in the image. Few methods use monochrome information. 

A classical approach is pursued by [8]. Based on edge images various methods 
are used to detect triangular and round shapes. With the generalized Hough 
Transformation [1][8] the processing time is 15 sec for a 256x256 sized image on 
a SparcStation ELC. 

A traffic sign recognition system using both monochrome and color information 
has been published ([3] [5] [9] [11]). Regions including shape information are ex- 
tracted from the hierarchical structure code [4] and color information from the 
color structure code [9] which are classified as round or polygonal shape. The 
system was implemented on an expensive multiprocessor system with four trans- 
puters T805 and four PowerPC 601 allowing 200ms cycle time ([5]). 

Seitz et al. describe [10] a hierarchical feature matching algorithm, which is based 
on a representation of the scene by local orientations. A hierarchical template 
matching algorithm compares predefined templates with the gradient orientation 
image to locate the searched sign. The main difference between our approach and 
the method from Seitz is that Seitz uses templates to find edge pixels of a sign 
while our approach groups edge pixels. The advantage is more flexibility with 
respect to different sized shapes. 

Previously published approaches using monochrome information don^t meet real- 
time demands when run on standard hardware. 

The paper is organized as follows. In section 2 the algorithm for detecting traffic 
signs is described. The results are presented in section 3. A conclusion and an 
outlook are given in the last section. 



2 Method 

The presented approach for detecting traffic signs in gray value images exploits 
shape characteristics. Traffic signs in Germany have different shapes. For exam- 
ple speed limit signs are circular while warning signs are triangular (Fig. la)). 
To detect traffic signs, the different shapes of the traffic signs have to be detected 
in the gradient magnitude image. 

The algorithm is able to detect ellipses, triangles and rectangles depending on 
the grouping constraints for the shape provided to the algorithm. In this paper 
we present the grouping constraints for the triangle shape. 

For detecting a shape in the image, the center point of the shape and a unique 
description of the shape are needed. The grouping constraints for equilateral tri- 
angular shapes (Fig. 3 a)) are summarized as follows. We identify pixels which 
lie on the boundary of the triangle and which are as close as possible to corners. 
Later these pixels serve as corner approximations (Fig. 1 b)). 

The remainder of this section is organized as follows. In section 2.1 a prepro- 
cessing task is described, where edge pixels are selected. Only those edge pixels 
are segmented which lie on a triangular shape. This procedure is described in 
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a) b) 



Fig. 1, a) Example of a triangle traffic sign pictnred with the HDRC camera, b) 
Schematic overview of the triangle detection process 




Fig. 2. a) This sketch shows the relationship between gradient orientations and labels. 
The gradient orientations are shown by arrows, b) The sketch shows an example how 
the edge pixels are gronped around a current pixel to decide if the current pixel Pi is 
close to the upper corner of a triangle. The edge pixels have to have special features ^ 
namely LLT and RRT respectively 



section 2.2. In section 2.3 the coordinate of the center of the shape and the shape 
parameters are computed, which uniquely describe the shape. 



2.1 Preprocessing 

In the preprocessing stage edge pixels are determined and an initial symbolic 
label is linked to edge pixels depending on their gradient orientation. 

The original image /(x,y) is therefore convoluted with two Sobel filters Sx^Sy 
resulting in the gradient magnitude G(x, y) and the gradient orientation Go{x^ y) 
[6]. Edge pixels are identified by threshold the magnitude image. Due to noise, 
isolated edge pixels are thinned with the non-maxima suppression method [2]. 
The directions of the gradient are quantized into {^S/Gtt, — 2/37T, . . . , tt} and a 
value for the background. Each orientation is labeled with a symbolic represen- 
tation being shown in Fig. 2 a). The output image is called Goy;f;{xjy). 
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Fig. 3. In a) a clipping of the warning sign is shown. In b) and c) the hierarchy of 
the warning sign^ the first level and the last level respectively are shown. The original 
image a) overlayed with the segmented edge pixels c) is shown in d). Increasing gray 
value of the segmented pixels indicate different features. In this example three different 
features upper corner^ left corner and right corner of a triangle have been found 



2.2 Segmentation 

In this subsection an algorithm is described being segmented edge pixels, which 
lie on an upward equilateral triangle corresponding to the perimeter of the warn- 
ing signs in Germany. 

The pixels are segmented by two steps that are organized hierarchically. At each 
level of the hierarchy an image of edge pixels is generated, with higher levels 
corresponding to larger edge segments. For the two step hierarchy of triangle 
identification, the lower level identifies the edge feature, i.e. the preprocessed 
image, while the upper level then identifies the corner feature for each pixel. 
Therefore the feature of one pixel is modified from level to level. 

The quintessence of the method is to decide on which segment of a shape the 
pixels lie. Therefore pixels are grouped locally. Starting by a current pixel the 
relative position of the other pixels to the current pixel is the basis of the decision 
on which shape the current pixel lies on (see Fig. 2 b)). Depending on the label 
of the current pixel a local area is determined by a predefined set of rectangles 
and vectors (see table 1). The upper left corner of each rectangle is positioned 
relatively to the current pixel by a vector. The origin of the coordinate system 
in the image is the upper left corner of the image with increasing x-axis to the 
right and increasing y-axis to the bottom. In each rectangle pixels are searched 
with a special label (see table 1). If this search is successful then the current 
pixel and the founded pixels are grouped together and are represented by a pixel 
being linked to a new label and is set at the same position as the current pixel in 
the next level. The new label is a representation of the segment of the shape, on 
which the current pixel lies. The new labels for an upward equilateral triangle 
are F(7, LIC and RIC which means upper corner, lower left corner and lower 
right corner, respectively. 

An example of the grouping constraints of an upward equilateral triangle is 
given in table 1. The constraints for one segment of a shape are given in one row 
of the table. 
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The algorithm is described below. The name of the main function is Find-PixeL- 
OnShape. The input parameters of the function are the preprocessed image, 
grouping constraints of the geometric shape and the number of levels of the hi- 
erarchy. The output parameter is an image containing the segmented edge pixels. 
An example of the hierarchy and of the segmented pixels are shown in Fig. 3. 

F ind-Pixel JDnS hape 
INPUT : 



— the image Gout from the preprocessing step 

— the grouping constraints of the shape 

— number of levels of the hierarchy 

BEGIN 

set the first level to Go^t 
FOR every hierarchy level DO 

initialize the next hierarchy level 
FOR ALL pixels in the current level DO 
determine the feature of the current pixel 
FOR ALL segments of the shape with the feature of the... 

. . . current pixel in the grouping constraints DO 
determine the grouping constraints for the current segment... 
...of the shape, i.e. the set of rectangles ... 

. . .and features to be searched for 
set counter i to 0 
FOR ALL rectangles DO 

determine a set F containing all feature of pixels... 

. . .being inside the current rectangle 
IF the searched feature is in F THEN 
increase counter i 
END 
END 

IF the counter i is equal to the number of rectangles... 
...for the current segment of shape THEN 
link the new feature to the current pixel 
set the current pixel in the next level 
END 
END 
END 

set the current level to the next level 
END 
END 

OUTPUT: 



the last hierarchy level 
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Local area/rectangles 



current label 


relative position 


size 


searched label 


new label 


{LLT} 


(^4; 0) 


(4; 4) 


{LLT} 


UC 




(0;-4) 


(6; 6) 


{RRT} 




{LLT} 


(0; ^4) 


(4; 4) 


{LLT} 


LIC 




(^4; 0) 


(6; 6) 


{B} 




{RRT} 


(0;0) 


(4; 4) 


{RRT} 


UC 




(-6; ^4) 


(6; 6) 


{LLT} 




{RRT} 


(-4; ^4) 


(4; 4) 


{RRT} 


me 




(^4; 0) 


(6; 6) 


{B} 




{B} 


(-6; -4) 


(6; 6) 


{B} 


me 




(-4; ^6) 


(6; 6) 


{RRT} 




{B} 


(-4; ^6) 


(6; 6) 


{LLT} 


Lie 




(0; ^4) 


(6; 6) 


{B} 





2.3 Shape Parameter 

In this subsection, the center point of the sign and the parameter of the shape 
are calculated from the position of the segmented pixels. The parameters are 
needed to describe the shape uniquely. 

For example the equilateral triangle has one parameter, that is the length of one 
of the three edges. To calculate the length of an edge and the position of the 
center point of the triangle, two of the three corners of the triangle are needed, 
for instance the upper and the left corner. Starting with a pixel labeled with 
feature UCj the left corner is determined as follows. A local area is defined by a 
rectangle being positioned relatively to the current pixel (Fig. 4, left image). The 
upper right corner of the rectangle has the same position as the current pixel. 
Within the rectangular area, pixels labeled as LIC meaning lower left comer are 
searched for. The position of the left corner is determined by the mean value. 
It is calculated from the coordinates of all pixels inside the rectangle having the 
feature LIC. The parameter of the triangle and the coordinates of the center 
point are easy to calculate geometrically. According to this strategy, the right 
corner and the upper corner are determined (Fig. 4). 

To distinguish between the segmented pixels of two different triangles which are 
not superimposed, the parameters are clustered by the position of the center 
points of the triangles. Each cluster contains the parameters of one triangle. 
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current pixel 





current pixel 




current pixel 



Fig. 4. The three images show how the rectangle is positioned relatively to the current 
pixels in order to find the other corner. Increasing gray values mean different features ^ 
i.e. bright gray means RIC^ middle gray means UC and dark gray means LIC 



50 
100 
150 
200 
250 

Fig. 5. Two examples of triangular traffic sign detection 




Two mean values are computed for each cluster, these are the center point and 
the shape parameter. 

3 Experimental Results 

The algorithm has been evaluated on sequences recorded by the Robert BOSCH 
GmbH with the HDRC-camera being developed in the project BASTA. The 
camera was fixed behind the windscreen of a car. The sequences were taken 
from country roads. The images are sized up to 512 by 256 pixels and the gray 
value resolution is 8 bit. 

We analyzed 66 sequences containing different traffic signs. Each sequence has 
between 200 and 1400 images. 22 sequences contain warning signs, 40 sequences 
contain speed limit signs and 6 sequences contain city limit signs. 

We evaluated the algorithm with the triangular, elliptical and rectangular model. 
The recognition rate for triangular and elliptical traffic signs is 95% and for rect- 
angular traffic signs is 93%. The detection rate of city limit signs is less, because 
the sign background discrimination is less distinct than for instance for speed 
limit signs. In Fig. 5 two examples of triangluar shape detection are shown. 
Determining the false detection rate is difficult. In gray valued real images there 
are many objects of triangular, elliptical and rectangular shape. For instance 
branches of trees or advertisement signs can look like triangles or circles. There- 
fore without a classification of the detected objects determining the false detec- 
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tion rate is not useful. 

The hardware we use is a standard hardware like the pentium II 333 MHz. This 
allows for one shape to run one cycle within 200 ms per image. For every further 
shape additionally 80 ms are needed. 

4 Conclusion 

The presented algorithm is able to detect different geometrical shapes in gray 
value images with real-time capabilities. The presented results show, that the 
algorithm is usable for online traffic sign recognition in gray value images. 
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Abstract. Lightfield rendering allows fast visualization of complex sce- 
nes by view interpolation from images of densely spaced camera view- 
points. The lightfield data structure requires calibrated viewpoints, and 
rendering quality can be improved substantially when local scene depth 
is known for each viewpoint. In this contribution we propose to com- 
bine lightfield rendering with a geometry-based structure-from-motion 
approach that computes camera calibration and local depth estimates. 
The advantage of the combined approach w.r.t. a pure geometric struc- 
ture recovery is that the estimated geometry need not be globally consi- 
stent but is updated locally depending on the rendering viewpoint. We 
concentrate on the viewpoint calibration that is computed directly from 
the image data by tracking image feature points. Ground-truth experi- 
ments on real lightfield sequences confirm the quality of calibration. 



1 Introduction 

There is an ongoing debate in the computer vision and graphics community 
between geometry-based and image-based scene reconstruction and visualization 
methods. Both methods aim at realistic and fast rendering of 3D scenes from 
image sequences. 

Geometric reconstruction approaches generate explicit 3D scene descriptions 
with polygonal (triangular) surface meshes. A limited set of camera views of 
the scene is sufficient to reconstruct the 3D scene. Texture mapping adds the 
necessary fidelity for photo-realistic rendering to the object surface. 

Image-based rendering approaches like lightfield rendering [14] and the lu- 
migraph [6] have lately received a lot of attention, since they can capture the 
appearance of a 3D scene from images only, without the explicit use of 3D geo- 
metry. Thus one may be able handle scenes with complex geometry and surface 
reflections that can not be modeled otherwise. Basically one caches all possible 
views of the scene and retrieves them during view rendering. 

Both approaches have their distinct advantages and weak points. In this con- 
tribution we discuss the combination of image-based rendering with a geometric 
structure-from-motion approach to obtain lightfields from image sequences of a 
freely moving camera. The necessary camera calibration and local depth esti- 
mates are obtained with the structure-from-motion approach. We will first give 
a brief overview of image-based rendering and geometric reconstruction techni- 
ques. We will then focus on the calibration problem for lightfield acquisition from 
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hand-held camera sequences. Experiments on lightfield calibration and geometric 
approximation conclude this contribution. 

2 Image-Based Rendering 

Image-based rendering techniques allow to capture a scene with a principally 
unlimited geometric complexity, with complex lighting and specular surface re- 
flections. The view rendering depends only on the efficiency of data access and 
not on the scene complexity, hence rendering in constant time is possible. The 
price to pay for this advantage is a very high amount of data and a tedious image 
acquisition. In fact, one has to obtain the plenoptic function of the scene space 
with viewing rays in all possible positions, which is a 5-dimensional function. 
Perfect rendering is possible only if all viewing rays of a newly rendered view 
intersect the focal centers of originally acquired views. Interpolation between vie- 
wpoints will cause a distortion that is dependent on the scene geometry as well. 
The amount of views to be acquired is limited by the storage requirements, since 
a dense view sampling of a scene might easily generate Gigabytes of image data. 
Therefore one must try to compress the data efficiently by removing the inherent 
redundancy. Since the approach is strictly image-based, no viewpoint extrapola- 
tion is possible. Furthermore the geometry is encoded implicitly in the data and 
there is no way to change geometric scene properties e.g. for animations. 

Recently two equivalent realizations of the plenoptic function were proposed 
in form of the lightfield [14] , and the lumigraph [6] . They handle the case when we 
observe an object surface in free space, hence the plenoptic function is reduced 
to four dimensions (light rays are emitted from the 2-dimensional surface in 
all possible directions). The 4-D lightfield data structure employs a two-plane 
parameterization (see fig. 1). Each light ray passes through two parallel planes 
with plane coordinates (s,t) and (w,i;). Thus the ray is uniquely described by 
the 4-tuple (w, u, s, t). The (s, t)-plane is the viewpoint plane in which all camera 
focal points are placed on regular grid points. The (w,i;)-plane is the focal plane 
where all camera image planes are placed with regular pixel spacing. The optical 
axes of all cameras are perpendicular to the planes. This data structure covers 
one side of an object. For a full lightfield we would need to construct six such 
data structures on a cube around the object. 

New views can be rendered from this data structure by placing a virtual 
camera on an arbitrary viewpoint and intersecting the viewing ray r with the 
two planes at (s,t,w,i;). The resulting radiance is a simple radiance lookup for 
r. This, however, applies only if the viewing ray passes through original ca- 
mera viewpoints and pixel positions. For rays passing in between the (s,t) and 
(w, v) grid coordinates an interpolation is applied that wifi degrade the rende- 
ring quality depending on the scene geometry. In fact, the lightfield contains 
an implicit geometrical assumption: The scene geometry is planar and coinci- 
des with the focal plane. Deviation of the scene geometry from the focal plane 
causes image warping. If depth information for each view is available, a specific 
geometrical warping can compensate the image distortion. Heidrich et al. [8] 
introduce a warping-based refinement from a depth-compensated lightfield to 
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viewpoint interpolation 
between s. and s._^ 




1 2 3 4 5 6 7 s 



Fig. 1. Left: 4-D lightfield data structure with viewpoint plane and (u^v) focal 

plane. Center: Rendering of novel views by interpolation of viewing ray r between 
the grid coordinates in the (s,n) slice. The radiance is interpolated from the object 
radiance at positions l(si^ u) and u). Image distortion occurs if the object surface 

deviates from the focal plane. Right: Tracking path for camera calibration along the 
[s^t)-viewing grid. Measurements are performed sequentially from image 1 to 49. 

synthesize intermediate views. They construct a dense lightfield from a sparse 
set of ray-traced synthetic images. This approach allows interactive visualization 
of complex ray-traced scenes that is split into the initial off-line ray-tracing of 
few images and the online refinement for lightfield rendering. The problem is 
facilitated by the fact that calibration and depth estimation is obsolete since we 
deal with synthetic scenes. The ray-tracer delivers all necessary depth informa- 
tion as side product of the rendering. The discussion above reveals two major 
problems when acquiring lightfields from real image sequences: 

- the need to directly obtain camera calibration from the image data, and 

- the need to estimate local depth for view interpolation. 

The original lumigraph approach [6] already tackles both problems. A cali- 
bration of the camera is obtained by incorporating a background with a known 
calibration pattern into the scene. The known specific markers on the backgro- 
und are used to obtain camera parameters and pose estimation [19]. It provides 
no means to calibrate the images from image data only. For depth integration the 
object geometry is approximated by constructing a visual hull from the object 
silhouettes. The hull approximates the global surface geometry but can not deal 
with local concavities. Furthermore, the silhouette approach is not feasible for 
general scenes and viewing conditions since a specific background is needed. This 
approach is therefore confined to laboratory conditions and does not provide a 
general solution for arbitrary scenes. 



3 Camera Calibration and Geometric Reconstruction 

The problem of simultaneous camera calibration and depth estimation from 
image sequences (structure-from-motion, SFM) has been addressed for quite 
some time in the computer vision community. In the case of known intrinsic ca- 
mera parameters, the camera pose as well as the scene structure can be estimated 
from correspondences in the 2D image sequence up to an unknown scale factor. 
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Longuet-Higgins [15] first demonstrated how to obtain structure and camera 
pose from eight point correspondences in one image pair. The uniqueness of this 
external calibration was proven in [18]. It exploits the basic relationship between 
image correspondences of a rigid scene, the Essential matrix E. The approach 
has been extended in several works, e.g. [10,4] to an arbitrary number of point 
correspondences and views using non-linear optimization methods. Faugeras [5] 
and Hartley [7] later demonstrated that a projective reconstruction is possible 
from image matches alone even if the camera is totally uncalibrated. 

A 3D scene reconstruction system using structure-from-motion was proposed 
by Beardsley et al. [1] who obtained projective calibration and sparse 3D struc- 
ture by robustly tracking salient feature points throughout an image sequence. 
We have extended their method to obtain metric reconstructions (Euclidean re- 
construction up to global scale) for fully uncalibrated sequences with methods 
of self-calibration [16]. For dense structure recovery a stereo matching techni- 
que was applied between image pairs of the sequence to obtain a dense depth 
map for each viewpoint. From this depth map a triangular surface wire- frame is 
constructed and texture mapping from the image is applied to obtain realistic 
surface models [11]. To summarize, we obtain a metric scene reconstruction in a 
3-step approach: 

1. Camera pose calibration is obtained by robust tracking of salient feature 
points over the image sequence, 

2. local dense depth maps for all viewpoints are computed from corresponden- 
ces between adjacent image pairs of the sequence, 

3. a global 3-D surface mesh approximates the geometry, and surface texture 
is mapped onto it to enhance the visual appearance. 

3.1 Combining Lightfield Rendering and SFM 

If we compare lightfield rendering and SFM, we see a considerable overlap. Both 
approaches require a good camera calibration and the estimation of local depth 
maps from the image data. For a geometric reconstruction we then need to 
combine all local depth estimates into a globally consistent surface model with 
a unique surface texture. This may be difficult to obtain for complex geometries 
and reflectivities. It would be better to compute depth maps only and to switch 
the geometry and surface texture depending on the current rendering viewpoint. 
And this is precisely what the lightfield approach can do once calibration and 
depth maps are given [8]. We therefore propose to combine the first two steps of 
our structure-from-motion approach with lightfield rendering. 

The calibration is facilitated for the lightfield approach since we use densely 
spaced viewpoints where the adjacent images are rather similar. The camera vie- 
wpoints are tracked sequentially (along the 1-D viewing path that the camera 
takes). However, for a lightfield we are obtaining a 2-D viewing surface with the 
camera viewpoints as nodes of this grid in the s, t-plane. With a moving camera 
we can scan this viewing surface row by row in a sequential fashion (see also 
Fig. 1, right). The camera poses are estimated by tracking salient image fea- 
tures throughout the sequence. Salient image feature points are matched using 
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robust (RANSAC) techniques for that purpose. At first feature correspondences 
are found by extracting intensity corners in different images and matching them 
using a robust corner matcher [17]. In conjunction with the corner matching a 
restricted calibration of the setup is calculated. This allows to eliminate mat- 
ches which are inconsistent with the calibration. The matching is started on the 
first two images of the sequence. The calibration of these views defines a metric 
coordinate system in which the projection matrices of the other views are re- 
trieved one by one. A depth triangulation of the corresponding image matches 
will give a 3D estimate of salient scene points. In subsequent views we utilize 
this 3D estimate to predict correspondences and to verify them throughout the 
sequence. The estimated 3D feature points also define a coarse estimate of 3D 
scene structure. The intrinsic camera parameters were calibrated offline [19] and 
the approach of [16] has been modified to estimate the camera poses only. This 
allows robust metric reconstruction from any camera motion. 

Once we have retrieved the metric calibration of the cameras we can use image 
correspondence techniques to estimate scene depth. For dense correspondence 
matching a disparity estimator based on the dynamic programming scheme of 
Cox et al. [2] is employed. It operates on rectified image pairs where the epipolar 
lines coincide with image scan lines. The rectification is easily obtained for each 
pair of adjacent viewpoints by projective mapping of the image planes onto 
standard parallel stereo geometry. The matcher searches at each pixel in one 
image for maximum normalized cross correlation in the other image by shifting 
a small measurement window (kernel size 5x5 or 7x7) along the corresponding 
scan line. The algorithm employs an extended neighborhood relationship and a 
pyramidal estimation scheme to reliably deal with very large disparity ranges [3]. 
It was further extended to multi- viewpoint depth analysis [11]. This allows to 
obtain locally consistent dense depth estimates for each viewpoint. 



4 Experimental Results 

In order to test the approach we used a calibrated robot arm for image acqui- 
sition. This allows us to obtain ground truth information for the camera pose. 
The intrinsic parameters were estimated off-line before the experiments. 

The camera is mounted on the arm of a robot of type SCORBOT-ER VII. 
The position of its picker arm is known from the angles of the 5 axes and the 
dimensions of the arm. Optical calibration methods have to be applied to de- 
termine the relative position of the camera to the picker arm. This is done by 
the hand/eye-calibration method of [20]. The main problem is to determine the 
position along the optical axis of the camera. The repetition error of the robot is 
0.2 mm and 0.03 degrees, respectively. Because of the limited size of the robot, 
we are restricted to scenes with maximum size of about 100 mm in diameter. For 
testing we used a scene with planar motion (compliant to the viewpoint plane) 
and a scene with spherical motion. 
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Fig. 2. Planar motion on a 7 x 7 viewpoint grid. Left: One of the input images. Middle: 
Corresponding dense depth map (color coded: dark=near,light=far, black=unde fined) . 
Right: 3D surface model and calibrated camera grid. The little pyramids symbolize the 
estimated camera poses. 

Planar Motion: To show the applicability for natural scenes, we chose a small 
cactus together with two mirrors. This scene has a non-trivial geometry with 
occlusions, spikes, reflections, etc., see fig. 2. In the planar case, we controlled 
the robot so that the center of projection moved within a planar 7x7 grid, the 
optical axis always intersecting one central point in the middle of the scene. The 
grid had spacing between the views of 13.3x16.6 mm. The orthogonal distance 
of the grid to the central point was 200 mm. This setup allows ground truth 
comparison of the camera calibration method. During calibration we tracked the 
camera positions sequentially row by row, moving like a snake from image 1 to 
49 over all views (see fig. 1, right). We did not consider the connectivity between 
the rows which would additionally stabilize the tracking. The calibrated sequence 
allows to reconstruct dense depth maps for each viewpoint. From the depth map 
we obtain local geometry for image warping. Results of the 3D surface modeling 
are shown in fig. 2. 

A quantitative evaluation of the camera calibration can be computed if we 
compare the length of the estimated displacements between adjacent camera 
positions (the baseline) with the baseline as given by the robot. Since the SFM 
algorithm generates only metric estimates (arbitrary scale for the baseline bet- 
ween the first two cameras) we scaled the estimates to the known robot baseline 
of 13.3 mm between the first two cameras. We could then measure all baselines 
between adjacent cameras. 

The result is summarized in table 4. We have to distinguish between the 
statistics of row and column displacements. Since the camera moved sequentially 
row by row (see fig. 1, right), only the camera positions along the rows were 
estimated directly. The adjacency between columns was not exploited which 
causes an increased column baseline error. Still, the column statistics show a very 
good agreement with the expected value and no significant error accumulation 
was noticed. These figures document the stability and accuracy of the proposed 
calibration method. The overall performance of the calibration is within the 
range of the robot arm accuracy. 

Spherical Motion The proposed system can work with any camera motion and 
is not confined to planar viewing planes. To test this we performed a spherical 
robot motion. In the spherical case the robot sampled a 8 x 8 spherical grid 
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Table 1. Statistical distribution of the baseline length between camera positions. 



Displacement 

Statistics 


ground truth robot 
baseline [mm] 


measured baselines 
mean [mm] 


standard 
deviation [mm] 


repeatability 
of robot [mm] 


rows 


13.30 


12.65 


0.478 


0.2 


columns 


16.60 


16.99 


0.931 


0.2 



with a radius of 230 mm. The viewing positions enclosed a maximum angle 
of 45 degrees. The results of the camera calibration and geometric estimation 
are shown in fig. 3. The estimated camera positions are equally spaced on the 
viewing sphere and the geometry shows quite some detail. 




Fig. 3. Spherical motion. Left: One of the input images. Center: Dense depth map of 
scene. Right: 3D surface model and calibrated camera grid of spherical scene. 



5 Conclusions and Further Work 

We have employed a geometric structure- from- mot ion approach for light field ca- 
libration and local depth estimation which can be used to improve lightfield 
rendering. Image acquisition as well as rendering quality will profit from this 
integration. Most notably, we were able to generate lightfields from image se- 
quences of freely moving cameras. 

We are currently working to further integrate both approaches. The ongoing 
research has delivered additional results which we could not include here but 
would like to refer to. The inherent two-dimensional relationship between light- 
held images has been exploited, resulting in a robust calibration of a 2D vie- 
wpoint mesh over all views [12] and improved depth reconstruction from the 
viewpoint mesh [13]. The image-based rendering approach has been adapted to 
incorporate local depth estimates and to render images from irregular viewpoint 
meshes of hand-held camera sequences [9]. 
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Abstract. As cheap and powerful 3D render engines become commonplace, 
demand for nearly realistic 3D scenes is increasing. Besides more detailed 
geometric and texture information, this presupposes the ability to map dy- 
namic textures. This is obviously needed to model movies, computer and 
TV screens, but also for example the landscape as seen from inside a mov- 
ing vehicle, or shadow and lighting effects that are not modeled separately. 
Downloading the complete scene to the user, before letting him interact with 
the scene, becomes very unpractical and inefficient with huge scenes. If the 
texture is not a canned sequence, but a stream, it is altogether impossible. 
Often a back channel is available, which allows on demand downloading so 
the user can start interacting with the scene immediately. This can save 
considerable amounts of bandwidth. 

Specifically for dynamic texture, if we know the viewpoint of the user (or 
several users), we can code the texture taking into account the viewing 
conditions, i,e, coding and transmitting each part of the texture with the 
required resolution only. 

Applications that would benefit from view-dependent coding of dynamic tex- 
tures, include (but are not limited to) multiplayer 3D games, walkthroughs 
of dynamic constructions or scenes and 3D simulations of dynamic systems. 
In this paper, a scheme based on an adapted OLA (Optimal Level Alloca^ 
tion) video codec is shown. Important data rate reductions can be achieved 
with it. 

Keywords: Texture coding, dynamic texture. 



1 Introduction 

The coding process of texture to be mapped on 3D-scenes can benefit from knowl- 
edge of rendering parameters, such as spatial configuration, lighting, haze, motion 
blur and resolution of the output device. If a back channel is present, the most 
obvious parameter to take account with is the viewpoint: clearly, if a huge texture 
map will be rendered on an object far away, or at a very sharp angle, there is no 
need to transmit it to full detail: many texture pixels wall be rendered to one image 
pixel. See [5] and [4] for the static case. Especially for dynamic texture, huge bit rate 
reductions can be obtained by coding the texture locally to only the resolution and 
quality needed. 

As is showm in figure 1, exploiting this information means that for each part of 
the texture, we have to calculate the distance, slant and tilt angle with which it wall 
be mapped. The calculation is based in the 3D scene information available at the 
transmitter and the view^point returned to the transmitter via the back channel. 
If there are multiple viewers, one could either send each one a different texture 
stream optimal for his owm view^point, or one could generate a single texture stream 
that satisfies all view^ers, at the expense of a higher bit rate. This, together with any 
other relevant information, allows us to calculate the lowest horizontal and vertical 

* This research has been sponsored by the ^Tnnd for Scientific Research'^ 

F. Solina and A. Leonardis (Eds.): CAIP’99, LNCS 1689, pp. 604-613, 1999. 

Springer- Verlag Berlin Heidelberg 1999 
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resolution needed in the texture map, such that the rendered scene will be of high 
enough quality. Finally, we can code the texture with a video coding engine that is 
able to code each part of the map just good enough for the required resolution. 





2 Coding Engine 

In general, any video coder could be used for the coding of dynamic texture. How- 
ever, DCT based coders, like MPEGl, MPEG 2 and even MPEG 4, do not have 
enough flexibility to easily change the resolution in specihc image areas and direc- 
tions. More specihcally, one can only drop higher order DCT coefficients to reduce 
the resolutions, which is a rather crude mechanism, often resulting in severe ringing. 

Ideally, we would like a coder, which allows to specify an arbitrary quality cri- 
terion for each image area. In this case, the quality criterion would include a di- 
rectional variable resolution hlter. The OLA coder is capable of dealing with any 
quality criterion. 



2.1 Standard OLA Coder 

The standard OLA video coder starts by analyzing the input images and assigning 
attributes of visual importance (like '^texture” or 'Sdsually important edges”) to 
each area. In this application, 16 x 16 blocks were used, but the algorithm is not 
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limited to this. The selected attributes correspond to a classihcation, which in its 
turn selects an appropriate visually relevant quality criterion. 

Then, for each image block, the best prediction is chosen out of two motion 
compensated predictions (one from the previous and one from the second previous 
image) from the prior images and an intra prediction. The motion vector selection 
algorithm has half pixel resolution and can handle illumination changes. The pre- 
diction selection and the motion vectors are predicted and the error is sent to an 
adaptive arithmetic coder (A AC). See [2]. 

The appropriate quality criterion is now evaluated and the result compared with 
the required quality. If quality is not sufficient, the average value of the prediction 
error is quantized and transmitted. The criterion is now re-evaluated and an OLA 
coding step is applied. This is done iteratively until the criterion is fulhlled (or the 
maximum number of iterations, normally 5, is reached). The number of iterations 
is predicted and A AC coded. 

The OLA coding step itself consists of the optimal selection of two levels, which 
are quantized and transmitted. Each pixel in the prediction error is now updated 
with one of these two levels, or with zero. The selection map is adaptively scanned, 
predicted and A AC coded. See 2.2 

Optionally, a motion vector deblocking and an image deblocking scheme are 
applied, inside the coding loop. See [1]. 

Although the encoding scheme is rather complex, mainly because of the anal- 
ysis steps, the decoding complexity is very low, which would make it suitable for 
downloading. 



2.2 OLA Coding Engine 

One of the most simple ways of coding one can imagine, consists of allocating a 
few levels, you could call them quantization levels, and assigning each pixel to the 
most appropriate one. This concept, shown in algorithm 1, is quite powerful, since 
it allows easy introduction of arbitrary quality criteria. 



Algorithm 1: OLA base algorithm 

regions = divide_into_REGIONS (image) 
foreach region in regions 

if OBTAlNED_Q(region) < REQUlRED_Q(region) 
nr .levels = determine_nr_levels (region) 
foreach Ivl in [1 : nr Jevels] 

value-level [Ivl] :::::: DETERMlNE_VALUE(region,lvl) 
foreach pixel in region 

value.to.code = original [pixel] - predicted[pixel] 
level.to.code = DETERMiNE_LEVEL(value_to_code) 
coded[pixel] -h = valueJevel [level.to.code] 



Initially, one would set the number of levels to 2, as is done in the traditional 
block truncation coding. This has some drawbacks however. The hrst is that we 
cannot be sure that one additional iteration will improve the quality for a single 
pixel. Suppose the previous iteration coded some pixel values perfectly. If the total 
quality was not sufficient, we make another iteration and the pixel values are now 
'ffip dated” to an incorrect value, as the levels will consist of a negative and a positive 
value. This means that the local quality does not necessarily improve monotonously 
while iterating. Visually this gives a rather unpleasing granular type of noise. So we 
decided to set the number of levels to 3, with the middle level hxed to zero. Only 
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now we are sure to improve local quality with each iteration, but still retain the 
advantage of only having to optimize two (independent) levels* This works best if 
we start off with a error histogram more or less centered around zero* We can easily 
obtain this by coding the DC level of the block prior to starting up OLA iterations* 



Deduction of the optimal level choice for 3 levels, one of which fixed to 
zero Suppose we have a general distribution F{i) of values to assign to one of 
three levels, called Li, Lq and Ly., the lower (negative) level, the zero level and the 
upper (positive) level* Our goal function or penalty function is a sum of weighted 
errors over all assignments* We take a square function as weighting* The square 
error function corresponds to the PSNR criterion* Note that in practice we will use 
different quality criteria, but it is in general impossible to take into account the 
exact ones for optimizing the levels, without needlessly complicating the codec* 

So our penalty for an assignment is 

F(LpLo,Ly)-/ ' {i-LifF{i)di+ f " {i-LofF{i)di (1) 

poo 

+ ii - Lur-F{i)di ( 2 ) 

The level Lq was ffxed to zero, for reasons described above* Therefore, we can split 
up the penalty in two independent parts* 




{i - LifF{i)di + 




i^F{i)di 




{i - Lu)^F{i)di 



Let's continue with the second of these similar expressions* It can be rewritten as: 






poo poo poo 

(L„) = / %^F{i)di - 2L„ / %F{i)di + / F{i)di 

Jo J J 



We now take the derivative to Ly and force it to zero* 



dF^jL,) 

dLn 



After some simpliffcation, we obtain 



0 :::::: - 





This can be rewritten as 

fZ iF{i)di 

= jk F{i)di 

In words, this means the Ly is the average of the population above "^* An analogous 
expression holds for Li * 

The value for Ly has to be found iteratively* It can be shown that after a few 
iterations the following expression almost always converges* 
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Bitmap Coding This is a critical point of the compression algorithm, as it gem 
erates the largest part of the total bitstream* 

The data we have to code consist of n x m rectangular blocks (usually 8x8, 
16x8orl6xl6) with I (usually 3) levels* Coding has to be reversible* 

We start by scanning the two dimensional block into a one dimensional array* We 
could of course do a simple left-to- right, top-to-bottom scanning, but, as neighboring 
pixels in the block have some correlation, it is better to try to increase the locality of 
the scanning* We can take some advantage of our knowledge of the visual attributes; 
we would ideally have to maximize the vertical locality for image blocks with the 
vertical edge attribute, horizontal locality for those with horizontal edges and the 
global locality for all others* This results in the three scanning patterns illustrated in 
hgure 2* The leftmost and center one are called horizontal and vertical oxen scan^, 
the rightmost one is the two dimensional Hilbert curve of order 3* In [3], Hilbert 
curves are proven to be superior in distance-preserving mapping than Peano or 
Reflected Binary Gray codes* The disadvantage is that they are dehned only for all 
dimensions equal to 2^* 




Fig. 2. Horizontal and vertical oxen and Hilbert curve scanning patterns for 8x8 blocks 



Simulations have shown that we can safely replace the Hilbert one by the hori- 
zontal oxen for luminance and by vertical oxen for chrominance without performance 
degradation* For blocks with both the horizontal and vertical attribute switched on, 
we take the horizontal oxen scan* 

We simply apply standard adaptive arithmetic coding to the input data, or we 
insert a differential encoding step, using the previous value for prediction, starting 
with a zero (the most frequent value)* 

2.3 Practical implementation of OLA 

Startup and DC level handling The 'Tlock-to-code” is constructed and its 
quality measured* If it is sufficient, the block is skipped* Otherwise, its DC level is 
coded* 

The average DC level of the error can be determined simply by adding the errors 
over all pixels and dividing the result by the number of pixels in the block* There 
several minor improvements that can be made to this approach when dealing with 
changes lighting conditions* 

The DC level of the error is quantized (rounded) to 8 bits precision* If the block 
was an INTRA block, the DC level could be quantized further to a smaller number 

^ The correct term would be boustrophedonic: (Gr* turning like oxen in plowing: to turn.) 
Relating to an ancient mode of writing, in alternate directions, one line from left to 
right, and the next from right to left (as fields are plowed), as in early Greek and 
Hitt it e. (Webster Dictionary) 
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of bits* This is not done for the moment, as there is no worthwhile performance 
benefit* The average DC level in this case behaves statistically like the pixels of an 
image, as it is nothing else than a crude subsampling* Therefore, we cannot expect 
to gain much improvement by simple coding tricks* 

If, on the contrary, the block was coded INTER and we use standard non- DC- 
corrected motion prediction, then we can assume that the DC value of the block 
will in general have a small absolute value* Here we are better ofi’ reserving only a 
small number of bits to code the DC level perfectly* We spend 3 bits for the Iclasses 
'^nothing” and '^masking”, and only 2 for the others, this both in luminance and 
chrominance* If the DC level is out of range, which happens only very sporadically 
when motion prediction fails completely, we have to saturate it at the maximum 
available level* The first OLA iteration will then be sub optimal, because it has to 
code the remainder of the DC bias* 

If on the other hand we use DC-corrected motion estimation, DC levels can be 
quite large, even in INTER mode* We can use the same system as before, but the 
number of saturated values becomes large, and the gain of the DC-correction in the 
motion compensation is lost* It is therefore better to retain one level as an escape 
code* After the escape code, we can send the quantized DC level* It turns out that 
4 to 5 bit is enough for this* At the switch-over between plain and escape coding, 
the determination level is slightly biased from the center towards the level with the 
shorter code length* 

After coding and transmitting the level, we can adjust the remaining error values 
to code by adding the DC level, and clipping the result to ITU-R601 levels* The 
iteration count for the block is updated to 1* 



Level determination and coding Now, the quality of the block is evaluated with 
the appropriate error criterion* If the block is good enough we skip to the next one* 
We iterate the level optimization formulae, until convergence* In all but a few 
exotic cases, 3 iterations are enough* 

When the levels are determined as described, they each span a range of 7 bits* In 
general, it is not needed to reserve 7 bits for them, as high absolute values are highly 
improbable and don't need to be transmitted perfectly, because they only occur in 
the beginning of the iteration process, and slight inaccuracies will be corrected later 
anyhow* So we can quantize these levels before transmission with only a few bits* 
After trial and error, the following scheme turned out to be best* For absolute 
values lower than 32, we code the value directly and perfectly with 5 bits* For 
values outside this range, we emit the escape code of 5 zeros, followed by 5 other 
bits representing the value quantized with the appropriate stepsize* 



The Borstelmann wrap-around addition Now, we determine which level we 
actually assign to a pixel error value to code, by wrap adding the level with the 
pixel value already coded, normalize the result to IRU-R range, and check which 
one is closest to the original* If more than one level reaches the same quality, the 
zero level is preferred* This improves later bitmap compression* The wrap adding 
can improve coding performance considerably in the initial iterations* 



Iteration Count Coding The number of iterations done per image block is trans- 
mitted separately* First the maximum number it determined and transmitted with 
a fixed number of bits* The remainder is then coded with A AC* 



“Just good enough’’ coding As was described, the main idea behind OLA is 
to code an image part better step by step, until a quality criterion if fulfilled* 
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Sometimes, the increase in quality an additional iteration results in, can be rather 
large (typically 6 dB), especially for the higher iteration counts* This does not come 
without a price: large quality improvements cost large amounts of bits. Because of 
this mechanism, we often overshoot the required quality. This is a waste of bits and 
results in an uneven quality. The overshoot problem becomes increasingly worse, if 
the required quality is low or is dynamic, as is the case in dynamic texture coding. 

The evident solutions consists of coding '^just good enough” for the quality 
criterion. The simplicity and flexibility of the OLA coding allows for this. 

Several algorithms are envisageable to reduce both bit rate and quality in small 
steps, depending on the quality criterion and the bitmap coding that are used. One 
should take care though, not to force ZERO pixels to LOW or HIGH, as this can 
result in flickering. 

The most obvious one is to increase the number of ZERO pixels, by applying a 
morphological closing with variable mask size on the bitmap. In case of arithmetic 
coding, it is better to apply it after scanning, because this better reduces bit rates 
and indirectly takes into account the visual attributes. 



3 Extended Quality Criterion 

Because of the information returned via the back channel, we know the viewpoint of 
the observer. We can easily calculate the distance, slant and tilt angle with respect 
to the image plane, of each part of the texture to be mapped. We express them 
in a visibility number, 0 meaning not visible (object at infinite distance, object 
occluded, or mapping plane perpendicular to the image plane) and 1 meaning fully 
visible (mapping plane coincides with the image plane). 

Then, we can than determine a mapping hlter that corresponds to the projection 
of the texture back to the image plain. The hlter is a directional subsampling hlter. 
As we are only interested in the quality after mapping, we can include it in the 
quality criterion for the OLA coding step. Because of linearity of the system, we 
can apply the hlter to obtain the coding errors after mapping from those in the 
texture domain. The errors after mapping are added up to determine the hnal 
quality of that image part. 

In the codec, the hlter is implemented as a variable size, separable Gaussian 
hlter. Theoretically, the size of this hlter can become inhnite. In practice we have 
to limit the size to about the coding block size. Mirroring is applied at the block 
borders to reduce bias. 

From the hltered errors, the PSNR could be calculated, but a slightly more 
complex measure is taken. The errors are sent though a lookup table consisting of 
three parts. First there is a dead zone around zero, to reduce the impact of (camera) 
noise, followed by a quadratic part, in accordance with the PSNR criterion, and 
hnally a linear part, to limit the ehect of large single pixel errors. The accumulated 
sum of these values returns a quality measure. 



3.1 Configuration 

In the setup of the coder, a number of possibilities remain open. For instance, what 
to do with texture mapped on a object that becomes occluded. We decided to 
continue sending only motion vectors, in order to minimize the data we have to 
send, when the object would reappear. 
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4 Simulation 

4.1 Room Walkthrough 

We constructed a virtual room, where a movie is playing in a flat television screen 
on the back walk Meanwhile, a person enters the room from a door at the backside, 
walks around the table and hnally takes a seat in the couch, close to the screen* 
The action takes 60 seconds* 

If we code the movie as plain video material, we need on average 3*17 Mbit/sec 
for MPEG2 like quality* If we code it as dynamic texture, only 0*79 Mbit/sec is 
needed* Rendered, both approaches result in the same quality* 

In hgure 3, you see a frame from the rendered scene, in hgure 5 the texture for 
the virtual television screen, once coded as video (top), once as dynamic texture 
(bottom) * Finally, in hgure 4 you see the momentary bit rates for the respective ways 
of coding* 




Fig. 3. Rendered scene 



5 Conclusion 

In complex 3D scenes, the exploitation of scene information, and especially the view- 
ing point, can greatly reduce the bit rate needed to transmit dynamic (and static) 
textures* This implies a coder able to deal with other quality criteria than plain 
PSNR* Existing DCT based (video) coders are not well suited for this application, 
mainly because the coding does not take place in space domain* More hexible, or 
ideally downloadable, (de) coding schemes are urgently needed* 



References 



L Bert DeKimydf, Luc Van Eyckein and Andre Oosterlinck* A simple deblocking scheme 
suitable for use inside the codec loop. In IEEE Proceedings, Meleeon ^94, Antalya, 
Turkey, volume 1, pages 9-12, April 1994. 




612 



B. DeKnuydt et al. 





28-Jan-1999 



Fig. 4. Bitrates for coding as video (top) and as dynamic texture (bottom) 
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Fig. 5. Screen coded as video (top) and as dynamic texture (bottom) 
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Abstract, This work describes the steps involved in the generation of 
a panoramic image, i.e., image acquisition, image registration and image 
merging. Different approaches for each of these steps are discussed and 
compared. The resultant images from image registration and image mer- 
ging are quantitatively evaluated to provide an indication to the per- 
formance of the different methods. The methods provided in this work 
can be used to generate panoramic images for the use of interactive 
panoramic viewing of images, architectural walk-through, and other ap- 
plications associated with the modelling of 3D environments. 



1 Introduction 

Recently a specialised form of image mosaicing known as image stitching, has 
become increasingly common [10], especially in the making of panoramic images. 
Stitched images are used in applications such as interactive panoramic movies, 
architectural walk-through, multi-node movies and other applications associated 
with modelling the 3D environment using images acquired from the real world. 

The first step in the generation of a panoramic image is image acquisition^ 
where a series of overlapping images is acquired. The second step, image regi- 
stration^ is then performed to find the translations which align adjacent images. 
Finally, in image merging^ the images are merged to form a panoramic image 
using the obtained translations, and the intensity values of the images are adju- 
sted if necessary. 

The series of images, ii, i 2 , for the generation of panoramic images 

can be acquired by either camera rotations, or camera translations. The images 
are taken with each movement of the camera until the desired range has been 
covered. It has been suggested to have at least 50% of the image overlap with 
the previous image and the other 50% of the image overlap with the following 
image [4] to improve the quality of the resultant panoramic image. 

Acquiring images by camera rotation requires the camera to be fixed at 
one spot and rotated with respect to the vertical axis in one chosen direction. 
Ideally, the Y-axis should pass the optical centre of the camera and the camera 
should not be rotated in directions other than the specified direction. Due to the 
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simplicity of this method, it is usually the preferred image acquisition method 
for the generation of panoramic images. 

In acquiring images by camera translations, the camera is shifted in a direc- 
tion parallel to the imaging plane. With this method, it is important to keep 
the image planes parallel to the direction of camera translation. However, as the 
distance between the camera and the object increases, so does required transla- 
tion distance. Therefore, image acquisition by camera translation may become 
difficult for objects that are distant from the camera. 

A common problem in image acquisition is the intensity shift between adja- 
cent images due to the variation in the lighting conditions. The appearance of 
high-lights also degrade the quality of the acquired images. 

Distortions caused by lens aberrations also need to be corrected. Perspective 
distortions caused by wide-angle lens, such as pincushion and barrel distortions, 
may also be corrected by the use of a grid [2]. Such corrections are required in 
order to register the acquired images later on. 

This paper discusses the processes of image registration and image merging. 
It is our objective to evaluate several image stitching methods such that a quan- 
titative indication of the performances of the various methods can be provided 
for reference. 

2 Image Registration 

The process of image registration aims to find the translations to align two or 
more overlapping images such that the projection from the view point through 
any position in the aligned images into the 3D world is unique. 

An image registration method usually consists of four main components [3]. 
The feature space refers to the set of features to be used in the comparison of the 
images, for example, the intensity values, contours and textures. The similarity 
measure is a function which returns a scalar value to provide an indication of the 
similarities between features. The search space is a set of possible transformations 
for aligning the images, such as translations or rotations. The search strategy is 
the algorithm that decides how to select the next transformations from the search 
set. By varying the contents of these four components, different registration 
methods with different behaviours can be constructed. 

2.1 Used Components 

Over the years, a number of image registration methods have been proposed. 
These methods usually involve pattern matching to find the transformations re- 
quired to align the images [1,3,5,6,11]. In this section, selected components from 
previously proposed methods are used to construct image registration methods. 
A vector will be used to represent the different components used in each registra- 
tion method. Table 1 shows the different components used in image registrations. 

For the calculation of the similarity measure, let Wk{i^j) be a single, fixed 
window defined on image A and Wkpi^(^u,v) be a moving window defined on 
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image Ik^i^ centered at position Let Sk{u^v) be the similarity measure 

for position The first similarity measure calculates Sk{u^v) by 

m n 

Sk{u,v) = j2J2 ( 1 ) 

i=l j = l 

The second measure Sk{u^v) are squared differences 

m n 

Sk{u,v) = j)p (2) 

i=l j=l 

The third measure Sk{u^v) is the correlation 

m n 

Sk{u,v) = EE 

i=l j = l 

and the fourth measure is the standard deviation of all intensity differences 

Wk{iJ) - Wk+iXu,v){hj)Jori= 1, ...,m and j = (4) 

Once the similarity measures have been calculated for all possible positions (w, v) 
on Ik^i^ the optimal matching position, denoted by is selected such that 

the value of is optimal. The transformation required to align Ik and 

Ik^i can then be obtained from 

One of the search spaces used include all possible translations for registering 
adjacent images. The other search space uses an exhaustive search for the first 
pair of images and restricts following translations according to the translations 
required to align previous images, while allowing some variations. 

The search strategies used include an exhaustive search strategy which cal- 
culates the similarity measure for each transformation in the search set. Another 
search strategy is a 2D binary step search [12] which determines the next posi- 
tion to calculate the similarity measure according to the similarity measure at 
the current position and a specified set of near-by pixels. 



Table 1. Components used in image registration methods. 



No. 


Feature space 


Similarity measure 


Search space 


Search strategy 


1 


averaged intensities 


absolute differences 


all translations 


exhaustive search 


2 


binary edges 


squared differences 


restrict set of 
translations 


2D binary 
step search 


3 




correlation product 






4 




standard deviation 
of intensity differen- 
ces 
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Table 2. Vector encodings for image registration methods. 



No. 


Method 


No. 


Method 


No. 


Method 


No. 


Method 


No. 


Method 


1 


[1,1, 1,1] 


4 


[1,3,1,1] 


7 


[1,1,1,2] 


10 


[1,3,2,1] 


13 


[1,4,2,2] 


2 


[2,1,1,1] 


5 


[1,4,1,1] 


8 


[2,1,2, 1] 


11 


[1,4,2,1] 






3 


[1,2,1,1] 


6 


[1,1,2,1] 


9 


[1,2,2, 1] 


12 


[2,1,2,2] 







2.2 Used Registration Methods 

Table 2 gives a list of image registration methods which may be obtained by 
varying the four different components from the basic image registration method^ 
[1,1, 1,1]- Each image registration method is given by a vector that contains 
four elements, respectively representing the feature space, similarity measure, 
search space and the search strategy. The numberings of the components are 
given in Table 1. For example, the method indicated by [1,1, 1,1] means that 
the method has a feature space containing the averaged intensities, a similarity 
measure calculated by the absolute difference of intensity values, a search space 
containing all of the possible translations, and an exhaustive search strategy 
which calculates the similarity measures for all of the translations within the 
search space. 

2.3 Compsirison of Methods 

The images registered by the image registration method mentioned in Section 3.2 
are used to evaluate the performance of each method quantitatively. Equation 5 
calculates the sum of differences between the translations obtained by the image 
registration method and the manually obtained translations 

k k 

dver ^ ^ i^m^ver (i)}^ and dhor = E horOy (5) 

i=l i=l 

where t^er{'^) and thor{'^) are the obtained vertical and horizontal translations 
and tjn^veri'^) and t^n^hori'^) are the manually obtained translations for the Th 
image. Results for one example of a panoramic image (see Fig. 1) are shown in 
Table 3. The methods are ranked according to the magnitudes of the differences. 
The ranking of 1 is given to the method which has the smallest overall difference 
with the manually obtained translations. Fig. 1 shows the images registered by 
method number 8. 

3 Image Merging 

Image merging is the process of adjusting the values of pixels in two registered 
images, such that when the images are joined, the transition from one image to 
the next is invisible. At the same time, the merged images should preserve the 
quality of the input images as much as possible. 
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Table 3. Summary of differences and ranking of methods for the image in Fig. 1 



Method 


dver 


dhor 


dver T dkor 


Rank 


1 


3664 


6696 


10360 


12 


2 


44 


240 


284 


2 


3 


1552 


5440 


6992 


11 


4 


13892 


12196 


26088 


13 


5 


26 


282 


308 


4 


6 


23 


700 


723 


5 


7 


2870 


2779 


5649 


10 


8 


10 


240 


250 


1 


9 


151 


708 


859 


6 


10 


499 


1768 


2267 


8 


11 


17 


282 


299 


3 


12 


77 


1925 


2002 


7 


13 


166 


2142 


2308 


9 



3.1 Image Merging Methods 

Table 4 shows four methods used to merge adjacent images. The first image 
merging method was proposed in [8]. It has been applied to the red, green and 
blue channels separately to merge colour images. 

The seam is defined as a line between two columns in the final panoramic 
image where images Ik and Ik^i contribute on either side of the line. 

Method 1: Let n be the number of pixels on either side of the seam that are to 
be adjusted and let e/^ be the intensity difference across the seam. Hk^k^i is the 
image obtained by merging images Ik and The intensity values of Hk^k^i 

are given by 

tik,k+^{i,rk- j) = lk{i,rk- j) - {n- j)ek{i) and (6) 

Hk,k+i{h e + j) = Ik +1 {h e +1 + j) {n — 

where Vk and Ik^i are the indices of columns immediately on the right and left 
hand side of the seam. 

Although the first merging method can remove the seam between joined 
images, the intensities are adjusted only with respect to the intensity difference 




Fig. 1. Example of a panoramic image (Tamaki Campus) where the images are regi- 
stered by method 8. See citr.auckland.ac.nz/research/cvu/project s/demos. 
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Table 4. image merging methods. 



No. 


Intensity adjustment 


1 


with respect to intensity diflerences across the seam 


2 


with respect to median of intensity diflerences across the seam 


3 


with respect to corresponding pixels in overlapping regions 


4 


with respect to corresponding pixels in filtered overlapping regions 



across the seam. A large fluctuation in the magnitude of the difference causes the 
whole row to be much brighter or darker than its neighbouring rows. Therefore, 
intensity discontinuities in the vertical direction occur in the merged images. 
Method 2: In the second merging method, the median of intensity differences is 
used to avoid selecting large fluctuations in the intensity differences. Let 
represent the median of intensity differences for row i, it is given by 

mj, (i) = median {ej, (i - c) , e/^ (i - c + 1) , (i + c)} (7) 

The values of rnk then substitute Ck in Equation 6 for the calculation of the 
intensities in the merged image. 

Method 3: Another way of adjusting the intensity values in the merged image 
is to consider the intensity values in the overlapping regions of the images. In 
the third image merging method, the contributions of the intensities are linearly 
varied across a neighbourhood of the seam. The intensities in the merged image 
are calculated by 



— 7 TT 7 

Hk,k^l {h ^k + j) = 2^ * (L ^k + j) H ' Ik^l {h ^k^l + j ~ 1) (8) 

This method successfully removes the seam in cases where the overlapping re- 
gions of image Ik and Ik^i differ by an intensity shift. However, the relative 
positions and shapes of the features within the overlapping regions may also 
vary due to object movement, parallax errors in image acquisition, or failure 
to And the ideal translations between images during image registration. In such 
cases, the image merging method may produce an effect know as the double 
exposure effect 

Method f: In method number four, a low-pass Alter is applied on the overlapping 
region to extract the low frequency components that contribute to the overall 
intensities of the image, the intensity values in the merged image are then calcu- 
lated according to the intensity values in the Altered images to avoid the double 
exposure effect. In our work, the contributions to the merged image from the 
Altered images are set to be less than 50%. Equation 9 calculates the intensities 
in the merged image using the median Altered images Mk and Mkpiy 

{ (n-j)Mk(i,rkPj) . (7i+j)jfe+i(y^fe+i+j-l) . r n-j Q 5 
2n ' 2n ^ 2n — 

(n-j)Ik(iUk^j) (nPj)Mk+i(i,lk + iPj-l) • £ n+j ^ Q 5 



( 9 ) 
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This method is able to reduce the appearance of the double exposure effect and 
remove the seam between the joined images. 

3.2 Comparison of Image Merging Methods 

In this section the comparison of the image merging methods has been done 
with respect to two criteria, the elimination of the seam and the preservation of 
image quality. 

It has been found that all of the above image merging methods can eliminate 
visible seams. The qualities of the merged images are evaluated by the differences 
between the contrast of the merged and the original images. Contrast is used to 
mean the intensity differences between neighbouring pixels and the contrast of 
images H and I are respectively represented by H' and /b The image merged 
with original images ly. and is represented by The performance 

measure dk denotes the sum of differences in contrast between Hk^k^i and 
and dk^i denotes the sum of differences in contrast between Hk^k^i and 
dk and dk^i are calculated by 

H n 

( 10 ) 

i=l j = l 

H n 

dk + l = NN ® + j) “ ^k + l{k+j)\ 

i=l j = l 

Table 5 contains the mean and variance of the performance measure obtained 
for several pairs of images. 

By using the contrast differences to measure the image quality of the merged 
images, the second image merging method has been found to have the best 
performance for our example of panoramic images. 

4 Resultant Panoramic Images 

From the evaluations conducted, the best performing image registration and 
image merging methods are used to generate several panoramic images from 
series of images. One of the panoramic images stitched by the implemented 
image stitcher is shown in Fig. 2. The image has been divided into two parts to 
fit onto one page. 



Table 5. Mean and variance of contrast differences. 





Method 1 


Method 2 


Method 3 


Method 4 




dk 


dk-\-l 


dk 


dk-\-l 


dk 


dk-\-l 


dk 


dk-\-l 


mean (xlO^) 


118.2 


60.9 


8.0 


7.5 


30.2 


29.1 


24.4 


23.6 


variance (xlO^^) 


21217.0 


161.5 


6.1 


3.7 


58.3 


23.2 


34.0 


7.2 
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Fig. 2. Example of a resultant panoramic image. 

5 Conclusions and Future Directions 

In this work, we have discussed different methods for achieving image registration 
and merging. The methods have also been quantitatively evaluated. 

Image stitching provides a cost effective and flexible alternative to acquire 
panoramic images using a panoramic camera. The generated panoramic images 
can be used for 360 degree interactive panoramic movies, such as QuickTime 
VR, or multi-node panoramic movies. 

In conclusion, we hope that our work is able to provide some fundamental 
ideas to those wishing to further investigate the process of image stitching and 
the image stitcher in the future. 
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Abstract. This paper casts the problem of point-set alignment via Pro- 
crustes analysis into a maximum likelihood framework using the EM 
algorithm. The aim is to improve the robustness of the Procrustes alig- 
nment to noise and clutter. By constructing a Gaussian mixture model 
over the missing correspondences between individual points, we show 
how alignment can be realised by applying singular value decomposition 
to a weighted point correlation matrix. Moreover, by gauging the rela- 
tional consistency of the assigned correspondence matches, we can edit 
the point sets to remove clutter. We illustrate the effectiveness of the 
method matching stereogram. We also provide a sensitivity analysis to 
demonstrate the operational advantages of the method. 



1 Introduction 

The problem of point pattern matching has attracted sustained interest in both 
the vision and statistics communities for several decades. For instance, Ken- 
dall [8] has generalised the process to projective manifolds using the concept of 
Procrustes distance. Ullman [15] was one of the first to recognise the importance 
of exploiting rigidity constraints in the correspondence matching of point-sets. 
Recently, several authors have drawn inspiration from Ullman’s ideas in deve- 
loping general purpose correspondence matching algorithms using the Gaussian 
weighted proximity matrix. For instance Scott and Longuet-Higgins [11] locate 
correspondences by finding a singular value decomposition of the inter-image 
proximity matrix. Shapiro and Brady [12,13], on the other hand, match by com- 
paring the modal eigenstructure of the intra-image proximity matrix. In fact 
these two ideas provide some of the basic groundwork deformable shape models 
of Cootes et al [5] and Sclaroff and Pent land [10] build. This work on the co- 
ordinate proximity matrix is closely akin to that of Umeyama [16] who shows 
how point-sets abstracted in a structural manner using weighted adjacency gra- 
phs can be matched using an eigen-decomposition method. These ideas have 
been extended to accommodate parametererised transformations [17] which can 
be applied to the matching of articulated objects [18]. More recently, there have 
been several attempts at modelling the structural deformation of point-sets. For 
instance, Amit and Kong [4] have used a graph-based representation (graphical 
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templates) to model deforming two-dimensional shapes in medical images. La- 
des et al [9] have used a dynamic mesh to model intensity-based appearance in 
images. 

Broadly speaking the aim of point pattern matching is to recover the transfor- 
mation between image and model co-ordinate systems. In order to estimate the 
transformation parameters a set of correspondence matches between features in 
the two co-ordinate systems is required. In other words, the feature points must 
be labelled. Posed in this way there is a basic chicken- and-egg problem. Before 
good correspondences can be estimated, there need to be reasonable bounds on 
the transformational geometry. Yet this geometry is, after all, the ultimate goal 
of computation. This problem is usually overcome by invoking constraints to 
bootstrap the estimation of feasible correspondence matches. If reliable corre- 
spondences are not available, then a robust fitting method must be employed 
[13,12]. This involves removing rogue correspondences through outlier rejection. 

The idea underpinning this paper is to provide a new framework for the 
maximum likelihood alignment of point-sets which allows linkage between ali- 
gnment and correspondence. Specifically, we aim to realise iterative Procrustes 
alignment using the EM algorithm. The possibility of hidden or missing data 
provides a natural way of representing the unknown correspondences between 
individual points. In the maximisation step of the algorithm, we align the points 
so that they minimise the weighted Procrustes distance. In the expectation step 
the positional residuals are used to estimate correspondence matching probabi- 
lities used in the weighting process. Editing to correct structural errors in the 
point-sets can be performed on the basis of the consistency of the pattern of 
matches. These three processes are interleaved and iterated to convergence. 

2 Point-Sets 

Our goal is to recover the parameters of a geometric transformation that 
best maps a set of image feature points w onto their counterparts in a model z. 
In order to do this, we represent each point in the image data set by a position 
vector Wi = {xi^yi)^ where i is the point index. This vector represents the two- 
dimensional point position in a homogeneous coordinate system. We will assume 
that all these points he on a single plane in the image. In the interests of brevity 

we will denote the entire set of image points by w = G P} where V 

is the point index-set. The corresponding fiducial points constituting the model 
are similarly represented by z = G where denotes the index-set 

for the model feature-points Zj. 

Later on we will show how the two point-sets can be aligned using singular 
value decomposition. In order to establish the required matrix representation 
of the alignment process, we construct two co-ordinate matrices from the point 
position vectors. The data-points are represented by the following matrix whose 
columns are the co-ordinate position vectors, 

D={wi W2 .... W|D|) (1) 

The corresponding point-position matrix for the model is 

M = {zi Z2 .... Z^Ml) 



( 2 ) 
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One of our goals in this paper is to exploit structural constraints to improve 
the recovery of transformation parameters from sets of feature points. We ab- 
stract the representation of correspondences using a bi-partite graph. Because 
of its well documented robustness to noise and change of viewpoint, we adopt 
the Delaunay triangulation as our basic representation of image structure [14,7]. 
We establish Delaunay triangulations on the data and the model, by seeding 
Voronoi tessellations from the feature-points [1,2,3]. 

The process of Delaunay triangulation generates relational graphs from the 
two sets of point-features. An example is shown in Figure 1. More formally, the 
point-sets are the nodes of a data graph Gjj — {V^Ejj} and a model graph 
Gm = {2W, Em}- Here E]j CVxV and Em C A4 x A4 are the edge-sets of the 
data and model graphs. 

3 Dual Step EM Algorithm 

The aim in this paper is to show how the Procrustes alignment of the two 
point-sets can be realised using the EM algorithm. The ultimate goal of the 
alignment process is to identify point-to-point correspondences between the data 
and the model. Moreover, we are interested in the case where there are significant 
structural differences between the two-point sets due to the addition of noise or 
the occlusion and drop-out of certain feature-points. 

The EM algorithm provides a natural framework for recovering the required 
correspondences. The method is concerned with finding maximum likelihood so- 
lutions to problems posed in terms of missing or hidden data. In the alignment 
problem it is the correspondences which are missing and the transformation para- 
meters that need to be recovered. The utility measure underpinning the method 
is the expected log-likelihood function. Under the assumption that the positional 
errors between the aligned point-sets are Gaussian, then the maximum likelihood 
problem becomes one of minimising a weighted squared error measure or Procru- 
stes distance. The weights used to control the different positional errors are in 
fact the a posteriori probabilities of the point correspondences. The EM algo- 
rithm iterates between two interleaved computational steps. In the expectation 
step the a posteriori correspondence probabilities are estimated from the current 
position errors by applying the Bayes formula to the Gaussian distribution fun- 
ctions. In the maximisation step the alignment parameters are estimated so as 
to maximise the expected log-likelihood function. This is equivalent to minimi- 
sation of the weighted error measure. Here we realise the maximisation step by 
adopting a matrix representation of the point-sets together with their putative 
correspondence probabilities and applying singular value decomposition to reco- 
ver the alignment parameters. In practice we iterate the Procrustes alignment 
on a weighted correspondence matrix. 

3.1 Mixture Model 

The idea underpinning the EM algorithm is to construct a mixture model over 
the hidden data to explain the distribution of the observed data. The ultimate 
goal is the set of maximum likelihood parameters <P which explain the observed 
distribution of data. In our alignment problem, the observed data are the position 
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vectors belonging to the set w. The parameters are the translation, rotation and 
scaling required by the Procrustes alignment of the point-sets. 

The method commences by assuming that the different observations are in- 
dependent of one-another. As a result we can factorise the joint conditional 
likelihood of the data over the individual point position vectors, i.e. 

p(w|$) = Pp(wi|$) (3) 

iex> 

The next step is to focus on the probability distribution p[wi\$). Here we as- 
sume that the observed data-point positions have arisen from the model-points 
via a measurement process. However, the original model point is hidden from 
us. We must therefore entertain the possibility that each data point may have 
originated via measurement from any of the model-points. This situation is ex- 
pressed probabilistically by constructing a mixture model over the set of hidden 
model-data associations or correspondences. As a result, we write 

p{Wi\<P) = ^p{Wi\Zj,^)TTij (4) 

jeM 

where p[wi\zj ^ <P) is the probability distribution for the data-point position mea- 
surement or observation Wi to have originated from the model-point Zj under 
the set of alignment parameters The quantity 7Vij is the mixing proportion 
required for the model-point Zj in explaining the observation 

With these ingredients, the complete likelihood function that has to be ma- 
ximised is 

£ = n (5) 

ieVjeM 

The idea underpinning the EM algorithm is to accommodate the hidden data, be 
re-couching the maximisation of the likelihood function in terms of the expected 
log-likelihood function. It was Dempster, Laird and Rubin [6] who originally 
showed that maximising the expected value of the log-likelihood function under 
hidden or missing data, was equivalent to maximising the following quantity 

EE F{zj\wi^<P^'^^) hi p{wi\zj ( 6 ) 

ieVjeM 

According to this viewpoint the a posteriori probabilities available at iteration n 
of the algorithm are used to compute the expectation value of the log-likelihoods 
of the missing data at iteration n T 1. 

3.2 Maximisation 

To develop a useful alignment algorithm we require a model for the measurement 
process. Here we assume that the observed position vectors, i.e. Wi are derived 
from the model points through a Gaussian error process. Suppose that the revised 
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estimate of the position of the point Wi under the set of alignment parameters 

cp{r^) 

is According to our Gaussian model of the alignment errors, 












2 ^^ 



exp 






A" 



{n) \ 

-w\ > ) 



( 7 ) 



where A is the variance-covariance matrix for the point measurement errors. 
Here we assume that the position errors are isotropic, in other words the errors 
in the x and y directions are identical and uncorrelated. As a result we write 
A = where i 2 is the 2x2 identity matrix. With this model, maximisation of 
the expected log-likelihood function reduces to minimising the 

weighted square error measure 



^ = E E A, - - »!"') (8) 

where we have used the shorthand notation to denote the a posteriori 

correspondence probability P{zj\wi^^^'^^), 

We would like to recover the maximum likelihood alignment parameters by 
applying Procrustes normalisation to the two point-sets. This involves perfor- 
ming singular value decomposition of a point-correspondence matrix. In order 
to develop the necessary formalism, we rewrite the weighted squared error crite- 
rion using a matrix representation. Suppose that is the data- responsibility 

matrix whose elements are the a posteriori correspondence probabilities 
With this notation the quantity S can be expressed in the following matrix form 



s = Tr[M^^ M] - + (9) 

Since the first and third terms of this expression do not depend on the ali- 
gnment of the point-sets we can turn our attention to maximising the quantity 
P = where is the revised matrix of point-positions 

which we aim to estimate via maximisation of S. This quantity can be thought 
of as a weighted measure of overlap or correlation between the point-sets under 
the current alignment estimate. It is worth pausing to consider its relationship 
with measures exploited elsewhere in the literature on point pattern matching. 
The quantity D is simply the standard measure of overlap that is minimised 
in the work on least-squares alignment [17]. The matrix IT, on the other hand, 
is just the inter-image proximity matrix used by Scott and Longuet-Higgins [11]. 
So, the utility measure delivered by the EM algorithm play a synergistic role. 
The inter-image point proximity matrix weights the least-squares criterion. 

The quantity tF can be maximised by performing a singular value decom- 
position. The procedure is as follows. The matrix is factorised 

into a product of three new matrices A, V and Z\, where Z\ is a diagonal matrix 
whose elements are either zero or positive, and U and V are orthogonal matrices. 
The factorisation is = UAV^ . 
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The matrices U and V define a rotation matrix O which aligns the principal 
component directions of the point -sets M and D. The rotation matrix is equal 

With the rotation matrix to hand we can find the Procrustes alignment 
which maximises the correlation of the two point sets. The procedure is to first 
bring the centroids of the two point-sets into correspondence. Next the data 
points are scaled to that they have the same variance as those of the model. 
Finally, the scaled and translated point-sets are rotated so that their correlation 
is maximised. 



To be more formal the centroids of the two point-sets are = E[w\ 
and fj,j\4 = The corresponding covariance matrices are 

and Um = E[{zj - - /xm)^]- 

With ingredients the update equation for re-aligning the data-points is 






(n+l) 



TrU 



IJ‘M 



TrUu 









( 10 ) 



3.3 Expectation 

In the expectation step of the EM algorithm the a posteriori probabilities of 
the missing data (i.e. the model-graph measurement vectors, Zj) are updated 
by substituting the revised parameter vector into the conditional measurement 
distribution. Using the Bayes rule, we can re-write the a posteriori measure- 
ment probabilities in terms of the components of the corresponding conditional 
measurement densities 






aiyp{wi,Zj\<P^^^) 



( 11 ) 



The mixing proportions are computed by averaging the a posteriori probabilities 
over the set of data-points, i.e. 



(X- ■ 
rj 









( 12 ) 



3.4 Structural Editing 

The final step in the matching process is to edit the data point-set to remove 
unmatchable points which are noise or clutter. The aim here is to measure the 
consistency of the arrangement of correspondence matches on each neighbour- 
hood of the Delaunay graph. We meet this goal by comparing the matched edges 
of the data-graph with those in the model graph. 

In order to gauge the consistency of match, we represent the state of corre- 
spondence match between the nodes of the data-graph and those of the model 
graph using a function : V ^ A 4 , The statement = j means that the 

data-graph node i is matched to the model-graph node j at iteration n of the al- 
gorithm. The matches are assigned on the basis of the maximum a posteriori cor- 
respondence probabilities. In other words, = arg maxj/^;\4 . 
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The pattern of the assigned matches is used to compute a probability of com- 
patible correspondence arrangement. To compute this probability, we appeal to 
the model of structural pattern error recently reported by Wilson and Hancock 
[19] for graph-matching by discrete relaxation. Accordingly, we assume that the 
probability of erroneous edge insertion is By counting the number of consi- 
stently matched edges in the neighbourhood of each node we can the measure 
of consistency of correspondence match. The number of consistently matched 
edges for the correspondence match = j is Hi j = ~ 

where the consistency of each edge is measured by the quantity 



e 



i^i' 



1 if (j, /(*')) <^ 

0 otherwise 



(13) 



With this consistency measure to hand, the probability of compatible correspon- 
dence match is 



exp 











(14) 



where // = In This probability is used to make decisions concerning the 

deletion of nodes from the data graph that fail to find a consistent correspondence 
match. The node i is deleted if < F^. Once a point has been deleted the 
remaining points are retriangulated. 

4 Experiments 

In this section we provide some experimental evaluation of the new alignment 
method. This is divided into two sections. First, we provide a simulation study 
to provide some sensitivity characteristics, second, we provide some real world 
experiments on stereo images. 

To evaluate the robustness of the novel approach, we furnish a sensitivity 
study which compares the new iterative alignment method with the standard 
non-iterative Procrustes alignment. We have used randomly generated point- 
sets. We have added controlled fractions of clutter to the random point-sets. 
Figure la shows the comparison. When the clutter level is less than 10%, the 
EM alignment method always outperforms non-iterative Procrustes alignment. 

Our next experiment aims to determine the accuracy of the new alignment 
method under increasing levels of clutter. From figure lb we can see that if 
the structural corruption is lower than 10%, the average registration error is 
reasonably low(under 2%). 

Finally, we provide some examples on real-world data. Here we use pairs 
of stereo images of an office scene to test the proposed algorithm. Figure 2 
shows the correspondences using conventional Procrustes alignment. There exist 
significant correspondence errors. When the EM method is used, most of the 
false correspondences are removed (Eigure 3). 
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(a) a. Comparison of the corre- 
spondence error 



(b) b. Registration error subject 
to the clutter level 



Fig. 1. Sensitivity study 




Fig. 2. Correspondence after Procrustes alignment 

5 Conclusions 

In conclusion, we have shown how the process of Procrustes alignment can be 
formulated as a maximum likelihood estimation problem using the EM algo- 
rithm. This interpretation leads to a new point-set similarity measure in which 
point correspondence probabilities weight the standard least-squares point over- 
lap distance. In other words, our new measure of point-set similarity combines 
the ideas already developed by Scott and Lonquet-Higgins, and, Umeyama in a 
single statistical utility measure. Moreover, our new method both allows structu- 
ral constraints to be imposed on Procrustes alignment and provides a framework 




Fig. 3. Correspondence after graph editing 
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for point-set editing to remove noise and clutter. The method leads to more ac- 
curate point-set alignment. 
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Abstract. This paper describes a structural method for object align- 
ment by pose clustering. The idea underlying pose clustering is to de- 
compose the objects under consideration into k-tuples of primitive parts. 
By bringing pairs of k-tuples into correspondence, sets of alignment pa- 
rameters are estimated. The global alignment corresponds to the set 
of parameters with maximum votes. The work reported here offers two 
novel contributions. Firstly, we impose structural constraints on the ar- 
rangement of the k-tuples of primitives used for pose clustering. This 
limits problems of combinatorial background and eases the search for 
consistent pose clusters. Secondly, we use the EM algorithm to estimate 
maximum likelihood alignment parameters. Here we fit a mixture model 
to the set of transformation parameter votes. We control the order of the 
underlying mixture model using a minimum description length criterion. 



1 Introduction 

Pose clustering [10,11,5,7] is a voting method that allows recognition to be achie- 
ved via object alignment. Although it shares the feature of voting with techni- 
ques such as geometric hashing [15] and the generalised Hough transform [1], 
it has the unique feature of explicitly recovering the transformation parameters 
required to align the component parts of shapes. The idea underpinning the me- 
thod is to construct a distributed object representation. Both model and data 
are decomposed into subparts or k-tuples of object-primitives. By bringing each 
data k-tuple into correspondence with each k-tuple of the model, a set of align- 
ment parameters is generated. The different parameter values resulting from the 
putative k-tuple correspondences are used as votes from the global alignment 
parameters. Recognition is effected by searching for local maxima in the vote 
accumulator. The main advantage over direct alignment or template matching 
methods [12,14,6] is robustness to the addition of clutter or partial occlusion and 
the use of a distributed object representation. 

One of the problems which limits pose clustering is that of combinatorial 
background. The main problem stems from the fact that all model and data k- 
tuples must be permuted and compared in order to explore the set of potential 
primitive correspondences before the set of alignment votes can be accumulated. 
This not only implies a considerable computational overhead, it also means that 
considerable ingenuity must be expended in searching for the set of consistent 
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alignment parameters which may become swamped by background. The aim in 
this paper is to consider how relational constraints on the arrangement of the 
k-tuples can be used to control the problems of background. 

The idea underpinning our method is as follows. We commence by imposing 
a graph-structure on the raw image primitives used to construct the k-tuples. If 
the primitives are represented by points (e.g. corners, line-centres or region cen- 
troids) then the graph could be a neighbourhood structure such as the N-nearest 
neighbour graph, the Delaunay triangulation, the Gabriel graph or the relative 
neighbourhood graph. If the primitives are line-segments then the constrained 
Delaunay graph or a Gestalt arrangement graph would be more appropriate. 
Once the relational graph has been computed, then it may be used to impose 
constraints on the arrangement of primitives into k-tuples. We investigate two 
alternatives here. The simplest is to restrict our search to pairs of primitives 
connected by edges in the relational graph. A more sophisticated alternative is 
to use the cyclic ordering of the edges in the neighbourhood graph as a con- 
straint. By imposing structural constraints on the set of votes we can both limit 
the amount of computation required and reduce the degree of ambiguity. Once 
the restricted set of votes is to hand, then the search for consistent sets of model- 
votes can be posed as a statistical density estimation process. Here we use the 
EM algorithm [2] to fit a Gaussian mixture model to the local maxima of the 
vote accumulator. 



2 Representation 

The task confronting us is to find all the ways in which a set of model primitives 
can be aligned with their counterparts in a set of data. The model-primitives 
have index-set A4 while the data- primitives have index-set V. Each primitive 
is characterised by a vector of attributes; in the case of the data-primitives the 

attributes are denoted by the set Ad = ^ while in the case of the 

model the attribute-set is Am = ^ A^}. As a concrete example, in the 

case where the primitives are points, then the attribute- vector represent co- 

ordinates in 2D or 3D. In the case of line-primitives, the attribute vector could 
be conveniently represented using the line centre-points and the line-orientation 
[ 6 ], 

We would like to transform the attribute information into a space of trans- 
formation parameters which can be used for the purposes of recognition. These 
parameters represent possible transformations that bring the model and data 
primitives into alignment with one-another. To meet this goal we proceed as 
follows. We first select an appropriate image transformation. The transforma- 
tion T{(j)) is specified by a vector of parameters (j). Depending on the chosen 
transformation and the nature of the image attributes, the transformation can 
be estimated using appropriately sized subsets of the model and data primitives. 
Eor instance, in the case of affine transformation between 2D point-sets, then 
three primitives are sufficient. In order to facilitate the transformation to the 
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parameter representation, we extract all tuples of the appropriate size from the 
data and model primitive sets. 

Suppose that A: primitives are necessary to estimate the parameter- vector (p 
for the transformation T. Furthermore, let tF = {ui, C V denote the 
index-set of the primitives forming one of the data k-tuples. The set of available 
data k-tuples is denoted by Ojj = {tf^}. The corresponding model k-tuple is 
denoted by the set of primitives C M and the complete set of 

model k-tuples is denoted by Om = 

The idea underpinning pose clustering is to pair each of the data and model 
k-tuples with one- another in turn. However, ad initio we do not know the cor- 
respondences between individual primitives constituting the different k-tuples. 
In order to estimate the relevant transformation parameters we must there- 
fore explore the permutation structure between the different data and model 
k-tuples under study. The procedure is as follows: For each pair of k-tuples 
we generate a set of correspondence assignments between the individual pri- 
mitives. For the k-tuples tF and the set is denoted by Xi,j- Each member 
n = ^ X t.j^ of Xi,j itself a set of Cartesian 

pairs which associate the individual primitives in the two k-tuples. According 
to this notation, the Cartesian pair {ui^Vm,) means that data-primitive ui ^ T> 
is paired with the model primitive Vm € Ai by the permutation n. In other 
words is a set of correspondence assignments between data and model primi- 
tives. The individual correspondences, i.e. are found by permuting the 

order of the model k-tuple primitives with respect to those in the data k-tuple. 
The complete set of k-tuple correspondences available for estimating the set of 
transformation parameter votes is therefore, V = U(. i'or every 

k-tuple permutation belonging to 7^, we use the set of correspondences between 
the data and model primitives to estimate a vector of transformation parame- 
ters. In other words, the putative set of correspondences k between the data 
k-tuple tf^ and the model k-tuple is used to estimate the parameter vector 
(j)^ that bring the individual primitives forming the two k-tuples into alignment. 
The measurements used to compute the parameter- vector are aF = {x/^; / G tF} 
and = {x^; m G Hence, the individual attributes vectors for the pai- 

red primitives satisfy the equation x^ = T(^^,x^). The entire set of available 
pairwise transformation parameter estimates is denoted by ^ k G P}. 

It is the process of exploring the permutation structure of the set of k-tuple 
correspondences that poses the main computational bottleneck to pose cluste- 
ring. The alternative ways of constructing the correspondence-set V is the sub- 
ject of the next section of this paper. 

3 Tuple Pairing 

The idea underpinning this paper is to investigate whether relational constraints 
can be used to restrict and refine the set of transformation votes belonging to 
the set To commence we must establish a relational structure on the set of 
primitives in the model and the data. There are a number of alternatives reported 
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in the literature. For point-features, these include the N-nearest neighbour graph, 
the Delaunay graph, together with the Gabriel graph and the relative neighbour 
graph (which are both obtained by pruning the Delaunay graph). However, as 
recently demonstrated by Tuceryan and Chorzempa [13], it is the Delaunay graph 
that is the most robust of these structures. That is to say the edge-set of the 
Delaunay graph is the least sensitive to the addition and deletion of random 
nodes. Moreover, since the Delaunay graph is planar, we can exploit the cyclic 
ordering of edges as an additional structural constraint. 

We have investigated three different strategies for generating the set of mea- 
surement tuple pairings y. These are listed below 

— Permutations: Here the set tuple primitive-pairings is constructed by ta- 
king the complete set of possible permutations of the individual k-tuples. 
This is the conventional strategy adopted in the literature. There is no at- 
tempt to either impose structure on the feature-sets nor to impose constraints 
on the consistency of the pairings. 

— Structural Gating: The aim here is to impose a neighbourhood structure 

on the feature-sets. For instance, if we are dealing with point-sets, then we 
commence by either constructing an N-nearest neighbour graph or a Delau- 
nay triangulation. The edges of the graph are adjacency relations. Suppose 
that G]j = is the graph representing the model feature points, 

where Ejj is the set of edges of the neighbourhood graph. Similarly, let 
Gm = represent the neighbourhood graph for the model-points. 

We exploit the graph structure in two ways. Firstly, the sets of primiti- 
ves used to construct the different k-tuples are interconnected by edges, i.e. 
(^ 1 ,^ 2 ) G t ^ (^ 1 ,^ 2 ) ^ Ejj- Secondly, the set of putative corresponden- 
ces V is constructed so that the edge structure of the graphs is used as a 
constraint. In other words, edges in the data-graph are mapped onto edges 
in the model graph. As a result (ni,ui) G A (u 2 ,U 2 ) G ^ (^ 1 ,^ 2 ) G 
Ed a (ui,t?2) G Em- 

— Cyclic Ordering: The aim here is to preserve the cyclic ordering of the 
edges in the neighbourhood graphs when pairing the tuples to estimate pose 
parameters. Here we appeal to the idea recently developed by Wilson and 
Hancock [16] of using a dictionary of structure preserving mappings as a 
constraint representation for matching relational graphs. Each k-tuple now 
consists of a centre-node together with the set of nodes connected to it by 
edges of the Delaunay graph. In other words, tf^ = i U (i, G Ed}- The 
set of correspondences is generated so that both the edge-structure and the 
cyclic ordering of the non-centre nodes is preserved. This process is realised 
by placing the non-centre nodes in a list. The ordering of this list is the cyclic 
order of the primitives on the image plane around the centre-node. Each set 
of k-tuple correspondences is such that the centre nodes are always paired 
with one another. The neighbourhood nodes are paired so that the cyclic 
ordering of the two lists is preserved. 

In order to illustrate the effects of the different constraints, we now show 
some examples of the pose- votes accumulated using each of the schemes descri- 
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bed above. We choose as our example the problem of estimating the parameters 
of Euclidean transformation from point-sets. In Figure 1 we show the set of accu- 
mulated votes in the scale and rotation dimensions of the transformation-space. 
Specifically, Figure la shows the set of votes obtained with the permutation set, 
Figure lb is the result obtained using structural gating, and Figure Ic is the re- 
sult obtained with cyclic ordering constraints. In each plot there is a clear spike 
due to a single dominant pose cluster. The main effect of each of the refine- 
ments is to increase the strength of the cluster with respect to the background. 
This means that the transformation parameters are more easily estimated. In 
the simple example shown here a straightforward thresholding procedure would 
suffice. However, even with the use of structural constraints in some pose para- 
meter estimation tasks the structure of the votes may be more complicated due 
to multiple model instances. For this reason, in the next section of this paper 
we present a mixture model which can be used to fit Gaussian kernels to the 
accumulator peaks and hence locate consistent sets of pose parameters. 




(a) Permutation set. 



(b) Structural ga- (c) Cylic Constraints, 
ting. 



Fig. 1. Pruning the pose votes. 



4 Estimating Pose Parameters 



Our aim is to model the distribution of estimated transformation parameters 
that result from the pose clustering process. Each element of the set <P repre- 
sents a vote for a particular alignment hypothesis. The modes of the distribution 
represent instances where several paired k-tuples vote for the same hypothesis. If 
there are several instances of the model contained within the data, then multiple 
modes can be anticipated. Our aim in this paper is to model this multi-modal 
structure using a mixture model. Suppose that we have K mixing components 
modelling the different modes of our transformation parameter-space. The mix- 
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ture distribution for the observed parameter- vector (j) is 

K K 

pw = E p{<l))\uJa,&a)P{Oa) = '^g{<P,^a)TPa (1) 

a=l a=l 

In the above formula p{(j>\tOa^0a) is the conditional density function and P{0a) 
is the class-prior for the component of the mixture model indexed a. The condi- 
tional density function is modelled by the kernel-function 5^(0, The choice 
of kernel-function depends on the problem in-hand and is deferred until later. 
Suffice to say that the shape kernel is controlled by a hyper-parameter vector 
LUa which regulates position and width. Finally, the class prior is modelled by 
the mixing proportion 

The process of model alignment is couched as one of estimating the set of 
kernel hyper-parameters i? = {LUa]Oi = We pose this problem as one of 

maximising the likelihood function 

K 

C{<P\Q) = HE g{(p,UJa)TPa (2) 

a=l 

We solve this density estimation problem [9] using the EM algorithm [2]. The 
steps are as follows 



— Expectation: In this step we compute the a posteriori measurement pro- 
babilities using the most recently available estimates of the kernel-functions 



P{^a I ? ? 0) 



g(0,C^a)7rg 



( 3 ) 



The mixing proportions are found by averaging the it a posteriori probabi- 
lities over the set of observations i.e. ^ ^)- 

— Maximisation: In the maximisation step we seek the set of kernel pa- 
rameters = argmax^ that maximise the expected log- 

likelihood function 



K 

EE 

a=l 

— Mixture Kernels: If we assume that measurement errors in the raw attri- 
bute information follow a multivariate Gaussian distribution, then provided 
that we are using a linear co-ordinate transformation then the distribution 
in the parameter-vectors will also be Gaussian. This is certainly the case for 
the Euclidean and affine transformation of point-sets. Moreover, certain non- 
linear transformation, such as that resulting under perspective geometry, can 
be approximated in a linear fashion. Notwithstanding these difficulties and 
in the interests of tractability, we pursue the Gaussian case using kernel 
functions of the following form 
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g{<P,^a) = 



(271 









( 5 ) 



where is the mean parameter- vector, is the variance-covariance matrix 

for the mixing kernel indexed a and d is the length of the parameter vector 

(f).. 

— Model-order Selection: The final issue that remains to be addressed is 
that of model-order selection [4,9]. As with all density estimation we must 
prove a means of selecting the number of parameters, or kernels, that we 
use to model the data. Here we use the minimum description length (MDL) 
criterion [8]. Suppose that is the total sample variance and is the 
variance for the mixing component indexed o, then the MDL criterion for 
K mixing components is given by 



MDL{K) 



— Ain 
2 









( 6 ) 



The model order is selected by varying K until MDL{K) is minimised. 



5 Experiments 

Our experimental evaluation of the new matching scheme is based on matching 
2D line-segment patterns under Euclidean transformation. Details of the trans- 
formation process our outside the space limitations of this paper. However, a 
full description can be found in a recent account which involves the application 
of a conventional EM approach to image registration in low quality radar ima- 
gery [6]. Each line segment is characterised by its centre-point location 
and its orientation Oi. Erom the relative position and relative orientation of 
pairs of line-segments drawn from the model and data images, we estimate the 
four parameters of Euclidean transformation, i.e. the two components of trans- 
lation together with the isotropic scale and the overall rotation. In other words 
our alignment problem involves applying the EM algorithm to a 4-dimensional 
parameter-space. In order to provide structural constraints for the alignment 
process, we have seeded Delaunay triangulations from the centre-points of the 
lines. 

The evaluation of the alignment process involves aligning a digital map 
against linear structures segmented from radar images. The data used in this 
study is described fully in the recent paper by Wilson and Hancock [16]. Here 
the line-segments represent hedge-structures in a rural landscape. The problem 
is a challenging one since there is significant clutter and the segmentation process 
used to locate the line segments is far from perfect. To underline this point, there 
are 95 line segments in the radar data and only 30 segments in the digital map. 
The radar data is shown in Eigure 2a, the extracted linear segments are shown 
in Eigure 2b and the digital map is in Eigure 2c. In Eigure 2d we show the final 
alignment of the map and radar data. Despite the relatively poor radar-image 
segmentation and the high degree of clutter, the overall alignment is good. 
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Fig. 2. Aerial image alignment: a) Original image, b) Extracted hedge features, c) Map 
lines, d) Final alignment. 



6 Conclusions 

We have presented a new pose clustering algorithm for object alignment. There 
are two novel ideas underpinning the work. Firstly, we use structural constraints 
provided by a Delaunay triangulation to limit the set votes that are used in the 
voting process. Two sets of constraints are used. The first of these are provided 
by graph-edges. The second set is provided by cyclic ordering constraints on the 
graph neighbourhoods. In practice, it is the second set of constraints that prove 
to be the most effective in limiting the combinatorial background in the voting 
process. Secondly, we adopt a density estimation framework and use the EM 
algorithm to locate pose clusters. 

There are a number of ways in which which we intend to extend the ideas 
presented in this paper, he most pressing of these is to consider the issue of 
model-order selection more closely. Here we have used an MDL criterion [8] . We 
have two avenues in mind for future investigation. Firstly, we intend to explore 
the bias-variance structure of the mixture model and to set the model-order so 
as to provide the best tradeoff between model-bias and fit-variance. The second 
avenue is more ambitious. Richardson and Green [3] has recently shown how 
reversible-jump Markov chain Monte-Carlo can be used to stochastically sample 
variable order mixture models. This would provide a principled way off locating 
alignment parameters that are globally optimal. 
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Abstract. Area-based stereo matching algorithms are based on the sup- 
port of a surrounding area to establish a point-to-point correspondence 
in two images. Two important problems arise in this context: How to 
obtain subpixel information and how to choose the optimal surrounding 
area. 

In this paper we present a non-iterative two-step algorithm for subpixel 
accurate stereo matching by using an adaptive window. In contrast to 
existing algorithms the window is not restricted to a rectangle but can 
be of any general shape. Starting from an initial sparse disparity esti- 
mate, the first step is to find the general shape of the window. This is 
performed by estimating the local disparity of each pixel in a box of max- 
imum size using a bank of Gabor filters, and by applying a consistency 
constraint. In the second step the projective distortion is computed using 
the masked window. The performed experiments show the accurate and 
robust behavior of the proposed algorithm. 

Keywords. Subpixel Stereo Matching, Adaptive Window, Multi-channel 
Gabor Filtering 



1 Introduction 

Shape-from-stereo is one of the important techniques in recovering the third 
dimension of a real world scene projected onto a 2D image plane. Prerequisite 
is the determination of the visual correspondence between two points referring 
to the same scene point known as homologue points. 

One major group of algorithms to establish this correspondence consider a 
certain area around selected points. For the sake of simplicity and computational 
expense this area is mostly of rectangular shape. Gommon techniques as normal- 
ized cross-correlation or minimum SSD do only provide pixel accuracy and suffer 
from projective distortion within the supporting area, from now on referred to 
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as the window. Therefore techniques were developed to improve the accuracy 
by least squares methods applied to the window [3], [4], [9]. Others propose to 
adjust the size of the window itself [8], [2] or provide both, a subpixel refinement 
of the correspondence and an estimation of the window [12]. A well known tech- 
nique of the latter category is the iterative adaptive window algorithm proposed 
by Kanade and Okutomi [7]. A work closely related to ours was published by T. 
Lindeberg [10]. There he mentions that the local projective deformations contain 
essential information for binocular stereo matching algorithms. 

In this paper we present a non-iterative two-step algorithm for accurate stereo 
correspondence. Starting from initial homologue points the optimal shape of the 
window is estimated. This shape is not restricted to a rectangle, but can be of any 
shape. This can be achieved by enforcing a new global consistency constraint on 
the local disparities. A bank of oriented, even-symmetric Gabor filters, originally 
designed for texture segmentation [6], is used to determine these disparities. 
In the second step the knowledge of the local disparities is used to establish 
a subpixel refinement by estimating a projective transformation between the 
stereoscopic windows. A strategy for how and where to find initial disparity 
estimates are given in the next section. 

2 Strategies to Establish an Initial Correspondence 

Correspondences can be established at image positions ignoring the content of 
the image itself, e.g. at every n’th position. On the other hand, these positions 
can be selected regarding information contained in the image, leading to the so 
called points of interest. These points have to represent image features which are 
discrete, and do not form a continuous structure like pixels belonging to edges 
or texture. The points of interest for the proposed algorithm are determined by 
first applying the well known corner detector introduced by Harris and Stephens 
[5] on a regular grid over the image plane. Each grid point defines an exclusive 
surrounding area, whose best corner-like points of interest will be selected. This 
guarantees a nearly uniform distribution of the selected locations, since they are 
lying on a so called structured grid. 

In order to determine the approximate correspondences of the points of interest 
a minimization of the sum of squared differences (SSD) with a fixed window size 
of 15 X 15, is applied. Martin and Crowley show in [11] that SSD minimizes the 
probability of error for white Gaussian additive noise. Trapp shows in [13] that 
for direct use of the phase-differences the Fourier shift theorem must strictly 
apply. That is not true for our case, so that’s why we proceed with a minimum 
SSD method. 

3 Multi-channel Gabor Filtering 

In the following we want to summarize the mathematical background of a bank 
of Gabor filters, mainly following the work of Jain and Farrokhnia [6]. Image 
features coding information about scale and orientation are derived from the 
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responses of the filter bank. In contrast to the original work we do not use the 
image features for texture classification, but to represent a location ?7) within 
the local window (see section 4). The impulse response of a real, even-symmetric 
Gabor filter is given by 

^ ^ ' cos{2ttuo^) ( 1 ) 

where uq is the frequency of the sinusoidal plane wave in the 0° direction, 
and a^j are the shaping parameters of the Gaussian envelope function along the 
two axes of the window coordinate system, and are calculated as follows: 



/ In 2 . u . / in 2 

y— {2^f + 1 ) _ y — 

TTUo [2^f — 1) ^ 7Ti(.otan(^) 



The filters sensitive to the desired orientations are obtained by rotating the 
image coordinate system. Since all filter outputs are computed in the frequency 
domain, the stereo images have to be transformed by a 2D Fourier transform 
(FFT). It is noteworthy that the input for the multi-channel filtering process is 
a window which is appropriately sized around the given point of interest. This 
ensures that the passband of the highest frequency filter is located inside the 
window. 




Goncerning the bank, a filter is placed every 0 = 15° 
with an orientation bandwidth of B^p = 10°. The num- 
ber of radial frequency bands is determined by the low- 
est wavelength reasonable for disparity estimation of 
2V2 pixels, and by the highest of [nWmax/^)V^ pixels, 
where nw^ax must be specified as the maximum pixel 
width of the window. The relative frequency band- 
width Bf = 1 octave. These parameters provide 
an approximately uniform covering of the frequencies 
of interest, in a sufficient number of orientation dis- 
cretization. A detailed description of the filter bank 
parameter is given in [6]. After the filtering with all 
modulation transfer functions (MTF) corresponding 
to the Fourier domain representation of each single filter, an inverse FFT is 
performed on all filter responses. Fig. 1 shows the half-peak supports of the 
modulation transfer functions of the used filter set, with overlapping regions set 
to black. The inverse FFT is done for each filter, since the essential normalization 
is done much faster in the spatial domain. 



Fig. 1: 



The 



Gabor filter bank in 
frequency domain. 



applied 
the 



4 The Two-Step Algorithm for Subpixel Matching 

In section 2 we showed how the initial disparity map is obtained. In the last 
section we presented the mathematical background for building up a filter bank. 
In this section the two-step algorithm for subpixel matching is presented. 
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4.1 Step One - Finding the Window Shape 



The first step is to find the general shape of the window. In order to determine 
this shape a dense disparity map is estimated within a maximum window. For 
every pixel r/) in the left window the corresponding pixel in the right window 
is determined. This local matching is performed by first assigning a feature vector 
r to every pixel in the left window, for which a correspondence has to be found. 
Each dimension of this feature vector represents a single filter response in the 
spatial domain of the multi-channel Gabor filter bank. The window coordinates 
of the pixels are treated as features as well, in order to incorporate the probability 
of spatial adjacency. The feature vector is normalized by setting the energy 
of each local neighborhood as well as the energy of the filter coefficients to 
unity. Thus the features are weighted properly and the output can be treated as 
invariant against irregular intensity variations. 

The local matches are now determined by minimal distance matching of 
the reference vectors in the left window and the vectors in the right window. 
In order to enhance robustness, in the following a new consistency constraint 
is introduced. This constraint can be seen as a simplified combination of the 
well known order constraint [1] and the epipolar constraint. The application 
of the constraint leads then either to a masked window with consistent, thus 
unambiguous, information, or to a complete rejection of the initial disparity 
estimate. 

First, for each pixel in the left window the direction to its corresponding pixel in 
the right window is calculated, leading to an angle o;(^, 77 ) for each pixel position. 
In Fig. 2 a) some of the resulting vectors are shown. Using these vectors, the 
median angle of all angles a{^^rj) is calculated in the range (— 7r,7r) by 






median 



|arctan 



dv{Lv) 




(3) 



where dh{^^Vi) and are the horizontal and vertical disparities in pixel, 

respectively. ^ and rj range from zero to (x — 1 ) and ( 7 / — 1 ), where x and y are the 
dimensions of the window. Once o;^ is known, an angle o;^(^,? 7 ) can be defined 





Fig. 2. Obtaining the shape of the window a) Local disparities within the window; 
region A represents a consistent region, region B is inconsistent, b) Final window shape 
M by applying the introduced constraint. 
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for each local disparity by 



ar(C??) 



arcsin 



1/2 

V^Utv) + 




( 4 ) 



This angle defines a threshold for the final shape of the window, where the factor 
{}! 2 ) defines the maximum allowed deviation from the median direction. We now 
use ar to define the mask M , which represents the final shape of the window as 
follows: 




{Lv)) < < (a m T (C??)) 

elsewhere 



( 5 ) 



Fig. 2 b) illustrates the determination of the mask M where the region A, shown 
in Fig. 2 a) does not violate the introduced consistency constraint, while the 
region B does violate the constraint and thus does not contribute to M. Fig. 3 




a) b) c) 

Fig. 3. Adaptive window on a real image, a) Part of a real image, b) The template; 
the white line denotes the border between wall and background, c) Resulting window 
shape with correctly detected occlusion. 



shows the mask obtained from a real image. Fig. 3 b) shows the window to be 
matched. The vertical white line denotes the border between the wall and the 
background shown in Fig. 3 a). In the window of the right image, the right region 
results in an occlusion, detected by our algorithm and masked out in the final 
shape of the window (Fig. 3 c)). 

4.2 Step Two - Estimating the Projective Transformation 

Once the mask is determined, an eight-parameter projective transformation T 
between the two windows is calculated. As outlined by Lindeberg in [10], the 
projective transformation by which textures are deformed when mapped onto 
the image plane of a camera, represents useful geometric information. For each 
corresponding point given in homogeneous 2D coordinates, a (3 x 3) transforma- 
tion matrix T may be given. Note that by normalization of the ninth parameter 
ts 3 an arbitrary 3D transformation can be interpreted as a projective transfor- 
mation of homogeneous 2D coordinates. The 2D position can thus be written as 
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shown in equation 6. 

r _ tiiX^ + ti2y^ + ti3 ^ _ t2lX^ + t22y^ + ^23 

t3ix'- + t32y'- + 1 ^ t3ix'- + t32y'- + 1 

In general, a projective transformation specifies the relation between a plane in 
the three-dimensional real world scene and its perspective mapping on a two- 
dimensional image plane. Supposing there are n correspondences masked as valid 
within the window, the system to solve is directly derived from Eq. 6 and can 
be written in closed form as 

A • t = b , (7) 

where t denotes the vector of the elements of the transform T. The system 
is highly overdetermined and is thus solved by a least squares approach, by 
computing the pseudo-inverse of A, leading to 

tLs = (A^A)-iA^b . (8) 

Provided that at least 4 of the n available observations are linearly independent 
in 2D, the parameters of the transformation can be determined. The refined 
stereo correspondence (xs,^s) is now calculated by applying the transformation 
to the homogeneous coordinates of the position estimate from section 2. 

5 Experimental Results 

In order to verify the accuracy and robustness of the proposed algorithm, im- 
ages with known ground truth were used. The images shown in Fig. 4 are images 




a) b) 



Fig. 4. Images with known ground truth. The images are provided by the Calibrated 
Imaging Laboratory at Carnegie Mellon University. 



provided by the Calibrated Imaging Laboratory at Carnegie Mellon University. 
Fig. 4a) shows the “castle” scene and Fig. 4b) the “plantex” scene. In Tab. 1 the 
accuracy analysis is summarized. In the case of the castle image the disparities 
are known with subpixel accuracy for a total of 28 points. The proposed algo- 
rithm classified three points as outliers and therefore a disparity was obtained 
for 25 points. Further the root- mean-square errors in the horizontal, vertical and 
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Table 1, Results on images with known ground truth. 



image 


npt rmsx 


rmsy 


rmse 


maXe 


rmsj imsKO 


castle 


25 


0.14 


0.06 


0.15 


3.21 


0.08 0.16 


plantex 


9 


0.08 


0.07 


0.03 


0.34 


- 0.32 



Euclidean direction are shown. The maXe- values indicate the maximum error in 
the Euclidean direction. The value of 3.21 means that the algorithm for subpixel 
matching failed for this single point. If this single mismatch is not considered, 
a substantially improved rms* of 0.08 is reached. Eor comparison, experiments 
with the adaptive window matching algorithm developed by Kanade and Oku- 
tomi [7] were performed. As this algorithm requires horizontal epipolar lines, only 
the root-mean-square error in the horizontal direction is reported as rms/^o- If 
has to be mentioned that the adaptive window matching algorithm detected 4 
points as outliers what means that a total of 24 points would have contributed 
to the root-mean-square error. 

In the case of the plantex image the disparities for a total of 9 points is 
known. No outliers were detected and no mismatches occurred, what lead to the 
low root-mean-square error of 0.03. The adaptive window matching algorithm 
lead to a root- mean-square error of 0.42. 

Table 2. Results on images with 5 % salt & pepper noise. 



image 


npt rmSx 


rmsy 


rmSe 


maXe 


imsKO 


castle 


18 


0.14 


0.13 


0.19 


2.67 


0.29 


plantex 


5 


0.24 


0.22 


0.32 


2.43 


0.37 



In order to evaluate the robustness of the proposed algorithm, experiments on 
the same images as shown in Eig. 4 with added salt-and-pepper noise and white 
Gaussian noise were performed. It has to be mentioned that the SSD match- 
ing for obtaining the initial pixel to pixel correspondence failed in the cases of 
present noise. As the focus is on subpixel refinement, the pixel accurate positions 
were provided manually. The results for salt-and-pepper noise are summarized in 
Tab. 2. Einally, the results with the images corrupted by 25% additive Gaussian 
noise of a = 10 are shown in Tab. 3. The ground truth data provides an accuracy 

Table 3. Results on images with 25 % additive Gaussian noise with a = 10. 



image 


npt rmSx 


rmsy 


rmSe 


maXe 


imsKO 


castle 


24 


0.11 


0.07 


0.13 


1.59 


0.27 


plantex 


9 


0.21 


0.07 


0.19 


1.48 


0.30 



in the order of a tenth of a pixel. The proposed algorithm shows a robust and 
accurate behavior within the scope of the available ground truth. 
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6 Conclusion and Further Work 

In this paper we present an initial approach to subpixel stereo matching. The 
proposed algorithm uses a sparse disparity map, obtained using point of interest 
detection along with minimum SSD matching. For each of those initial point cor- 
respondences a local dense disparity map is estimated by calculating a feature 
vector for each pixel from the responses of a multi-channel Gabor filter. On this 
set of local disparities a new consistency constraint is applied. This delivers a 
masked window, in which regions of non-consistent disparities are deleted. Using 
the remaining consistent information, the parameters of a projective transforma- 
tion are estimated, leading to subpixel accuracy. Experiments were performed on 
images with known ground truth. The proposed algorithm shows a robust and 
accurate behavior. In order to reduce the computational complexity, an accurate 
filter selection scheme is subject to further work. Additionally an estimation of 
the projective transformation by a least median of squares (LMedS) method may 
enhance its robustness. The initial satisfying results motivate for the proposed 
extensions and invites the application of the algorithm to occlusion detection. 
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